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PREFACE. 


N  this   Guide    Book   important    Machines   and   Implements    have    perhaps 


been  unintentionally  omitted,  and  others  of  inferior  merit  inserted  ;  but 
allowance  must  be  made  for  the  difficulties  attendant  on  so  extensive  a 
selection,  which  has  been  gathered  at  intervals  from  a  vast  number  of 
Books,    Catalogues,    and    Pamphlets,    upon    this   and   kindred     subjects. 


Every  step  has  convinced  the  compiler,  more  and  more,  of  the 
indefinite  length  to  which  the  selection  might  be  extended ;  but  he  trusts 
sufficient  has  been  collected  to  justify  the  object  and  title  of  the  present 
work. 


Bedford, 


December,    1879. 


The   Prices    are   subject    to    the 
Fluctuations  of  the  Market. 


ASPIRATORS. 


ASPIRATORS. 

COMBINED  DOUBLE  ASPIRATOR,  SEPARATOR.  &  SMUTTER. 

MANUFACTURED    BY 

J.  ASHBY   &  SONS,  Aswell   Ironworks,   Louth. 

This  Machine  will  clean  and  separate  all  kinds  of  Grain  and  Seed.    The  Scouring 
Appaiutns  will  scour  any  kind  of  Grain  or  Seeds.    Grain  or  Seed  that  does  not 
require  scouring,  can  be  instantaneously  passed  through  the  Separator  and  double- 
exhaust  without  entering  the  Scouring  Cylinder. 


No. 

Extreme 
Height. 

Size  on  Floor. 

Weight. 

Speed  of 
Main  Shaft. 

Diameter  of  1    Average 
Driving           Hushcls 
Pulley.        j  ))er  hour. 

Length  and 

Diameter  of 

Cylinder. 

1 
2 
3 

ft.       in. 

8        0 
7        4 
6        4 

ft.  in.         ft.  in. 

8  3    by    3  6 
8  3    by   3  6 
7  2    by    2  8 

cwt. 
30 

25 

20 

560 
550 
700 

inches. 

u 

14 
12 

100 
90 
60 

ft.  in.    ft.  in 
4  2  by  2  G 

3  6  by  2  6 

2  10  by  2  0 

Price. 


£120 
£100 
£80 


THROOP'S    GRAIN    CLEANING    COMPANY. 

Auburn,  New  York. 
No.  2  Combined  Doable  Wheat  Aspirator,  Separator,  and  Smut  Machine  with  Scourer, 


Price 


£55. 


JAMES    WALWORTH    &   COMPANY, 

Bradford,  Yorkshire. 
Patent  Aspirating  Middlings'    Purifier      Price  £90. 


VAN  GELDER'S  PATENT  GRAIN  CLEANER  AND 


•••  •••  •••  ••< 


SMUT  MACHINE, 

With  Double  Aspirator — Capacity,  50  to  60  Bushels  per  hour 

Manufactured  bt 
MESSRS.  WALKER  &  PENDi;aTO^,\i^OTe^OL. 


£68 


Anvils,  apple  parers. 


ANVILS. 


Smith's  Anvils,  ordinary  shape  ... 


>> 


ff       London      ,, 


Double  Arched  Anvil ... 


• .  •     .  < 


Round  Bick  Farrier's  Anvil 


Double  Bick  Anvil 


...     •••     ... 


Warranted  Best  Second 

Best  well  tied  in  Best 

Bicks  and  Ends.  Ditto. 

at  per  cwt.     27s.  Od.  258.  Od. 


» <    »       « 


>i 


It 


)i 


n 


27s.  Od. 


Common  Common 

Bright  Iron  Anvil 

Steel  Face.  Bright  Face. 

38b.  4d.        20b.  6d. 


25b.  Od.        SSb.  M.        Mb.  M. 


27s.  Od.        25s.  Od.        238.  6d.        20b.  6d. 
27s.  Od.        25s.  Od.        23s.  6d.        20s.  6d. 


31s.  Od.        26s.  Od.        248.  6d.        20s.  6d. 


Boiler  Maker's  Anvil,  best  quality  only 


Soho  Anvil 


Portable  Anvil 


I) 


II 


I) 


II 


II 


f) 


II 


II 


II 


29s.  6d. 
29s.  6d. 
33s.  6d. 


BESSEMER  STEEL  ANVIL,  made  of  Solid  fiteel,  per  cwt 83s.  Od. 

H.    BESSEMER    &    Co.,    Sheffield. 


Common.  Best.  Warranted. 

Best  Black  Staple  Vices per  cwt.        37s.  4d.        40b.  Od.        44s.  6d. 

Best  Bright  Ditto,  |d.  per  lb  extra. 


APPLE  PARERS. 


With  Improved  INirn  Table       408.  per  dozen. 

SELIG.    SONNENTHAL    &    Co., 
Lambeth  Hill,    Queen  Victoria  Street,  LonOoit 


BARLEY  HUMMELLERS  AND  SCREENS. 


BARLEY  HUMMELLERS. 


The  Barrel  ia  of  iron  fixed  on  &  wrought  spindle.     One  man  can  do  GO  bushels 

per  hour.    The  points  or  awms  are  very  effectuaUy  removed Price   £5    0    0 


BARLEY  SCREENS. 


Self-Cleaning  Com  Screens,  with  Blowers  complete,  with  extra   Separators    for 
removing  stones,  with  Lifting  Handles,  will  Screen  60  bushels  per  hour, 

£16  IDs.    Od. 

£18  lOs.     Od. 

i^n.    «*.-   ^A-- 


No.  D 

Ditto 

Ditto 

No.  E.  to  ecreen  90  bushels  per  hour 

Ditto 

Ditto 

8  BOILING   AND    STEAMING   APPARATUS. 

BOILING  AND  STEAMING  APPARATUS. 

Adapted  for  Preparing  Food  for  Cattle  on  Large  Farms,  or  for  Domestic 
Use  IN  Unions,  Gaols,  Hospitals,  and  other  Large  Buildings. 


No,  2 — Consisting  of  a  one-horae  Vertical  Steam  Boiler,  with  Pped  Pump  attached ;  one 

12-bu3hel  strong  Galvanized  Iron  Pan,  and  one  100-gallon  Boiling  Pan ;£50  0  0 

No.  3 — Smaller  than  the  above £40  0  0 

No,  4 — Self-contained,  requiring  no  brickwork,  consisting  of  a  Wrought  Iron  Steam 
Generator,  one  60-gallon  Boiling  Pan,  and  one  9-busheI  Revolving  Pan,  with 

12  feet  of  Iron  Pipe £30  0  0 

No.  5 — As  above,  but  with  40-gallon  Pan  and  a  6-bushel  Revolving  Pan      £23  10  0 

No.  6 — With  Generator  and  two  40-gallon  Compound  Pans    £25  10  0 

jfo,  8— With  Generator  and  one  40-gallon  Compound  Pan     £18  10  0 

Vo.  P-—W/tA  Oeoerator  and  one  e-bnahel  ?a.n £17  10  0 


HOOKS,  KNIVES,  BOLTS,  NUTS,  &c. 


9 


BILL  HOOKS,  BEAN  HOOKS,  HAY  AND  STRAW  BAND  KNIVES, 


Brushing  and  Switching  Bills,  with  patent  sockets... 

Hedging  Bills    ... 

Broom  and  Fence  Hooks  ... 

Pea  Hooks  ... 

Sickles  and  Bean  Hooks   ... 

Hay  and  Straw  Cutting  Knives 


...     ...     ...     ...     .••     ...     ...     ... 


...     ...     ...     ...     •••     ... 


...     ...     ...     ...     •••     •••     •••     ...     ... 


...     ...     •••     •.*     ••.     .*• 


...     •*.     .*•     ...     .•• 


from  31s.  6d. 

from  20s.  Od. 

from  18s.  Od. 

from  IBs.  Od. 

from  7s.  6d. 

from  42s.  Od. 


to  67s.  per  dozen, 

to  50s.  per  dozen, 

to  36s.  per  dozen, 

to  36s.  per  dozen, 

to  42s.  per  dozen, 

to  145s.  per  dozen. 


BOLTS  AND  NUTS. 


SQUAEE  HEADS  AND  NUTS.— ROUND  NEOKS. 


DiAM  ETER. — Inches. 

* 

29/0 
31/0 

33/0 

per 

8/0 

6/9 

26,0 

28/0 

31/0 

gross 
9/6 

8/3 

I 

23/0 
26/0 
28/0 

30/0 
34/0 

23/0 
26/0 
28/0 

30/0 
34/0 

1 

22/0 
24/0 
26/0 

27/0 
31/0 

20/0 
24/0 

24/0 

25/0 
29/0 

* 
7 

r 

20/0 
22/0 
24/0 

25/0 

1 

20/0 
22/0 
24/0 

25/0 

U 

20/0 
22/0 
24/0 

25/0 

Extras. 

6j  long  and  up,  p^r  cwt. 
4|  to  6  long    ...     „ 
3j  to  4i  long  ...     „ 

3  to  2  long      ...     „ 
Under  2  long  ...     „ 

For  Hex  heads  1/0  per  cwt. 

For  Hex  nuts  |,  i,  and  J, 
4s.  per  cwt. 

For  Hex  nuts  f  and  up- 
wards, 2/6  per  cwt. 
For  Sq.  Necks  ^/6  per  cwt. 

The   Heads,   Threads,  and  Nuts  are  to  WhitwortVs  Gauges.  —  The  points  turned  and  all 

finished  in  a  superior  manner. 

In  ordering  it  will  be  sufficient  to  give  the  length  from  under  head  to  point  and  the  diameter, 

with  description  of  head,  neck,  and  nut. 


SQUARE  HAND  MADE  NUTS. 


Diam.  of  Hole.         Per  (Jross,  Untapped. 


i' 


19 


r 


19 


1/2 
1/5 
2/3 
2/11 


Diam.  of  Hole. 

Per  Cwt.,  Untapped. 

V 

29/0 

r 

28/0 

r 

37/0 

r 

27/0 

V 

^-w^ 

BLOWING  FANS  AND  BLOWERS. 


BLOWING   FANS  AND  BLOWERS. 


aUNTHER'S    IMPROVED    SILENT    PANS 


Are  gnaraoteed  to  work  with  lesB 
powertlian  any  other  FaD  hitherto 
brought  out.  They  are  manu- 
fsctnred  with  E^ecial  regard  to 
strong  material  (being  fitted  with 


steel  spiDdlea),  good  workman- 
ship, long  bearings,  aad  efficient 
lubrication,  and  are  offered  to 
the  public  at  a  muck  lees  eott 
than  any  other  Fan. 


Rc^Lbg 

■Jt^ 

ptrMinuw. 

b™*. 

Diichuge. 

BbwD. 

Stni* 

L    s. 

in. 

in. 

in. 

in. 

4    o 

s 

4,000    to    4,500 

114 

5    o 

6 

6 

3.SO0 

4.3«> 

3 

8 

.« 

8    o 

17?^ 

2ji 

2,500 

13  lo 

n 

24 

I'A 

2,500 

1% 

30 

32 

S 

1,500 

9 

23    0 

1,700 

I 

30    0 

40 

11 

1,500 

45    0 

5° 

33 

150 

20 

900 

15 

BAKBBS'  PATENT  KOTART  PREMDE  BLOWER  AND  ENGINE, 
For  exhausting,  ventilating,  drying,  blowing — for  hot  or  cold  air,  vapoura,  or  gaa     ...     £198    1 
OYOLOP'S  POWER  FAN,   with  Patent  Driving  Gear. 

Price      f30    ( 

ROOTS  PATENT   BLOWER,   No.   2., 
Will  melt  2^  tons  of  iron  per  hour,  or  blow  18  ordinary  smiths'  fires,  with  escape  valve    £42 

ROOT'S   PATENT    BLOWER,  No.   lA, 
Will  melt  I  ton  of  iron  per  hour  or  blow  for  6  ordinary  smitlis'  fires,  with  escape  value      £2fi  1 

ROOT'S  PATENT  BLCWEB,   No.   2A., 
Will  melt  1  ton  of  iron  per  hour,  or  blow  4  ordinary  smiths'  fires,  with  escape  valve   ...     £20  1 

ROOT'S  PATENT  SMALL  BLOWER,  No.  I, 
Snitable  for  small  fire £5    1 


PRICES    OF    OTHEK   FANS   AND    BLOWEES    CAN    BE  OBTAINED   ON 
APPLICATION    TO 

E.   PAGE   &  Co.,  Victoria  Iron  Works,  Bedford. 


BRICK  AND  TILE  MACHINERY. 


NEW  CONTINUOUS-FEED  BRICK,  PIPE,  AND 
TILE  MAKING  MACHINE. 


fiaa  Mftcbine,  as  illuBtmted,  puga  the  clay  and  makes  the  Bricka,  or  other  goods,  at  one 
operation,  and  dispeiues  entirely  with  a  separate  Pug  Mill. 

The  Maohiae  ia  portable  and  very  handy  to  move  about,  being  Rtted  with  lock  to  the  front 
wheels.     It  can  be  set  to  work  anywhere  in  a  very  short  time  without  skilled  labour. 

It  will  make  Solid,  Perforated,  Hollow,  or  Tubular  Bricks,  Roofing  Tiles  of  all  descriptiooa. 
Paving  Bricks,  and  Drain  Pipes. 

The  Pugging  Knives  are  of  malleable  iron,  and  can  be  adjusted  to  any  distance  required. 

The  Machine  is  made  to  open  entirely  by  simply  removing  a  few  bolts,  ao  that  the  interior  of 
Uie  Mill  can  be  got  at  in  a  few  minutes  without  difficulty. 

Ten  thousand  first-closs  Bricks  can  be  made  in  ten  hours. 

Power,  Four  to  Six  H.P.  nominal. 

Price  of  Machine,  complete  as  shewn £90    0    0 

Ifwith  Murray's  Patent  Stage    £112    0    0 

If  Mounted  with  a  Pair  of  Crushing  Rollers,  extra £25    0    0 


E.  PAGE  &  Co.,  Victoria  Iron  Works,  Bedford, 
Sole  MaaufactMrertt  ao.^  ^okjooL^eRb. 


BRICK  AND  TILE  MACHINERY. 


NEW  HORIZONTAL  PUGGING  AND  CRUSHING 
MILL. 


The  above  Milt  is  exc«Ileat  as  a  Pugging  &ud  CrusbiDg  Mill  ;  the  Grushiag  part  can  be  added 
or  removed  without  aETecting  the  Pug  Mill  in  any  way. 

Price  of  Horizontal  Pug  Mill  only      £fiO    0    0 

Price  of  Pug  Mill  and  OrusbingBoUere    £85    0    0 

The  clay  is  thoroughly  well  mixed  and  pugged  and  the  grinding  is  also  very  effectually 
performed. 

DELIVERED  FREE  AT  BEDFORD  STATION. 

E.   PAGE    &   Co.,  Victoria  Iron  "Works,  Bedford, 
Sole  Manu&cturers  and  Fatenteea 


BRICK  AND  TILE  MACHINERY. 


DRAINING  PIPE,  TILE,  AND  BRICKMAKING  MACHINES, 


No.  I.    Pipe  and  Tile  Making  Machine. 
Thia  Machioe  is  specially  adapted  for  the  use  of  small   Tileries,  or  fi)r   Private  Geiitletnen 
manufacturitig  Pipes,  &C.,  on  their  Estates,  beiag  portablu,   simple  in   construction,  and  easily 

workeil  by  a  strong  bo}' 
It  will  make  Drain  Pip«s  of  any  pattern  from  Ijin  to  6iD  internal  diameter,  Plain  and  RooliiifF 

Tiles,  &c.,  and  will  produce  upon  au  average  4,S00  2in.  Pipes  per  day. 
Price,  including  Screen,  Stage,  and  Cutting-off  Apparatus  (exclusive  of  Dies)     ...     £14  14     0 

IMPROVED  HORIZONTAL  SINGLE-CHAMBER 
PIPE  AND  TILE  MACHINE, 

FOR    HAND    POWER. 


No.  2.    Pipe  and  Tile  Machine. 
This  Machine  is  fitted  in  a  similar  mraner  to  ths  No.  1,  biit  with  larger  Mouthpiece,  and  is 
especially  adapted  to  make  Pipes  from   l^in  to  lOiii,  di.vmetcr,  Tiles  of  every  description,  and  Per- 
forated and  Tubular  Bricks.     Can  he  worked  easily  by  a  strong  la  1. 

Price,  including  Screen,  Stage,  and  Cutting-off  Apparatus  (exclu.sive  of  Died)     ...     £16  16    0 

Manufactured    by    E.    PAGE    &    Co.    (late   N^^^x-axcv^^ 
Victoria  Iron,  Wotka,  "Boaioid.*  "Eau^saio.^ 


BRICK  AND  TILE  MACHINERY. 


WILLIAMS'  PATENT  PIPE  AND  TILE  MACHINE,  NO.  3. 


This  Machioe  is  fitted  with  double  racks  and  pinions,  and  is  a  large  and  powerful  machine.  It 
will  make  Pipes  up  to  7'  diameter  when  ^een,  and  Routing  Tiles,  Tubular,  Solid,  or  Ornamental  Bricks 
uid  Hollow  (joods  of  all  dencriptioDs.     It  is  easily  worked  by  a  man  or  a  stout  lad. 

Price  of  Machine,  Screen,  Stage,  and  Cutting-off  Apparatus,  but  exclusive  of  Dies,    £21     0    0 

BRICK,  DRAINING  AND  SEWER  PIPE,  AND  TILE  MACHINE, 

No.  4,  for  Hand  Power. 


The  Machine  illustrated  above  is  easily  worked  by  the  power  of  one  man,  and  is  capable  of  pro- 
ducing all  kinds  nf  Drain  Tiles,  Pipes,  Tubular,  Perforated,  or  other  Bricks,  Pan,  Plain,  or  Gormgated 
'Hies,  and  will  make  round  pipes  up  to  13  inches  in  diameter. — Green. 

The  Machine  is  constructed  with  Double  Racks  and  Pinions,  so  as  to  reduce  the  strain  as  much  aa 
possible.  The  Plunger  Plate  and  other  fittings  are  made  of  wrought-irou  where  required  for  strength, 
and  it  is  mounted  upon  four  travelling  wheels  for  convenience  of  moving. 

Price  with  one  screen,  stage,  and  cutting  off  apparatus,  but  exclusive  of  dies    £25    0    0 

E.    PAGE   &   Co.,  Victoria  Iron  "Works,  Bedford, 
Sale  Manufacturers  and  Patentees. 


BRICK    AND    TILE    MACHINERY. 


IMPROVED   PUGGING   MILLS. 

Clay  of  almost  erety  descriptioa  requires  puggisg  before  it  can  be  used  for  the  inanu&cture  of 
goods  of  any  kind,  and  a  Pug  Mill  is  one  of  the  most  useful  and  indispenBable  MachiDes  iu  any 
Brick  and  Tile  Yard,  as  it  is  essential  that  all  the  clay  should  be  brought  into  a  thoroughly 
homogeneouB  and  uniform  consistency. 

The  Patent  Sectional  Octagon  Pug  Mill  is  admirably  adapted  for  this  purpose,  and  is  most 
specially  suitable  for  shipment  abroad,  as  it  can  be  taken  to  pieces  and  packed  iii  an  unusually 
small  compass. 


These  Pug  Mills  are  composed  of  sectional  plates  and  tLey  are  erected  on  large  base  plates  oi 
cast  iron. 

The  clay  can  be  discharged  either  under  or  at  the  side  of  the  Mill. 

The  knives  are  fixed  upon  the  Arcbimedian  principle,  which  not  only  cut  the  clay  but  aJso 
turn  it  over. 

No.  1,  Diameter  25',  height  of  ditto  3'  6',  total  height  6'  8', 

Price,  with  draught  pole  and  yoke  for  one  horse £14  14    0 

No.  2,  Diameter  30*.  height  3'  7',  total  height  6'  3' 

Price,  with  draught  pole  and  yoke  for  one  horse £18    0    0 


E.  PAGE  &  Co.,  Victoria  Iron  "Works,  Bedford, 
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IMPROVED    CLAY   AND   CHALK   WASHING   MILLS. 

TO    WORK   BY   STEAM   OK   ANIMAL   POWEK. 

Washing  must  be  resorted  to  for  the  effectual  separation  oj  Limestones  and  other  impurities 
from  Earths,  into  which  they  dangerously  intrude,  or  for  those  classes  of  Bricks  (as  the  London 
"  Stock  ")  with  which  Chalk  is  largely  mingled  with  the  Clay. 

For  such  purposes  these  Improved  Roller  and  Harrow  Wash  Mills  are  far  superior  to  those  in 
ordinary  use — they  are  separately  applicable  as  Chalk  Mills  ;  or,  where  the  special  manufacture 
required  renders  the  Washing  of  the  Clay,  or  the  total  amalgamation  of  the  raw  material  desirable, 
they  can  be  used  both  as  Clay  and  Chalk  Washing  Mills. 

The  Mills  are  constructed  of  various  sizes  according  to  requirement. 

The  whole  of  the  necessary  Ironwork  and  fittings  for  these  Mills  is  provided  ready  fitted ;  the 
race  (formed  of  brickwork)  and  the  timbering  being  prepared  by  the  purchaser  from  plans  supplied. 

Pumps  for  supplying  the  Wash  Mill  can  be  arranged  in  conjunction  when  required. 


1 

Diameter  of  Race. 

Power  required. 

Will  Work  Clay  sufficient  for— 

Total  Weight. 

10  ft.  race. 

2  H.  P.  Engine. 

10,000  Bricks. 

U  ton. 

12       ,. 

3     »        »> 

12,000      „ 

2      „ 

15      „ 

*    >>        1) 

15,000      „ 

H    » 

20       „ 

6      ,i            a 

20,000      „ 

2f    „ 

COMBINED  MORTAR  MILL,  ENGINE,  AND 

BOILER. 

This  Mill  is  combined  with  a  Vertical  Engine  and  Boiler  of  sufficient  power  to  drive  it  when 
grinding  Lime,  Brick  Ends,  Slag,  Iron  Ore,  &c.,  and  will  be  found  of  great  advantage  where  belts 
would  be  objectionable. 

Price  of  Combined  Engine,  Vertical  Boiler  and  5ft.  Pan  Mill  on  4  Travelling  Wheels 

with  Carriage  Work    £225    0    0 

with  6ft.  Pan  Mill        „  „  „         £250    0    0 

with  7ft.      „        on  wood  foundation  frame 

and  6  Truck  Wheels 

with  8ft.  Pan  Mill 
with  9ft.  Pan  Mill 
Price  of  5ft.  Pan  Mill  and  Vertical  Engine  without  Boiler    ... 
6ft. 
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£300  0  0 

£345  0  0 

£385  0  0 

£140  0  0 

£155  0  0 

£185  0  0 

£220  0  0 

£245  0  0 


The  9ft.  Mill  in  the  Combined  Machine  has  four  turned  rollers  and  carriages  complete,  on 
which  the  pan  is  supported  as  it  turns  round  ;  pan  of  extra  weight  and  turned  underneath  for  friction 
rollers ;  rollers,  28cwt.  each,  and  can  be  increased  to  40cwt.  each  at  an  extra  cost.  This  Mill  will 
grind  about  three  cubic  yards  of  mortar  per  hour. 


BRICK  AND  TILE  MACHINERY. 


IMPROVED   VERTICAL    EDGE    RUNNERS, 

With  Perforated  Pan  for  Pulverizing,  or  with  Solid  Pan  for  Wet 
Grinding,  with  either  Under  or  Overhead  Gear. 


With  Pan  6  feet  diameter,  Rollers  8  feet  diameter,  12  inch  face  with  Bed  Plate  for 

wet  grinding — total  weight  about  6  tons £116    0    0 

With  Pan  6  feet  diameter,  and  Perforated  Pan — total  weight  about  5  tons        £115    0    0 


IMPROVED    mortar   MILLS. 

Improved  Mortar  MiJIa,  vny  flrcng,  txeecdingly  eimple,  fitted  with  Box  Bed  Platea, 
Ktvolving  Vaut,  False  Eottoms,  and  cviry  necessary  appliance  to  make  them  complete.  Very 
serviceable  to  Grind  Old  Brickbats,  Slag,  Iron  Ore,  &c. 

PARTICULARS    AND    PRICES. 


Diameter  of 
Pan  at  top. 

Sim  of  Rollers, 

Weight  of 
each  Roller 

Siie  of  Pulley. 

'^^ 

Speed  of  Pan. 

Price. 

ExIraCostofWood 

ft.        in. 

ft.     in.         in. 

CWlS. 

fi.       in. 

£ 

£    ^    <!■ 

5      o 

.    8    by     10 

10 

1       0 

•34 

as 

50 

a     10    0 

6        0 

X    8    ..      13 

13 

3        6 

133 

60 

300 

7        0 

36..     »S 

'9X 

3       0 

108 

75 

4    10    0 

7        6 

36.,      15 

33 

3       0 

100 

8S 

S     10    0 

8       0 

36,.      18 

M 

3       6 

90 

no 

8     a    0 

9        o 

3    6    „      30 

38 

3       6 

84 

\      ^^ 
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BRICK  AND  TILE  MACHINERY. 

MURRAY'S  PATENT  BRICK  PRESS. 


This  Machine  will  Prees  from  4,000  to  5,000  Bricks  per  day  of  10  hours,  when  worked 

by  a  man  and  two  boys.     It  is  fitted  with  Self-lubricating  Boxes 

Brickt  or  TiUi  up  to  10  inches  square  can  be  pressed  to  any  thiekitess. 


PINFOLD'S  IMPROVED  GENERAL  PURPOSE 
BRICK  AND  QUARRY   PRESS. 

The  adaptability  of  this  Press  for  Pressing  all  kiuds  of  Goods  makes  it  very  useful  for  geoeral 
puTpoeea.     It  is  capable  of  pressing  any  size  up  to  Vi  inches  square,  and  from  ^  on  inch  to  Sins,  thick. 

Price,  with  Plain  Die     £16 

Ditto,  with  Self-Lubricating  Dies £18 

PLOOEING,    QUARRY,    AND    OTHER   PRESS    DIES, 
Complete  from  £2  upwards,  according  to  Size. 


PINFOLD'S  IMPROVED   DOUBLE-BOX  BRICK   PRESS, 

FOR  HAND  POWER. 
This  Machine  needs  but  little  description;  the  Boxes  and  Pistons  are  so  arranged  that,  while 
one  Brick  is  being  pressed,  the  other  Box  is  being  emptied  and  re-filled,  thereby  enabling  the 
Hachine  to  readily  press  frt)m  5,000  to  6,000  per  day. 

FUce £U 
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CLAY   ROLLING   MILL, 

Carlton  Arrangement. 

This  Mill  is  fitted  with  a  pair  of  Clay  Rollers  24  iaches  diameter,  36  inches  long,  and 
2  Driving  Pulleys  or  a  Pair  of  Wheels  as  preferred ;  2  strong  adjustable  bearings 
fitted  with  Blocks  and  Set  Screws,  wrought  Driving  Shaft  4  feet  long,  2  wrought 
iron  Scrapers,  and  2  Pedestals  with  Uuu-metal  Bearings        £35    0    0 

Power  required,  6  H.P. 


NO.  1  CLAY  CRUSHING  &  GRINDING  MILL, 

Suitable  for  Preparing  Clays  for  Large  Machines. 

This  Mill  is  fitted  with  Rollers  2  ft.  6  in.  long  by  2  ft.  6  in.  diameter,  weighing 
from  32  cwt.  to  2  tons,  turned  quite  true,  and  hung  upon  very  strong  wrought 
iron  Shafts.  These  work  in  Bearings  that  rest  in  massive  wrought-iron 
Carriages,  which  are  fitted  with  Adjusting  Pins  and  Safety  Bolts,  to  prevent 
accidents.  They  are  driven  by  corre.«i)ondingly  Strong  Wheels  and  Shafts,  with 
suitable  Driving  Pulley £85    0    0 


No.    2.    GRINDING    MILL. 


Ins  Rolls  2  ft.  6  in.  long  by  2  ft.  diameter,  in  all  other  respects  it  is  the  same  as 

No.  1,  previously  described       ...      £60    0    0 

These  Rolls  are  found  to  be  capable  oj  Grinding  sufficient  Plastic  Clay  for  40,000  Bricks  per  day. 


No.    3.    GRINDING    MILL. 

With  Rolls  2  ft.  long  by  2  ft.  diameter,  and  all  necessary  Machinery  suitable  for 

working  by  Horse-power    *     £28    0    0 

Extra  if  the  Bolls  are  turned. 


BRICK  AND  TILE  MACHINERY. 


BENNETT    &    SAYER'S 

PATENT  SELF-FEEDING  AND  DELIVERING 
BRICK   PRESS. 


Space  Required  to  Fix,  6ft.  X  6ft. 

This  Patent  Power  Brick  Press  is  particularly  adapted  for  Plastic  Brickmakiog.  It  presses  the 
rough  bricks,  round  coIudidb,  or  pieces  of  Clay  of  any  convenient  shape  direct  from  the  Pug  Mill, 
into  lacing  or  paving  Bricks,  equal  to  hand-pressed  Bricks,  at  a  cost  not  exceeding  Threepence  per 
1,000  over  common  wire-cut  or  hand-made  Bricks. 

This  Machine  will  press  from  1,400  to  1,500  Bricks  of  any  thickness  per  hour  direct  from  the 
cntting-off  table  and  the  pressure  given  can  be  varied  at  pleasure,  to  suit  any  kind  of  Bricks. 

The  Press  Box  can  be  steam  jacketed  or  not,  as  required  by  purchasers. 

He  power  necessary  to  drive  the  Press  ia  aboat  one  horse. 

Price   on  Bails,   £85  Nett. 

These  Presses  can  be  seen  working  at  the  Peel  Tileries,  Wilnecote,  near  Tamworth  ;  Hockley 
Hall  Blue  Brick  Works,  Tamworth,  Stoke-apon-Trent ;  Accrington ;  Ruabon  ;  Melbonrne,  Dear 
Derby ;  and  other  places. 

Pfmbbs  have  also  been  supplied  to  New  Zealand  and  the  Cape  of  Gtood  Hope,  which  have  given 
tbeffsate^  Mida&ctioa. 


BRICK  AND  TILE  MACHINERY. 


E.    PAGE    &    Co.'s 

PATENT  CONJOINED  PUGGING  MILL,  DODBLE-CHAMBER 
BRICK,   DRAINING  PIPE,   AND    TILE    MACHINE, 

No.  6,  ABBANOED  FOE  HOBSE  POWER. 


E.   PAGE   &   Co.,  Victoria  lFon.'VNoT^is,"e.a«k'to-ca.. 
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No.  1  A  PATENT  SELF-ACTING 

BRICK     MAKING     MACHINE, 

Capable   of  Making   15,000   to   20,000   Pirst-Olass  Solid  Bricks  per  Day   of 
Ten  Hours,  when  driven  by  a  Six  or  Seven-horse  Power  Steam  Engine. 

This    make   per    day    can    be   largely    increased   by   simply   increasing   the  drimng  power. 

Perforated  Bricks,  Copings,  Cornice,  &c.,  &c.,  can  be  made  by  adding  the 

necessary  Dies. 

This  Machine  has  a  stroDg  metal  frame  and  is  so  arranged  that  all  the  wearing  parts  are  easily 
adjusted  or  removed.  The  clay  having  (where  necessary)  been  passed  through  suitable  preparing 
machinery,  falls  from  the  same  into  the  self-acting  feed  hopper,  which  thoroughly  mixes  and  feeds 
it  into  the  propelling  portion  of  the  machine,  where  every  particle  of  air  is  expelled  from  it  and  the 
proper  quantity  of  lubrication  being  applied  through  the  Patent  Compressing  Chamber  and  Die, 
it  issues  from  the  machine  on  to  the  cutting  table  in  one  continuous  stream,  only  requiring 
it  to  be  cut  into  Bricks  of  any  required  thickness.  The  clay  is  then  cut  off,  say  10  bricks,  3j  inches 
thick  each,  at  each  stroke  of  the  cutter.  This  cutter  is  so  arranged  that  the  bricks  are  cut  with 
perfect  accuracy,  while  the  clay  is  moving  forward,  without  any  waste  of  clay  or  loss  of  time.  And 
further  to  economise  labour  and  to  maintain  the  perfect  form  of  the  bricks,  each  table  full  of  bricks 
are  delivered  simultaneously  by  the  hand  of  the  attendant,  on  to  the  Patent  Bearing-off  Barrows, 
ready  for  wheeling  away  to  the  hacks  or  walls.  No  separate  handling  being  required  the  perfect 
form  of  the  bricks  is  maintained.  The  delivery  of  the  bricks  being  continuous  and  uninterrupted, 
15,000  can  readily  be  made  per  day  of  10  hours,  and  more  can  be  produced  by  simply  increasing 
the  driving  power.  The  bricks  are  sufficiently  stiff  to  be  removed  at  once  from  the  Machine  and 
walled  six  or  eight  high. 

The  number  of  hands  required  in  connection  with  the  Machine  necessarily  varies  with  the 
distance  from  which  the  clay  has  to  be  fetched,  and  to  which  the  bricks  have  to  be  taken.  In  many 
instances  three  men  in  the  mine,  one  on  the  top  of  the  incline,  one  to  work  the  cutting-table  and 
load  the  barrows,  three  boys  and  three  men  to  wheel  away  and  wall,  are  amply  sufficient,  so  that  the 
total  cost  of  the  foregoing  operations  varies  from  1/9  to  2/9  per  1,000. 

Price,  Complete,  for  Solid  Brickmaking £140     0     0 

Patent  Bearing-oR  Barrows       £4  each. 
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No.    1    PATENT    COMBINED 

CRUSHING,  PUGGING,  &  BRICKMAKING 

MACHINE, 

Is  adapted  to  clays  that  require  more  preparation  than  the  self-acting  feed  of  the  No.  1  A  will  give. 
It  is  also  self-contained,  requiring  no  timber  framing,  except  the  stage  to  tip  the  clay  upon.  The  roll 
carriages  are  so  arranged  that  the  rolls  can  be  got  in  and  out  without  removing  the  stage,  and  the 
cast  iron  frame  has  only  to  carry  the  weight  of  the  machinery,  the  strain  of  crushing  the  material 
being  upon  four  strong  wrought  iron  bolts,  but  in  order  to  prevent  accidents  a  safety  arrangement  is 
provided,  so  that  in  the  event  of  iron  or  other  hard  substance  getting  in  the  rolls,  no  harm  would 
result  to  the  machinery. 

The  Pug  Mill  is  fitted  with  a  strong  wrought  iron  shaft,  into  which  is  fitted  a  number  of  strong 
wrought  iron  blades.  In  the  event  of  repairs  being  required  the  top  half  of  the  Pug  Mill  Cylinder 
can  be  removed,  so  as  to  get  at  the  interior. 

The  whole  of  the  Machinery  is  made  very  strong  and  massive,  so  as  to  withstand  the  rough  usage 
this  class  of  machinery  is  subject  to.  The  clay  on  leaving  the  pug  mill  passes  into  the  expressing 
rolls,  where  the  proper  quantity  of  lubrication  having  been  applied  through  the  patent  compressing 
chambered  die  it  issues  from  the  machine  on  to  the  cutting  table  in  one  continuous  Stream,  only 
requiring  it  to  be  cut  into  bricks  of  any  required  thickness.  The  clay  is  then  cut  off,  say  10  bricks,  Sjin. 
thick  each,  at  each  stroke  of  the  cutter.  This  cutter  is  so  arranged  that  the  bricks  are  cut  with  perfect 
^ocuracy,  while  the  clay  is  moving  forward,  without  any  waste  of  clay  or  loss  of  time.  And  further, 
to  economise  labour  and  tc  maintain  the  perfect  form  of  the  bricks,  each  table  full  of  bricks  are 
delivered  simultaneously,  by  the  hand  of  the  attendant,  on  to  the  Patent  Bearing-off  Barrows, 
ready  for  wheeling  away  to  the  hacks,  or  walls.  No  separate  handling  being  required  the  perfect 
form  of  the  bricks  is  maintained.  The  delivery  of  the  bricks  being  continuous  and  uninterrupted, 
15,000  can  readily  be  made  per  day  of  10  hours,  and  more  can  be  produced  by  simply  increasing  the 
driving  power.  The  bricks  are  sufficiently  stiff  to  be  removed  at  once  from  the  Machine  and  walled 
six  or  eight  high. 

The  number  of  hands  required  in  connection  with  the  Machine  necessarily  varies  with  the 
distance  from  which  the  clay  has  to  be  fetched,  and  to  which  the  bricks  have  to  be  taken.  In  many 
instances  three  men  in  the  mine,  one  on  the  top  of  the  incline,  one  to  work  the  cutting  table  and 
load  the  barrows,  three  boys  and  three  men  to  wheel  away  and  wall,  are  amply  sufficient,  so  that  the 
total  cost  of  the  foregoing  operations  varies  from  1/9  to  2/9  per  1,000. 

Price,  Complete,  for  jSolid  Brickmaking £2^(\    <^    ^ 

Patent  Bearing-off  Barrows,  extra SX  ^'^^^^ 


24  BRICK  AND  TILE  MACHINERY. 


No.  1  B  PATENT  COMBINED 

PUGGING,  BRICK  AND  TILE    MAKING 

MACHINE. 

This  Machine  is  precisely  the  same  in  size  and  principle  as  the  No.  1  A,  but,  in  place  of  the 
Self-acting  Feed,  it  is  fitted  with  a  Cylindrical  Pug  Mill,  that  is  arranged  so  as  to  thoroughly  mix 
the  Clay  and  at  the  same  time  feed  the  propelling  Rollers. 

The  Machine  is  fitted  with  Patent  Cora])ressing  Chamber  and  Die,  and  Patent  Side-delivery 
Cutter,  whereby  Bricks  can  be  produced  of  a  first-class  quality  at  a  ver}'  small  cost. 

1  wee    •     .« ••     •••      XfivM    V    \' 


No.  2, 

BRICK,  ARCHITECTURAL  MOULD,  AND  DRAIN 

PIPE  MACHINE. 

This  Machine  is  also  in  every  respect  the  same  as  the  Two  preceding  ones, 

with  the  exception  of  the  Cutter. 

In  the  place  of  the  side  delivery  an  Improved  Patent  Travelling  Table,  called  the  A. A.  Cutter 
is  substituted.  This  Cutter  is  also  so  arranged  that  the  Bricks  are  cut  with  perfect  accuracy  while 
the  clay  is  moving  forward,  and  without  the  loss  of  any  clay  or  time  whatever.  This  Machine  and 
Cutter  is  also  suitable  for  making  Drain  Pipes  of  any  usual  size.  The  power  required  is  the  same  as 
No.  I. 

Price,  Complete,  for  Solid  Brickmaking £125    0    0 


IMPROVED  No.  3, 

BRICK,  ARCHITECTURAL  MOULD,  AND  DRAIN 

PIPE  MACHINE, 

To   be   Driven  by    Steam   or  Animal  Power. 
WITH    IMPROVED    PATENT    SIDE-DELIVERY    CUTTER. 

This  Machine  is  capable  of  Making  10,000  Solid  Bricks  per  Day  of  Ten  Hom*s, 

when  driven  by  a  Six-horse  Power  Engine. 

It  is  precisely  the  same  in  principle  as  No.  1  A,  but  smaller,  to  render  it  more  portable  for  Contractors' 
piiqioses  and  exportation,  and  is  fitted  with  Patent  Compressing  Chamber  and  Die,  and  all  other 

improvements. 

Price^  with  Self-acting  Feed £120    0    0 
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IMPROVED  No.  4, 

BRICK,  ARCHITECTURAL  MOULD,  AND  DRAIN 

PIPE  MACHINE, 

To  be   Driven  by   Steam   or    Animal   Power. 

WITH  A.A.  CUTTER. 

Capable  of  Tna.k1ng  12,000  Solid  Bricks  per  Day  of  Ten  Hours,  when  driven  by 

a   Six-horse   Power  Engine. 

This  Machine  is  the  same  in  size  and  principle  as  No.  8,  but  instead  of  the  Self-acting  or  Side- 
delivery  Cutter,  it  has  the  "  A.A."  Travelling  Cutter  previously  described.  It  is  fitted  with  Patent 
Compressing  Chamber  and  Die,  and  all  recent  improvements.  There  being  no  stopping  to  cut,  or. 
loss  of  clay,  this  Machine  readily  produces  11,000  Solid  Bricks  or  Drain  Tiles  per  day,  when  driven 
by  a  Six-horse  Power  Engine. 

Price,  Complete,  for  Solid  Brickmaking ..     £105    0    0 


IMPROVED  No.  8, 

BRICK,  ARCHITECTURAL  MOULD,  AND  DRAIN 

PIPE  MACHINE, 

To  be   Driven  by   Steam   Power. 
WITH    NEW    PATENT    A.A.    TRAVELLING    CUTTER. 

This  Machine  is  the  same  in  principle  as  the  preceding ;  ha.s  a  strong  metal  frame,  and  is  fitted 
with  safety  friction  which  pravents  breakage  ;  has  New  Patent  Compressing  Chamber  and  Die,  and 
A.A.  Cutt'ing  Table;  it  readily  produces  6,000  to  10,000  Bricks,  or  12,000  to  14,000  Drain  Pipes 
per  day,  when  driven  by  a  Four-horse  power  Engine. 

Price,  for  Solid  Brickmaking     £80    0     0 

Without  Self-acting  Feed £60    0     0 

The  Improved  Patent  Side  Delivery  Cutting  Table  and  Barrow  can  be  used  with  this  Machine  by 

paying  the  extra  cost  for  same. 


No.   6 

BRICK,  ARCHITECTURAL  MOULD,  AND  DRAIN 

PIPE  MACHINE. 

This  Machine  is  in  every  respect  similar  to  No.  5,  with  the  exception  of  the  Cutter,  this  one 
being  fitted  with  ai)  ordinary  Hand  Cutter  instead  of  the  A.A.  The  power  required  to  drive  it  is  the 
same  as  No.  /),  but  the  Feed  having  to  be  withheld  while  the  Cut  is  made,  the  production  is  reduced 
to  6,000  or  7,000  per  day. 

Price,  Complete,  for  Solid  Brickmaking £50    0    0 


No.    7 

BRICK,  ARCHITECTURAL  MOULD,  AND  DRAIN 

PIPE  MACHINE. 

This  Machine  is  the  same  as  No.  6  in  all  respects,  with  the  exception  of  its  being  adapted  for 
Horse-power  instead  of  Steam.  It  yields,  when  worked  by  Horse,  from  3,000  to  5,000  Solid  Bricks, 
per  day. 

Price,  for  Solid  Brickmaking     ^^"^    ^    ^ 
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PATENT   BRICK  AND  TILE   MACHINE   "A." 

Guaranteed    capable   of    producing  25,000    Bricks  per  Day  of  Ten  Hours, 

requiring  Twelve-Horse  Power  to  drive  it. 

The  clay  requires  no  expensive  t^jmperini?,  but  simply  to  be  dug  and  supplied  with  water 
suflScient  to  reduce  it  to  a  plastic  state.  It  is  then  passed  throu^^i  the  Pug  Mill,  in  which  are  a 
series  of  knives  which  press  it  downwards  into  the  bott<7in  chamber,  from  which,  by  means  of  the 
revolving  arm,  it  is  forced  through  dies  on  to  the  rollers  of  the  cutting  frame,  perforated  or  solid 
Bricks  and  Tiles  being  produced  at  pleasure.  Each  semi-revolution  of  the  arm  forces  through  one  of 
the  dies  a  band  of  clay  sufficient  to  make  from  four  to  six  Bricks,  which  is  produced  at  either  side 
of  the  Mill  alternately,  allowing  the  clay  to  be  st^itionary  whilst  being  cut,  thus  ensuring  uniform 
size  with  straight  sides  and  well-defined  angles.  This  simple  arrangement  of  the  chamber  at  the 
bottom  of  the  Mill,  and  the  arm  revolving  in  it,  constitutes  a  most  important  improvement  and  is 
altogether  new. 

The  Machines  are  constructed  entirely  of  iron,  weigh  nearly  five  tons,  and  are  driven  by  tooth 

gearing  protected  by  friction  straps,  the  whole  being  so  strong  and  simple  as  to  render  breakage 

almost  impossible. 
*• 

For  simplicity,   efficiency,  and   economy  they  stand  unrivalled,   and  will  produce  a  greater 

quantity  of  Bricks  of  superior  quality  and  in  a  shorter  space  of  time  with  less  expenditure  of  power 

than  any  other  machine  ever  offered  to  the  public. 

They  may  be  seen  in  different  parts  of  the  country. 

Price,  including  Royalty,  Complete  for  Brickmaking     £140    0    0 

With  each  Machine  is  given  a  Guarantee  to  produce  25,000  Bricks  per  day. 


PATENT   BRICK  AND  TILE   MACHINE  "B." 

These  Machines  produce  14,000  Bricks  per  day  with  8-horse  power,  and  are  similar  in  evnry 
respect  to  the  "  A  "  Machine,  except  that  they  are  of  a  smaller  size.     Weight  nearly  three  tons. 

Price^  Complete  for  Brickmakiuij j£68    0    0 
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PORTABLE   BRICK  AND  TILE   MACHINE   "  C." 

Guaranteed  capable  of  producing  12,000  Bricks  per  day  of  10  hours,  or  20,000  2in.  Tiles,  other 
sizes  in  proportion  up  to  16in  diameter.  This  Machine  may  be  easily  driven  by  a  4-horse  power 
engine.  It  is  extremely  useful  in  a  small  Yard  or  to  a  Contractor,  as  it  requires  no  foundation,  but 
can  be  moved  about  to  any  part  of  the  yard  or  field,  and  set  at  work  again  within  the  hour. 

For  Bricks  the  Olay  requires  no  more  tempering  than  is  usual  for  hand-making ;  apd  this 
Machine  is  so  efficient  and  simple  that  well-moulded  Bricks  and  Tiles  are  rapidly  produced  by 
labourers,  skilled  or  unskilled,  whether  previously  accustomed  to  make  Bricks  or  not. 

The  motion  is  continuous,  the  Machine  being  easily  fed  with  clay  whilst  at  work,  and  altogether 
it  is  a  most  suitable  Machine  both  for  home  use  and  exportation. 

Besides  making  either  perforated  or  solid  Bricks  stiff  enough  to  be  walled  8  feet  high,  direct 
from  the  Machine,  thus  doing  away  with  the  flat  ground,  they  make  Pipe  Tiles  any  size  from  l^in. 
to  16in.  diameter  inside,  and  4  feet  long  if  required.  Pipe  Dies  for  the  same  £1  15s.  each  ;  Double 
Cutting  Frame,  suitable  for  any  size  of  pipe,  £5. 

Price,  Complete  for  Brickmaking,  including  Royalty £48    0    0 

The  Patentees  are  prepared  to  supply  purchasers  with  suitable  Portable  Engines,  with  all  requisites 

for  working  the  "  C  "  Machines,  at  very  moderate  rates. 


PATENT   BRICK  AND  TILE   MACHINE   "  D," 

Worked  by  hand  power,  and  guaranteed  capable  of  producing  5,000  Bricks  per  day  of  ten  hours, 
or  10,000  2in.  Tiles,  and  other  sizes  in  proportion  up  to  16in. 

For  Bricks  the  Clay  requires  no  more  tempering  than  is  usual  in  hand-making,  and  the  Machine 
is  so  simple  and  efficient  that  well-moulded  Bricks  or  Tiles  of  superior  quality  are  rapidly  produced 
by  labourers,  skilled  or  unskilled,  whether  previously  accustomed  to  making  Bricks  or  not. 

The  motion  is  continuous,  the  Machines  being  easily  fed  with  clay  whilst  at  work,  and  the 
Bricks  are  delivered  sufficiently  stiff  to  allow  of  walling  direct  from  the  Machines,  flat  ground  being 
no  longer  required. 

The  Price  is  extremely  moderate,  being  only  £28,  and  the  Machine  is  well  adapted  for  home  use 
or  for  exportation. 

The  "  D"  Machine  makes  Pipe  Tiles,  any  size  from  Ijin.  to  16iu.  inside  diameter  and  4ft.  long 
if  required.  Pipe  Dies  for  the  same  £1  15s.  each ;  Double  Cutting  Frame,  suitable  for  any  size  of 
pipe,  £4  158. 


Price,  Complete  for  Brickmaking,  Royalty  Yndxsidedi     


« ••     *< 
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ROLLER  BRICK  MACHINE. 

Guaranteed  to  Make  16,000  Bricks  per  Day,  with  8-horse  Power  Engine. 

This  strong  and  efficient  Machine,  weighing  above  3  tons,  is  well  adapted  for  strong  marley  clay, 
which  it  prepares  in  a  better  manner  and  with  less  expenditure  of  power  than  any  known  Pug  Mill 
can  do.  The  clay  is  simply  tipped  into  the  hopper,  from  which  it  passes  through  the  rollers  into  the 
chamber  beneath,  from  which  it  is  forced  by  the  revolving  arm  through  the  dies.  The  motion  of  the 
arm  being  alternated,  each  band  of  clay  is  stationary  in  turn,  thus  allowing  time  for  cutting,  ensuring 
a  good,  sound,  and  well  for*ned  Brick.  Bach  semi  revolution  of  the  arm  makes  from  five  to  six 
Bricks. 

Price,  Complete  for  Brickmaking £75    0    0 


PATENT   SHEDS   FOR   DRYING   BRICKS.   TILES,    ETC. 

In  these  Sheds  the  leading  feature  is  the  great  ecoiiouiy  of  time  and  fuel.  Beneath  the  fire-flue 
is  an  air-flue,  which  breaks  the  connection  with  the  ground,  thereby  preventing  the  heat  from  the 
furnace  drawing  any  moisture  from  the  earth. 

The  heated  air  from  the  funiace  passes  under  the  whole  length  of  the  floor  of  the  Shed,  at  the 
end  of  which  it  rises  through  openings  in  the  floor  into  the  Shed,  along  which  it  travels  back  on  its 
road  to  the  chimney,  drying  the  Bricks  or  Tiles  on  it^  way,  and  carrying  with  it  the  steam  generated 
in  the  operation. 

When  60ft.  long  and  five  feet  wide,  each  shed  wnll  contain  5,000  Bricks,  which  can  be  thoroughly 
dried  in  24  hours,  with  a  consumption  of  ;3  cwt.  of  small  coke  or  engine  ashes,  or  1  cwt  per  1,000 
Bricks.  The  Bricks  are  placed  direct  from  the  Mill  on  small  iron  wagons,  fitted  up  with  suitable  trays, 
which  are  capable  of  carrying  500  Bricks  each,  are  then  run  on  a  tramway  into  the  flues,  and  thence, 
when  sufficiently  dried,  into  the  kiln.  By  this  arrangement,  after  coming  from  the  Mill,  the  Bricks 
are  not  handled  until  they  are  set  for  burning ;  and  the  flues  do  not  require  to  be  cooled  down  for 
drawing.     With  the  wagons,  four  flues  are  suflicient  for  a  yard  making  20,000  Bricks  per  day. 

The  cost  of  such  a  flue,  with  wagons  and  railway  complete,  is  about  £120,  or  £400  for  four  flues. 


A  few  of  the  Advantages  derived  from  the  use  of  these  Flues  are— 

1 .  No  risk  of  waste  from  the  weather. 

2.  The  work  can  go  on  in  all  weathers,  both  winter  and  summer. 

3.  The  cost  of  the  fuel  is  not  one  quarter  the  cost  of  wheeling  to  and  from  the  "  flat  ground  ;" 
there  is  no  expenditure  for  labour  in  stacking  and  re-stacking,  and  no  loss  in  turning  over. 

4.  Where  an  engine  is  used,  the  waste  heat  from  the  boiler  ca,n  be  conducted  through  the  flues, 
and  thus  effect  a  great  saving  of  fuel  in  drying. 

5.  Any  other  like  ware  can  be  dried  eciually  as  well  as  Bricks  or  Tiles. 

6.  Each  flue,  covering  an  areii  only  of  5  feet  by  GO  feet,  will  hold  5,000  Bricks,  which  can  be 
dried  in  24  hours,  with  5  cwt.  of  small  coke,  or  4d.  per  1,000  Bricks. 

Idcemea  for  the  use  of  those  Flues  can  be  had  by  applying  to  the  Patentees. 
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CORBETT    AND     PEELE'S 

NEW  PATTERN  "  ROYAL  SCOTSMAN  "  SIDE  DELIVERY 
MACHINES. 


are 
PBEFEBBED 

to  be 

DELIVERED 

on  SIDE  of 

MACHINE. 


are 
PREFERRED 

to  be 
DELIVERED 
on  SIDE  of 
MACHINE. 


DRAWING  OP  AlO,  All,  and  A12  MACHINES. 
The  above  drawing  represents  Machines  specially  designed  for  some  parts  of  Scotland  and  for 
districts  where  the  gnia  is  preferred  to  ba  delivered  into  measures  on  side  of  Machine.  These 
Machines  contain  all  the  improvements  suggested  by  a  leDgthened  series  of  experiments,  and  they 
can  be  safely  relied  upon  as  being  much  superior  to  any  of  their  kiud  extant.  Additional 
Screening  Surface  is  gained  by  applying  an  Extra  Long  Bottom  'I'ray  or  Sieve  underneath  Riddles 
through  which  the  amall  seeds  and  refuse  pass  into  a  spowt  below,  and  are  delivered  to  aide  of 
Machine,  while  the  Grain  passes  over  the  tray  into  another  spout  adjoining  and  at  front  of  seed  spout, 
and  is  delivered  on  opposite  side  of  Machine.  The  two  portable  boards  forming  bottom  of  spouts 
caQ  be  adjusted  so  as  to  deliver  Grain  on  right  hand  side  of  Machine,  and  Seeds,  &c.,  on  left  hand 
side,  or  vice-verta. 

Machine  marked  AlO Size  of  Riddles  20in.  wide  by  18in.  long £8    5    0 

All ditto        ISin.  wide  by  18in.  long £7  1*    0 

„  „        AI2 ditto        IGin.  wide  by  18in.  long £7     0    0 

Six  Riddles  for  Dressing  Wheat,  Barley,  Oats,  Peas,  and  Beans  are  included  in  the  above  Prices. 

Nostril  Boards  so  essential  when  Dressing  Oats,  &c.,  applied  in  all  the  above  Machines. 

EXTRAS    WHEN    REQUIRED. 

■  Riddles  with  Small  Meshes,  Sieves,  Screens,  and  Board,  for  Dressing  Seeds,  Extra. 

Boughing  Apparatus  for  regulating  Feed  when  dressing  Grain,  containing  Chaff,  &c.,  as  delivered  by 

die  HorBe-[K)wer  Thrashing  Machine,      i^.xtra  5s.  Od. 

Blowing  Hopper  (in  addition  to  C.  &  P.'s  Blowing  Arrangement  as  applied  in  all  the  above  Machines) 

fitted  to  AlO  and  All  Machines,  Extra  £1.     A I '2  Machine,  15s.  Od. 

Patent  Transverse  Moving  Riddles,  Extra  5s.  Od. 

P.S.— The  above  Machines  are  Oaked  Grained  and  Varnished  which.  aA'l&■ma.'Ja.^ii■^'i^^«'fs*«•-=^^■='^ 

and  diaTsJoWiV-^ . 
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CORBETT  AND  PEELE'S 
IMPROVED  PATENT  "ECLIPSE"  COMBINED 

BLOWING,  WINNOWING,  CORN  DRESSING,  AND  SCREENING 

MACHINE, 

Has  Gained  Upwards   of  One  Hundred  and  Tw^enty  Royal 
and  other  Societies'  First  Prizes  since  1867. 

This  Machine  combines  the  Three  modes  of  Cleaning  Grain,  viz.  :  Blowing,  Riddling,  and 
Screening.     It  is  the  result  of  a  Series  of  Trials  with  all  kinds  of  Grain,  and  is  now  oflfered  as  the 

Simplest,  Lightest  in  Working,  and  most  Efficient  Machine   yet  introduced. 

It  is  constructed  of  the  best  Material,  and  by  Skilful  Workmen,  great  care  having  been  exercised 
in  the  perfecting  of  all  its  essential  points.  The  Height  has  been  considerably  reduced,  which 
admits  of  the  hopper  being  very  easily  filled.  The  Blast  is  very  powerful  (which  is  conducted  to  the 
riddles  by  boards  specially  applied  for  that  purpose),  and  can  be  regulated  by  the  Nostril  Boards 
when  dressing  Oats  and  other  Light  Grain.  It  is  fitted  with  a  Long  Screen,  the  full  width  of  interior 
of  Machine,  which  by  a  simple  contrivance  is  made  to  oscillate,  whereby  the  grain  is  moved  in  a 
longitudinal  direction  in  its  course  to  front  of  Machine.  The  Pitch  of  the  Screen  can  be  easily 
altered,  by  which  more  or  le&s  Grain  can  be  taken  out,  as  may  be  required,  this  being  a  most 
important  feature,  and  in  which  particular,  this  Machine  excels  all  others  of  its  clasS.  The 
Kiddles  are  all  hand  woven,  and  of  the  best  Charcoal  Wire.  The  Wire-work  on  Screen  and  Sieve  is 
of  Steel,  and  made  by  Machinery,  whereby  uniformity  in  Meshes  is  obtained.  This  Machine  is  very 
easily  converted  into  a  most  effective  and  perfect  Blowing  Machine  without  any  additional  cost. 

Machine  m  irked  .^1 Size  of  Riddles  22in.  wide  by  18in.  long 

A  2 „  2 1  in.  wide  by  1  Sin.  long 

A:i ,,  20in.  wide  by  1  Sin.  long 

.\4 „  ISin.  wide  by  ISin.  long 

A.5 „  1  Gin.  wide  by  ISin.  long 

Machines  Marked  Al,  A2,  or  A3,  strongly  recommended. 

Six  Riddles  for  Dressing  Wheat,  Barley,  Oats,  Peas,  and  Beans,  are  included  in  the  above  Prices. 

•Xostril  Boards,  so  essential  when  Dressing  Oats,  &c.,  applied  in  all  the  above  Machines. 

EXTRAS    WHEN    REQUIRED. 

Riddles  with  Small  Meshes,  Sieves,  Screens,  and  Boards  for  Dressing  Seeds  Extra. 
Roughing  Apparatus  for  regulating  Feed  when  dressing  Grain  containing  much  Chaff,  &c.,  as 

delivered  by  the  Horse-power  Thrashing  Machine,  5s.  Od.  extra. 

Portable  Bottom  Screen  Frame,  for  reception  of  Screens  with  different  size  Meshes,  extra  5s.  Od. 

Blowing  Hopper  (in  addition  to  C.  &  P.'s  Blowing  Arrangement  as  applied  in  all  the  above  Machines) 

fitted  to  Machines  Al,  A2,  and  A3,  extra  £1.     A4  and  A5,  extra  15s.  Od. 

Patent  Brush  for  Cleaning  Bottom  Oscillating  Screen,  extra    lOs.  Od.     Patent  Transverse  Moving 

Riddles,  extra  5s.  Od. 

The  Dressing  Machines  are  Oak  Grained  and  Varnished. 


>»         j» 
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...     £10    5 
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...       £9  15 
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...       £9    0 

0 

...       £8  10 

0 
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J.   BAKER'S   ROYAL  GOLD   MEDAL   PRIZE 

BLOWING,  WINNOWING,  AND  SCREENING  MACHINES. 

These  Machines  are  manufactured  by  Special  Steam  Machinery,  every  part  being  made  in 
duplicate  to  a  Standard  Guage,  thus  ensuring  an  accuracy  of  fit  and  great  facility  of  repair.  They 
are  capable  of  Cleaning  Grain- as  fast  as  one  man  can  fill  the  Machine. 

PRICES:— 

No.  1  Machine  complete  with  Blowing  Apparatus,  Riddles  22  by  18  inches  ...  £10    0    0 

No.  2  Same  as  No.  1,  without  Blowing  Apparatus £9     0    0 

No.  3  Machine   without  Blowing  Apparatus,  Riddles  18  by  18  inches    £8     0    0 

Blowing  Apparatus,   1 5s.  extra. 
No.  4  Machine   Riddles,  16  by  16  inches £6  10     0 

Blowing  Apparatus,  10s.  extra. 

Small  Seed  Riddies  to  any  of  the  above,  10s.  extra. 


COOCH'S  CORN   DRESSING   MACHINE. 

This  Macbiua  is  very  compact,  portable,  and  adapted  for  exportation.  The  working  parts  are 
simple  and  the  draught  light. 

This  Machine  has  Two  Feed  Rollers,  one  or  both  of  which  can  be  used  at  pleasure,  aud  by  means 
of  these  a  regular  feed  is  ensured  (although  the  sample  may  contain  stones,  straws,  or  any  other 
foreign  substance),  which  is  a  great  acquisition  in  dressing  Corn,  for  it  is  impossible  to  make  a  good 
sample  with  an  irregular  feed. 

It  is  strongly  recommended  for  general  purposes  and  for  exportation,  and  is  unequalled  for  quality 
of  material  and  workmanship,  ease  in  working  and  general  efficiency. 

The  results  of  the  trials  in  connection  with  the  Royal  Agricultural  Society  of  England  are 
sufficient  guarantee  for  its  excellence,  for  it  has  been  awarded  every  First  Prize  for  which  it  has 
competed  since  the  establishment  of  the  above  Society,  the  last  of  which  was  at  CanlitF,  in  the  year 
1872  in  competition  with  29  Machines  by  the  principal  makers  in  Great  Britain.  It  is  necessary  to 
state  that  the  Royal  Society  only  ofl'ers  prizes  for  Dressing  Machines  once  in  seven  years,  consequently 
the  above  prize  holds  good  until  the  year  1879,  when  there  will  probably  be  another  competition. 

PRICES:— 

No.  3  Machine,  with  Eight  Riddles  and  Three  Screens       £14  10    0 

Will  dress  12  quarters  per  hour. 

No.  4  Machine,  3  inches  wider,  with  Eight  Riddles  and  Three  Screens     £15  10    0 

Will  dress  15  quarters  per  hour. 
Pea  Screen,  58.  extra. 

Apparatus  for  Dressing  Small  Seeds,  £2  extra. 
Com  Elevator,  £5  extra. 
Riddles  between  any  of  the  onlinary  sizes  can  be  supplied  for  the  foregoing  Machines  at  5s.  each. 
Bither  of  the  above  Machines  can  be  htted  with  iSeed  Apparatus,  for  Seed  MticcK^wci.^  >^^^., 

at  the  same  price  aa  fat  Gotvi. 
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PATENT  ANTI-LITHON  COMPOSITION 

FOR   THE    PREVENTION  OP   INCRUSTATION  IN   STEAM   BOILERS. 

This  Comuositioii  has  been  for  a  long  time  in  use  at  Her  Majesty's  Koyal  Arsenal  at  Woolwich — 
and  the  Officials  there,  having  subjected  it  to  the  severest  analytical  t^sts,  have  pronounced  it  to  be 
])erfectly  innocuous  to  metals,  and  further  expressed  their  entire  approbation  of  it  as  a  complete 
preventive  of  incrustation.  The  Manufacturing  Community  too,  has  extensively  bestowed  its 
patronage,  and  given  to  the  Composition  its  unqualified  approval  by  renewed  orders. 

The  advantages  gained  by  the  use  of  the  Anti-Lithon  Composition  are — 

That  it  entirely  prevents  the  formation  of  incrustation — and  being  purely  vegetable,  it  contains 
no  mineral  acid,  and  is,  therefore,  friendly  to  all  kinds  of  metal.  Further,  it  has  no  properties 
inimical  to  health,  even  if  its  solution  should,  by  mistake,  be  taken  for  any  other  fluid. 

Another  important  fact  connected  with  this  Composition  is,  that  it  will  be  found  very  economical. 
It  is  well  known  that  incrustation  on  the  Boiler  of  merely  the  thickness  of  an  egg-shell,  causes  a 
waste  of  fuel,  in  order  to  generate  steam,  to  the  extent  of  15  per  cent. — and  as  Boners  are  seldom 
cleaned  until  necessity  compels,  incnistation  has  oftentimes  been  found  accumulated  to  the  thickness 
of  half  an  inch,  more  or  less  ;  the  quantum  being  dependent  upon  the  proi)erties  of  the  water 
employed.  In  such  cases  the  waste  of  coal  is  enormous.  Again,  incrustation  exposes  the  Boiler-plates 
unduly  to  the  action  of  the  fire,  by  preventing  the  water  coming  into  immediate  contact  with  the  metal 
and  this  causes  the  Boiler-plates  to  be  burnt  rapidly  away.  Nor  must  we  omit  to  notice  the  loss 
ocfa.sioned  by  stopping  work,  whenever  it  becomes  necessary  to  scale  the  Boiler  ;  and  the  injury  the 
Boiler  sustains  by  the  removal  of  the  incrustation  by  force  of  hammer  and  chisel — not  to  mention  the 
loss  of  life  and  property  when  explosions  take  place,  occiisioned,  in  most  cases,  by  incrustation  formed 
on  the  Boiler-j)late8,  and  the  clogging  of  pipes  and  valves — are  evils  so  great  as  to  involve  the  weightiest 
responsibility,  but  which  are  entirely  prevented  by  use  of  the  Patent  Anti-Lithon  Boiler  Composition. 

N.B. — The  cost  of  the  Composition  is  A^d  per  month  for  every  nominal  horse-power,  and  which 
is  more  than  saved  in  fuel. 

Sold  in  28lb.  Boxes,  at  84s.  per  cwt. 


DIRECTIONS     FOR     USE:— 

Stationary  Boilers. — For  every  nominal  horse-power  introduce  half  a  pound  of  the  Composition  into  the  water 
in  Boiler,  which  will  preserve  the  Boiler  clean  for  one  month  ;  the  process  to  be  repeated  every  succeeding  month.  The 
mud  or  deposit  should  be  cleaned  out  as  occasion  may  require,  and  where  the  water  is  very  foul,  should  be  done  once  a 
month  ;  in  others,  at  intervals  of  two  or  three  months  will  be  found  sufficient.  The  engineer  must  avoid  blowing  off  as 
much  as  possible,  as  the  process  carries  off  much  of  the  Composition.     Mud  or  precipitation  only  is  to  be  blown  off. 

Marine  and  Locomotive  Boilers. — For  every  nominal  horse-power  put  two  ounces  of  the  Composition  into  the 
water  in  lk)iler,  which  will  preserve  it  from  scruff  for  one  week,  and  repeat  the  same  process  weekly.  The  mud  to  be 
cleared  out  as  circumstances  may  require  ;  but  the  engineer  should  avoid  blowing  off  as  much  as  possible  for  the  reasons 
Ijcfore  stated  for  Stationary  Boilers.     In  Marine  Boilers  the  scum  cock  should  be  occasionally  used. 

N.B. — In  all  descriptions  of  Boilers,  whether  Stationary,  Marine,  or  Locomotive,  the  old  incrustations  should  be 
carefully  removed  Inifore  using  the  Comjiosition,  as  we  do  not  profess  its  properties  to  be  solvent  (absolutely)  but  preventive. 
The  Composition  must  be  kept  dry.  When  required  for  use,  knock  out  the  sides  of  the  box,  weigh  off  the  proper  quantity, 
and  dissolve  it  in  warm  water,  if  deemed  desirable ;  or  it  may  l)e  introduced  into  the  Boiler  at  once,  without  doing  so. 


TOWNSEND    &    YOUNG'S 

PATENT     COMPOSITION, 

FOR  PREVENTING  INCRUSTATION  &  CORROSION  IN  STEAM  BOILERS. 

Th«  Comiwsition  is  sold  in  Casks  of  15  Gallons  and  upwards,  at  2/-  per  Gallon. 
Wairanteil   not  to  contain   Poison,   or  anything  injurious   to  any  kind  of   Metal. 

Stationary  Boilkrs.— One  pint  per  month  to  every  nominal  horse-power  of  the  Boiler,  but  if  it  works  day  and 
night,  a  double  quantity. 

Lo<:oMariVK  Boilkks. — From  one  to  two  quarts  daily. 

MARrNK  Ik)iLKRs.— At  the  rate  of  one  gallon  daily  to  every  ico  horse-power;  but  with  surface  condensers,  one- 
A/uj-ih  i/f  that  quantity,  which  may  In:  introduc<;d  weekly  or  fortnightly. 


BUCKETS,  HOUSE  PAILS,  &c. 
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BUCKETS  (GALVANIZED  IRON),  HOUSE  PAILS,  &c. 


Extra  Strong  for  Builders  cmd  Con- 
tractors,—Half-round  Bail. 


Light  12" 
Strong  12' 


Painted. 


No.  0. 


42/6  per  doz. 


48/- 


)i 


Galvanized. 


No.  1. 


47/6  per  doz. 


56/- 


I) 


No.  3  Strong,  with  Rivetted  Sides  and 
Foot,— Round  Bail. 


No.  2  Extra  Strong  for  Stable  Use,  with 
welded  Tee  Iron  Ba>se,— Bound  Bail 


11" 


34/- 


12" 

13' 

37/- 

42/- 

14" 


48/- 
per  dozen. 


No.  4,  similar  to  No.  3,  Stout  Hoop 
Foot  and  Round  Bail. 


ir 


26/- 


12" 

13" 

29/- 

32/- 

14" 


11 


35/- 
per  dozen. 


No.  4i  similar  to  No.  4,  with  half-round 

BaU. 


10' 


18/- 


11" 

12" 

13" 

20/- 

21/- 

24/- 

14" 


26/- 
per  dozen, 


No.  6  Light,  with  Grooved  Sides,  Hoop, 
Foot,  and  half-round  Bail. 


10" 


13/. 


11' 

12'  ' 

13" 

u/- 

16/- 

17/- 

14" 


20/- 
per  dozen, 


25/- 


12" 

13" 

28/- 

31/- 

14" 


34/- 
per  dozen. 


No.  5  Strong,  with  Grooved  Sides,  Hoop 
Foot  and  Half-round  Bail. 


10" 


21/- 


11' 

12" 

13" 

23/- 

25/- 

28/- 

14' 


31/- 
per  dozen. 


No.  8,  Straight  Side  Buckets. 


ir 


38/- 


12" 


42/- 


13' 


48/-  per  doz. 


\ 


x 


34  BONE  MILLS. 


CROSSKILLS'    IMPROVED    DOUBLE    ROLLER 
BONE    MILL. 


Thia  is  a  very  powerful  and  comimct  Machine,  with  a  massive  cast  iron  h&me  and  fbuudatioD 
plate,  and  when  attached  to  a  ten-horse  power  Stt'nin  Engine  or  Water  Wheel,  it  will  crush  and 
dress  about  15  or  20  tons  per  day. 

This  Mill  has  two  pairs  of  Rollers  with  t/iitt«rs  (made  o(  the  best  wTOught  iron,  and  well  case- 
hardened)  for  crushing  the  Bones,  a  revolving  Riddle  for  separating  them  into  rough,  half-inch,  and 
dust,  and  a  friction  Sheave  for  preventing  accidents  to  the  cutters. 


I'rice  of  the  Mill  and  Revolving  Riddle,  5  ft.  Spur  Wheel,  and  extra  Shafts,  with  Fly 
Wheel,  to  be  driven  direct  by  a  strap  from  a  Portable  Steam  Engine  Fly 
Wheel  (at  Works) £260    0    0 

Price  of  the  Mill  and  Riddle,  with  Main  Shaft  for  driving,  but  without  Spur  Wheel, 

extra  Shafts,  and  Ply  Wheel  (at  Works),         £230    0    0 

Friction  Sheave  extra,  £(i  lOs- 


BONE  MILLS, 


is 


CROSSKILLS'    IMPROVED   SINGLE    ROLLER 
BONE    MILL. 


The  w&nt  of  a  simple,  durable,  and  efScient  Bone  Mill,  to  be  drivea  by  &  strap  from  the  fly 
wheel  of  the  common  Portable  Engines  (now  so  generally  used  for  Agricultural  purposes),  has  long 
been  felt  by  parties  desiring  to  grind  moderate  quantities  of  Bones  for  their  own  use,  and  the  Mill 
engrared  above  has  been  constructed  to  supply  this  want. 

It  consists  of  a  pair  of  strong  Rollers  made  of  wrought  iron,  Cuttera  case-hardened,  and  a 
revoMng  Riddle  for  separating  the  ground  Bones  as  they  fall  from  the  Cutters ;  and  the  whole  is 
earned  by  a  strong  and  substantial  cast  iron  frame,  which  can  be  set  down  upon  a  stone  or  timber 
foundation,  requiring  very  little  fixing,  and  capable  of  being  removed,  when  required,  with  little 
trouble. 

The  Fly  Wheel  will  take  a  strap  6io.  broad,  and  is  sufficiently  heavy  to  overcome  the  sudden 
resistance  offered  by  knuckle  or  very  hard  bones,  without  causing  the  strap  to  be  thrown  off;  its  size 
can  be  regulated  to  suit  the  Engine  Ply  Wheel,  so  that  it  may  be  driveu  direct  without  any  wheels 
or  intermediate  motion. 

When  driven  by  a  Six-Horse  Engine,  this  Mill  will  grind  from  7  to  10  cwt.  per  hour. 


Prire  of  Mill  complete,  with  Ply  Wheel  and  Revolviug  Riddle,  (at  Works), 
Priction  Sheave  extn,  £&  Vte. 
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BULL  RINGS,  AND  BUSHELS. 


BULL     RINGS. 


Bull  RingB,  per  dozen 
Bnllock  Ties,     „ 


21/-,     27/-,    80/- 
16/- 


BUSHEL,    IMPERIAL    ENGLISH. 

The  Imperial  Englisli  Bushel  contains  2216.984  cubic  inches 

One  Imperial  Bimhel  ^  80  lbs.  avoinlupois  of  distillcjl  water  weighed  in  air  at  the  tempera 
of  62  degrees  of  Fahrenheit's  Thermometer,  the  Barumeter  standing  at  30  inches. 
62°  Fahrenheit  =  16° .666  Centigrade  or  13°.333  Reaumur. 


ENGLISH     MEASURES     OP    VOLUME. 


2  Pinte  =  1  Quart 
4  Qnarts  ^  I  Uallon 
2  Gallons  =      1  Peck. 


4  Pecks  or  fi  Gallons    =     1  Bnshel 
8  Bushels  =    1  Quarter 


One  English  Imperial  Bushel 


=  36.32816  French  Litres. 

=  0.29537  Hussian  Vedros. 

=  31.727  German  Viertels. 

=  25.673  Austrian  Maases. 

=  13.880  Swedish  Kanns. 

=  86.328  Dutch  Eans. 

=  1.0015  Brazilian  Alqueires. 

=  1  TJoited  States  Bushel. 


CAKE  MILLS.  37 


BARFORD    &    PERKINS' 

IMPROVED   ROYAL    "BURY"  AND  "OXFORD" 
FIRST  PRIZE  OIL  CAKE  MILLS. 


At  the  importaot  Tnals  of  the  Royal  Agricultural  Society  at  Bury  St,  Edmunds,  1867,  aDd 
again  at  Oxford,  1870,  the  FIRST  PRIZE  for  Oil  Cake  Mill  for  Horse  or  Steam  Power,  was  awarded 
to  No.  2  Mill ;  and  at  Oxford  tlie  FIRST  PRIZE  was  also  awarded  to  A.  B.  &  Co.,  for  the  best 
Hand  Power  Mill  (No.  3),  after  the  severest  competition  with  all  the  principal  makers. 

PRICES:- 
No.  0. — Extra  size  Double  Roller  Mill,  will  take  in  the  largest  calces  length-ways,  and 

will  crush  5  tons  per  hour,  by  steam  power.    Adapted  for  Merchants,  Seed  Crushers 

and  large  consumers    

No.  0". — Double  Roller  Mill — 16  inches  wide — Pulleys  extra     

No.  00. — Very  powerful  Double  Boiler  Mill,  made  specially  wide  for  the  large  Foreign 

Cakes,  adapted  for  Horse  or  Steam  Power,  Mouth  Piece,  14}in.  wide 

No.  OO".— Ditto,  ditto,  but  with  Mouth  Piece  16in.  wide    

No.  I.— Powerful  Double  Roller  Mill,  adapted  for  Horse,  Steam,  or  other  power     ... 
No.  3. — Medium  Size  Mill  with  2  pairs  of  Adjustable  Rollers,  very  strong,  adapted  for 

Manual  or  Horse  Power     S.\    ^    ■** 

Pulleys  f«t  power  for  either  of  the  above  MilU,  VRWi.  Aiw.ms.'w.t,  «wiv     —     •—         ^'**  "^^ 
6 


X27 

10 

£12 

10 

£12 

10 

£14  10 

£10 

10 

CAKE  MILLS. 


E.    PAGE    &    Co.'s 

IMPROVED    CAKE     MILLS. 


These  Machines  are  exceedingly  strong,  and  fitted  with  two  FalliDg  Lids  to  Hopper,  have  a 
heavy  Fly  Wheel,  and  are  particularly  easy  in  working ;  they  are  quickly  adjusted  to  break  sereo 
different  sizes,  and  are  fitted  with  Drawer  for  dust. 


L  C  U  Cake  Mill— Mouth  Piece  14in.  wide     £3  17     6 

LC  12      Ditto        Mouth  Piece  12in.  wide     £3  12     6 

N  C  M      Ditto  Ditto  Ditto  £3     7     6 

L  0  10     Ditto        Mouth  Piece  lOin.  wide,  fitted  with  fixed  hopper £3     0    0 

14in.  Pulley  fitted  to  Fly  Wheel,  7a.  6d.  extra. 

0  F  New  Improved  Oil  Cake  Mill :  the  teeth  of  the  Rollers  are  of  an  improved 
form ;  the  regulating  apparatus  has  been  improved  and  simplified,  and 
it  cannot  get  out  of  order  ;  the  various  parts  have  been  remodelled,  and 
the  gear  wheels  are  all  protected  by  neat  iron  covers.  The  Mouth  is 
14iu.  wide  to  enable  the  Mill  to  take  Oil  or  Cotton  Cake.  Breaks 
6  uzes.    Price £3     7     6 


CARTS. 
BALL'S 

BEDFORD    PRIZE    CART. 


Patronised  by  Her  Majesty  the  Queen  and  H.B.E.  the  Piince  of  Wales. 


The  ftbove  represents  tbt;  Bedford  Prize  Cart,  without  Harvest  Kails,  loaded  with  25  cwt.  of 
Mangold.       It  b  the  most  compact  and  handy  Cart  ever  made. 


PRICES: 
One-horse  Cart,  with  4-iiich  Wheels  ... 
One-hoTse  Cart,  with  4j-inch  Wheels... 
Large  2-hot8e  Cart,  with  4-inch  Wheels 
Large  2-horse  Cart,  with  4i-inch  Wheels  ... 
Doiihle  Tipping  Apparatus 


£15  10  0 

£16    0  0 

£16  10  0 

£17     0  0 

..extra  £0  10  0 


Price  of  One  and  Two-horse  Prize  Cajl)  with  Haj^est  Rails. 

With  4-inch  Wheels  and  Harvest  Rails  complete     £17  10     0 

With  4i-inch  Wheels  Ditto  Ditto  £18     0    0 

Double  Tipping  Apparatus extra      £0  10    Q 

Large  2-hor8e  Cart,  with  4jinch  Wht-els  and  Harvest  BaVV  wi''"''^*'"* ^'^'^    '^    "^ 


40  CARTS. 


BALL'S 


MANCHESTER   FIRST-CLASS    PRIZE   ONE- 
HORSE   CART. 


Patronised  by  Her  ^S^S^  Majesty  the  Queen. 


This  Cart  is  of  a  very  superior  constniction,  with  Oak  Frame  and  Plank  Sides,  very  strong  and 
durable.  The  Tailboard  is  one  very  important  feature.  It  is  fixed  on  an  Iron  Tail-piece,  and  on 
loading  manure,  corn,  &c.,  it  takes  its  bearing  on  the  tipes.  It  is  not  only  a  convenience,  but  a  great 
advantage,  and  is  never  lost. 

It  is  also  fitted  with  an  improved  Front  Iron  for  delivering  manure,  <&c.,  in  small  heaps. 

The  Harvest  Rails  are  on  a  much  approved  principle  ;  they  are  fitted  on  in  four  parts,  and  when 
together  are  very  strong,  and  can  be  made  to  any  length  or  width. 

PRICES:— 

With  4-inch  Wheels,  f  Bevel  Tire      £15    0    0 

With  4  J -inch  Wheels,  f  Bevel  Tire     £15  10  0 

If  fitted  with  Harvest  Rails        extra  £2    0  0 

If  fitted  with  fixed  Side  Shelving  or  Deep  Boards     „  £0  10  0 

If  fitted  with  Double  Tipping  Apparatus ,,  £0  10  0 


LIGHT   ONE-HORSE   CART. 

This  Cart  is  similar  in  construction  to  the  Manchester  Prize  Cart,  but  made  much  lighter,  with 
narrow  wheels,  suitable  for  Farming  purposes.  It  is  particularly  recommended  to  gentlemen  for 
Parks,  Gardens,  and  Home  purposes.  It  is  fitted  with  improved  Tail-piece  and  Front  Iron,  and 
made  of  the  best  materials. 

X  X  ii^c,  v/1/uiLiid/c    •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••        j[f  I  a   x\j     v 

OUdVlIl&  •••         •••         •••         •••         ■••         •••         •••         •«•         •••         •••         •••         •••         •••v/Ll/rd  JwvF     l\J       \j 


IMPROVED    CRANK-AXLE   CART. 

This  Cart  is  very  low,  suitable  for  Merchants,  Brewers,  Agents  &c.,  and  is  made  in  all  sizes. 

*rny%f  •••      •••      •••      att      •••      •••      •••      •••      «•«      •••      *«•      jfuuj     j^»!t*x,     \j     \j 


CARTS.  41 

CROSSKILLS'  PRIZE  ONE-HORSE  CART. 

Awarded  the  Prize  by  the  Royal  Agricultural  Society  of  England. 

The  advantage  of  using  Crosskills'  One  Horse  Carts  instead  of  the  old-fashioned  ponderous  Two 
Horse  Carts,  or  Heavy  Wagons,  has  been  fully  proved  by  experience,  and  their  introduction  into  any 
district  invariably  leads  to  an  extensive  use  of  them. 

Prices  of  Carts  for  Gteneral  Purposes  :— 

No.  00.— Light  Pony  Cart,  to  carry  20  cwt.,  tire  2  by  J £13  10  0 

No.    0. — Very  Light  Cart,  to  carry  20  cwt,  tire  2^  by  ^ ...  £14    0  0 

No.    i. — Light  One  Horse  Cart,  to  carry  25  cwt.,  tire  2^  by  |       £15    0  0 

No.    f. — Light  One  Horse  Cart,  to  carry  25  cwt.,  tire  4  by  J £15  10  0 

No.    J. — Light  One  Horse  Cart,  to  carry  25  cwt.,  tire  4^  by  4       £16     0  0 

No.    1. — Strong  One  Horse  Cart,  to  carry  30  cwt.,  tire  2 1  by  I     £16     0  0 

No.    2. — Strong  One  Horse  Cart,  to  carry  30  cwt.,  tire  4i  by  |     £17     5  0 

No.    3.— Two  Horse  Cart,  to  carry  40  cwt.,  tire  3  by  f £20     0  0 

No.    4. — Two  Horse  Cart,  to  carry  40  cwt ,  tire  4^  by  J £21     0  0 

No.    6. — Three  Horse  Cart,  to  carry  60  cwt.,  tire  4^  by  ^     £25     0  0 

Numbers  1,  },  1,  and  2  are  mo.st  suitable  for  Agricultural  purposes,  and  may  be  had  with  the 

following  extras  if  required  :  — 

Patent  Axles  and  Oil  Boxes £15  0 

Jtiarvesi;  oDeivings Jbl  id  U 

Curved  Harvest  Raves,  in  four  parts £2     0  0 

xicirYcoij'  JLiauiiers  ...      «•.      ...      ...      ...      ...      •*.      ...      ...      •••      ...      ...      •••  jc^^     K)  vI 

fprings  :  Price  according  to  strength  and  size. 


Si 


CROSSKILLS'  CART,   W^ITH  HARVEST    SHELVINGS. 

By  attaching  a  set  of  Shelvings  to  the  Cart  above  described  it  can  be  used  as  a  Harvest  Cart, 
for  loading  Hay,  Com,  Straw,  &c. 

P  R  I  0  E  S>- 

No.  J. — Light  One-Horse  Cart,  to  carry  25  cwt.,  tire  2^  by  |     £16  15  0 

No.  J: — Light  One-Horse  Cart,  to  carry  25  cwt,  tire  4  by  ^ £17     5  0 

No.  ].— Strong  One-Horse  Cart,  to  carry  30  cwt,  tire  2|  by  J £17  15  0 

No.  2. — Strong  One-Horse  Cart,  to  carry  30  cwt.,  tire  4^  by  |       ... £19    0  0 


MODEL  CART,  WITH  CURVED  HARVEST  RAVES. 

These  Baves  assist  in  securing  the  load  better  than  flat  Shelvings,  but  they  arc  not  so  strong  or  durable. 

PRICES:— 

No.  i- — Light  One-Horse  Cart,  to  carry  25  cwt,  tire  2^  by  §     £17     0     0 

No.  J. — Light  One-Horse  Cart,  to  carry  25  cwt,  tire  4  by  i £17  10    0 

No.  1. — Strong  One-Horse  Cart,  to  carry  30  cwt,  lire  2J  by  }     1.^^    ^    ^ 

No.  2.— Strong  One-Horse  Cart,  to  carry  30  cwt.,  t\t^  ^\  ^^^  \     ^"^     "^    ^ 


42  CARTS. 

CROSSKILLS' 

LEEDS  PATTERN  ONE-HORSE  CART. 

Hau  broad  fixed  ruDgs  instead  of  loone  sideboards,  and  fitted  with  an  improved  tipping  sppanttus 
connected  nith  each  shaft. 

PRICES:— 

No.  i- — Light  One-Horee  Cart,  to  cany  25  owt,,  tire  a^  by  f £17     0  0 

No.  #.— Light  One-Horee  Cart,  to  carry -25  cwt,,  tire  4   by  i £17  10  0 

No.  1.— Strong  One-Horse  Cart,  to  carry  30  cwt.,  tire  21  by  f       £18    0  0 

No.  2. — Strong  One-Horse  Cart,  tu  cany  30  cwt.,  tire  44  by  5       £'9    5  0 

If  without  Harvest  Ladders,  £1  less. 


J 


CROSSKILLS'  YORK  PATTERN  CART. 

SUITABLE  FOR  LIGHT  HORSES  AND  PONIES. 
PRICES:- 

To  carry  15  cwt.,  with  wheels  4ft.  high  (for  Ponies)  tire  '2  by  {      £14    0  0 

To  carry  20  cwt.,  with  whecb  4ft.  high      ditto        tire  2  by  J       £13  10  0 

To  carry  1 5  cwt.,  with  wheels  4ft.  6in.  high,  tire  2  by  i £13  l(t  0 

To  carry  20  cwt.,  with  wheels  4ft.  6in.  high,  tire  2J  by  J £1+    0  0 

Harvest   Shelvings,   £1    15a.  extra. 
Carts  suitable  for  Millers,  Contractors,   Brewers,  &c.,  made  to  order. 

CROSSKILLS'    CART   WITH    LONDON    HARVEST 

LADDERS. 

This  Cart  is  similar  to  the  last,  but  with  London  Harvest  Ladders,  and  is  well  adapted  for 

caiTying  large  loads  of  Hay,  Com,  &c. 

PRICE  S:- 

No.  *.— Light  One-Horse  Cart.  t«  carry  25  cwt.,  tire2J  by  S £17  0  0 

No.  f.— Light  One-Horse  Cflft,  t(i  cany  25  cwt.,  tire  4   by  J £17  10  0 

No.  I,— Strong  One-Horse  Cart,  to  carry  30  cwt.,  tire  2J  by  f      £18  0  0 

No.  2,— Strong  One-Horsc  Cart,  to  cany  30  cwt,  tire  41  by  I      £19  5  0 

If  without  Harvest  Gear,  £2  lesa. 

IMPROVED    SPRING    CATTLE    CART. 

Constructed  with  moveable  cover,  and  arranged  so  that  Cattle  can  walk  in  at  one  eud  and  out 
at  the  other. 

Price      £40    0    0 

If  without  the  moveable  cover,  £32  lOs.  Od. 


CARTS.  43 

HANNAM'S  IMPROVED  HARVEST  CART. 

This  is  a  long  Cart  with  low  sides,  for  harvest  work  only,  and  is  made  low  expressly  for  the 
purpose  of  carrying  Hay,  Corn,  &c.  The  Wheels  have  convex  tire,  which  does  not  injure  grass  land 
like  the  flat  tire  with  sharp  edges. 

Price,  with  Wheels  4ft.  6in.  high    tire  4in.  wide     £17  10    0 


CROSSKILLS' 

IMPROVED  LIGHT  CRANKED  AXLE  SPRING 

CART. 

Suitable  for  carrying  Light  Goods  in  Towns,  and  Luggage,  Sheep,  Pigs,  &c.,  &c.,  in  the  Country. 

Price,  to  carry  1 5  cwt.  loads      £18     10    0 

Price,  to  carry  20  cwt.  loads      £19     10     0 

Patent   Axles,    £2   extra. 


CROSSKILLS'    IMPROVED    BREWER'S    SPRING 

FLOAT. 

This  description  of  Cart  is  much  used  in  Towns,  by  Brewers  and  others,  for  carrying  Casks,  &c. 

Prices  according  to  Size  and  Strength. 

CROSSKILLS'  IMPROVED  SPRING  MARKET  CART. 

Price,  to  carry  15  cwt.  loads       £17  10    0 

Price,  to  carry  20  cwt.  loads       £18  10    0 

Mail  Patent  Axles,   £2   extra. 


CROSSKILLS'  CONTRACTOR'S  OR  BUILDER'S  CART. 

Prices  according  to  Size  and  Strength. 


CROSSKILLS'    IMPROVED    SPRING    LORRY. 

Price,  to  carry  2  ton  loads,  Wheels  Sin.  tire     £30    0    0 

Price,  to  carry  3  ton  loads.  Wheels  3in.  tire      £35  IQ    <i 

Estimates  sent  for  other  &\z^  'V(\i<^\i  x^n^vc^^. 
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CART     WHEELS. 

Prices  of  Improved  One-Horse  Oart  Wheels  per  pair,  for  Agricultural 

Purposes. 


Wheels  and  Axles  with  Wood  or  Iron  Naves. 


Height  of        Width   of 
Wheels.  Tire. 


Ft.    In. 
4     0 


4 
4 
4 
4 
4 
4 
4 
4 
4 
4 


6 
6 
6 
6 
6 
6 
6 
6 
9 
9 


In. 


2  by  ^ 


In. 

1 

2 


Size  of 
Axles. 


To  carry 
a  load  of 


Cwts. 

20 
20 
25 
25 
i25 
30 
30 
30 
30 
30 
30 


Price  per  Pair 
with  Axle. 


£. 

s. 

d. 

6 

15 

0 

7 

10 

0 

8 

0 

0 

8 

10 

0 

9 

0 

0 

8 

10 

0 

9 

0 

0 

9 

10 

0 

9 

15 

0 

9 

0 

0 

10 

10 

0 

Prices  of  Wheels 

only,  with  Wood 

Naves  and  without 

Axles  or  Bushes. 


£    s.  d. 

5  10  0 

6  0  0 
6     5  0 

6  15  0 

7  5  0 
6  10  0 

6  15  0 

7  5  0 

7  10  0 
6  15  0 

8  5  0 


Prices  per  pair  of  Two-Horse  Oart  Wheels  and  Axles,  for  Gteneral  Work. 


Wheels  and  Axles  with  Wood  or  Iron  Naves. 


No. 
3 

31 
4 
5 
6 
7 


Height  of 

Wheels. 


Ft.    In. 
4     9 


4 
4 
4 
4 
4 


9 
9 
9 
9 
9 


Width  of 
Tire. 


In.     In. 

3  by 

4  „ 
4i„ 

6 


J* 


Size  of 

To  carry 

Axles. 

a  load  of 

1 

In. 

Cwts. 

2| 

40 

2| 

40 

2| 

40 

2| 

40 

3 

60 

3 

60 

Price  per  Pair, 
with  Axle. 


£,     s.  d. 

10  10  0 

11  10  0 

12  0  0 

14  0  0 

13  10  0 

15  10  0 


Wheels  only  with 
Wood  Naves. 


£,  s.  d. 

7  15  0 

8  15  0 

9  5  0 

11  5  0 
10  5  0 

12  5  0 


Prices  of  Wagon  Wheels  and  Axles  per  set. 

Wheels  4ft.  9in.  and  3ft.  4in.  high ;  tire  Jin.  thick  for  3  and  4  tons,  and  ^in.  for  6  tons. 


Width  of  Tire. 

To  carry  Three  Tons. 

To  carry  Four  Tons. 

To  carry  Six  Tons. 

In. 

C      s.     d. 

£^       s.      d. 

£,      s.     d. 

2 

16     0     0 

—  _  — 

—  —  — 

2i 

16  10     0 

—  —  — 

—  —  — 

24 

17     0     0 

19     0     0 

—  —  -^ 

2| 

17   10     0 

19  10     0 

3 

18     0     0 

20     0     0 

21     0     0 

3i 

18  15     0 

20  15     0 

21   15     0 

4 

19  10     0 

21   10     0 

22  10     0 

4i 

20  10     0 

22   10     0 

23  10     0 

5 

22     0     0 

24  10     0 

25  10     0 

6 

23  10     0 

26  10     0 

27  10     0 

CART   WHEELS. 
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CART     WHEELS. 
GENERAL    PRICE    LIST    OF    WHEELS    AND    AXLES, 

Pricje  per  pair  of  Wheels  to  carry  20  cwb.,  with  2-inch  Axles. 


Height 
Wheels. 

SIZE  OF  TIRE. 

2byi 

2iby^ 

3by^ 

3ibyi 

4by^ 

4^by| 

Ft.      in. 

£     s. 

£.     s. 

£     s. 

C     s. 

£     s. 

£     s. 

2     6 

5  15 

6     0 

6  10 

6  15 

7     0 

7     5 

3     0 

6     0 

6  10 

6  15 

7     0 

7     5 

7  10 

3     6 

6  10 

6  15 

7     0 

7     5 

7  10 

7   15 

4     0 

6  15 

7     0 

7     5 

7  10 

7  15 

8     0 

4     6 

7     5 

7  10 

7  15 

8     0 

8     5 

8  10 

Price  per  pair  of  Wheels  to  carry  25  cwt.,  with  2i-inch  Axles. 


Height 
Wheels. 

SIZE    OF    TIRE.                                                  1 

3^by  1 

3^by  t 

2  by  1 

2lbyf 

3  by  t 

4by  1 

4  by  J 

5  by  \ 

6by  ^ 

Ft.     In. 

£      s. 

£      s. 

£      s. 

£      s. 

£       s. 

£      s. 

£      s. 

2     6 

6  10 

7     0 

7     5 

7  10 

7   15 

8     0 

8  10 

3     0 

6  15 

7     5 

7  10 

7  15 

8     0 

8     5 

8  15 

3     6 

7     0 

7   10 

7   15 

8     0 

8     5 

8  10 

9     0 

4     0 

7  10 

7   15 

8     0 

8     5 

8  10 

9     0 

9  10 

4     6 

7   15 

8     0 

8     5 

8  10 

9     0 

9  10 

10     0 

4     9 

8     5 

8  10 

9     0 

9     5 

9  15 

10     5 

11     0 

5     0 

8  10 

9     0 

9  10        10    0 

10  10 

11     0 

12     0 

Price  per  pair  of  Wheels  to  carry  30  cwt.,  with  2  J -inch  Axles. 


Height 
Wheels 

SIZE    OF    TIRE.                                                                 1 

1 

3ibyj 

1 

3ibyf 

2byf 

2ibyf 

2ibyJ 

2f  byf 

3  byf 

4  byf 

4ibyf 

5by| 

6by| 

Ft.     in. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

2     6 

6   15 

7     0 

7     5 

7   10 

7   15 

8     5 

8  15 

9     5 

10     5 

3     0 

7     0 

7     5 

7  10 

7  15 

8     0 

8  10 

9     0 

9  10 

10  10 

3     6 

7     5 

7   10 

7  15 

8     0 

8     5 

8  15 

9     h 

9  15 

10  15 

4     0 

7  15 

8     0 

8     5 

8  10 

8  15 

9     5 

9  10 

10     0 

11     5 

4     6 

8     0 

8     5 

8  10 

8  15 

9     0 

9  10 

9  15 

10  10 

li   15 

4     9 

8  10 

8  15 

9     0 

9     5 

9  10 

10     0 

10  10 

11   10 

12  10 

5     0 

9     0 

9     5 

9  10 

9  15 

10     0        10  15 

11     5 

12     5 

13  10 

Price  per  pair  of  Wheels  to  carry  40  cwt.,  with  2|-inch  Axles. 


Height 
Wheels. 

SIZE    OF    TIRE, 

2ibyf 

3  byf 

3ibyf 

4  byf 

4ibyJ 

5  byf 

6  by  J 

Ft.      In. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

£      s. 

3     6 

8  10 

9     0 

9  10 

10     0 

10  10 

11     0 

11   15 

4     0 

9     0 

9  10 

10     0 

10  10 

11     0 

11  10 

12     5 

4     6 

9  10 

10     0 

10  10 

11     0 

11  10 

12     0 

13     0 

4     9 

10     0 

to  10 

11     0 

11  10 

12     0 

12  15     l,\^.    ^   ' 

5     0 

10  10 

11     0 

11  10 

U     5    V  \^  \^ 

\  V^  vvs 

\V^    ^ 
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CART     WHEELS. 

Price  per  pair  of  Wheels  to  carry  60  cwt.,  with  3  inch  Axles. 


Height 

SIZE  01 

•  TIRE. 

Wheels. 

3  by  I 

Si'by  1 

4  by  I 

4i   by  I 

5  by  J 

6by  ; 

Ft.     In. 

£     s. 

£    s- 

£     s. 

£      b. 

£     s. 

£     s. 

3     6 

9  15 

10     5 

10  15 

11     5 

11   15 

12  10 

4     0 

10     5 

10  15 

11      5 

II    15 

12     5 

13     5 

4     6 

11     0 

11   10 

12     0 

12    10 

13     5 

14     5 

4     9 

12     0 

12   10 

13     0 

13    10 

U     5 

15  10 

5     0 

12  15 

13     5 

13  15 

U     5 

15     0 

16   10 

The  Wheels  can  be  made  any  other  height  if  reqnired. 

Wheels  up  to  4ft.  6in.  high  have  12  spokes,  above  4ft.  6in.  14  spokes. 

For  Jin.  extra  thickness  of  tire,  Wheels  up  to  4ft.  Gin.  high  and  4.|in.  tires  will  be  charged 

5s.  extra ;  above  those  sizes,  10s.  extra  per  pair. 

Patent  Axles  and  Oil  Boxes  (for  iron  nave  wheels)  extra,  £1  5s.  per  pair. 

Any  other  size  made  to  ordur. 


Prices  of  Wheels  per  set,  without  Axles,  for  Portable  Steam  Engines  and 

Machines, 

With  Iron  Naves  suitable  for  2^  in  arms  ;  tire  ^in.  thick. 


Width  of  Tire. 

3ft.  and  4ft.  high. 

3fl.  6in.  and  4ft.  6in.  high. 

In. 

£       s.     d. 

£       s.     d. 

3i 

13     0     0 

13  10     0 

4 

14     0     0 

14  10     0 

4J 

14  15     0 

15     5     0 

5 

15  15     0 

16   10     0 

6 

18     0     0 

18   15     0 

If  made  stronger  for  2f  Arms,  and  with  |  Tire,  £1  10s.  per  set  more,  and  can  be  fitted  with 

Screwed  Caps  for  holding  the  Oil,  at  £1  10s.  per  set. 


Axles   for  Oart  and  Wagon   Wheels. 

Manufactured  in  the  first  style  of  workmanship,  from  best  Scrap  Iron,  and  warranted  to  cany 

the    weights    stated  on  pages  45  and  46. 

Price  per  Pair. 


Size. 

Axle  only  for  Iron 
Nave  Wheels. 

Common  Axle  and 
Bushjs. 

Patent  Axle  with 

Oil  Boxes  and 

Brass  Caps. 

In. 
2 

2i 
2i 
2i 
3 

£    s.      d. 
1   10     0 

1  15     0 

2  5     0 

2  15     0 

3  5     0 

£     s.      d. 

1  15     0 

2  5     0 

2  15     0 

3  5     0 
3  15     0 

£      s.     d. 
3     5     0 

3  15     0 

4  5     0 

4  15     0 

5  5     0 

CANNISTERS,    &c. 


CANNISTERS. 

£  of  One  Dozen  Cannisters from     58.    to    5s.  6d. 

a  of  Six  Cannisters     from    Gs.     to  148.  6d, 


CASH    BOXES. 


...     58.     to     10a.    fid.  each. 


CATTLE     CRIBS. 


Improved  Wrought  Iron  Cattle  Oribs. 

Open  Corners,  4  feet  square 

Open  Comers,  4j  feet  square 

Closed  Comeis,  4^  feet  square      

Closed  Comers,  5  feet  square 

Closed  Comers,  6  feet  square 

GalvanizL-d  I 

If  with  Roof  to  Ditto,  £-1  e.\lra 

(f  Ikfounted  on   Four  Wheels  for  id 


.  £2  15  0 
.£300 
.£350 
£4  0  0 
.  £4  10  0 
,  10s.  each  extra. 

If  witli  Hacks  l>ir  Hay,  £2  extra, 
■nicnee  of  inof\w^  ^!w3«X  VI.*,  ^*k^-  "ei^J"^ 
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CENTRIFUGAL     PUMPS. 

Centrifugal  Pump,  No.  I,  with  Two  Standards — ^to  raise  120  Gallons  of  Water 

iicir  iiiuiUuv      ••■      •■•      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      j^ ji o      V     w 

Foot  Valve  £2  extra. 
Centrifugal  Pump,  No.  2,  with  Standard — to  raise  250  Gallons  of  Water 

LIvJT   LLlxXlUl/C         !••  •••  •••  •••  •••  •••  •••  ••<  •••  •••  •••  •••         J^mO        \j        \j 

Foot  Valve  £3  5s.  Od.  extra. 

Six-inch  Centrifugal  Pump,  No.  6,  with  Double  Standards     £22    0    0 

Centrifugal  Pump  for  Irrigation,  No.  5,  to  discharge  1000  Gallons  per  minute, 

Price  with  Valves  and  Strainers £46  10    0 


Table  of  Centrifligal  Pumps  suitable  to  Lift  80  feet. 


Diameter  of  Discharge 
Pipe. 

Gallons  per 

Minute. 

Horse  Power  to  Lift  Water 

One    Foot. 

H.P. 

1" 

12     to 

25 

.0051 

4- 

200     to 

300 

.0782 

6" 

500     to 

700 

.202 

9" 

1000     to 

1600 

.411 

12* 

1800     to 

2800 

.801 

15" 

3000     to 

4900 

1.012 

18" 

4500     to 

7000 

1.811 

Table  of  Centriftigal  Pumps  suitable  to  Lift  30  feet. 


Diameter  of  Discharge  Pipe. 

Gallons  per  Minute. 

Weight— Cwt. 

10" 

2000 

16 

12" 

3000 

20 

15" 

4000 

30 

18" 

6000 

40 

20" 

8000 

60 

Prices  on  Application. 


CENTRIFUGAL  PUMPS. 
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CENTRIFUGAL     PUMPS 

Prices  of  Pumps  and  Foot  Valves. 


Diameter  of  Delivery 

Pipe. 

Inches. 

Gallons  per  Minute. 

Pump  with  One 

Standard  and  One 

Pulley. 

EXTRAS. 

Pump  with  Two 

Standard. 

Foot  Valves 
extra. 

£    s.     d. 

£     S.     d. 

£     8.     d. 

3" 

75 

12  15     0 

2     0     0 

1    12     6 

i" 

200 

16     0     0 

2   10     0 

2     5     0 

6" 

500 

25     0     0 

4     0     0 

4     0     0 

8" 

800 

34     0     0 

5     0     0 

5  10     0 

10" 

1500 

36     0     0 

5   10     0 

"  6  10     0 

12" 

1800 

49     0     0 

8     0     0 

8  10     0 

15" 

3000 

78     0     0 

12     0     0 

12     0     0 

18" 

4500 

1 

1 

100     0     0 

15     0     0 

16     0    0 

WOODFORD'S    CENTRIFUGAL     PUMPS. 

These  Pumps  are  very  suitable  for  Contractor's  work,  being  easily  fixed. 


Diameter  of  Pipes. 
Inches. 

Gallons  per  Minute. 

To  Lift  10  feet. 

Extra  for  each  9  feet 

length  of  Framing, 

Shafting,  &c. 

£     s.     d. 

£    8.    d. 

sr 

500 

42   10     0 

9     0    0 

4r 

1000 

54  10     0 

10    5    0 

5i" 

1500 

66  10     0 

12  12     0 

6J' 

2000 

85     0    0 

13  10     0 

sr 

3000 

121     0     0 

15     5     0 

lOi' 

5000 

181     0    0 

18     5     0 

CHAFF  CUTTERS. 
E.    PAGE    &    Co.'s 

PATENT  STEAM  OR  WATER  POWER 
CHAFF  CUTTER. 


Marked  Y  14,  No.  18. 
This  is  a  first-class  Machine,  siiitablH  for  atpam  or  water  power,  ami  ie  highly  recommended.     It 
haa  wooden  legs,  three  knives,  heavy  fly-wheel,  and  stopping,  forward,  and  reverse  motions,  and  brass 
bearings. 

Price     £17  "     0 

Cuts  four  lengths,  J,  ^,  f,  J.        Mouth  14  inches  wide. 
Speed,  200  revolutions  per  minute. 
Estimated  Quantity  cut  per  hour,  1  Ton  2  cwt. 
^^i^^  Knives  to  fit  this  Machine  are  marked  W.  1680. 

'  ^  17    inch   Fast  and   Loose   Pulleys,    15/-   each  extra. 

^ug  Chaff  Cutter  is  especially  adapted  fi)r  exportation,  being  composed  of  few  part£  which  pack 
Mi  compass  and  arc  not  liable  to  breakat^'e,  the  lejjs  being  of  good  stout  wood,  which  are  easily 
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E.    PAGE    &    Co.'s 

PATENT  HORSE,  STEAM,  OR  WATER  POWER 
CHAFF   CUTTER. 

Marked  Y  12,  No.  17. 

This  Machine  took  the  Head  Prize  at  the  Meetii^  of  the  Highland  Agricultural 
Society  of  Scotland  at  Dumfries,  and  the  Prize  at  Perth,  and  received  a  Special 
a.  at  the  Boyal>Agricultural  Society's  Meeting  at  Bury  St.  Edmund's. 


The  framework  is  of  very  strong  cast  iron,  firmly  secured  to  wooden  legs,  and  proportionately 
stren^ened  for  very  heavy  work.     It  is  fitted  with  three  knives  attached  to  a  massive  fly  wheel,  and 
has  a  rising  Mouthpiece  12  inches  wide.     The  whole  pos3e.Sjes  immense  strength,  and  is  with 
confidence  fully  recommended.     It  has  also  stopping,  forward,  and  reverse  motions. 
Cnte  four  lengths,  ^,  t,  f,  J,  inch. 

No.  17,  with  stopping,  forward,  and  reverse  motions,  12'  mouthpiece    £14  14    0 

No.  15,  with  stopping,  forward,  and  reverse  motions,  10°  mouthpiece    £1111     0 

No,  II,  with  stopping,  forward,  and  reverse  motions,  9'  mouthpiece      SA    "^    "^ 


CHAFF  CUTTERS. 


E.    PAGE    &    Co.'s    IMPROVED    HAND    POWER 

CHAFF     CUTTERS. 


The  Machines  all  have  rising  Mouthpieces,  and  are  easily  worked  by  one  man  or  a  lad, 
according  to  the  size  of  the  Machine.    The  fly-nheels  are  fitted  inside  the  frame. 

Nu.  12^.  to  cut  two  lengths,  ^  and  J  inch,  mouth  8   inches  wide     £6    6     0 

No.  12,  „  „  mouth  8i  inches  wide     £&  10    0 

No.  11,  „  mouths    inches  wide     £4  10    0 


E.      PAGE     &      Co., 
Vjctoria     Iron      Works,     Bedford. 


CHAFF  CUTTERS. 


E.    PAGE    &    Co.'s 

IMPROVED    CHAFF    CUTTERS. 


Mark  No.  10.    S-inch  fixed  Mouth.    Fluted  Rollers. 

CutiB  one   length  yy  of  an  inch. 

This  is  a  small  and  durable  Machine,  specially  adapted  to  the  reqiiireTnents  of  a  Gontleinaii's  Stable 

where  only  one  or  two  horses  are  kept ;  specially  adapted  for  export,  as  it  can  be  taken  to  pieces  and 

packed  in  a  small  compass. 

Price £2  10    0 


Mark  No.  9.    7-mch  fixed  Mouth.    Toothed  Rollers. 
Cuts  one  length  ^  of  an  inch. 
This  is  a  small  and  well  made  Machine. — Possesses  same  advantages  a,s  above. 
Price £2 


Mark  No.  9  A.    T-inch  fixed  Mouth. 

Cuts  two  lengths,  }  and  f  of  an  inch. 

This  is  an  admirable  Machine  for  general  nse,  and  is  made  especially  to  meet  a  great  want  in  s.nall 

Chaff  Cutters,  viz, — two  lengths  without  removing  a  knife. 

Price «.v>.    » 

S 
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PICKSLEY    SIMS' 

CHAFF     CUTTERS. 

No.    4   OhaflF  Cutter. 

A  very  strong  and  serviceable  Machine,  for  hand,  horse,  water  or  steam  power.     It  is  provided 

with  patent  forward,  stop,  and  reverse  motion  gearing,  and  cuts  two  lengths  of  chaflF 

without  change  of  wheels,  by  means  of  a  sliding  pinion.  The  fly-wheel  shaft  works  in  brass  bearings, 
the  whole  of  the  gearing  is  neatly  covered  in,  and  it  is  in  every  respect  a  good  and  well  finished 
Machine.     Kising  mouth,  9iin.  wide.     Two  knives. 

X  L  X\^%Z  t*«        •••       •••       •••  •••       •••       •••       •••       •••       •••       •••       •••       •••       •••         Jt'O    JL  \I  Vr 


No.    4x   OhaflF  Cutter 

Is  similar  to  No.  4,  but  with  the  addition  of  the  patent  clutch  gear  (in  lieu  of  the  sliding  pinion), 

whereby  the  cut  may  be  altered  in  length  without  stopping  the  Machine.     Two  knives. 

Price  f^     0     0 

No.    5   OhaflF  Cutter 

Is  similar  to  No.  4,  but  larger  and  stnmgor.     Rising  mouth,  lO^in.  wide.     Two  knives. 

Jk  Jl A^\?      •••      •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     J^ X \J  \/    V 


No.   5x   ChaflF  Cutter 

Is  the  same  size  as  No.  5,  but  is  fitted  with  the  patent  clutch  gear  in  lieu  of  the  sliding  pinion. 

Two   knives. 

X  jrii/t3        ...        ...       ...       ...       ...       *••       «••       ••*       ...       «••       ...       ••«       ...       ...       ...      ^j ±.\j    X **      v» 


No   6x1   Royal   Oxford  Prize   ChaflF  Cutter. 

At  the  Royal  Agricultural  Society's  trials  held  at  Oxford,  July,  1870,  this  Machine  was  awarded 
the  Prize  of  £5  in  competition  with  the  Machines  of  Eighteen  of  the  leading  Makers.  Quantity  cut, 
2 1 7lbs.  of  fin.  chaff  in  five  minutes.  The  First  Prize,  Gold  Medal,  was  also  awarded  to  this 
Machine  at  the  East  iiOthian  Society's  trials,  held  at  Haddington,  July,  1874.  The  Machine  is  fitted 
with  a  heavy  fly-wheel  and  three  knives,  and  combines  all  the  latest  improvements.  Rising 
mouth,  14in.  wide. 

X  f  AV/C  ...  a..  «.«  ...  ••*  «*•  ...  ...  ...  «.•  ...  ...  ...  ...  ...  J^  X  w      X  \/         \r 


No.   7x   ChaflF  Cutter 

Is  similar  to  No.  6x1,  but  much  larger.     It  is  a  very  substantial  Machine,  and  calculated  to  cut 
nearly  two   tons  of  hay  or  straw  per  hour.     The  fly-wheel   is  fittijd  with  two  knives.     Rising 

mouth,  15in.  wide. 

X  nC6  ...        •*.        •.•       •*•        ...        ...       ...       ...        •*•        ...        ..•       •••       •••        •••       •••       A* X !/    X il       v 


No.   7b   ChaflF  Cutter 

Is  similar  to  No.  7x,  but  is  fitted  with  two  sets  of  the  Patent  Clutch  Gear,  and  will  cut  four  lengths 

without  stopping  the  Machine. 

Price       ...     • •  •••     X^i     V    u 

Nos.  7x  or  7b  can  be  fitt^jd  with  a  heavier  fly-wheel  and  three  knives,   at  an 

extr&  cost  of • •••       **^     "     " 

rullvys  or  Change  Wheels  charged  extra. 
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PICKSLEY    SIMS' 

CHAFF     CUTTERS. 

D.J.  New  Patent  Chaff  Cutter 

Contains  all  the  latest  improvements.     It  is  fitted  with  a  sliding  pinion  for  altering  the  length  of  cut 
without  change  of  wheels,  and  with  Patent  stop,   forward,  and  reverse  motion  gear.     Rising  mouth, 

9^ in.  wide. 
xrii/c... ...      ... ,      ,,,      ^^     j^Y     2     0 


D.J.  New  Patent  Chaff  Cutter, 

Fitted  with  Patent  Clutch  Gear,  in  lieu  of  the  sliding  pinion,  for  altering  the  length  of  cut  when  the 

Machine  is  in  rapid  motion. 

X  A  i\/v ...  ...  ...  ...  ...  ...  ...  ...  •••  ...  ••.  ...  ...  ••.  ...  ...  j^  I  •  O 

D.J.  Fitted  with  auxiliary  handle — Extra  to  the  above  prices,  10s. 


D.K.  New  Patent  Chaff  Cutter, 

With  fly-wheel  inside  frame,  cuts  two  lengths  of  chaff — |in.  and  fin.     Rising  mouth,  9jin.  wide. 

X  X  &ww  •••    •••    •••    ••      •*•     •••    •••    •••     •••     ••■     •••     •••     •••     •••     •••     •••    J^  O    V/    vr 

D.K.  If  fitted  with  an  auxiliary  handle,  extra,  10s. 


D.H.  New  Patent  Chaff  Cutter 

Is  fitted  with  improved  Patent  Double-cut  Motion  Gear,  Patent  Recessed  Side  Plates,  the  improved 

Solid  Rollers,  a  large  Fly-wheel,  and  it  is  adapted  to  cut  two  lengths  of  chaff — ^in.  and  fin.     T/t^; 

most  complete  and perftct  Machine  in  the  market.     Rising  month,  9^in.  wide. 

Prirp  £4     0     0 

D.H.  If  fitted  with  an  auxiliary  handle — extra  7s.  6d. 
D.H. .  New  Patent  Chaff  Cutter  fitt<;d  with  an  extra  large  fly-wheel Price     £4     5     0 


D.G.A.  New  Patent  Chaff  Cutter 


Is  a  similar  Machine  to  the  "  D.G."  but  it  is  adapted  to  cut  two  lengths  of  chaflF — ^^in.  and  |in. 

Rising  mouth,  8in.  wide. 

Jl  f lOv        •..         ...         ...         ...         ...         ...         •••  ...  ..         ...         ...         ...         ...         ...         ...        JUv        \J       \J 


D.G.  New  Patent  Chaff  Cutter 

Is  fitted  with  New  Patent  Recessed  Side  Plates,  Im])roved  Solid  Rollers,  and  massive  fly-wheel.     The 
feed  is  regulated  by  strong  spiral  springs,  in  lieu  of  the  ordinary  weight  and  its  appendages,     Rising 

mouth,  8iu.  wide, 
j^nce...     ...     ...     •••     *••     •••     •••     -••     •••     •••     •••     •••     •••     •••     •••     •••     jw—  ^"     " 


D.  New  Chaff  Cutter, 

Cuts  one  length.     Mouth  8in.  wide Price    £2     7     6 


D.O.  New  Chaff  Cutter, 

Cut9  one  length.     Mouth  l\\x\,  wide.     ..•     •••     '••     --*    ^xNsyt.    ^    ^.    ^ 
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MAYNARD'S 

PATENT   PORTABLE   COMBINED   STEAM 

POWER   CHAFF   ENGINES. 

These  now  well-known  Engines  are  especially  adapted  for  ready  attachment  to  a  Portable  Steam 
Engine,  being  quickly  set  into  position  for  work,  requiring  no  fixing,  and  no  special  Pulley  on  the 
Steam  Engine,  the  driving  strap  being  led  direct  from  the  fly  wheel  in  the  same  manner  as  to  a 
Thrashing  Machine ;  or  the  ChaflF  Engine  may  be  used  in  connection  with  a  Thrashing  Machine  by 
placing  it  at  the  end  of  the  shakers,  and  driving  it  by  a  strap  fi'om  the  drum,  when  the  straw  falling 
into  the  Chaff  Engine  is  cut  as  fast  as  it  can  be  thrashed  into  short  chaff,  riddled  from  the  cavings 
and  dust,  and  elevated  into  bags. 

They  are  easily  conveyed  by  one  horse  from  farm  to  farm,  being  mounted  on  wheels,  on  which 
they  remain  while  at  work  ;  they  cut  three  lengths  (three-sixteenths,  three-eighths,  and  one  inch) ; 
the  three-sixteenths  Chaff  is  very  fine  and  regular — an  important  property  when  Chaff  is  required  for 
storage,  as  practised  in  the  Eastern  Counties  of  England — and  the  cavings  and  dust  being  sifted  out, 
it  is  delivered  into  bags  in  a  fit  state  for  storage  and  fermentation  with  great  rapidity,  and  through 
the  Patented  labour-saving  parts  combined  in  these  Chaff  Engines,  at  small  cost. 

Two  Knife  Wheels  (each  furnished  with  a  set  of  knives)  accompany  each  Engine,  if  required  so 
that  one  set  of  knives  may  be  sharpened,  without  removing  them  from  the  wheel,  by  the  attendant  of 
the  Steam  Engine,  while  the  other  is  at  work,  and  by  provision  for  that  purpose,  they  may  be 
changed  in  from  one  to  two  minutes. 

These  Chaff  Engines  are  protected  by  several  Patents,  and  an  important  improvement  has  lately 
been  effected  and  Patented,  which  is  embodied  in  all  the  Chaff  Engines  which  are  now  being  sent 
from  these  Works,  and  which  can  at  small  cost  be  added  to  others  previously  made,  by  which  the 
labour  of  the  feeder  is  reduced,  and  his  immunity  from  the  appalling  accidents  which  have  befallen 
the  feeders  of  some  power  cutters,  by  the  entanglement  of  their  hands  between  the  rollers  secured 
The  cbokiDg  of  the  machine  is  almost  wholly  obviated. 
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MAYNARD'S    No    6 

COMBINED  CUTTING,  SIFTING,  AND  BAGGING 

CHAFF  ENGINE, 


Which  IB  fitted  with  five  knives,  is  believed  to  exceed  in  rapidity  of  work  any  other  ever 
previously  brought  before  the  public,  being  able  to  cut  straw  to  chaff  as  fast  as  the  most  Powerful 
Steam  Thrashing  Machine  cod  supjdy  it.  It  sifts  out  the  cavings  or  imperfectly  cwt  straw,  sifts  out 
the  dust  and  deposits  the  chaff  into  bags,  in  a  fit  condition  for  storage. 

It  was  awarded  the  Special  Prize  of  the  Royal  Agricultural  Society  of  England,  at  the  Oxford 
Show,  for  its  peculiar  and  efiBcient  capabilities  and  excellence  of  work. 

Price      £48    0    0 

Extra  Knife  Wheel,  mth  5  Knivtt  and  FiUingg       £3  12     0 


The  No.  7 

COMBINED  CUTTING,  SIFTING,  AND  BAGGING 
CHAFF  ENGINE 

Is  in  principle  similar  to  the  No.  6  Chaff  Engine,  but  is  fitted  with  four  knives  only,  and  will  cut  not 
quite  so  fast  as  straw  can  be  thrashed. 

Price       £45    0    0 

Extra  Knife  Wheel,  witA  4  jTniw*  and  .ftitfng*       ,..     .,.     ,--      -       5?>    '^    "^ 
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The  No.  4 

STEAM   POWER  SIFTING   CHAFF  ENGINE 

Is  fitted  with  four  Knives,  and  will  cut  and  sift  at  the  same  pace  as  the  No.  7,  but  it  does  not  bag 

the  ChaflF. 

X^f  fCe       •*•      •••      •••      •••      •••      •••      •••      •••      ••■      •••      ••«      •••      •••      ■••      «•«      J^"\J  \r  \' 

Extra,  Knifa  Wheel,  tntk  A  Knives  and  Fittitifft      £3    .5    0 


The  No.  8. 

THE  "MAMMOTH  "  COMBINED  CUTTING, 
SIFTING,   AND   BAGGING    CHAFF    ENGINE. 

This  newly  arranged  machine  contains  all  former  and  recently  patented  improvements,  and  is  a  most 

powerful  and  efficient  Cutter,  being  furnished  with  six  knives,  and  a  wide  mouthpiece,  and  is  very 

suitable  for  using  in  combination  with  a  Steam  Thrashing  Machine,  it  being  quite  capable  of  cutting 

to  shortest  (3-1 6th)  length  as  fast  as  the  machine  when  fully  fed  can  supply  the  straw. 

X  X i^w    (••   «••   •••   ■••  •  •  0      •••   •«•   •••   •••  •  m •      •••   •••   •••   •••   •••  j^%3 ^      ^ '  y-' 

Extra  Knife  Wheel,  with  6  Knives  and  Fittings     X4     0     0 


For  meeting  the  requirements  of  such  as  cut  hay  ahnost  exclusively,  a  further 
improvement  has  been  made  in  the  No.  6  &  7  Chaff  Engines  by  the  addition  of  a 

MAYNARD'S     C  AVI  NG     ELEVATOR, 

By  this  the  cavings  are  carried  up  and  deposited  at  the  elbow  of  the  feeder,  and  so  continuously 
passing  through  the  mouth  with  the  fresh  supply,  are  cut  up  with  it  into  ChaflF. 

1  ne  j!<xi)ra  vyosu  is ».     ...     ...     .. xo    n    0 


GRINDSTONE  : 

As  attached  t^)  Nos.  4,  5,  6,  7,  or  8  Chaff  Engine,  extra     £3     5    0 


TARPAULING    COVER 

For  s  Chaff  Bngine ,      ,,.     ...     £1     8    Q 
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WOODS,    COCKSEDGE,    AND     Co.'s 


CHAFF   CUTTERS. 


THE    NO.    SOB   AND   20B   CHAFF    CUTTER 


Are  fitted  with  strong  Iron  Frames— well  and  simply  constructed — cutting  |  and  f  chaflF  without 

changing  the  wheels.     They  are  fitted  with  stop  motion  so  arranged  that  an  accident  to  the  feeder  is 

impossible.     The  cog  wheels  are  all  protected  with  neat  covers. 


No.  30B — For  Horse  or  Steam  Power — 12"  mouth £13  13  0 

If  fitted  with  three  Knives £1^1  1^  0 

No.  20B — For  Horse  Power  or  Two  Men — 9" mouth £8    0  0 

If  fitted  with  three  Knives £9    0  0 

W.C.— With  rising  mouth  8"  wide — 2  lengths £3  17  6 

If  with  extra  large  Fly-wheel     £4    2  6 

If  with  large  Wheel  and  Hollow  Knives £4    5  0 

No.  26— Has  rising  mouth  8"  wide— fitted  with  spiral  springs— cuts  two 

lengths  by  reversing  one  wheel     £3    2  6 

If  with  extra  large  Fly-wheel    £3     7  6 

If  with  large  Wheel  and  Hollow  Knives £3  10  0 

No.  25-  Has  rising  mouth  8"  wide— fitted  with  spiral  springs       £2  10  0 

If  with  extra  large  Fly-wheel    £2  15  0 

If  with  large  Wheel  and  Hollow  Knife     £2  17  6 

No.  19— With  fixed  mouth  7^"  wide £2    5  0 

If  with  extra  large  Fly-wheel ^:l  \s^    ^ 
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DESCRIPTIVE    LIST    OF    BENTALL 

CHAFF  CUTTERS. 


MARK, 

PRICES. 
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EXPLANATION  OF  ABOVE  TABLE. 
Column  No.    i — The  ligures  show  the  width  of  each  mouthpiece  in  inches. 

„  2—        „         give  the  thickness  each  Machine  will  cut. 

„  3 —        „         give  the  number  of  lengths  each  Machine  will  cut. 

„  4—        „         give  the  number  of  knives  each  Machine  has. 

„  5 —        „         give  the  number  of  handles  sent  with  each  Machine. 

„  6—        „         give  the  speed  recommended  per  minute  by  horse  power. 

„  7—        „         pve  the  speed  recommended  per  tninute  by  steam  power. 

„  8 —        „         give  the  estimated  quantities  in  bushels  cut  by  hand  per  hour. 

„  9 —        „         give  the  estimated  quantities  in  cwls.  cut  by  horM  power  per  hooi. 

II  Ifr—        ,1         give  the  eslitnaled  quantities  in  cwls.  cut  by  steam  power  per  hour. 

„  II — The  letter  S  denotes  the  Machines  fitted  with  stop  and  reverse  motions. 

,1  I3~>        „         R  denotes  the  Machines  with  routid  ended  frames. 

„  13 —        „         H  denotes  the  Machines  fitted  with  heavy  fly-wheels. 

„  14—        „        O  denotes  the  Machines  fitted  with  oval  rim  fly-wheels. 

J,  IS —       „         C  denotes  the  Machines  fitted  with  all  the  cog  wheels  covered. 

"  i6-~Tbe  fiffaet  show  the  aumber  of  knite  Ihat  fits  each  Machine . 
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CHAIN     PUMPS. 

The    Simplest,    Cheapest,    and    most  Useful    Pumps    in    Use. 

THE  SMALLER  SIZES  FOR 
BREWERIES,    ORDINARY   WELLS,    URINE   TANKS,    &c. 

THE  LARGEST  SIZES  FOR 
IRRIGATION,  GOAL  PITS,  QUARRIES,  HARBOUR,  AND  BRIDGE  WORKS, 

For  every  purpose  where  the  Lift  is  perpendicular  they  cannot  be 

surpassed. 

These  Pumps  are  constructed  with  an  endless  Chain  and  Discs,  revolving  round  a  Wheel  placed 
in  a  Cast-iron  Top,  passing  down  into  the  Well  or  Tank,  and  up  through  a  Wood  or  Iron  Tube.  The 
simplicity  of  their  construction,  the  ease  with  which  they  can  be  fitted  up,  and  the  amount  of  work 
they  will  perform  with  the  small  power  required,  have  made  them  highly  esteemed. 

There  is  no  Pump  working  Vertical  Lifts  that  will  lift,  with  the  same  amount  of  power,  half  the 
quantity  of  water  the  Chain  Pump  will  do.  Having  no  Valves  or  complications  that  are  likely  to 
get  choked  or  go  wrong,  they  are  of  immense  advantage  for  working  in  Urine  Tanks,  or  in  any  place 
where  there  is  dirty  liquid,  as  they  will  lift  Sand,  Mud,  Sticks,  Straws,  Tree  Leaves,  and  other  foreign 
matter  without  getting  choked. 

No.  1 

Is  the  smallest  size  of  Hand-Power  Chain  Pump,  the  Cheapest  and  most  suitable  for  Urine  Tanks, 

Ordinary  Wells,  &c. 

For  Hand-Power  Pumps,  Wooden  Tubing  is  recommended  in  preference  to  Iron,  as  the  Pump 
works  much  lighter,  and  the  discs  last  longer.  2 Jin.  pipe  is  recommended  to  be  used  up  to  15ft. 
deep,  the  medium  size  up  to  25ft.,  and  the  smallest  size  above  25ft. 

PRICES:— 

Wood  Tubing. 

1  \)  leei/  jjiT v      c.     .*•     *••     .*•     *••     .••     .••     •••     •••     •**     *■■     **•     •••     •••     ju*i  1-0    vr 

Every  foot  of  extra  Lift,  2  Jin £0    3     0 

Do.  Medium  and  Smallest  Size      'i^s    '^    "^ 
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CHAIN     PUMPS. 

No.   2 

Is  of  similar  coustniction,  bat  a  stronger-cased  Pump,  with  Malleable  Iron  Axles  and  Brass  Bushes, 
and  an  improved  form  of  Chain.  This  is  the  most  suitable  Hand-power  Pump  for  sending  abroad,  as 
it  is  very  duiable  and  is  less  liable  to  accidents,  a  point  of  importance  where  it  is  expensive  to 

replace  parts. 

PRICE:  — 

Wood  Tubing.  Iron  Tubing. 

10  feet  Lift      ...     ...     ... £6  15     0     ...     £7     5    0 

Every  foot  of  Extra  Lift,  2jin £0    5    0     ...     £0    6    0 

Do.  Medium  and  Smallest  Size £0    4     0     ...     £0    5    0 

No.  1  and  2  can  be  mounted  on  Cast-iron  Tank,  suitable  for  showing  the  working  of  the  Pump 

in  Implement  Agents'  and  Merchants'  Warerooms. 


No.    3 

Is  an  entirely  new  and  different  class  of  Pump,  got  up  in  a  very  superior  style.  The  Smallest  size 
may  be  worked  by  Hand,  but  it  is  more  suitable  for  Horse,  Cattle,  or  other  power.  The  Top 
Gearing  is  simple  and  powerful.  The  Chain  is  specially  prepared  and  fitted  with  India  Rubber  Discs. 
The  Iron  Piping  is  bored  out  in  chambers  to  suit  the  new  Chain  and  Discs,  which  reduces  the  wear 

and  friction  very  considerably. 

This  class  of  Pumps  will  be  found  the  cheapest,  most  powerful,  and  the  most  durable  that  are 

made. 

PRICE:— 

Diameter  of  Pumps 2jin.        Sin.  A\in.  Gin. 

No.  of  Gallons  they  lift  per  Hour 2000        3000  7000  13,000 

Power  required  to  lift  10  feet 1  Donkey.  1  Mule.  1  Horse.  2  Horses. 

Price  of  Top  Gearing ...  £8  £13  £22  £30 

Price  per  foot  of  Lift 8s.  10s.  128.  21s. 

Horse  Gear  up  to  50  feet  of  Lift  and  connections  £8  8s.       £14  £27  10s.  £37  10s. 

Stronger  Top  Gearing  and  Chain  are  required  when  the  Lift  exceeds  50  feet.     Five  per  cent,  is 
Added  to  these  prices  for  every  additional  50  feet  or  part  of  50  feet  of  Lift. 


CHAIN   PUMPS. 
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CHAIN      PUMPS 

WITH    HORSE    GEAB. 

In  this  arrangement  the  Horse  Gear  is  fitted  inimediately  over  the  source  whence  the  nater  is  to 
be  drawn — entirely  dispensing  with  all  intermciliatc  Gearing — and  rendering  the  whole  arrangement 
very  simple  and  eflfective. 

For  coal  pits,  quarries,  lifting  sewage  or  water  for  irrigation,  this  Pump  will  be  found  very 
cheap,  powerful,  and  durable,  and  the  simplicity  of  construction  renders  it  impossible  to  get 
out  of  order. 

This  Pump  does  not  require  charging,  and  can  be  made  of  sny  size,  to  lift  any  quantity  of  wat«r, 
and  can  be  driven  with  cattle  or  horses  as  may  be  desired. 


li 

§1 

Power  required 
10  Un  9  feel. 

Price  for  9 
Feet  Lift. 

i  1 

Prices  or 
the  difTerent 
Horse  Gear. 

£   5. 

d. 

s.    d. 

£     s.     d. 

3 

4,100 

1  Donkey. 

.10 

21    15 

0 

12  9 

1 

7      7      0 

4i 

9,200 

1  Mule. 

.22 

if  6  15 

0 

18  0 

2 

9     0     0 

1 

I  Horse. 

3 

13  10     0 

6  116,500 

2  Light  Horses 

.40 

a  15 

0 

31  0 

4 

16     0     0 

7i  25,500 

2  Horses. 

.60 

59  10 

0 

36  0 

5 

17   17     0 

9    38,000 

3  Horses. 

.90 

m   0 

0 

47  0 

6 

23  10     0 

lOj  SO.OOO 

4  Horses. 

1.9 

7e  10 

0 

62  (» 

7 

30     0     0 

12    65,000 

5  Honsea. 

l.G 

93  10 

0 

14.  tt 

\       * 

\  -S*     V>     v> 
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CORNES'S 

IMPROVED  FIRST  PRIZE  COMPOUND  LEVER  DOUBLE  CHAMBER 

CHEESE    PRESSES. 

These  celebrated  Cheese  Presses  are  of  world  wide  reputation,  and  may  be  found  in  almost  all 
the  large  Daries  in  this  country,  as  well  as  in  many  others  abroad,  and  are  looked  upon  as  special 
favourites  wherever  they  are  used. 

Tliey  admit  two  thick  Cheeses  which  are  pressed  in  separate  compartments  while 

several  thin  Cheeses  may  be  applied  therein.  By  the  adjustable  compound  lever  arrangements 
any  required  weight  can  be  obtained,  and  when  once  the  press  is  set  (which  is  very  easily 
accomplished)  the  pressure  is  continuous,  and  does  not  diminish,  as  the  Cheese  sink  by  depression, 
and  what  is  of  great  importance  a  perfectly  level  pressure  is  given  on  the  surface  of  the  Cheese. 
The  Screw  is  of  extra  strength  and  the  nut  through  which  it  passes  is  of  best  antifriction  metal, 
and  in  lieu  of  the  cast  iron  lever  bars  and  joints  as  formerly  applied,  malleable  ones  are  now  used» 
and  a  new  regulating  arrangement  is  introduced  by  which  several  degrees  of  pressure  can  be 
obtained. 

Prices  complete  with  Painted  Standards. 

No.  1,  20"  wide  between  Standards     £5     7     6 

X^  \/.iA|MM  ,,  ,y  •*•  ••■  •••  ...  *••  ..•  ...  •..  ...  J^  O      A  f  O 

X 1 U .     O]     tb^  ff  ,,  •..         •••         ••'         *••         ...         ...         ...         ...         ...        JwO        V        \f 

If  with  Bright  instead  of  Painted  Standards  7s.  6d.  extra. 
Fitted  with  Double  Shooter  Board  Ss.  extra.  Drip  Gup  2s.  6d.  extra. 


CORNES'S 

IMPROVED  FIRST  PRIZE  COMPOUND  LEVER  SINGLE  CHAMBER 

CHEESE    PRESSES. 

Prices  complete  with  Painted  Standards. 

No.  1.— Single  Cheese  Press,  20"  wide  between  Standards £3  7  6 

•Wo»  2.         „            ,,           „      22       „                  jj                   j£3  12  6 

iiO,  o."~~     yi            ft           »»      ^^      }i                  yy                   x4  0  0 

//  with  Turned  instead  of  Painted  Standards,  3s.  6d.  extra. 


CHURNS. 


65 


HATHAWAY'S 

IMPROVED    PRIZE    BARREL   CHURNS. 

Are  extensively  used  at  the  large  establishments  carried  on  by  the  Aylesbury 

Dairy  Oo.«  and  the  Cheese  Factories  in  Derbyshire. 

These  Chums  are  constructed  on  the  latest  and  most  approved  principles.  The  Beaters  are 
constructed  on  the  "Archimedean"  principle,  by  which  increased  agitation  is  given  to  the  cream  in 
churning,  and  a  much  larger  quantity  of  Butter  produced.  The  Stopper  forms  a  most  convenient 
and  eflfective  fastening,  it  is  water-tight  and  has  only  to  be  tried  to  supersede  all  those  previously 
in  use. 

The  Cream  can  be  put  in  and  the  Butter  taken  out  of  the  Churn  with  the  greatest  ease, 
and  the  Churn  can  be  readily  cleaned  in  a  few  seconds.  Each  Chum  is  made  to  revolve  on  anti- 
firiction  rollers  by  which  a  great  saving  of  labour  is  effected.  No  friction  from  iron  or  brass  in  the 
interior  to  injure  or  taint  the  Butter.  Special  attention  is  given  to  the  workmanship,  and  the  best 
materials  and  fittings  only  are  used,  and  a  superior  finish  is  given  to  each  Churn. 

A  great  improvement  has  recently  been  made  by  adding  a  metallic  mouth  or  bush,  which 
prevents  the  wood-work  from  becoming  displaced  by  swelling  or  changes  of  temperature,  and  thus 
adapts  these  Churns  for  use  in  any  country.  The  metallic  mouth  also  secures  an  excellent  fit  and 
bearing  for  the  stopper. 

These  Chums  are  adapted  for  Churning  Milk  as  weU  as  Cream,  and  larger  sizes 

can  be  fitted  up  for  steam,  horse,  or  water  power. 

No.     0. — To  Churn  from  ^Ib.  to    6lbs.  of  Butter,  on  bearings  and  low  stand  for  a  table 


No. 

00.— 

No. 

I.— 

No. 

2.— 

No. 

3.— 

No. 

4.— 

No. 

5.— 

No. 
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No. 
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on  bearings  and  high  stand 

on  antifriction  rollers  and  high  stand 
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)        £2  10 

0 

..     £3    0 

0 

...     £3  10 

0 

...     £4    5 

0 

...     £5    0 

0 

...     £5  10 

0 

...     £6  11 

0 

...     £6  17 

0 

...     £7  12 

0 

Metallic  mouth  to  No.  4,  5,  6,  or  7,  5s.  extra. 


No.  3D.- 
No.  81.- 
No.  0.  • 
No.  OA.- 
No.  IB.- 
No.  2C.- 
No.  3D.- 
No.  6G.- 


TINKLER'S    PATENT    BARREL    CHURNS. 

-To  make  from  2lbs.  to  30lbs.  of  Butter,  with  Napier  Dashers £5  10 

-To  churn  from  3  to  40  gallons,  or  6  to  UOlbs  of  Butter,  with  Diagonal  Dashers  £9  10 
-To  chum  from  ilb.  to    6lbs.  of  Butter,  on  low  stand,  with  Napier  Dashers  ...     £2  10 


ft 

a 
If 


1 
1 

2 
2 


10 
15 
25 
30 
80 


with  Napier  Dashers 

with  Napier  or  Diagonal  Dashers 


>» 


ff 


tf 


with  Diagonal  Dashers 
with  Napier  Daj&lv^x^  .,. 


£4  0 
£4  10 
£5    0 


0 
0 
0 
0 
0 
0 


£5  10     Q 
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CHURNS. 

ALWAYS  "  EQUABLE  "  BARREL  CHURN 

Made    of  Tin,   with  compartments  for  hot  or  cold  water,  to  regulate  the 

temperature,  to  make  2lbs.  to  20lb8 £4    0    0 


EQUABLE   BARREL   CHURN 

To  make  401bs.  of  Butter      £4  15    0 


ROYAL    BARREL   CHURN 
To  make  20lbs.  of  Butter,  with  two  compartments     £5     5     0 


LONDON    BUTTER    CHURN 

Made  of  Tin,  with  Wood  Beaters  and  compartment  for  hot  or  cold  water, 

to  make  12lb8.  of  Butter       £1   16     0 


LONDON    BUTTER    CHURN 

As  above,  to  make  7lbs.  of  Butter £1   12    0 

As  above,  to  make  4lbs  of  Butter £17    0 


SUSSEX    BUTTER    CHURN 

With  Tin  Beaters,  to  make  2lbs.  of  Butter ;..  £0  18  0 

With  Tin  Beaters,  to  make  4lbs.  of  Butter ,     £12  0 

With  Tin  Beaters,  to  make  7lbs.  of  Butter £17  0 


MECHANICAL    BUTTER    WORKER 
Capable  of  making  25lbs.  of  Butter       £1   15     0 


ATMOSPHERIC    CHURN 
To  make  Butter  from  sweot  milk  in  ten  minutes,  or  from  cream  in  five  minutes    £0  18    0 


CIDER  MILLS  AND  PRESSES.  67 


DENING'S 

CIDERMILLS. 

This  Mill  is  adapted  for  grinding  Apples  in  a  superior  manner,  crushing  tlie  pips  and  bruising 
the  Apples  to  a  fine  pulp,  with  great  speed  and  very  little  power.     The  Apples  are  first  broken  by 

passing  between  the  improved  iron  rollers,  and  pulped  by  passing  between  granite  rollers  beneath.     It 

caD  be  worked  by  hand  or  power. 

xiive,  Xi o.  X   «••      ••■      •••      •••      •••      ••.      •••      .*•      •••      .••      .*•      ••       •••      ••■     Xf L 9      \}     \j 

A    kXK/Cf     Xl  \J*     A       •••  •••  .*•  *••  ..•  •.•  ...  ...  ...  ...  ...  *••  •*•  •*■  aW  L  0  Vr  V/ 

Extra  for  Pulley  Wheel       £  0  10    0 

Extra  for  Wheels  for  moving     £  0  15    0 

As  Apple  Mills  are  only  required  at  a  certain  part  of  the  year,  the  Mill  is  arranged  so  as  to 

make  it  useful  for  bruising  all  kinds  of  grain,  such  as  Barley,  Beans,   Oats,  &c.  ;  this  is  done  by 

« 
taking  oflF  the  Apple  Bin  and  putting  in  its  place  an  effective  Corn  Feeding  Apparatus. 

XliXuTa    IOa    JLrl  uvO       •••       .••       *••       •••       ..•       *•.       ...       ••.       •••       ...       •••       «,,      c      Jb^      U      U 

To  this  Mill  was  awarded  the  Bath  and  West  of  England  Society's  Medal  at  the  Yeovil  Meeting ; 

also  the  Local  Prize  at  the  Barnstaple  Meeting. 

No.   3   Mill,   with  Iron  Rollers  working  in  Brasses,    with  Trough    and  Bin 

COuipi6ue   •••      •••      «••      ••.      •••      *••      *••      •••      .*•      •••      ..•      ...      ...      ...      Ju9   J  v     v 


CIDER     PRESSES. 

Double   Geared   Screw  Older  Press 

With  Double  Screws  3"  diameter — which  keep  the  follower  quite  level,  by  which 

means  additional  power  is  gained — Size  of  bed,  4ft.  9in.  square £28    0    0 

Iron  Work  only,  viz.,  Set  of  Screws,  Nuts,  Gearing,  Wrought  Iron  Sides,  Keys, 

and  Washers  for  Press    «**-  1,V^  V^ 
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CIDER    PRESSES,    &c. 


CIDER     PRESSES,     &C. 

DOUBLE    SCRE^A^    CIDER     PRESS, 
Fitted  with  Best  Wrought  Iron  Screws,  Nuts,  Levers,  &c. 

SIZES    AND    PRICES    AS    UNDER. 


Diameter  of  Screws. 

Length 

of  Screws. 

Size  of  Bed. 

Price. 

2^  inches 

•  •  •          •  •  • 

•  •  • 

7  feet 

6  inches 

■  •  • 

■  •  • 

•  •  • 

4  feet    0  inches 

•  ■  • 

•  •  • 

£15    0 

0 

2i       ., 

•  •  ■          •  •  • 

•  •  • 

7      :, 

6 

11 

•  •  • 

• 

•  •• 

4    .,      6 

» 

•  •• 

•  •• 

X17     0 

0 

3        I 

•  ••         •  •• 

•  ■  • 

8    „ 

0 

>i 

•  •• 

•  •  • 

•  •• 

4    ..      9 

ft 

•  •• 

•  •• 

£19    0 

0 

3i      „ 

•  •  •          •  •  • 

•  •  • 

8    „ 

0 

11 

.  •• 

•  •  • 

•  •  • 

4    „    10 

1> 

•  •• 

•  •• 

£21     0 

0 

SINGLE    SCRE^V    CIDER    PRESS, 

SIZES    AND    PRICES    AS    UNDER. 


Diameter  of  Screws. 

Height  between 
Head  and  Bottom. 

Size  of  Bed. 

Price. 

3    inches      

5  feet    0  inches     ... 

4  feet    3  inches 

•        Jblo        0 

0 

On             ,,                    •••          •••          •• 

0     ,,       b       ,)         ••• 

...         ...         4        }j           O            fj 

£20     0 

0 

4t                 fj                       .••«... 

.        ^     »>        ^       }t         ••• 

A              9 

£23   10 

0 

PORTABLE    COMBINED    CIDER    PRESS    &    MILL. 
Fitted  with  Oarriage,  Shafts,  and  Travelling  Wheels. 


If  with  No.  1  Double  Roller  Mill    ... 
If  with  No.  2  Mill     


I  •  •  •  •  • 


I  •  •  •  •  ' 


•  •  •  •  •  • 


•    ••  !•••  •••  •••  ••»  •••  ••• 


•    •   •  •    •   • 


£48     0     0 
£46     0     0 


CIDER     SCREW^S,    WITH     NUTS,    COLLARS,     &c. 

Are  supplied  to  persons  wishing  to  fit  up  their  own  Presses,  at  the  following  Prices  : — 

DOUBLE    CIDER    SCREWS. 


Diameter. 

Length. 

Price. 

2\  inches 

...     ...     •••     ••• 

7  feet     6  inches 

•••           ••             •••           .•• 

•  •  • 

£7  10     0 

2f      „ 

...     ...     ...     ••• 

7    ..      6 

>» 

•  •  •           ...            •••            ••• 

•  •• 

£8  10     0 

3        „ 

...     •••     ...     ••• 

8     „      0 

f1 

.••           ..•           •••           ••• 

•  •• 

£10     0     0 

34            )) 

...     ...     •.•     ••• 

8     „      0 

It 

...            •••            •■•            ••• 

•  •• 

£11     0    0 

SINGLE 

CIDER 

SCREWS. 

Size  of  Screws. 

Size  of  Sides 

t. 

Price  Complete.            Price  of  Screw  and  Nut  only. 

3    inches 

2    inches 

...            ... 

.  .  • 

£10    0    0 

•  •• 

£4  15     0 

3^               ,y 

...     ...           i      tf 

...            ... 

.  .  • 

£13    0    0 

•  •• 

£6    5    0 

4         „ 

...        ...               *8           11 

...           • • • 

.  *  • 

£16    0    0 

•  •• 

£8    0    0 

Two  Wrought  Iron  Levers  for  the  above      £1  10    0 

/i^Iit  and  left  band  Screw,  vfith  Nuts,  Eyes,  and  Levers,— 2^  inch  Screw      £5  15    0 
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BARFORD     &    PERKINS' 

IMPROVED   PATTERN   CAMBRIDGE   CLOD  CRUSHER 
AND   LAND   ROLLER, 


Price*  6}i  feet  wide  with  2$  rings. 
16  inchea  diameter    9  10    6 

PriMS  7  feet  wide  with  27  rii 

10     0     0 

20  ditto      10  10    0 

11     0     0 

24  ditto      12    0    0 

12  10    0 

26  ditto      ...     13    0    0 

14    0    0 

30  ditto      16  10    0 

17  10    0 

36  ditto      22     0    0 

23  10    0 

If  fitted  with  Stanley's  Patent  Self-acting  Scrapers,  as  shewn  in  en(,Taving,  61  feet,  £2  53.  Od. 
per  set  extra.  7  feet,  £2  lOa.  extra.  If  with  Double  Shafts,  £1  extra.  If  with  Seat  for  Driver, 
£1  extra. 

Any  of  the  above  sizes  can  be  made  from  5  to  6  Feet  wide,  to  suit  purchasers  and  special  quota* 
tions  given  on  application. 


BARFORD     &     PERKINS' 

ROYAL  LEICESTER  PRIZE  CLOD  CRUSHER  AND  PRESS 


WHEEL  ROLLER, 


A  great  improveiuent  has  been  introduced  into  this  Implement  by  substituting  a 
solid  Wrought  Iron  Praiae  with  Steerage  Wheel  and  Guide  Rod,  for  the 
ordinary  Wood  Frame  and  Shafts,  whereby  a  saving  of  at  least  one-thir<l  in  horse-power  is  effc'Cted, 
and  the  man  is  enabled  to  drive  three  horses  abreast  and  steer  the  Implement  to  the  greatest  nictty 
without  the  assistance  of  a  boy.  Another  great  recoihinendation  is,  that  each  horse  does  his  own 
share  of  the  work  ;  and  the  undue  strain  upon  the  shaft-horse,  so  much  to  be  deprecated,  is  avoided. 
This  Implement  has  met  with  great  favor  by  all  practical  men  who  have  nstd  it,  and  the  -ludges  at 
the  late  great  trials  of  the  Royal  Agricultural  ISocietys  Meeting,  at  Leicester,  placed  it  only  second 
to  the  BeverW  Implement  by  awarding  it  £9  out  of  £-20  allotted  to  the  Class,  while  the  general 
public,  B.  &  P.  believe,  have  endorsed  this  Implement  as  superior  for  all  purposes  of  tillage  to  the 
old  Clod  Crusher. 

PRICES:- 

Diameter.                    Length.  £  s.  d.                        Length. 

24iu 6i  feet  .: 15  10  0  7  feet  . 

2ein.. „        16  10  0  

30in „        20  10  0  „ 


jC     s.  d. 

,   16  10  0 

.    IK     0  0 

.22     0  0 

.  27     0  0 


If  fitted  with  Patent  Scrapers,  which  also  form  a  perfect  break  when  necessary,  £3  extra. 
If  fitted  with  Seat  for  Driver,  £2  extra. 
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CAMBRIDGE'S 

IMPROVED  PATENT  NOTCHED  ROLLERS. 

This  Roller  consists  of  a  "  Notched  or  Serrated  "  Wheel  being  placed  between  each  *'  Plain  " 
Wheel.  The  Notched  Wheels  are  larger  in  diameter  than  the  Plain  Wheels;  but  the  hole  through 
which  the  spindle  ))asses  being  also  larger  in  the  Notched  Wheel  than  in  the  Plain,  all  the  Wheels 
are  level  at  the  bottom,  and  press  equally  on  the  ground.  By  this  simple  arrangement,  as  the  Roller 
revolves,  the  part  of  the  Notched  Wheels  which  touches  the  ground  gradually  rises  about  two  inches 
above  the  Plain  ones,  thus  forcing  off  all  clods. 

15-inch  Diam.         to-inch  Diam.         22-inch  Diam.         24-iDch  Diam.       26-inch  Diam.       30-inch  Di&m. 
ft.  in.              £    s.     (1.              £    s.     d.               £    s.     d.               £    s.     d.              £    s.     d.  £    s.     d. 

5    o    8  10    o    10    o    o    10  10    o    II     o    o     II  10    o    13  10    o 

5  6    9    o    o    10  10    o    II    o    o    II  15    o    12    5    o    15    o    o 

6  o    9  10    o    II    o    o    II  10    o    12  10    o    13    o    o    16  10    o 

6  6    10    o    o    II  10    o    12    o    o    13    5    o    13  15    o    18  ID    o 

7  o    10  10    o    12    o    o    12  10    o    14    o    o    14  10    o    20  10    o 

8  o    II  10    o    13  10    o    14    o    o    15  10    o    16  10    o    23  10    o 

Double  Shafts,  30/  extra.     Seat  for  Driver  15/  extra. 


CROSSKILL'S 

IMPROVED     CLOD     CRUSHER. 

This  new  Self-cleansing  Clod  Crusher  with  Patented  Imj)roveinents,  is  entirely  free  from  the 
loose  lateral  motion  of  the  discs,  so  objectionable  in  the  ordinary  Self-cleaning  Rollers,  and  its 
8ui>erior  eihciency  and  improved  action  have  been  fally  shown  wherever  it  has  been  used  or  brought 
into  competition. 

PRICES:— 

30-in.  Diameter.  24-in.  Diameter. 

£     s.      d.  £      s.    d. 

6ft.  6in.  wide       21     0    0     18    0    0 

6ft.  wide 


•••     *•.     •*•     ••. 


5ft.  6in.  mde 
5ft.  wide 

Travel 


...     •••     ...     ••• 


•••     •*•     *••     •• 


.     19  10    0     16  10  0 

18     0    0     ... 15  0  0 

.     16  10    0     - 14  0  0 

ing  Wheels,  £3  extra. 


FOWLER'S 

CLOD  CRUSHER  FOR  STEAM  CULTIVATION 

»!/'-^A  ^^  iii/i^,  complete  with  Frame £85    0    0 
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HOLMES' 

CLOVER   DRESSING   MACHINE. 

This  Machine  has  a  good  arrangement  of  the  dressing  apparatus ;  it  has  been  thoroughly  tested, 
and  is  highly  approved.  The  shelling  barrel  is  placed  under  the  dressing  apparatus ;  the  Machine 
stands  much  steadier,  as  the  power  is  applied  close  to  the  ground,  the  seed  passes  from  the  shelling 
barrel  into  the  elevators,  and  is  delivered  to  the  dressing  apparatus,  which,  being  placed  above,  allows 
all  the  hard  hulk  being  delivered  from  the  sieves  into  the  hopper  of  shelling  barrel,  to  be  passed 
through  again,  so  as  no  portion  has  to  be  lifted  a  second  time  to  the  feeding  hopper ;  the  seed  is 
delivered  into  sacks,  and  is  warranted  not  to  be  injured.  The  dressing  apparatus  has  been  made  of 
great  capacity,  so  that  any  required  quantity  may  now  be  passed  through  without  running  over  the 
sieves ;  a  side  spout  is  also  added  to  convey  the  shivers  away  from  the  chaff.  It  is  a  most  complete 
Machine,  and  is  adapted  for  6,  7,  8,  or  9-horse  engines.  The  Drum  and  Beaters  are  wholly  of 
Wrought  Iron. 

X nee,   compiei/e     ••■     •••     •••     •••     •■•     •••     •••     •••     •••     •••     •••     •••     •••     jw vo    vi    kj 

For  Clover  only    ...     £55    0    0 

Waterproof  Cover,  30s.  extra. 


MUMFORD^S 

CLOVER     SEED     SEPARATOR. 

This  Machine  is  especially  adapted  for  separating  Rib  Grass  (plantain),  Docks,  &c.,  from  Red  or 
White  Clover  Seeds — and  is  very  useful  to  Seed  Merchants  and  Growers. 

It  will  separate  the  finest  as  well  as  the  largest  seeds,  take  away  dirt  and  foreign  substances,  and 
leave  the  sample  clean  for  sowing. 

It  will  take  Rib  Grciss  or  other  kinds  of  Seed  away  from  Clover,  and  thus  enhance  the 

Marketable  Value. 

In  preparing  seed  corn  it  will  remove  wild  oats,  &c.,  from  either  barley  or  wheat,  and  by  using 
this  Machine,  much  less  seed  is  required.  The  crop  does  not  want  so  much  cleaning,  the  jwroduce  is 
larger  and  more  marketable. 

The  Machine  is  adjusted  by  one  screw,  which  regulates  the  width  of  shelves,  and  is  perfectly 
self-acting  requiring  no  one  to  work  it. 

irnce •••     *••     *•*     ••* 


tLOVER  DRESSING  MACHINES. 


HUNT'S 

CLOVER  AND  TREFOIL  SEED  DRAWERS. 


These  MachineB  have  now  been  before  the  public  several  years,  and  the  increasing  demand  for 
them  proves  they  are  growing  in  favour.  They  are  at  work  in  all  the  principal  seed  districts  of 
England,  France,  Holland,  Hungary,  and  Prussia,  and  are  giving  the  greatest  satisfaction.  They  are 
unquestionably  the  simplest  and  most  efficient  before  the  public,  and  are  diiven  at  half  the  power 
required  by  machines  of  the  ordinary  construction. 

Their  principle  will  perhaps  he  better  understood  by  reference  to  the  above  iIlustratioQ,'tltaD  by 
any  description  that  can  be  given. 

The  Barrel  is  placed  underneath  the  Machine,  so  that  the  feeder  stands  on  the  floor.  The  cob 
is  placed  in  a  trough  and  put  into  the  barrel  by  means  of  a  small  hoe.  .... 

The  Cylinder  b  conical,  and  the  cob  passes  from  the  large  to  the  small  end  ;  it  is  then.cooveyed 
by  elevators  to  the  top  of  the  Machine  and  deposited  on  a  sifter,  which  thoroughly  removes  all 
slivers,  &c.,  before  subjecting  it  to  the  blast  from  the  fan.  Owing  to  this  the  dressing  can  be  per- 
formed much  more  effectually,  for  the  heavier  portions  of  the  refuse  being  removed,  the  wind  has  only 
to  act  upon  the  chaff  and  du^t,  which,  being  lightt-r  than  the  seed  is  very  easily  blown  away,  and  the 
seed  passing  down  a  screen,  is  conveyed  into  a  sack  fixed  on  tlie  side  of  the  Machine.  Should  any 
hard  cob  come  off  the  riddle  it  falls  directly  into  the  feeding  hopper  ready  to  be  passed  throngh 
again,  an  arrangement  which  saves  a  considerable  amount  of  labour,  as  it  entirely  dispenses  with  die 
necessity  of  gathering  the  cob  from  the  floor  and  lifting  it  again  on  to  the  feeder. 

Two  men  are  au&cieat  to  attend  to  the  Machine,  and  the  use  of  Dressing  Machinea  is  Klmoot 
entire]}'  avoided. 


CLOVER  DRESSING  MACHINES.  7^ 

w 
1 

IT  U  N  T  '  S 

CLOVER  AND  TREFOIL  SEED  DRAWERS 

(continued). 

'  These  Machines  will  draw  from  three  to  four  bushels  of  Clover,  aud  from  four  to  «ix  of  Trefoil 

Seed  per  hour,  with  the  same  Barrel,  thereby  saving  an  outlay  of  at  least  £20  for  an  extra  Barrel, 

which  is  required  in  most  machines,  and  dispensing  entirely  with  the  trouble  of  shifting  the  Barrels 

every  time  it  is  desired  to  change  from  drawing  Clover  to  Trefoil,  or  vies  versd. 

They  are  guaranteed  not  to  injure  the  seed,  are  ver}'  compact,  and  mounted  on  four  wheels  for 
travelling. 

PRIOE:- 
Steam  Power  Machine  with  Dressing  Apparatus  on  Cast   Iron  Wheels,  and 

titled  with  either  Shafts  or  Pole,  complete. .:.     £57     0    0 

If  fitted  with  Wood  Road  Wheels      ... extra      £3    0    0 

Waterproof  Cover „         £2  10    0 


H  U  N  T^S 

HORSE    POWER   SEED    DRAWERS. 

FOR   TWO   AND   POUR   HORSES. 

These  Machines  are  similar  in  constniction  to  the  preceding  ones,  with  the  exception  of  the 
i^ressing  Apparatus,  and  are  made  in  ti^o  sizes,  suitable  for  Two  and  Four  Horse  Gears.  Large 
numbers  are  at  work  in  England  and  on  the  Continent,  and  are  giving  great  satisfaction. 

The  work  performed  by  the  Barrel  is  precisely  the  same  as  in  the  Steam  Power  Machine,  and  the 
separations  are  made  by  an  ordinary  Dressing  Machine. 

PRICE  :  - 

Two    Horse    Power      ...     ...     £26  10     0 

Four   Horse    Power     £35    0    0 

Waterproof  Cover,  extra      ^X^-^ 


74  CORN  BINS,  &  CORRUGATED  IRON  ROOF. 


CORN     BINS. 

(Galvanized  Iron  Oom  Bin 

To  hold  8  Bushels — ^with  Hasp  and  Staple  for  padlock    £1  15    0 


Galvanized  Iron  Oom  Bi 
1  o  nolcl  o  I5ii8iieis    •••     • • >     .*•     ••     a^i  lu    u 


Wrought  Iron  Rivetted  Oom  Bin 
To  hold  16  Bushels .. £3  15    0 


Oom   Bin 

Witlj  Rain  Proof  Cover,  Mounted  on  Wheels  for  Field  Use     £4  12     6 


Galvanized  Iron  Oircular  Oom  Bins 

XO  LlOXU  4    ^JUoLlvUS     •••         •••         •••         •••         >■•         •••         ■••         •••         •••         •■•         •••         •■•         •••  JwX  iJ  \f 

To  hold  6  Bushels £1  10  0 

X o  noiu  o  xjusneis   ••■     •«•     ••■     •••     •••     •••     •••     •••     ••■     ■■•     •••     •••     •••  jc i  i o  k) 


Oom  Bins 

With  Two  Compartments — each  holding  6  Bushels     ...     £3     3    0 

With  Three  Compartments — each  holding  6  Bushels £4    4    0 

These  Bins  are  all  vermin  proof. 


CORRUGATED    IRON    ROOF. 

Galvanized  Oorrugated  Iron  Roofis 

In  Two  Spans — each  25  feet  wide  and  25  feet  long,  supported  by  Wrought  Iron 

Principals  and  Purlins — resting  on  9  Cast  Iron  Columns,  12  feet  high     ...  £90  10    0 
Single  Span — 15  feet  wide  and  25  feet  long  with  Tie  Rods £11    10     0 


Galvanized  Oonngated  Iron  Sheets. 

No  24  Wire  Guage        3d.  per  square  foot. 

No.  22  Wire  Guage 3^d.  per  square  foot. 

No.  20  Wire  Guage Sjd.  per  square  foot. 


CURD    MILLS. 


BAMFORD'S 

IMPROVED   "ECLIPSE"   CURD    MILL. 


In  this  Mill  the  following  advantages  are  to  be  noticed : 

1. — ^The  dash  is  placed  OQ  a  level  with  the  gmtiog,  thus  the  beatem  take  the  whole  of  the  card, 
through  with  them,  iDstead  of  only  the  lips  of  them  going  through  the  grate.  By  this  arraDgtment 
about  donble  the  quantity  of  curd  ia  ground  in  the  same  time. 

2. — The  beaters  are  of  malleable  iron,  and  although  they  are  made  thinner  to  produce  a  finer 
quality  of  card,  they  are  considerably  stronger  than  those  made  on  the  old  syBt«m. 

3. — Each  beatei  ia  separate,  therefore,  iu  case  of  accident,  a  new  one  can  be  easily  put  in  by 
simply  unscrewing  the  nut  at  the  end  of  the  spindle. 

4. — The  whole  of  the  Curd  MiH  ia  of  metal,  more  durable,  is  not  injured  by  scalding,  and 
occupies  less  space  than  a  wood  mill. 

PRICES:- 
No.  1  with  Galvanized  Working  Parts,  on  Iron  Stand,  Block  Tin  Hopper  and 

Spoot       £2    2    0 

No.  2  similar  to  the  above,  but  made  with  a  Ladder  to  place  across  a  Cheese  Tub    £1   10    0 
No.  3  with  Galvanized   Double-spiked  Rollers,  fitted  with  Double  Block  Tin 
Hopper,  and  mounted  on  a  neat  F^mework  braced  together  with  Wrought 
Iron  Stays.     This  Mill  produces  fine  and  evenly  ground  Curd.     Price     ...     £2  10    0 
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CURD     MILLS. 

Corne's  Improved  Cheshire  Curd  Mill 

On  Wood  Frame,  with  Elm  Hopper     £2     2    6 


Improved  Scotch  Curd  Mills. 

For  Cheddar  System       £2     5    0 

Extra  size  for  large  Dairies    £2  15    0 


Curd  Mills. 

To  fix  on  Cheese  Tub     ...     £2    0    0 

On  Wood  Stand      £2  10    0 


Albion  Curd  Mills. 

1,1 0.   X            .••       •••       •••        •••        •••        •••        ...  ...        ...  ...        ...        ...  ...  ••*  ...  jU *■  'JL I  O 

il O.    £             ...         ...         ...         ...         ...         ...         •.  *•«         ...  ...         ...         ...  ...  ...  ...  «ww  M  O 

L  <  U»0                            ..                ***                ...                ...                ...                ...                .••  ..                    ...  ...                    ••               ...  •**  ..  ...  Jt'  M  I   iU  V 


Improved   Curd   Breaker,  W. 

With  Stem  and  Head  forged  in  one  piece,  and  turned  iron       £0  10    6 


Galvanized  Wrought   Iron   Curd   Mill 

With  Fly-wheel,  to  fit  on  any  Cheese  Tub  or  Cooler  ... £1  17    6 


Rotary  Curd  Knives. 

With  Oval  tinned  Blades  and  Improved  Side  Action £3     5    0 

Wjtiout  Side  Action      •••     •••     •••     ••      <<     «••     •<•     £2     5    0 
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DAIRY     UTENSILS. 

Automatic  Milk  Agitator  to  prevent  Cream  forming  on  the  Milk £3    0  o 

Butter  Ladles,  per  pair    £0    l  6 

Butter  Prints  each ' from    £0    0    6    to  £0    2  6 

Butter  Trundles  each      £0  11  6 

Butter  Working  Machine,  to  separate  Butter  Milk  from  Butter  without  hand 

contact    (Cunningham's).      £3  iq  q 

Butter  Working  Machine,  No.  1,  (Ahlbom's) £5  lO  0 

Brushes — Set  of  Six  for  Dairy  use    £0    5  6 

Cheese  Ladder,  3ft.  6in.  long £0    5  6 

Cheese  Numbers,  per  set £0    2  o 

Cheese  Tubs    ...  50  gallons,  £2     l     8     ...     80  gallons  £3     1  10     ...     120  gallons  £6    0  0 

Cream  Bottles  for  transit  of  Cream — to  hold  24  quarts — fitted  with  Double  Covers...  £13  0 

Cream  Bottles  ...  20  quarts  £l     O    0      ..     16  quarts  £0  15    0     ...     12  quarts  £0  11  0 

Cream  Bowl,  with  Lip — 9-iuch  diameter     £0    1  3 

Cream  Scalding  Apparatus £4  lO  0 

Dairy  Scales,  Galvanized  or  Tinned,  to  prevent  rust,  with  Enamelled  Butter  Pan — 

China  Weights — to  weigh  ^Ibs.  and  libs,  of  Butter,  complete £0  17  6 

Milk  Cooler,  Automatic,  to  hold  18  gallons    £3    3  0 

6  quarts.  8  quarts.  lo  quarts.  .  la  quarts.  14  quarts* 

Milk  Dishes,  each    ...        3/0        ...        4/0        ...        5/0        ...        6/0        ...  7/0 

10  quarts.       14  quarts.       i6  quarts.      20  quarts. 

Milk  Pails— Graduated— to  shew  the  quantity,  each ...    6/6      ...      7/0      ...      7/6  ...     9/6 

Milk  Pails,  with  side  handles  and  bails,  per  pair    ,  ...  £0  17  0 

Milk  Pails  each     6  gallons  7/0    ...    "^  5ejii.^\is.    ^^   ^  ^ 

11 
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DAIRY     UTENSILS 

(continued). 

5  gallons.  7  gallons-  S  galluiu. 

Milk  Pans,  Strong  Tin,  eacli 4/6         ...         5/6         ...         6/6 

Milk  OapiUiary  Eefti^rator  on  Truuuione— Size  aft,  6iii.  Iiigli  by  ift.  Gin. 

loiiy £11    ft    < 

Ditto        Ditto  Ditto  Sinn  aft.  lin.  high  by  Ift.  6iD.  long     £7    5    ' 

Milk  Sieve,  Large,  to  suspeud  on  Tub     £0    8 

Milk  Sieve,  Small,  to  susiwjnil  on  Tub     £0     6 

Milk  Skimmers from  8d.  eacl 

Milk  Strainers,  SJ-iuch    from  2s.  6d.  eaci 

Milk  Tests  (Set  of  Instrumentaiu  Wood  Box)       £0  10 

Milk  Trunks— To  hold  30  gallons £i    5 

Ditto        —To  hold  46  galloue £3     6 

Ditto        —Slraii^bt,  with  floating  cover,  tu  hold  30  gallons £117 

Milk  Trunk  Oarriage,  for  No.  1  Trunk      £110 

Refrigerator  Cupboard  of  Wood,  lined  with  Tin £ft  10 

Steam  Metallic  Cheese  Vat,  to  hold  I -20  gallons    £28    o 

Ditto  Ditto   .         With  Ourd  Agitator,  to  hold  100  gallons      £12  10 

Thermometers  for  Butter  and  Cheese,  i>er  set    £0    d 

Trestles  (Iron)  for  Milk  Coolers    Ss.  eac 

Washing  Vat  with  Comiiartmeuts  for  Hot  and  (Jold  Water      £2     5 

Yokes,  Straps  and  Hooks  iwrpair   £o  iz 

Yoke  and  Chains    £0    5 


DIGGING    MACHINES. 


DARBY'S 

PATENT   PEDESTRIAN    BROADSIDE    DIGGER. 


The  Six-Iiorse  Machine  takf  a  wi  ith  of  s  \t  eii  feet  a    i  w  rks  at  the  rat*  of  sn  acres  in  the 
ten  hours,  digging  from  8  to  10  inchea  deep — nhen  driven  by  a  b  hoise  Engi  i 
No  Ropes,  Riggers,  Windlass,  Anchors,  or  Porters  are  required. 
The  Engine  can  be  used  for  Thrashing,  Grinding,  UhalT-cutting,  and  other  Farm  Work. 

It  is  claimed  that  ten  acres  can  be  dug  in  ten  hours  to  a  depth  of  ten  inches  by  the  10-)irirae 
^gine  at  a'cost  of  4s.  '2jd.  per  acre.    The  following  being  the  daily  expenses  : — 


One    Man     ...     .. 

One   Boy 

15  cwt.  of  Cual  .. 

Oil 

Water 

Interest  and  depreciation 


£3     -2    U    =    4^.  2id.  per  acre. 

Ten-horse  Power  Digger,  to  dig  10  Acres  per  day     £1000 

Six-horse  Power   Digger,  to  dig  6  Acres  per  day     ^*''^*^ 

Weight  o(\0-H.?.B»pMS\x'Vw*. 


8o  DIGGING    MACHINES. 


J.    H.     KNIGHT'S 

PATENT     DIGGING     MACHINE, 

For  Hop  Grounds,  Sugar  Plantations,  and  other  Agricultural 

Work. 

This  Machine,  driven  by  a  portable  or  traction  engine  of  6  or  8-horse  power,  will  dig  from  3  to  5 

Acres  per  day,  at  a  depth  of  Sin.  to  12in. 

The  Machine  runs  on  four  wheels.  The  front  wheels  are  for  steering ;  the  hind  wheels  which 
carry  the  greater  part  of  the  weight  are  used  for  propelling.  On  the  upper  part  of  the  carriage  and 
a  little  behind  the  line  of  the  driving  wheels,  a  crank  shaft  of  three  throws  is  fitted.  This  crank 
shaft  works  three  vertical  connecting  rods,  the  lower  ends  of  which  are  guided  by  radius  rods  or 
guides.  Into  the  lower  ends  of  these  connecting  rods  are  fitted  the  tines  or  other  cutting  instruments 
which  penetrate  the  earth,  turning  it  up  and  over.  One  end  of  the  crank  shaft  carries  a  bevel  wheel 
which  gears  into  a  pinion  on  the  driving  shaft,  on  the  other  end  of  this  shaft  is  a  grooved  pulley  driven 

by  a  high  speed  cord  of  hemp  (no  steel  or  iron  wire  rope  is  used),  by  means  of  which 

motion  is  communicated  from  the  engine  to  the  machine.-  A  train  of  wheels  transmit  motion  from 
the  driving  shaft  or  crank  shaft  to  the  propelling  wheels.  The  engine  may  be  placed  in  any  corner 
of  the  field,  pulleys  attached  to  ordinary  farm  wagons  being  used  as  moveable  anchors  on  each 
headland. 

Mr.  Knight  gives  the  following  figures  as  the  cost  of  Working  the  Machine  : — 

s.    d. 

X^AA  *d       •••       •••       •••       •••       ••!       •••       •••       •••       •••       •■■       ^    ^/ 

^AtvdlQSUll  •••      •«•      •••      •••      •••      •>•      •••      •••      •«•      .,,      X   O 

Anchor  Man         ...        ...        ...        ...        ...         ...        ...        ...        ...        29 

Jl    VT\/    ^J%^\9      •••  •••  •••  •••  •••  »••  •••  ,«•  ««•  ,,«  "Z  O 

Water  and  Cosd  Carting ...        5    o 

\^vcU«i      ••■      •••      •••      •••      •••      •••      •••      «••      vvt      ■••     10   O 

Oil,  Waste  and  Tallow o  9 

Wear  and  Tear  of  Rope  (9d.  per  acre) 3  o 

Wear  and  Tear  and  interest  on  Engine  and  Machine,  say     15  o 

Loss  of  Time  by  Removals        4  6 


Total...        ...         ...        ...        ...        ...        •••;^2  12    o 

Four  Acres  Mr.  Knight  takes  as  a  day's  work,  thus  giving  a  total  cost  of  13s.  per  acre.     Hand  digging,  he 
states,  costs  from  22s.  to  30s.  an  acre,  so  that  a  large  margin  is  left  for  profit. 


Machine  suitable  for  5ft.  to  6ft.  planting,  with  Two  Sets  of  Tines,  Rope, 
ii  Comer  Porters,  4  Working  Rope  Porters,  14  Post  Porters,  Tension  Car- 
r/ag'e,  Pulleys  to  attach  to  purchaser  s  own  wagon,  pulley  blocks,  rope 
reels,  Anchor  bars,  toola,  &c £230    0    0 


DRILLS    FOR    CORN. 


PATENT   CHAIN    CORN    DRILLS. 


These  Drills  sow  regularly  up  or  down  liill,  or  on  sidelying  primtiil — the  paio  of  tlif 
affecting  the  sowing.    The  quantity  suwn  can  be  altemi  wliile  the  Drill  is  in  motion. 
PRICES    OP    CHAIN    CORN    DRILLS. 

(ROWS    SIX    INCHES    APART.) 


No.  of 
Rowi. 

Width,  centre 

10  centie  of  wheel 
track. 

PftlCE. 

No.  of 
Rows. 

Width,  centre 

to  centre  of  wheel 

track. 

Prick. 

£      8.      d. 

£    s.     d. 

T 

4  feet    0  inches 

21     0    0 

13 

7  feet    0  inches 

29   10     0 

8 

4    ,,      6      ., 

22  10     0 

14 

7     „      6       ., 

31    10     0 

9 

5    „      0      ,, 

24     0     0 

15 

8     „      0       „ 

33     0     0 

10 

5    „      6      ,. 

25  10     0 

16 

8     „      6       „ 

34   10     0 

11 

6     „      0      „ 

26  10     0 

17 

9     „      0       .. 

36     0     0 

12 

6    „      6      „ 

28     0     0 

18 

9     ,.      6       „ 

37   10     0 

These  Prices  include  Shafts,  Wrongh  Iron  Coulter  Stems  and  Levers,  Spfinners,  and  everything 
suited  for  Drilling  all  descriptions  of  Corn  and  Peas;  the  Coulters  6  inches  apart  unless  ordered 
otherwise,  fitted  with  Patent  Tips  which  render  them  more  durable,  and  are  easily  replaced. 

The  Drills  are  fitted  with  Patent  Lifting  Apparatus  unless  otherwise  ordered. 
Hie  following  Extras  can  be  supplied :— 

If  made  wider  than  above  stated,  at  per  foot       £0  15    o 

Fore  Carriage  Steerage £4     o    o 

For  Drills  1 1  mwB  and  above        ... £4   ]i>    o 

Improved  Fittings  for  Beans  and  Peas,  per  row 

Box  for  Sowing  Urass  and  Clover  Seeds,  Broadcast,  per  row     

Waterproof  Coven,  V&&.  \a  ^(te.  «u;^ 


DRILLS    FOR    CORN. 


PATENT    "ARCHIMEDEAN"    CORN    DRILL 


The  nlntve  cnjirnvinfr  n'prcwiils  ilu-  Arcliiiut'iluan  Cmu  Hri! 
Stwrage,  Piilcnt  Lift  and  I'rtAs  Hur. 

Tlii're  is  im  i-miijilifatt'ii  fivar  or  rack  wmk — tlii;  iinaiitity  siwii  can  lie  rej,nilati;(l  instantly  to  the 

Rreatest  ukvty — the  stnl  iii»c'liarnc  liciny  in  sight  nf  llit  atttiidant.     Tht;  lovcn  are  arraiipeil  to 

prevent  pairinfi  of  the  coulters  nn  hilly  or  side  IjiiiR  land,  and  the  Box  is  thrown  nut  of  gear  and  the 

coulters  raised  ont  of  work  by  one  movement  of  the  handle. 

PRKIES:  — 

Complete  with  Sliafts,  4i  feet  Wheels,  Wrought  Iron  Levers  and   Coulter  Stalks,  Patent  Lilt  aod 

Press  Iron.     Steerage  extra  hh  iu  Chain  Drill. 

CLASS  A. 

£20     0     0 

£21    10     0 

£23     0     0 

£24   10     0 

£25  10     0 

£27     0    0 

£28  10     0 

£30  10     0 

£32     0     0 

£33  10     0 

8  and  Clover  Seeds,  Broadcast,  3s.  6(1.  per  row. 

CLASS  a 

These  Prills  are  similar  to  the  ahove,  but  mounted  on  four  fei't  wheels  and  fitted  with  TeleecoiK- 
Tubis  and  Nin)(1e,  instead  of  double  Lever  Har.     Price  £'2  jwr  Drill  less  than  above  List. 


7  Rows  at  6  inches  apart 


10 


Box  for  Sowing  Gm 


Any  of  the  above  can  be  fitted  with  Manure  Box  for  sowing  Turnips  and 
Mangold. 


bfelLlS    FOR    CORN. 
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GARRETT'S 

IMPROVED    SUFFOLK   CORN    AND    SEED    DRILL. 

Adapted  for  the  Requirements  of  every  Country. 


Ou  Wuod  ur  Iruu  Whwuia. 
This  Orill  is  fitted  witli  Forti  Steerage  which  enables  the  man  to  keep  the  rows  perfectly  parallel, 
by  making  the  small  fore  wheel  ma  in  the  track  of  the  former  large  one. 


.-umbe. 

Numbet 

iNumbcr          Spnad  bciwccn 

8     .. 

4  feet  6  inches 

-  *3  '5 

'3 

7  feet  0  ioches 

■  1> 

i 

0 

-     7   ..     6      .. 

Fore  S  lee  rage     5 

0    0 

5  ..    6      „ 

IS    ■ 

.    8   „     0      „ 

..   14 

"i 

Ditto,  with  Improved  Chain 

12      .. 

6  „    6      „ 

29  10 

° 

itj    . 

.     9  .,     0      „ 

..38 

° 

° 

f  made  with  an  extra  box  and  slip  axletree  to  add  occasionally,  for  one  row,  £4  ;  two  rows,  £5 ;  for 

Ihree  rows,  £6,  in  addition  to  the  above  prices. 

Extras   fbr   Suffolk    Oom   and    Seed   Drills. 


If  made  wider  than  described  above per  foul  £1 

Swine  Steerage      3 

An  Adctilional  Barrel  fbr  depositing  turnip  and 

mangold  seed,  each  row      o 

Wide  Tins  for  drilling  1>ean9 and  |i<.-a»     ...     each    o 

Iron  instead  of  WuDtf  Levers     each    o 

Tins  to  fit  in  the  Iwllom  of  corn  Imx  to  drill  seeds 

in  small  quantitiei 


o    o   I   Wrought-iron  Stalks  lo  Coulters each  £ 

0  a      If  made  to  lighLen  ale.ichend,  toensurearegular 

delivery  on  hilly  land    

5    6  I   Press  Irons  fur  hard  land      

1  6  I   Apparatus  for  sowing  clover  and  rye  grass  at  the 

2  6  I  same  time  with  the  corn       per  row 

i   Waterproof  Cover, — (N.B.  All  drills  should  be 
well  protected  from  wet) 


To   Drill  Seed   and   Manure   with    Suffolk    Oom    Drill 
When  it  is  ret^uired  to  drill  turnips  and  manure  with  the  Suffolk  Corn  Drill,  iii  making,  an  extra 
box  and  manure  levers  can  be  arranged  to  affix  to  the  frame,  after  removing  the  corn  bos  and  levers ; 
thus  making  the  Drill  complete  for  the  two  purposes. 

Price  for  i<eed  and  manure  box,  with  three-jointed  iron  levers  for  Suffolk  Corn 

Drills,  up  to  5  feet  6  inches  wide £1G  10    0 

Ditto,  with  five-jointed  iron  levera,  7  feet  wide ...       18    0    0 

Ditto,  with  seven-joiated  iron  levers  8  feet  wide      20    0    0 
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DRILLS  FOR  CORN. 


GARRETT'S 

GENERAL      PURPOSE     DRILL, 

For  depositing  all  kinds  of  Oom  and  Seeds  with  or  wildcat  Manure, 

Fn TKD    WITH    Chambers'    Patent    Manure    Barrel   and    Scrapers. 

Tliis  Drill  \i  a,  conbiiiatiou  of  the  Suffolk  Coro  Drill  with  Cliambers'  Patent  Manure  Distribnto: 
It  ia  ailapted  to  sow  every  kind  of  cereal  or  vegetable  crop,  with  or  without  manure. 

The  box  in  which  the  seed  is  contained  is  separate  from  the  manure  box,  so  that  when  the  Pri 
in  reiiuired  for  sowing  corn  or  seeds  without  manure,  the  manure  apparatus  may  be  removed. 
PB  I  OE  S:- 


et  or  lows.                 Spread  between  Wheels 

£  •■  i- 

Nuober  of  raw^                 Bpreid  belwKd  Wheel. 

£   u 

9         ....         5  feet    o  inches 

.      43  15    0 

13         ..      ..         7  feel    oinches 

..     5*  10 

lo         ..     ..        6   „      6     ,. 

.      45    o    0 

14         ..     ..         7   ..      6     „ 

..      54  10 

II         ..     ..         6   ,.       0    „ 

.      47  "0    o 

.5         -.     ■■        8  ,.      8     „ 

..      57  10 

11        ..     ..        6   „      6     „ 

.      50    o    0 

f  any  alteration  be  required  in  tl 

e  spread  of  t 

be  wheels  or  the  number  of  rows,  it  is 

necessary 

in  ordering 

lO  explaiu  it. 

Tlie  following  Extras  in  addition  to  those  named  with  the  Suffolk  Oom  Drills 
may  be  had  with  the  Qenertil  Purpose  Drills. 

If  made  wider  than  described  above,  per  foot     

WnmgUt-iron  Levers  for  double  Coulters,  each    

Ditto  single  ditto  „      

Patent  Jointed  Iron  Levers    

Wrought^steel  Coulters  for  Fen  Lands,  each     

Uhauibers'  Patent  Distributing  Trough  for  broadcast  work     ... 

Waturproof  Cover 

PrtiSB  iiouB  for  hard  laud     


£0 

5 

0 

iO 

2 

6 

il 

10 

0 

£0 

6 

0 

£1 

5 

0 

£0  12 

0 

£1 

0 

0 

DRILLS  FOR  CORN. 


GARRETT'S 

IMPROVED     CORN     DRILL, 

For  Light  and  Small  Occupations, 
WITH      WOOD      OR      IRON      WHEELS. 


Thifl  Drill  is  specially  designed  to  secure  a  thoroughly  subi^tantial  and  durable  Implement 
combined  with  extreme  lightness.     1'he  seed  conductors  are  very  light  and  eJHcicDt — the  ordinar}' 
telescopic  arrangement  with  hanging  tins  and  chains  being  dispensed  with. 
PRICES:— 

iber  of  Rowt.  Spread  between  ^VheelL 


Spiad  betwecuWbeeh. 
3  feet  6  inches 


i8    I 


3  15 


13 


6  feel   O  inches 


5i  or  6  fcec 
15         ..        ..         6  feet 

Fore  Steeraee 

Ditto,  with  improved  Chain  Gear  .. 


5 


24  10 
EXTRAS. 

If  made  wider  than  described  above   per  foot  £1 

Swing  Steerage £'i 

An  additional  Barrel  for  depositing  Turnip  and  Mangold  Seed,  each  rim £0 

Wide  Tins  for  Drilling  Beans  and  Peas each  £0 

Iron  instead  of  Wood  Levers ■ i'O 

Tins  to  fit  in  the  bottom  of  Corn  Box,  to  drill  Seeds  in  small  quantities    ..each  £0 

Wrought-iron  Stalks  to  Coulters    each  £0 

If  made  to  lighten  at  each  end,  to  ensure  a  regular  delivery  on  hilly  land £0  : 

'  Prew  Irons  for  hard  Uuid £1 

Apparatus   for  sowing  Clover   and   Kyu  Grass  at  the  same   time   with   the 

Com per  row  £U 

Waterproof  Cover.— (N  .B.  AU  Drills  should  be  wel  I  protected  f tow  ■«>iOi ■i.v> 

12 
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DRILLS    FOR  CORN. 


GARRETT'S 

SPECIAL   SWING   STEERAGE    DRILL. 


For     Lakgr     Occupations 


Mixed     Son.     and     Light     Lands. 


The  principal  features  in  tliis  Drill,  which  has  been  specially  ikaigned  tu  meet  the  reqiiiremeota 
iif  large  occupiers  on  "  The  Samls,"  and  inixeH  snil  lands  of  :Jufi'olk  and  Norfolk,  are  aa  follows  : — ' 

(1)  Ample  Height  and  Breadth  of  Travelling  Wheels,  which  are  ideatical  with 
those  of  the  beavy-laud  tiuffolk  Corn  Drill. 

(2)  The  Great  Capacity  of  the  Seedbox,  a  point  of  great  importance  where  the  Geldf 
are  Urge. 

(3)  Lightness  of  Framework,  Levers,  and  all  details,  and  excellence  of  balance 
in  conaeqiieui-e  of  which  the  draught  scarcely  exceeds  that  of  the  "  Small  Occupation  Drill" 

(4)  Ample  Steerage  Boom  and  Levera^,  by  means  of  which  one  Driilman  caa  witl 
cure  ensure  accurate  work,  to  be  followed  in  due  time  by  Q-arrett's  Improved  Lever  Horsc 
Hoe. 


P  RI 0  E  i 


WhHii. 
5  reel  6  inches 


"3 


33  lo 
3S  >S 


EXTRAS. 

Pore-carriage  Steerage 

An  additional  Barrel  for  depositing  Turnip  and  Mangold  ^ui each  rim 

Wide  Tins  for  drilling  Beans  and  Peas each 

If  made  to  li<;hten  at  each  end  tu  ensure  a  regular  delivery  on  hilly  land 

Press  Irons  for  hard  land      

Waterproof  Cover    


£0  12 
£1  0 
£0  12 


DRILLS  FOR  CORN. 
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JAMES    SMYTH     &    SONS' 

PATENT   "ECLIPSE"   CORN    DRILLS. 


Id  these  Drills,  the  Delivery  Barrel  is  no  arran^^d.  that  althim^b  adapted  for  drilling  small 
quantities,  it  vill  &I90  drill  hr<Hi  i[u:mtitic8,  without  the  necessity  of  a  very  quick  speed,  or  the  use 
of  Double  Tins  when  drilliGg  Peas  or  Beana. 

The  Slides  for  regulating  the  flow  of  grain  to  the  Cups,  rise  all  at  once. 

The  Box  is  BO  formed  that  cxtm  tina  are  never  required  for  drilling  out  seeds  to  a  small 
quantity. 

The  Levers  are  of  Wrought  Iron,  well  and  strongly  made,  and  so  connected  to  the  CoulteTs  that 

Wrought  Iron  Ooulter  Stalks  are  never  required,  and  extra  expense  is  saved. 

The  Coulters  have  also  an  improved  shape,  thus,  while  retaining  the  former  penetrating 
power,  they  clear  themselves  from  rubbish  much  more  freely,  but 

The  Conductors  are  telescopic  and  effectually  exclude  all  wind,  wet,  or  dirt— and  Double 
Tins  for  Peas  and  Beans  are  unnecessary, 

A  Reversible  Seed  Barrel  can  h;  i^upplied  for  drilling  Turnip,  Clover,  and  Mangold. 
PRICE  S:- 


Prices  exclusive 

No. 

Press  Irons. 

of  Press  Irons. 

26. 

Patent  9  Row  Com  Drill.  4ft  Gin. 

Wheel  Track 

2i>  15     0     . 

24  15     0 

27. 

Ditto,  10  How  ditt*)            5ft.  Uia. 

27     0     0      . 

26     0     0 

2». 

Ditto,  1 1  Row  ditto            5ft.  6in 

29     0     0     .. 

28     0     0 

29. 

Ditto,  12  Row  ditto            Gft.  Oin. 

..     ..       30  10     0     .. 

29  10     0 

30. 

Ditto,  13  Row  ditto             6ft.  6in. 

32     5     0     .. 

31     5     0 

31. 

Ditto,  14  Row  ditto            7ft.  Oin. 

33  10     0     .. 

32   10     0 

32. 

Ditto,  15  Row  ditto            7ft.  6in. 

35     5     0     .. 

34     5     0 

33. 

Ditto,  IfiRow.litto            8ft.  Oin. 

36  10     0     .. 

35   10     II 

34. 

Ditto,  17  Row  ditto             8ft.  6in. 

38     5     0     .. 

37     5     0 

35. 

Ditto,  IH  Row  ditto            9ft.  Oin. 

39  10     0     .. 

38  10     0 

35a 

Ditto,  ao  Row  ditto          10ft.  Oin, 

42  10     0     .. 

41    10     0 

If  the  widlh  exceeds  thai  quoled  al)ove 

an  extm  charge  0 

f  ss.  for  every  six  inches  is 

made. 

DRILLS  FOR  CORN. 


SMYTH      &'SONS' 

PATENT  SUFFOLK  LEVER  CORN   DRILL 


WITH    WOOD    LBVEBS. 


The  above  engraving  represents  Sniylh  and  Sons'  Suffolk  Lever 
very  useful  adjuncl  for  flat  lands.    Theyare  also  filled  with  I'at 

PRICKS: 


ewnri 

1  wiih    9  Rows, 

I  Com  Barrel 



.            . 

s 

Q 

£24 

5 

0 

Dillo 

wilh  lo  Rows, 

ditto 

26 

25 

Ditto 

with  1 1  Rows, 

dillo 

5 

2J 

5 

Ilillo 

wiih  13  Kows, 

ditto 

30 

29 

Ditto 

with  13  Kows, 

itilto 

3' 

3° 

Ditto 

with  14  Rows, 

ililtO 

32 

15 

3' 

15 

Ditto 

wiih  15  Rows, 

ditto 

34 

33 

Ditio 

with  16  Rows, 

ditto 

36 

35 

Dillo 

wiih  17  Rows, 

ditto 

37 

36 

IJiilo 

with  iS  Kows, 

ditIo 

39 

38 

Diiio 

with  12  Rows, 

and  X  to  add  to  make  14.  wiih  ditIo     . . 

S 

34 

with  II  Rows, 

and  3  to  add  lo  make  15,  with  ditto     .. 

5 

35 

5 

0 

Ditlo 

with  13  Rows, 

and  I  lo  add  to  make  14,  with  ditto     .. 

35 

34 

Ditto 

with  13  Rows, 

and  2  to  add  to  make  15,  with  ditto     .. 

36 

5 

35 

5 

Ditto 

with  13  Rows, 

and  3  to  add  to  make  16,  with  ditIo     .. 

37 

wiih  14  Rows, 

and  I  10  add  to  make  15,  with  ditto     .. 

36 

5 

3S 

5 

wiih  14  Rows, 

and  z  to  add  to  make  16,  with  ditto     .. 

38 

9 

37 

wiih  14  Rows. 

inci  3  to  ad<i  lo  make  17,  with  ditto     .. 

39 

15 

38 

tj 

Diii.i 

with  14  Rows, 

ind  4  to  add  to  make  18,  with  dillo     .. 

41 

40 

c 

Diuu 

with  14  Rows, 

and  5  10  adti  to  make  19,  wiih  dillo     .. 

42 

41 

iilth  of  wheel  track.         In  orderine  it 

iould  he  staled  whether 

ihe  wheeU  iboultl 

rctum  in  their  own  liack,  or  whet> 

er  ihe  Drill  is  requited 

for  land  laid 

in  sietches 

DRILLS   FOR  CORN. 


JAMES    SMYTH    &    SONS' 

PATENT   "NONPAREIL"   CORN    DRILL 

(NEW  PATENT   OP   1878). 


ThiB  Drill  has  Patent  Hoppers  winch  do  not  req  iire  to  be  removed  when  the  Cup  Barrel  has  to 
be  taken  out  of  the  box — and  the  Support  Bearings  aho  drop  away  instantaneously. 
The  New  Patent  Cog  Wheel  Gear  gives  greater  variation  in  quantity  of  seed. 
The  Sizes  are  tlie  same  aa  for  Eclipse  Drills  on  previous  page. 

The  Prices  are  the  same  as  for  Eclipse  Drills  on  previous  page,  with  £1  per  Drill  added. 
Newly  Patented  Cog  Wheel  Arrangement  for  hilly  land  is  attached  at  an  extra  cost 
of  12s.  when  desired. 
The  following  Extras  are  suppUed  with  J.  S.  &  Sons'  Com  Drills  when  required. 

Improved  Pore-Carriage  Steerage,  complete £5     0  0 

Ditto  Hind  SwinK  Steerage    ...     ...     ...     £2  16  0 

Turnip  or  Mangold  Wurzel  Seed  Barrels,  each  wheel  including  spindle     £0    5  6 

Doable  Tins  for  Peas  and  Beans each    £0    2  6 

Wrought  Stalks  to  CoulteR each    £0     1  3 

Extra  for  Wrought  Coulters  in  lieu  of  Cast each    £0     3  0 

Spare  Cast  Coulter  Blades  to  fit  Wrought  Stalks each    £0     2  0 

Spare  Cast  Coulter  Blades  fitted  with  Wrought  Iron  Stalks       each     £0     3  6 

Spare  Cast  Coulters each    £0     2  3 

Left  end  Coginng  Apparatus,  for  hilly  land each  drill    £0  12  0 

Clover  Seed  Box  for  attaching  to  Com  Drills,  for  Sowing  Seeds,  when  Drilling 

Barley,  &c each  row    £0    8  0 

Ditto,  with  Conducting  Tina  to  reach  down  in  between  Levers each  row    £0    9  6 

Extra  if  fitted  on  frame  by  itself £10  0 

Extra  for  Wrought  Iron  Levers  instead  of  Wood each    £(l     2  6 

Spare  Cog  Wheels,  from  Noa.  12  t«  36 per  cog    £0    u  1 

SUding  Axle  and  Fore  Bit  for  Half-drills,  for  stetch  work £110  0 


DRILLS  FOR  CORN. 


JAMES    SMYTH    &    SONS' 

PATENT   LEVER   CORN    DRILLS, 

FOR   LIGHT   SOILS. 

These  Drills  are  suitable  for  Light  Soils  and  are  not  furnished  with  Presa  Irons — but  are  fit 
with  Patent  Cogging  Apparatus — winch  rujulers  tho  wheels  more  durable,  and  ensures  the  < 
Wheels  Gearing  to  the  proper  depth. 

PRICES:- 

No.  Z      ^.     ,1. 

87  New  Drill  with    7  Rows  and  1  Corn  Barrel 19  I5    0 

88  New  Drill  with    «  Rows  and  1  Corn  Barrel 20  15     0 

39  New  Drill  with    9  Rows  and  1  Com  Barrel 22     ft    0 

40  New  Drill  with  10  Rows  aud  1  Corn  Barrel 23  10    0 

N.B. — The  above  prices  are  calculated  at  6  inches  from  Row  to  Row. 
Wider  distances  are  subject  to  au  extra  charge. 

The  following  Extras  may  be  had  with  the  above  Drills. 

Improved  Fore-Carriage  Steerage  (not  exceeding  5ft.  in  width) £4  5  0 

Hind  Swing  Steerage     £2  10  0 

Wrought  Iron  Stalksto  Coulters,  extraeaeh        £0  1  8 

Wrought  Iron  Levers  instead  of  Wood £0  2  6 

Double  Cup  Arrangement,  for  drilling  seeds  with  the  Corn  Barrel,  each  Drill  £0  10  0 

Separate  Seed  Barrels,  per  wheel,  including  spindle    £0  5  0 


For  Land  laid  in  StetcheB  or  Lands  where  it  is  required  to  drill  a  whole  stetch  at  a 
Drills  similar  to  those  described  on  pages  88  are  to  be  preferred. 

For  Flat  Work,  Drills  similar  to  those  on  page  67  are  more  advantageous. 


DRILLS   FOR  CORN. 
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GATWARD'S 

GENERAL  PURPOSE  STEERAGE  CORN  AND  SEED  DRILLS. 


PRICES 

6-Coulter  Steerage  Com  Drill     

Seed  Box  extra      

6-Coulter  Steerage  Corn  Drill,  with  Iron  Lever  Bed 

Seed  Box  extra     

8-Coulter  Steerage  Corn  Drill      

Seed  Box  extra      

8-Coulter  Steerage  Com  Drill,  with  Iron  Lever  Bed 
Seed  Box  extra     


£ie 

16 

0 

..    £  1 

10 

0 

..     £17 

10 

0 



..     f  I 

10 

0 

..   in 

17 

0 

..  f  1 

15 

0 



..     £18 

10 

0 

..    £  1 

15 

0 

Tbese  Drills  are  adapted  for  all  kiuds  of  Orato  and  Seeds,  and  for  all  descriptions  of  Land ;  but 
more  particularly  for  hilly  districts.  The  Com  Hopper  is  self-acting,  and  delivers  the  Seed  as 
regularly  up  and  down  hill  as  on  the  flat. 

The  Drills  are  exceedingly  easy  to  manage,  and  the  Steerage  very  complete. 

The  Coulters  can  be  set  to  Drill  at  various  distances. 

From  Eight  to  Ten  Acres  per  day  may  be  drilled  with  a  pair  of  horses,  man,  and  boy. 


DRILLS  FOR  CORN. 


BIRD'S 
CORN    DRILLS    FOR    HAND    POWER. 

These  Drills  are  suitable  for  Drilling  Com,  Mangold,  'IMmips,  Beaoa,  Peas,  Onions,  Paisn 
Carrots,  ur  any  othi-r  description  of  Seed,  'iliey  are  mitile  similar  in  most  respects  to  the  Suf 
liuver  Drills,  and  work  with  seetl  cups  and  liuppcrN. 

'J'liu  whttils  cat!  he  shifted  to  suit  the  widtli  of  Drill,  and  the  box  regulated  backward 
forwards  for  np  or  down  hill  work. 

The  CuulttTs  are  so  coustmcted  that  the  distance  between  the  Rows  cao  be  varied 
pleasure. 

These  Drills  are  supplied  with  four  different  size  cups,  and  four  speed  tooth  wheels  to  r^^ 
tiie  quantity  of  seed  to  be  sown,  and  are  worked  easily  by  a  man  and  lad,  or  a  pony  or  doi 
could  be  attached  to  either  of  the  two  largest  sizes. 

For  Market  Qardeaers,  Small  Occupiers,  or  Colonists,  they  will  be  found  most  useful  Drills, 
do  their  work  in  a  superior  majiner. 


P  B  I  0  E  S  :- 

8  Row  Drill — 54  inches  wide      £12  lo  (j 

6  Row  Drill — 42  inches  wide      £  8  10  Q 

4  Row  Drill— 30  inches  wide      £6  10  « 

ii  Row  Drill — 18  inches  wide      £  5    0  ( 

If  fitted  with  RaktM  2s.  Gd.  per  Rake  extra. 


DRILLS  FOR  CORN,  SEED,  &c. 
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COULTAS' 

PATENT  CORN,  TURNIP,  MANGOLD,  AND 
ARTIFICIAL  MANURE  DRILL. 


The  above  EngraTtug  repreaenta  a  new  claaa  of  Drill.  The  general  design  of  the  Royal  First, 
Prise  Pateut  General  Purpose  Drill  is  entirely  retained.  The  great  distinction  consisting  of 
only  one  box  instead  of  two,  bringing  the  Seed  and  Manure  apparatus  more  witliin  re.icli  for  filling. 
The  Seed  Box,  which  ts  a  most  essential  part  of  a  Drill,  still  remains  t!ie  original  size. 

The  Manure  apparatus  consists  of  those  well-known  Chambers'  Pateut  Barrels  and  Springs, 
the  best  principle  for  depositing  Manures  regularly  in  small  or  large  quantities. 

A  necessary  consequence  of  its  lightness,  simplicity,  and  parfectiLtn  of  principle  h,  that  a  really 
first-lass  Com,  Turnip,  Mangold,  and  Artificial  Manure  Drill  can  now  be  constructed  at  a  cheaper 
rate  than  has  before  been  possible,  so  that  whilst  its  import:int  improvemsnts  distinguish  it  as  the 
most  efficient  in  the  trade,  its  price  puts  it  within  the  reach  of  every  Farmer. 


PBIOES:-       ,, 

No.  of  Rows.                                          Spread  between  wheels. 

£    i- 

6 



4ft.  Oin 

26  10 

fi 

5ft.  Oin 

33  10 

9 

5ft.  0in 

88     0 

[0 

«ft.  Oin 

42     5 

10 

6ft.  6in 

..     ..      43     0 

12 

6ft.  6in 

44  10 

13 

7ft.  Oin 

.       ...     47  10 

U 

..      . 

7ft.  6in 

.      ...     50  10 

15 

..     .. 

BstiM 

8ft.  Oin 

as  for  Drill  on  next  Page. 

53     6 

w 


DRILLS    FOR    CORN,    &c. 


COULTAS' 

PATENT   CORN   AND   SEED    DRILLS. 


Awarded  the  First  Prize  of  £15  at  the  Royal  Agricultural  Society  of  I 
Field  Trials,  Bedford,  1874. 

Are  suitable  for  all  iluscripCions  of  Corn  anil  Seed,  upon  any  soil,  ami  will  deposit  any  quant 
at  any  given  distance  or  depth,  with  the  utmost  nnifonn  and  rei^iilar  distribution  of  li^ed  down  ei 
Unw.  'I'he  Seed  Bdx  is  so  partitioned  np  that  it  ruiiuires  very  little  Seed  to  start,  and  prevents  I 
same  from  flowing  to  one  end  of  the  box  on  sideUiid  ground.  At  Plymouth,  1865,  James  Cool 
was  awarded  the  i>nly  Prize  for  his  Improved  Pore- Carriage  .Steerage,  which  is  applicable  to  Dr 
and  Horse  Hoes  of  every  description,  and  greatly  recommended  where  the  use  of  the  Horse  Hoe 
intended  afterwar.ls.  'iliey  are  fitted  with  Double  Equalising  Ijever  Bars,  which  greatly  decreaw ' 
draught,  and  arrange  the  'Joulters  so  as  to  admit  large  clods  to  pass  without  confusing  the  tins, 
which  means  greater  accuracy  in  sowing  may  be  ensured.  In  July  1874,  a  valuable  improvem' 
was  effecteii  by  the  substitution  of  a  flat  ami  spiral  Spring  Press  Bar,  for  the  heavy  accumulation 
dea<l  weights  on  the  Beams,  giving  a  much  bett^'r  aua  more  uniform  pressure  upon  the  (/Dulten,  t 
coiiaiderably  reducing  the  entire  weight,  and  consequent  draught  of  the  machine. 
PRICES:— 


EXTRAS. 

For  an  Iraprovcl  Patent  Pore-Carriage,  for  broad  work     

If  fitted  with  an  additional  Biirrel  for  depositing 'rurnip  Seed 

Por  rack  and  pinion  to  m.)ve  the  pigeon-hole  slide  as  the  drill  travels     

If  the  drill  is  made  to  extend  over  more  ground  than  is  mentioned,  for  every 

additional  six  inches       

For  every  additional  row  than  mentioned  above 

Patent  flat  and  spiral  spring  bar 

Beau   tins — each     

Left-hand  Cogging  Apparatus      

Wrought-irou   Coulters  —  each     


£i    0 

0 

£1  15 

» 

£1   10 

0 

£0  15 

0 

£1     0 

0 

£1  10 

fl 

£2  10 

0 

£0    3 

0 

£0  19 

0 

£0    » 

a 

DRILLS  FOR  CORN,  SEED,  &c. 


C  O  U  L  T  A  S  ' 

RIDGE    DRILL   WITH    MANURE. 


Awarded  the  First  Prize  of  £10  at  the  Royal  A^cultural  Society  of  England's 
Field  Trials,  Bedford,  1874. 

The  above  represeotatioD  shows  a  two-row  Ridge  Drill  for  Turnips,  Mangolds,  and  Artificial 
Manures.  The  apparatus  for  Manure  is  the  same  as  shown  at  Bedford  Great  Field  Trials,  when  it 
appeared  to  be  the  most  efficient  means  of  depositing  Artificial  Manures  in  small  and  regular 
quantities  without  mixing  with  aahea. 

The  Manure  is  deposite<l  separate  from  the  Seed  before  the  Concave  Roller,  which  follows  and 
preeees  the  land  into  an  uniform  ridge,  the  Seed  is  deposited  at  any  depth,  the  coverer  behind 
follows  the  same  and  completes  the  operation. 


PRICES:- 

2  Bow  Turnip,  Mangold,  and  Artificial  Manure  Ridge  Drill  ... 
I  Row  Turnip,  Mangold,  and  Manure  Ridge  Drill 


£20    0    e 
£  9    0    0 
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DRILLS  FOR  CORN,  SEED,  &c. 


WALK  ER'S     DRILLS 

Are  constructed  witli  Water  Tiglit  Seed  Boxes — Teleecepic  Seed  Conductors— and.  Cogging  Gem] 
PRICES:— 

No.  of  Rowi.  Centre  of  WheeU,  £,      i.     d. 

6  3ft.  Sin. 

7  4ft.  Oin. 

8  4ft..  Cin. 

9  5ft.  Oin, 

10  5ft.  GiiJ. 

11  «ft.  Oin. 

12  eft.  6in, 

13  7ft.  Oin. 

14  7ft.  6iD. 

15  Sit.  Oin. 

Extra  for  Fort;  Steerage 

If  made  for  and  with  reversiWe  Com  Barrel,  each  Drill 

Reversible  Barrel  for  Turnips,  Mangold,  &c.,  each  Cup  Wieel,  including  Spindle    £0     6 

SingleSeed  Barrel  f  ,r  Turnips,  Mangold,  &c..  each  Cup  Wheel,  including  Spindle    £0    5 

SetofPrcB-s  Irons £1     5 

Setting  Board  up  to  12  rows £0  10 

Above  12  rows,  each  row  estr^i     £0     1 

If  made  wider  than  widths  above  quoted,  for  every  additional  six  inches £0  10 


21  10 

0 

23  0 

0 

24  5 

0 

25  10 

0 

2G  15 

0 

28  10 

0 

30  5 

0 

31  15 

0 

33  5 

0 

..  £4  15  0 

Drill   

..  £0  13  0 

SMALL  OCCUPATION  AND  LIGHT  LAND  CORN  DRILLS. 


These  Drills  possess  all  the  improvementB  and  advantages  of  the  large  Drills,  and  are  sitnile 
erery  respect,  but  lighter. 

P  E  I  O  E  S:— 


>,  of  Row*. 


18  10 

19  15 


23   10 


Cenire  of  Wheeli. 
«  3ft.  6in 

7  4ft.  Oin 

8  4ft.  6in 

9  5ft.  Oin 

10  5ft.  6in 

Extra  for  Fore  Steerage , 

If  made  for  and  with  reversible  Corn  Barrel,  each  Drill     ... 

Reversible  Barrel  for  Turoips,  Mangold,  &c.,  each  Cup  Wheel,  including  Spindle    £0    fi 

SingleSeed  Barrel  for  Turnips,  Mangold,  &c.,  each  Cup  Wheel,  including  Spindle    £0    5 

Set  of  Press  Iiona £1     5 

Setting  Board,  per  row £0     1 

If  made  wider  than  the  widths  above  quoted,  for  every  additional  six  inches   ...    £0  10 


£4  10 
£0  13 


DRILLS  FOR   CLOVER,  SEED,  &c.  97 

CORBETT'S    BARROW    DRILL. 

This  18  a  most  complete  and  eflBcient  Drill,  and  is  especially  adapted  for  sowing  broadcast 
Turnip,  Clover,  Trifolium,  Rye-grass,  or  other  small  seeds,  which  it  will  distribute  in  a  far  superior 
manner  to  broadcast  sowing  by  hand. 

Thii  Drill  is  fitted  with  improved  slides,  which  are  adjusted  by  means  of  a  rack  and  pinion, 
so  arranged  that  the  whole  of  the  Slide  is  moved  at  once,  thus  eflFecting  a  great  saving  of 
time  in  setting  the  holes,  and  at  the  same  time  insures  perfect  uniformity  in  sowing  while 
they  are  far  more  durable  than  the  separate  plates  hitherto  used,  and  in  case  of  wear  can  be  easily 
substituted  at  a  little  cost.  The  slides  on  the  one  half  of  the  box  can  be  closed  when  required,  so  as 
to  prevent  loss  of  seed  when  sowing  narrow  fields,  or  in  the  finishing  of  fields,  and  in  addition  to  which 
every  alternate  slide  may  be  easily  closed  when  used  for  sowing  Turnips  or  other  small  seeds 
broadcast. 

The  arrangement  for  throwing  the  Drill  out  of  Gear  at  the  headlands  is  very  simple,  and  it  is 
provided  with  brackets  for  the  reception  of  the  box,  so  that  in  moving  it  from  one  field  to  another  it 
will  pass  through  a  narrow  gateway. 

V our  X arcis  vv iq6    ••*     *•      *.•     •«•     .*.     ...     ..•     •«•     •••     •••     •••     •••     *..     jd^  ^^     o 

jC ly %i    JL cwx U{)    VY  XUv        ..'         .«•         •«.         ...         •*•         ...         •••         ...         ...         ...         ...         ...         •..        JU '^        ^        \J 

Four  Yards  Double  Box  Drill     £5  15    0 

Draught  Iron  for  Pony  ...     extra    £0    2    6 

Drills  of  any  width  made  to  order. 


CHAMBERS' 

PATENT    BROADCAST   MANURE    DISTRIBUTOR. 

The  Manure  Box  is  fitted  with  Chambers'  Patent  Barrel  and  Scraper.     It  will  sow  from  one 
'-tiushel  per  acre  upwards,  and  the  quantity  can  be  varied  while  at  work  and  without  changing  the  gear 
wheels. 


PRICES:— 

No.   1,  without  Scrapers     £16  10    0 

No.  2 — T^ft.  wide  between  travelling  wheels — with  Screw  Regulator  for   Box 

and  Frame  Shafts £19  10    0 


EXTRAS. 

Fore  Carriage  Steerage  ...     £5    0    0 

For  every  six  inches  extra  width £10    0 
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DRILLS  FOR  TURNIP  AND  MANGOLD  SEED. 


TURNIP  AND  MANGOLD  SEED  DRILL, 

PITTED  WITH  CHAMBERS'  PATENT  MANURE  BARREL  AND  SCRAPERS, 
Which    can    also   re    Made    to    Act    as    a    Broadcast    MANifRE 


These  Drills  are  made  to  suit  all  methods  of  cultivation  for  vegetalilc  crois.  They  are  fitted 
with  any  number  of  levers  required,  and  the  axirtrees  t-aii  be  marie  to  slip  go  as  to  alter  the  sizes  to 
suit  the  dififerent  widths  of  ploughing,  whether  the  lands  he  laid  flat  or  on  ridges. 

The  Jointed  Iron  Lever  is  a  valuable  addition,  as  both  the  Manure  and  Seed  Coulters, 
being  fixed  on  Levers  acting  independently  of  each  other,  admit  of  any  purtion  of  soil  being  placed 
between  the  manure  and  seed  that  niaj'  be  desired,  and  the  iiicorivuuience  too  often  arising  ftt>iD  one 
or  the  other  being  buried  ton  di-ep  or  too  fleet,  especially  in  going  up  or  down  bill,  is  prevented,  as 
either  coulter,  being  pressed  into  the  land  by  different  sets  of  weights,  may  be  adjusted  with  greater 
precision.  The  quantity  may  be  varied  at  pleasure  from  I  to  150  bushels  of  any  artificial  or  well- 
pnWericed  manures. 

With  the  addition  of  another  barrel,  these  Drills  may  be  used  for  drilling  peas  and  beans  at  12 
inches,  or  at  any  wider  distance  apart. 

If  required  for  drilling  rough  fannynrd  mannre,  a  barrel  with  prongs,  is  recommended  in  place 
of  Chambers'  Patent  Artificial  Manure  Barrel. 


4  Row  Seed  and  Manure  Drill — ift.  wide  ... 
6  Row  Seed  and  Manure  Drill — .Ift,  wide  ... 

6  Bow  Seed  and  Manure  Drill— 6ft.  wide  ... 

7  Row  Seed  and  Manure  Drill — 7ft.  wide  ... 


£29  0 

£31  0 

£33  0 

£35  0 


DRILLS  AND  DISTRIBUTORS  FOR  SEED.  &c. 

GARRETT'S 

COMBINED  SEED  AND  MANURE  DRILL. 


This  Implemeiit  is  a  combination  of  Chambers'  Patent  Broadcast  Manure  Dbtributor  with  a 
five-row  drill  for  Turnip  and  Mangold  Wurtzel  Seeds — by  means  of  which  the  crop  may  be  drilled 
iu  rows  at  the  same  time  with  the  chemical  or  artificial  manure. 

The  Seed  Box  and  Levera  can  be  readily  detached  when  the  Implement  is  not  required  to  work 
as  &  drill. 


P  B  I  0  E  S  :— 

No.  2   Chambers'    Patent    Broadcast    Manure   Distributor  —  7jft.    between 

Travelling  Wheels — with  Screw  Regulator  for  Box  and  Frame  Shafts    ...     £tA  10    0 

Seed  Box  and  Iron  Levers,  with  all  fittings  necessary  for  Drilling  Manure  and 

Seeds  in  five  rows £10    0    0 

Extra  if  Iievers  arc  jointed  to  deptuit  seed  separately  from  the  Manure £  3     0    0 


DRILLS  FOR  LIQUID  MANURE. 


REEVE'S 

DRILLS    FOR   LIQUID   MANURE. 


ROYAL  AGRICULTURAL  SOCIETY  OP  ENGLAND  :- 
First  Prize  of  £8,  for  "  Sowing  Com  with  Liquid  Manure,"  at  Plymouth  1 

1866. 
First  Prize  of  £7,  for  "  The  Best  Liquid  Manure  and  Seed  Drill,"  at  Plyi 

Show,  1865. 
First  Prize  of  £10,  for  Best  Liquid  Manure  and  Seed  Drill,  at  Bedford,  16 


These  Drills  are  very  valuable  for  (jrowing  Root  and  Coro  Ciopa. 


No.  3  -A 
So.  3X— -V 


PRICE    LIST    A. 
ritlCHS    VOK   ClIANDLElt'd    LIQUID    .M.VNURE    DRILLS. 
7 ^^tt.  Drill  for  drilling  ciylit  ruws tif  Linuiil  witli  UL>ru,  or  fnur,  live, 
or  si.\  mws  of  Liijuiil  with  Turuips  or  Maiigolils  ;  also  a  complete 

tWL-lve  row  Com  Drill  without  iitauure ; 

7. ft.  Drill,  for  drilling  twelvi;  rowd  of  Lii^uid  with  Com,  or  four, 
live,  or  sbc  rows  of  Li<iuid  with  'I'umips  or  Mangolds,  at  any 

distance     ■ 

7Jft.  Drill,  fur  drilling  four,  five,  or  six  rows  of  Liquid  with  Turnips, 
Mangolds,  &c.,  at  any  dbtance  ;  also  a  complete  twelve  row  Com 

Drill  without  Liquid 

T^ft.  Drill,  for  drilling  four,   five,  or  six  rows  of  Liquid  witli 

Turnips,  Mangolds,  &c.,  at  anydi^tauce 

6.\ft.  DrdJ,  for  drilling  tun  rows  of  Liquid  with  Com,  or  four  or 
tivt;  rows  of  Liquid  with  Turnips  or  Maiigolils  at  any  distance  ;  also 

a  coiuptctc  twulvu  row  Corn  Drill  without  Liquid  ..     ..      ; 

tift.  Drill,  tor  drilliug  sis  ro»'s  of  Liquid  with  Corn,  or  three  or  four 
rows  of  Uquid  with  I'uruips,  Mangolds,  &c.,  at  any  distance ;  also 
acouiplett!  ten  row  Ojra  Drill  withjit  Li.^aid     j 


DRILLS  FOR  LIQUID  MANURE.  loi 


REEVE'S 

DRILLS    FOR   LIQUID   MANURE 

(continued). 

No.  4x — A  6ft.  Drill  for  drilling  eight  rows  of  Liquid  with  Com,  or  three  or 

four  rows  of  Liquid  with  Turnips  or  Mangolds  at  any  distance  ...     £40    0    0 
No.  5  — A  6ft  Drill  for  drilling  three  or  four  rows  of  Turnips,  Mangolds,  &c., 

with  Liquid  at  any  distance  ;  also  a  complete  ten  row  Corn  Drill 

without  Liquid £42    0    0 

No.  6  — A  6ft.  Drill  for  drilling  three  or  four  rows  of  Turnips,  Mangolds,  &c., 

with  Liquid  at  any  distance     £30    0    0 

No.  7  — A  5jft.  Drill  for  drilling  six  rows  of  Liquid  with  Com,  or  three  or 

four  rows  of  Liquid  with  Tumips,  Mangolds,  &c.,  at  any  distance  ; 

also  a  complete  eight  row  Com  Drill  without  Liquid £40    0    0 

No.  8  — A  4ift.  Drill  for  drilling  six  rows  of  Liquid  with  Com,  or  two  or 

three  rows  of  Liquid  with  Tumips £33  10    0 

No.  9  — A  4ift.  Drill  for  drilling  two  or  three  rows  of  Tumips,  Mangolds,  &c., 

at  any  distance  either  on  the  ridge  or  flat ;  also  a  complete  seven 

row  Com  Drill  without  Liquid £36  15    0 

No.  10 — A  4ift.  Drill  for  drilling  two  or  three  rows  of  Liquid  with  Tumips, 

Mangolds,  &c.,  at  any  distance,  either  on  the  ridge  or  flat £26  10    0 

No.  11 — A  4ift.  Drill  for  drilling  two  rows  of  Liquid  with  Turnips,  Mangolds, 

&c.,  either  on  the  ridge  or  flat £25    0    0 

Fore  Carriage  Steerage  extra  for  6ft.  Drills  and  larger  sizes £410    0 

Ouiaiier  sizes  •.•     ...     .«•     •••     ...     •••     ...     •••     •••     •••     ••*     •••     ...     *..     Xt  4     v     vi 

Extra  for  every  additional  row  of  Liquid £  1   10    0 

For  ever)'^  additional  row  of  Com  to  any  combined  Liquid  and  Com  Drill    ...     £  0  15    0 

Extra  for  every  additional  six  inches  in  width £  0  15    0 

Extra  for  pair  of  Concave  Iron  Rollers  to  shift  on  axle  for  Ridge  Drill £  2  15    0 

Extra  to  distribute  Liquid  Manure  Broadcast £  0  10    0 

Extra  for  4ft.  Sin.  Wheels,  with  3in.  tires  for  Fen  Lands £  1     0    0 

Extra  Barrel  for  Mustard  Seed,  according  to  size. 
Indiambber  Tubes  for  conducting  the  Com  can  be  put  to  any  Drill,  at  per  row. 


DRILLS  FOR  TURNIPS  AND  MANGOLD  WURTZEL 

PBI  0  E  S:- 

3  Row  Tumip  and  Mangold  Drill  with  Manure  Box,  to  work  3  rows  on  the 

Flat  and  2  on  the  Ridge      £16  16  0 

2  Row  Tumip  and  Mangold  Drill  with  Manure  Box  and  Ridge  Rollers £12  10  0 

1  Row  Tumip  and  Mangold  Drill  with  Manure  Box  and  Ridge  Rollers £  8  10  0 

1  Row  Tumip  and  Mangold  Drill  with  Manure  Box       £  6  10  0 

1  Row  Cup  Drill  for  Tumips,  Mangold,  &c £  2  12  6 

Extra  Cup  Plates,  each £  0    3  0 

xiand  oeed  Dnll    •••      ..     «••     •     •••     •••     •••     •••     •••     •••     •••     •••  x  0  10  6 

Patching  or  Gapping  Drill £  0    8  6 

14 


102  DRILLS  FOR  TURNIPS,  MANGOLDS,  &c. 

COULTAS'  ROYAL  SOCIETY'S  FIRST  PRIZE 

TURNIP.  MANGOLD,  &  OTHER  ROOT  DRILLS, 

WITH  MANURE. 


Awarded  the  First  Prize  of  £10  at  the  Royal  Agricultural  Society  of  England'e 
Field  Trials,  Bedford,  1874. 
In  no  description  of  Drill  have  bo  many  improvements  been  introduced  as  in  the  Tamip  and 
Manure  Drille.  They  are  made  with  any  number  of  Rows,  for  the  purpose  of  depositing  Tomipa, 
Mangolds,  &c.,  with  Bones  and  Arti&cial  Manures  of  every  description,  upon  the  ridge  or  fiat.  The 
quantity  may  be  varied  from  2  to  500  bushels  per  Acre.  Jf  required  for  drilling  rough  Hanaras  in 
large  quantities,  a  Barrel  witli  prongs  can  be  added,  which  is  recommended  in  place  of  Chamben' 
Patent  Artificial  Manure  Barrel. 

The  Manure  and  Seed  are  deposited  through  separate  Beams  and  Coulters,  which  acting  inde- 
pendently of  each  other,  allow  the  Manure  to  be  covered  with  3oil  previous  to  the  seed  being  deposited, 
and  the  inconvenience  too  often  arising  from  one  or  other  being  buried  too  deep  or  too  shallow, 
especially  going  up  or  down  hill,  is  prevented.  Each  Coulter  is  pressed  by  a  separate  set  of  Weighla, 
necessarily  causing  the  freest  action. 

The  Manure  is  regulated  by  means  of  a  Slide,  acted  upon  by  a  Lever,  which  givee  the  DiiUmu 
ample  power  to  raise  and  lower  it  when  the  Box  ia  full  of  Manure,  and  in  work. 

PRICES:— 
No,  of  Rows.  Spread  between  wheels,  ;£     ■.      d. 

2  and  3        4ft.  6in. 


3  and  4 

3  and  4 

3,  4  and  5 

3,  4  and  5 

4,  5  and  6 


&ft.  Win. 
5ft  6in. 
6ft.  Oin. 
6ft.  6in. 
7ft.  Oin. 
Extras  as  on  Page  94. 


..     33 

l> 

0 

..     26 

0 

0 

..     86 

16 

0 

..     SO 

IS 

0 

..   ai 

10 

0 

..     U 

6 

0 
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COULTAS'    ROYAL    SOCIETY'S 

FIRST  PRIZE  SMALL  SEED  AND  RYE  GRASS 
DRILL. 


Awarded  First  Prize  of  £10  at  the  Royal  Agricultural  Society  of  England's 

Field  Trials  at  Bedford,  1874. 

The  above  engraving  represents  an  eflficient  Drill  for  Small  Seeda  and  Rye  Grass.  It  is  now 
uoiversally  acknowledged  by  all  practical  Agriculturists,  that  by  Drilling  Clover  and  other  Small 
Seeds,  a  much  better,  more  regular,  and  certain  crop  is  obtained.  They  can  be  drilled  aa  near  as 
three  inches  apart,  and  as  much  wider  ai'  required,  by  taking  out  some  of  the  levers. 

The  Clover  and  Kye  Grass  are  kept  well  mixed  together,  and  by  the  use  of  an  improved  barrel, 
»  constant  and  regular  delivery  of  each  is  obtained,  ensuring  a  more  certain  crop. 

The  quantity  of  Seed  is  regulated  by  Speed  Wheels,  as  in  the  ordinary  Drills. 

They  are  made  generally  7ft.  6iii.  wide,  so  that  they  can  Drill  about  2d  acres  per  day. 


P  R  I  O  E  S  :- 

7ft.  fiin.  tweoty-eix  Coulter,  Small  Seed  Drill £30    0  0 

8fl.  Oin.  twenty-six  Coulter,  Small  Seed  Drill £31     0  0 

8ft.  6in.  twenty-six  Coulter,  Small  Seed  Drill £32    0  0 

Extra  if  fitted  into  a  ten-coulter  Com  Drill      £18  10  0 
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DRIVING  BELTS. 


LEATHER     MACHINE     BANDS 

SEWN    AND    CEMENTED. 
All  Bands  Sewn  with  Hemp  unless   otherwise  ordered. 


BEST  SINGLE  STRAPS. 

BEST  DOUBLE  STRAPS. 

Sewn  with  Hemp,  Thong,  or  Wire. 

Sew 

m  wi 

th  Hemp,  Thong,  or  Wire. 

Width.                 Per  foot. 

Width.                F 

er  foot, 
s.     d. 

Width. 

Per  foot. 

Width.                Per  foot.  1 

s.     d.    1 

s.    d. 

s.     d. 

1    inch     o    4 

5    inch    

2    5 

3    inch     2    7 

9    inch     

8  II 

i^  inch    o    5i 

5i  inch    

2    7 

3:  "inch     ... 

2  10 

9^  inch     

9    5 

i^  inch     o    7 

6    inch     

2    9 

3 J  inch     ... 
3    inch     ... 

3    2 

10    inch     

10    0 

i}  inch     o    8 

6| inch    

3    0 

3    5 

loj  inch     

10  10 

2    inch     o    9 

7    inch     

3    4 

4    inch 

3    7 

II    inch     

II     6 

2|  inch     ..^    ...     o  10 

7^inch     

3    8 

4 :  inch 

3  10 

ii^inch     

12     I 

2}  inch     I     0 

8    inch    

4    0 

4    inch 
4   inch 

4    I 

12    inch     

12    7 

2}  inch     I     2 

8 1- inch     

4    4 

4    3 

—         

3    inch     I     2i 

9    inch    

4    7 

5    inch 

4    6 

— 

3iinch     i     5 

3I  inch     I    6} 

9^  inch     

4  II 

Si  inch     .. 

4  10 

—         

10    inch     

5    2 

6    inch 

5    4 

—         

— 

3I  inch     I     8 

10}  inch     

5    6 

6^  inch 

.    6    0 

— 

4    inch     I  10 

II    inch     

5    9 

7    inch 

.    6    6 

—         

4^  inch     I  iii 

11^ inch     

6    I 

7| inch 

7    2 

—— 

4^  inch     2     I 

12    inch     

6    6 

8    inch     .. 

7  " 

— 

1    4}  inch     2    3 

^"~                  •  • •         • • • 

84  inch     .. 

•    8-5. 

- 

ENDLESS  LEATHER  BANDS  FOR  PORTABLE  ENGINES. 


STOUT    SINOLB   ENDLESS. 

Sewn  with  Hemp,  Thong  or  Wire. 


Width. 


Length. 


4iin.... 

60ft. 

£   s.    d. 
650 

65ft. 

£   s.    d. 
6  15    0 

5  in.... 

750 

7  17    0 

5^in.... 

7  15    0 

880 

6  in.... 

850 

8  19    0 

70ft. 

£   s.    d. 
760 

890 

9    I    o 

9  12    o 


STOUT  DOUBLE  ENDLESS. 

Sewn  with  Hemp,  Thong  or  Wire. 


Width. 


Length. 


4iin.... 

5  in.... 
5iin.... 

6  in.... 


60ft. 

6sft. 

£   s.    d. 

£   s.    d. 

12    5    0 

13    5    0 

13  10    0 

14  12    0 

14  10    0 

15  14    0 

16    0    0 

17    6    0 

70ft. 

£    s.    d. 

14  6    c 

15  IS    o 

16  18    o 
18  13    o 


LIGHT  DOUBLE  ENDI«BSS. 

Sewn  with  Hemp  or  Wire. 


Width. 

Length. 

4iin.... 

60ft. 

£   s.    d. 
II    0    0 

6sft. 
£    s.    d. 
II   19    0 

70ft. 

/:  s.  d. 
12 17  0 

5  in.... 

12    3    0 

13    3    0 

14  3  0 

SJin.... 

13    I    0 

14    3    0 

15     4    Q 

6  in.... 

14    8    0 

IS  12    0 

16   16     Q 

VULOANIZED   INDIA  RUBBER  DRIVING  BANDS. 


im. 

liin. 

2m. 

2iin. 

3in. 

34in. 

4in. 

Sin. 

6in. 

7in. 

"SIT- 

9in. 

loii 

d. 

d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s.    d. 

s. 

2  Ply       ... 

5 

7 

0    9 

0  II 

I     I 

I     2 

I     5 

I    9 

2     I 

•  •  • 

■  •  • 

••  • 

3  Ply     .. 

•  •  • 

•  •  • 

0  II 

I     2 

I     4 

I    7 

I    9 

2    2 

2    8 

3    I 

3    6 

• 

.  a  a 

4  Ply     ... 

•  •  • 

•  •  • 

I     2 

I     5 

I     8 

I  II 

2    3 

2    9 

3    3 

3  10 

4    4 

••• 

5  Ply     ... 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

•  •  • 

3    3 

3  " 

4    6 

5    2 

.  •  . 

6  Ply       ... 

— 

— 

— 

— 

— 

— 

— 

— 

— 

.  »• 

per  foot 


»» 


•■ 


ti 


ft 
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ELEVATORS  AND  STACKERS. 


PERKINS' 

PATENT   ELEVATOR   AND    STACKING   MACHINE. 


SHEWN  FOLDED  UP  READY  FOR  TRAVELLING. 


SHEWN   IN    POSITION    FOR    STACKING    HAT    OR   CORN. 

THE  HOPPER  PARTLY  RAISED. 

This  Machine  deUvers  to  a  height  of  80  feet  tind  reaches  uull  on  to  thu  StA«k. 


PRICES:- 
Patent  Stacking  Machine  to  deliver  30ft.  high  with  Patent  liifting  Hopper, 

fitted  for  working  by  horse  power       

Extra  if  made  to  deliver  35ft.  high     

Extra  for  (learing  to  drive  from  Thrashing  Machine  ..     . 

Extra  for  Angle  Gearing  for  ditto     

Pony  Gear,  on  Iron  Frame 

One  Horse  Gear,  on  strong  Wood  Frame 

Ditto  with  second  motion,  on  same  frame 

fixtra  far  Mounting:  Gear  on  3  wheels  for  travelling...     . 


£47  10  0 
£500 
£  1  0  0 
£  1  0  0 
£700 
£  8  10  0 
£  0  10  0 
£10     0 


ELEVATORS  AND  STACKERS. 


GATWARD'S     ELEVATOR. 


Thb  Elevator  is  fitted  with  Chain  Gearing  and  will  deliver  to  a  height  of  about  26  feet  and 
D  be  made  higher  at  proportionate  priceB. 


PRICES: 

Price  to  deliver  at  a  height  of  25it 

Price  to  deliver  at  a  height  of  30ft ... 

Horse  Gear  for  working  the  above      

Ditto,  if  mouQtedoD  Wheels,extra    


...  £43  0  0 
...  £46  0  0 
■■■  £  7  10  0 
...£110 


ELEVATORS  AND  STACKERS. 
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STACKING    FOLDING    ELEVATOR. 


This  Elevator  is  adapted  for  oil  purposes  of  Cora,  Hay,  or  Straw  Stacking,  either  by  Horse 
Power  or  from  tlie  Thrashing  Machine. 

Price  of  Elevators       £34    0    0 

Horse  GesT  Works  to  drive  Elevator £8    0    0 


E.   PAGE  &  Co.,  Victopia  Iron  Works,  Bedford. 


io8  ELEVATORS  AND  STACKING  MACHINES. 


ELEVATORS  AND  STACKING  MACHINES. 


Barford  &  Perkins'  Patent  Iluy,  Com,  and  Straw  Elevator  fitted  with  Patent  Horse- 

j^oar,  works  beneath  the  frame,  will  deliver  30  feet  higli  and  upwards     £63     0  0 

Tasker  &  Sons'  Improved  Elevator  to  work  with  a  Thrashing  Machine £51     0  0 

Tasker  &  Sons'  Sticking  Machine      £44     o  0 

Humphries'  Hay,  Straw,  and  Corn  Elevator  to  be  driven  at  any  angle  by  a  Horse-gear 

or  Thrashing  Machine £40     0  0 

Nickerson's  Hay,  Corn,  and  Straw  Elevator,  made  on  the  Telescoi>e  principle,  requires 

11  vl  11  JvlllU  •*•         •••         •••         •««         •••         •■•         •••         •••         ••■         •••         •■•         •••         ■••         ••           •••         •••  ^bO  (          %3  i# 

Oottrell's  ''Climax"  Folding  Elevator  with  Round  Hopper £50  lo  0 

Ruston,  Proctor,  &  Go's  Straw  Elevator— 22  feet  long,  4  feet  6  inches  wide— to 

deliver  at  any  angle      £52     0  0 

Wallis  &  Steevens*  Elevator,  delivers  t^)  a  clear  height  of  26  feet £42     0  0 

(■anvas  hood  for  windy  weather extra  £10  0 

Marshall,  Son's  and  Co.  (Limited),  Elevator  delivering  to  a  height  of  26  feet ...  £45    o  0 

Hempsted  &  Co.  (Limited),  Elevators  to  deliver  at  any  angle — 18  feet      £38     0  0 

Ditto,                              „               „               „          — 20  feet      £40     0  0 

Ditto,  „  „  „  —22  feet      £42    0    0 

Ditto,                             „               ,j               „          — 24  feet      £44    0  0 

Ditto,                              „               „               „          —26  feet      £46    0  0 

Clayton  &  Shuttleworth's  Stacking  Elevator  to  deliver  at  any  angle — 25  feet  ...  £45     0  0 


•  >  >9 


Pony  Qear  for  Ditto    £  7    0    0 


FAT  CUTTING  MACHINES,  FLOUR  DRESSERS,  &c.        iog 


FAT     CUTTING     MACHINES 

For  the  Use  of  Tallow  Chandlers  and  Melters. 

With  this  Machine  one  Man  and  Boy  can  cut  about  six  cwt.  of  Fat  iuto  small  regular  pieces 
within  an  hour,  in  a  condition  most  suitable  for  melting — saving  both  fuel  and  time. 
The  fat  is  brought  forward  to  the  knives  on  an  endless  web. 

X  n v/C    •••   •••   ••*   •••   •••   ■••   ■••   •■*   •••   •••    *•   ••    •••   •■%   •••   j^ X o  \f      \J 


FLOUR  DRESSERS  AND  MILLS. 


BARFORD   AND   PERKINS*    FLOUR   DRESSING   MACHINE 

For  attachment  to  Corn  Grinding  Mill     £10    0    0 


LLOYDS'  PATENT  FLOUR  MILLS 

To  Grind  and  Dress  at  the  same  time. 

No.  1 — Hand  Flour  Mill  and  Dressing    Machine,  occupying    Floor    Space 

2' 6"  X  I' 4" — suitable  for  Emigrants    £  6  15  0 

No.  2— Ditto  Ditto  Ditto     £  8  15  0 

No.  3 — To  Grind  and  Dress  at  the  same  time  by  Horse  or  Steam  Power £12     0  0 

No.  4— Ditto  Ditto  Ditto   —    Suitable     for 

Institutions,  Unions,  &c £16    0  0 

No.  5— Ditto  Ditto  Ditto     £20    0  0 

No.  6— Ditto  Ditto  Ditto     £25    0  0 

No.  7— Ditto  Ditto  Ditto     £30    0  0 

62lbs.  of  Wheat  will  make  52lbs.  of  Flour,  suitable  for  making  Bread. 

These  (Lloyds')  Mills  will  also  Grind  Barley,  Indian  Com,  Lentils,  Rice,  Rye,  Pearl  Barley,  Groats, 

and  Oats  for  Oatmeal— but  the  three  last  mentioned  must  be  well  dried. 
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no     FOOD  AND  CONDIMENTS  FOR  CATTLE,  &c. 


FOOD  AND  CONDIMENTS  FOR  CATTLE,  HORSES,  ETC 


BEACHES. 

Beach's  Farinaceous  Pood  for  Cattle,  Sheep,   Pigs,   &c. — a  preparation  of  Herbs, 

Seeds,  Roots,  &c.,  supplied  in  56lb.  and  112lb.  Bags at  25/-  per  cwt. 

Also  in  4lb.  and  ]  4lb.  Packets at  1/- and  3/6  each. 

Beach  S  (/ondimcnt  for  Horses  at  same  prices  as  above. 


CLARKE'S. 


Clarke's  Pig  Meal     

Clarke's  Biscuits  for  Cattle,  Slieej)  and  Pigs 

Clarke's  Meat  Biscuits  for  Dogs     

Clarke's  Prepared  Poultry  Food      

Clarke's  Granulat<fd  Meat  for  Pheasants,  Turkeys,  &c. 


|)er  ton     £12  10     0 


>•  •••  •■■  ••• 


•  •  •  •  •  •  < 


•  •  •  •  •  • 


p*  •••  •••  ••• 


II 


yt 


1} 


it 


£L4  10  0 

£20     0  0 

£20     0  0 

£25     0  0 


THORLEY^S. 

Thorley's  Food  for  Cattle „  £34    0    0 


WATERLOO. 


Waterloo  Feeding  Oil  Cakes  —manufactured  from  Oilseeds,  Corn,  Locust  Beans, 

and  Spices— per  ton  at  Hull— subject  to  fluctuations  of  market £  8  15     0 


SPRATTS\ 

Spratts'  Patent  Horse  Biscuits per  ton  £16  10  0 

Spratts'  Patent  Biscuits  for  Greyhounds „  £15     q  q 

Spratt's  Patent  Dog  Cakes      ,,  £20    0  0 

Spratts'  Patent  Poultry  Meal ,,  £20     0  0 


FOOD   (PREPARATION    OF). 


BARFORD'S 

PORTABLE     ANNULAR     BOILER 

Is  of  novel  construction — the  Fire  Box  being  surrounded  with 
water,  the  fuel  is  used  v/^ith  considerable  economy. 


BOILER    ONLY. 

This  Boiler  ia  valuable  to  the  Fanner  for  the  pnr[)osee  of  Boiling  Water,  Steeping  Linseed,  Corn, 
&c. ;  and  in  a  steamer,  which  fito  on  the  top,  Potatoes  and  other  Koota  may  be  expeditionsly  and 
cheaply  cooked. 

It  may  also  be  advantageously  applied  in  wash-houses,  as  well  as  for  cooking  purposes  ;  while 
for  Pic-nic  and  Tea  Parties,  Public  Fetes,  Volunteer  Meetings,  and  Camp  Purposes,  it  will  be  found 
to  be  unrivalled. 

PRICES:— 

Exlra  for  Conlenia  of 

Golvsnued  Iron.  Copper.  Galvanized  Steamers.  Sleatners. 

No.  I— 15  Gallons  £4    0    0     ...     £5  10    0     ...     £0  17     6     ...     1    Bushel. 

No.  2— 25  Gallons  £5     0     0     ...     £6  15     0     ...     £0  19     0     ...     1 J  Bushel. 

No,  3— 35  Gallons   £5  10    0     ...     £7  15    0     ...     £1     1     0     ...     li  Bushel. 

No.  4—50  Gallons  £7    0    0     ...     £9  10    0     ...     £15    0     ...     2^  Bushel. 

No.  3j— 35  Gallons— Galvanizeil  Iron,  with  large  Fire  Box  and  3-busheI  Steamer £7  10    0 

This  size  forms  an  admirable  Portable  Farmer's  Steaming  Apparatus. 
Loose  Galvanized  Linseed  Pans,  for  No.  1  2  3  3^  4 

15/6         17/-         19/-         20/-  25/- 

If  made  of  Tinned  Copper,  No.  1,  10/-  ;  No.  2,  15/-  extra.    Travelling  Wheelsand  Handles,  15/-  to 
2t)/-  extra.      Larger  aizee  if  required.    Draw-off  Tap,  6/-. 


tl^ 


FORKS. 


AMERICAN    ELASTIC    CAST    STEEL    FORKS. 

POLISHED    OVAL    PRONGS.       BEST  ASH  HANDLES. 

Superior    Finish    and    Temper. 
TWO-PRONG  FORKS. 


9-inch  Prongs,  per  dozen... 
10- inch  Prongs, 
1 1 -inch  Prongs, 
r2-inch  Prongs, 
13-inch  Prongs, 
14-inch  Prongs, 
15-inch  Prongs, 
16-inch  Prongs, 


t> 

it 

>» 

a 
i9 


4ft. 

24/- 

26/- 

30/- 

32/- 


4Mft. 
25/- 
28/- 
30/- 
32/- 


5ft. 

26/- 

29/- 

30/- 

33/- 

35/- 

37/- 


26/- 

29/- 
32/- 
33/- 
35/- 

38/- 


6ft. 

27/- 

30/- 

32/- 

33/- 

36/- 

39/- 

43/.. 


6>^ft.         7ft.  8(1.  handle. 


31/- 
34/- 
36/- 

38/- 


Strapped  Ferrule,  all  sizes  and  lengths,  6/-  per  dozen  extra. 

STABLE    PORKS. 
With  hlunt  points,  four  to  five  feet  handles 

CORN   FORKS. 

O     \At     I      ICVrl'    Ilcl  111  livir)      ...  •>•  ...  ...  ...  ...  ...  ...  ...  ...  ... 


33/- 
36/- 
36/- 

40/- 
43/- 
47/- 
52/- 


37/. 
40/. 
42/- 
44/- 
47/- 
51/- 
56/. 


... 


THREE-PRONG   FORKS. 

4ft.  4>^ft.  5ft.  5>^ft.  6ft. 

—  34/-  35/-  36/-  — 

—  37/-  —  39/-  40/- 

—  —  41/-  42/-  43/- 


1 0-inch  Prong.*,  per  dozen. 

1 1-inch  Prongs, 

12-inch  Prongs, 

13-inch  Prongs, 

14-inch  Prongs, 

11 -inch  Prongs,  Strapped,  per  dozen     — 

12-inch  Prongs,  Strapped,  per  dozen     — 

13-inch  Prongs,  Strapped,  per  dozen    —  —  — 

FOUR-PRONO   FORKS. 

4 -Prong  best  Elastic  Cast  Steel  Barley  Fork,  with  Gnard  ... 
4- Prong  Wood  Barley  Fork,  with  Guard      


47/- 


45/- 
48/- 


—  52/- 

46/-  - 

49/-  51/- 

52/-  — 


30/-  per  dozen. 
30/-  per  dozen. 


eyih,       7ft. 


8(t.  handle. 


52/-        — 


53/-       58/. 


84/-  per  dozen. 
51/-  per  dozen. 


AMERICAN  ELASTIC  CAST  STEEL  MANURE  FORKS. 

With  Solid  Steel  Shanks,    Polished    Oval    Prongs,  and   Double    Capped 

Ferrules. 


3-Prong  12 
Ditto 
Ditto 

4-Prong  12 
Ditto 
Ditto 

4-Prong  13 
Ditto 
Ditto 

4-Pronij  12 
Ditto 

5-Prong  I.'J- 
Ditto 


•inch  hest  Elastic  Cast  Steel  Manure  Fork, 
Ditto  Ditto 

Ditto  Ditto 

•inch  best  Elastic  Cast  Steel  Manure  Fork, 
Ditto  Ditto 

Ditto  Ditto 

-inch  best  Elastic  Cast  Steel  Manure  Fork, 
Ditto  Ditto 

Ditto  Ditto 

-inch  best  Elastic  Cast  5'teel  Manure  Fork, 
Ditto  Ditto 

inch  l)(»st  Elastic  ("ast  Steel  Manure  Fork, 
Ditto  Ditto 


long  handle     48 

D  handle 48 

long  handle,  strapped  54 

D  handle 60 

D  handle,  strapped...  66 

Crutch   handle       ...  60 

D  handle       63 

D  handle,  strapped  .  69 

Crutch  handle 63 

long  handle     60 

lon^r  handle,  strapped  66 

I)  handle 81 

long  handle     81 


per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  dozen, 
per  <lozen. 
per  dozen. 


GAME  NETTING. 
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GAM  E    N  ETTI  NG. 

Prices  per  Ldneal  Yard,   Twenty-four   Inches   Wide. 


WIRE  NETTING. 
Galvanized  akier  Made. 

Mesh. 
In. 

Light 
No.  19. 

Medium 
No.  18. 

Strong 
No.  17. 

Extra 
Strong 
No.  16. 

s.     d. 

s.     d. 

s.     d. 

s.     d. 

For  Training  Plants,  &c 

3 

0     2 

0     2{ 

0   34 

0    4 

For  Poultry,  Hares,  &c 

2 

0     3 

0     3i 

0    4J 

0     5i 

Proof  against  Rabbits,  Hares,  &c 

If 

0     3i 

0     4 

0     4f 

0     6 

Perfectly  proof  against  the  smallest  Rabbits 

H 

0     4 

0     4| 

0     6 

0     7J 

For  Pheasantries,  &c 

H 

0     6 

0     7i 

0  10 

1     0 

For  Pbeasan tries  (Sparrow-proof)     

For  Aviaries,  Windows  Guards,  &c 

1 
i 

0     7J 

0     9 

1     0 

1     4 

No.  20. 

No.  19. 

No.  18. 

0  10 

1     0 

1     2 

Ditto               Ditto            

1 

1     6 

1     8 

1   10 

Made  and  Sold  in  Rolls  of  Fifty  Yards  Each. 


3in.,  2in.,  l^in.,  l^in.,  in  widths  from  one  to  six  feet,  at  Prices  proportioned  to  the  above  Scale. 

1  Jin.,  lin.,  Jin.,  and  |in.,  are  not  made  wider  than  four  feet. 


Tying  Wire,  Eightpence  per  Pound. 


SUGGESTIONS      FOR      USE. 

Light,  No.  19. — This  quality  is  generally  used  for  the  smallest  Meshes,  or  where  the  Netting 
is  only  for  temporary  use. 

Medium,  No.  18. — This  strength  is  the  best  and  most  usual  for  the  Meshes  generally  in  use, 
from  1^  to  2  inches  ;  for  general  purposes,  the  l§in.  of  this  quality  is  strongly  recommended. 

Strong,  No.  17. — A  very  strong  Netting,  the  use  of  which  is  economical  on  account  of  its 
great  strength  and  durability. 

Extra  Strong,  No.  16. — For  large  Meshes,  and  where  special  strength  is  required. 


The  usual  height  for  Game-proof  Netting  is  24  inches  ;  30  inches  and  36  inches  are,  however, 

often  preferred. 


NOTE. 

Rabbit  Netting. — Although  If  in.  and  2in.  Netting  are  sometimes  used  as  a  protection 
against  Rabbits,  it  is  agreed  by  all  authorities  on  the  subject  that  the  l^in.  is  the  only  really  reliable 
Mesh  against  small  Rabbits. 
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GAS    COOKING    AND    HEATING    STOVES. 

"  Oheerftll "  Gas   Stove,   30in.  high,  22in.  wide— Fitted  with  Ribbed    Copper 

xveiievi/UXo        •••      •••      •••      •••      •••      ■••      •••      •••      •••      •■•      •••      •••      ••«      ««*      ««»  Jo  o     v  v 

"Oheerftll"  (tea  Stove,  32in.  high,  28in.  wide— Fitted  with  Coloured  Ornamental 

X  llco  •■■        •••        •■•        •••        ■••        ••■        ••■        •••        •••        •••        ••        ■••        •••        ■■•        «••        ••«  JQ     (     JL  \f  \j 

Pedestal  Gas  Stove  with  Encaustic  Tiles— 34in.  high,  17in.  square  at  base £  6     6  0 

Ornamental  Gas  Stove,  32iu.  high,  34in.  wide,  28in.  deep £  6  15  0 

Ditto  Ditto  Ditto  Bronzed     £7     5  0 

Ditto  21in.  high,  19in.  wide,  17in.  deep      £  2     2  0 

Ditto  Ditto  Ditto  Bronzed     £2     5  9 

Gas  Stove,  1 1 in.  high,  9in.  wide,  8in.  deep £10  0 

Gas  Stove,  12in.  high,  9in.  wide,  Sin.  deep £  1   10  0 


S  Y  M  O  N  S^S 

HORIZONTAL   TUBULAR    GAS    STOVES 

For  Churches,  Chapels,  Schools,  Public  Buh^dings,  &c. 

30in.  long      ...     £1  10    0     ...     36in.  long      ...     £\   16    0     ...     4-2in.  long      ...     £2     2     0 


JONES'S 

PATENT  HYGROMETIC  VENTILATING  GAS  STOVES. 

PRICE  S:— 

Black.  Bronzed. 

Small  Stove,  with  Plain  Case — height  2Sin £0  12     6     £  0  14    0 

Small  Stove,         Corrugated — height  32in £0  18    0     £  1     0     0 

Medium  Stove,      Corrugated — height  38in £15    0     £  1      7     6 

Large  Stove.  (^)rrugated — height  42in £115    0     £118     0 

12ft.  Prepared  Flexible  Tube,  for  the  above       £0     4     6 

Cock  and  Nozzle  for  the  above £  0     1     $ 


The  Gem  Roasting  and  Hoiling  Stove  (for  Oils) £  0   10    6 


GAS   ENGINES. 


THE  OTTO  SILENT  GAS  ENGINES 

(OTTO  &  CROSSLEY'3   PATENT). 


m,A 


Ii6 


GAS    ENGINES. 


THE  OTTO  SILENT  GAS  ENGINES 

(OTTO  &  CROSSLEY'S   PATENT). 

Cost  of  Gas  Id.  per  liour  per  Indicated  Horst  Power  calculating  at  4/-  per  1000  feet. 

The  Indicated  Horse  Power  is  calciilatwl  from  the  diagram  in  the  usual  way — ouc-honie  power 
being  taken  at  33,000  foot  lbs.  per  minute. 

« 

In  these  Eiigiiu's  a  dilutt*  mixture  of  gjisainl  air  is  ignited  at  tlie  beginning  of  the  stroke,  leaving 
a  large  spac^;  for  the  effective  expan.sion  of  the  gases.  No  boiler  is  re<iuireil  and  there  is  no  nuisance 
from  smuke,  coals,  or  ashes. 

A  Piston  speed  of  31^0  feet  per  minute;  is  found  to  be  the  most  economical. 


PRICES: 


•  •  •         •  •  • 


One-Horse  Power  Kngine 
TwiJ-iJorse  Power  Engine     ... 
Three-and-a-half-Horse  l*ower  Engine... 
Eight- 1  lorse  Power  Engine  . . . 


•  •  •  •  m  ' 


S:- 

i» 

Indicated  Horse 

Tower. 

•   •  • 

•  •  • 

2 

•  •  « 

£100 

0 

0 

•  •  • 

•  •  • 

H 

•  •  I 

.c  1 3r> 

0 

0 

•  •  • 

•  •  • 

0 

•  •  a 

£170 

0 

{} 

•  •  • 

•  •  • 

\-H 

■  •  ■ 

£250 

0 

0 

Water   Vessels   Extra. 


» •  •         •  •  I 


One-Horse... 

Two- Horse 

Three-and-a-half- 1  lorse  . 
8- Horse  Power 


•••    •••    ••• 


•  •  •    •  i 


•  •  •    •  •  •    •  I 


I  •    •  < 


)•    •■•    •••    ••• 


•••    •••    •••    ••• 


•  *    •  •  I 


•  ••    •••    •••    ••»    •••    ••• 


... 

•  •  . 

...     £2   10 

0 

... 

•  •  . 

£3     5 

0 

... 

... 

...     £4     0 

0 

.  • 

... 

...     £6     0 

0 

- 

_    .  . 

..  _ 

THOMSON,  STERNE,  &  Co.'s 

PATENT     GAS     ENGINES 

PRICES:— 


One-and-a-half-Horse  Power    £1U0 

Quarter- Horse  Power  £ngine  with  6as-heat«d  Boiler,  complete  with  Gau 

M.  \XLllck\Ai* •  *        •*  ...         •.•         ••*         •••         •••         ...         •••         ...         ...         ...         ,,,         ,,,  J".     3n 

Half-Horse  Power  Engine £  45 

One-Horse  Power  Engine jg  gg 


0  0 

0  0 

0  0 

0  0 


GLASS  AND  GLAZING. 


n; 


GLASS     AND     GLAZING. 

For  Greenhouses  and  Conservatories. — English  Sheet  Glass  of  21ozs.  to  the  square  foot  is  generally  used, 
PRICES  OF  ENGLISH  SHEET  GLASS,  FOB  HOBTIOULTURAL  PURPOSES. 


In  Crates, 
Sizes  various, 
not  exceeding 


In    superficial 
contents. 


II  feet 
13  feet 
15  feet 


In   Squares, 
Cut  to  order. 


Under  9  by  7 
Under  12  by  9 
and  Quarries 
Under  I4by  10 
Not  above  I  }ft 

2  ft. 

3  ft. 

4  ft. 
6  ft. 
8  ft. 

II  ft. 


15  ozs. 
Per  Foot. 


21  ozs. 
Per   Foot. 


Best. 


s.     d. 
o    8i 

o  10 


2nds. 


3rds. 


s.     d. 
o    6 

o    7 


s.     d. 
o    4i 

o    5 


15  ozs. 
Per   Foot. 


o    5 
o    6 

o  7 

o  8 

o  9 

o  9} 

O  lOj 

0  II 

1  o 
I      2 


0 

3i 

0 

4* 

0 

5i 

0 

6 

0 

6J 

0 

7 

0 

7J 

0 

8 

0 

9 

0 

ID 

o  2} 

o  3i 

o  4j 

o  4l 

o  4f 

o  5 

o  5i 

o  6 

o  6i 

o  7 


Best. 

2nds. 

s.  d. 

s.  d. 

0  9 

0  8 

0  II 

0  9 

I  2 

0  10} 

3rds. 


s.  d. 

o  6h 

o  7 

o  8 


21  ozs. 
Per   Foot. 


o  6 

o  7 

o  8 

o  9 

o  10 

0  I0| 

1  o 
I  o 

I  I 

I  3 


0 

5 

0 

6 

0 

7 

0 

8 

0 

9 

0 

9i 

0 

10 

0 

lOi 

0 

II 

I 

0 

o  3i 

o  4i 

o  6 

o  6i 

o  7 

o  7i 

o  8 

o  8} 

o  9 

o  9\ 


In  Crates, 
Sizes  various, 
not  exceeding 

In    superficial 
contents. 


9.i  feet  .. 
1 1  feet  . . 
13    feet    .. 


In   Squares, 
Cut  to  order. 


26  ozs. 
Per  Foot. 


Best. 

2nds. 

s.  d. 

s.  d. 

I  I 

0  10 

I  2 

0  II 

3rds. 


s.     d. 


o    8 

o    8^ 


26  ozs. 
Per  Foot. 


Under  9  by  7 
Under  1 2  by  9 
and  Quarries 
Under  I4by  10 
Not  above  ijft 
2  ft. 


If 


3  ft. 

4  ft. 

6  ft. 
8  ft. 
M     II  ft. 


f  I 


$1 


tf 


9$ 


o  8 
o  9 
o  10 

O    ll| 

I 
I 

2 

3 
4 
5 


o  7 

o  8 

o  9 

o  10 

o  10^ 

O  II 

0  11^ 

1  o 

I  I 

I  2 


o  5 

o  5i 

o  6^ 

o  8 

o  8^ 

o  9 


o    9\ 


o  10 


O   II 


I     o 


32  ozs. 
Per  Foot. 


Best. 

2nds. 

s.  d. 

s.  d. 

I  3 

I  0 

I  6 

I  2 

I  10 

I  4 

3r(ls. 


s.  d. 

0  10 

O  II 

1  I 


32  ozs. 
Per  Foot. 


O   II 


3 

4 
6 

7 
8 

10 

2    o 


o    9 

O   10 
O    II 

o 

2 

3 
4 
5 


o  7 

o  8 

o  9 

o  10 

C  lOj 

0  II 

1  o 

I  I 

I  2 

I  3 


GLASS   TILES. 

For  intermixing  with  Pantiles  in  Roofs  of  Warehouses, 
Lofts,  Barns,  &c.,  avoiding  both  the  expense  of  Skylights, 
and  annoyance  from  drippmg,  forming,  as  they  do,  a  part 
of  the  roof.  Of  the  usual  form  and  size,  about  14  by  loin. 


Plain  Rolled  Plate. 

J-in. 

3/i6in.'  J-in. 

2-in. 

Each   

s.  d. 
0  10 

s.  d. 
0  II 

s.  d. 
I  0 

s.  d. 
I  6 

GLASS  SLATES. 

Two  holes  in  each. 

Plain  RoLLEirPL^Er|-m73/i6m^J-in7 


glazzng  requisites. 

Diamonds —  s.  d. 


Duchess  ...  24byi2in. 
Small  Duchess  22  by  I2in. 
Countess  ...  20  by  lOin . 
Large  Ladies  16  by  loin. 
Ladies       ...     16  by    8in. 


s.  d. 

I     3 
I     2 

O    II 

o    9 
o    8 


s.  d. 
I     6 

I     5 
I     I 

O    II 

o    9 


s.  d. 

I     9 
I     8 

I     3 
I    o 

o  10 


J -in. 


s.  d. 
2  I 
2  9 
I     6 

I     3 
1     o 


No.  I  for  Sheet  Glass  ••     ..     ..     ..     ••     each  11 

No.  2  for  Sheet  Glass  ..     ..     • each  14 

No.  3  for  Sheet  Glass each  17 

No.  4  for  Sheet  Glass each  21 

No.  5  for  Plate  Glass each  27 

No.  6  for  Plate  Glass each  33 

No.  7  for  Plate  Glass each  39 

Glazing  Hammers       each  2 

Glaring  Knives . .      • .     each  i 

Chipping  Knives each  i 

Hacking  Knives each  i 

Stopping  Knives •     ..     each  i 

Chisel  Knives      each  i 

36-inch  Lath       bundle  3 

T  Squares,  with  scale — 24in.,  4/6;  3oin.,  5/6. 

Best  Putty,  10/-  per  cwt. 

14I]).  Kegs,  2/3  each      |      281h.  Kegs,  4/-  each. 
561b.  Kegs,  7/-  each. 


6 
o 
6 
o 
6 
o 
o 
6 

3 
3 
3 
3 
3 
9 


16 


ii8 


GRfiASE   AND    GRINDSTONES. 


GREASE  FOR  AGRICULTURAL  PURPOSES. 

Grease  in  I  I2lb.  Tub per  cwt.     18/-  Tub  included. 

Grease  in    56lb.  Tub each      9/- Tub  included. 

Grease  in    28lb.  Tub each      4/6  Tub  included. 


AXLE  GREASE. 
Free  from  Petroleum,  Parraffin,  Acid,  Gum,  Water,  or  any  Gritty  Matter.    Will  not  melt  in  Summer 

or  freeze  in  Winter. 

1  Cwt.  Keg £19    0  Keg  included. 


GRINDSTONES   WITH    FRAMES. 


Xo.   I  Fine  Grit  Grindstone  on  Wood  Frame... 


Diameter.     Thickness. 
.     24''     ...     Z" 


Price. 
£1  10    0 


No.  2  Grindstone  on  Wood  Frame  ... 


•••  •••  •••  ••• 


26" 


No.  i\  Grindstone   on   Iron   Frame  with   Anti-friction 


8' 


Rollers,  to  work  by  hand  or  foot     26"     ...     4" 

No.  4  Grindstone  on   Wood   Frame  with  Anti-friction 

Rollers,  adapted  for  General  Purposes     36"     ...     5" 

No.  ;>  Grindstone  on  Iron  Frame,  for  hand,  foot,  or  steam 

|ji.i^\  tri     •*.        ...        ...        ...        ...        ...        ...        ...        ...        ...  Ov         ...       V 

No.  6  Grindstone  on  Iron  Frame  for  ditto     42"     ...     5" 

Pulley  for  Steam  Power  extra  10/- 


...    £1  15    0 


£3    8     0 


£4  10     0 


£5  10 
£7  10 


0 
0 


GRINDSTONES  (Stones  only). 


Best  Yorkshire  Stones 
Ditto 
Ditto 
Ditto 
Ditti) 
Ditto 
Ditto 


Diameter.    Thickness. 

24  ...  3|"  each  £0  7  6 

27  ...  5"^  each  £0  9  0 

...  30"  ...  5"  each  £0  12  0 

...  33"  ...  5"  each  £0  17  6 

...  36"  ...  S^  each  £1  o  0 

...  42"  ...  5"  each  £l  lo  o 

...  48"  ...  6"  each  £2  q  q 


...     ... 


..     •«.     ...     ... 


..     ...     ...     .. 


..     ...     ...     ...     ... 


GRINDING  AND   GRIST   MILLS. 
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BARFORD    AND    PERKINS' 
IMPROVED  PATENT  ROYAL  ■■  BURY  "  AND  "  OXFORD  "  FIRST  PRIZE 

CORN  GRINDING  MILL. 

Will  Grind  Wheat,  Barley,  Beans,  Peas,  Oats,  Linseed,  Maize,  Lentils,  Spices,  &c., 

for  feeding  purposes,  Fifty  per  cent,  fester,  and  with  Thirty  per  cent,  less  power, 

than  Mill  Stones. 


The  extreme  portability,  simplicity,  and  cheapness  of  these  Mills  contrast  most  favourably  with 
the  ponderous  and  costly  machines,  now  in  use  for  similar  purposes,  where  the  tear  and  wear  is  !,'roat 
and  constant  skilled  attention  is  required;  whereas  in  the  patent  Mill  here  describetl,  thtre  is  but 
one  ruoDing  spindle  working  in  two  bearings  made  of  anti-friction  metal  which  never  lieat,  and  last 
many  years.  The  Mill  moreover  being  coTistructed  without  any  cog  wheel  or  pinion  wliatever,  it  is 
next  to  impoBsibie  that  accidents  can  happen  to  the  attendants  through  carelessness. 
Summary  of  Prices  :— 

No.  1 . — Patent  Com  Grinding  Mill,  on  wood  frame,  suited  for  steam  or  other 

B)weT  of  four  horses  and  upwards 
itto    Ditto,    but  mounted  on  a  high  stand  to  grind  iDt4>  a  sack... 
No.  3. — Ditto    Ditto,     (Bury  I'rize  Mill)   mounted  on  new    massive  iron 


£20     0 
£2-2     0 


framing,  will  grind   upwards  of  25  bushels  of  fine  mtal  per  hour, 

adaptedforfi  to  8-H. P.  Engines £22     0    0 

No.  4.— Ditto    Ditto,     Smaller  and  adapted  for  engines  of  4  or  5-H.P.,  will 

grind  20  bushels  per  hour £18     0     0 
itto    Ditto,    Smaller  and  adapted  for  horse  gears  of  three  or  four 

horses,  and  small  engines     £16     0    0 

No.  6. — Ditto  Ditto,  (asNo.  ))on  wood  frameandportabletravellingcarriage    £27     0    0 
No.  7. — Ditto    Ditto,     (as  No.  3)  massive  iron  frame  mill,  mounted  on  wood 

framed  travelling  carriage    ... £30    0    0 

If  with  Dressing  Machine  attached extra    £10    0    0 

No.  8. — Ditto    Ditto,    similar  to   No.  3,  but  larger  ;  will  grind  upwards  of 

30  bushels  of  fine  Wheator  Barley  Meal  per  hour    £25    0    0 

Smaller  Sizes  (New   Series),   1876. 
No.  B. — Patent  Grist  Mill,  on  iron  frame,  suited  for  one  or  two-horse  gears...     £12    0    0 
No.  C. — Ditto  Ditto,  suited  for  two  or  three  hoRe  power  gears  or  small  engines    £11    0    0 
The  grinding  surfaces  are  made  of  COld  blast  white  iron,  extremely  hard  and  durable. 


GRINDING    AND    GRIST   MILLS. 


W.    N.    NICHOLSON    &    SONS'. 

PATENT   SAFETY   GRIST    MILLS. 

(For  Horse  or  Steam  Power.) 


PRICES:— 
Nil.  0  Mill,  for  2  horse  gear  or  engine  ;  will  kibble  40  bushels,  or  grind  eight 

bushels  per  hour 

Ditto        fitted  with  Guide  Pulleys     

Xo.  1   Mill,  for  3-hor8e  gear  or  aj  or  3-hor»e  engine  ;  will  kibble 

bushels,  or  grind  10  bushels  per  hour 

Ditto        fitted  with  Guide  Pulleys      

No.  2  Mill,  for  4  to  6-hone  engine;  will  kibble  about  60  bushel: 

about  20  bushels  per  hour    

Ditto        fitted  with  Guide  Pulleys       , 

The  speed  of  No.  0  and  No.  1  Mills  should  not  exceed  450  revolutions  per  minute — and  of 

K...  2  Mill  350  to  400. 


£10 

0 

£11 

10 

about  50 

£12 

10 

£14 

0 

or  grind 

£20 

0 

£22 

0 

Awarded  Sjwcial  Silver  Medal  of  the  Royal  Agricultural  Society  of  England  at  Liverpool^  181T. 


GRINDING  AND  GRIST  MILLS. 


ALBION  IRON  WORKS-BRITISH  GRIST  MILLS, 

WITH  SAFETY  OONOAVE. 


Tile  Urinding  Surfiices  of  these  Mills  are  m-iilu  of  a  s^iecial  Mixture  of  Metal,  cast  on  chills  ensuring 
great  durability. 


Tabular  Statement  of  Sizes  and  Oapabilities  of  the  British  Grist  Mills : 

.■ 
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The  B,  M.  A.  Mill  is  recommended  as  the  simjileHt,  cheapest,  and  most  durable  and  useful 
Machine  manufactured  for  Millers'  purposes,  especially  for  kibbling  Beans,  Indian  Com,  Peas, 
and  Barley,  prenaratory  to  grinding  with  Stones,  the  power  required  being  so  small,  and  the  saving 
in  the  wear  of  Uie  Stones  so  manifest. 

.1.  B.  Grist  Mill  for  hand  power £5     5    0 

J.  E.  Grist  Mill  for  l-horse  power      £1  10    0 
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SINGLE  MUZZLE-LOADING  GUNS. 

Sbgle  Parrel  Gun— Back    Action,    Bridle   Lock,    Spanish-form  Barrel,  Tailpin,  full 

uLioun veci . •  •     ••>     •••     •••     ••■     •••     ■••     •••     •••     •••     ■•*     •••  jw  V  xsF  # 

Ditto               Ditto               with  Break-off               ditto £  1     2  6 

Ditto                Ditto               Skelp-twist  Barrel — Patent  Breech,  ditto    £  1     5  6 

Ditto               Ditto                Ditto,  Superior,  with  Shoulders     £  1     8  0 

Ditto                Ditto                Westley  Bar  Lock.        ditto     .     ...     £111  6 

Ditto                Ditto                Bar-side  Lock,              ditto £115  6 

Ditto                Ditto                Best  Damascus  Barrel,  ditto £  3     7  6 


DOUBLE  MUZZLE-LOADING  GUNS. 

Double  Barrel  Gun — Back    Action,    Bridle    Locks,  Skelp  -  twist     Barrels  —  Patent 

Breeches  and  Break-off,                        Superior £2  0    0 

Ditto            — Back  Action,  Westley  Bar  Locks,          ditto          ditto       £  2  4    0 

Ditto            — Back  Action,  Bar  Side  Locks                ditto          ditto      £  2  8    0 

Ditto            —Back  Action,  Box  Furniture — Superior £  2  15    0 

Ditto  — Back  Action,  ditto.   Chequered  Fore-end  and  Steel  Escutcheons, 

oieei  jjocks ,     ,,,  £3  0    0 

Ditto            — Back  Action,  Steel  Locks        ditto            ditto — Figured  Barrels  £  3  7    6 
Ditto           — Back    Action,    Fancy    Bridle  Locks,   Sunk  Breeches — Superior 

Damascus  Barrels £  7  CO 

Ditto            — Back  Action,  Forged  Cocks,  Silver  Bar — Fine  Damascus  Barrels...  £  9  0    0 

Ditto            — Back  Action,  best  throughout jgl^  q    q 
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SINGLE   BREECH-LOADING   GUNS. 

PIN   FIRE. 
Single  Barrel  Gun — Back  Action  Lock,    Double  Grip  Action,  Skelp-twist   Barrel, 

OX/661  JjOCK        •••       •••       •■•       •••       •••       •••       •••        #••       •••       •••       •••       JCf   4       V       V 

Ditto  — Back  Action  Lock,  Double  Grip  Action,  Stub  Damascus  Barrel, 

O  ucvX  J^C/Ca    •••   •••   •■•   •••   •••   •>•   •••   •••   •••   •••   •••   J(^  4  J  O  \j 

Ditto  — Back  Action   Lock,  Snap   Action,  Side  or  Under  Lever,  Stub 

Damascus  Barrel £  5  10    0 

Ditto  — Back  Action  Lock,  Double  Grip  Action,  Damascus  Barrel £  7     0    0 

Ditto  — Back  Action  Lock,  Snap  Action,  Side  or  Under  Lever,  Damascus 

JDoIx Ua   •••    •••    •••    ••    •••    •••    •••    •••    •••    •••    ••«    9 »»        Jji  7   d   i/ 

Ditto  — Back  Action  Lock,  Snap  Action,  Top  Lever,  Damascus  Barrel    ...    £  7  10    0 

Ditto  — Bar  let  in  Lock,  Double  Grip  Action,  Damascus  or  Silver  Steel 

J^CalXVl  ••*  •..  •.•  ••<  ••.  ...  *••  ...  ...  ...  ...  aaa  JK      O  i/  (/ 

Ditto  — Bar  let  in  Ijock,  Snap  Action,  Side  or  Under  Lever,  Damascus  or 

Silver  Steel  Barrel        £  8  15    0 

Ditto  — Bar  let  in  Lock,  Snap  Action,  Top  Lever,  Damascus  or  Silver 

Ou€6i  J3arrei    ...      ...     ...      ...     ••»      ...      ...     ...      ...     ...     ,,,     j^  9  Id     0 

oentraij  fire. 

Single  Barrel  Gun— Back   Action  Lock,   Double  Grip  Action,  Skelp-twist    Barrel, 

Oueei  jjoca      ...      ...      ••.      ...     •••      ...      ...      ...      ...      ,,,      ,,,     jk  4     7     6 

Ditto  — Back  Action  Lock,  Double  Grip  Action,  Stub  Damascus  Barrel, 

supcxior  •••      •••      •••     •••      •••      •••      •••     •••       ••      •••      99.      ,,^     jK  0     0     0 

Ditto  — Back  Action  Lock,  Snap  Action,   Side  or  Under  Lever,   Stub 

Damascus  Barrel £  5  15    0 

Ditto  — Back  Action  Lock,  Snap  Action,  Top  Lever,  Stub  Damascus  Barrel    £  6  10    0 

Ditto  — Back  Action  Lock,  Double  Grip  Action,  Damascus  Barrel    ..     ..      £  7    o    0 

Ditto  — Bar  let  in  Lock,  Double  Grip  Action,  Damascus  Barrel        £  8  15    0 

Ditto  — Bar  let  in  Lock,  Snap  Action,  Side  or  under  Lever,  Damascus 

uarrei     ...     ..■     ...     ...     ••.     ...     ••.     ...     ...     ...     ,,,     ,,,     £9X5    0 

Ditto  — Bar  let  in  Lock,  Snap  Action,  Top  Lever,  Damascus  Barrel £10  10    0 

Ditto  —Ditto,  best  throughout     £12    0    0 

If  for  No.  10  Cartridge,  10/6  extra.    Rebounding  Locks,  3/-  extra.    Snap  Fore-end  Bolts,  10/-  extra. 
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DOUBLE    BREECH-LOADING   GUNS, 


PIN    FIRE. 

Double  Barrel  Gun — Back  Action  Locks,  Double  Grip  Action,  Skelp-twist  Barrek    ...  £  4  15  0 

Ditto           —           Ditto,                   ditto                    ditto,         superior  ...  £  5  10  0 

Ditto           — Back  Action  Locks,  Snap  Action,  Side  or  Under  Lever,  ditto    ...  £  6    0  0 

Ditto  — Back  Action  Locks,  ditto  Top  Lever  ditto  ...  £  6  10  0 
Ditto           — ^Back   Action  Locks,  Steel-freed  Locks,   Double   Grip    Action, 

Damascus  Barrels £  7    0  0 

Ditto  — Back  Action  Locks,  Steel-freed  Locks,  Snap  Action,  Side  or  Under 

Lever,  Damascus  Barrels     £  7  10  0 

Ditto  — Back  Action  Locks ,  ditto  ditto  Top  Lever, 

Damascus  Barrels £  8    0  0 

Ditto           — Bar  let  in  Locks,  Double  Grip  Action,  Damascus  Barrels    £  8     0  0 

Ditto           — Bar  let  in  Locks,  Snap  Action,  Side  or  Under  Lever,  ditto £  8  15  0 

Ditto            — Bar  let  in  Locks,      ditto          Top  Lever,  ditto £9     5  0 

Ditto           — Bar  let  in  Locks,  Double  Grip  Action,  Fine  Damascus  Barrels  ...  £  9     5  0 

Ditto           — Bar  let  in  Locks,  Snap  Action,  Side  or  Under  Lever,  ditto      ...  £  9  15  0 

Ditto            — Bar  let  in  Locks,        ditto.        Top  Lever,  ditto £10  10  0 

Ditto  — Bar  let  in  Locks,  Double  Grip  Action,  ditto,  Superior,  with  Snap 

Fore-end  Bolts      £11     0  0 

Ditto  — Bar  let  in  Locks,  Snap  Action,  Side  or  Under  Lever,  Superior 

with  Snap  Fore-end  Bolts     £ir  10  0 

Ditto  — Bar  let  in  Locks,  Snap  Action,  Top  Lever,  Superior  with  Snap 

Fore-end   Bolts     £12     0  0 

Ditto            — Bar  let  in  Locks,  Double  Grip  Action,  best  throughout,  ditto     ...  £15  15  0 

Ditto            — Bar  let  in  Locks,  Snap  Action,  Side  or  Under  Lever,  ditto,  ditto  £16  10  0 

Ditto            — Bar  let  in  Locks,  Snap  Action,  Top  Lever,  ditto,  ditto      £17     5  0 

Snap  Fore-end  Bolts  to  Guns,  where  not  specified,  10/-  extra. 

Pistol  Hand  Stocks,    15/-  to  21/-  extra.         Brazier  Locks,  4o/-  extra. 
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DOUBLE   BREECH-LOADING   GUNS. 

PIN   PIRE-(0ONTINUED). 

Double  Barrel  Gun — Snap  Action,  Side  Lever £4    4  0 

Ditto  —Double  Grip  Action,  Skelp-twist  Barrels £500 

Ditto            — Double  Grip  Action,  Skelp-twist  Barrels,  Superior       £515  0 

Ditto            — Snap  Action,  Side  or  Under  Lever,  Skelp-twist  Barrels,  Superior  £  6  10  0 

Ditto    '       — Snap  Action,  Top  Lever,  Skelp-twist  Barrels,  Superior      £  7    0  0 

Ditto            — Steel-freed  Locks,  Double  Grip  Action,  Damascus  Barrels £  6  15  0 

Ditto  — Steel-freed  Locks,  Snap  Action,  Side  or  Under  Lever,  Damascus 

^^CUA  cJUS   •••    •••    •••    •••    •••    •••    ••■    •••    •••    •••    •••    ■••  J^     4         ij  \f 

Ditto  — Steel-freed  Locks,  Snap  Action,  Top  Lever,  Damascus  Barrels  ...  £  7  15  0 
Ditto           — Leg-over  Locks,  Double  Grip  Action,  Percussion  Fence,  Damascus 

^jarreio  •••  •••  •••  •••  •••  •.•  •••  •••  •••  ■••  •••  •••  Jw  #  x vi  Xi 

Ditto  — Leg-over  Locks,  Double  Grip  Action,  Best  Percussion  Fence  ...  £  8  15  0 
Ditto           — ^Leg-over    Locks,    Snap    Action,    Side  or   Under   Lever,    Best 

Percussion  Fence,  Damascus  Barrels £915  0 

Ditto  — ^Leg-over  Locks,  Snap  Action,  Top  Lever,  Best  Percussion  Fence, 

Damascus  Barrels £10  10  0 


Ditto 

— Thomas's  Patent, 

Top  Lever,  Di 

imascus  '. 

Ditto 

— Thomas's  Patent, 

ditto 

ditto 

Ditto 

— Thomas's  Patent, 

ditto 

ditto 

Ditto 

—Double  Bolt 

ditto 

ditto 

Ditto 

—Double  Bolt 

ditto 

ditto 

Ditto 

—Double  Bolt 

ditto 

ditto 

Ditto 

—Hall's  Patent 

ditto 

ditto 

Ditto 

—Hall's  Patent 

ditto 

ditto 

Ditto 

—Hall's  Patent 

ditto 

ditto 

Superior     £12    0    0 

Best  ...     .«     ...     £13  10    0 


•••  •••  •••  ••• 


£11     0  0 

Superior     £12     0  0 

Best £13  10  0 

•  ..        ...        ...        ...       Jw  JL  '       \J  Kf 

Superior     £12    0  0 

Best    £13  10  0 


17 


Rebounding  Locks  to  any  of  the  above  Guns,  6/-  extra. 
Snap  Fore  End  Bolts,  10/^  extra. 


126 
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DOUBLE    BREECH-LOADING   GUNS, 


CENTRAL    FIRE,    BAB    LOOKS. 


Double  Barrel  Gun — Double  Grip  Action,  Damascus  Barrels      £800 


Ditto 


— Snap  Action,  Side  or  Under  Lever,  Damascus  Barrels £  8  15    0 


Ditto 


— Snap  Action,  Top  Lever, 


ditto 


...     ...     •••    £  9  15    0 


Ditto 


Ditto 


Ditto 


— Leg-over  Locks.  Double  Grip  Action,  Percussion  Fence,  Damascus 

i^arreis    •••     ■••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     J&xv  xv    v 

— Leg-over  Locks,  Snap  Action,  Side  or  Under  Lever,  Percussion 

Fence,  Damascus  Barrels     £11    0    0 

— Leg-over  Locks,  Snap  Action,  Top  Lever,  Percussion  Fence, 

Damascus  Barrels «..    £12    0    0 


Ditto 
Ditto 
Ditto 
*Ditto 
*Ditto 
*Ditto 
♦Ditto 

♦Ditto 
<>Ditto 


— Thomas's  Patent. 


—Double  Bolt, 
—Hall's  Patent, 


ditto 


ditto 


ditto 


ditto 


ditto 


ditto 


— Double  Grip  Action,  Superior 

— Snap  Action,  Side  or  Under  Lever,  Superior.. 


— Snap  Action,  Top  Lever, 
— ^lliomas's  Patent,  ditto 

—Double  Bolt,         ditto 

—Hairs  Patent,        ditto 


ditto    .. 


ditto    .. 


ditto    .. 


ditto    .. 


ditto    ...    £12  10    0 


ditto    ...    £12  10    0 


ditto    ...    £12  10    0 


..       ...       ...       .••      JyXft      Sf      U 


...    .•..    £15  10    0 


••      ...       ..•      •.•      JyXf      V     U 


...      «.«      ••«      JtfXO      O     V 


..      ...        .•      ••.      «&Xo      O     V 


...       •••       m»^      Jm  Xo      O      V 


i 


Rebounding  Locks  and  Snap  Fore-end  Bolts  to  all  Guns  marked  thus  ^. 
Kebounding  Locks  to  other  Guns,  6/-  extra.        Snap  Fore-end  Bolts  to  other  Guns,  10/- 

Pistol  Hand  Stocks,   15/-  to  21/-  extra. 


GUNS,  RIFLES,  PISTOLS,  &c. 
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DOUBLE    BREECH-LOADING   GUNS, 


CENTRAL  FIRE.    BAR  LOOKS.— (OONTlNUED.) 


Double  Barrel  Gun — Double  Grip  Action,  Fine  Damascus  Barrels £16  15    0 


Ditto 
Ditto 
Ditto 
Ditto 


Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 
Ditto 


Ditto 
Ditto 
Ditto 


— Snap  Action,  Side  or  under  Lever,  Fine  Damascus  Barrels £17  10    0 


— Snap  Action,  Top  Lever, 
— Thomas's  Patent,  Top  Lever, 


—Double  Bolt, 


Ditto         —Hall's  Patent, 


ditto, 
ditto. 


ditto 
ditto 
ditto 
ditto 


•  ••         •••        Jblo        0        \) 

,..     ...     £19  10    0 
£19  10    0 


•  •  •     •  < 


— Double  Grip  Action,  Best  throughout 


•  ••  •«.  ••! 


— Snap  Action,  Side  or  Under  Lever,  Best  throughout 


— Thomas's  Patent,  Top  Lever, 


—Double  Bolt, 


ditto 


—Hall's  Patent,  ditto 


ditto 
ditto 
ditto 


— Westley  Richard's  Patent,  Top  Lever,      ditto 


I  •     •  •  • 


£19  10    0 


£19  10  0 

£21  0  0 

•  •      ••.      •■•  Xt**^  t)  u 

...  Jb^^  d  V) 


•  •      •••      ...      Xf**^     o     u 


...     £28     0     0 


—Ditto, 


ditto,    Hammerless,  Best  throughout    £31     0    0 


— Patent  Double  Lump,  Back  Action  Locks,  Side  or  Under  Lever  ...    £14    0    0 


•Ditto, 
•Ditto, 


Bar  Form  Locks, 
ditto, 


ditto 


...     £17    0    0 


ditto,  Best     ...     £19  10    0 


>.     ... 


•Ditto,  ditto.  Top  Lever    

-Patent  Double  Lump  and  Double  Bolt,  New  Pattern,  Bar  Form 


£19  10    0 


Locks,  Top  Lever 

•Ditto,  ditto,  ditto,  ditto.  Best 


..  a*.  ...  ... 


>•  ... 


> .  ... 


•"  Acme  "  Hammerless,  with  Safety  Bolt  and  Indicators 

-Ditto  ditto,  ditto,  ditto.   Best 


£22     5  0 

£25    4  0 

£16     0  0 

£19  10  0 


All  these  Guns  are  fitted  with  Snap  Fore-end  Bolts  and  Rebounding  Locks.    Pistol  Hand  Stock  30/- 

extra.      Brazier  Locks  40/-  extra. 
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BREECH-LOADING  ROOK  AND  RABBIT  RIFLES. 

Tum-over  Block,  for  .380  Central  Fire  Cartridge    £  3    5  0 

RemiDgton  Pattern        ditto  ditto  • £  2    5  0 

Remington  Pattern        ditto  ditto  £  2  15  0 

Tranter's  Patent,  for  .320  or  .380  Cartridge  £  4  15  0 

Snider's  Patent,  for  .320,  .380,  .430,  or  .450    Cartridge £  4  15  0 

Martini's  Patent  for  .380  Cartridge    £  5    0  0 

Thomas's  Patent,  Top  Lever £  7  10  0 


SINGLE  BREECH-LOADING  EXPRESS  AND  SPORTING  RIFLES. 

Martini  Henry's  Patent  Carbine,  for  .500/.450  Cartridge £  7  0  0 

Martini  Henry's  Express  Rifle,  for  .500/.450  or  .577/.450  Cartridge     £12  0  0 

Martini  Henry's         ditto  ditto  ditto        Superior,  with  Orthoptic  and 

Wind  Guage  Sights £15  0  0 

Soper  s  Patent  Express  Rifle ...  £17  0  0 


DOUBLE  BREECH-LOADING  EXPRESS  AND  SPORTING  RIFLES. 

CENTRAL    FIRE. 
Double  Rifle — Back  Action  Locks,  Double  Grip  Action,  Stub  Damascus  Barrels  .      ...    £17    0    0 

Ditto    — Bar  let  in  Locks,  Snap  Action,  Side  or  Under  Lever,  Damascus  Barrels — 

Best  throughout    £28    0    0 

Ditto    — Bar-form    Locks,    Patent   Double    Lump,    Damascus     Barrels,    Best 

throughout    ••    £31  10    0 


DOUBLE  BREECH-LOADING  RIFLE  AND  SHOT  GUNS. 

CENTRAL    FIRE. 

Double  Rifle  and  Shot  Gun — Back  Action  Locks,  Double  Grip  Action,  Stub  Damascus 

dirivJO        •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  Jw^aB  SS         V 

Double  Rifle  and  Shot  Gun — Bar  let  in  Locks,       ditto    Damascus  Barrels,  Superior...     £20    0    0 
%uble  Rifle  with  extra  Shot  Barrels,  Best  Damascus  Barrels £84    0    0 
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SINGLE  MUZZLE-LOADING  DUCK  GUNS. 

Single  Gun — Back  Action  Lock,  Skelp-twist  Barrel,  9  to  12  bore £215    0 

Ditto      —  Bar  Lock,  Stub-twist  Barrel,  6  to  9  bore £4  to    £5    0    0 

DOUBLE  MUZZLE-LOADING  DUCK  GUNS. 

Double  Qun — Bar  Locks,  Skelp-twist  Barrels,  9  to  12  bore     £  3  10    0 

Ditto       — Ditto,         Stub-twist  Barrels,  9  to  12  bore       £  5  10    0 

Ditto      —Ditto,         Figured  Barrels,  6  to  9  bore £6  15    0    to    £  9    0    0 

SINGLE   BREECH-LOADING  DUCK  GUNS. 

Single  Gun — Back  Action  Lock,  Double  Grip  x^ction,  Stub  Damascus  Barrel,  No.  8 

VyUil  Ll  AvIkC  •••         •••         •••         ■••         •••         «••         «••         •••         •••         ••-         •••        Ju    O     JL  V        V 

Ditto  — Ditto,  ditto  Percussion  Fence,             ditto,                    ditto  £  9  15  0 

Ditto  — Ditto,  Snap  Action,  Top  Lever            ditto,                   ditto  £12  10  0 

Ditto  — Ditto,  Double  Grip  Action,                  ditto,  No.  4  Cartridge  £14    0  0 

Ditto  — Ditto,  Snap  Action,  Top  Lever,  Damascus  Barrel,          ditto  £18    0  0 

DOUBLE  BREECH-LOADING  DUCK  GUNS. 

Double  Gun — Back  Action  Locks,  Double  Grip  Action,  Damascus  Barrels,  No.  10  Cartridge  £8  15  0 

Ditto    — Ditto,  ditto,  ditto,  superior,        ditto  ...     £10  10  0 

Ditto     —Ditto,  Snap  Action,  Top  Lever,  ditto  ditto  ...     £13    0  0 

Ditto    — Bar  let  in  Locks,  Double  Grip  Action,  Fine  Damascus  Barrels,  No.  10 

V/Hil  l/f  lOicC  ••.  «..  •«•  .*•  ...  ...  «•.  •••  .aa  •**  *••  Jw  '    ■  V  V 

Ditto    — Ditto,  ditto,  ditto,    Best  throughout    £20    0    0 

PUNT   GUNS. 

Muzzle-loading  Punt  Gun,  Twisted  Barrel       1  J"  bore    £28    0    0 

Ditto,  ditto  Ij"     „       £35    0    0 

Ditto,  ditto  li"    „       £40    0    0 

bore  IJ"  li"  U" 

Breech-loading  Punt  Gun,  Drop  Down  Action,  Twisted  Barrel,    £35   ...   £40   ...   £47 

Ditto  Snider  Patent,  ditto  £38   ...   £43  10    £54 

Patent  Breech-Loading  Punt  Gun,  with  Trunnions  or  Recoil  Frame,  l^"  bore.  Best     ...    £65    0    0 
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ALARM   GUNS. 

Alarm  Guns  for  Shutters  or  Doors    £0    9  6 

Alarm  Guns  for  Orchards,  to  fix  on  trees    4/-  to  £0  11  6 

r ailing  Alarm  ijruu ••• ., £0  IX  o 

Binger's  Breech-Loading  Alarm  Gun     £0  13  6 


SINGLE    PISTOLS. 

Single  Bird  Scaring  Pistol each  £0  10  0 

Single  Pistols — Wrought  Actions,  Plain,  Square,  or  Round  Hands per  pair  £0  13  6 

Single  Pistols — Wrought  Action,  Chequered  Round  Hands     per  pair  £0  16  0 


BREECH-LOADING   SALOON    PISTOLS. 

Saloon  Pistols — Plain  Round  Hand     each    14/- to  £0  18  0 

Saloon  Pistols — Chequered  ditto each    18/- to  £1    2  0 

Saloon  Pistols — Tranter's  Patent each    £2    0  0 

Colt's  Deringer  Pistols,  .410  Cartridge        per  pair    £2    8  0 


BREECH-LOADING    REVOLVERS. 

Smith  &  Wesson's  Patent,  .230,  Plated      £2  15  0 

Ditto                   .380,  Extracting  Plated £4  15  0 

Ditto                   .440,  Army  Pattern £5  10  0 

j\  m  en  can  w.x^i  .iSOv/       •••     •••     •••     •••     •••     ••      •«•     •.•■     •••     •••     •■•     •••     •••     •••  jdx     x  v 

Small  Revolver — Double  Action,  .230  Blued,  in  Cigar  Case     £15  0 

Small  Revolver — Double  Action,  .230  Blued,  Nickel  Plated,  Ivory  Stock  in  Cigar  Case, 

with  Nickel  Plated  Mounts £1  17  S 

Constabulary — Double  Action,  .320,  .380,  or  .450  Blued .'     ...  £14  0 

Ditto      —        Ditto                       ditto          Nickel  Plated     .^  £17  0 

Tranter's  Patent  Blued,  .320,  .380,  or   450      £8    7  6 

Patent  Extracting  and  Rebounding  .320,  .380,  or  450  Blued -Best £$    o  q 

Patent  Extracting  and  Rebounding,  .500  Blued — Best    £  6  10  0 

Oak  or  Mahogany  Case  and  Fittings  complete,  10/6  to  15/-  eictra. 
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CARTRIDGE  BAGS,  BELTS,  AND  GUN  CASES. 


I  •  •     •  < 


•  •  •     •  < 


•  ••         •••         •••         •! 


•  ••         •••         •••         •< 


•  •••         •••         •••         ••  •••         •••         ••« 


•  ••         •••         ••• 


Brown  Ganvas  Bags  to  hold    30  Cartridges 

Ditto  50  Cartridges 

Ditto  75  Cartridges 

Ditto  100  Cartridges 

Moleskin  Bags  to  hold  50  Cartridges 

Ditto  50  Cartridges 

Drab  Waterproof  Bag  with  Pocket    

Enamelled  Leather  to  hold  30  Cartridges 

Brown  Leather  Belt  to  hold  24  Cartridges 

Brown  Leather  Belt  to  hold  30  Cartridges,  with  Steel  Spring  Clips 
Cartridge  Magazines,  Black  Canvas,  to  hold  200  Cartridges 


•••     •••     ••• 


•••     •••     ••• 


•  •  •     •  •  • 


Ditto 
Ditto 
Ditto 


ditto 
ditto 
ditto 


It 


it 


if 


Cartridge  Magazines,  Solid  Leather    „ 

Ditto  ditto 

Ditto  ditto 

Ditto  ditto 

Waterproof  Gun  Covers,  Best,  Drab  or  Brown  Canvas     

Ditto  Brown  Canvas 


}} 


a 


a 


300  Cartridges 

400  Cartridges 

500  Cartridges 

200  Cartridges 

300  Cartridges 

400  Cartridges 

500  Cartridges 


•■•  •••  ••• 


•••  •••  ••• 


•••  •••  ••• 


•••  •••  ••• 


•••  •••  ••• 


•••  •••  ••• 


•••  •••  ••• 


•••  •%•  •■• 


•••  •••  ••• 


•••  •••  •■• 


•••  •••  ••• 


•••  •••  ••• 


•••  •••  ••• 


•  •  ■  •  •  • 


'  •  •  •  ( 


I  •  •  •  •  * 


••  •••  ••• 


Solid  Brown  Leather  Holster  with  Lock  and  Sling 

Solid  Black  Leather  Pistol  Holster  and  Belt    


GUN    CASES. 

Mahogany  or  Oak  Gun  Cases     

Mahogany  or  Oak  Gun  Cases,  with  Ring  Handles  and  Brass  Corners    ... 
Best  Black  Canvas  Registered  Box  Pattern,  Straps  Round,  Flat 

Ditto  ditto  with  Tray,        ditto 

Solid  Leather  ditto  ditto 

Ditto  ditto  ditto — Superior 

Oak,  Covered  with  Solid  Leather,  Straps  Round,  Flat    ... 

Ditto  ditto    Spring  Lock  and  Brass  Corners 

Ditto  ditto  ditto  Best  ... 


each 

£0  5 

6 

each 

£0  5 

9 

each 

£0  7 

0 

each 

£0  8 

9 

each 

£0  3 

4 

each 

£0  4 

0 

each 

£0  9 

6 

each 

£0  10 

9 

each 

£0  7 

0 

each 

£0  14 

0 

each 

£0  13 

6 

each 

£0  16 

6 

each 

£1  0 

0 

each 

£1  3 

0 

each 

£1  5 

0 

each 

£1  9 

0 

each 

£1  15 

0 

each 

£2  1 

0 

each 

£0  6 

0 

each 

£0  6 

6 

each 

£1  7 

0 

each 

£0  10 

9 

...  ... 


...  ... 


•  ••  ...  *•■  ••• 


...  ...  ...  ... 


...  ...  ...  ... 


...  ... 


...  •••  ...  **•  ••• 


I  •  ... 


...  ... 


each 

£0  16 

9 

each 

£1  4 

0 

each 

£1  1 

6 

each 

£1  8 

0 

each 

£1  18 

0 

each 

£2  5 

0 

each 

£2  7 

0 

each 

£2  13 

6 

each 

£3  3 

0 
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HOWARD'S    ZIGZAG    HARROWS. 


These  Harrowa  ate  so  widely  known  that  any  lengthened  description  is  unnecessary.  They  an 
etroag,  durable,  and  veil  adapted  for  all  kinds  of  work.  The  tines  are  fitted  into  the  bars  in  a  simple 
manner,  and  by  means  of  a  guard  to  the  nuts  they  are  effectually  prevented  from  shaking  looae. 


Harrows  as  aboTe,  with  4  Beams  each  and  6  rows  of  Tines  with  Whlppletre^ 

complete. 

No.  00,  adapted  for  one  horse  on  very  light  land,  7  feet  wide,  average  weight  J  cwt.  ...  £S  13  I 
No.    0,  adapted  for  harrowing-in  seeds,  and  for  general  use  on  light  land,  7^  feet  wide, 

average  weight  1  cwt £8     0     ( 

No.  14,  recommended  as  finishing  or  seed  Harrows  on  sand  and  light  land,  8(  feet  wide 

average  weight  1^  cwt £8     5     ( 

No.  12,  recommended  as  general  seed  Harrows,  91  feet  wide,  average  weight  if  cwt,  ...  £8  17  I 
No.  1 1,  adapted  for  three  horses,  but  frequently  used  with  a  pair,  10  feet  wide,  average 

weight  2l  cwt £4    7     ( 

Prices  with  4  Beams  and  6  rows  of  Tines  with  Whippletree,  complete. 

No.  15,  recommended  as  seed  Harrows,  SJ  feet  wide,  average  weight  U  cwt £3  12    ( 

No.  1.3,  adapted  for  a  pair  of  Horsfcs,  9i  feet  wide,  average  weight  1 J  cwt £4  7) 

No.  10,  adapted  for  three  horses,  lOj  feet  wide,  average  weight  2|  cwt £5  10    ( 

Prices  with  3  Bewns  and  5  rows  of  Tines  with  Whippletree,  ccnnplete. 
No.  12,  same  strength  as  the  4-beam  No.  12,  7i  feet  wide,  average  weight  li  cwt       ...     £3     7    < 
No.  11    same  strength  as  the  4-beam  No.  11,  but  for  a  pair  of  horses,  7^  feet  wide, 

avto^e  weight  ij  cwt £8  17    ( 

Prices  with  Three  Beams,  and  6  Bows  of  Tines,  with  Whippletree,  oompletei 
No.  10  same  strength  as  the  4-beam  No.  10,  but  more  adapted  for  uneven  land,  8  feet  wide, 

average  weight  2j  cwt £4  10    I 

No.  10  same  as  preceding,  but  with  four  Harrows  to  the  set,  10^  feet  wide,  average 

weight  2l  cwt £S  10    < 
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HOWARD'S   JOINTED    HARROWS. 

These  Harrows  are  the  same  in  principle  as  those  on  the  preceding  page,  but  are  furnished  with 
joints  in  the  centre  of  each,  which  allow  them  to  adapt  themselves  to  the  form  of  the  ridges  or  any 
unevenness  of  the  surface.  By  a  simple  arrangement,  these  joints  may  be  instantly  locked,  or  allowed 
as  much  play  as  required,  but  in  v6ry  rough  work  they  are  better  fastened. 

Prices,  with  Pour  Beams,  and  5  rows  of  Tines,  with  Whippletree,  complete. 

No.    0,  adapted  for  harrowing-in  seeds,  and  for  general  use  on  light  land,  7 J  feet  wide, 
average  weign u  l  c wd. •••     •••     •••     ••»     •••     •••     •••     «,,     ,,.     ,,,     ,,,     ,,, 

No,  14,  recommended  as  finishing  or  seed  Harrows  on  sand  and  light  land,  8  j  feet  wide, 
average  weignti  I4  cwu.       •••     •••     •••     •••     «••     •••     •,«     «,.     .,,     ,,,     ,,, 

No.  12,  recommended  as  general  seed  Harrows,  9 J  feet,  average  weight  If  cwt 

No.  11,  adapted  for  three  horses,  but  frequently  used  with  a  pair,  10  feet  wide,  average 

Wvl|(Uu   ^I  (^WUa         .*•         •*•         ...         •.•         •••         *•.         •*•         «••         •••  ,««         ,,,         ,,,         ,,, 

Prices,  with  Pour  Beams,  and  6  rows  of  Tines,  with  Whippletree,  complete. 

No.  15,  recommended  as  seed  Harrows,  8^  feet  wide,  average  weight  Ij  cwt £3  18 

No.  13,  adapted  for  a  pair  of  horses,  9^  fjet  wile,  average  weight  1|  cwt £4  13 


£3    6    0 


£3  11 
£4    3 


0 
6 


£4  13    6 


No.  10,  adapted  for  three  horses,  10 J  feet  wide,  average  weight  2}  cwt.... 


...  ...  ... 


6 
6 
£5  16  0 


No.  18 
No.  18 
No.  19 
No.  19 
No.  19 
No.  20 
No.  20 
No.  20 
No.  21 
No.  21 
No.  21 


HOW^ARD'S 

ZIGZAG    HARROWS    WITH    TWO    BEAMS. 

These  Harrows  are  specially  intended  for  land  ploughed  in  narrow  ridges  or  stitches  of  eight 
ten,  or  twelve  furrows.  The  Whippletree  is  arranged  for  the  horses  to  walk  in  the  furrows  between 
the  ridges.  The  Harrows  having  but  two  beams  drop  into  the  furrows  and  adapt  themselves  to  the 
shape  of  the  ridge. 

No.  18,  with  Whippletree,  complete,  4  Harrows  to  the  set,  for  10-furrow  stitches,  9}  feet 

wicie.  weisTnu  ^9  C/W^u.  ...     ...     ...     ...     .*•      ...      ..     ...     ...     ...     ...     ... 

with  Whippletree,  complete,  5  Harrows  to  the  set,  for  12-furrow  stitches,  11  feet 

wicie.  w e  1  aTi  1  w  o  c>wu«     ...     ...     ...     ...     ...     ...     •.*     *••     ...     ...     ...     ... 

with  Whippletree,  complete,  6  Harrows  to  the  set,  for  14-furrow  stitches,  12  J  feet 

wide.  weigQv  ^9  cwv.  ...     ...     **.     ...     ...     ...     ...     ...     ...     ...     ...     ... 

with  Whippletree,  complete,  5  Harrows  to  the  set,  for  8-furrow  stitches,  7f  feet 

wide,  weigQv  4M  cwu.     ...     ...     ...     ...     ...     ...     ...     ...     ...     ...     ...     *•• 

with  Whippletree,  complete,  6  Harrows  to  the  set,  for  10-furrow  stitches,  9  J  feet 

^^icie,  wei^nD  ^7  cwu.  ...     ...     ...     ...     ...     ...     ...     ...     ...     ...     ...     ... 

with  Whippletree,  complete,  7  Harrows  to  the  set,  for  l?-furrow  stitches,  1 1  feet 

wide,  ^veiiTQi/  ^i  cwu.  ...     ...     ...     ...     ...     ...     •«.     »••     .»•     •«.      ..     ... 

with  Whippletree,  complete,  5  Harrows  to  the  set,  for  8-furrow  stitches,    7f  feet 

wide,  weight  Ij  cwt ' 

with  Whippletree,  complete,  6  Harrows  to  the  set,  for  10-furrow  stitches,  9|  feet 

wide,  weight  2  cwt 

with  Whippletree,  complete,  7  Harrows  to  the  set,  for  12-furrow  stitches,  1 1  feet 

wide,  weignt  2j  cwt-  ...     ...     •.•     •••     •••     •••     •«. 

with  Whippletree,  complete,  5  Harrows  to  the  set,  for  8-furrow  stitches,  7 J  feet 

wide,  weight  I4;  cwt 

with  Whippletree  complete,  6  Harrows  to  the  set,  for  10-furrow  stitches,  9 J  feet 

wide,  weight  Ij  cwt 

with  Whippletree,  complete,  7  Harrows  to  the  set,  for  1 2-funow  stitches,  1 1  feet 

wide,  weight  2  cwt. 

18 


«•«     ...     ...     ...     ...     ..      .*.     ...     ...     *••     .;•     ••• 


£4 

12 

6 

£5 

7 

6 

£6 

2 

6 

£4 

12 

G 

£5 

7 

6 

£6 

2 

6 

£4 

5 

0 

£4 

17 

6 

£5 

10 

0 

£3 

10 

0 

£4 

2 

6 

£4 

15 

0 
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HOWARD'S   ZIGZAG    DRAG    HARROWS. 

These  Harrows  are  made  with  long  curved  tines,  ver}-  strong  and  darable,  and  are  thoroughly 
ailapfted  for  heavy  work.  They  can  be  used  with  three  or  four  horses  on  rough  CeJIowb,  and  are  made 
to  draw  backward  or  forward. 

No.  18,  with  \Vhippletree,  complete,  3  Harrows  to  the  set,  9  feet  wide,  tines  9  inches 

long,  average  weight  2^  cwt £5    5    0 

No.  17.  with  Whippletree,  complete,  3  Harrows  to  the  set,  10|  feet  wide,  tines  10  inches 

long,  average  weight  3|^  cwt £6  10    0 

No.  16,  with  Whippletree.  complete,  2  Harrows  to  the  set,  7  J  feet  wide,  tines  12  inches 

long,  average  weight  2|  cwt £5  10     0 


HOWARD'S  DRAG  HARROWS  WITH  HANDLES. 

ITiese  are  the  same  as  the  Drag  Harrows  above  described,  but  fiimished  with  handles,  so  that  the 
tines  can  be  pressed  into  the  ground,  or  lifted  out  to  clear  them,  as  oc-casion  may  require.  They  are 
made  with  pointed  or  chisel-shaped  tines,  and  can  be  used  with  three  or  four  horses  on  rough  fallows. 

They  are  very  strong  and  durable,  and  for  some  work  are  more  efficient  than  Scarifiers, 

H  17,  a  i»air  of  3  beam  Harrows  with  Whippletree,  complete,  7  feet  wide,  average  weight 

^2  ^"^'  •      •     ••       Jb^  X5     0 

H  17,  a  pair  of  4  beam  Harrows  with  Whippletree,  complete,  9J  feet  wide,  average  weight 

•'  '^Wl.    •«.         ...         ...         ,,,  ,,         ,,,        ,,,         ,,,         .,,         ,,,         ,,,         ,,,        ,,,        ,,,        ,,,        Jtw        vF        V 

H  18,  with  4  beams  in  each  Harrow,  and  Whippletree,  complete,  8  feet  wide,  average 

weight  "2^  (jwt , ,     j^Q     Q  .Q 

11  ir,,  a  pair  of  3  beam  Harrows  with  Whippletree,  complete,  7|  feet  wide,  average 

weight  3  cwt £6  17     6 

II  ir,,  a  |»air  of   4  beam  Harrows  with  Whippletree,  complete,  9|  feet  wide,  average 

W^'I^Ilt,  «7J  cwt , , „       jgy       'J      0 
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HOWARD'S 

NEW  FLEXIBLE  STEEL  CHAIN  HARROWS. 


This  New  Patent  Flexible  Harrow  is  nn  iinproveH  form  of  Grass  Harrow  and  will  do  as  much 
work  in  going  over  a  field  once  as  the  ordinary  Chain  Harrow  will  do  at  three  times. 

ITie  tripods  are  constructed  of  wrought  steel  rods  of  an  improved  form,  so  that  while  the 
Harrow  is  very  pfficieut  upon  grass,  it  is  equally  serviceable  on  arable  land. 

On  arable  land,  the  Harrow  should  be  drawn  the  reverse  way. 


PRICE  S:- 

P  W  1,  for  one  hor^,  to  cover  61  feet,  average  weight  1  cwt 

P  W  2,  for  two  horses,  to  cover  8  ft'ct,  average  weight  2  cwt 

F  W  3,  for  three  horses,  to  cover  12  feet,  average  weight  3j  cwt.  ... 
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HOWARD'S  FLEXIBLE  GRASS  HARROWS. 

This  Harrow  is  composed  of  spiked  tripods  connected  by  wrought  steel  links,  and  its  construction 
is  so  simple  that  a  new  tine  or  link  can  be  put  into  the  Harrow  in  the  field.  The  points,  which  are 
case-hardened  on  each  side,  are  longer  on  one  side  than  the  other,  and  are  rounded  off  at  the  back. 
The  Harrow  may  be  worked  backward  or  forward,  or  on  either  side,  according  to  the  state  of  the  land 
and  the  kind  of  work  to  be  done.  The  ground,  therefore,  is  penetrated  more  or  less,  as  may  be 
desired.     It  will  be  found  very  useful  for  harrowing  and  cleaning  Park  roads. 


PRICE  S:- 

F  I,  for  one  horse,  to  cover  6 J  feet,  average  weight  l^cwt £2    2    0 


P  2,  for  two  horses,  to  cover  8  feet,  average  weight  2 J  cwt.     ... 


...     £3  10    0 


F  3,  for  three  horses,  to  cover  12  feet,  average  weight  4  cwt £4  15    0 


DENTON'S 

PATENT  MACHINE-MADE  CHAIN  HARROWS. 

These  Harrows  are  recommended  for  Covering  Seeds,  Gathering  Twiteh,  Spreading  Manure, 
Dressing  Grass  Land,  &c.  They  are  made  entirely  of  wrought  iron.  The  links  are  turned  by 
Patented  Machinery  and  made  perfectly  square — the  land  being  well  worked  and  the  Harrow 
rendered  self-relieving. 


PRICES:- 


Width.  Length. 


ft.  in. 


ft.    in. 


O  \f       •••   (   o   ■••   •••   •••   •••   •••   •••   ••• 


6  0  . 

7  6  . 

8  0  . 
10  0  . 


/^ 


General 
Purposes. 

£2    0     0 


I  O  •••    •••    •••    •.•    ••«    •••    •••    •••  Af^  1  v  v/  ... 

7  6  with  Flexible  Expanders  and  Hooks  £3  5  0  ... 

I  O  •••         ...          •.•          •*•         •*.          ...            ..          ..•  JbO  Iv  U  ... 

I  o  ...       ...       •••       ...       ...       ...       ...       ...  Jt^  o  u  ... 


7     6 


I..     ...     ... 


£4  10    0    Speci 


I     o     •••     •••     •#•     •••     •••     ••*     ...     «.* 


Heavy. 

..£2     5  0 

..     £2  15  0 

..     £3  10  0 

..     £3  15  0 


ally  for  gathering  twitch, 
..£450 
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DENING'S 

COMBINED  TINE  AND  CHAIN   HARROWS. 


Tlu'se  Harrows  are  made  to  divide,  ao  tliat  the  front  or  heav}- part  can  be  removed  and  the 
remainder  used  as  a  light  Harrow.  'I'hey  are  extensively  used  to  prevent  the  growth  of  red  weed  in 
wheat,  charlock  in  barley,  &c. 


PRICES:- 

ft. 

io. 

ft.     in. 

Combined  Tine  and  Chain. 

One-horsepower 

5 

0  wide 

by  7     6  long    ... 

£3     0     0 

Two-horse     „     

7 

6        „ 

7     6     „       ... 

£4  10    0 

Two-horse     „     

8 

6       „ 

7   e   „     ... 

£5    5    0 

Three-horse  , 

10 

0       „ 

7     6     „       ... 

£6     5    0 

Kour-horse    „     

12 

6        „ 

7     6     „       ... 

£7  15    0 

These  Harrows  can  be  made  of  round  instead  of  square  iron,  but  are  not  bo  efficient  in  working. 


ijS  HARROWS. 


PAGE'S 

IMPROVED  PATENT  CHAIN   HARROWS. 


The  peculiarity  of  these  Implements  consists  in  being  made  eutirely  of  square  wrought  iron  links, 
working  loosely  in  each  other.  They  have  the  property  of  cleaning  themselves  from  all  accumulation 
of  soil,  and  are  rendered  self- relieving  by  the  introduction  of  smaller  iron  in  links,  forming  back  part 
of  Harrow,  and  as  there  is  no  rigid  framework  they  follow  closely  the  surface  of  the  soil  however 
uneven  it  might  be,  and  are  universally  admitted  to  be  the  most  efficient  and  useful  Implement  for 
covering  seeds,  pulverizing  the  surface  of  fallows,  dressing  in  manure  on  grass  land,  and  for  gathering 
twitch  or  weeds  of  any  description. 

PRICES:- 

Width.  Length.  Light.  Medium.  Heavy, 

ft.  in.  ft.  in.  £    ".     ±  £    s.     d.  £    s.     d. 

6  0      7     6     2  10    0     ...     ...     2  15    0     3    2     6 

7  6       ..       ...       7     6     3     0     0     3     5     0     3  12     6 

8  6      7     6     3  10     0     3  15     0     4     2     6 

^^  Harrows  of  any  size  or  strength  made  to  order. 

Medium  Harrows,  7ft,  6in.  square,  recommended  for  general  purposes. 


HARROWS. 
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PAGE'S    (Late    WILLIAMS') 

PATENT  DIAGONAL  IRON   HARROWS. 


E.  Page  &  Co/s  Harrows  are  manufactured  upon  the  well-known  principle  first  introduced  by 
their  predecessors,  Messrs.  Saunders  and  Williams.  I'liere  is  certainly  no  better  system  for  the 
construction  of  Iron  Harrows,  owing  to  the  weight  being  distributed  equally  over  the  whole  surface 
and  each  tine  pressing  into  the  ground  with  uniform  weight. 

The  heads  of  the  tines  are  also  made  to  hold  the  bars  of  the  framework  together,  so  that  the 
greatest  strain  is  brought  to  bear  upon  the  very  strongest  part  of  the  Harrows. 


Price  of  Set  of  Three  Harrows,  with  Pole,  Chains,  &c.,  complete. 

No.  0  0.  For  very  light  land,  7ft.  9in.  wide,  for  one  horse,  average  weight  2  qrs.  20  lbs.     £2     2     0 
No.  0.      Well  adapted  for  general  use  on  grass  lands,  and  harrowing  in  seeds,  &c.,  on 

light  land,  for  one  horse,  weight  3  qrs.  7  lbs.,  width  7ft.  9in £2     7     6 

No.  Oj.     Very  strong  Seed  Harrows,  can  be  worked  by  one  horse,  width  8ft.,  weight 

O  U F9«  M ^  1  UiS«    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    J^O        \f        V/ 

No.  1.       A  set  of  three  compact  Iron  Harrows,  and  adapted  for  seed  or  finishing  Harrows 

width  8ft.  3in.,  weight  1  cwt.  25  lbs £3  10    0 

No.  1^.     Heavier  and  stronger  than  No.    1,  adapted  for  two  horses,  recommended  as 


general  seed  Harrows,  width  7ft.  6in.,  weight  IJ  cwt. 


•••     •••     ••* 


...     £3  15    0 


No.  2.      Adapted  for  two  or  three  horses,  width  9ft.  8in.,  weight  2  cwt. 


.  •  •     •  •  •     .  < 


£4     0    0 


No.  3.      Adapted  for  three  horses,  width  12ft.,  weight  2  cwt.  2  qrs.  7  lbs £5    0    0 


HARROWS. 


E.   PAGE   &  Co.'s 

PATENT  ADJUSTABLE  SOLID  TOOTH  DRAG  HARROWS. 

rrhe  stamp  Duty  of  £100  was  paid  on  these^Harrows  in  1876. 


"  The  Framtiof  these  Harrowij  consists  of  two  zig-^  portions, 
tach  with  a  Haadle  attached  to  facilitate  lifting  up  in  the  event 
of  the  TiDOB  becoming  clogged,  and  each  portion  carries  fifteen 
Teeth.  The  peculiarity  cousista  in  the  Tinea  being  held  in 
malleable  sockets,  which  are  placed  between  the  Cross  Bars  ;  the 
Bars  are  held  together  b^  a  strong  bolt  and  nut,  and  the  Tines 
are  fi.xed  by  a  key.  This  urrangemeDt  allows  of  the  removal  of 
a  portion  of  the  Tinea  if  desiraUe. 

"  The  position  of  the  Sockets  and  the  form  of  the  Teeth  will 
be  understood  by  the  annexed  tiketcb. 

"  The  curved  Tooth,  together  with  the  weight,  causes  these 
Harrowa  to  act  in  the  same  manner  as  a  light  Cultivator,  to 
to  which  they  are  closely  allied." 


of  t]ie  Tooth 
the  angle  of 


The  Harrowa  can  be  supplied  with  either  Duck  Feet  o 
Points,  if  required,  at  the  same  price. 


Bnlarged  uda 
and  Faat«nmg 

th«  Oroas  Batm. 
Pair  of  E  Heavy  Drag  Harrows,  covering  fift.,  Tines  18  inches  long,  weight  fl  cwt.,  suitable 

for  Steam  Cultivation  or  Horse  Power  on  heavy  land     

Pair  of  W  Medium  Drag  Harrows,  covering 8ft., Tinea  16  inches  long,  weights  cwt.  1  qr., 

suitable  for  four  orsix  horses     

■Pa/r  of  S Light  Drag Hairows,  covering  7ft.,  Tines  13  ins.  long,  weight  2  cwt.  Oqrs.  14  lbs., 
tor  tbne  horees    


Spud 


HARROWS. 


E.    PAGE    &    Go's 

PATENT   ADJUSTABLE    SOLID    TOOTH    TRIANGULAR 
DRAG    HARROW. 


This  Implement  has  met  with  a  very  large  »al«  ;  being  fitted  with  E.  Page  &  Co.'s  Patent 
Adjustable  Teeth,  it  ia  easily  altered  to  take  any  width  by  simply  removing  the  outside  teeth,  and 
thus  enables  the  occupier  to  suit  its  draught  to  the  pi)wer  available  ;  from  one  to  four  horses  being 
required  according  to  depth  and  width.     For  the  cultivation  of  faoj>s  it  is  invaluable. 

The  working  of  this  Harrow  cannot  fail  to  give  the  greatest  satisfactiou,  as  all  the  weeds  are 
brought  to  the  surface  and  a  fine  tilth  ensured. 


PRICES:- 

Large  Triangular  Harrow,  marked  W,  "  The  Standard,"  covers  4fi;.  Sin.,  frame  being  Jin. 

square  iron,  and  14  teeth  13-1G"  square  fitted  with  Malleable  Castings  and 

iron  draught  bar.  weight  1  cwt.  "2  qra,  15  lbs  .... 
Small  Triangular  W  Harrow,  with  10  teeth,  covers  3ft.  Sin.^ 
Large  Triangular  Harrow,  marked  S,  covers  4ft.  2in.,  frame  | 

square,  weight  I  cwt.  0  qrs.  7  lbs 

Small  Triangular  Harrow,  marked  S,  covers  3ft.  lin.,  witli  9  teeth  weight  3  qrs.  5  lbs.  ... 
£  Triangular    Harrow     


,  weight  I  cwt.  0  qrs.  'JJlbs. 
|in.  square,  13  teeth  11-16" 


£H  HI 
£■2   \0 

£■2  10 
£2  0 
£5     0 


The  Tines  can  be  had  either  with  Duck  Feet  or  Spud  Points  at  the  same  vriee- 


14' 
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E.    PAGE    &    Co.'s 

PATENT  HANDLED   DRAG   HARROWS. 


These  Harrows  vurk  iu  pairs,  aud  are  each  fitted  with  20  long  curved  tioes  so  as  to  draw 
deeply  into  the  ground. 

They  can  be  used  with  three  or  foar  horsisa,  ind  are  often  more  efficient  than  Scarifiers — they 
are  fitted  with  handles  so  as  to  relicvi;  the  contents  as  required. 


P  E  I  O  E  S  :- 

No.  7,     Drag  Harrows,  width  7  feet,  weight  1(  cwt 

No.  8,     Drag  Harrows,  width  7  feut,  weight  2  cwt 

No.  8j,   Z?/-,i^ff/jfrjir,*,  »i  1th  8  fiiiit,  weiijht -ii  cwt 


£3  10    0 

£4     0    0 

£4  10     0 


HARROWS. 
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E,     PAGE    &    Co.'s 

NEW  PATENT  LEVER  DRAG  HARROW  WITH  WHEELS 
AND    ADJUSTABLE    TINES. 


TbU  Harrow  is  a  very  serviceable  Implement,  beiiiy  mounted  on  three  wheels,  the  land 
can  be  harrowed  deeper  or  shallower  by  means  of  the  Tine  Adjustment  or  the  Lever  Adjustment 
or  by  both. 
No.  1,  Lever  Drag  Harrow,  with  three  wheels  and  19  Patent  Adjustable  Tines £  6    5    0 


HOWARD'S  PATENT  SELF-LIFTING  WHEEL  HARROW, 

L  2,  for  two  or  three  horses,  with  three  wheels  and  18  Tines £  8  10  0 

L  3,  for  three  or  four  horses,  with  three  wheels  and  23  Tines £  9  10  0 

L  i,  for  four  horses,  with  three  wheels  and  25  Tines       £11     0  0 

The  Implement  can  be  cleared  without  stopping  the  horses,  at  any  part  of  the  field. 
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FOWLER'S    PATENT   TURNING    HARROW. 


This  Implement  is  a  combination  of  Cultivator  and  Harrow  and  is  adapted  fordoing  work  which 
may  be  described  as  half-way  between  that  eflfected  by  a  Cultivator  and  Harrow. 

This  Implement  i^  constructed  in  three  pieces,  so  as  to  accommodate  itself  to  uneven  surfaces, 
and  will  take  a  breadth  of  from  10  to  15  feet ;  it  is  specially  designed  and  adapted  to  work  in  land 
which  has  been  steam-ploughed,  dug,  or  cultivated  in  the  previous 'Sutumn,  and  it  will  do  everything 
necessary  in  the  spring  to  ensure  the  land  being  in  a  proper  stat<3  for  any  kind  of  crop.  The  St,eering 
Frame  is  so  arranged  that  it  will  take  different  Harrows,  from  the  lightest  seed  Harrow  up  to  regular 
light  cultivating  tools.  It  also  can  be  fitted  with  Light  Kidging  Ploughs.  It  is  lifted  at  the  end 
and  turned  round,  thus  getting  into  new  work  at  once,  in  a  similar  way  to  the  action  of  a  Steam 
Cultivator. 

Three  Ridging  Boilies  can  be  put  on  the  Steering  Frame  by  removing  the  Harrow  Frame. 

This  exceedingly  useful  Implement  is  made  of  wrought  iron,  with  welded  sockets  for  the  tines. 

A  Light  Harrow  or  any  such  Implement  may  be  hung  behind  it  if  desired. 

Two  kinds  of  Shares  are  made  for  this  Implement,  one  a  broad  Share  for  cutting  the  whole 
ground,  and  the  other  a  square  pointed  Share  for  moving  the  soil  only  ;  but  the  requirements  of  the 
farmer  will  always  determine  which  of  these  Shares  should  be  used.  As  a  matter  of  economy  it  is 
advisable  to  keep  a  complete  set  of  tines  and  points  of  each  kind  always  in  stock. 


PRICES:— 

Patent  Turning  Harrow,  10  feet  wide— Iron  Tines £86  0  0 

Patent  Turning  Harrow,  10  feet  wide— Steel  Tines £88  0  0 

Patent  Turning  Harrow,  15  feet  wide— Iron  Tines £94  0  0 

Patent  Turning  Harrow,  15  feet  wide— Steel  Tines f97  0  0 
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FOWLER'S  ORDINARY  STEAM  HARROW. 

This  Implement  will  take  a  breadth  of  from  12  to  18  feet,  and  thus  from  40  to  60  acres  can  be 
easily  gone  over  in  a  day.  This  operation  is  all  that  is  necessary  for  spring  cultivation  when  land 
has  been  thrown  up  roughly  by  the  "  digging  breasts  "  in  the  previous  autumn. 

The  Harrow  is  very  strongly  constructed,  can  be  driven  at  a  high  speed,  and  the  tines  will  be 
found  to  penetrate  the  soil  to  a  great  depth.  The  Harrow  under-frames  can  be  removed,  and  Rollers, 
Clod  Crushers,  Norwegian  Harrows,  or  any  other  Iinpleinents,  substituted  for  them. 

PRICES:— 

Ordinary  Steam  Harrow,  4  framed     £50  0  0 

Ordinary  Steam  Harrow,   'i  iraiiuMl    £55  0  0 

Ordinary  St<?am  llariow,  <>  iViimud    £60  0  0 


HOWARD'S   PATENT  STEAM   HARROWS. 

These  Harrows  are  most  useful  for  working  land  after  it  h«as  been  broken  up  by  the  Steam 
Cultivator.  With  a  stationary  set  of  apparatus,  15  to  20  acres  may  be  harrowed  in  a  day.  Harrows 
of  diiferent  sizes  can  be  used  with  the  same  framework  and  steerage. 

PRICES:- 

Steam  Harrows  A  1 ,  to  cover  12  feet,  extra  strong £30     0     0 

Steam  Harrows  Xo.  I,  to  cover  11  feet,  for  general  work £25     0     0 

Steam  Harrows  No.  2,  to  cover  1 1  feet,  for  light  work     £22  10    0 


HOWARD'S 

PATENT  SELF-LIFTING  &  TURNING  STEAM  HARROW. 

This  Implement  performs  the  same  operations  as  the  Ordinary  Horse  Drag  Harrow,  but  is  made 
strong  enough  for  Steam  Power  and  is  fitted  with  tines  and  points. 

Price  of  Self-Lifting  and  Turning  Harrow £32  10    0 
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JEFFERY   &    BLACKSTONE'S 

ROYAL  AGRICULTURAL  SOCIETY  OF  ENGLAND'S 
TAUNTON  FIRST  PRIZE  HAY-MAKERS. 


These  Hay-makere  arc  fitU'd  with  Hoods  as  illustrated,  which  enables  them  to  ted  out  the 
heaviest  ciops  in  windy  weatlier  without  clogging  or  loading,  leaving  the  grass  lightly  and  evenly 
Hpread  on  tlic  ground,  and  lias  no  tendency  to  shed  out  the  hay  Beeds. 

Each  Fork  is  fitted  with  two  springs  and  the  Machines  are  adapted  for  the  heaviest  crops  as 
well  as  light. 

'I'hu  shafts  can  be  folded  np,  so  as  to  pack  the  Machine  away  in  small  compass. 

PRICES:— 

The  Tannttin  No.  1,  Douhh'  Action  Hay-maker  with  liood,  8  feet  wide,  weight  H  cwt.     £16  16    0 

The  Tuunt^in  N".  'i,  Double  Action  Hay-maker  with  hood,  7ft.  6in.  wide,  weight  8  cwt.     £15  15    0 

If  with  seat  15/-  extra. 


HAY-MAKING  MACHINES. 


■W.  N.  NICHOLSON  &  SON'S 

STRONG  PATENT  DOUBLE-ACTION  HAY-MAKING  MACHINES 

WITH  FORWARD  AND  REVERSE  MOTION. 

At  the  great  Trials  of  Hay  MachiDes  at  Manchester,  ia  L869,  which  was  the  last  occasion  when 
all  the  leading  makers  competed,  W.  N.  Nicholson  &  Son  were  awarded  the  First  Prize.  Further, 
out  of  the  Pour  First  Prizes  offered  for  Hay  Makers  by  the  Royal  Society  of  England  ever  since 
1857,  for  which  all  the  leading  Makers  have  competed,  W.  N.  Nicholson  &  Son  have  won  Two,  and  ■ 
divided  a  Third, 

At  the  Parb  Universal  Exhibition  in  18G7,  the  First  Prize  for  Hay-making  Machines,  and  the 
First  Prize  for  Horse  Rakes  was  awarded  to  W.  N,  Nicholson,  in  competition  with  all  English, 
Continental,  and  American  makers  of  repute. 

At  the  Lille  International  Trials  in  1863,  both  First  Prizes  were  decreed  to  W.  N.  Nicholson's 
Hay  Makers,  in  competition  with  all  the  leading  Firms, 

At  the  Paris  Universal  Exhibition,  1878,  the  highest  spsciai  award  made  to  Hay  Makers  and 
Rakes,  the  Silver  Medal,  fell  to  W.  N.  Nicholson  and  Son. 


N.B. — All  Nicholson's  Machines  have  the  double  action,  that  is,  each  travelling  wheel  drives 
half  the  Machine,  while  cheap  Machines  by  other  Mikere  are  driven  from  one  wheel  only,  the 
disadvantage  of  which  requires  no  comment. 

STRON&   FULL-SIZED    HAT-MAKERS. 
No.  I.     — OriginalPrizeMachinewithl6setsof  ForksandgsTines.  7ft.6in.wide. 

3tt.  lOin.  wheels.    Strong  Machine  for  heavy  crops £15  15    0 

When  required  to  pass  through  narrow  gateways  this  Machine  can  be  had  6ft,  9in, 
wide,  without  extra  charge. 
No.  1  A. — Similar  to  the  above,  but  with  higher  and  stronger  wheels,  4ft.  2in.  diameter. 
12  Sets  of  Forlcs,   72  Tines,  7ft,  3in.  wide.      Most  recommended  for 

general  use,  and  ^r  deep  and  uneven  Meadows £15  15     0 

No.  3,      — Powerful   hiith- wheeled   Machine,   with   16  sets  of  Forks  and  96  Tines. 

Adapted  for  large  occupations,  water  meadows,  and  extra  heavy  crops    £1G  16    0 
The  above  Machines  are  fitted  either  with  Wood  Shafts  or  with  Nicholson's  Patent  Imperishable 
Shafts  of  Tubular  Iron  ;  or  with  a  pole  for  a  pair  of  light  harscs  or  oxen,  as  used  on  the  Oontinent. 
They  can  also  be  had  with  shafts  for  two  hoiaes  abreast,  at  203.  extra.     Wire  screens,  15s.  extra. 
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NICHOLSON'S 

PATENT  HAY-MAKER  WITH  DIVIDED  FORK-BARS 

AND  WOOD  OR  IRON  SHAFTS,  OR  POLE,  AS  PREFERRED. 

These  Machines  have  four  narrow  Fork  Heads  in  the  width,  placed  in  a  zigzag  position,  and  six 

in  the  circumference.     This  arrangement  provides  double  the  usual  number  of  springs,  gives  increased 

power  over  heavy  crops,  and  prevents  the  straining  or  twisting  of  the  Fork-bars. 

No.  5  B  Hay  Maker,  with  divided  Fork-bars,  strong  full-sized  Machine  as  No.  1  B 

but  with  double  the  usual  number  of  Springs    £16  10     0 

No.  6  Machine,  with  divided  Fork-bars,  same  size  and  strength  as  No.   3,  but  with 

double  the  usual  number  of  Springs £17  10    0 

Wire  Screen  15s.  extra. 

In  the  new  series,  the  gearing  in  the  forwird  motion,  wliicli  has  the  heaviest  strain  on  it  in  work, 
is  not  cast  in  a  piece  with  tlie  road  wheel,  but  is  separate  and  bolted  on,  and  is  therefore  easily  and 
cheaply  renewed.  By  the  new  arrangeiiieiit  the  draught  is  also  very  much  reduced,  and  there  is  no 
weight  on  the  horses  back.  "  The  weight  of  the  shafts  is  so  nicely  adjusted  that  only  26lbs.  is 
carried  by  the  horse." — Judges  Report,  Manchester  Trials,  R.A.S.E.  Journal,   Vol,  V.,p.  549. 

No.  12  C,  medium  strength   Machine,   with  divided   Fork-bars,   Road   Wheels  4  feet 

diameter,  and  eccentric  shaft  adjustment  (recommended)         £14     0     0 

Wire  Screen  Tis.  6d.  extra. 


HOWARD'S    PATENT    HAY-MAKERS. 

In  these  Machinas  the  Fork-barrels  are  so  arranged  as  to  render  clogging  well  nigh  impossible ; 
the  forks  are  mounted  in  sets  of  three,  and  placed  in  a  zigzag  position — an  arrangement  which  equalizes 
the  work,  and  thoroughly  separates  and  distributes  the  crop.  The  gear  work  is  both  strong  and 
simple,  and  the  motion  can  be  changed  in  au  instant  to  the  backward  or  forward  action  by  a  simple 
eccentric  movement  of  the  main  axle.  For  adapting  the  machine  to  the  nature  of  the  crop,  a  similar 
eccentric  movement  is  also  used  for  raising  or  lowering  the  Fork-barrels.  When  once  set  for  the 
forward  action  no  further  change  is  required  to  use  the  machine  with  the  backward  action,  except  the 
reversal  described. 

For  Continental  use,  a  pole,  instead  of  shafts,  can  be  fitted  to  any  of  J.  &  F.  Howard's  Hay- 
Makers  without  extra  charge. 

HH,  a  Full  Sized   Double  -  Action    Machine,  extreme  width    8ft.,    average 

fVcl^llL    JL  V/   Lr  vV  u.      •■■  •••         •••         ••■         ■••         •••  ••■         ■••         •••         •••         •••         •••         JC/XO     XO        \j 

Wire  Screen,  to  prevent  the  grass  lodging  on  the  front,  Tis.  6d.  extra. 
Drivers  Seat,  10/-  extra.      Double  Shafts,  20/-  extra. 
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NICHOLSON'S    NEW    PATENT 

INTERLOCKING    UNIVERSAL   HAY-MAKER. 

No.  1. — Size  6ft.  Sin.  wide       £12  12    0 

Wire  Screen,  12/6  extra. 

No.  2. — Size  7fb.  8iu.   wide       £15  15    0 

Wire  Screen,  15/-  extra. 

The  Patent  Interlocking  Hay- Makers,  though  only  introduced  in  their  present  form  in  1877, 
have  already  become  general  favourites.  While  cheap  and  light  they  are  powerful  machines,  and 
have  been  found  adequate  to  all  ordinary  crops.  They  are  specially  recommended  for  hilly  countries, 
and  where  light  horses  are  employed. 

Their  mechanism  is  most  simple — by  one  and  the  same  movement  of  sliding  the  pinion  into 
gear,  say  for  the  forward  motion,  the  pinion  which  gives  the  backward  motion  is  thrown  out  of  gear, 
or  vice  versa.  It  is  impossible,  therefore,  for  the  most  ignorant  labourer  to  lock  and  break  the 
gearing.  The  arrangement  allows  the  weight  and  width  of  the  naves  of  the  road  wheels  to  be  reduced 
one-half,  and  the  speed  of  both  bu-kward  and  forward  motions  t(;  be  considerably  accelerated  without 
adding  to  the  draught. 

The  No.  2  pattern  will  take  two  swathes  of  the  mowing  machine,  an  advantage  hitherto 
unattainable  without  undue  weight  or  complicated  mechanism.  The  Fork-heads  are  fitted  with 
double  springs,  which  prevent  them,  though  much  longer  than  usual,  from  being  twisted  or  strained. 

The  dropping  of  the  axle  in  the  centre  from  the  extra  width  of  the  Machine,  is  provided  against 
by  a  strong  webbed  stay,  acting  as  a  truss. 


NICHOLSON'S     HAY-MACHINES 

Adapted  for  Cutting  and  Extirpating  Thistles. 

The  rapid  reverse  motion  of  Nicholson's  Machines  makes  them  peculiarly  efficacious  for  this  purpose, 

as  they  give  the  bruising  cut  which  is  found  most  destructive. 
Price  of  a  Set  of  8  Steel  Thistle  Cutting  Blades,  fitted  to  Machines  with  Straight 

f orK'Dars     •••     •••     •••     •••     •••     •••     •••     •••     •••     ••      •*•     •••     •••    "ti  i^    0 

Price  of  a  Set  of  12  ditto,  fitted  to  Machines  with  Divided  Fork-bars     £2    2    0 
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NICHOLSON'S    LIGHTER    HAY-MACHINES, 

With  Double  Action,  and  with  Forward  and  Reverse  Motions. 

These  Machines  are  excellent  for  crops  of  moderate  weight,  and  are  stronger,  lighter  in  draught, 
and  better  than  those  by  other  makers  at  a  higher  price.  They  possess  all  the  characteristic 
advantages  which  have  rendered  Nicholson  s  Hay-Machines  so  well  known  and  appreciated,  viz.,  the 
fewness  of  wearing  parts,  the  absence  of  all  complication,  the  undoubted  lightness  in  draught,  and  a 
general  ease  to  the  horse  in  working,  which  cannot  be  obtained  by  any  other  system.  In  these 
important  points  they  are  unrivalled,  however  much  to  the  contrary  may  be  professed  by  other 
makers.  As  there  are  fewer  bearings  and  working  parts  (a  fact  that  no  one  will  dispute)  this  must 
necessarily  be  the  case. 

The  arrangement  for  putting  these  Machines  in  and  out  of  work,  and  of  altering  their  height 
from  the  ground,  is  most  simple  and  expeditious.  The  shafts  can  be  folded  back  for  convenience  of 
stowage. 

No.  12. — Original  Light  Machine,  6ft.  Sin.  wide,  wheels  3ft.  8in.  diameter,  for 

Crops  of  moderate  weight £12     0    0 

No.  12B  (the  No.  12  A  remodelled)  similar  to  the  above,  but  with  higher  and 
stronger  wheels,  4ft.  diameter,  axle  covers  of  large  size  fitted  with 
wrought  iron  flanges,  strongly  recommended  for  medium  work,  for 
hilly  country,  and  for  general  Continental  use     £13     0    0 

No.  13. — Manchester  Patent  Three- Motion  Machine,  with  the  usual  forward 

motion,  and  both  slow  and  fast  backward  motions £14  14     0 

This  Hay-Maker  is  a  fac-simile  in  size  and  strength  of  the  No.  I2B.  Machine,  described  above. 
It  is  7ft.  wide,  and  has  4ft.  travelling  wheels,  and  possessing  the  addition  of  the  gentle  slow  backward 
motion,  it  is  strongly  recommended  for  spreading  artificial  grasses. 

The  No.  13  Machine  can  be  had,  if  desired,  with  the  double  back-action  only,  at  the  same  price. 


NICHOLSON'S     HAY-MACHINES 

With  One   Motion. 

Of  this  class  these  are  the  best  and  cheapest  Hay-Machines  made,  though  being  lighter  in  weight 
than  those  previously  described,  they  are  not  so  suitable  for  heavy  crops.  They  have  the  double  action 
(i.e.y  each  wheel  works  half  the  machine),  but  have  either  the  forward  or  the  reverse  motion  only.  In 
some  districts  where  the  reverse  or  backward  motion  alone  is  found  sufficient,  the  No.  9  Machine  is 
confidently  recommended  as  a  most  effective  and  cheap  spreader,  both  for  natural  and  artificial 
grasses. 

No.  8. — Hay-Maker,  with  forward  motion  only,  6ft.  Gin.  wide,  wheels 3ft.  8in. 

high,  12  Sets  of  Forks £11     0    0 

No.  9. — Hay-Maker,  an  exactly  similar  Machine,  but  with  reverse  motion  only    £11     0    0 


All  the  above  Machines  are  fitted  with  Shafts  either  of  wood  or  of  tubular  iron,  or,  for 
Continental  use,  with  pole  for  two  horses  or  oxen.       Wire  Screens,  128.  6d.  each. 
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HORNSBY'S 


PATENT  HEDGE  CUTTING  AND  TRIMMING  MACHINE. 


This  Machine  is  similar  in  appearance  to  an  ordinary  Field  Mowing  Machine — being  mounted 
on  two  road  wheels  of  large  diameter,  which  are  both  employed  in  driving  the  Knives  by  means  of 
suitable  Gearing. 

ITie  Knives  or  Sickle  Bars  are  carried  by  an  overhead  sliding  bar  projecting  from  the  side  of  the 
Machine,  and  are  similar  to  Mower  and  Reaper  Knives,  but  larger  and  stronger. 

The  overhead  sliding  bar,  with  the  Cutting  Apparatus,  is  so  arranged  as  to  be  capable  of  ready 
adjustment  by  the  man  in  charge  who  rides  upon  the  Machine. 

The  Cutting  Apparatus  can  be  raised  to  any  required  height  or  to  any  angle  so  as  to  cut  the 
hedge  to  any  size  or  shape — and  both  sides  of  the  hedge  can  be  cut  from  one  side. 

The  Machine  is  worked  by  two  horses  and  requires  only  a  youth  to  drive  and  a  man  to  control 
the  cutting. 

About  five  miles  of  hedge  can  be  cut  per  day  on  both  sides  and  at  the  top. 

Where  trees,  railways,  or  other  obstructions  occur,  the  Cutting  Apparatus  can  be  instantly 
withdrawn  and  put  into  work  again  as  required. 

Hedges  of  two  or  three  years  growth  may  be  cut  without  fear  of  breakage,  but  where  they  are 
regularly  cut,  they  will  be  gone  over  once  or  twice  a  year. 


Price,  complete,  wjtb  all  pecessary  Tools ff     »»f     •♦•     •••     »f.    Jf50    0    0 
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HINTS  TO  USERS  OF  DRIVING  BELTS  AND  MACHINERY, 


The  cost  of  Belts  is  so  large,  and  the  wear  and  tear  so  great,  that  the  following  Hints  are  given 
with  the  hope  that  they  may  prove  useful  to  Employers  : — 

Long  Horizontal  Belts  give  a  much  better  effect  than  Short  Vertical  Belts. 

Long  Belts  working  horizontally  increase  the  grip  by  their  own  weight.  Short  Belts  require  to 
be  tighter  than  long  ones. 

If  the  length  of  the  Belt  is  too  great,  a  heavy  sag  will  be  produced,  causing  increased  friction 
at  the  bearings,  and  the  belt  will  have  a  flapping,  unsteady  motion,  very  prejudicial  to  both  Belt 
and  Machinery. 

If  Belts  are  required  to  run  with  the  grain  side  next  to  the  pulley,  the  fact  should  be  stated 
when  ordering,  so  that  the  rivets  may  be  arranged  accordingly. 

If  the  pulleys  are  covered  with  leather,  the  friction  of  the  Belt  will  be  very  materially  increased 
and  also  its  durability. 

Leather  Belts  should  be  well  protected  from  moisture,  and  waterproofed  if  working  in  very 
wet  places. 

Belts  should  be  sponged  with  warm  water  and  soap  every  three  or  four  months,  and  then  well 
rubbed  with  castor  oil  which  prevents  rats  attacking  them. 

Take  care  that  the  joints  of  a  Belt  run  the  same  way  as  the  pulley  and  not  against  them. 

In  punching  a  Belt  for  lacing  use  an  oval  punch,  with  the  larger  diameter  parallel  to  the  length 
o/OieBeh, 
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HINTS  TO  USERS  OF  DRIVING  BELTS  AND  MACHINERY 


(CONTINUED). 

In  lacing  Belts,  keep  the  ends  exactly  in  line  and  lace  both  sides  with  equal  tightness.    Use 
thin  strong  laces  and  do  not  cross  them  on  the  side  of  the  Belt  next  to  the  pulley. 

Arrange  the  Belts  to  run  off  from  each  other  in  opposite  directions,  so  as  to  balance  and  thus 
reduce  friction.     Let  the  direction  of  motion  of  the  Belt  be  from  top  to  top  of  pulleys. 

See  that  the  driving  and  driven  pulleys  are  exactly  in  line  and  parrallel— so  as  to  avoid 
unequal  strain. 

Keep  the  Belts  dry  and  do  not  leave  them  on  the  pulleys  in  the  open  air  all  night ;  but  coil 
them  up  tightly  and  secure  with  a  strap. 

If  one  side  of  a  Belt  stretch  more  than  the  other — reverse  it  and  run  it  inside  out  for  a  time. 

Wide  pulleys  without  flanges  are  to  he  j)referre{l  to  narrow  flar.ged  pulle3's — as  Belts  may  be 
very  much  damaged  by  being  suddenly  thrown  on  to  a  flange. 

Examine  all  Machinery  at  the  end  of  the  season  and  see  that  all  necessary  repairs  are  done  at 
once.    Keep  it  well  oiled,  while  in  use. 

To  find  the  width  of  a  single  Belt  for  any  given  horse  power — 

H.P.  X  33,000. 

Width  in  inches        ^ 

L.     X     S. 

H.P. — Horse  Power.  L. — Length  of  Belt  in  inches,  in  contact  with  smaller  pulley. 

S. — Speed  of  Belt  in  feet  per  minute. 


HOISTING  AND  WINDING  ENGINE. 


HOISTING  AND  WINDING  ENGINE 

Specially  Adapted    for  Use    in   Grain  Stores,   Malt  Houses,   Breweries, 
Wharves,  Quarries,  and  Builders'  and   Contractors'  Purposes. 


I>e  utilized  for 
Iriving  other 
Machinery. 


HORSE    POWER.                                            i 

3 

4 

S 

C 

8    1     10 

Hoisling  Gear  only       

^ 

14 

35 

£ 
35 

40 

C 
40 

£ 
40 

Engine  and  Hoisling  Gear  withoul  Boiler 

40 

50 

63 

73 

80 

90 

105 

Engine  and  Boiler  and  Hoisting  Gear  complete      

78 

94 

IW 

•30 

•45 

170 

'95 

Engine  and  Boiler  and  Gear  compleie  on  travelling  wheels  ... 

84 

.00 

130 

142 

160 

18s 

aos 

Lpad  Lifted  direct  from  Barrel     cwl. 

' 

9 

•^ 

..6     1     » 

ao 

20 

The  above  Engine*  wUl  lift  the  loads  named,  direct  from  the  Barrel  nX  about  iroft.  per  minul 
By  Uihgpvlhy  hiocViiwAi  heavier  loftdecftnb^  lirtfd  al  progxirlionalel}'  sliiwer  speed , 
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HORSE  GEARS. 


HUNT    &    TAWELL'S 

HORSE,   PONY,  AND  MULE  GEARS. 

These  Gears  are  fitted  with  improved  Dome-Top  Driving  Wheels — and  are  well  adapted  for 
driving  Chums,  Pumps,  Chaff-cutters,  Stacking  Machines,  and  Food  Preparing  Machinery. 

P  R  I  0  E  Si- 


No.  H  29. — 1  makes  18  revolutions  to  one  of  Pony 


No.  H29.— 2      „      18  and  13  „ 


No.  H  29.-3      „      22J 
No.  H  29.-4    .  „      13 


}} 


>> 


No.  H  29.-5      „        8  (single  speed) 
No.  H  29.-6      „      26  or  30    „ 


Intermediate  Motion  for  Ditto.. 


>  •  •  • 


...     £7     0    0 


...     £7     5    0 


...     £7    0    0 


...     £7     0    0 


£6  10    0 


Gear  only    £6    0    0 


...         ...         ...        Jw^         I         o 


LIGHT    ONE-HORSE   GEARS. 

No.  X  9,  with  Separate  Intermediate  Motion. — Pinion  Spindles  of  Gear  makes  6^  revolutions 

to  one  of  Horse. 
Pinion  fcfpindle  of  Motion  makes  35,  30,  or  26  revolutions  to  one  of  Horse. 
Price  of  X  9  Gear  only £7  17     6 


Price  of  Intermediate  Motion      £2     7     6 


Complete 


*•     ...     ...     ...     ... 


...     ...     ..< 


£10    5    0 


No.  X  10,  with  Increasing  Motion  on  Sau)e  Frame — Speed  26,  30,  or  35  revolutions  to  one 

of  Horse. 
Price,  complete  for  one  Horse      £10    0    0 


When  ordering,  state  speed  required. 


HORSE   GEARS. 


HUNT   &   TAWELL'S    HORSE   GEARS. 


One-Horae    Gear    with    36    inch    Driving  .Wheel. 

No.  20,  with  Separate  Intermediate  Motiou. — Speed  of  Pinioa  Spindle  of  Gear  6^  revolutioni 

to  one  of  the  Horse. 

Speed  of  Pinion  Spindle  of  Motion  30{,  24jt,  or  3S  to  one  of  the  Horse. 

No.  20— Horn  Gear,  fitted  for  one  Horse £8  15    0 


intermediate  Motion  for  Ditto    

Complete  for  one  Horse       

If  fitted  for  two  Horses 

If  fitted  with  Double  Cap  and  One  Pole 


£2  15    0 


...extra    £  1     5    0 
...extra     £  0    5    0 


One-Horse  Gear  with  36  inch  Driving  Wheel  and  Increasing  Motion  on  the 

Same  Frame. 

No.  H  37-—  1  makes  21    revolntiona  to  one  of  the  Horse. 

No.  H  37. — 2       „      25    revolutions  to  one  of  the  Horse. 

No.  H  37. — 3      ,,      301  revolutions  to  one  of  the  Horse. 

No.  H  37. — 4      „      36    revolutions  to  one  of  the  Horse. 

No.  H  37. — 5      „      18    revolutions  to  one  of  tlie  Horse. 

No.  H  37 — Horse  Gear  complete  for  one  Horse ...     £11     0    (t 

If  fitted  fortwoHorses     extra    £  1     5    0 

If  fitted  with  Double  Cap  and  One  Pole extra    £0    5    0 

If  fitted  vrith  Universal  Spring  Clutch extra    £  0  Ift    0 

When  ordering,  stiite  sjK'ed  requiivd. 
il 
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HUNT   &   TAWELL'S    HORSE   GEARS. 


Two-Horse   Gtears  with  42  inch   Driving  Wheels. 


No,  H  W  53,  with  Separate  Intermediate  Motion, — Speed  of  Pinion  Spindle  Gear  7  revolutions 

to  one  of  the  Horse. 
Speed  of  Pinion  Spindle  of  Motion  33j,  24,  or  38^  to  one  of  the  Horse. 
Price  of  H  W  53,  fitted  for  one  Horse     £10    0    0 


Price  of  Intermediate  Motion 


^  /fiTriTi  16  ^e       •••      ...       ...       ...      •••       .«*      • 


•  •  •  I 


If  fitted  complete  for  Two  Horses     

If  fitted  with  Double  Cap  and  One  Pole 

Intermediate  Motion,  fitted  with  Striking-out  Gear 


..£350 


*•  ••  •••  ••• 


£13     5    0 


£14  10    0 


extra    £050 


extra    £  0  10    0 


Two-Horse  Gtoar  H  W  52,  with  Increasing  Motion  on  the  Same  Frame. 


This  Gear  is  especially  adapted  for  driving  Cofiee  Pulping  Machinery,  and  when  required  for 
this  purpose  it  is  sent  without  Poles,  but  with  extra  long  Spindles  and  Bolts  for  fixing. 

Speed  19,  26,  32,  or  38  revolutions  to  one  of  the  Horse. 

Price,  complete,  for  one  Horse  with  Poles £12  10  0 

Price,  complete,  for  two  Horses  with  Poles £13  15  0 

Without  Poles,  arranged  for  Coffee  Pulping       £12  10  0 

If  fitted  with  Universal  Spring  Clutch      extra    £  0  10  0 


When  ordering,  state  speed  required. 
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HUNT   &   TAWELL'S    HORSE   GEARS. 


Extra  Strong  Two-Horse  Oears. 


The  No.  H  W  47  Gear  has  an  Open-armed  Driving  Wheel  54  inches  diameter — with  Wrought 
Iron  Spindle  and  Oak  Frame. 

The  Intermediate  Motion  is  fitted  with  Striking-out  Gear. 


The  Pinion  Spindle  of  the  Gear  makes  8^  revolutions  to  one  of  the  Horse,  and  the  Motion 
Spindle  makes  40^. 


Price  of  No.  H  W  47  Gear,  with  Double  Cap,  Two  Poles,  &c.     £13     5    0 

Price  of  Intermediate  Motion,  with  Striking-out  Apparatus...     £  3  15     0 

Complete  for  two  Horses    £17    0    0 

If  fitted  for  three  Horses      £18  10    0 


The  No.  H  W  48  Gear,  with  Increasing  Motion  on  the  same  Frame. 

Driving  Wheel  54  inches  diameter. 

Speed  31J,  34,  37  J,  41^,  47  J,  54^  revolutions  to  one  of  the  Horse. 

Price,  complete,  for  two  Horses £16    0  0 

Price,  complete,  for  three  Horses £17  10  0 

If  Mounted  on  3  feet  Cast  Iron  Wheels  and  Poles  arranged  as  Shafts    ...extra    £  4  10  0 


When  ordering,  state  speed  required. 


i6o  HORSE  GEARS. 


WOODS    &    COCKSEDGE'S 

HORSE   GEARS. 

Extra  Strong  Two,   Three,  Four,  and  Six-Horse  Gears,  with  Separate 

Intermediate  Motions. 

No.  4. — Extra  Strong  Two-Horse  Gear.      Driving  Wheel  5  feet  6  inches  diameter. 

The  Cogs  are  fitted  on  in  Segments  so  that  they  can  easily  be  replaced  in  case  of  breakage. 

The  Frame  is  made  of  Oak. 

No.  4 — For  Two  Horses,  price  with  improved  Pole  Brace  Iron     £17  15     0 

Intermediate  Motion  and  Striking-out  Gear  • £  5    4    0 

Complete ...     — —        £22  19    0 

No.  4 — For  Three  Horses,  price  complete  with  Brace   Irons  and  Driver's  Seat    £25  15    0 

No.  4 — For  Four  Horses,  ditto  ditto  ditto  £27    0    0 

No.  2 — Double  Motion  Horse  Gear,  with  Driving  Wheel  6ft.  4in.  diameter, 

for  Four  Horses — fitted  with  Segments     £34    0    0 

No.  2 — Double  Motion  Horse  Gear,  with  Driving  Wheel  6ft.  4in.  diameter, 
for  Six  Horses — fitted  with  Segments,  easily  replaced  in  case  of 

urtfaKiiflf  V       *.      ...      ...      ...      ••*      ...      .«•      .••      •••      *•.•<•      •••      ...      juoo     \j     xj 


By  means  of  the  Df)uble  Motion  Gear  and  a  large  Pulley  attached  to  the  end  of  the  Driving-rod, 
almost  any  required  speed  may  be  obtained.  This  arrangement  is  well  adapted  for  driving  Saw 
Benches,  Centrifugal  Pumps,  Cotton  Gins,  &c. 
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HORSE   GEARS. 

Prices  of  Pulleys  end  Frames  for  attaching  to  Horse  Gears 
>?vhen  driving  Sslv/  Benches,  Cotton  Gins,  &c. 

PRICES  OF  FRAME  AND  PULLEY  ONLY. 

Cast  Iron  or  Oak  Frame — fitted  with  2  feet  Pulley     £3     5  0 

Cast  Iron  or  Oak  Frame — fitted  with  3  feet  Pulley     £4    0  0 

Cast  Iron  or  Oak  Frame — fitted  with  8  feet  6  inch  Pulley       £4  JO  0 

Cast  Iron  or  Oak  Frame — fitted  witii  4  feet  Pulley     £5     0  0 

If  fitted  with  extra  large  Spindle  and  Brasses  IjJ  diameter       extra    £0  10  0 


PULLEYS  FOR    HORSE  GEARS,    &c. 

Diameter..  9"     10'       12"       14'  15'       18'      21"      24'  27"      30"      33"      36"  42"  48'' 

Width    ...  4"      4"        4"        4"  4'        5"        5"        5"  5"        6"        7"        7"  7"  7" 

Black      ...5/0     5/6       6/0       7/0  7/6     lO/O     14/0     19/0  25/0     30/0     34/0     38/0  45/0  52/0 

Turned  ...9/0    9/6     10/0     12/0  12/6     16/0    21/0    27/0  34/0    40/0    45/0     50/0  59/0  68/0 


PORTABLE      HORSE      GEARS. 

Any  of  the  Horse  Gears  can  be  mounted  on   Wheels,  so  as  to  be  moveable  from  place  to 

place  with  ease. 

Extras  for   Small  Gears. 

Mounted  on  Four  Wheels,  with  fixed  axles extra    £2    0    0 

Mounted  on  Three  Wheels,  mth  front  wheel  to  lock extra    £2  10    0 


HORSE    HOES. 


GARRETT'S 

IMPROVED   LEVER   HORSE   HOES. 


In  these  Hoes  the  deptb  of  every  Blade  can  be  separately  regulated  by  means  of  Stalks  secured 
by  Wedges  and  Set  Screws,  and  the  pitch  of  the  Blades  and  the  level  of  the  lever  bar  can  be  adjusted 
to  the  greatest  nicety  by  means  of  a  simple  lever  arrangement,  on  either  side  of  the  frame. 


No.  of  Hoe. 

No.  of 

Width. 

Price. 

Levew. 

ft. 

m. 

i 

s. 

d. 

1     .. 

10     . 

.      4 

6     . 

.     13 

10 

0     .. 

8     .. 

10     . 

.      5 

0     . 

.     14 

0 

0     ... 

5     .. 

12     . 

.      6 

6      . 

.     15 

10 

0    ... 

7     .. 

12     . 

6 

0     . 

.     16 

0 

0     .. 

9     .. 

14     . 

.      6 

6     . 

.     17 

10 

0     ... 

11     .. 

14     . 

.      7 

0     . 

.     18 

0 

0     ... 

13     .. 

16     . 

.      7 

6     . 

.     19 

10 

0     ... 

JA    ... 

16    . 

.      8 

0     . 

.     20 

0 

0     .. 

Including  complete  Set  of  Blades,  con^ting  of 
10  4  inch  L  &  A  Blades  and    8     7  inch  Blades. 
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E.    PAGE    &    Co.'s 
UNIVERSAL   STEERAGE    HORSE    HOE. 


This  Implement  is  a  General  Purpose  Horse  Hoe  for  ridge  or  flat,  and  works  equally  well  on 
hill  sides  when  fitted  with  the  Univetsal  Steer^  as  illustrated. 

It  is  easily  converted  into  a  Four  Row  Wheat  or  Barley  Hoe,  taking  the  rows  at  eight  inches 
apart. 

On  very  hard  ground  two  gmbbers  are  recommended  to  be  placed  on  the  iront  bars  of  frame  to 
break  the  soil  and  assbt  the  working  of  the  hoes . 


PRICES:- 

H  H  2  Hotse  Hoe,  with  two  wheels,  TTniversal  Steerage  and  Three  Steel  Bean 

or  Turnip  Hoes       £2  17  6 

Set  of  Pour  Wheat  Hoes  and  Stems extra  £0  12  0 

GnibbeTS  with  Clips each  £0  S  6 

H  H  1  Home  Hoe,  with  One  Wheel  and  Three  Steel  Bean  or  Turnip  Hoes     ...  £2  12  6 
H  2  Hoise  Hoe,  with  Two  Wheels,  Universal  Steerage  and  Three  Steel  Bean 

orTnmipHoes       £2  10  0 

H  1  HoTse  Hoe,  with  One  Wheel  and  Three  Steel  Bean  or  Tnmip  Hoes  ...  £2  2  0 

H  0  Horse  Hoe,            ditto                        ditto                   ditto        ...  £1  17  6 
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HORSE  HOES. 


LEWIS'S 

STEERAGE     HORSE     HOE. 

WITH    UPTING    LEVER 


This  Implement  is  adapted  to  follow  Drills  of  any  sise  and  will  hoe  every  description  of  Ooro  or 
Rootsmt  any  distance  apart,  either  oa  the  ridge  or  flat.  It  can  be  guided  to  the  greatest  nicety  by 
means  of  the  parallel  steerafte,  and  the  travelling  wheels  can  be  readily  adjusted  to  any  width  to 
avoid  injury  to  the  wops. 

The  Hoe  is  fitted  with  Liftiug  Lever  for  turning  at  the  land's  end  and  for  travelling — and  it  is 
aUo  provided  with  Adjustable  Handles  as  shown  hy  the  dotted  lines.  The  bars  which  carry  the  Hoes 
have  A  shaped  edges  which  the  tines  are  notched  to  fit. 


P  R  I  0  E  S  :— 

No.  9  Horse  Hoe,  with  Double  Bars  6  feet  long,  wheels  3  feet  high,  with  9 
Triangular  Com  Hoes  and  Clips,  and  fitted  with  Improved  Lever 

Adjustable  Handles  and  Box  for  Tools    £10 

If  fitted  with  9  Hoes  for  wide  work  the  price  is  the  same. 
No.  8  Horse  Hoe,  with  Double  Bars,  wheels  3  feet  high,  with  9  Triangular 

Hoes  and  Clips,  fitted  with  Lever  and  Box  forTools £  9 

If  fitted  with  9  Hoes  for  wide  work  the  price  is  the  same. 

Set  of  Six  Turnip  Hoes extra    £0 

Set  of  Three  Triangular  Hoea     extra    £  0 


18     0 
10    6 


/\  Hoes,  5  inches  wide each    3    0 

„      „     8  inches  wide each     3     6 

„      „    10  inches  wide each    4    0 

Steel  Blades  for  Com  Hoes 


Tumip  Hoes . 

Ridging  Hoes 

Steel  Blades  for  Wide  Hoea 
per  dozen    6/- 
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LEWIS'S    HORSE    HOES 


(CONTINUED). 


No.  7  Horse  Hoe,  with  Double  Bars  6  feet  long,  wheels  3  feet  high,  with  9  Triangular 


Hoes  and  (^lips  for  Com,  with  Lifting  and  Adjustable  Handles,  Box,  &c.    ...     £7  15    0 


If  fitted  with  9  Hoes  for  wide  work,  the  price  is  the  same. 


No.  7  Horse  Hoe,  as  before  described,  but  with  wheels  2ft.  Sin.  high,  &c.,  &c £7  10    0 


Set  of  6  Turnip  Hoes  and  3  Wide  Hoes extra    £17     0 


No.  6  Horse  Hoe,  with  Double  Bars  6  feet  long,  whsals   2ft.  Sin.  high,  fitted  with 


7  Triangular  Hoes  for  Com,  with  7  Clips  for  ditto.  Lifting  and  Adjustable 


xl&uCLieS,     JjOX,    ObC.       ...       ...         ■•       ...       •••       •..       ...       ...'      ...       ...       .••       ««,       JDi       vI      0 


Set  of  6  Turnip  Hoes  and  3  Wide  Hoes extra    £17    0 


No.  5  Horse  Hoe,  with   Double  Bars  5ft.  6in.  long,  fitted  with  7  Triangular  Hoes  for 


Com  and  7  Clips  for  ditto.  Lifting  Handles,  Box,  &c £6  10    0 


Lifting  Lever  to  No.  7,  6,  or  5 extra    £0  15    0 


No.  4  Horse  Hoe,  with  Single  Bar  5  feet  long,  fitted  with  6  Triangular  Hoes  for  Cora  and 


6  Clips  for  ditto,  without  Box    £5  10    0 
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HORSE    HOES. 


VIVAN   &  HEADLY'S 

COMBINED  GENERAL  PURPOSE  HORSE  HOE,  RIDGING 
PLOUGH,  AND  POTATO  RAISER. 


Price  of  Hoe  for  either  Six  Ro.vs  of  Corn  or  'I'liroe  Rows  of  Roots £9   10     0 


Price  of  Ridging  Bodies  with  Steel  Breasts 
Price  of  Hoe  complete  with  Ridging  Bodies 


each    £  1  10    0 
...     £14    0    0 


Price  of  Potato  Raisers each    £10    0 

The  above  forms  a  useful  combination  for  Making  and  Splitting  Ridgce,  Hoeing  and  Earthing  up 
Potatoes,  Peas,  Beans,  &c. 
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E.     PAGE     &     Co.'s 

COMBINED  EXPANDING  HORSE  HOE,  FIVE  TINED  GRUBBER, 
AND  MOULDING  PLOUGH. 


Bepreeenting  the  5-tmed  Scuffler        Showing  tne  Moulding  Plough, 

or  Stirrer,  fitted  in  same  trame  the  frame  being  detached 

in  heu  of  Hoes.  from  Beam. 

The  Implement  illustrated  above  is  a  General  Purposu  Horse  Hoe  for  ridge  or  flat,  adapted  for 
hoeing  Beans,  INimips,  Mangold  Wurlzel,  >lic. 

It  is  also  easily  converted  into  a  5-tined  Stirrer  or  Grubber,  taking  a  width  of  three  feet — or  it 
can  be  used  as  a  Moulding  Plough,  by  attaching  the  Body  to  the  Hoe  Beam,  as  shewn  above. 

Price  as  a  Hoe  and  5-tiued  Stirrer     JE3  15    0 

Price  Complete  as  Hoe,  Q-tine<l  Stirrrr,  and  Moulding  Plough £4  15    0 

Potato  Raiser      extra    £0  15    0 
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HORSE  HOES  AND  GRUBBERS. 


CORBETT  &  PEELE'S 

SINGLE  ROW  THREE  TINED  HORSE  HOE. 

This  Implement  is  made  with  Beam  and  Handles  all  in  one  piece.  The  Hoes  can  be  readily 
adjusted  to  any  required  width  or  depth.  The  Front  Body  is  fitted  with  Point  and  Share  which 
enables  it  to  penetrate  soil  of  almost  any  degree  of  consolidation  and  gives  the  Implement  great 
steadiness  in  work.  Small  Tine  and  Chain  Harrows  can  be  attached  and  worked  simultaneously  if 
required. 

Three  Tined  Horse  Hoe  with  Tine  and  Chain  Harrow     £2  15    0 


Ditto        Ditto        without  Tine  and  Chain  Harrow 


•  •  *     • . . 


•  ••     Jb2     o     6 


CORBETT'S 


FIVE  TINED  HORSE  HOE  AND  GRUBBER  FOR  GENERAL 

PURPOSES. 

Five  Tined  Horse  Hoe  and  Grubber  with  Tine  and  Chain  Harrow    £3  10    0 


Ditto 


Ditto 


without  Tine  and  Chain  Harrow     £3    3     6 


Ridging  Body extra    £10    0 


CORBETT  &  PEELE'S 

ADJUSTABLE  HORSE  OR  TURNIP  HOE. 

Adjustable  Turnip  Hoe,  for  ridge  or  flat     £3  17     6 


CARSON  &  TOONE'S  HORSE  HOES. 

No.  A  Horse  Hoe  with  Three  Steel  Hoes    £3  10  0 

No.  B  Horse  Hoe  with  Three  Steel  Hots  and  Two  Tines— which  steady  the 

Implement  in  its  work  and  are  very  necessary  in  stiif  land      £3  15  0 

No.  C  Horse  Hoe  with  Three  Steel  Hoes  and  Five  Tines £4    0  0 

No.  D  Horse  Hoe  with  Five  Steel  Hoes  and  Five  Tines £4  15  0 

Steerage  for  hill  side    extra  £10  0 
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COLEMAN    AND    MORTON'S 
IMPROVED  WALKER'S 

PATENT  HORSE  PITCHFORK  OR  ELEVATOR. 


"  Highly  Coromended "  at  the  Manchester  Meeting  of  the  Royal  Agricultural 
Society  of  England. 

This  valnable  Implement  acquired  a  very  considerable  reputation  in  the  United  States  before 
its  introduction  into  tliia  country  by  Coleman  &  Morton,  who  have  purchased  the  exclusive  right  of 
manafacture.    It  is  now  largely  used  by  wtnic  of  the  most  practical  Farmers  in  the  kingdom. 

Its  value  in  saving  labour  and  expediting  tbe  stacking  of  hay  can  scarcely  be  overrated,  in 
addition  to  which  it  has  been  extensively  used  for  stacking  barley  and  straw. 

A  great  improvement  lia-s  been  made  in  tlic  Hook  of  the  Slitling  Pulley,  which  is  now  so 
constructed  that  it  will  be  impossible  for  the  Fork  ■  to  disengage  itself  under  any  circumstances 
whatever. 


The  following  are  some  of  its  advantages  : — 

It  is  made  almost  entirely  of  steel,  weighs  only  eight  pounds,  is  very  durable,  and  will  take  up 
as  much  hay  at  a  single  forkful  as  a  horse  can  raise. 

It  is  very  simple  in  its  construction,  is  not  liable  to  get  out  of  order,  and  can  be  managed  by  a 
boy. 

It  can  be  worked  in  strong  winds,  when  other  elevators  cannot  be  used. 

It  will  raise  the  hay  to  any  required  elevation,  and  deposit  it  on  any  part  of  the  stack. 

Its  price  places  it  within  tbe  reach  of  all. 


Price  of  Pitchfork,  with  Set  of  Three  Pulleys,  No.  I £2  12    0 

Price  ifwith  Ring  and  extra  Pnlley     No.  2 ,     £3    0    0 
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HORSE   RAKES. 


HOWARD'S 

PATENT  SELF-ACTING  HORSE   RAKES. 


These  Self-acting  Rakes  have  a  very  simple  an<l  effit-ietit  Patout  Brake  Arrangement  by  means 
of  which  the  load  is  instantaneously  delivered — the  riiler  having  merely  to  touch  a  lever  with  his  foot 
If  walking,  the  attendant  has  simply  to  take  hold  of  a  lever  behind  the  rake  -  no  exertion  is  required 
in  either  case,  as  all  the  work  is  done  by  the  horse. 


PRICES:- 

XX  with  24  Steel  Teeth,  36in. 

Wro.ight  Wheel 

.width  Tifee 

weight  5^  cwt. 

£10  10 

0 

XX  with  28  Steel  Teeth,  36in. 

width  8i  fee 

,  weight  5j  cwt. 

£11     0 

0 

XXX  with  24  Steel  Teeth,  4aln. 

width  7i  fee 

,  weight  51  cwt. 

£11   10 

0 

XXX  with  28  Steel  Teeth,  42in. 

width  8t  fee 

,  weight  5|  cwt. 

£12    0 

0 

00  with  24  Steel  Teeth,  42in. 

width  7j  fee 

,  weight  5J  cwt. 

£10  10 

0 

00  with  28  Stee!  Teeth,  42in. 

width  84  fee 

,  weight  5i  cwt. 

£11     0 

0 

000  with  24  Steel  Teeth,  4fiin. 

width  74  fee 

,  weight  5i  cwt. 

£11  10 

0 

000  with  28  St«el  Teeth,  46in. 

width  81  fee 

,  weight  5f  cwt. 

£12    0 

0 

0000  with  24  Steel  Teeth,  52in. 

width  7\  fee 

,  weight  5}  cwt. 

£12  10 

0 

0000  with  28  Steel  Teeth,  52in. 

width  8i  fee 

,  weight  6    cwt. 

£13    0 

0 

00000  with  28  Steel  Teeth,  57in. 

width  8}  fee 

,  weight  7    cwt. 

£14    0 

0 

HORSE  RAKES. 


HO"WARD'S 

ANGLO-AMERICAN     RAKE. 


This  Rake  is  both  light  and  cheap — and  has  the  same  simple  and  efficient  Brake  ArraDgement 
for  raising  the  teeth  as  the  Rakes  described  on  the  previous  page — which  can  be  controlled  either  by 
the  hand  or  the  foot  of  the  attendant. 

'Vhe  Teeth  are  of  tapered  Fluted  Steel  and  are  arranged  so  as  to  fall  freely  into  the  furrows  or 
hollows. 

The  Axles  are  of  Wrought  Iron  which  can  be  readily  removed  or  renewed  as  required. 


PRICE  - 

With  -ii  Steel  Teeth,  5-2in.  Wrought  Wheels,  8l  feet  wide,  weight  4  cwt.       ...     £7  10    0 
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HORSE    RAKES. 


NICHOLSON'S 

COMBINED  SELF-ACTING  AND   MANUAL  DELIVERY 

HORSE   RAKES. 

These  Rakes  are  not  only  self-acting,  but  they  have  also  a  perfect  manual  delivery  both  from  the 
seat  and  from  behind,  so  that  in  case  of  any  disarrangement  of  the  self-acting  mechanism,  the  Rake 
can  still  be  worked  without  stoppage. 

The  Teeth  are  of  H  section.    Wheels  of  Wrought  Iron.     The  axles  are  strengthened  by  Nicholson's 

Patent  Truss,  so  as  to  carry  the  seat  without  producing  deflection. 

No.  S  2  R  with  24  Steel  Teeth.        Height  of  Wheels  42in.       Width  7ft.  Sin.        Price  £11  10    0 


S  2  R  „  28 

S2R  „  32 

S  3  R  „  24 

S  3  R  „  28 

S3R  „  32 

S4R  „  24 


S4R    „     28 


>> 


)> 


J) 


i> 


)) 


fi 


>} 


42iD. 
42in. 
48in. 
48iu. 
48in. 
54in. 
54in. 


8ft.  8in. 
Oft.  Sin. 
7ft.  Sin. 
8ft.  Sin. 
9ft.  Sin. 
7ft.  Sin. 
Sft.  Sin. 


„  £12    0  0 

„  £12  15  0 

„  £13  10  0 

„  £14  10  0 

„  £15  10  0 

„  £15    0  0 

„  £16    P  0 


NICHOLSON'S 


PATENT  LIGHT  PATTERN  MANUAL  AND  SELF-ACTING 

ANGLO-AMERICAN  HORSE  RAKES. 

Manual.        Combined  Self-acting  and  Manual. 

Price  with  24  Flat  Steel  Teeth  and  Seat     £10  10    0    £11    0    0 


Price  with  28 


)i 


» 


£11     0    0     £12     0    0 


Either  size  with  Steel  Teeth  of  H  section,  10s.  extra. 


These  Rakes  have  simple  adjustments  for  regulating  the  drop  of  the  teeth  and  height  of  shafts, 
Locking  Gear,  patent  Trussed  Axle,  Manual  and  Foot  Delivery  from  the  seat,  and  Manual  Back 
Delivery^ 


HORSE  RAKES. 


THE    NE^W    ENGLAND 

SELF-ACTING    TIGER    RAKE. 


This  Rake  is  rendered  xelf-disch&rging  by  a  slight  preaaure  of  the  foot,  locking  both  wheels,  yet 
BO  that  either  wheel  works  perfectly  ladepeadently  of  the  other  and  the  Rake  dischargpg  its  load 
equally  well,  while  turning  to  the  right  or  left. 

A  Hand  Lever  is  attached  to  the  Rake,  so  that  the  operator  can  use  either  hand  or  foot. 

The  Teeth  are  of  Spring  Steel  tempered  in  Oil  and  they  will  stand  very  severe  t«sts  and  astige. 

The  Woodwork  is  constructed  of  best  Hickory  and  Ash. 


P  B I  0  E  — 

With  26  Steel  Teeth  Tempered  in  Oil,  Hickory  Wheels,  Solid  Wrought  Iron 

Axles  and  Spin<fies £.10  10    0 


i 


HORSE    RAKES. 


E.     PAGE     &     Co.'s 

PATENT   SEAT    HORSE    RAKE. 


'I'liis  Rake  ia  stroiiij,  simple,  and  olfieient.  The  Teeth  are  Steel,  of  an  oval  section,  combining 
lijhtneiis  with  strength,  of  kr^e  capacity,  bilance-l  sl)  as  to  adapt  themselves  to  any  irregularity  of 
the  land  with  the  greatest  facility. 

The  Seat  is  placed  behind  the  Rake,  the  best  possible  position  for  the  driver,  both  for  safety  and 
proper  discharge  of  the  load. 

Die  Wheel  Patttenings  arc  made  to  slide  along  the  frame  so  as  to  perfectly  balance  tbc  weight 
ol  the  driver. 

I'rice  of  H  R  S  Horse  Rake  with  26  Patent  Oval  Steel,  Teeth  Wrought  Wheels 

42in.  high,  width  8ft.  6in.,  weight  Sj  cwt £10    0    0 


E.     PAGE     &     Co.'s 

MANUAL  DELIVERY  RAKES-WITHOUT  SEAT. 

IlH-20  with  20  Teeth,  Uaat  Wheels,  36in.  high,  width  7ft.    9in.  ...  £7  0  0 

H  R  22  with  22  Teeth,  „  36in.  high,  width  7ft.    9in.  ...  £7  5  0 

H  R  H  Narrow,    with  24  Teeth,  „  36in.  high,  width  7ft.    9in.  ...  £7  10  0 

[[  H  24  Wide,       with  24  Teeth,  „  36in.  high,  width  «ft.  lOin.  ...  £7  10  0 

IIR2G  with  21!  Teeth,  „  SGin.  high,  width  8ft.  lOin.  ...  £7  16  0 

H  K2S  with  28  Teeth,  „  36ia.  high,  width  8ft.  lOin.  ...  £8  0  0 


HORSE  RAKES. 
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RANSOME,    SIMS,    &     HEAD'S 

HORSE  RAKES. 

In  these  Rakes  the  Teeth  are  Steel,  of  a  T  Section— hung  in  a  Rocking  Frame,  which  is  locked 
while  the  teeth  are  in  work,  but  so  balanced  that  the  load  is  delivered  with  the  least  possible  exertion. 

The  Wheels  are  provided  with  Side  Levers,  to  raise  or  lower  the  frame,  by  which  the  points  of 
the  teeth  can  be  adjusted  to  skim  the  ground  or  to  go  deeper  as  required. 

The  Teeth  can  also  be  set  at  a  greater  or  less  inclination  to  the  ground  by  means  of  a  segment 
on  the  shafts. 


The  Wheels  are  of  Wrought  Iron  and  the  Naves  are  fitted  with  Bushes  which  can  be  renewed 
when  worn. 


Prices  of  Bakes  with  Steel  Teeth,  Wrought  Iron  Wheels,  and  Side  Levers. 


Mark. 

1 

M  6 

M  E 

Extra  Large  Teeth.           | 

M 

20 

7ft. 

3ft. 

£9     5    0 

MA 

M  C 

MD 

28 

9ft. 

3ft.  6in. 

£10  15    0 

M  F 

32 

10ft. 

3ft.  Gin. 

£11  10  0 

Number  of  Steel  Teeth . . . 
Extreme  Width 

24 

8ft.. 

3ft. 

£9  12    6 

28 

9ft. 

3ft. 

£10   0  0 

32 

10ft. 

3ft. 

£10  15  0 

24 

8ft. 

3ft.  Gin. 

£10    0    0 

Heiffht  of  Wheels 

Price 

Any  of  the  above  Rakes  can  be  fitted  with  Seat  for  Driver  and  Double  Levers  15/-  extra,  or 
with  Seat  and  New  "  Toe  and  Heel "  Delivery,  20/-  extra. 


By  the  New  Toe  and  Heel  Delivery  the  load  is  delivered  without  the  assistance  of  the  hands, 
and  the  Teeth  can  be  raised  whether  the  horse  is  going  forward  or  not. 


176  HORSE  RAKES. 

HOWARD'S 

PATENT   LEVER   HORSE    RAKES, 

MANUAL    DELIVEBY. 

In  these  Rakes  the  Driving  Shafts  are  attached  to  the  Central  Axle,  which  is  carried  from  eod 
to  end  of  the  Implement  and  forms  a  fulcrum  on  which  the  teeth  are  balanced,  when  raised,  so  that 
the  load  is  easily  disposed  of  without  stopping  the  horse. 

The  Teeth  are  made  of  Wrought  Fluted  Steel,  tapered  and  tempered,  and  they  are  formed  so  as 
not  to  collect  rubbish  with  the  crop  nor  to  get  strained  out  of  shape. 

The  Tilting  Bar  on  which  the  Teeth  are  suspended  is  firmly  held  by  the  Patent  Locking  Leverage, 
until  the  load  is  discharged,  while  the  Teeth  are  left  free  to  adapt  themselves  to  any  irregularities  of 
the  surface. 

The  Bakes  are  made  with  a  pole  instead  of  shafts  for  countries  where  so  recjuired. 


P  R  I  0  E  S  :— 

0  with  24  Teeth,  36in.  Wrought  Wheels,  7i  feet  wide,  weight  4    cwt.  ...£950 

00  with  24  Teeth,  42in.                „              7^  feet  wide,  weight  4j  cwt.  ...  £  9  12  6 

00  with  28  Teeth,  42in.                „              8i  feet  wide,  weight  4^  cwt.  ...  £10  0  0 

000  with  24  Teeth,  46in.                „               7j  feet  wide,  weight  4J  cwt.  ...  £10  5  0 

000  with  28  Teeth,  46in.               „              8i  feet  wide,  weights    cwt.  ...  £10  15  0 

X  with  24  Teeth,  32in.  Ordinary  Wheels,  7^  feet  wide,  weight  3\  cwt.  ...  £  9  5  0 

XX  with  24  Teeth,  36in.  Wrought  Wheels,  7^  feet  wide,  weight  4}  cwt.  ...  £  9  12  6 

XX  with  28  Teeth,  36in.               „              8^  feet  wide,  weight  4i  cwt.  ...  £10  0  0 

XXX  with  24  Teeth,  42in.                „               7^  feet  wide,  weight  4^  cwt.  ...  £10  5  0 

XXX  with  28  Teeth,  42in.                „              8j  feet  wide,  weight  4}  cwt.  ..  £10  15  0 
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NICHOLSON'S 

MANUAL    DELIVERY    HORSE    RAKES. 

In  these  Bakes  the  Wheel  Axle  runs  from  end  to  end  of  the  Implement ;  the  Teeth  are  of 
Rigid  Spring  Steel  of  a  section  similar  to  the  ordinary  double-headed  rail,  varying  in  length  from 


54  to  62  inches. 


The  Teeth  are  attached  by  means  of  a  Taper  Pin  and  Socket,  which  allows  them  to  be  instantly 
removed  if  required,  and  their  height  and  pitch  can  be  regulated  by  a  Concentric  Clip  Joint  at  the 


back  of  the  Shafts. 


PRICES:— 


Mark. 


jN'  with  !24  Steel  'IV'eth,  Wrought  Wheels,  3ft.  Gin.  high,  width  7ft.  Sin.  ..      £  8  10    0 


N  with  28  Steel  Teeth, 


fi 


3ft.  Oin.  high,  width  8ft.  8in.  ...     £  9    0    0 


N  Hith  32  Steel  IVeth, 


>i 


3ft.  Oin.  high,  width  9ft.  Sin.  ...     £  9  10    0 


N  R  11  with  24  Steel  Ti-ith, 


>} 


3ft.  6in.  high,  width  7ft.  8in.  ...     £10    0    0 


N  K  R  with  28  Steel  Teeth, 


?> 


31t.  6iu.  high,  width  8ft.  Sin.  ...     £10  15    0 


N  R  R  with  3i  Steel  Teeth. 


»» 


3ft.  Gin.  high,  width  9ft.  Sin.  ...     £11  10  -0 


N  R  R  R  with  24  Steel  'J'eeth, 


») 


4ft.  Oin.  high,  width  7ft.  Sin.  ...     £11  15    0 


N  R  R  R  with  28  Steel  Teeth, 


1} 


4tf.  Oin.  hisjh,  width  Sft.  Sin.  ...     £12  15    0 


N  R  R  R  with  32  Steel  Teeth, 


)> 


4ft.  Oin.  high,  width  9ft.  8in.  ...     £13  15    0 


The  N  11  11  anl  N  R  R  R  Rakes,  in  addition  to  the  Back  Delivery  can  be  fitted  with  seat  for 


driver,  where  he  can  ride  and  work  the  Rakes  either  by  hand  or  foot,  at  an  extra  cost  of  15/-  each. 
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HORSE  RAKES. 


THE    ALBION     IRON    WORKS    CO.'S 

HORSE    RAKES, 

Fitted  with  Drivers'  Seats  and  Double  Levers. 

The  Teeth  Id  the&e  Raken  are  of  H  Section — their  pitch  being  regulated  by  means  of  a  ha 
wheel  and  screw  in  a  very  simple  manner. 

The  Wheels  are  made  either  in  Wrought  Iron  with  Solid  Chilled  Bushes  or  in  Cast  lion  n 
Wrought  Hoops  and  Loose  Bushes,  which  can  be  replaced  at  small  cost — the  price  being  the  sami 
both  cases. 


Prices  and  Dimensions. 


Mark 
ID. 

20  Steel  Teeth,  wheels  3ft.  6in.  high,  extreme  width  6ft. 

6in. 

2D 

24 

wheels  3ft.  6in.  high,  extreme  width  7ft. 

6in. 

SD 

28 

wheels  3ft.  Gin.  high,  extreme  width  8ft. 

Gin. 

4D 

82 

■    wheels  3ft.  Gin.  high,  extreme  width  9ft 

Gin 

5D 

20 

wheels  4ft.  Oin.  high,  extreme  width  6ft 

Gill 

6D 

24 

wheels  4ft.  Oin.  high,  extreme  width  7ft 

6tn 

7D 

28 

wheels  4ft.  Oiu,  high,  extreme  width  8ft. 

6in. 

8D. 

32 

wheels  4ft.  Oin.  high,  e.ttreme  width  9ft. 

Gin. 

If  without  Driver's  Seat  each  size  15/- 

less. 

£  9  10 
£10  6 
£11  5 
£12  0 
£10  6 
£11  0 
£12  0 
£12  15 


PATENT   SELF-ACTING    RAKES. 


2  A.  24  Steel  Teeth,  wheels  3ft.  Gin.  high 

3  A.  28  „  wheels  3ft.  Gin.  high 
6  A.  24           „            wheels  4ft.  Oin.  high 


£11  0  0 
£12  0  0 
£U  15    0 


AMERICAN    HORSE    RAKES. 

No.  A.  9ft.  Gin.  wide,  with  12  Hickory  Teeth 

No.  B.  9ft,  6in.  wide,  with  15  Hickory  Teeth 

No.  C.  9ft.  Gin.  wide,  with  23  Hickory  Teeth 

No.  1.  8ft.  Gin.  wide,  with    9  Ash  Teeth  

Ao.  3.   9ft.  Sin.  wide,  with  12  Ash  Teeth  


£  1  16  0 

£  2    0  0 

£  2  10  0 

£  1   10  0 

£  1   15  0 
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GREENHOUSES,   CONSERVATORIES,    ETC. 

Horley's    Paragon    Greenhouse, 

8  feet  long,  6  feet  wide,  with  Portable  Wood  Basement,  Benches,  and  Floor  Complete...     £10    0    0 


Horley's    Curvilinear    Greenhouse, 

10  feet  long,  6  feet  wide,  with  Wood  Basement,  but  no  Fittings     £12  10    0 


Horley's    Premier    Greenhouse, 

12  feet  long,  9  feet  wide,  with  Portable  Wood  Basement,  Benches  and  Floor  Complete...     £21     0    0 


Cranston's    Span    Roof   Greenhouse, 

18  feet  long,  9  feet  wide       £30    0    0 


\A/'heeler's    Span  Roofed  Greenhouse, 

20  feet  long,  12  feet  wide,  with  Improved  Ridge  Ventilation  in  the  Roof  and  Simul- 
taneous System  of  Ventilation  in  the  Sides,  with  Plant  Stages  all  round       ...     £52    0    0 


Cranston's  Span  Roof  Greenhouse, 

21  feet  long,  14  feet  wide — Glazed  without  Putty — Perfect  Ventilation £60    0    0 


Cranston's    Lean-to    Conservatory, 

With  Ornamental  Porch  Dooi-way,  25  feet  long,  10  feet  wide,  Qlazed  without  Putty  ...     £60    0    0 


Dennis    &    Co.'s  Best    Lean-to  Greenhouse, 

24  feet  long,  12  feet  wide  with  Partition,  Glazed  with  21oz.  Glass,  and  Painted  Three 

v^OaiS  •••        •.•        .*•        ...        •*•        ***        ***        *■*        ***        *■*        ***        ***        ***        ***  ***       JwO V    X o       o 


of  all  Sizes  and  Designs  on  Application. 


i8o        HORTICULTURAL  IMPLEMENTS  &  APPLIANCES. 


HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES. 

Archways — Ornamental  Wrought  Iron,  for  Gardens,  7ft.  6in.  high,  4  feet  span, 

14  inches  deep each  £  0  15 

Archways — Ornamental  Galvanized  Iron      each  £11 

BajTOWs  for  Gardens each  £  1  10 


CUCUMBER     AND     MELON     FRAMES. 
Parham's  Patent— In  Best  Bed  Deal  Framing. 

X      JLJlacIlL,           4    XcCL    LIV    O    IvCu      •••           •••           •••           •••           •••           •••           •••           •••           •••           •••           •••           •••           •••  JCl      A  mm 

2  Lights,    8  feet  by  6  feet £  3  12 

«5  Jjign  uS,  1 A  tee  i)  Dy  o  tee  t)  •••     ...     ...     ...  £o  7 

4  Lights,  1 6  feet  by  6  feet £  7  5 

5  Lights,  20  feet  by  6  feet iB  8  15 

6  Lights,  24  feet  by  6  feet £10  10 


FLOWER     VASES     OR     BASKETS. 

Ornamental  Cast  Iron  Flower  Vase,   3ft.  high,  5ft.  6in.  diameter,  painted  any  colour, 

and  lined  with  Zinc  Panels — No.  G     d£6   15 

Ornamental  Cast  Iron  Flower  Vase,  3ft.  high,  6ft.  6iu.  diameter,  fitted  with  Cast  Iron 

X  aueio^*"^^ . V .   iXJi      ...      ...      .*«      I*.      ...      ••       ...      ...      ...      ...      ...      ...      ...  j^  ^)    &^^ 

Extra  for  Square  Bases each  £  1   10 

Ornamental  Cast  Iron  Flower  Vase,  3ft.  high,  4ft.  6in.  diameter,  lined  with  Zinc — No.  B  £  5     0 

iSQ uare  Dase  ex vra ...     ...     ...     ...     •••     •••     •••     •••     •••     •••     •*•     •••     •••     •••     •••  j&  x   x u 

Ornamental  Cast  Iron  Flower  Vase,  2ft.  Ilin  high,.  3ft.  6in.  diameter — No.  C     £  3  17 

Extra  for  Square  Base •. •  £  1     0 

Ornamental  Cast  Iron  Flower  Vase,  1ft.  6in.  high,  4ft.  9in.  diameter — No.  D     £  3  17 

oij  uare  x^ase  ex  ur a ...      •«.      ...      •••      •..     •*.     *.•     *•>     ...      ...     ...     ...     ...     ..•      .*•  j^   x   x  U 

Ornamental  Vase,  Lined  with  Zinc,  2ft.  Sin.  high,  5ft.  long,  and  14in.  wide — No.  P    ...  £  3     | 

Ornamental  Vase,  2ft.  5in.  high,  2ft.  Sin.  diameter — No.  H £  2   l( 

Ornamental  Vase,  2ft.  high,  1ft.  Sin.  diameter — No.  J     £  1   1< 

wood  j^ase  xorj^iui^     ...     ...     .*•     *••     ...     ...     *.•     ...     ...     ••*     ...     ...     ...     .••  j^  \j   ii 

Small  Flower  Vase  for  Centre  of  Table,  painted  any  colour — No.  K       £  1     ^ 


FUMIGATOR    AND    MILDEW    ANNIHILATOR. 

Spary's   Patent   Fumigator, 

For  the  destruction  of  Mildew  on  Grapes,  Vines,  and  Plants,  without  injury  to  the  fruit  or  folia 

Fumigator  with  Lamp  and  one  dozen  Cottons £  1     ^ 

Fumigating  Material,  per  packet £  0 

Cottons,  per  gross £0     < 

/Wm/^ator  ^>  attach  to  ordinary  House  BelWa      £  0    I 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 
GARDEN    CHAIRS. 

Barnard,  Bishop,  and  Barnard's  Patent  Steel  Ohair  with  Elastic  Helical 

Seat  and  Back. 

No.  562,  Japanned  green,  blue,  crimson  or  any  other  colour     each      JtO  17     G 

No.  563,  Japanned  green,  blue,  crimson,  grained  or  mapled     each     £0  la    0 

No.  565  and  567,  Japanned  green,  blue,  crimson,  grained  or  mapled     each      £0  17     G 

Patent  Steel  Ohair  with  Elbows. 

No.  570,  Japanned  green,  blue,  crimson  or  any  other  colour     each     £1     8     0 


No.  564,  Japanned  green,  blue,  crimson,  grained  or  mapled      

No.  566  and  568,  Japanned  green,  blue,  crimson,  grained  or  mapled 


...each      £1     5     0 
...each     £18     0 


Ornamental  Oast  Iron  Garden  Ohair  with  Wood  Seat. 

No.  435,  Painted  pale  green,  maroon,  or  any  selected  colour  and  bronzed,  wood  work 


grained  oak,  4ft.  Gin.  long     £3  10    0 


Ditto 


ditto 


ditto 


ditto 


6ft.  long £4     0     0 


Single  Chair,  to  match  the  above,  with  Wainscot  Seat,  painted  and  bronzed  as  above — 

Xl  O.     400  •••  •••  ...  •••  ••«  ...  ...  ...  ...  ...  •*•  *••  a*.  •*•  ...  j^  I         l\J  \t 

Ornamental  Garden  Ohair  with  Awning. 

Garden  (iJhair  with  Awning,  of  best  Stripe<l  Waterproof  Cloth,  Chair  6ft.  6in.  long,  painted 

any  colour  and  varnished      £5  10  0 

Zinc  Top  to  Awning     extra  £0  10  0 

Box  for  Storing  Awning extra  £0     5  0 


GARDEN     CHAIRS     AND     SEATS. 
Monceaux  Oarden  Seats  with  Elastic  Wood  Battens  and  Wrought  Iron  Ends. 


Length  4  feet  6  inches. 

5  feet. 

6  feel. 

Painted  any  Colour  ... 

.      ...          £1    10     0 

£1    12     0 

£1   18     0 

Keal  Oak,  stained  and  varnished     .. 

.      ...          £1    \2     G 

£1    15     0 

£2     0     0 

*i4 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 

I 

GARDEN  CHAIRS    AND    SEATS. 
Oarden   Chair,   made   of  Wrought  Iron,   to   fold  up. 

X  riCC'^'"!  alDvtiQ  v7r6(51i       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       Jwv    m.  m.       fj 

Price — Grained  Oak  and  varnished      £0  12     6 

Garden  Folding  Chair,  made  of  Wrought  Iron,  with  Awning. 

X  ncc^''~x  aiureci  vxreeii  •••  •••  •••  •••  •••  •••  •••  ••   ••"  •••  •••  •••  •••  •••  Jw^  o  v 

If  without  Awning     ... J60  18  0 

Price — Grained  Oak  and  varnished       £1  10  0 

jLi  wimoiiu  xxwmn^     ...     ...     ...     ••*     •«•     ••«     •••     ...     ■..     ...     •••     ...     •••  jd^  \j  \i 

Garden  Chair. 

I^ainted  Oak  and  varnished,  with  Rustic  Arms,  C  feet  lon^^     £1  10     0 

Leicester  Patent  Lever  Folding  Chair. 

Made  of  hard  English  Wood,  with  Copper  Joints  and  Brass  Screws £0     6     6 

Cottage  Rustic  Garden  Seat. 

Oak  Painted  and  varnished,  5  feet       £16     0 

Oak  Painted  and  varnished,  6  feet       £1  10     0 

Garden  Chairs  with  Wrought  Iron  Ends,  Wood  Seat  and  Back. 

4  feet.  4  feet  6  inches.  5  feet.  6  feet. 

Stained  or  Painted  Green £1     0    0  ...  £1     1     0  ...  £1     2     0  ...  £13     0 

Green  with  lines,  or  Grained  Oak,  varnished  ...£l     2     0  ...  £13     0  ...  £14    0  ...  £15     0 

Garden  Chairs  with  Ends  in  Rustic  Design,  and  Wood  Seats. 

Painted  any  Colour,  6  feet  6  inches  long       £3    0  0 

Painted  any  Colour,  7  feet  long     £3     5  0 

Painted  any  Colour,  8  feet  long     £3  10  0 

Painted  any  Colour,  9  feet  long     £3  15  0 

If  without  Arm  Rests,  5/-  less. 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 

GARDEN     CHAIRS    AND     SEATS. 

Qarden  Seats  with  Elastic  Wood  Battens  and  Wrought  Iron  Frames, 

Without  Arms. 


Length. 

4  feet. 

1 

4ft.  6in. 

1 

S  feet. 

Sft.  6in. 

6  feet. 

No.  1  Garden  Seat,  painted  dark  green     ... 

£0   18 

0£0  19     0£1     0    0 

£12     0 

£14      0 

No.  2  Garden  Seat,  painted  dark  green  with 

light  lines  and  varnished 

£1     0 

0 

£1     1     0£1     2     0 

£14     0 

£16     0 

No.  4  Garden  Seat,  real  oak,  stained    andj 

varnished    £1     5 

1 

0 

£1     7     0 

£19    0 

£1    11     0 

£1   13    0 

1 
No.  6  as  No.  2,  with  additional  fine  white 

iines     •••      ••.     •••     .«•     •••     •••     ••• 

£1     2 

0 

£13     0 

£14     0 

£1     6    0£1     8    0 

Extra  Bottom  Stay  to  4ft.,  4ft.  6in.,  or  5ft.  2/- 
If  with  Anns,  3/6  extra  for  all  sizes. 

GARDEN     DRILLS. 


No.  1  Patent  Garden  and  Patching  Drill. 
No.  2  Patent  Garden  and  Patching  Drill.. 


•  ••    •••    *••    •••    •»•    •••    •••    »••    Jt»  V  *\J        v/ 

>••    •••    •••    •••    •».    •••    «••    •••    Jt»' '  A  A    O 


GARDEN     ENGINES. 
Coleman  &  Morton's  Hand  Water  Oart  and  Garden  Engine. 

This  Cart  is  especially  suited  for  use  in  Gentlemen's  Gardens  and  Grounds  and  will  save  great 
labour  in  the  conveyance  of  water. 

It  is  fitted  with  a  Spreader  for  Watering  Lawns,  Paths  or  Carriage  Roads,  and  a  powerful  Garden 
Engine  can  be  attached  to  throw  water  a  considerable  distance,  specially  adapted  for  watering  trees, 
&c.,  or  for  use  as  a  small  Fire  Engine. 


I  •  •  • 


•  •  •  •  •  • 


Price,  with  Spreader 

Ditto,  fitted  with  Garden  Engine 

Shafts  for  Donkey  or  Small  Pony 


.     •••     .*•     tt. 


I  •     . 


. .  •     ■ .  • 


4     ...     ...     ...     ...     • 


••  9»4  •••  •••  ••' 


£6    0    0 
£8     0    0 
...extra    £10    0 
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COONTINUED). 

GARDEN    ENGINES. 

Bamford's   Model   Garden  Engine. 

■n.  Ik.M  10  tJallons £3  15 

To  hold  20  Gallons £5     0 

Warner's  Ini.proved  3  inch  Oast  Iron  Lift  and  Force  Pump. 
MoiuihMl  III!  Barrow  with  Suction  and  Delivery  Screw,  IHiii.  Braiitli   Pipe  and  Spreader, 

and  Suction  Hose £7     0 

By  this  Pump  ime  man  wilt  force  the  wafer  in  a  continuous  stream  to  a  height  of,  fifty  feet — useful 
in  case  of  fire, 

I'innp  as  n\w\'v  with  3iiu.  Barrel £9     0 

Improved  GkJvanized  Iron  Tub  Garden  Engine. 
I'ainted   inside  and   out   and   fitted  with   Warner's   Registered  Spreader 

1-2  Gallons       £3     3 

16  Gallons       £4     0 

■24  Gallons      £5     6 

30  Gallons       £5  19 

Engines  fitted  with  Spreaiier  for  Watering  Lawns  anil  Walks  with  cock  outside  tub,  extra    £1     5 
Garden  Engine  in  Galvanized  Iron  Tub. 
Fitteil  with  arrangement  for  drawing  water  from  pond  ur  river,  or  from  the  tub  itself  as  requirerl. 
Ifi  (mlinn  Kiiyine  with  Suction  and  Deliverj'  UnicDs,  Branch  Pi|w  and  Suction  Rose  ...     £6   10 

24  Galli.ii  Kngine  ditto  ditto  ditto  £7    16 

30  Gallon  Hnsine  ditto  ditto  ditt^i  £8   10 

(i  Galhui  (Jarden  Engine,  suifaible  for  a  Lady  or  Child     £i   12 

Aqu^ects. 
For    Waterini;    Flowers,    Trees    in    Gardens,    Conservatories,    for  Washing    Windows, 

Carriages,  Laying  Dust,  &c.  — Throws  a  continuous  stream       £1   12 

Small  .■\<iuaject  for  use  as  a  Hand  Syringe — throws  a  continuous  stream— complete  with 

Jtwf  ajiil  .let £0  16 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 
GARDEN     FOUNTAINS. 


•  •  •  •  •  • 


I  •  •  •  I 


£1   12     0 


Portable  Fountain  and  Lawn  Sprinkler     

Garden  Fountains  from  £3  15  0  to  £21  0  0  according  to  size  and  design. 

GARDEN     ROLLERS. 
Single  Cylinder  with  Balance  Handles.  1  Double  Cylinder  with  Balance  Handles. 


Width. 
Inches. 

16 
18 
20 
22 
24 
27 


Diameter. 
Inches. 

18 
18 
20 
22 
24 
27 


<  •  •  •  • 


•  •  •  •  •  • 


•  •  •  •  •  • 


Price. 

£1   15  0 

£2     5  0 

£3     0  0 

£3  10  0 

£4     5  0 


•  •  •  • 


...     £5  15     0 


Width. 
Inches. 

18 
20 
22 
24 
26 
28 
30 


Diameter. 
Inches. 

16 
18 
20 
22 
24 
26 
28 


Price. 


.     £2  12 

6 

.     £3     2 

6 

.     £3  17 

6 

.     £4  10 

0 

.     £5    0 

0 

.     £5  15 

0 

.     £6  15 

0 

GARDEN  SYRINGES  with  Polished  Handles. 


With  one  Rose  and  Jet  attached. 


No.  119,  1  in.  Tube 
No.  121,  Ijin.  Tube 
No.  125,  liin.  Tube 


12m. 

s.     d. 

4     9 


I4in. 
s.     d. 

6     0 

8     6 

10     0 


i6in. 
s.     d. 

7     3 

9     6 

12     0 


With  Dew  Rose,  Coarse  Rose,  and  Jet  attached. 

I4in.  i6in. 

s.     d.  s.     d. 

•  •••  ...  ...  O         t/  •••  i  V/         \"  ... 

...  *J         O  ...  1  \J         %/  ... 

10     6         ...       12     6 
12     0         ...       13     0 

Fitted  with  the  Pati?nt  Inlet  Valve,  with  Dew  Rose,  Coarse  Rose,  and  Jet  attached,  attaining 

unprecedented  ease  of  intake. 


No.  124,  l^in.  Tube 
No.  126,  l|in.  Tube 
No.  127,  liin.  Tube 
No.  128,  Ifin.  Tube 


•  •  •  •  •  • 


!••  •••  ••• 


No.  124a,  liin.  Tuhe 
No.  127a,  l^in.  Tube 
No.  r28a,  Ifin.  Tube 


!••  «••  •••  ••• 


'   •    *  •    •    • 


!••  •••  •••  ••• 


14m. 

s.     d. 

11  0 
13  9 
16     3 


i6in. 
s.     d. 

12  3 
15  9 
17     3 


i8in. 

s. 

d. 

10 

6 

13 

6 

i8in. 

s. 

d. 

11 

3 

12 

0 

13 

9 

14 
att€ 

6 
ich 

i8in. 

s. 

d. 

13 

6 

17 

0 

18 

9 

20m. 

s. 

d. 

12 

0 

15 

0 

2oin. 

s. 

d. 

12 

6 

13 

3 

15 

6 

16 

6 

2oin. 

s. 

d. 

14 

9 

18 

9 

20 

9 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 


GARDEN    TABLES,    &c. 

Leicester  Rustic  Table,  light,  finn,  and  elegant,  painted  oak  and  varnished 

Leicester  Garden  Table,  witli  Wooden  Top  composed  of  Slats  mounted  on  a  Turned  Wood 


£1    10    0 


Pillar,  with  Wrought  Iron  Triporl  and  Scroll  Feet — paintvd  any  colour  ... 


Ditto 


Ditto 


— real  oak  and  varnished  ... 


•  •  •  •  •  • 


>   «  •   •   9 


Patent  Folding  Picnic  Table  with  Top  of  Wooden  Slats 

Patent  Combined  Folding  Reading  Desk  and  Table 


Patent  Picnic  Folding  Stool 


I*  (••  •••  •••  t«i 


•  •  •  •  •  •  • 


£12  6 

£15  0 

£0  15  0 

£0  17  6 

£0     6  0 


£0     7     6 


Patent  Picnic  Folding  Stool  with  Back 

Portable  Foot  Boards,  to  prevent  the  feet  coniiug  in  contact  with  the  ground — 

4ft.  4ft.  6in.  5ft.  5ft.  6in.  6ft. 

Painted  any  colour       AG     ...     5/6     ...     6/6     ...     7/6     ...     8/6 

If  not  striped  and  varnished        3/G     ...     4/6     ...     5/6     ...     6/6     ...     7/6 


HEDGE    MITTENS. 
Hedge  Mittens,  White  Leather     


per  pair    £0     4     0 


Hedge  Mittens,  Brown  Leather     per  pair    £0     4     6 


LAWN   MOWERS— See  separate  Heading. 


PEA     TRAINERS. 

These  Trainers  are  made  of  Galvanized  Diamond  Lattice  Work  on  a  strong  frame.      A  light 

iron  fiame,  usually  S  inches  wide,  forms  a  double  Standard  connecting  Four  Trainers. 

The  Standards  are  nu^rfly  pressed  into  the  ground  and  the  Trainers  hung  on  them  six  inches 
from  the  ground  line  by  a  loop  ])rovided  for  the  ]>ur|)Ose. 

Trainers.  Standards. 

S.        (1. 

6ft.  long,  2ft.  6in.  hi-h     each     li     ol  :^ft.  high  suitable  for'Jft.  6iu. Trainers  each 

6ft.  long,  3ft.  Oin.  high     each  '3     9  '  8ft.  6in.         .,  3ft.  Oin. 


6ft.  long,  8ft.  6in.  high     each     4     6      4ft.  Oin. 

^/t  long,  4ft.  Sin.  high     each     5     3  i  5ft.  Oin. 


?j 


J? 


it 


3ft.  6in. 
4ft.  6in. 


»> 


»» 


}9 


i> 


»» 


»9 


s. 
2 

0 

2 

3 

2 

6 

^ 

9 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 

PLANT     PROTECTORS. 

Parham's   Patent   Glass   Wall   Coping. 

Fitted  with  Rods  complete  for  front  Curtains,  2  feet  wide,  2/6 — 3  feet  wide,  3/9  per  foot  run. 

Parham's   Patent   Glazed   Acme   Plant   Protectors. 

With  Truss  Rin^e  and  Iron  Comer  Plates,  leaving  interior  quite  free  from  obstruction. 


6  feet  by  3  feet £2  7  6 

6  feet  by  4  feet £3  0  0 

6  feet  by  5  feet £3  15  0 

6  feet  by  6  feet £4  11  0 


12  feet  by  3  feet  £4  0  0 

12  feet  by  4  feet  ,..  £5  0  0 

12  feet  by  5  feet  £6  5  0 

12  feet  by  6  feet  £7  10  0 


River's  New  Registered  Wall-Tree  Cover    per  foot  run    £0  12    6 

Galvanized  Pea  Guards,  3  feet  long,  with  two  enls  to  the  dozen  lengths... per  dozen     £0     9     0 


STRAINED   WIRE    ESPALIER— FRENCH    SYSTEM. 

The  objects  of  the  Espalier  are  to  expose  the  foliage  of  Fruit  Trees  to  a  more  perfect  light  than 
can  be  obtained  on  a  wall,  and  to  economise  space. 

For  training  Fruit  Trees  the  wires  are  generally  placed  eight  inches  apart,  but  the  distance  may 
be  varied. 

Prices   of  Straining   Posts   and  Intermadiate   Standards. 

'IVo  Straining  Posts  are  required  for  each  length. 


•  •  •  •  •  • 


•  •  *  •  •  I 


T  Iron  Terminal  Straining  Posts,  4  feat  high 

Ditto  5  feet  high 

Ditto  6  feet  high 

Ditto  7  feet  high 

Ditto  8  feet  high 

Intermediate  Standards  with  Anchor  Feet, 

generally  placed  10  feet  apart,  4  feet  high 

Ditto  5  feet  high 

Ditto  6  feet  high 

Ditto  7  feet  high 

Ditto  8  feet  high 

The  Intermediate  Standards  and  Terminal  Posts  have  Self-fixing  Bases. 


...     • .  • 


• . •     ... 


...     . .  • 


. • •     ... 


. .  •     .  *  • 


Painted. 

Galvanized. 

...each 

9/0 

14/0 

...each 

10/6 

16/0 

...each 

11/6 

17/0 

...each 

16,0 

23/0 

...each 

17/0 

24/0 

...each 

1/5 

2/2 

...each 

1/8 

2/11 

...each 

2/0 

3/6 

...each 

2/3 

4/0 

...each 

2/6 

4/1 
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HORTICULTURAL  IMPLEMENTS  AND  APPLIANCES 

(CONTINUED). 
STRAINED  WIRE  ESPALIER— FRENCH  SYSTEM  (Continued). 

Galvanized  Wire  for  Espalier. 

No.  13  Wire,  suitable  for  the  taller  Espalier        per  100  yards  £0     2     6 

No.  14  Wire,  suitable  for  the  shorter  Espalier      per  100  yards  £0     2     0 

Galvanized  Raidisseurs  for  Straining  the  Wire. 

One  required  for  each  wire. 

Galvanized  Raidisseurs per  dozen  £0     3     0 

Wrought  Iron  Key  for  winding  ditto    £0     0     4 

Single  Cordon  for  Training  Fruit  Trees. 

Terminal  Posts,  12  inches  above  ground,  painted each  £0    4     0 

Ditto  ditto  galvanized each  £0     5     3 

Intermediate  Standards  with  pointed  feet,  generally  placed  10  feet  apart,  painted  ...each  £0     0     5 

Ditto  ditto  ditto  galvanized...  each  £0     0     7 


WATER    BARROWS. 
Galvanized  Iron  Water  Barrows  with  Painted  Frame  and  Two  Wheels     15   Gallons     ...     £1   18     0 

Ditto                                     ditto                                      20  Gallons    ...  £2  3  0 

Ditto                                      ditto                                      30  Gallons     ...  £2  8  0 

Ditto                                     ditto                                     40  Gallons     ...  £2  14  0 

Extra  Strong   Wrought  Iron   Water  Barrow  with  Wrought  Iron  Frame  and  Strong 

Galvanized  Rivetted  Cistern  and  Two  Wheels     40  Gallons     ...  £5  10  0 

Ditto                                      ditto                                       50  Gallons     ...  £6  0  0 

Improved  Wrought  Iron  Swing  Water  Barrow  with  Three  Wheels  and  Strong  Galvanized 

Rivetted  Cistern       40  Gallons     ...  £5  10  0 

Ditto                                       ditto                                        50  Gallons     ...  £6  0  0 

WATERING    POTS— GALVANIZED. 
12  3  4  5  gallons. 

37/ 6        ...         41/6         ...        44/6        ...         53/6         ...         62/0  per  dozen. 


HOSE. 
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HOSE. 

^VOVEN     CANVAS     HOSE. 


inch 
inch 
1  inch 
Ij  inch 
Ij  inch 
l|  inch 


•  ••     •  •  • 


•  •  •     •  •  • 


•  •  •     •  •  • 


•  •  •     •  •  • 


•  •  •     •  •  • 


s. 

per  foot  0 
0 
0 
0 
0 
0 


tl. 

3J 

4 

5 

6 

7 

9 


Larger  sizes  up  to  10  inch  made  to  order. 


•  •  •  •  • 


2  inch 
2i  inch 
2*  inch 
2 J  inch 

3  inch 
85  inch 

This  Hose  can  be  Burnetized  at  3d.  per  yard  extra 


•  •  •     •  •  • 


•  •  •     •  •  • 


•  •  •     •  • 


• «     •  •  • 


s. 

d. 

.per  foot 

0 

10 

0 

11 

1 

0 

1 

1 

1 

2 

1 

4 

GUN  METAL  HOSE  UNIONS. 


1  inch... 
ll  inch... 
If  inch... 
If  inch... 

2  inch... 
2\  inch  .. 
2i  inch... 
2I  inch... 

3  inch.. 


...  ... 


...  . . . 


s. 
4 
5 
6 
8 
9 
11 
...  13 
...  16 
...  19 


d. 

8 

6 

3 

0 

6 

0 

0 
0 
6 


COPPER  BRANCH  PIPES. 


inch... 
inch... 
inch... 
inch... 
inch... 
inch... 
inch... 
inch... 
inch... 


s. 

d 

14 

6 

15 

9 

16 

9 

19 

0 

22 

3 

24 

0 

25 

0 

26 

9 

27 

9 

BEST    INDIA-RUBBER    GARDEN    HOSE. 

^in.  lin.  iin. 

Light,  for  Watering  Croquet  Lawns  and  Cricket  Fields,    1  Ply...     /ll     ...     1/1     ...     1/6  per  yard. 


Ditto 


Ditto 


Ditto 


2  Ply...  1/2       ...     1/4     ...     1/6 


}} 


Best  Delivery  Hose     1  Ply...     /7      ...      /8     ...      /9  per  foot. 


Ditto 


...         ...         ...         ...         ...         ...         ...         ...^x  XV ...         /O  ...  J  V         ...  I  M,\J  I, 


Best  Patent  Suction  Hose 


...     /9 


/lO  ...     1/0 


It 


BREWERS'    HOSE, 
Specially  Prepared  for  Beer  and  Ale. 


Size   Internal 

Diameter 

Inches. 

1 

/lO 

i 

/" 

I 

1/2 

1/5 

i/7i 

If 
i/ii 

2 

2/3 

2i 

2/S 

2J 

2/6 

2t 
2/10 

3 

3/1 

3i 

3/7 

3i 

3/8 

3i 

4/1 

4 

4/4 

2  Ply,  \>et  foot  ... 

3  Ply  per  foot,  ... 

I/O 

1/2 

1/6 

«/9 

2/0 

2/2 

2/6 

2/9 

3/0      3/4 

1 

3/7 

4/1 

4/5 

4/10 

5/3 

4  Ply  per  foot, ... 

1/4 

1/6 

i/ii 

a/3 

2/6 

2/8 

2/10 

3/2 

3/6 

4/0 

4/5 

4/1 1 

5/« 

5/7 

6/1 

S  Ply  per  foot, ... 

1/7 

i/io 

2/4 

2/9 

3/0 

3/4 

3/9 

4/1 

4/S  1  4/10 

5/3 

5/10 

6/2 

6/9 

7/0 

Two  Ply  will  bear  a  moderate  pressurs.        Three  Ply  is  for  general  purposes. 


25 


Four  and  Five  Ply  for  great  pressure. 
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HOSE. 


LEATHER  DELIVERY  AND  SUCTION  HOSE. 


COPPER 

RIVETED    DELIVERY 

HOSE. 


To  stand  a  pressure  of  from  80  to 
loolbs.  per  square  inch.    s.  d. 
per  foot     I     5 


I  1 

inch 

I* 

inch 

I}] 

inch 

2 

inch 

2J1 

inch 

2h 

inch 

2J1 

inch 

^     1 

inch 

»» 


>» 


»» 


>» 


}) 


>t 


»» 


I 

2 

2 
2 
2 

3 
3 


9 
o 

2 

4 

7 
o 

4 


COPPER 

RIVETED  SUCTION 

HOSE. 


2 

2i 

2i 
2? 

3 
3i 

4 


Equal  in  strength  to  4-ply  India 
Rubber  Suction  I  lose.     s.  d. 
nch     per  foot 


nch 
nch 
nch 
nch 
nch 
nch 
nch 
nch 


>» 


>> 


»» 


>» 


»» 


>> 


it 


»» 


3  9 

3  11 

4  I 
4  5 

4  " 

5  3 

5  9 

6  5 

7  3 


COPPER 
RIVETED  DELIVERY  HOSE, 

For  Steam  Fire  Engines. 

To  stand  a  pressure  of  from  120  to 
l5olbs.  per  square  inch.     s.  d. 

2    inch       per  foot     2     6 

2j  inch       ,,  29 


CRANE  PIPES. 


2\ 
2i 

3 

3^ 

4 


nch 
nch 
nch 
nch 
nch 


2 

2 

3 
3 
3 
3 
4 


3 
6 

9 
5 


Hand  Loops  and  Straps  included. 

FLEXIBLE 
SUCTION   HOSE, 

Bound  with  Copper  Wire  outside. 


4 

5 
6 

7 
8 

9 


inch 
inch 
inch 
inch 
inch 
inch 


10  inch 


per  foot 


s.  d. 

3  " 

4  « 

5  6 

6  4 

7  I 

7  II 

8  9 


2 

2J 

3 


Equal  in  strength  to  3-ply  India- 
Rubber  Suction  Hose.        s.  d. 
nch       per  foot    3    3 

3    4 


COPPER  RIVETED 

SUCTION     HOSE, 

With  Copper  Spiral  Wire  inside. 


nch 
nch 
nch 
nch 
nch 
nch 


3 
3 
4 
4 
4 


5 
8 

o 

5 
9 


li  inch 
I J  inch 

2  inch 
2j  inch 
2.5  inch 
2 J  inch 

3  inch 
3. J  inch 

4  inch 


Very  durable. 

s.  d. 

.per  foot     5  9 

6  5 

7  o 

7  10 

8  5 


9 
10 

12 
i4 


7 
6 

5 
9 


INDIA-RUBBER  DELIVERY  AND  SUCTION  HOSE. 


rt 


c 


•A 

V 
N 


DELIVKRV. 


IN. 


PER   FOOT   RUN. 


I 

iJ. 

^1 
2i 

21, 

3  I 

3i 

3i 

3i 

4 


I -PLY. 

2- PLY. 

s.  d. 

s.  d. 

0  5 

0  7 

0  6 

0  8 

0  7 

0  9 

0  8 

0  ID 

0  II 

I   I 

I  I 

I  3 

I  3 

I  5i 

I  5 

I  8 

I  7 

I  10] 

I  9 

2  I 

I  II 

2  3 

2  I 

2  Sh 

2  3 

2    8 

2  6 

2  IQJ 

2  8 

3  oi 

2  II 

3  4 

3  2 

3  « 

3-PLY.  ;4-l*LY. 


s.   d. 
o    9 

0  10 

O    II 

1  I 

I    5 

I     7 

1  10 

2  o 


2 
2 

2 

3 
3 
3 
3 
4 
4 


3 
6 

9 
o 

3 
6 

9 
3 

7 


I  s.  d. 

I  o 

'   I  I 

'  I  5 

1  10 

!  2  I 

2  4 

2  7 

2  10 

3  2 
3  6 

3  10 

4  2 
4  6 
4  10 

I  5  7 


SUCTION. 


PER   FOOT   RUN. 


1-PLY.    2- PLY. 


s.   d. 

o    7 
o    8 

0  9 

O    II 

1  2 


I     5 

I     7 

1  10 

2  I 

2    4 
2     7 

2  10 

3  I 


3 
3 
4 
4 


4 
8 

o 

4 


3-PLY.  '4-PLY. 


s.  d. 

o  8 

0  10 

1  o 
I  2 

I  4i 

I  8 

1  loj 

2  2 


2 

2 

3 
3 
3 
4 
4 
4 
5 


5 
9 
I 

5 

9 
I 

5 

9 
I 


s.  d. 

0  10 

1  I 
I     2 

I     4 
I     8 

1  II 

2  2 


2 
2 

3 
3 
3 
4 
4 
5 
5 


5 
9 
I 

5 

9 
2 

7 
o 

5 


5  10 


s. 
I 
I 

I 
I 

2 
2 
2 

3 
3 
3 

4 

4 

5 

5 
6 

6 
7 


d. 

2 

4 
6 

9 

2 

5 
8 

o 

4 
10 

3 
8 

I 

6 
o 

7 
I 


Embedded 

Suction  Hose, 

with  spiral 

wire  core, 

covered  for 

Acids,  Steam, 

and  Brewing 

Purposes. 

PER  FOOT  RUN 

3-PLY.  4-PLY. 


s. 


2 
2 
2 
2 

3 
3 

4 

4 

5 

5 
I  6 

!  6 

7 
i  8 

I  9 


d.'  s.  d. 


o 
2 
6 
10 
I 
6 
o 
8 
2 

9 

3 
10 

6 

•> 

o 


.2     7 

2  II 

3  2 


6 
o 

7 

3 
10 

6 

7  3 

8  o 


3 
4 
4 

:> 
0 


CANVAS    SUCTION 
HOSE. 

3-ply,  and  Waterproofed 
with  Special  CompositioD. 

s.     d. 

IJ  inch     ...per  foot     1     8 


If  inch  .. 

2  inch  .. 
2 1  inch  . 
2 1  inch  . 

3  inch 


i) 


it 


>> 


)} 


>t 


1  11 

2  2 

2  6 

2  9 

3  4 


8 

9 
10 


9 
6 


LEATHER 
FIBE    BUCKET 


s. 


Sewn  To])      ...each  12 
Ordnance       ...each   10 


d. 
0 
6 


I -Ply  is  not  intended  to  withstand  much  pressure. 
2-Ply  is  uf  medium  strength. 

3-Ply  will  withstand  a  pressure  of  75ll)S.  per  square  inch. 
4-P)y  is  77)nde  to  withstand  a  pressure  of  i5olbs  per  square 


inch. 


CANVAS 
FIBE    BUCKETS 


8  inch 
11  inch 


s.     d. 

...each     2     3 
...each     3     3 


HOSE  REELS. 


H  E  A  D  L  Y'S 

PATENT    HYDRAULIC   APPARATUS   OR   HOSE   REEL. 


a  s 

s  '^ 

i  J 

I  • 

(w  bo 


I   e    S 

S.     " 


o  a 
«  I 
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HOSE  REELS. 
H  E  A  D  L  Y'S 

PATENT    HOSE    REELS. 


PRICES:— 

No.  5  Hose  Reel  with  Sjirtailer  and  Union — not  iacluding  India-Rubber  Pipe — to  work 

from  GO  to  15ft  feet  of  lin.  Pipe— can  be  worked  by  a  man       £8  10     0 

No.  4  Hose  Reel         ditto        ditto        to  work  from  GO  to  200  feet  of  Jin.  Pipe — can 

be  worked  by  a  man       £/J   10     0 

No.  3  Hose  Reel         ditto        ditto        to  work  from  60  to  150  feet  of  Jin.  Pipe — can 

be  worked  by  a  man       £6   10     0 

No.  2  Hose  Reel  ditto        ditto        to  work  from  25  to  120  feet  of  Jin.  Pipe — can 

be  worked  by  a  lad £4     10 

No.  1  Hose  Reel  with  Three  Wheels— complete  with  Spreader  and  Union — not  including 
India-Rubber  Pipe — to  work  from  23  to  70  feet  of  fin.  Pipe — can  be  worked 
by  a  lady £3   10    0 


H    A  Y   N   E   S' 

PATENT  GARDEN  HOSE   BARROWS. 

No.  3  Hose  Barrow,  to  carry  150  feet  of  iiii.  Ho^    £6     0 

No.  2  Hose  Barrow,  to  carry    60  feet  of  Jin.  Hose £5     0 

JVo.  J  lIosQ  Barrow,  to  carry    GO  feet  of  gin.  Hose    •     .-,     £4     0 


HOSE  REELS. 
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HOSE  REELS  FOR  WINDING  GARDEN  HOSE. 


Wrought  Iron  Hose  Reels  with  Two  Travelling  Wheels. 


Painted. 


Reel  17in.  diameter,  14in.  wide  £110 

Keel  20iD.  diameter,  14iD.  wide  £14    0 

Reel  23in.  diameter,  18in.  wide  £18    0 

Reel  26in.  diameter,  ISin.  wide  £1  12    0 


If  with  Galvanized  Reel. 

£13  6 

£16  6 

£1  11  6 

£1  16  0 


Improved  Wrought  Iron  Hose  Reels  with  Three  Wheels,  Lever,  and  Handle. 

Specially  adapted  for  laying  out  or  curling  up  Hose  without  dragging  it  over  the  ground. 


Painted. 


Reel  17in.  diameter,  14in.  wide    £14    0 


Reel  20in.  diameter,  l4in.  wide    


•  •  •  •  •  • 


£17     0 


Reel  23in.  diameter,  18in.  wide    £110    0 

Reel  26in.  diameter,  18in.  wide    £1   16     0 


If  with  Galvanized  Reel. 


£16     6 


£19     6 
£1  14     6 


£2     0    0 


Improved  Wrought  Iron  Self- Winding  Hose  Reels  with  Three  "Wheels. 


Reel  17in.  diameter,  14in.  wide 
Reel  20in.  diameter,  14 in.  wide 
Reel  23in.  diameter,  18in.  wide 


•  •  •  •  • « 


■    9  •    •    •  •     •    ■ 


Reel  26in.  diameter,  ISin.  wide    


Painted. 

If  with  Galvanized  Reel. 

fl     6 

6 

£1     9 

0 

£1     9 

6 

£1   12 

0 

£1    12 

6 

£1   17 

0 

£1   18 

6 

£2     2 

6 

iin.  2-Ply.      ^  &  Jin.  2-Ply.     I  in.  2-Ply. 

Reel  17in.  diameter,  14in.  wide,  will  carry     200  feet         120  feet  65  feet    Jndia-Rubber  Hose. 


Reel  20in.  diameter,  14in.  wide,  will  carry  200  feet  160  feet  100  feet 
Reel  23in.  diameter,  ISin.  wide,  will  carry  450  feet  300  feet  170  feet 
Reel  26in.  diameter,  ISin.  wide,  will  carrj'    600  feet        400  feet        300  feet 


>> 


y> 


t} 
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HOT  WATER  APPARATUS. 


HOT   W  ATE  R   PIPES. 

2in.  Hot  Wator  Pipes  in  6ft.  lengths      per  yard  £0  1  6 

Sin.  Hot  Water  Pipes  in  6ft.  lengths      per  yard  £0  2  6 

4in.  Hot  Water  Pipes  in  6ft.  and  9ft.  lengths per  yard  £0  3  0 


Under  6ft.  lengths     ... 


•  •  •  •  •  • 


2  inch. 

...per  yard  1/8 


3  inch. 
2/10 


4  inch. 

3/6 


BOILERS  FOR  HOT  WATER  APPARATUS. 


Length. 
Inches. 

18 

Width. 
Inclier. 

Height. 
Inches. 

Heating  Power. 
Feetor4in.  Pipe. 

Price. 

Flat  Boiler  with  2  or  3  Sockets     ... 

18 

8 

100 

£1   10 

0 

Arch  Boiler  with  Water  Bridge  and 

2  Sockets     ...     

18 

18 

15 

150 

£3     0 

0 

Ditto           ditto      

21 

20 

18 

250 

£4  10 

0 

Ditto           ditto      

21 

24 

20 

400 

£5  15 

0 

Ditto          ditto      

30 

24 

20 

550 

£6  10 

0 

Ditto          ditto      

36 

28 

22 

800 

£11   10 

0 

Furnaces,  Soot  Doors,  &c..  extra. 


WROUGHT  WELDED  PLAIN  SADDLE  BOILERS, 


Length. 

Inside  of 

Arch. 

iOutsideof  Arch. 

Heating  Power. 

Price. 

Inches. 

Inches. 

Indies. 

Feet  of  4in.  Pijx.'. 

\Vi<llh  Depth. 

Width  Depth. 

18 

10  by 

11 

'   14  by   13 

200 

£2     2 

6 

21 

10  by 

11 

14  by   13 

225 

£2     7 

6 

18 

12  by 

12 

16  by   14 

250 

£2  10 

0 

24 

10  by 

11 

14  by   13 

250 

£2   10 

0 

21 

1-2  by 

12 

16  by   14 

275 

£2   15 

0 

24 

1-2  by 

12 

16  by   14 

300 

£3     0 

0 

27 

1-2  by 

12 

17  by   14j 

320 

£3     5 

0 

30 

1-2  by 

12 

17  by   14i 

350 

£3  10 

0 

33 

1-2  by 

12 

17  by   14^ 

400         ! 

£4     0 

0 

33 

14  by 

14 

'  19  by  16^ 

450 

£4   10 

0 

36 

:   14  by 

14 

:  19  by   16* 

1           475 

£4  15 

0 

HOT  WATER  APPARATUS. 
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WROUGHT  WELDED  PLAIN  SADDLE  BOILERS 

(CONTINUED). 


1 

Length.  ; 

Inside  of  Arch. 

Outside  of  Arch. 

Heating  Power. 

Price. 

linches. 

Inches. 

Inches. 

Feet  of  4in.  Pipe. 

Width  Depth. 

Width  Depth; 

42 

14  by   14 

20  by   17 

600 

£5  12 

6 

42 

16  by   16 

22  by   19 

700 

£7     0 

0 

48 

16  by   16 

22  by   19 

800 

£8     0 

0 

48 

18  by    18 

24  by  21 

900 

£9    0 

0 

48 

21  by  21 

27  by   24 

1000 

£10    0 

0 

48 

18  by  24 

24  by  27 

1000 

£10    0 

0 

48 

24  by  21 

30  by  24 

1 1 50 

£11   10 

0 

60 

21  by  21 

27  by  24 

1250 

£12  10 

0 

60 

18  by  24 

24  by  27 

1250 

1 

£12  10 

0 

60 

24  by  21 

30  by  24 

1         1400 

£14     0 

0 

Flow  and  Reluru  Jfockets  and  Fitti  ig  to  ditto,  extra;  2  inch  3/9,  3  iuch  4/9,  4  inch  6/0  each. 

Elbow  ditto,  2  inch  6/0,  3  iuch  7/3,  4  inch  9/0  each. 


HARTLEY    &    SUGDEN'S 

INDEPENDENT  CONICAL  BOILERS. 

Fitted  with  Flow  and  Return  Sockets,  Round  Smoke  Flue,  Ashes  Box,  Sand  Rim  and  Cover,  and 

Cast  Hopper,  with  Cast  Fire  Dish. 


Height. 

Diameter. 

Fitted  with  2in. 

Sockets . 

Heating  Power. 
Feet  of  2in.  Pipe. 

Price. 

Inches. 

2ft.  8in. 

13 

250 

£4     4     0 

3ft.  Oin. 

13 

300 

£4  15     0 

3ft    6in. 

15 

400 

£5  12     6 

4ft.  Oin. 

15 

500 

£6  12     6 

4ft.  Oin. 

18 

750 

£9     0     0 

4ft.  6in. 

18 

900 

£10.    0    0 

5ft.  Oin. 

!           ^^ 

1050 

£11     0    0 

5ft.  Oin. 

21 

1250 

£12  10     0 
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HOT  WATER  APPARATUS. 


LUMBY'S 

PATENT  EXCELSIOR   BOILERS. 

TLese  are  upright  Tubular  Boilers  made  of  Btst  Wrought  Iron  Plates  (yk  or  f  thick  acoo 
to  Hize  of  Boiler)  firmly  welded  together  witliout  seaiu  or  rivet,  and  tested  to  a  heavy  Stei 
Hydraulic  Pressure. 

The  Boilers  have  the  larges.t  po.ssil'le  heating  surface  and  receive  the  direct  actioQ  of  the  f 
every  poiut  of  their  inner  surfaces. 

The  heated  Gases  pass  over  the  entire  surface  of  the  Boilers  before  jiassing  into  the  chimn^ 
that  great  economy  of  fuel  is  secured — and  the  Bniler.s  will  soon  be  fonnil  to  save  their  cost  thi 

The  Boilers,  having  large  internal  capacity,  may  he  left  from  twelve  to  twenty  hours  wi 
attention  and  arc  free  from  the  liability  uf  the  coke  lodging  and  leaving  the  fire  hollow. 

The  Feeding  Tube  being  through  an  opening  in  the  upper  dome  of  the  Boilers,  every  &cil 
given  for  feeding  from  the  surface. 

The  proportions  of  the  Boilers  may  be  varied  from  the  regular  aizes  given,  to  suit  the  convei 
of  the  Builder  and  can  be  adapted  to  situations  where  drainage  is  shallow. 


Prices  of  Ltimby's  Patent  Excelsior  Boilers  with  Plain  Midfeathera. 


Siic  of  Holler. 
Height.  Dianiutcr. 
Inches.     Indies. 

Healing  Power. 
Fet-lof+i".  l'i|.e. 

Price. 

Com[ili:le  Sol  of 
Fumacu   Fillings. 

30  by  18 

500 

£  8  10 

0 

£2  12     0 

26  by  20 

500 

£  8  10 

0 

£2  12     0 

30  by  22 

800 

£11     0 

0 

£2  18     0 

26  by  24 

800 

£11     0 

0 

£i    18     0 

36  by  26 

1(100 

£14  10 

0 

£3     3     0 

30  by  28 

1000 

£14  10 

0 

£3     3     0 

42  by  30 

1500 

£19    0 

0 

£3  12     0 

48  by  3« 

20011 

£25    « 

0 

£4    10     0 

54  by  42 

1^000 

£35     0 

0 

£5   15     0 

HOT  WATER  APPARATUS. 
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HOT  WATER  FITTINGS. 


Common  Elbow 

Long  Elbow     

Reducing  Elbow       

Elbow  with  Double  Sockets    

Outside  Bevil  Elbow       

Inside  Bevil  Elbow 

S3^hon  Bend,  open 

Ditto        close 

Ditto        3-way      

Ditto         4-way       

Outlet  Syphon,  3-way     

Ditto         3-way,  with  Socket. . 
X  Piece  with  2  Sockets  on  upper  part 
Ditto    with  1  Socket  on  upper  and  1 
Ditto    with  3  Sockets  ...     . 
Ditto    with  1  Socket  ..      . 

Cross  Piece       

Double  Elbow,  inside       ...     . 

Ditto        outside     ...     . 

Elbow  Syphon,  2-way     ...     . 

Ditto  3-way 

Ditto         4-way     ...     . 

S  Piece,  inside        

Ditto    outside      

Outlet  Syphon  with  3  Sockets 
Ditto         with  2  Sockets 

Flange  Socket 

Flange  Socket  Elbow       ...     . 
Double  Socket 
Collar 
Flange  Spigot 

Cap    

Blank  Spigot 

Hat  Piece... 

Y  Piece  or  Branch  Syphon  with  1  Socket    ... 

Ditto  Ditto  with  2  Sockets ... 

A  AV vV       ...  ...  ...  ...  ...  ...  ...  ... 

Reducing  Sockets 4"  to  3"    3/6 

Reducing  Nipple 4"  to  3"    2/3 

Reducing  Nipple 4"  to  3"     1/9 


on  lower  parts 


2  inch. 

3  inch. 

4  inch. 

s. 

d. 

s. 

d. 

s. 

d. 

1 

8 

...     3 

0 

.     3 

9 

2 

6^ 

...     4 

2 

.     5 

0 

3 

0 

...     4 

0 

.     4 

6 

2 

3 

...     3 

9 

.     4 

8 

2 

6 

...     3 

8 

5 

0 

2 

0 

...     3 

0 

.     3 

6 

2 

6 

...     4 

2 

.     6 

0 

2 

3 

...     3 

8 

5 

3 

3 

8 

...     6 

0 

.     8 

0 

5 

0 

...     7 

9 

11 

9 

4 

0 

...     6 

8 

.     9 

3 

4 

6 

...     7 

9 

9 

6 

3 

0 

...     4 

9 

.     6 

0 

2 

6 

...     5 

0 

.     5 

6 

2 

9 

...     5 

9 

.     7 

3 

2 

3 

...     4 

0 

.     5 

0 

3 

6 

...     5 

9 

.     6 

8 

3 

0 

...     4 

6 

6 

8 

3 

9 

...     5 

0 

.     8 

4 

3 

3 

...     5 

0 

.     7 

0 

4 

6 

...     7 

3 

10 

3 

6 

9 

...   10 

6 

13 

6 

2 

6 

...     4 

6 

.     5 

6 

3 

6 

...     5 

6 

.     6 

6 

3 

0 

...     5 

0 

.     7 

9 

9  tt  4                   V  •  • 

2 

9 

...     4 

9 

.     6 

3 

3 

0 

...     3 

6 

.     4 

0 

3 

4 

...     3 

8 

.     4 

0 

1 

8 

...     2 

9 

.     3 

8 

1 

3 

...     1 

9 

.     2 

0 

2 

6 

...     2 

9 

.     3 

6 

1 

0 

...     1 

G 

.     1 

9 

0 

9 

...     I 

0 

.     1 

6 

3 

0 

...     3 

6 

.     4 

0 

•  •  •                •   •  •                • 

4 

0 

...     5 

6 

.     6 

3 

•  •  •            •  •  •            • 

3 

0 

...     5 

0 

6 

0 

4 

6 

...     7 

0 

.     8 

0 

4"  to  2"    ; 

3/0 

•  •  • 

3"  to  2" 

2/6 

4"  to  2"     • 

2/0 

•  •  • 

3^1 

10  2" 

1/9 

4"  to  2" 

1/8 

•  •  • 

3^^  to  2" 

1/4 

Improved  Patent  Stop  Valve  with  Turned  Brass  Centres  and  Gland. 

Constructed  as  to  be  able  to  remove   the  valve  for  repairs,  without  breaking  the  socket  jointed 

in  the  pipe. 

2  inch.  3  inch.  4  inch. 

£0  17     6  £12     6         £17     6  each. 


Improved  Throttle  Valve  with  Brass  Valve,  Spindle,  and  Glands. 

Either  Double  Socket  or  Socket  and  Spigot. 

2  inch.  3  inch.  '  4  inch. 

£0  14    0  £0  19    0         £1     1     0  each. 
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198  HURDLES,  FENCING,  FIELD  GATES,  &c. 


HURDLES,  FENCING,  AND  FIELD  GATES. 

Wrought  Iron  Hurdles  with  Solid  Plat  Bars. 

No.  1.  Improved  Flat  Bar  Light  Cattle  Hurdle,  6ft.  long,  3ft.  4in.  above  ground,  top  bar 
of  fin.  round  iron — and  the  lower  four  of  flat  iron  lin.  wide,  and  ^in  thick, 
placed  with  the  edge  upwards.  There  are  three  uprights  to  each  Hurdle  1  Jin. 
wide,  and  ^in.  thick,  the  two  end  ones  have  pn^nged  feet.  Covered  with  one  coat 
of  black  varnish ...     each    £0     4     3 

No.  2.  Improved  Flat  Bar  Strong  Cattle  Hurdh*,  6ft.  long,  3ft.  6in.  above  ground,  top 
bar  of  §in.  round  iron — and  the  lower  four  of  flat  iron  lin.  wide,  and  Jin.  thick, 
placed  with  the  edge  upwards.  There  are  three  uprights,  the  two  end  ones  being 
l^in.  wide,  and  y\in.  thick,  with  pronged  feet,  and  the  centre  upright  if  in. 
wide,  and  ^^in.  thick.     Covered  with  one  coat  of  black  varnish    each     £0     4     9 

No.  3.  Improved  Flat  Bar  Ox  Hurdle,  6ft.  long,  4ft.  above  ground,  top  bar  of  Jin.  round 
iron — three  of  the  lower  bars  are  of  flat  iron  lin.  wide,  and  Jin.  thick,  placed 
wnth  the  edge  upwards,  the  bottom  bar  but  one  being  lin.  wide  and  fin.  thick. 
The  two  end  uprights  ore  1  U«-  wide  and  j\'m.  thick,  with  pronged  feet  and  the 
centre  upright  is  l^in.  wide  and  ^in.  thick.  Covered  with  one  coat  of  black 
vami^n ..       ...      ...      ...      •.*      ...      ..       *•■      ...      ...      ...      ...      ...      ...     eacu     Xt\f     o      J* 


Wrought  Iron  Hurdles  with  Solid  Round  Bars. 

No.  4.  Round  Bar  Sheep  Hurdle,  6ft.  long,  3ft.  above  ground,  with  five  bars  all  Jin. 
diameter,  and  three  uprights  I  Jin.  wide  and  Jin.  thick.  The  two  end  uprights 
have  single  pronged  feet.     Covered  with  one  coat  of  black  varnish       ...     each     £0     3     5 

No.  5.  Round  Bar  Light  Cattle  Hurdle,  6ft.  long,  3ft.  4in.  above  ground,  with  five  bars 
all  of  round  iron,  the  top  one  fin.  diameter  ami  the  lower  ones  Jin.  diameter. 
The  three  uprights  are  Ijin.  wide  and  Jin.  thick,  and  the  two  end  ones  with 
pronged  feet.     Covered  with  one  coat  of  black  varnish each     £0     3   IQ 

No.  6.  Round  Bar  Strong  Cattle  Hurdle,  6ft.  long,  3ft.  6in.  above  ground  with  five  bars 
all  of  round  iron,  the  top  one  |iu.  diameter  and  the  lower  ones  ^in.  diameter. 
The  three  uprights  are  Ifin.  wide  and  ^'^^in.  thick,  and  the  two  end  ones  with 
pronged  feet.     Covered  with  one  coat  of  black  varnish each     £0     4     $ 

No.  7.  Round  Bar  Ox  Hurdle,  6ft.  long.  3ft  9in.  above  ground,   with  five  bars   all  of 
round  iron  Jin  diameter.     The  three  uprights  are  all  1  Unch  wide  an  I  fin.  thick, 
the  two  end  ones  with  pronged  feet.  Covered  with  one  coat  of  black  varnish,  each     JEO     6    4 
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HURDLES,  FENCING,  AND  FIELD  GATES 

(CONTINUED). 
Wrought  Iron  Sheep-Pold  Hurdles  on  Wheels. 

No.  8.  Wrought  Iron  Sheep-Fold  Hurdle  on  four  wheels,  each  Tin.  diameter,  length  of 

Hurdle  12ft.,  height  3ft.  4in.,  with  T  iron  top  and  square  corners       ...     each     £14     6 

No.  9.  Wrought  Iron  i:heep-Fold  Hurdle  on  four  wheels,  each  Tin.  diameter,  length  of 
Hurdle  12ft.,  height  3ft.  4in.,  with  T  iron  top  and  ends,  with  rounded  top 
oomeis  .*»      ...      ...      ...      *••      •*.      •••      ••*      •«•      •>.      ...      ...      ...      •••      vdrv/ii     Jw ^      ^     ^ 

No.  10.  Improved  Wrought  Iron  Sheep-Fold  Hurdle  on  four  wheels,  each  Tin  diameter, 
length  of  Hurdle  12ft.,  height  3ft.  4in.,  with  T  i^^^  ^^P  ^  before ;  the  inner 
wheels  are  brought  close  to  the  Hurdle,  thus  avoiding  any  danger  of  sheep 
entangling  their  legs each    £14    0 

No.  11.  Improved  Sheep-Fold  Hurdle  on  four  wheels,  ench  Tin.  diameter,  length  of 
Hurdle  12ft.,  height  3ft.  4in.,  with  two  adjustabe  sliding  Lamb  creeps,  to  admit 
varying  sizes  of  lambs each     £1   14     6 

Wrought  Iron  Gates  3ft.  wide  with  hangings,  suitable  for  attaching  to  any  of 
the  above  Hurdles each     £0  15    0 

No.  12.  Wrought  Iron  Five-Barred  Sheep-Fold  Hurdle,  6ft.  long,  3ft.  high,  with  two 
stays  to  support  it  in  a  leaning  })osition — saving  much  labour  in  fixing — 
connected  by  a  link  or  chain       each    £0    4     8 


Improved  Round  Bar  Wrought  Iron  Sheep  Hurdle. 

No.  13.  This  Hurdle  is  6ft.  long  and  3ft.  above  ground.  The  three  upright  bars  are  all 
made  pointed  at  the  bottom  but  without  projecting  feet,  so  as  to  penetrate  the 
ground  easily,  the  top  and  bottom  bars  are  ^in.  diameter,  and  the  other  three 
bars  are  4 inch  diameter  ;  the  upriglit  bars  are  l|in.  wide  and  Y^m.  thick  ;  the 
Hurdles  connect  by  a  link  attached  to  the  top  bar.  Covered  with  one  coat  of 
uiavK    vamisn       ...      ...      ••.      ...      >•.      ...      ...      •••      *••      .«.      ...      ...     eaon     JwO     4     x 


Improved  Plat  Bar  Wrought  Iron  Sheep  Hurdle  with  Five  Bars. 

No.  14.  This  Hurdle  is  6ft.  long  and  3ft.  above  ground.  The  top  bar  is  of  round  iron 
|iu.  diameter,  the  bottom  bar  is  lin.  wide  and  jjin.  thick,  the  other  three  bars 
are  lin.  wide  and  ^in.  thick  ;  the  end  uprights  are  Ijin.  wide  and  xV^"-  thick  ; 
the  middle  one  l|in.  wide   and  /jjin.  thick.     Covered  with  one  coat  of  black 

V o I u loll  •••      ...      ...      ...       •«•      ...      ...      ...      ...      ...        ..      ...      .«.      ...      ecwi/ii      Jw^      ^      ^ 


Improved  Plat  Bar  Wrought  Iron  Sheep  Hurdle  with  Pour  Bars. 

No.  15.  This  Hurdle  is  6ft.  long  and  2ft.  6in.  abuve  ground,  the  top  bar  is  of  round  iron 
|in.  diametiT,  the  bottom  bar  is  lin.  wide  and  iJin.  thick,  the  two  other  bars 
are  lin.  w4de  and  \m.  thick  ;  the  erd  uprights  are  Ijin  wide  and  yVi"-  thick, 
and  the  middle  one  is  I  jjin.  witle  and  i^^in.  thick  ;  the  end  uprights  are  made 
double  thickness  from  the  bottom  to  three  inches  above  the  ground  line  to 
compensate  for  wear  and  tear  of  frequent  setting.  Covered  with  one  coat  of 
black  varnish each    £0    4    2 
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(CONTINUED). 
Unclimbable  Hurdles  of  Wrought  Iron  with  Round  Vertical  Bars. 

No.  16.  Strong  Wrought  Iron  Unclimbable  Hurdle  is  6ft.  long  and  4ft  above  the  ground 
line,  with  pronged  feet.  The  end  uprights  and  the  two  horizontal  bars  are 
lAin.  wide  and  fin.  thick;  the  vertical  bars  are  of  round  iron  ^in.  diameter 
placed  Sjin.  apart,  pointed  at  top  and  riveted  at  the  bottom  into  the  horizontal 
bar.  This  Fence  is  suitable  for  enclosing  gardens  or  public  situations  ...     each     £0     9     5 


No 


.  17.  Extra  Strong  Wrought  Iron  Unclimbable  Hurdle  is  6ft.  long  and  4ft.  above  the 
ground  line,  with  pronged  feet.  The  end  uprights  and  the  two  horizontal  bars 
are  l^in.  wide  and  fin.  thick  ;  the  vertical  bars  are  of  jound  iron  fin.  diameter 

E laced  35in.   apart,  pointed  at  the  top  and  riveted  at  the  bottom  into  the 
orizontal  bar each    £0  11   10 


Unclimbable  Wrought  Iron  Hurdles  with  Square  Vertical  Bars. 

No.  18.  Extra  Strong  Wrought  Iron  Unclimbable  Hurdle  is  6ft.  long  and  4ft.  above  the 
ground  line,  with  pronged  feet.  The  end  uprights  and  two  horizontal  bars 
are  Ijin.  wide  and  §in.  thick  ;  the  vertical  bars  are  of  ^in.  square  iron,  placed 
with  the  angle  in  front,  3§in.  apart,  pointed  at  the  top  and  riveted  at  the  bottom 
into  the  horizontal  bar        each     £0  11     0 


Strong  Wrought  Iron  Game  Proof  Hurdle. 

No.  19.  Extra  Strong  Wrought  Iron  Hurdle  is  6ft.  long  and  4ft.  above  ground  line,  with 
pronged  feet.  The  end  uprights  are  l^in.  wide  and  fin.  thick;  the  horizontal 
bars  are  Ijin.  wide  and  Jm.  thick;  the  vertical  bars  fin.  diameter,  have  bowed 
tops  and  are  4|in.  apart  in  the  upper  and  I^in.  apart  in  the  lower  division  ; 
the  middle  bar  is  2ft.  6in.  high — very  strong  and  ornamental       each     £0  12     6 


Extra  Strong  Wrought  Iron  Hurdle. 

No.  20.  Extra  Strong  Wrought  Iron  Hurdle,  6ft.  long,  4ft.  high  above  ground,  with  end 
uprights  l|in.  wide  and  |in.  thick  ;  the  horizontal  bars  l^in.  wide  and  Jin.  thick, 
the  vertical  bars  are  lin.  wide  and  ^in.  thick,  pointed  at  the  top  and  riveted  at 
the  bottom  into  the  horizontal  bar,  2^in.  apart  in  the  lower  portion  and  6in.  apart 
in  the  upper  portion,  the  middle  bar  is  2ft.  6in  high — a  very  strong  hurdle  and 
diflScult  to  climb each     £0  H     o 


Game  Proof  G^arden  Hurdles. 

No.  21.  Game  Proof  Garden  Hurdle  is  6ft.  long  and  5ft.  6in.  high,  the  end  uprights  are 
l^in.  wide  and  ^in.  thick,  the  two  horizontal  bars  are  lin.  wide  and  ^in.  thick, 
the  vortical  wires  are  jin.  diameter  placed  1  Jin.  apart each     £0     5     5 

No.  22.  Game  Proof  Hurdle  is  6ft.  long,  2ft.  6in.  high,  with  extra  strong  game  proof 

wire  netting  attached  to  the  iron  framework     each     £0     4     8 

Unclimbable  Game  Proof  Deer  Hurdle. 

No.  23.  Unclimbable  Game  Proof  Deer  Hurdle  is  6ft.  long  and  5ft.  Gin.  high,  the  end 
uprights  are  ifin.  wide  and  fin.  thick,  the  upright  bars  are  jjin.  diameter,  U^in. 
apart  in  the  lower  portion  and  Sin.  apart  in  tlie  upper  portion,  the  game  proof 
part  is  3ft.  high    ..     ...     each    £0  15     6 


HURDLES,  FENCING,  FIELD  GATES,  &c.  201 

HURDLES,  FENCING,  AND  FIELD  GATES 

(CONTINUED). 
Continuous  Wrought  Iron  Flat  Bar  Fences. 

No.  1.  For  Sheep  or  Light  Cattle — Five-bar  Continuous  Fence  Standards  with  double 
prong  feet  3ft.  apart,  3ft.  4in.  above  ground  and  I3in  below — .Joint  Standards 
l|in.  wide  and  ^in.  thick — Intermediate  Standards  l:J^in.  wide  and  {in.  thick — 
Top  Bar  fin.  round  iron,  and  the  other  four  lin.  wide  and  Jin.  thick... per  yard     £0     2     0 

Cast  Terminal  Posts  for  ditto     each     £0  10    6 

No.  2.  For  Cattle  or  Horses — Five-bfir  Continuous  Fence  3ft.  Gin.  above  ground  and 
13in.  below — Standards  with  double-pronged  feet,  3  feet  apart — Joint  Standards 
IJin.  wide  and  Jin.  thick — Intermediate  JStandards  I  Jin.  wide  and  y^in.  thick 
Top  Bar  |in.  round  iron  and  the  other  four  lin.  wide  and  Jin.  thick    per  yard     £0     2     3 

Cast  Terminal  Post  for  ditto each    £0  13     6 

No.  3.  For  Cattle  or  Horses—  Extra  Strong  Five-bar  Continuous  Fence  3ft.  9in.  above 
ground  and  I4in.  below — Standards  with  double  pron«;ed  feet,  3ft.  apart — Joint 
Standards  l?in.  wide  and  im.  thick — Intermediate  Standards  I^in.  wide  and 
in.  thick — Top  Bar  fin.  round  Iron,  and   the  other  four   lin.  wide  and   jin. 


3 

®  .  -  - 

thick.     Good  general  purpose  Fence per  yard     £0     2     7 

Cast  Terminal  Posts  for  ditto     each    £0  14     6 

No.  4.  For  Heavy  Cattle  or  Horses — Extra  Strong  Six-bar  (Continuous  Fence  4ft.  Gin. 
above  ground  and  I5in.  below — The  Iron  is  of  the  same  size  as  in  No.  3  Fence 
— Very  Strong  Fence per  yard     £0     3     0 

Cast  Terminal  Posts  for  ditto     each     £0  16     9 


Continuous  Wrought  Iron  Round  Bar  Fences. 

No.  A.  For  Sheep  or  Light  Cattle — Five-bar  Continuous  Fence  3ft.  4in.  high  and  12in. 
below  ground — Standards  with  double  pronged  feet  3ft.  a])art — Joint  Standards 
l^in.  wide  and  \m.  thick — Intermediate  Standards  Ijin.  wide  and  {in.  thick — 
Top  bar  Jin.  round,  the  four  other  horizontal  bars  i in.  «'iameter    ...     per  yard     £0     1   10 

Cast  Iron  Terminal  Posts  for  ditto     each     £0  10     6 

No.  B.  For  Light  Cattle — Five-bar  Continuous  Fence  3ft.  Gin.  high  and  I3in.  below 
ground — Standards  with  double  pronged  feet  3ft.  apart — Joint  Standards  Uin. 
wide  and  2in.  thick—  Intermediate  Standards  1  Jin.  wide  and  /^in.  thick — Top 
horizontal  bar  Jin.  diameter,  the  other  four  sin.  diameter       per  yard     £0     2     1 

Cast  Iron  Terminal  Posts  for  ditto      each     £0  13     G 

No.  C.  For  Cattle  or  Horses — Five-bar  Continuous  Fence  3ft.  9in.  high  and  14in.  below 
ground — Standards  4ft.  apart  with  double  pronged  feet — Joint  Standards  l§in. 
wide  and  |in.  thick — Intermediate  >tandards  l.jin.  wide  and  §in.  thick — Top 
bar  }in.  diameter,  the  other  four  Jin.  diameter        per  yard     £0     2     8 

Cast  Iron  Terminal  Posts  for  ditto     each    £0  14     6 

No.  D.  For  Heavy  Cattle  or  Horses — Six-bar  Continuous  Fen :e  4ft.  Gin.  high  and  lf>in. 
below  ground — Standards  4ft.  apart  with  double  pronged  feet — Iron  employed 
is  the  same  size  as  in  No  C  Fencing  last  described    per  yard     £0^.3     1 

Cast  Iron  Terminal  Posts  for  ditto      each    £0  16    9 
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(CONTINUED). 
Wrought  Iron  Field  G-ates. 

No.  1 .  Wrought  Iron  Six-barred  Field  Gate  with  Two  Diagonal  Braces,  width  9ft.,  height 
from  top  to  bottom  bar  3ft.  8in.,  height  from  ground  line  to  top  bar  4ft.,  top 
and  bottom  bars  ijin.  wide  and  ^in.  thick,  four  other  horizontal  bars  I  in.  wide 
and  jinch  thick,  heel  bar  1  in.  wide  and  Jin.  thick,  head  bar  Ijin.  wide  and  Jin. 
thick,  middle  upright  bar  1| in.  wide  and  /^ in.  thick,  chagonal  braces  Ijin. 
wide  and  Jin.  thick. 
Price  with  Two  Iloun<l  Cst  Iron  Pillars  com})lete,  to  fix  to  Wood  or  Stone   Blocks 

Price  of  Gate  withimt  Pillars 

Mountings  for  Stone  or  Wood  Posts     extra 

No.  2.  Wrouglit  Inm  Six-barred  Field  Gate  constructed  i)rincii)ally  of  X  <'ind  Angle  Iron 
with  Two  Diagonal  Braces — tbe  posts  are  of  solid  wrought  iron,  with  plati?  iron 
self-fixing  bases,  recpiiring  neitlier  wood  nor  stone  blocks  to  hold  them  when 
fixed  in  stiff  soil,  well  rammed  ;  the  gate  is  hung  to  the  ])ost  by  two  Collars  or 
Thimbles  slipjied  over  the  top  of  the  jm-t ;  width  of  gate  9ft.,  height  from  grcmnd 
line  to  t4)p  bar  4ft.,  top  and  bottom  bars  of  X  iron  l.Jin.  wide  by  Ijin.  deep, 
heel  bar  Ijin.  wide  and  ^in.  thick,  head  bar  liin.  wide  and  ^in.  thick,  four 
hi  riztmtal  bars  each  I  Jin.  wide  and  ^in.  thick,  two  inner  uprii^ht  bars  lin. 
wide  and  |in.  thick,  two  brace  bars  of  angle  inm  each  lin.  wide  and  lin.  deep, 
and  Yffi"-  thick,  hanging  post  'ijiii.  diameter,  catching  po.st  1  Jin.  diameter  ;  a 
very  strong  and  comparatively  light  gate. 

Price  with  Self-fixing  Rcmnd  Hanging  and  Catching  Posts        

X  nee  wiinoui  i  osis...      •••      •.•      •••      •••      •••      •••      •••      •••      ...      •«•      ...      ..•      *.■ 

Extra  for  Back  Stays  to  Hanginir  I\).st 

Mountings  for  Wc»od  or  St(me  Posts     extra 

No.  3.  Wnmght  Iron  Six-barred  Fiehl  (iate  ccm.structed  ])rinci}»ally  of  Xii»<l  Angle  Iron 
with  Four  Diagonal  Braces,  made  for  either  woo<l  or  .stone  })osts,  width  9ft., 
height  from  ground  line  to  to])  bar  4ft.,  top  and  bottom  bars  of  X  iron  Uin. 
by  I  Jin.,  heel  bar  ijin  wide  and  gin.  thick,  head  bar  l.iiii.  wis  eand  ^in.  thick, 
four  horizontal  bars  lin.  wide  and  .jin.  thick,  one  centre  upright  lin.  wide  and 
§in.  thick,  four  brace  bars  lin.   by    lin.  by  ,'*vin.  angle  iron. 

Price  of  Gate  oidy  (without  ])osts) XI    10     0 

Mountings  for  Wood  or  Stone  I'osts     extra     £0     3     6 

No.  4.  Strong  Wrought  Iron  Seven-barre<l  Field  Gate  with  Scroll  Head  and  Heel,  con- 
structed of  Flat  Bars,  uiade  for  either  wood  or  stone  posts,  width  of  gate  9ft., 
height  fnmi  ground  line  to  to])  ])ar  4ft.  Gin.,  to])  and  bottom  bars  liin.  wide  and 
^in.  thick,  five  horizontal  bars  each  l]in.  wide  and  J^in.  thick,  heel  bar  l^in. 
wide  and  Jin.  thick,  head  bar  l:,in.  wide  and  iin.  thick,  two  inner  u])righr  bars 
I  Jin.  wiile  and  Jin.  thick,  one  brace  bar  llin.  wide  and  :}in.  thick. 

Price  of  (iate  only  (without  ]»osts) £2      q     q 

Mountings  for  Wood  or  Stone  Posts     extra     £0     3     $ 
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(CONTINUED). 
Wrought   Iron   Field   Gates   (Continued). 

No.  5.  Wrought  Iron  Six-barred  Trussed  Gate,  made  with  top  and  bottom  bars  of  flat 
iron  l^in.  wide  and  ^in.  thick,  four  horizontal  bars  each  ^in.  diami»ter,  heel  bar 
l^in.  wide  and  fin.  thick,  head  bar  l^in.  wi/.e  and  iin.  thick,  three  inner 
uprights  l^in.  wide  and  fin.  thick,  four  round  truss  rods  j,{in.  diameter,  cast 
iron  pillars  4|in.  diameter  at  base  and  4in.  diameter  at  top  under  cap. 

Price  with  Round  Cast  Iron  Pillars  complete,  to  fix  to  Wood  or  Stone  Blocks       ...     £4  15     0 

Price  of  Gate  without  Pillars £2     5     0 

Mountings  for  Wood  or  Stone  Posts     extra    £0    3     6 

No.  6.  Wrought  Iron  Six-barred  Gate  with  Scroll  Head  and  Heel,  Three  Diagonal  Braces 
and  Two  upright  Bars,  width  of  gate  9ft.,  height  from  ground  to  top  bar  4ft.  4in., 
top  and  bottom  bars  l^in.  wide  and  ^in.  thick,  four  horizontal  bars  each  of  fin. 
diameter,  heel  bar  l^in.  wide  and  Jin.  thick,  head  bar  IJin.  wide  and  ^in.  thick, 
two  inner  upright  bars  ijin.  wide  and  |in.  thick,  three  braces  l^in.  wide  and 
^in.  thick,  the  pillars  are  of  cast  iron  4jin.  diameter  at  base  au'l  4in.  diameter 
at  top  under  cap. 

Price  of  Gate  with  Round  Cast  Iron  Pillars  complete,  to  fix  to  Wood  or  Stone  Blocks     £4  17     6 

Price  of  Gate  without  Pillars,  to  fix  to  Wood  or  Stone  Gate  Posts £2     7     6 

Mountings  for  Wood  or  Stone  Posts     extra    £0    3     6 

No.  7.  Light  Wrought  Iron  Six-barred  Gate  made  entirely  of  Plat  Iron,  with  Two 
l^irallel  Diagonal  Braces,  width  9ft ,  height  from  ground  line  to  top  of  Gate  4ft., 
top  and  bottom  bars  l^in.  wide  and  Jin.  thick,  other  four  horizontal  bars  l|in. 
wide  and  jin.  thick,  diagonal  braces  1  Jin.  wide  and  \m.  thick,  two  inner 
upright  bars  l^in.  wide  and  W^"-  thick,  heel  bar  2in.  wide  and  ^in.  thick,  head 
bar  l^in.  wide  and  |in.  thick,  cast  iron  piUars  5in.  diameter  at  base  and  Sin. 
diameter  under  cap. 

Price  of  Gate  with  Two  Round  Cast  Iron  Pillars  complete  to  fix  to  Wood  or  Stone 

JJlvlV/iVo  ...  ..•  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ... 

Price  of  Gate  without  Pillars 

Mountings  for  Wood  or  Stone  Posts     extra 

No.  8.  Wrought  Iron  Six-barred  Field  Ga^e  with  Tubular  Top  and  Bi^ttom  Bars,  width 
of  gate  9ft ,  height  from  ground  line  to  top  of  gate  4ft.,  top  and  bottom  bars  of 
hollow  tube  I  Jin.  dii  ueter,  centre  upright  l[in.  widj  and  fin.  thick,  four 
diagonal  braces  1  Jin.  wide  and  ^in.  thick,  heel  bar  2in.  wide  by  .lin.  thick, 
head  bar  i.jin.  wide  and  Im.  thick,  cast  pillars  5in.  diameter  at  base  and  3iu. 
diameter  under  cap. 

Price  of  Gate  with  Two  Round  (vast  Iron  Pillars  complete,  to  ^\  to  Wood  or  Stone 

JDIOC/KS  ...         ...         ...        ...         ...         .»•         ...         ...         ...         ...         ...         ...        ...         ...         ... 

Price  of  Gate  without  Pillars 

Mountings  for  Wood  or  Stone  Posts     ...     extra 
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(CONTINUED). 
Wrought  Iron   Field  Gates   (Oontinued). 

No.  9.  Stroug  Wrought  Iron  Seven-barred  Field  Gate,  with  Scroll  Head  and  Heel,  width 
9ft.,  height  from  ground  line  to  top  bar  4ft.  6in.,  top  and  bottom  bars  l^in.  wide 
and  -Jin.  thick,  other  five  horizontal  bars  lin.  wide  and  ^in.  thick,  heel  bar  Ijin. 
wide  and  Jin.  thick,  head  bar  l^iii.  wide  and  lin.  thick,  upright  centre  bar 
l^in.  wide  and  fin.  thick,  four  diagonal  braces  each  lin.  by  Jin.,  cast  iron 
pillars  4fin.  diameter  at  base  and  4in.  diameter  under  cap. 

Price  of  Gate  with  Two  Round  Pillars  complete X4  17 

Price  of  Gate  without  Pillars £2     2 

Mountings  for  Wood  or  Stone  Posts     extra     £0     3 

No.  10.  Wrought  Iron  Six-barred  Self-Closing  Gate  with  Ornamental  Scroll  Head  and 
Heel,  width  of  gate  Oft.  6in.,  height  from  ground  line  to  top  bar  4ft.,  top  and 
bottom  bars  If  in.  wide  and  oin.  thick,  other  four  horizontal  bars  yV"-  diameter, 
middle  upright  I  Jin.  wide  and  Hu.  thick,  four  diagonal  braces  If  in.  wide  and 
fin.  thick,  pillars  octagonal  cast  iron  4oin.  diameter  at  base  and  3in.  diameter 
under  cap.  'l^he  Gate  is  fitted  with  quadrant  hinge  which  makes  it  self-closing, 
and  finger-rod  for  opening  on  horseback. 
Price  with  Cast  Iron  Octagonal  Pillars  prepared  to  fix  on  Stone  Blocks  ...    •...     .  .     £7     7 


Wrought  Iron  Self-closing  Tubular  Q-ates. 

No.  11.  Wrought  Iron  Trussed  Tubular  Gate  with  Six  Bars  made  of  HoUow  Tubes, 
width  of  Gat-e  9ft.,  height  from  ground  line  to  top  bar  4ft.,  top  bar  of  hollow  tube 
l^in.  diameter,  lower  bars  of  hollow  tube  lin.  diameter,  heel  bar  2in.  wide  and 
^in.  thick,  head  bar  Ijin.  wide  and  fin.  thick,  centre  upright  bar  2^in.  wide 
and  i^,)in.  thick,  diagonal  truss  lin.  wide  and  ^in.  thick,  cast  iron  pillars  of 
fluted  octagonal  shape  5in.  diameter  at  base  and  3|in.  diameter  under  cap. 
The  Gate  is  fitted  with  claw  hinge  to  make  it  self-closing,  and  finger  rod  for 
opening  on  horseback. 

Price  of  Gate  with  Self-fixing  Cast  Iron  Pillars  complete X6  17 

Price  of  Gate  only,  prepared  for  Wood  or  Stone  Pillars      £2  17 

Mountings  for  Wood  or  Stone  Posts     extra     £0    3 

No.  12.  Wrought  Iron  Self-closing  Entrance  Gate  with  Side  Gate,  widthof  largegate  10ft.  , 
height  4ft.,  side  gate  4ft.  wide  and  4ft.  high,  all  the  bars  are  made  to  taper  from 
heel  to  head  of  gates,  top  and  bottom  bars  Ijiu.  wide  and  Jin.  thick,  tapering  to 
If  in.  wide  and  |inch  thick,  heel  bar  1  Jin.  by  1  Jin.,  head  bar  Ijin.  by  fin., 
four  diagonal  braces  each  l|in.  by  fin.,  tapering  to  1  Jin.  by  fin. — the  inter- 
sections in  the  large  gate  are  covered  by  two  ornamental  bosses  and  by  one  in 
the  small  gate — fluted  cast  iron  pillars  5in.  diameter  at  base  and  4in.  diameter 
under  cap. 

Price  of  Large  Gate  with  Finger  Rod  and  Two  Pillars     j£lO     0 

Price  of  Large  Gate,  Side  Gate,  and  Three  Pillars     j£l5  15 

Price  of  Large  Gate  without  Pillars,  prepared  to  fix  to  Stone  or  Wood JE  5  15 

Mounting8  for  Wood  or  StoiiQ  Po»t& extra    £  0    7 


HURDLES,  FENCING,  FIELD  GATES,  &c.  20. 

HURDLES,  FENCING,  AND  FIELD  GATES 

(CONTINUED). 
Wrought  Iron  Wicket   Gates  and  Bows. 

FOR   CONTINUOUS    FENCING. 

lliese  Gates  require  no  latch  or  other  fastening  and  yet  they  are  quite  secure  against  sheep, 

pigs,  &c.     They  can  be  made  to  suit  any  kind  of  Iron  Fence. 


Wicket  G-ate  with  Flat  Horizontal  Bars. 

To  suit  Continuous  Fences — Nos.  1,  2,  3,  or  C £2     7     6 

To  suit  Continuous  Fences — Nos.  4,  &  D £2  15    0 


Wrought   Iron   Hand   or   Bridle   Gates. 

With  Horizontal  Bars  and  Diagonal  Brace. 

To  suit  Continuous  Fences — Nos.  1  &  2      £1  '7    6 

To  suit  Continuous  Fences — Nos.  3  &  C £^    2    G 

To  suit  Continuous  Fences — Nos.  4  &  D £2     7     6 


Step  Ladder  or  Stile  for  Iron  or  Wire  Fencing. 

Step  Ladder  4ft.   Gin.   high,    with  Ladder  on  each  side  of  Fence. 
Price •    **^  ^" 


Patent  Field  Stile. 

This  Stile  opens  to  allow  the  person  to  pass,  and  closes  again  instiintly— thus  dispensing 
with  the  necessity  of  climbing,  so  disagreeable  in  the  old  fashioned  stile. 

Price * 

27 


2o6  HYDRAULIC  RAMS. 

W^ARNER'S 

HYDRAULIC     RAMS, 

For  the  Supply  of  Watkr  to  Farm  Housks,  Farm  Buildings,   &c. 

Water  Ram  or  Self-Acting  Water  Elevator. 

This  is  a  very  .simple,  ellicient,  and  diir.ible  Maoliin  "■  for  raising  a  portion  of  a  running  stream 
of  water  to  almost  any  height,  or  carrying  it  any  distance,  provided  a  fall  of  water  can  be  obtained, 
and  is  also  useful  for  supplying  dwelling.^,  farmyards,  &o.  It  furnishes  a  constant  and  regalar  supply, 
without  any  care  or  attention.  It  is  perfectly  applicable  where  no  more  than  thirty  inches  fall  can 
be  had,  yet  the  greater  the  fall  applied,  the  mor<»,  powerful  the  operation  of  the  Michiud  and  ths 
higher  the  water  may  be  conveyed. 

The  relative  proportions  between  the  water  raised  and  wa^^tjd  is  dependent  entirely  upon  the 
relative  height  of  the  spring  or  source  of  water  above  the  ram  and  the  elevation  to  which  it  is  required 
to  be  raised.  The  quantity  raised  varies  in  proportion  to  the  height  to  which  it  is  lifted  and  also  in 
proportion  to  the  distance  which  the  water  has  to  be  conveyed,  as  the  longer  the  pipe  through  which 
the  water  has  to  be  forced  by  tlk*  machine,  the  great  it  the  friction  to  be  overcome,  and  the 
more  power  consumed  in  the  operation  ;  yet  it  is  common  to  apply  the  ram  for  conveying  the 
water  distances  of  five  hundred  or  a  thousand  yards  and  up  elevations  of  one  and  two  hundred  feet. 
Ten  feet  fall  from  the  spring  or  brook  to  the  ram  is  abundantly  sufficient  for  forcing  up  the  water  to 
any  elevation  under,  say,  one  hundred  and  fifty  feet  in  height  above  the  level  of  the  point  where  the 
ram  Ls  located,  and  the  same  ten  feet  fall  will  raise  the  water  to  a  unich  higher  point  than  the  last- 
named,  although  in  a  diminished  (quantity,  in  proportion  as  the  height  is  increased;  more  than  ten 
feet  fall  is  not  desirable,  the  wear  on  the  ram  being  too  great. 

To  enable  any  person  to  calculate*  what  fall  would  be  sufficient  to  apply  to  the  ram  to  raise  a 
given  supply  of  water,  it  may  be  safely  calculated  in  conveying  it  any  ordinary  distance,  of  two 
hundred  and  fifty  or  three  hundred  yards,  that  about  one-seventh  part  of  the  water  can  be  raised  and 
discharged  at  an  elevation  above  the  ram  five-times  as  high  a,s  the  fall  which  is  applied  to  the  ram; 
or  one-fourteenth  part  can  be  raisetl  and  discharged  ten  times  as  high  as  the  fall  applied,  and  so  in 
propurt'ion  as  the  fall  nr  rise  is  varie«l. 
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W^ARNER'S 

HYDRAULIC     RAMS 

(CONTINUED). 

Thus,  if  the  ram  be  placed  under  the  head  or  fall  of  five  feet,  of  every  seven  gallons  drawn 
from  the  spring,  one  gallon  may  be  raised  twenty-five  feet  or  Iialf-a-gallon  fifty  feet ;  or  with  ten  feet 
fall  applied  to  the  machine,  of  every  fourteen  gallons  drawn  from  the  spring,  one  gallon  may  be 
raised  to  the  height  of  one  hundred  feet  above  the  machine,  and  so  in  like  proportion  as  the  fall  or 
rise  is  increased  or  diminished. 


The  following  particulars  must  be  supplied  to  enable  the  Manufacturers  to  decide  on  the  size  of 

the  Machine,  and  give  an  estimate  of  the  cost ; — 

1st. — The  number  of  feet  of  fall  that  can  be  obtained  at  the  spring  or  brook  to  work  the  ram. 

'2nd. — The  perpendicular  height,  from  the  lower  part  of  the  fall  to  where  the  water  is  required  to 
be  delivered. 

3rd. — The  distance  horizontally  from  the  spring  or  brook  to  the  house  or  premises  where  the 
water  is  wanted. 

4th. — If  the  spring  or  stream  should  be  small,  it  is  ver}^  desirable  to  ascertain  how  many  gallons 
it  flows  per  minute. 


PRICES:— 

No.  1  of  suitable  capacity  for  a  spring  or  brook,  which  furnishes  a  Supply- 
pipe  l^in.  diameter  £440 

No.  2  Ditto                   ditto                   ditto       2  in.  diameter  £  6  10  0 

No.  3  Ditto                    ditto                    ditto       ..  2  J  in.  diameter  £13     0  0 

No.  4  Ditto                    ditto                    ditto       3  in.  diameter  £15  15  0 

No.  5  Ditto                    ditto                    ditto       3iin.  diameter  £18  18  0 

No.  6  Ditto                   ditto                   ditto       4  in.  diameter  £25    0  0 


No.  1  on  a  fall  of  6ft.  Oin.  will  raise  12  gallons  60ft.  high  per  hour. 

Ditto    on  a  fall  of  7ft.  6in.  will  raise  15  gallons  60ft.  high  per  hour  and  so  on  in  proportion 

to  fall  and  height. 
No.  2  on  a  fall  of  6ft.  Oin.  will  raise  19  gallons  60ft.  high  per  hour. 
Ditto    on  a  fall  of  7ft.  6in.  will  raise  24  gallons  60ft.  high  per  hour. 
No.  3  on  a  fall  ol  6lt.  Oin.  will  raise  18  gallons  120ft.  high  per  hour. 
Ditto    on  a  fall  of  8ft.  Oin.  will  raise  60  gallons  60ft.  high  per  hour. 


2o8 


ICE  MAKING  MACHINES,  &c. 


ICE     MAKING     MACHINES. 

Improved  Ice  Making  Machine. 

To  make  Clear  Transparent  Ice  in  ten  minutes  with  Freezing  Crystal — or  to  make  Ice  Cream 
and  Ice  Puddings  ready  moulded  for  the  table  in  six  minutes,  with  ice  and  salt. 


No.  1 — Pint  with  Two  Moulds  complete     ... 
No.  2 — Quart  with  Two  Moulds  complete  ... 
No.  3 — Pint  with  One  Plain  Mould  complete 
No.  4 — Quart  with  One  Plain  Mould  complete 
No.  5--To  Frapper  One  Bottle  of  Wine     ... 


. .     ... 


I .     ... 


. .     ... 


.  •     ... 


)  a  ... 


.  •  ... 


I  .  -  .  . 


.  .  .  < 


•  •  ... 


.  .  .  I 


£2  10     0 


...        •••       XtO    Xd        %J 


...         •*•        mt**        M         \3 


•  •       *••       *••      JD*)      &      \3 


...       .*•      Jw  ^       '        V 


Improved   Ice,   Cream,   and  Wine  Freezer. 

To  make  Clear  Ice  with  the  Freezing  ('rystal  and  to  make  two  kinds  of  Ices  or  Ice  Creams  at  one 

time,  either  with  Ice  and  Salt  or  with  the  Freezing  Crystal. 
No.  6— Ice,  Cream,  and  Wine  Freezer  with  Two  Fluted  Moulds  complete  and 

lor  v/nc  i30Liie.»*     • , J£o  X7     6 

No.  7 — Ice,  Cream,  and  Wine  Freezer  with  One  Plain  Mould  and  for  Three 

i>otties     j^5     S     o 

Freezing  Crystal      per  tin    £110 


Portable  Ice  Box. 


Painted,  Grained,  and  Varnished.      Fitted  with  Tap  to  draw  off  Waste  Water. 

Suitable  for  Picnics,  Travelling,  &c. 

No.  1— 1ft.  4iin.  by  1ft.  0  in.  byOft.  llin £17     0 

No.  2— 1ft.  5  in.  by  Itl.  2\m.  by  1ft.    lin £1   lo     0 
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ICE     MAKING     MACHINES,     ETC 

(CONTINUED). 
Ice   Boxes   or   Befirigerators. 


Painted,  Grained,  and  Varnished 


ft.    in.        ft.    in. 


ft,    in. 


No.  11—1  6  by  1  4  by  2  1 

No.  12—1  10  by  1  8  by  2  5 

No.  13—2  3  by  1  9  by  2  4 

No.  14—2  9  by  1  lOi  by  2  7 

No.  15—3  3  by  2  0  by  2  8 

No.  16—3  2  by  2  li  by  2  9 

No.  17—4  2  by  2  3  by  2  10 


Fitted  with  Sliding  Zinc  Shelves. 


• .     . .  • 


•  •     .  •  • 


.  £2  10  0 

.  £3  10  0 

.  £4  10  0 

.  £5  10  0 

.  £6  10  0 

.  £7  10  0 

.  £8  10  0 


INDIAN     CORN     SHELLERS. 

The  "  Burrall "  Indian  Com  Sheller 

Is  made  entirely  of  iron  ;  which  is  preferable  to  wood  in  very  hot  climates.     The  Macliine  has 

an  improved  delivery  which  perfectly  separates  the  "cob"  and  the  grain,  and  is  equally  well  adapted 

for  large  or  small  com.     It  can  be  packed  lor  shipment  in  a  very  small  compass. 

X  £  Jll/t?  •••  •••  •••  •••  ••  ••%  •••  •••  »••  •••  ■••  •••  •••  •••  •••  •••  J^^  \J         \J 


The   "Clinton"   Indian   Com   Sheller 

Is  constructed  principally  of  Wood  and  is  fitted  with  either  one  or  two  Fly  Wheels.  This  Machine 
is  preferable  to  the  "  Burrall "  for  shelling  small  and  medium  sizes  of  com.  It  will  shell  from  10  to 
15  bushels  of  corn  per  hour  when   worked  by   one  man,  with  a  boy  to  feed  the  ears  into  the 

Machine. 


t  4 1  vC  *»t      •••      •»»      •••      f(«      ••»      t»»      •••      at*      t*»      tt*      cat      *•*      at*      aat      atf     J^  M    I  X/     V 


INDIA    RUBBER. 


INDIA   RUBBER    BELTING 

Made  of  Cotton  Canvas  and  India  Rubber,  for  Driving  Machinery. 


2-Ply — Should  only  be  used  for  light  work. 

3-Ply — Medium  strength,  equal  to  stout  single  leather. 

4-Ply — Of  great  strength,  suitabli;  fur  heavy  work. 

5-Ply — For  very  heavy  work. 

6-Ply — Made  for  extra  strength,  and  equal  to  the  strongest  double  leather. 


Price 

per  Foot, 

■with  Square  Edge. 

Widlh  in  Inches. 

2-Ply. 

3-Ply.           4-Plr. 

B-Ply. 

e-Ply. 

B.     d. 

s.     d. 

s.     d. 

8.    d. 

s.       d. 

I  Inch     

0     4 

0    6 

0     7 

It  iDch 

0    6 

0     8i 

0  10 





2  Inch      

0    8 
0  10 

0  101 

1     1 

1     3i 

1      6 

2!  Inch    

1     1 

1     4 

1     7 

1    10 

3  Inch      

1     0 

1     3i 

1     7 

1    11 

2      2j 

31  Inch    

1     2 

1     6 

I   10 

2     2 

2      6j 

4  Inch      

1     4 

1     8J 

2     li 

2   e 

2   10 

Ulnch 

I     6 

1   11 

2     4 

2  10 

3     3 

.Ilnch      

1     8 

2    H 

2     7 

3     ] 

3     T 

H  Inch    

I  10 

2     4 

2  10 

3     5 

S   11 

6  Inch      

2    0 

2     6t 

3     1 

3     9 

4     3 

61  Inch    

2     2 

2     9 

3     4| 

4     0 

4     7 

7  Inch      

2    4 

3    0 

3    8 

4     2 

4   11 

8    nch      

2     8 

3    4 

4     2 

4   10 

5     8 

9    nch      

3    0 

3     9 

4    8 

5     6 

6      4 

10   nch      

3    4 

4     2 

5     3 

6     2 

7     0 

11  Inch      

3    8 

4     7 

5  10 

6  10 

7     9 

12  Inch      

4     0 

5    0 

6     5 

7     6 

8     6 

13  Inch      

— 

— 

7     0 

8     2 

9     3 

14  Inch      

7     7 

8  10 

10     0 

16  Inch      

_ 

_ 

8     9 

10     2 

■  1     6 

18  Inch      

— 

— 

9  11 

11     6 

13     0 

ENDLESS    BELTS    FOR    THRESHING    MACHINES. 

Thhee  Feet  Extra  Charged  for  being  made  Endless. 
Usual  Stock  Sizes. 


44  hith  l.v  4-Ply 2     4i  jwr  Foot     60ft.,  G5ft.,  and  TOft.  long. 

r,     Iiirhl>y4-Ply 2     7^  per  Foot     COft,,  C5ft.,  and  70ft.  long. 

.1     Iiirh  by  ."i-I'ly 3     I     per  Foot     60ft.,  GSft.,  and  70ft.  long 

.5^  Jfjdi  hy  4-l'ly 2  lOi  per  Foot     60ft.,  65ft.,  and  70ft.  long. 

Viivinfr  fiands  of  any  other  wiA\\is  ox  Tjly  (thickness)  made  to  Order. 


INDIA  RUBBER. 


^it 


ELASTIC  STEAM  ENGINE  PACKING. 


Rope  Packing  Canvas  with  Vulcanized  Rubber  Core     


Ditto 


Ditto 


without  Rubber  Core 


Best  Canvas  Packing,  combined  with  Rubber  in  Rings,  all  sizes^  for  Gland  Boxes 


Ditto 


Ditto 


Ditto        in  Sheet,  about  36in.  wide     ... 


Second  Quality  in  Rings  and  Washes     


Ditto 


111    Otlvvw  ...  ...  ...  ...  ...  ...  ...  ...  ...  •••  •.• 


White  Talc  Packing 


>  •  m  •••  •••  •••  •••  ••• 


•  ••  •••  •••  •••  9  m^ 


s.  d. 

..     per  lb.     2  0 

1  9 

4  9 

4  0 

1  9 

1  6 

2  0 


Self  Lubricating  Engine  Packing. 
Made  of  Lubricated  Cotton  with  Elastic  India-Rubber  Core       per  lb.     2    6 


Squeegees,  or  Vulcanized  India  Rubber  Brooms 

For  Pavements,  Warehouses,  Breweries,  Stables,  Wood  Floors,  &c. 


No.  1.-  I  Of  in.  long  per  dozen  (without  handles) 


No.  2.— 12 
No.  3.— 13J 
No.  4.— 16i 
No.  5.-24 
No.  6.-26 
No.  7.-28 
No.  8.-30 


ti 


i> 


>i 


}i 


tt 


tf 


yy 


*i 


}} 


3> 


)} 


)> 


)) 


it 


No.  5. — 24in.  long  per  dozen,  with  handles  and  iron 


No.  6.-26 
No.  v.— 28 
No.  8.— 30 


a 


i> 


>i 


)> 


}} 


}* 


)i 


iy 


>> 


•  •  •              •  •  • 

•  •  •              •  •  • 

•  •  •                    •  •  •                    A 

•  •  •                    ■  •  •                    4 

•  t   •                     •  •  • 

•  •  •                     •  •  • 
•   •   •                     •   •  • 

»  •  •                  •  •  •                  4 

stays 

•  •  •         •  •  •          1 

•  •  •                     •  •  •                     4 

•  •  •                  •  •  •                  4 

£0  18 

0 

£1    0 

0 

£1    4 

0 

£1  10 

0 

£3    0 

0 

£3  12 

0 

£4    4 

0 

£4  16 

0 

£3  18 

0 

£4  10 

0 

£5    4 

0 

£5  16 

0 

iNDtA    RUBBER. 


VULCANIZED  SHEET  INDIA  RUBBER, 

From  4  to  30  yards  long,  36iD.  to  54in.  wide,  nnd  of  any  thickoess  from  the  50th  part  of  an 
upwards ;  the  gauge  for  thickness  being  the  aliquot  part  of  ^n  inch. 

Piioc 

Red.     Best  Quality  Manufactured,  'pgiu.  thickand  upwards      

Ditto  Ditto  TVi"-  to  iV" 

Ditto  Ditto  under  yV" 

A.  Grey  Colonr,  ^in.  thick  and  upwards     

Ditto       .  Yt  to  |in.  thick         

Ditto  under  ^in 

B.  Drab  Colour  ^in.  thick  and  upwards      

Ditto       -ifia.  to  Jin.  thick      

D.     Black,  ^in.  thick  and  upwards        

G.    Whito,  Jin.  thick  and  upwards      

Ditto    ^V"' ^'^  i'l^- thick      

G.  H,     Dark  Drab  ("'■olour  Jin.  thick  and  upwards      

F.  C.     Fibrous  Rubber,  for  rough  purposes,  Jill,  thick  and  upwards        .; 

A.     Insertion  Sheet  (i.(j.  Rubber  combined  with  Canvas)  igto  Jin.  thick        

Ditto 

D.  Ditto 

Ditto 

G.  Ditto 
Ditto 

Brass  Wire  Gauze  Insertion  Sheet        

Corrugated  Vulcanized  Rubber  for  Fla\  Machines,  njade  Din.  wide,  ^gin.  thick,  and  upwards 


Ditto 

under  ^in. 

Ditto 

Jin.  thick 

Ditto 

iVin.  to  Jin. 

Ditto 

Jin.  thick 

Ditto 

iVii>-  to  Jin. 

WATERPROOF    CARRIAGE,    GIG,   AND   DOG-CART   APR( 

Printed  Seal  Skin. — Black  Rubber  Surface,  filin.  by  48in each  £0 

Super  Shaded  Seal. — Bound  Leather,  Black  Rubber  Surface,  Clin,  by  48in each  £1 

Or  with  Dmb  Rubber  Surface,  1/G  extra. 

Scotch  Wool  Plaids  and  Checks.— Black  Rubber  Surface,  6lin.  by  48in JEl 

Or  with  Drab  Rubber  Surface,   1/G  extra. 

Caahmere. — Black  Rubber  Surface  (very  light),  Bound  Leather,  COin.  by  48in £,0 

Suijcr  Windsor. — Black  Rubber  Surface,  Bound  Leather,  C2in.  by  50in,         ,  XI 

All  with  Stra|)S  and  Buckles  complete. 


HORSE  LOIN   COVERS. 

Single  Texture,  black  surface,  lined  with  Woollen  Cloth,  Straps,  and  Buckles,  32in, 

by  38in each     £0 

Ditto  Ditto  unlined  Ditto       each     £U 


KNEADING   MACHINES  FOR  BREAD   MAKING. 


RICHMOND    &    CHANDLER'S 

PATENT    KNEADING    MACHINES 

Suitable  for  Bakers'  or  Domestic  Use. 


Thia  ia  a  Machine  for  the  purpose  of  Kneading  Dough  by  mechanical  meanB.  It  consists  of  a 
trough,  in  which  work  in  different  directions  four  blades  set  at  a  certain  angle,  on  revoiving  shafts. 
On  the  handle  being  turned,  these  blades  are  caused  to  rotate,  and  the  ingrediente  to  be  operated 
upon  are  iJiereby  agitated  to  such  an  extent  that  the  mixing  is  accomplished  with  astonishing 
rapidity. 

The  above  drawing  represents  the  small  size  of  Kneader — suitable  for  families.  It  is  capable  of 
kneading  from  6  to  lilba.  of  Flour,  is  compact  and  simple,  not  liable  to  get  out  of  order,  and 
requires  very  little  power  to  work  it. 

Price        £4  12     6 

The  following  are  a  few  suggestions  that  may  he  found  useful  in  working  the  Machine  ; — 
Place  in  the  Machine  lilbs.  of  Dry  Flour,  in  the  centre  of  which  pour  half-a-pint  of  Water,  in 
which  there  has  been  previously  dissolved  2oz.  of  German  or  its  equivalent  in  Brewers'  or  other 
Yeast ;   slightly  mix  a  little  of  the  Flour  with  the  aforesaid  Yeast  and  Water,  so  as  to  form  a  light 
dough  or  sponge  on  the  top  of  the  Flour,  and  leave  it  to  ferment. 

If  German  Yeaat  is  used,  the  process  will  require  one  hour,  or  thereabouts  ;  but,  as  in  ordinary 
baking,  the  time  required  will  be  iu  proportion  to  the  quantity  of  Yeast  used. 

When  the  sponge  has  been  left  to  ferment  for  the  specitied  time,  take  three  quarts  of  Tepid 
Water,  in  which  2oi.  of  salt  have  been  dissolved,  commence  to  turn  the  handle  and  add  the  Water, 
when  the  operation  will  be  completed  in  two  minutes  ;  then  place  a  small  trough  or  other  rece|itflc1c 
under  the  Machine,  and  draw  the  spring  at  the  side  of  the  frame.  This  will  allow  the  box  to  turn 
completely  over,  and  a  few  turns  of  the  handle  will  entirely  empty  the  Machine  of  its  contents. 

No.  2  Eneader  b  similar  in  construction  to  No.  1,  but  larger  and  stronger  — adapted  for  the 
requirements  of  Lai^  Families,  Schools,  Institutions,  and  Small  Baking  Establishments.  Two  men 
can  knead  with  this  Machine  at  the  rate  of  60lbs.  of  Flour  in  two  minutes. 

Price      £13    0    0 

28 


KNEADING  MACHINES  FOR  BREAD  MAKING. 


RICHMOND   &  CHANDLER'S 

No.     3     PATENT     KNEADER. 

(EXTERNAL    VIEW.) 


No.    3    KNEADER 

Ij9  a  still  larger  Eize  Machine,  capable  of  thoroughly  mixiag  one  sack  of  Flour  in  8  minutes  by  tvo 
men, — aud  if  vforkeii  by  power,  in  a  much  shorter  time.  When  adajited  for  hand-power  the  Machine 
ifl  fitted  so  aa  to  be  worked  at  two  different  speeds  at  pleasure.  The  advantage  of  this  is  obvious — 
for  wLen  the  dough  becomes  stiff,  the  handles  are  transferred  from  the  fast  to  the  slow  speed — thus 
jireventing  the  fatigue  which  would  otherwise  attend  the  completion  of  the  operation. 

Price  for  Hand      £23    5    0 

„    for  Power      £28    0    0 

No  baker  or  family  should  be  without  a  machine  suited  to  the  extent  of  their  requiremeuts. 
The  advantages  of  Machine-made  Bread  are  so  well  known,  that  it  is  hardly  necessary  to  meotion 
them  particularly,  but  the  following  points  are  worthy  of  notice. 

Tlie  use  of  the  Machine  prevents  all  contact  of  the  hands  and  arms  with  the  Dough,  and  thns 
conduces  most  materially  to  Cleanliness.  There  is  also  a  considerable  Saving  of  TiVne  and  a 
consequent  Diminution  of  Erpense- 

A  greater  quantity  of  Bread  is  produced  from  a  given  amount  of  Flour  than  can  be  obtained  bjf 
UaaJ  Kneading — anoUKT  important  economictil  advantage. 


LAND    ROLLERS. 
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BARFORD    &   PERKINS' 

IMPROVED  UNBREAKABLE  WROUGHT  IRON  CYLINDER 
LAND    ROLLERS. 


Id  these  Rollers  the  Cyliaders  are  made  of  best  boiler  plate  iron  with  rivetted  edges,  and  the 

Allies  and  ends  are  abo  of  wrought  iron. 


Diameter  of 
Cylinders. 

15  inch 

18  inch 

20  inch 

24  inch 

27  inch 

30  inch 

PRICES 

With  2  Cylin 

tiers 

6ifi. 

wid 

£  8 

0 

0     . 

£.  8 

10 

0     . 

£  9 

0 

0     . 

£10 

0 

0     . 

£11 

10 

0     . 

£13 

0 

0     . 

With  a 
7« 

Cylinders 

£  8 

10 

0 

£  9 

0 

0 

£10 

0 

0 

£11 

0 

0 

£18 

10 

0 

£14 

0 

0 

BARFORD   &   PERKINS' 

IIVIPROVED  CAST  CYLINDER  LAND  ROLLERS, 

WITH    WOOD    FRAMES. 


Diameler  of 

With  3  Cylindere 

Cylinders. 

6ift.  wide. 

U  inch 

£  7  10     0 

16  inch 

£  8  10     0 

18  inch 

£  9  10    0 

20  inch 

£10    0    0 

24  inch 

£14    0    0 

80  inch 

£17     0    0 

36  inch  ...     ,,,     .,,     .,,     ...     ., .., 

.V     r i52*    0    0 

2l6 


LAND    ROLLERS. 


BARFORD    &    PERKINS' 

PATENT    ADJUSTABLE    WATER    BALLAST 
WROUGHT  IRON   LAND  ROLLERS. 

(CONTINUED), 

The  Cylitiders  are  of  wrought  iron,  constructed  so  that  they  can  be  filled  with  water  if  desired,  tliiu 
doubling  the  weight  and  crushing  power  without  increasing  the  friction  on  the  bearings. 


LENGTH,  6i  FEET. 


Diameter. 

Empty. 

18  inches   ...      

8  cwt. 

20  inches 

9  cwt. 

24  inches 

11  cwt. 

27  inches 

12  cwt. 

30  inches 

14  cwt. 

If  fitted  with  Scrapers 

•  •  •          •  •  • 

If  with  Scat  for  Driver 

•  •  •          •  •  • 

If  with  double  Shafts  ... 

•  •  «          •  •  • 

APPROXIMATE  WEIGHTS. 

Full. 

14  cwt. 
16  cwt. 
22  cwt. 
26  cwt. 
30  cwt. 


• .  •     •  •  • 


...     •  • • 


•  ••     •  •  • 


•  •  •     •  •  • 


••*     •••     ••• 


...     ...     ... 


...     •«•     •.* 


• • •     ... 


...extra 
...extra 
...extra 


PRICES. 

£14  10  0 

£15  10  0 

£17   10  0 

£21     0  0 

£25     0  0 

£10  0 

£10  0 

£10  0 


N.B. — These  Rollers  can  be  made  any  other  sizes  to  order. 


BARFORD    &    PERKINS' 


SINGLE  CYLINDER  ADJUSTABLE  WATER  BALLAST  ROLLERS, 

Pitted  with  Shafts  for  Pony  or  Ldght  Horse. 

A(lai)ted  for  Public  Grounds,  Lawns,  Cricket  Grounds,  Gravel  Walks,  &c.,  made  of  wrought 
iron,  and  on  sanje  principle  as  those  previously  described. 


PRICES: 

APPROXIMATE  WEIGHTS. 

Width  and  Diameter. 

Empty.                                         Full. 
Cwt.  qr.  lb.                                Cwt.  qr. 

lb. 

30  by  30  inches     ..     .. 

6     0     0    \o     0 

0    ... 

£14   10 

0 

36  by  36  inches    

1.          ...        1          \j        \J       ...          ...          ...        Xl          \J 

0  ... 

£18  10 

0 

42  by  42  inches    10    0    0    ^4    0 

0    .., 

£25     0 

0 

LAND   ROLLERS. 
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BARFORD   &   PERKINS' 


PATENT  SINGLE  CYLINDER  ADJUSTABLE  WATER 

BALLAST   HEAVY   ROLLERS. 

(CONTINUED.) 

These  Rollers  are  excellent  for  heavy  work  of  all  kinds,  the  crushing  power  being  perfectly 
adjustable  between  the  limits  undermentioned. 


PRICES 

> 
• 

APPROXIMATE 

WEIGHTS. 

Size. 

Empty. 

Full. 

Long.        Diameter. 

Tons.  cwt. 

qr. 

Tons.  cwt. 

qr. 

4j  feet  by  4j  feet ...     . 

3     5 

0 

... 

5    0 

0 

•  ••          • 

..    £  95 

0 

0 

4i  feet  by  4    feet ...     . 

2  15 

0 

•  .  • 

4  10 

0 

•  ••          1 

..    £  75 

0 

0 

4^  feet  by  3J  feet ...     . 

2  10 

0 

•  •  • 

3  10 

0 

•  •  • 

...    £  65 

0 

0 

4    feet  by  3J  feet...     . 

2     0 

0 

•  .  • 

3    0 

0 

•  •  •          < 

..    £  55 

0 

0 

4    feet  by  3    feet ...     . 

1   10 

0 

.  . 

2  10 

0 

.  .  • 

...     £  40 

0 

0 

5^  feet  by  6i  feet ...     . 

7   10 

0 

•  •  . 

11  10 

0 

•  •  • 

• 

...    £190 

0 

0 

5    feet  by  6    feet...     . 

6     0 

0 

... 

9    0 

0 

•  .  . 

...    £160 

0 

0 

5    feet  by  5J  feet...     . 

5  10 

0 

... 

8     0 

0 

•  •  • 

...    £136 

0 

0 

4j  feet  by  5^  feet...     , 

4  10 

0 

.  •  • 

6  10 

0 

•  .  . 

...    £110 

0 

0 

4^  feet  by  5    feet...     . 

4     0 

0 

... 

... 

5  10 

0 

•  a  • 

...    £100 

0 

0 

If  fitted  with  Patent  Turn  Table  Frame,  to  allow  the  Horses  to  turn  without 
tuniing  the  Implement;  for  each  Roller extra    £10    0    0 


If  fitted  with  powerful  br^e  for  hilly  districts;  for  each  Roller      .»»     ...^xtra    J^3  JO    0 


LAND   ROLLERS. 


HOWARD'S  FIELD  ROLLERS. 

These  Boilers  are  made  with  strong  wrought  angle  iron  frames,  extra  ntrong  cylinden 
brackets,  wood  shafts,  wrought  iron  spindles  and  lignum  vitte  bearings. 
The  Rollers  are  fitted  with  pole  instead  of  shafts  when  required. 

PRICES:  — 


Diamet«r  of  Cylinders  12  Inches 


24 

Double  Shafts      

Box  to  weight  the  Roller 
Seat  for  Driver    


Weight  8    Cwt. 


£  9  10  ( 

£10  10  ( 

£11     0  ) 

£12     0  < 

£13     0  • 

£15     0  < 

extra    £  1     5  i 
.extra    £  0  15 
extra    £  0  10 


CORBETT  &. PEEL'S 

SEGMENT   PATTERN   LAND  ROLLERS, 

These  Rollers  are  fitted  nitli  a  series  of  rings  six  inches  wide  with  flat  surfaces,  which 
independently  on  the  spindle  and  adjust  themwelvea  very  rendilj-  to  undulating  ground.  Thi 
turn  very  easily  at  the  headlandsi. 


PRICES:- 

Width.         I4in.  .liarn.       i6in.  iliam. 
ft.      in.          £    s.     <l.         £    s.     d. 
S  ...  6    ...    7  10    o    ...    8  10    o 

iSin.  diam.         loin,  dJim. 

£    .*.     (1.            £    s.  d. 

.900...     10    0    0    ., 

2zb.  diam. 
£    s.     d. 
10  IS    0    . 

2^n.  diam. 
£    3.     d. 

36in. 
£    1 
13  1 

6  ...  o    ...    7  17    6    ...    9    o    o 

.     9  10    0     ...     10  10    0     . 

11  IS    0    . 

.     13     5    0     ... 

14 

6  ...  6    ...    8    5    o    ...    9  lo    o 

.   .0    0    0     .  .     „     0    0     . 

.     14    0    0     ... 

»5 

7  ...  0    ...    8  12    6    ...  lo    o    o 

.   10  10    0     ...     II   10    0    . 

13  >o    "    . 

14  IS   0    ... 

IS 

— 

Fitt«d  with  double  Shafts     .. 
Stfat  for  Driver     

...extra    £1 
...extra     £1 

fi 
P 

LAND  ROLLERS.  sip 


E.    PAGE    &    Go's. 

IMPROVED   UNBREAKABLE  WROUGHT  IRON 

CYLINDER  LAND  ROLLERS. 


The  CylinderFramea,  and  Brackets  of  these  Hollers  are  of  wrought  iron,  combiuing  great  Btreugth 
with  durability,  so  that  it  b  almost  impossible  to  break  them. 
PRICES:- 


No.  1   With  2' 

wrought  i 

iron  Cylii 

aders, 

,  12iD.  diameter     

...     £7  10 

0 

No.  2  With  8 

ditto 

ditto 

12iii.  diameter     

...     £7  15 

0 

No.  3  With  8 

ditto 

ditto 

...     £8  15 

0 

No.  4  With  2 

ditto 

ditto 

lain,  diameter     

...     £9    0 

0 

Driver's  seat, 

10/  extra.            Scrapers,   7/6  extra. 

E.    PAGE    &    Co.'s. 

IMPROVED  CAST   IRON  CYLINDER  LAND  ROLLS, 

With  Wrought  Iron  Frames  and  Brackets. 

No.  1  With  2  Cast  Iron  Cylinders  12in.  diaraet«r     £8    0 

No.  2  With  .H        ditto        ditto     12in.  diameter    £8     5 

No.  3  With  3        ditto        ditto     1  Sin.  diameter    £9    5 

Driver's  seat,  10/-  extra.  Scrapers,  7/6  extra. 


LAWN   MOWERS. 


FOLLOWS   &   BATES' 

PATENT  "CLIMAX"  BACK   DELIVERY  LAWN  MOWERS. 


In  theue  Lawn  Mowers  the  (jollecting  Box  k  placed  behind  the  revolving  Cutter,  ao  that  tht 
Machine  can  be  worked  close  up  to  walls,  trees,  or  underneath  shrubs  without  reuiuving  the  box. 

'llie  revolving  Cutter  is  propelled  by  a  simple  wheel  and  pinion  without  any  intermediate  gear. 

When  used  without  the  box,  any  size  will  cut  grass  six  inches  long  if  required. 

P  R  I O  E  S  :— 

6  inch  Patent  Climax  Lawn  Mower     £15  0 

7  inch  Ditto  Ditto  £1    15  0 

8  inch  Ditto  Ditto  £2   10  0 

10  inch  Ditto  Ditto  ■"     £3     3  0 


FOLLOAVS  &   BATES' 

PATENT    LAWN    EDGE    CUTTER. 

A  light  and  handy  Machine  to  su{>erBedc  the  Shears  for  cutting  grass  that  over-hangs  l^e  edgH 
of  Lawns. 

Price        £2   10    0 

Patent  Clearing  Tool  im  uae  with  the  above,  7/6. 


LAWN    MOWERS. 


FOLLOWS   &   BATES' 

ANGLO-AMERICAN   LAWN   MOWERS. 


These  MtichiDea  will  mow  the  longest  grass  or  keep  the  smoothest  lawn  in  good  order. 

The  Cutting  Cylinder  can  be  raised  off  the  ground  for  travelling  by  simply  turning  the  handle 
over,  and  the  Machines  can  be  then  wheeled  away  in  safety  on  the  roughest  road. 

They  are  provided  with  a  grasu  Collecting  Box  and  Moveable  Plate,  so  that  they  can  be  used  for 

collecting  or  distributing  the  cuttings. 


8  inch. 

to  inch. 

II  inch. 

.4  inch. 

l6  inch. 

iS  inch. 

20  inch. 

24  inch. 

£2    15    0 

£3    10     0 

£4    10     0 

£5    10     0 

£6    10    0 

£7    10     0 

£8    10    0 

£9    10    0 

Suitable  for 

Suitable  Tor 
a  lady. 

Suitable  for 
a  gentleman. 

Suitable  for 

Suitable  for 
man  &  lad, 

Suitable  for 
man  &  lad. 

Suitable  for 
two  men. 

Suitable  for 

FOLLO'WS   &   BATES' 

IMPROVED  PATENT  ANGLO-AMERICAN  PONY  LAWN  MOWERS. 

Simple  Id  construction,  easy  to  work,  and  fittsd  with    Tipping  Arrangement.    Cylinder  and 
Driving  Shaft  are  made  of  Steel. 

P  a  I  0  E  S  :— 


24  inch  Lawn  Mower,  with  Wbippletree,  complete 
30  inch  Lawn  Mower,  ditto  ditto 

39 


£10  10     0 
£i;>  16    0 


I.AWN     MOWERS. 


GREEN'S  Patent 


"  SILENS  MESSOR  "  NOISELESS  LAWN  MOWERS. 

These  Lawn  Mowers  are  simpk'  in  cunstriiction,  every  part  being  easily  accessible,  easily 
worked,  not  liable  to  get  out  of  ordi.'r ;  they  make  little  or  iio  noise  in  working,  aod  will  cat  long  or 
sliort  grass,  either  wet  or  dry.     Thoy  mow,  roll,  and  collect  tlie  i^raaa. 


GREEN'S 

PATENT  "SILENS  MESSOR"  LAWN  MOWERS. 

With  Improved  Solid  Link  Steel  Chains. 


SINGLE-HANDED   LAWN   MOWERS. 


P  B  I  0  E  S  : 


6  inch  Machine,  can  be  worked  by  a  lady  . 


H  inch  Ditto 

10  inch  Ditt^i 

12  iich  DittJj 

14  inch  Ditto 


7'fe  Pading  Oatfn  c 


mth 


(iitto  ditto 

can  be  worked  by  » .stnitig  ym 
can  be  worked  by  a  ii 

<litto  ditto 

Packing  Vouch  for  G,  it,  and  10  inch  Machiuc-s,  each,  3/-, 

Ditto       for  12  and  H  inch  Machines,  each,  4/-. 


;  recomtiieiided  to  It 
and  f/iii. 


iitii!  for  h-ephiij  the  Machiii 
'ii/iim  (lijrtui'/t. 


£1  15 
£2  10 
£3  10 
£4  10 
£5   10 


I  when  not  in 
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G  R  EE  N'S 


PATENT  DOUBLE-HANDED  "SILENS  MESSOR" 

LAWN   MOWERS. 


PRICES:— 

16  inch  Lawn  Mower,  can  be  worked  by  one  man  on  an  even  lawn 
18  inch        Ditto        can  be  worked  by  a  man  and  a  boy 
20  inch        Ditto  ditto  ditto 

22  ifich        Ditto  ditto  ditto 


24  inch        Ditto 


ditto 


ditto 


22  inch        Ditto        suitable  for  a  donkey 
24  inch        Ditto  ditto 


>••    •••    ••• 


•••    •••    ••• 


£  6  10 

0 

£  7  10 

0 

£80 

0 

£  8  10 

0 

£90 

0 

£10    0 

0 

£10  10 

0 

Packing  Case  for  16  inch  Lawn  Mowers,  5/-  ;  18  and  20  inch,  6/- ;  22  and  24  inch,  7/-. 


DONKEY,  PONY,  AND   HORSE   LAWN  MOWERS, 

Fitted  with  Patent  Self  or  Side  Delivery  Box ;  with  Cross  Stay  complete,  suitable 

for  attaching  to  ordinary  Chaise  or  Trap  Harness. 


PRICES:- 


26  inch  Lawn  Mower,  can  be  drawn  by  a  donkey 
28  inch         Ditto  ditto  ditto 


30  inch 

Ditto 

can  be  drawn  by  a  pony 

30  inch 

Ditto 

CAn  be  drawn  by  a  horse 

36  inch 

Ditto 

ditto            ditto 

42  inch 

Ditto 

ditto            ditto 

48  inch 

Ditto 

ditto            ditto 

Ije^ther  Boots  for  Donkey,  per  set      

Ditto  Pony 


Pitto  HoTse 


a 


n 


•  •  •     •  •  < 


•  • 


...  £14  0  0 

...  £16  0  0 

...  £18  0  0 

...  £22  0  0 

...  £26  0  0 

...  ^30  0  0 

...  £84  0  0 

.,.  £  I  0  0 
...£140 


•  »i     if»     Iff     ti»     Iff     «t»     'ft     fft     fi»     n*  ▼     ▼     ^ 
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LAWN    MOWERS. 


GR  EE  N'S 


PATENT  "  MONARCH  "  LAWN  MOWERS, 


With  Chain  and  Internal  Gear  Combined. 


These  Mowers  are  well  adapted  for  cutting  long,  coarse,  roughs  and  wet 


PRICES:— 


12  iDch  "  Monarch  Lawn  "  Mower,  can  be  worked  by  a  man     


14  inch 


Ditto 


ditto 


ditto 


•••     •••     •••     ■•• 


16  inch 

Ditto 

18  inch 

Ditto 

20  inch 

Ditto 

22  inch 

Ditto 

24  iiich 

Ditto 

can  be  worked  by  one  man  on  an  even  lawn 
can  be  worked  by  a  man  and  boy    


ditto 


ditto 
ditto 


ditto 


ditto 
ditto 


•  •  •     ••  • 


.  £4  10    0 

.  £5  10    0 

.  £6  10    0 

.  £7  10    0 

.  £8     0    0 

.  £8  10    0 
.£900 


Packing  Cases  for  12  and  J 4  inch  Lawn   Mowers,  4/-  each  ;    16   inch,  5/-   each;     18  and 


20 


inch,  6,-  each;   22  and  24  inch,  7/-  each. 


In  Green's  Lawn  Mowers  the  Cutters  are  steel  on  each  side,  so  that  when  they  become  dull  or 
bhmt  by  running  one  way  the  Cylinder  can  be  reversed  in  two  or  three  minutes,  and  by  bringing  tk 
edge  of  the  (!?utters  against  the  bottom  blade  the  Machines  will  cut  equal  to  new  ones. 


The  handles  of  the  "  Silens  Messor  "  Machines  can  be  raised  or  lowered  at  pleasure  to  suit  tbe 
person  using  tbem. 


I 


LAWN    MOWERS. 


RANSOMES,  SIMS,  &  HEAD'S 

"AUTOMATON"    LAWN    MOWERS. 

The  "Automaton"  Lawn  Mowere  are  strong,  well  made,  and  durable  Machines,  and  well 
Buited  for  general  work  and  gardener's  use.  They  have  adjustable  handles  to  suit  the  height  of  any 
person  ;  will  either  deliver  the  cut  grass  into  the  box  in  front  or  scatter  it  upon  the  Lawn,  and  thus 
prevent  the  Lawn  from  burning  in  dry  seasons. 

These  Mowers  have  side  Rollers  for  cutting  long  grass,  and  iront  BolIerB,  for  use  in  general  work, 
which  roll  down  worm  heaps  and  prevent  the  knives  being  blunted.  The  Gearing  is  best  machine 
.  made,  the  Knives  of  steel  and  iron  rolled  together,  and  the  action  is  silent. 


P  R  I  0  E  S  :- 

8  inch,  for  small  Lawns  and  Edgings 

...     £2  16 

10  inch,  suitable  for  use  by 

a  boy 

...     £3  10 

12  inch,      ditto 

ditto 

Ud 

...     £4  10 

U  inch,     ditto 

ditto 

man        

...     £5  10 

16  inch,     ditt« 

ditto 

man  and  boy 

...     £6  10 

18  inch,      ditto 

ditto 

ditto        

...     £7  10 

20  inch,      ditto 

ditto 

two  men  or  a  donkey    

...     £8    0 

22  inch,      ditto 

ditt« 

ditto          ditto            

Boots  for  donkey,  20/-  per  set. 

...     £8  10 

Arrangement  for  Saving  Draft  when  Rolling  is  not  Required. 

The  larger  sizes,  14  inch  and  upwards,  of  the  "  Automaton  "  Lawn  Mowers  can  be  fitted  when 
desired  with  Patent  Combined  Side  Runners  and  Wide  Rollers,  which  can  be  used  alternately, 
according  as  the  Lawn  may  or  may  not  want  rolling,  and  in  the  latter  case  effecting  a  considerable 
saving  in  draught  power.  Lawns  require  rolling,  as  well  as  cutting,  at  the  beginning  and  end  ni  the 
season,  and  then  the  Wiile  Rollers  should  be  used.  From  June  to  September,  however,  Lawns 
do  not  require  rolling,  as  worm  casta  do  not  rise  and  the  bottom  is  solid,  and  then  the  Side  Runners 
should  be  used,  when  one  man  can  easily  mow  a  Lawn  with  au  18  or  20  inch  Machine,  which  with 
the  rollers  on  would  require  a  man  and  boy  or  two  men.  This  arrangement  will  only  be  sent  out 
when  specially  ordered,  at  an  extra  cost  of  5/-  a  Machine. 


LAWN    MOWERS. 


RANSOMES,    SIMS,    &    HEAD'S 

REVERSIBLE    LAWN    MOWERS. 

The  "  Reversible  "  Lawn  Mowera  can  be  worked  either  side  iii»war(ls,  so  that  the  action  of  the 
cutting  Barrel  cau  be  reversed,  and  a  fresh  set  of  edges  broiiglit  into  use. 

Rollers  are  fitted  to  t)ie  Machines  which  both  rnli  and  eut  tlie  ^ss,  and  it  can  be  collected  ia 
the  box  or  delivered  beliind  as  preferred. 

The  Handles  cau  be  regultittd  to  the  height  of  nnj'  iiersun  ;  the  cutting  Barrel  runs  in  renewable 
Brass  Bnslies,  and  the  Letlger  Blade  or  Sole  I'lute  cau  1ki  adjusted  to  the  Knives. 

The  Machiues  are  fitted  with  both  front  and  side  Rollera. 


PRICES:- 

6  inch  Machine,  with  t'rimt  Rollers    £1    10     0 

8  inch  Ditto  ditto  £2     0     0 

10  inch  Ditto  ditto  £2  10     0 

Side  Rollers,  which  are  always  sent,  extra,  'J/-, 


LAWN    MOWERS. 


RANSOMES,  SIMS,  &  HEAD'S 

HORSE    POWER    LAWN    MOWERS. 


I,  Sims,  and  Head's  Horse  Power  Lawn  Mowera  are  fitted  with  Grssa  Box  for  delivering 
the  grass  at  pleasure  on  either  side  ;  a  strong  Frame,  with  Adjustable  Handles  ;  a  simple  Euife  and 
concave  adjustment ;  Wind  Uiiard,  to  prevent  the  grass  blowing  about  in  windy  weather ;  and  an 
Autiimatic  Gearing,  working  direct  on  the  Driving  Spiudle, 

The  Box  folds  over  the  Macliiue  and  can  be  stoweil  away  in  small  compass. 


PRICES  OF  PONY  LAWN  MOWERS  : 


26  iucli  Pony  Machine 

26  inch        Ditto         

Ijeather  Boots  for  Pony,  per  set  ... 


£14  10    0 

£18     0    0 
£  1     5    0 


PRICES  OP  HORSE  POWER  LAWN  MOWERS  ; 

j)0  inch  Horse  Machine        

36  inch         Ditto  

42  inch         Ditto  

48  inch         Ditto  

Ctmplete  for  delivering  Grass  on  either  eide  qf  the  Machine. 
Leather  Boots  for  Horse,  per  Bet 


£20 
£24 


ili 


LAWN    MOWERS. 


SHANKS'S 

PATENT    LAWN    MOWERS. 

These  Lawn  Mowers  are  fitted  with  Patent  Double-Edged  Sole-Plate,  which  enables  the  cutting 
parts  to  be  reversed,  and  increases  the  durability  and  efficiency  of  the  Machines. 


SHANKS'S 

HAND     LAWN     MOWERS. 


Shanks's  Patent  Lawn  Mowers  will  cut  the  grass  cither  wet  or  dry  ;  are  easily  worked,  silent  in 
working,  and  not  liable  to  get  out  of  order.  The  bottom  Sole-Plate  has  two  edges,  and  Uie  Gnttet 
is  reversible.  A  Wiud  Guard  is  provided.  The  Machines  can  be  used  either  with  or  without  the 
usual  Front  Rollers. 

Directiont  for  me  are  tent  out  with  every  Machine. 


10  inch  Machine 
12  inch  Machine 
14  inch  Machine 
16  inch  Machine 


PRICES:- 
£3  10 
£.4.  10 
£,b  10 
£6  10    0 


19  inch  Machine    

...     £8 

0 

22  inch  Machine    ...     . 

.     ...     £» 

10 

24  inch  Machine    ...     . 

...     £9 

0 

The  10  and  12  inch  sizes  can  be  worked  by  a  boy ;  the  14  and  16  inch  by  a  man  ;  the  19  tnot  by 
a  titan  and  a  boy ;  the  22  and  24  inch  by  two  men. 


SHANKS'S 

PATENT     LAWN     MOWERS. 

FOR  MOWING  SMALL  LAWNS.  &0. 

These  useful  Machines  are  specially  designed  for  mowing  small  Lawns,  CroqQet  Grouad^ 
Verges,  &c.  They  roll  the  width  they  cut.  The  Cutter  is  reveraible,  and  can  be  saiusted  to  tiw 
Sole-Plate ;  the  latter  (which  is  single-ed;jed)  is  also  made  adjustable  for  tear  and  wear.  The 
various  bearings  are  cast  separate  from  the  sule  of  tue  Machine,  and  when  wara  out  oan  be  replaced 
for  a  few  pence. 

These  little  Machines  will  make  the  Lawn  as  smooth  as  a  carpet. 
P  R  I  0  B  S  :— 

6  inch  Machine       £l     6    0 

7  inch  Machine       £1  15    0 

8  inch  M&chiae £3  10    0 

TooV  ^x.,  etota,, «(-. 


LAWN    MOWERS. 


SHANKS'S 

DONKEY    AND    PONY   LAWN   MOWERS, 


26  inch  Lawn  Mower,  can  be  drawn  by  a  donkey    £13  10  0 

Patent  Delivering;  Apparatus,  which  enables  the  Grass  Box  to  be  emptied 

without  stopping  the  Machine        extra  £  1     5  0 

Silent  Movement      extra  £  0  12  6 

Boots  for  Donkey     per  set  £  1     0  0 

Tool  Box    extra  £0    7  6 

28  inch  Lawn  Mower,  can  be  drawn  by  a  pony       £15  15  0 

30  inch         Ditto             ditto           ditto              £17    0  0 

Patent  Deliveriag   Apparatus,  which  enables  the  Grass  Box  to  be  emptied 

without  stopping  the  Machine,  for  28  or  30  inch  Machines extra  £  1   10  0 

Silent  Movement      extra  £  0  12  G 

Boots  for  Pony per  set  £  1     4  0 

Tool  Box extra  £0    7  6 

30 


430 


LAWN    MOWERS. 


SHANKS'S 

HORSE  POWER  LAWN  MOWERS. 


30  inch  Lawn  Mower,  can  be  drawn  by  a  horse  or  strong 
Patent  Delivering  Apparatus,  wbich  enables  the  Grass   Box 

without  stopping  the  Machine       

Sileut  Movement      

Boots  for  Horse's  Feet      

36  inch  Lawn  Mower,  can  be  drawn  by  a  horse       

Patent  Delivering  Apparatus,  which  enables  the  Grass   Box 

without  stopping  the  Machine        

Silent  Movement      

Boots  for  Horse's  Feet      

42  inch  Lawn  Mower,  can  be  drawn  by  a  horse       

48  inch  Lawn  Mower,        ditto       ditto  

Patent  Delivering  Apparatus,  as  before  described,  for  either 

Machines 

Silent  Movement      

Boots  for  HoTsc'a  Feet     


pony 

£20 

10 

0 

to  be 

emptied 

.    extra 

£  1 

10 

0 

.    extn 

£  I 

0 

0 



.  per  set 

£  1 

9 

0 

£24 

0 

0 

to  be 

emptied 

extn 

£  2 

0 

0 



.    extn 

£  1 

0 

0 

..  per  Bet 

£  1 

9 

0 

£28 

0 

0 

£32 

0 

0 

42  or 

48  inch 

..    extn 

£  2 

0 

0 

.    extra 

£  1 

0 

0 



.  petaet 

£  1 

9 

0 
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PATENT  DOUBLE-LIFT  SAFETY  HOISTS. 

These  Hoists  are  self-sustainiDg ;  the  load  will  not  ran  down  if  the  Hand  Rope  be  let  go.  The 
lowering  is  affected  by  pulling  the  rope  on  the  other  side  of  the  wheel.  The  Chain  has  two  Hooks, 
the  one  ascending  while  the  other  descends,  so  that  when  the  one  Hook  is  at  the  top  of  the  Lift  the 
other  is  at  the  bottom  ready  for  a  fresh  load  ;  no  time  is  therefore  lost.     One  man  can  lift  the  weight. 

2I  cwt.  5  cwt. 

;^      s.     d.  J^    s.      d. 

Price  of  Hoists        ... 3    0    0     ...     7  10    0 

Best  Tested  Chain per  foot    0    0    7     ...    o    0  10 

xvciue  *••      ...      ...      ...      ...      ...      ...      ...      ...      ...       «.    per  loo v     V/     V/     4     ...     \3     \3     ^ 


CHERRY^S 

PATENT    SAFETY    HOISTS, 

For  Lifting  Light  Weights  by  Hand. 
Specially  Adapted  for  Corn  Dealers,  Maltsters,  Warehousemen,  &c. 

These  Hoists  are  perfectly  self-sustaining ;  they  are  fitted  with  Patent  Self- Acting  Breaks,  which 

render  it  impossible  for  the  load  to  run  down.    The  weight  can  be  lowered  as  rapidly  as  required  by 

pulling  the  Break  Cord,  or  by  pulling  the  Hand  Chain  in  the  usual  way. 

5  cwt.  10  cwt. 

jf    s.     d.  £,     s.     d. 

Price  of  Hoists     7  10  0  ...  12  10    0 

Bright  Lifting  Chain    per  foot  0  0  10  ...  Oil 

Bright  Hand  Chain       per  foot  0  0  4  ...  0    0    4 

£ope       « «•     «t«    •••     «««     •••   per  foot  0  0  4  ^^t  0    0    4 
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LIFTING    JACKS    AND    SCREW  JACKS. 


ALBION   CART  OR   CARRIAGE  JACKS. 

No.  1  Jack,  witli  Cast  Iron  Body  and  Base  Plate,  and  the  Lever  and  Lift  of 

Wrought  Iron  faced  with  Leather      price  £0  12  6 

No.  2  Jack,  a  size  larger  than  No  1,  and  fitted  with  Parallel  Movement... price  £0  15  0 

No.  3  Jack,  adapted  for  any  sized  vehicle  and  fitted  with  two  Lifts price  £0  16  6 


TRAVERSING     SCREW    JACKS, 

With  Double  Ratchet  Lever  to  Main  Screw,  Wrought  Iron  Bottom  and  Cylinder 

Case,  Brass  Nuts. 


Height  when  down 

^^o. 

Inches. 

0       .. 

.      ...       20       ... 

1 

20       ... 

2       .. 

.      ...       24       ... 

3       .. 

24        ... 

4 

24 

5       . 

26       ... 

6       . 

27       ... 

Will  traverse. 
Inches. 

9 
12 
12 
14 
IS 


Diani.  of  Scre^ 

w.             Tested  to. 

Inches. 

Tons. 

*;1 

6       

...        2| 

8       

10       

-s 

12       

-2 

.     ...       15       

...        2J 

18       

. .               O                   I 

20       

£ 
3 

4 

4 

5 

5 

8 

9 


Price, 
s. 

17 

0 
10 

0 
10 

0 
15 


d. 
6 
0 
0 
0 
0 
0 
0 


With  Double  Ratchet  Lever  to  Main  Screw,  Wrought  Iron  Bottom  and  Legs, 

Brass  Nuts. 


Height  when  down. 

Will  traverse 

Diani 

.  of  Screw- 

Co. 

Inches. 

Inches 

Inches. 

0 

20 

...         6i 

1 

20 

...         6i 

2 

24 

9 

'^tV     • 

3 

24 

12 

28        • 

4 

24 

12 

n    ■ 

5 

26 

14 

n   ■ 

6 

27 

...        18 

3 

HALEY'S 

Tested  to. 

Price. 

Tons. 

jC     s.      d. 

6       ...     . 

...       4     0     0 

8       ...     . 

..430 

10       ...     . 

4   15     0 

12       ...     . 

..550 

15       ...     . 

..       5   17     6 

18       ...     . 

..       8   10     0 

20       ... 

...     10     5     0 

SCREW    JACKS, 

With  Steel  Pinions  and  Wrought  Iron  Wheels,  Wood  or  Wrought  Iron  Case. 


No. 
1 
2 
3 
4 
5 
(y 
7 


leight  when  down 
Inches. 

29 

31 

32 

34 

34 

37 

39 

40 


Tested  to. 

Price. 

Tons. 

£     s.     d. 

2 

•  •          •  •  •          • 

3     5     0 

4 

»  •          •  •  •          • 

3   15     U 

6 

■  •          •  •  •          • 

4     5     0 

8 

■  •          •  *  •          • 

5^0 

10 

•  •          •  •  •          • 

6     5     0 

12 

i  •               •  •  •               •  < 

7     0     0 

16 

»  ■                •  •  •                • 

10  10     0 

20 

•                •  •  •                •  « 

•               .•! 

14  10     0 

LIFTING  JACKS   AND   SCREW  JACKS. 
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TRIPOD  AND  BOTTLE  JACKS. 


No. 

Tripod  Jacks, 
with   Brass   Nuts. 
Price. 
£     s.     d. 

1 

1 

0 

0 

2 

1 

2 

0 

3 

1 

6 

0 

4 

1 

13 

0 

5 

2 

0 

0 

6 

2 

5 

0 

7 

2 

15 

0 

8 

3 

5 

0 

9 

3 

15 

0 

10 

4 

5 

0 

11 

5 

15 

0 

12 

7 

0 

0 

Height 
when  down. 


Diam. 
of  Screw. 


Inches. 

Inches. 

9 

H    - 

12 

H    - 

15 

1!     ... 

18 

2 

21 

2J      ... 

24 

n  ... 

27 

2|      ... 

30      . 

n  ... 

33      . 

n  >.. 

36       . 

21   ... 

42       . 

.3 

48 

.       ...      3i      ... 

Tested 
to. 

Tons. 

2 

3 

4 

5 

6 

8 
10 
12 
14 
16 
18 
20 


Bottle  Jacks,  with 

Wrought   Iron   Case 

and  Brass  Nuts. 

Price. 

£      s.     d. 

0  19     0 

1  1  0 
1  5  0 
1     9     0 

1  15     6 

2  3     0 

2  10    0 

3  0     0 

3  7     6 

4  0     0 

5  15  0 
7     0     0 


No. 
1 
2 
3 
4 
5 


1 
2 
3 


WINDLASS    SCREW    JACKS, 

With  Wrought  Iron  Case,  Hardened  Pinion. 


SINGLE    PURCHASE. 


Height  when  down 
Inches. 

30 

30 

31 

• .  •  o^ 

...  00 


Tested  to. 
Tons. 

3 

5 

7 

8 

10 


DOUBLE    PURCHASE. 

Vttf  ...  ...  •*.  ...  X.  *t 


Price. 

£  s.  d. 

4  0  0 

4  7  6 

4  15  0 

5  5  0 

6  0  0 


•   •V  •••  •••  ••• 


•  •  •  •  •  • 


•  m  ff  •••  •••  ••• 


6     5     0 

8  0     0 

9  10    0 


CAPE  WAGON  JACKS, 

WITH   LEVER. 


With  Cast 
Iron  Frame. 

Price. 
£    s.      d. 

No. 

Height 

when  down. 

Inches. 

Tested 

to. 
Tons. 

With  Wood 
Block. 
Price. 
£     s.      d. 

0  10 

6 

...      1 

...     . . 

.      ...      12     

.  ...  u 

•  •  •          •  •  • 

0  11     6 

0  14 

0 

...      2 

...     . .  4 

.     ...     15     

.      ...     2 

•  •  •          •  •  • 

0  15     0 

0  18 

0       . 

' 

...     3 

.     ...      18     

.     ...     3 

•  •  •          •  •  • 

0  19     0 

0  19 

0 

...     4 

*  .  *              *  .  a 

...     18     

.     ...     4 

•  •  •          •  •  • 

1     Q     0 

1     2 

0       , 

...     5 

•  «  •              •  •  • 

.,.     21     

.     ...     5 

•»•          ••• 

1     3     0 
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LIFTING   JACKS  AND  SCREW  JACKS. 


RACK  AND  PINION  JACKS, 

With  Wrought  Iron  Wheels  and  Cctse  Hardened  Pinions. 


No. 

0  Single  Purchase 

1  Double  Purchase 
2 
3 
4 
5 
6 


Height  when  dovb-n. 
Inches. 

30 

30 

30 

32 

34 

36 

38 


Tested  to. 
Tons. 

2  .. 

4  .. 

6  .. 

8  .. 

10  .. 
15 
20 


£ 

s. 

d. 

5 

2 

0 

6 

10 

0 

8 

0 

0 

8 

10 

0 

10 

0 

0 

14 

0 

0 

20 

0 

0 

No. 
1 
2 


With  Steel  Rack  f  14 
Pinions 

With  Best  Malleable  Cast  Iron  Gearing. 

SINGLE     PURCHASE. 
Height  when  down.  Tested  to.  Price. 

;f      S.         d. 

•  ■•  •••  ••.  ...  O      M,\9  V 

•••        ■••        •••        ...        fv       \J       V 


Inches. 

32 

36 


Tons. 
2     . 
3 


BOTTLE     JACKS, 

With  Cast  Iron  Frame. 


No. 

1  ... 

^  •  •  • 

V  •  •  • 

4  ... 

5  ... 

6  ... 

7  ... 

o  ... 


Height  when  down. 
Inches. 

•  ...  Am  .a. 

•  ...  X  v         •*. 

...       xo       ••• 

•  ...  mO  •■• 

21 

24 

•      •••      *t^      ... 

.  ...  mtJc  *.• 

24 

•  •   •   •  M^  •  •  • 


Tested  to. 
Tons. 

.  •         2    •  •  • 

.  a  M  .  .  • 

•  a  O  *  »  » 
a  a  *§  a  a  . 
»  •  ij  »  9  m 
.  •  O  •  a  • 

•  .  O  a  a  . 

..  10     ... 


£  ». 

d. 

0  10 

0 

0  13 

0 

0  15 

0 

0  16 

0 

0  17 

0 

1     0 

0 

1     4 

0 

1   10    0 


TRIPOD  WINDLASS  SCREW  JACKS, 

With  Wrought  Iron  Frame  and  Wrought  Iron  Case  Hardened  Pinion. 


Height  when  down. 

Tested  to. 

No. 

Inches. 

Tons. 

X          a  a  *             ... 

a..               aaa               a. a              tj  £               .a.               .aa 

...               ... 

•  •  •            t,/           • 

m0           •  •  •               •  •  • 

.aa               a..               aaa              ij^              a  .  a               ... 

• . a              ... 

7 

•  •  •            •            • 

Price. 
£      ^    d, 

5  0    0 

6  0    0 


RATCHET  SCREW  JACKS, 


With  Double  Ratchet  Lever,  Wrought  Iron  Cylinder  C€tse,   and  Brass  Nut 


No. 
1 
2 
3 
4 
5 
6 
7 


Height  when  down. 
Inches. 
20 

.  ...  ^\J  a.. 

.  ...  £  £  .aa 

.  aaa  ^4  aaa 

.  aaa  ^O  a., 

a  .  .  a  ^O  a  a  • 

a  .  .  a  ^O  a  a. 

a  a  a  .  MTX  ... 


Tested  to. 
Tons. 

a  6  ..a 

a  O  .  aa 

a  10  aaa 

a  12  aaa 

a  16  .aa 

.  20     ... 

.       30  a. a 


Price. 

£  9.  d. 

2  8  0 

2  15  0 

3  5  0 

3  15  0 

4  5  0 

5  10  0 
7  0  0 


EARLSTOWN  JACKS, 

All  Wrought  Iron,  with  Double  Ratchet  Lever. 


Height  when  down. 

Will  lift 

Weight. 

I 

>rice 

« 

No. 

Inches. 

Tons. 

lbs. 

£ 

*. 

d. 

J  ... 

**» 

•  •• 

•f •              ..f             M V             •««              «•« 

%•«      «      %«% 

*«• 

«••      ^0      ••« 

*•• 

...    4 

i 

0 

LIFTING  JACKS  AND   LIGHTNING  CONDUCTORS.      235 


PATENT  HYDRAULIC 

LIFTING 

JACKS. 

Height. 

Run  out. 

Tested  to. 

Weight. 

Price. 

Inches. 

Inches. 

Tons. 

lbs. 

£    s.     d. 

19     , 

6      

...       2t     ... 

34     

4    0    0 

23      . 

...      10      

...       4       ... 

67     

5    0    0 

24     . 

...      10      

< 

...       6       ... 

68     

.     ...        6    0    0 

26      , 

...      11      

...       8       ... 

76     ...     . 

7    0    0 

27      . 

...       12      

...     10       .. 

86     ...     . 

8    0    0 

27      . 

...       12       

...     12       ... 

96     

9     0    0 

28 

...       12      

...     15       ... 

104     ...     . 

10  10    0 

28 

...       12      

...     20       ... 

132     ...     . 

12  10     0 

29 

...       12       

...     30       ... 

174     ...     . 

17     0     0 

29      . 

...       11       

...     40       ... 

206     

20     0    0 

29      . 

...       11       

...     50       ... 

264     

22     0     0 

29     . 

...       10      

...     60       ... 

364     

.     ...      25     0     0 

Traversing  Jacks,  £3  to  £5  extra. 

PATENT  COPPER  ROPE  LIGHTNING  CONDUCTORS, 

With  Plain  Point  and  all  Fastenings  Complete. 

§  inch  Diameter     per  foot    £0     10 

\  inch        ,,  per  foot    £0    1     6 

f  iach        ,)  per  foot    £0    2    0 


SOLID  COPPER  RIBBON  LIGHTNING  CONDUCTORS, 

In  Continuous  Lengths,  Beady  for  Fixing. 


^  inch  by  y^  inch... 
f  inch  by  \  inch... 
1  inch  by  \  inch... 
1{  inch  by  \  inch... 


...     ...     ...     ...     ... 


...     ...     ...     ...     ...     ...     ... 


...     ...     ...     ...     ...     ... 


•■*     •••     ••      •*•     •••     ••%     ... 


per  foot 

£0 

1 

0 

per  foot 

£0 

1 

6 

per  foot 

£0 

2 

0 

per  foot 

£0 

2 

9 
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LIQUID   MANURE   CARTS. 


COLEMAN    &     MORTON'S 

LIQUID     MANURE     CART. 


The  body  of  tlie  Curt  is  of  Wrought  Iron,  with  strong  Cast  Ends,  and  is  mounted  on  brrwd  inn 
Wheels  with  Wronglit  Iron  Spokes  and  Axles. 

The  Pump  is  of  superior  make,  and  has  Gun  Metal  Valves  and  Seatings. 

The  Cart  is  provided  with  an  Iniprovtid  Distributor,  througli  which  the  Liqnid   Manure  pusa 
freely.    The  Distributur  can  be  readily  removed  when  the  (.'art  is  retj^uired  simply  as  a  Water  Cut 


No.   1.  Pony  Cart,  iti  hold  80  Gallons 

Portable  Pump  for  ditto,  2^  inch  bore 
No.  2.  Small  Size,  to  hold  lUU  Gallons 

Portable  Pump  for  ditto,  3  inch  bore 
No.  3.  Medium  Size,  to  hold  150  Gallons  ... 
No.   4.  Large  Size,  to  hold  190  Gallons 

Portable  Pump  for  ditto,  4  inch  bore 
Extras.  India  Rubber  Suction  Hose,  per  foot 

Liquid  Manure  Distributor       

Iron  Spreader  for  Water 

Wood  Wlieels  instead  of  Iron   


£ 

t. 

11 

10 

8 

i 

13 

0 

2 

15 

15 

0 
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CROSSKILL'S 

IMPROVED   IRON   CART   FOR   LIQUID   MANURE. 

The  Body  of  this  Cart  is  rectangular,  made  of  cast  iron  plates,  securely  cemented  and 
bolted  together  for  holding  water  or  liquid  manure,  and  fitted  with  a  simple  brass  outlet  valve  and 
lever,  so  arranged  that  a  man  can  open  and  shut  it  as  he  walks  by  the  side  of  the  horse.  This  Cart 
is  extensively  used  by  Agriculturists  for  distributing  liquid  manure  and  water,  by  means  of  a 
spread-board,  6ft.  long,  which  is  fixed  to  the  back  of  the  Cart. 

PRICES:- 

Small  Size,  holding  120  gallons £20  10    0 

If  with  Portable  Pump  and  Hose  Pipe,  £5  extra. 

Large  Size,  holding  200  gallons £26  10    0 

if  with  Portable  Pump  and  Hose  Pipe,  £6  10s.  extra. 

Large  Taps  are  also  fitted  to  these  Carts,  when  required  fer  water  only. 


BAMFORD'S 

LIQUID     MANURE     CART 

Is  rectangular  in  shape,  and  of  simple  construction.  The  Pump  has  a  four  inch  Galvanized  Working 
Barrel,  and  is  fixed  inside  the  body  of  the  Cart.  It  is  easily  worked  by  a  lever  fixed  at  the  side  of 
the  driver's  seat,  which  can  be  reversed  so  as  to  place  it  within  reach  of  a  lad  by  the  side  of  the  Cart. 

No.  1.  To  hold  120  Gallons,  price  complete,  including  Pump,  12  feet  of  India 

Rubber  Suction  Pipe,  Clip,  Strainer,  and  Liquid  Manure  Distributor     £17  10    0 

No.  2.  To  hold  200  Gallons,  price  complete,  including  Pump,  12  feet  of  India 

Rubber  Suction  Pipe,  Clip,  Strainer,  and  Liquid  Manure  Distributor     £22    0    0 
31 
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LIQUID    MANURE   CARtS. 


BAKER'S 

LIQUID    MANURE    CART. 

The  body  of  this  Cart  is  made  of  Wrought  Iron  and  the  ends  of  Cast  Iron,  well-balanced  on  the 
Axle,  which  is  fitted  under  the  centre,  and  mounted  on  Wood  Wheels. 

Valves  are  used  instead  of  Taps  to  prevent  damage  b}*^  frost. 


No.     1.  Containing  180  gallons,  3j  inch  Wood  Wheels 


No. 

2. 

No. 

3. 

No. 

4. 

No. 

5. 

No. 

19. 

No. 

20. 

No. 

21. 

No. 

22. 

No. 

23. 

)) 


}) 


if 


i1 


>> 


a 


ii 


>r 


j» 


180 

)f 

4 

a 

Ditto 

•••     •••     ••• 

J  80 

if 

4 

a 

Ditto 

•••     ••■     ••• 

180 

a 

5 

i) 

Ditto 

•••     •••     ••• 

225 

a 

4 

a 

Ditto 

extra  strong 

130 

a 

3 

a 

Cast  Iron  Wheels 

130 

a 

3 

a 

Wood  Wheels 

130 

it 

H 

a 

Ditto 

..•     •••     ••• 

130 

a 

4 

a 

Ditto 

.••     *••     ••• 

130 

1* 

on  ! 

3upt 

irior  Wrouffln 

b  Iron  Wheels 

• • «  • •• 


•  •  •  •  < 


•  •• 


•  ••  • ■  • 


•  •  •  •  •  • 


I  •  •  «  • 


•  •  •  •  •  • 


•  •  •  •  •  • 


Extras.  Improved  Liquid  Manure  Distributor 

Pump,  with  Brass  Screwed  Tail  Piece 

India  Rubber  Suction  Hose  ... 


•••     .«•     *«•     .••     .•• 


•  •  •     •  I 


» •  •     •  I 


per  foot 


£16 

17 

6 

£17 

2 

6 

£17 

12 

6 

£18 

2 

6 

£-20 

0 

0 

£12 

0 

0 

£13 

18 

0 

£14 

0 

0 

£14 

5 

0 

£14 

10 

0 

£  1 

17 

6 

£  2 

15 

0 

£  0 

2 

6 

JAMES   &    SON'S 

LIQUID  MANURE  CARTS. 


These  Carts  are  made  preferably  of  wood,  being  about  half  the  weight  of  Iron  Carts  and  not 
liable  to  rust  or  corrosion. 

The  li<iuid  is  forced  through  the  Distributor  in  a  copious  shower  about  15  feet  wide. 


Size. 

260  Gallons,  for  working  by  one  horse 
'-^00      „ 

160      „  for  horse  14  or  15  hands 

100      „  for  pony  13  hands  high... 

70       „  for  pony  12  hands  high... 

^0     „  for  working  by  a  man   ... 


Weight 

of  Cart. 

Cwt. 

.       8i 

Weight  of 

Water  about. 

Cwt. 

...       22       ... 

Width 

of  Tire. 

Inches. 

4       ... 

Price 
£     s. 
21     0 

d. 
0 

.       6i 

...       16       ... 

4       .. 

18  18 

0 

.       6 

12       ... 

3       ... 

15  15 

0 

.       4 

8       ... 

3       ... 

12  13 

0 

.       3 

5       ... 

2       .., 

9     9 

0 

.       2 

3       ... 

2       ... 

7     7 

0 
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REEVE'S 


PATENT  LIQUID  MANURE  DISTRIBUTOR. 


Awarded  the  First  Prize  of  £10  at  the  Royal  Agricultural  Society  of  England's 
Show  at  Plymouth,  1865 ;  and  First  Prize  of  £10  at  the  Royal  Agricultural 
Society  of  England's  Show  at  Bedford,  1874. 


This  Machine  is  made  on  the  same  principle  as  the  Liquid  Manure  Drill;   the  Manure  is 
delivered  by  means  of  Cups  or  Dippers  cast  on  the  Cylinder,  which  keep  it  well  stirred  and  mixed. 

Thick  Liquid  Manure  from  tanks,  piggeries,  &c.,  can  be  perfectly  distributed  without  choking. 

The  body  of  the  Machine  holds  about  100  gallons  ;  the  liquid  is  spread  a  width  of  six  feet ;  the 
spread  of  the  Wheels  is  also  six  feet,  so  that  they  return  in  the  previous  wheel  track. 

Price,  with  Wheels  fitted  with  3  inch  Tires       £21     0    0 


AFFLECK'S 


LIQUID    MANURE    CART. 


This  Cart  has  a  wrought  iron  body  holding  150  Gallons,  and  is  fitted  with  Liquid  Manure 
Distributor  and  Patent  Delivery  Valve.    Has  Wood  Wheels  with  4  inch  Tires. 

^  4  }V^  •*■  *?*  •••  •.•  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  Jy^vr  \f  vf 

Pump  sod  10  feet  of  Suction  Hose,  extw,  £5, 
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LIQUID    MANURE    PUMPS. 


DOUGLAS'S 

PATENT   PORTABLE   LIQUID   MANURE   PUMP, 

With  Brass  Cylinder  and  Boxes,  Mounted  on  a  Wrought  Iron  Trii)od  Stand, 

and  Fitted  with  Improved  Valves  for  liquid  Manure. 

The  Legs  of  the  Tripod  Stand  fold  up,  rendering  the  Pump  very  convenient  for  removal. 
Price  of  Pump,  4in.  Bore,  with  Brass  Unions  for  2in.  Suction  Hose,  without 

Xll/Ov***    •••    •••    ••.•    •••    •••    •••    •••    •••    •*•    •••    •••    •••    •••    •••    Jwv    V   V 


BAMFORD'S 


PATENT  CHAIN   PUMPS   FOR   LIQUID  MANURE. 

The  (Jhains  of  these  Pumps  are  provided  with  Patent  Chilled  Discs,  which  materially  iucreaee 


their  durability. 


PRICES:- 


Diameter 

of 

Barrel. 

Height 
under 
Spout. 

Rcvohi- 

tions  per 

minute. 

Approximate 

1 

Number  of 
1       Gallons 
per  hour. 

Power 

required  to 

lift 

12  feet. 

Price. 

Extra  per 

foot 
in  length. 

No. 

1  Cliain  Pump 

Inches. 
2 

Feet. 
12 

60 

800 

1  boy 

£3    10 

0 

s.    d. 

3    G 

Ditto 

H 

12 

60 

1500 

1     „ 

£3    15 

0 

3    9 

Ditto 

3 

12 

60 

2500 

1 

1     „ 

£4      0 

0 

4    0 

Ditto 

3J 

12 

60 

5000 

1  man 

£5      0 

0 

5    0 

Brass  Bushes  and  extra  strong  Shaft  for  3"  and  3J"  Pumps 


• « •     • .  • 


Horse  Gear,  suitable  for  3"  and  3^"  Pumps 


£0  17    6 
£7     5    0 


Ca^t  Iron  Covvra  to  prevent  splashing extra     £0  10    6 


I 


LIQUID    MANURE    PUMPS. 
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HAYWARD    TYLER,     &    CO.'S 

IRON     LIQUID    MANURE    PUMPS, 

EXTRA    STRONG    MAKE. 


Painted. 
£    s.      d. 

Galvanized. 
£    s.      d. 

Extra 

Suction  Pipe 

per  Foot. 

s.     d. 

3  inch  Barrel 

...         .«•         ialO        U        

.          ••«          .•*          ij         0         U         ••• 

...     2     9 

4  inch 

)} 

...        ...       *i       0       U       ••«        .« 

.     ...     ...     3  12     0     ... 

...     3     0 

5  inch 

)) 

•  ••         ...         *J     kt*        0         •..         .. 

4     2     0     ... 

...     3     6 

6  inch 

>» 

4     7     fi 

4  18     6 

...     4     0 

7  inch 

)i 

...       ...       0      0      u      

•     0     2     6     •*• 

...     4     6 

GALVANIZED    IRON    LIQUID    MANURE    PUMP, 


On  Tripod  Legs,  with  Union  for  Hose. 


4 A      X LI v kL    XJCvL X^l«««  •••  ■••  ••»  •••  •••  •••  •••  •••  ••• 

If  with  15  feet  of  2^  India  Rubber  Suction  Hose,  and  Copper  Rose  ... 

If  with  strong  Copper  Barrel     extra 


•••  •••  •••  ••• 


•  «  •  •  •  • 


£2  18  6 
£5  0  0 
£0  17     6 


IMPROVED  PORTABLE  GALVANIZED  IRON  LIQUID  MANURE 

FORCE  PUMP, 

On  Tripod  Legs,  of  strong  construction,  with  Brass  Union,  &c. 


Price  of  Pump,  without  Hose 


•  •  •  •  I 


•  •  •  •  I 


...     £4    0    0 


PATENT  CALIFORNIA  HAND  PUMPS  ON  PLANKS. 

These  Pumps  are  double-acting,  and  the  Valves  and  Air  Vessels  are  arranged  so  that  they  can 
be  easily  reached  ;  no  red  lead  or  packing  is  required  for  the  joints ;  the  Barrel  is  always  primed 
after  being  once  worked.     The  Pumps  are  worked  by  one  or  two  handles,  removable  at  pleasure. 


2^  inch  Pump  to  raise  and  force    360  Gallons  per  hour 

3  inch  ditto  ditto  600 

4  inch  ditto  ditto  1020 

5  inch  ditto  ditto  1620 

6  inch  ditto  ditto  2400 

Extra  Handle,  5/-. 


)i 


>} 


11 


a 


ii 


it 


}> 


if 


•  •                 •••              •••              ••• 

...£480 

•••              •••              ••■              ••• 

...     £  5  10     0 

•••              •••              •••              ••• 

...£7     0     0 

•••              ••«              •••             ••• 

...     £  8  15     0 

•••             •••              •••              «•• 

...     £13  10     0 

242  LITTER    CUTTER. 


RICHMOND     &     CHANDLER'S 


LITTER  CUTTER. 


This  Machine  is  for  cutting  up  Straw  into  long  lengths  for  stable  bedding,  by  which  a  great 
saving  is  eflFected,  as  the  foul  parts  can  be  removed  and  fresh  litter  put  down  without  waste,  which 
is  impossible  when  long  uncut  straw  is  used.  Moreover,  cut  straw  absorbs  moisture  more  quickly, 
and  hence  is  sooner  converted  in  to  a  valuable  manure. 

The  following  excellent  description  of  the  Machine  is  taken  from  the  "Report  on  the  Trial  of 
Implements  at  Oxford,"  by  John  Coleman,  Esq.,  (see  Journal  of  the  Royal  Agricultural  Society  oj 
England,  Vol.  VI,  Part  II,  No.  XII,  page  530  :)— 

"  Messrs.  Richmond  and  Chandler  s  Litter  Cutter  for  hand-power  is  a  capital  Machine  on 
account  of  its  simplicity  and  the  quantity  of  stuff  that  can  be  cut  with  moderate  draught.  At  first 
sight  it  may  seem  absurd  to  do  such  work  by  hand  ;  but  an  inspection  of  the  tool  will  show  that, 
though  only  a  small  affair  and  cheap,  it  is  quite  up  to  its  work.  The  Fly-wheel  carries  one  large 
Blade.  When  the  Knife  is  at  work  tlie  Feed  Rollers  are  stationary,  hence  no  loss  of  power,  which 
would  be  the  case  if  the  Rollers,  in  rapid  motion,  were  forcing  the  straw  against  the  Blade, — ^neither 
could  an  even  length  of  litter  be  cut.  This  important  condition  is  secured  by  intermittent  spaces  io 
the  Gearing  of  the  Pinion  and  Wheel.  Exactly  as  the  Knife  entei"s  the  cut,  the  plain  surface  of  the 
Driving  Pinion  comes  in  contact  with  a  plain  .surface  on  the  Wheel  of  the  Roller,  consequently  the 
latter  ceases  to  move  until  contact  of  the  Teeth  ensues,  by  which  time  the  Knife  has  passed  the 
Box." 

Machine  to  cut  one  length  only,  either  3,  4 J,  or  6  inches       Price    £6     5    0 

Machine  to  cut  two  lengths,  3  and  6  inches.  In  this  Machine  the  change  of  length  is  effected 
by  a  simple  arrangement  for  removing  one  Knife.     On  re-fixing  no  adjustment  is  required. 

XWCSP  ff«  tft  «f«  Cff  •!«  (ft  ••«  «•«        .t*«  •!!  •«?  •«•  l«»  ••«  'It  «vV      X9  W 
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AVELING    &     PORTER'S 

ROAD   LOCOMOTIVE   WAGONS. 

These  Wagons  are  constructed  to  carry  Coals,  Minerals,  or  Agricultural  produce.  They  are 
simply  and  strongly  built,  and  the  Couplings  are  so  arranged  that  a  train  will  turn  any  curve, 
however  sharp,  each  Wagon  following  in  the  track  of  the  preceding  one. 

They  are  made  with  Wrought  Iron  Wheels,  fitted  with  patent  Oil  Boxes,  and  with  Sides  or  Ends 
to  let  down  as  preferred. 

Four-wheeled  Wagon,  to  carry  4  Tons,  with  Spring  Draw  Bar       £60    0    0 

Four-wheeled  Wagon,  to  carrj'  6  Tons,  with  Spring  Draw  Bar       £70    0    0 

Springs  fitted  to  the  above,  £10 ;  Powerful  Screw  Friction  Brake,  £3. 


JOHN     FOWLER     &    CO/S 

TRACTION      WAGONS. 

These  Wagons  are  of  great  strength,  and  constructed  throughout  on  the  same  principle  as 
Kailway  Wagons ;  the  Wheels  are  made  of  Wrought  Iron  or  Wood. 

They  are  fitted  with  Springs  and  an  efficient  Brake  when  required. 

The  Sides  or  Ends  are  made  to  let  down  as  required.     The  Couplings  are  so  arranged  that  the 
Wagons  will  follow  a  Locomotive  round  any  curve. 

Four-wheeled  Wagon,  to  carry  4  Tons       £60    0    0 

Four-wheeled  Wagon,  to  carry  6  Tons       £70    0    0 

Springs  fitted  to  the  above,  £10  ;  Powerful  Screw  Friction  Brake,  £3. 


HOW^ARD'S 

TRACTION      WAGON. 

This  Wagon  is  mounted  on  Springs  and  Wrought  Iron  Wheels,  fitted  with  a  Screw  Brake  for 
going  down  hill,  and  is  strongly  built. 

Four-wheeled  Wagon,  with  Wooden  Body,  to  carry  4  Tons     £65    0    0 

Four-wheeled  Wagon,  with  Iron  Body,  to  carry  4  Tons £75    0    0 
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LOCOMOTIVE    AGRICULTURAL   WAGONS, 


BURRELL'S 


ROAD  LOCOMOTIVE  WAGONS. 


These  Wagons  are  strongly  built  and  are  specially  constructed  for  use  with  Road  Locomotives 
and  Traction  Engines  to  carry  Agriculturiil  Produce,  Coal,  or  Minerals. 

The  Couplings  are  arranged  so  as  to  throw  no  strain  on  the  bodies  of  the  Waggons. 


Four-wheeled  5  Ton  Wagon,  on  Springs     


Ditto       6  Ton  ditto 


Ditto        8  Ton  ditto 


ditto 


ditto 


•  •  •  •  • 


•  •  •  •  I 


Ditto        5  Ton  ditto      without  Springs    .. 


Ditto        6  Ton  ditto 


Ditto       8  Ton  ditto 


ditto 


ditto 


••  •••  ••• 


••  •••  ••• 


I  •  •  •  •  •  •  < 


••  •••  ••• 


•  •  •  I 


•  ••  ■••  •••  ••• 


Powerful  Screw  Friction  Brake,  extra,  £3 


.  £70  0  0 

.  £75  0  0 

.  £85  0  0 

.  £60  0  0 

.  £65  0  0 

.  £75  0  0 


CLAYTON  &   SHUTTLEWORTH'S 


ROAD    LOCOMOTIVE    WAGONS 


These  Wagons  are  constructed  to  carry  Four  and  Six  Tons  and  are  fitted  with  efficient  Braka 
to  the  hind  Wheels. 


Four-wheeled  4  Ton  Wagon,  without  Springs    


Ditto       6  Ton  ditto 


ditto 


•••     •••     •»•     ••• 


Ditto        4  Ton  ditto       with  Springs 


Ditto       6  Ton  ditto 


ditto 


•  •  •     •  I 


Powerful  Screvr  Friction  Brake,  extra,  £3 


£60  0  0 

£70  0  0 

£70  0  0 

£80  0  0 
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SAVAGE'S 

PATENT  AGRICULTURAL  LOCOMOTIVES. 

These  Engines  are  fitted  with  Spur  Gear^  and  fast  and  slow  Trayelling  Motions. 

The  Boilers  are  made  of  best  material  and  well  stayed  to  stand  a  working  pressure  of  150  lb. 
per  square  inch.  The  Fire-box  is  of  Lowmoor  Iron.  All  wearing  parts  are  case  hardened^  and  every 
Engine  is  supplied  with  an  efiicient  Brake^  Governors,  Reversing  Link  Motion,  Pair  of  Signal  Lamps, 
Waterproof  Cover,  &c. 

6-Horse  Power,  Single  Cylinder  Engine £340  0  0 

8-Horse  Power,         Ditto         Ditto    £400  0  0 

lO-Horse  Power,         Ditto         Ditto    £460  0  0 

Steam  Lifting  Gear    extra  £  20  0  0 

Steam  Water  Lift       extra  £  10  0  0 


SAVAGE'S 

PLOUGHING    ENGINE. 

In  this  Engine  the  Wire  Ropes  are  wound  upon  the  hind  Travelling  Wheels,  which  are  raised  off 
t«he  ground  by  backing  the  Engine  up  wedge  shaped  pieces  of  wood  and  then  blocking  it  up  so  as  to 
keep  the  Wheels  clear  of  the  ground. 

The  Wire  Ropes  are  led  off  the  hind  Travelling  Wheels,  one  to  the  front  and  one  to  the  back  of 
the  Engine,  so  that  there  is  no  necessity  for  double  snatch  blocks  when  steam  cultivating. 

The  Engine  is  adapted  for  ploughing  on  the  roundabout  system,  hauling  on  public  roads, 
thieshing,  &c. 

lO-Horse  Power  Engine,  fitted  with  Spur  Gear  and  Water  Lifter  to  fill  Tender      £610    0    0 
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BURRELL'S 

AGRICULTURAL     LOCOMOTIVES, 

WITH    SPUR    GEARING. 

These  Engines  are  very  strong  and  light,  being  made  almost  entirely  of  Wrought  Iron ;   all 
Gearing  liable  to  breakage  is  of  Steel  or  Malleable  Iron. 

They  are  fitted  with  two  speeds  for  travelling,  and  either  speed  can  be  thrown  out  of  Grcar 
immediately  by  means  of  a  single  Lever. 

They  are  enabled  to  turn  the  sharpest  curves  by  means  of  Compensating  or  Differential  Getr, 
and  are  provided  with  a  powerful  Screw  Friction  Brake. 

PRICE  S:  — 

6-Horse  Power,  Singb  Cylinder  Engine £340    0    0 

8-Horse  Power,  Ditto  Ditto    £400    0    0 

lO-Horse  Power,  Ditto  Ditto    £460    0    0 


Patent  Winding  Drum  and  Compensating  Gear  combined,  extra^  £20. 

The  Winding  Drum  can  be  used  for  a  variety  of  purposes,  such  as  hauling  a  Threshing  Machine 
out  of  a  yard  too  soft  to  bear  the  weight  of  the  Engine. 


CLAYTON  &   SHUTTLEWORTH'S 

PATENT  ROAD  LOCOMOTIVE   ENGINES. 

These  Engines  are  strong,  fitted  with  two  speeds,  and  easily  steered.     The  Driving  Wheels  have 
great  width  and  both  of  them  are  always  in  Gear.    The  Tenders  have  large  storage  capacity. 


6-Horse  Power,  Single  Cylinder  Engine  ... 

8- Horse  Power,  Ditto  Ditto    ... 

10-Horse  Power,  Ditto  Ditto    ... 

lO-Horse  Power,  Double  Cylinder  Engine... 
12- Horse  Power,  Ditto  Ditto 

14-Horse  Power,  Ditto  Ditto 


I  •    •  •  •    •  •  • 


I  •    •  ■  •    •  •  • 


•••    •••    •■< 


I  •    •  •  •    •  1 1 


«••    •••    •••    ••< 


•  ••  •••  •••  •«! 


.  £340  0  0 

.  £400  0  0 

.  £460  0  0 

.  £505  0  0 

.  £585  0  0 

.  £655  0  0 


Steam  Water  Lift  for  filling  the  Tender   from    wayside  ponds  or  ditches,   with  21  feet  of 
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FOWLER'S 

PATENT  AGRICULTURAL   LOCOMOTIVE. 


In  Fowler's  Agricultural  Locoiootivea,  the  Boilers  are  of  improved  type,  and  stayed  to  support 
a  vorking  pressure  of  150  lbs.  per  square  incli.  The  Orate  and  Heating  Surface  are  of  more  tnan 
ordinary  sise  ao  as  to  allow  a  slow  con>bustion  of  fuel,  which  effects  a  great  saving  of  coal  and  of 
wear  and  tear  of  the  boiler.  The  Cylinder  is  surrounded  by  a  steam  jacket  and  dome  combined,  to 
prevent  [aiming. 

It  is  found  from  experience  that  Single  CylindetB  arc  best  suit«d  to  this  class  of  Engine,  and 
tbey  are  most  economical  in  wear  and  tear,  friction,  and  fuel. 

Bach  Engine  is  fitted  throughout  with  Best  Cast  Steel  Gearing,  and  is  provided  with  a 
Ply-wheel,  from  which  any  kind  of  machinery  can  be  driven  by  a  Belt,  efficient  (lovemors,  powerful 
Brake,  two  speeds,  Wrought  Iron  Wheels,  and  Differential  (iear;  a  complete  set  of  Spanners,  Screw 
Wrench,  Firing  Tools,  Tube-brush  and  Rod,  Tool  Box,  Oil  Feeder,  spare  Gauge  Glasses  and  Fusible 
Plugs,  Qovemor  Belt,  Tin  Funnel,  Two  Lamps,  a  complete  set  of  Spuds  or  Paddles,  and 
Wat^proof  Cover  are  supplied  free  of  charge. 


Price,  Greig  dh  Avelin^s  Patent 

Fire  Box,  to  bum  Wood es 

Water  Lift  and  26  feet  of  India  Rubber  Hose      ... 

Injector     

Additional  Tank     

Patent  Winding  Forward  Drum,  and  50  yds.  ofRope 

Awnings,  for  hot  climates,  can  be  fitted  at  a  cost  varying  from  £10  to  £20,  according  to 
size  and  kind. 


e-Horse  Power 

Nomiiml. 
£       s.     A. 

340     0     0     

8-Horse  Power 
Nominal. 
£       i.     d. 
400     0     0 

10     0     0     

10     0     0 

10    0    0    

10    0    0 

10     0     0     

10    0    0 

!7  10     0     

•20     0     0 

20     0     0     

20     0     0 
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AVELING  &  PORTER'S 


NEW  AGRICULTURAL  LOCOMOTIVE  STEAM  ENGINE, 

Patented  by  AVELING  &  aBEIO,  November  13Ui,  187a 


This  Eiwne  is  a  modification  of  Avblino's.Koad  Locohotivb  Stkau  Enginh,  which  was  Patented 
January  I5ta,  1878,  and  obtained  the  Highest  Prize  at  the  Paris  Exhibition. 

Hitherto  it  has  been  the  practice  to  place  the  Gearing  of  the  Crank  Shaft  and  Counter  Shafts 
overcnd  between  the  Firebox  and  the  Dnriog  Wheels,  which  practice  made  it  neceasaiy  that  the 
Driving  Wheeb  sboald  be  fixed  at  a  great  distance  from  the  axle  bearing :  broken  driving  azles  and 
engines  too  wide  for  ordinary  gateways  being  the  result. 

In  Messrs.  Atblino  and  Portbk's  new  Engines,  one  of  the  cliief  features  is  the  arrangemenb  by 
whicli  the  Crank  Shaft  and  Counter  Shaft  Gearing  is  mounted  on  Shafts  between  bearmgS,  and 
not  on  the  overhEmging  ends  of  Shafts  outside  bearings.  Every  one  acquainted  with 
the  working  of  Gearing  subject  to  heavy  strains  will  know  how  to  appreciate  this  improvement.  The 
b<.-tirings  are  more  fairly  worn,  and,  what  is  of  more  im])OTtancc,  the  Gearing  is  maintained  rigidly  in 
tmtli.  Another  important  gain  in  this  arrangement,  is,  that  at  the  same  time  small  Pinions  and  laige 
Spur  Wlii-els  are  alike  dispenift-d  with,  the  employment  of  nn  intermediate  Counter  Shaft  securing 
the  reduction  of  speed  between  the  Crank  Siiait  and  the  Driving  Wheels,  without  resortinc  to  Urge 
differences  between  the  diameters  of  wheels.  The  arrangement,  tliough  vciy  simple,  haa  ta&en  a  long 
"fa/e  to  arrive  at,  and  could  not  even  now  be  advantageously  employed  without  Mr.  Avelio^s  jHttent 
fteai  of/orwing  the  Braekvta  by  carrying  up  tine  ovLteidti  Fire-box  plates. 
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AVELING    &    PORTER'S 

NEW   AGRICULTURAL   LOCOMOTIVE    STEAM   ENGINE. 

(CONTINUED.) 

These  Brackets  are  extended  upwards  and  backwards  in  one  piece,  so  as  not  only  to  carry  the 
Crank  Shaft,  but  to  provide  Bearings  also  for  the  Counter  Shaft  and  Driving  Axle,  in  the  most 
convenient  position.  This  arrangement  produces  a  combiDation  of  much  strength  and  lightness, 
reduces  to  a  minimum  the  loss  and  annoyance  from  leakage  at  strained  bolt  holes,  and  unites  all 
parts  peculiarly* exposed  to  injury  by  jarring,  with  such  firmness,  as  to  give  almost  absolute  security 
against  such  injury  on  even  very  rough  roads. 

The  Gearing  is  all  of  Crucible  Steel,  and  all  the  teeth  arc  shrouded.  The  Castings  carrying 
the  bearings  of  the  Counter  Shafts  and  Axle  are  turned  on  the  outside,  and  accurately  fitted  into 
holes  bored  in  the  Side  Plates,  so  that  it  is  impossible  for  them  to  move  ;  and  at  the  same  time  very 
little  strain  is  thrown  on  the  bolts,  and  the  maintenance  of  the  gearing  in  pitch  does  not  depend 
upon  them. 

The  Driving  Wlieols  are  fitted  with  compensjiting  motion  for  turning  sharp  curves  without 
disconnecting  either  wheel.  The  Engine  is  geared  for  two  speeds,  and  is  steered  from  the  foot-plate. 
The  Boiler  is  made  of  best  Yorkshire  plate,  and  tested  with  cold  water  to  200  lbs.  on  the  square  inch; 
the  Fire-box  is  of  Lowmoor  Iron,  fitted  with  stays  4  inches  apart. 

The  Cylinder  of  this  Engine  is  ])laced  on  the  forward  part  of  the  Boiler,  and  is  surrounded  by  a 
jacket  in  direct  communication  with  it ;  the  steam  is  taken  from  a  dome  connected  with  the  jacket. 
Priming  is  by  this  means  prevented,  the  use  of  steam-pipes  is  rendered  needless,  and  a  considerable 
economy  in  fuel  is  effected. 

Each  Engine  is  provided  with  Fly-wheel,  Governors,  and  a  powerful  Brake  ;  Lamps,  a  complete 
set  of  Wrenches,  Screw-hammer,  Firing  Tools,  Oil  Can,  spare  Gauge  Glasses,  Studs  for  Driving 
Wheels,  Two  Safety  Valves,  and  Steam  Pressure  Gauge,  free  of  additional  charge. 


Nominal  Horse  Power. 


4-Horse 
Power. 


Price,  with  Patent  Wrought  Iroiij 
Brackets  and  best  Crucible  Steel! 
Gear  throughout £300 


0    0 


Price,  fitted  with  Malleable  and  Cast 
Iron  Gear 


...     •«•     ...     ».< 


* . •     ... 


6-IIorse 
Power. 


£340     0    0 


£332  10    0 


Fire-box,  to  Burn  W(»od,  extra £10    0    0£  10     0    0 


S-Horse 
Power. 


lO-Horsc 
Power. 


i2-Horsc 
Power. 


£400     0    0£460    0    0 


£530    0    0 


£390    0    0£448     0    0£518     0    0 


£  10    0    0 


£15     0    0£  16     0    0 


Awnings,  for  hot  climates,  can  be  fitted  to  any  of  the  above  Engines,  at  a  cost  varj^ing  from  £10  to 

£20,  according  to  size  and  kind. 
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R.  GARRETT  &  SONS' 

AGRICULTURAL  SELF-MOVING  ENGINES. 


These  Solf-Moving  Engines  are  of  new  design,  embodying  all  recent  improvementa,  and  eminently 
suited  to  every  description  of  agricultural  work,  as  well  as  to  traction  and  contractois'  parposed. 

They  are  provided  with  fast  and  slow  speeds.  The  motion  is  transmitted  to  the  Rims  of  the 
Travelling  Wheels  by  means  of  Spur-Gearing  direct  from  the  Crank-Shaft,  by  which  aTrangement 
friction  and  wear  are  much  reduced. 

For  rounding  comers  an  arrangement  is  provided  for  throwing  the  Travelling  Wheels  out  of 
Gear  by  moans  of  a  simple  striking  Lever  on  either  side. 

'I'he  boilers  are  cnlculatcd  for  a  maximum  working  pressure  of  ISO  lbs.  on  the  sqnare  inch. 

S-Horse  Power  Single-Cylinder  Self-Moving  Engine     £420    0    0 

JO-Horse  Power       Ditto  Ditto  Ditto       £480    0    0 
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JOHN   FO^VLER   &  Co.'s 


PATENT    ROAD    LOCOMOTIVE. 

This  ImproYed  Road  Locomotive  is  of  an  entirely  new  design,  the  whole  of  the  Gear  being  cased 
in  the  Crank  Shaft  Box  of  the  Engine  so  that  no  dirt  or  dust  can  get  into  it.  The  Fly-wheel  is  made 
sufficiently  large  for  threshing  and  other  purposes,  and  the  general  arrangement  is  so  compact  that 
the  width  of  the  Engine  is  considerably  lessened. 

The  Travelling  Wheels  are  of  a  new  patent  construction  and  superior  to  the  ordinary  type. 

The  Boiler  is  made  of  Steel  and  constructed  to  work  at  the  high  pressure  of  150  lbs.  per  square 
inch.  The  Fire-box  has  a  round  top,  by  which  the  danger  of  accumulation  of  sediment  is  avoided. 
The  Engine  has  one  Cylinder.  The  Gear  for  traction  purposes  has  two  speeds,  which  are  thown  into 
and  out  of  Gear  by  Levers,  so  arranged  that  both  speeds  cannot  be  thrown  into  Gkar  at  the  same 
time. 

Each  Engine  is  fitted  throughout  with  best  Crucible  Cast  Steel  Gearing,  and  is  supplied  with 

*  .  • 

Injector  and  Pump,  two  Tanks,  Water  Elevator  and  26  feet  of  India  Rubber  Hose,  Double  Safety 
Valves^  Patent  Wrought  Iron  Road  Wheels,  Di£ferential  Gear,  a  complete  set  of  Spanners,  Screw 
Wrench,  Firing  Tools,  Tube  Brush  and  Rod,  Tool  Box,  Oil  Feeder,  spare  Guage  Glasses  and  Fusible 
Plugs,  Tin  Funnel,  two  Lamps,  a  complete  set  of  Spuds  and  Paddles,  Screw  Jack,  Hammer,  Chisel, 
Oil  Can  and  Pails,  Cotton  Waste,  Waterproof  Cover,  and  complete  outfit  free  of  extra  charge. 


Nominal  Horse  Power. 

3-Horse  Power. 

6-Horse  Power. 

8-Horse  Power. 

Price,  Greiff  and  Aveling'a  Patents    

Fire-box  to  bum  wood,  extra 

Governors,  extra     

Additional  Tank     

£285     0     0 
£  10    0    0 
•••     ...     ... 

£  15    0    0 

£450    0    0 
£  10    0    0 
£  10    0    0 

...         ...         ••• 

£510    0    0 
£  10     0     0 
£  10    0    0 

•a.            •••           ••• 
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RUSHTON   &  PROCTOR'S 

PATENT    TRACTION    ENGINES. 

These  Engines  are  fitted  with  fast  and  slow  speed  Propelling  Gear,  large  Driving  Wheels,  and 
Improved  Compensating  Gear  which  can  be  locked  and  unlocked  instantly  by  the  driver,  while  the 
Engine  is  in  motion. 

The  Crank  Shaft,  Counter  Shaft,  and  Driving  Axle  are  all  carried  by  one  stout  plate  on  either 
side  of  the  Engine  and  well  stayed,  so  as  to  relieve  the  Boiler  from  all  injurious  strains. 

The  Cylinder,  Fire-grate,  and  Tube  Surfaces  are  all  of  large  area,  thus  conducing  materially  to 
economy  in  fuel  and  durability. 

Each  Engine  is  provided  with  Patent  High  Speed  Governors,  an  Improved  Reversing  Apparatus, 
and  self-acting  Equilibrium  Valve,  which  admits  dry  steam  from  the  highest  end  of  the  Boiler. 

A  complete  set  of  Spanners,  Screw  Hammer,  Firing  Tools,  Bucket,  a  pair  of  Signal  Lamps  and 
Flag,  and  Waterproof  Cover  are  also  supplied  with  the  Engines  free  of  additional  charge. 

G-Horse  Power  Single  Cylinder  Traction  Engine 

8-Horse  Power  ditto  ditto 

10-Horse  Power         ditto  ditto 

12-Horse  Power  ditto  ditto 

10-Horse  Power  Double  Cylinder  Traction  Engine 
12-Horse  Power  ditto  ditto 

14-Horse  Power         ditto  ditto 


•• 


•• 


£360 

0 

0 

£420 

0 

0 

£480 

0 

0 

£560 

0 

0 

£505 

0 

0 

£585 

0 

0 

£665 

0 

0 

ROBEY  &  Co.'s 

PATENT  TRACTION  ENGINES. 

Robey's  Locomotive  Road  Engines  are  of  improved  design,  the  whole  of  the  Qearing  is  made  of 
Steel  and  the  Boiler  has  ample  heating  surface  and  steam  capacity. 

The  Driving  Gear  is  fitted  with  a  Compensating  Differential  Motion,  Fast  and  Slow  Speeds,  and 
Improved  Steerage  Arrangement. 

The  whole  of  the  Levers  for  working  the  Engine  are  brought  conveniently  together,  so  that  one 
man  can,  without  moving,  have  complete  control  over  it.  The  Tender  is  made  of  ample  sise  And 
convenient  shape  for  carrying  Coals,  Water,  Tool  Box,  &c.,  and,  when  required,  can  be  fitted  with 
Improved  Water  Lifber  and  Suction  Hose  for  filling  the  Tank. 


6-Horse  Power  Single  Cylinder  Traction  Engine    ... 


•••     ..1     ..■     *• 


£370    0    0 
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AVELING    &     PORTER'S 

NEW  ROAD  LOCOMOTIVE   STEAM   ENGINE. 


The  Steam  Jacketed  Cylinder  is  placed  oa  the  forward  part  of  the  Boiler.  The  patent  Crank 
Shaft  Biacketfl  are  formed  out  of  the  Side  Plates  of  the  Fire-box  extended  upwards  and  backwards, 
caRying  the  Crank  Shaft,  Counter  Shaft,  and  Driving  Axle  Bearings,  in  one  plate.  Leakage  from 
bolts  is  thus  avoided,  &c.  The  Driving  Wheels,  7  feet  in  diameter  and  IC  inches  in  width,  are 
constracted  of  Wrought  T  I<^oa  of  a  new  and  specially  strong  section,  with  Steel  Diii;,'onal  I'lates; 
the  Wheels  are  in  accordance  with  the  new  Act  of  Parliament.  When  Engines  are  rei^nired  to  wurk 
over  paved  roads  the  Driving  Wheels  are  fitted  with  Adams'  I'atunt  Spring  Tires.  A  Wimliug  Dnim, 
capable  of  holding  100  yards  of  J  inch  steel  wire  rope,  is  fitted  to  the  Driving  A.\le  when  reipiired. 
The  tender  and  water  tanks  are  constructed  to  carry  an  extrd  supply  of  wattr.  An  Injector,  Water 
Elevator,  with  26  feet  of  suction  hose,  Lamps,  ami  other  necessary  tools,  &c.,  are  supplied  with  each 
BDgine  free.  The  Compensating  Gear  Wheels  arc  of  large  (liameter,  and  made  from  the  Best  Crucible 
Cut  Steel.  The  Boiler  is  made  of  best  best  quality  of  Yorkshire  iron,  double  rivetted,  and  capable 
of  working  at  a  pressure  of  150  lbs.     The  Fire-box  is  of  Lowraoor  iron  fitted  with  stays,  4  inches 
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AVELING  &  PORTER'S 

NEW  ROAD  LOCOMOTIVE  STEAM  ENGINE 


(OONTINUBD.) 


The  whole  of  the  Crank  Shaft  and  Counter  Shaft  Gearing  is  arranged  to  work  between  ^stead 
of  outside)  the  Wrought  Iron  Brackets,  and  the  Fly-wheel  is  fixed  dose  to  the  Otank  Shaft  Bearings. 
The  Gearing  is  all  of  the  Best  Orucible  Oast  Steel,  and  the  PinionB  for  the  two  speeds  are  keyed 
fast  upon  the  Crank  Shaft,  instead  of  sliding  on  ''  feathers,"  which  are  a  constant  trouble,  on  account 
of  their  working  loose.  In  the  arrangement  for  altering  the  speed,  the  intermediate  sbaflb  is  fixed, 
and  serves  as  a  stay  to  the  side  plates,  and  the  Sliding  Sleeve,  which  carries  the  Spur  Wheel  and  the 
fast  and  slow  speed  Pinions,  revolves  on  it.  The  two  Crank  Shaft  Pinions  are  of  the  same  size,  and 
the  intermediate  Spur  Wheel  gears  with  one  or  the  other,  as  required. 


If  the  Sliding  Sleeve  be  moved  to  the  right,  one  of  the  Crank  Shaft  Pinions  comes  into  gear,  and 
the  right  hand  Sleeve  Pinion  also  gears  into  the  right  hand  Spur  Wheel  upon  the  Counter  Shaft,  and 
the  Engine  is  in  slow  speed.  The  Gear  and  Shafdng  are  of  very  strong  proportions,  and  the  wearing 
surfaces  are  ample.  This  arrangement  materially  reduces  the  width  of  the  Engine,  and  brings  the 
Driving  Wheels  much  closer  to  the  Axle  Bearings. 


Nominal  Horse  Power. 

1 

4-Horse  Power. 

6-Horse  Power. 

8-Horse  Power. 

lO-Horse  Power. 

la-Hone  Power. 

Price,     with     Patent 
Wrought  Iron  Brackets 
and     Crucible     Steel 

>ju<*f    •••      •••      •••      ••• 

Fire-box,  to  bum  wood, 

C  A  LLcIi     •••          •••          •••          ••• 

£400    0    0 
£  10    0    0 

£450    0    0 
£  10    0    0 

£510    0    0 
£  10    0    0 

£580    0    0 
£  15    0    0 

£660    0    0 
ie  15    0    0 
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FOWLER'S 

LOCOMOTIVE  STEAM  PLOUGHING  ENGINES. 

Messrs.  Fowler  and  Co.  manufacture  their  Steam  Ploughing  Machinery  preferably  on  the 

Double  EBgine  System.      By  this  arrangement  two  Traction  Engines,  fitted  with  Winding 

Drums  and  supplied  with  800  yards  of  Fowler's  Special  Best  Hard  Steel  Rope,  move  along  opposite 

headlands,  each  alternately  drawing  the  implement  in  use  towards  itself  by  a  direct  pull,  the  Engine 

not  in  work  paying  out  the  rope  while  moving  into  position  for  the  return  journey. 

By  this  SjTstem  no  time  is  lost  in  fixing  tackle,  the  Engines  being  ready  to  start  in  a  field 
immediately  they  are  in  position  on  the  headlands. 

The  Engines  are  made  of  6,  8,  14,  16,  and  20-Horse  Power,  with  Single  Steam  Jacketed 
Cylinders  and  Steam  Domes.  Spur  Wheels  made  entirely  of  the  Best  Crucible  Cast  Steel  are  used 
for  the  Travelling  Gear ;  the  Road  Wheels  have  two  speeds,  and  are  from  16  to  24  inches  wide  ;  they 
can  be  made  any  other  width  at  a  cost  of  30/-  per  inch.  The  Engines  can  be  used  for  Hauling, 
Thrashing,  Pumping,  Grinding,  Sawing,  or  any  other  agriculcural  operation. 

The  winding  apparatus  consists  of  a  horizontal  Drum,  which  uniformly  winds  or  unwinds  the 
wire  rope  by  means  of  Patent  Coiling  Gear  without  any  attention  from  the  man  in  charge. 


LARGE  DOUBLE  ENGINE  SYSTEM  OP  STEAM  OULTIVATION. 

Two  20-Hor8e  Power  Single  Cylinder  Traction  Engines,  each  with  Self-acting  and  Reversing 
Gear,  Double  Speed  on  ploughing  motion ;  all  Shafts,  Hind  Axle,  Bracket  on  driving  side,  and  all 
Gearing  liable  to  breakage,  of  Steel ;  Tank,  Steerage,  24  inch  Road  Wheels,  Winding  Drum,  with 
Patent  Self-acting  Coiling  Gear,  Spuds  or  Paddles,  Tools  and  Tool-box;  complete  for  Steam 
Cultivation. 

IrlCe    ..        X«lUv     u      u 

800  yards  No.  1  Fowler's  Special  Best  Hard  Steel  Rope,  fitted  with  Eyes,  jen2. 
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FOWLER'S 

LOCOMOTIVE  STEAM  PLOUGHING   ENGINES 

(CONTINUED.) 

'J  wo  IG-Horse  Power  Single  Cylinder  Traction  Engines,  with  Wrought  Iron  Brackets,  each  with 
Self-moving  and  Reversing  Gear,  and  Patent  Circular  Equilibrium  Slide  Valve ;  and  with 
Double  Speed  and  Steel  Gearing  on  Road  Motion  ;  Tank,  Steerage,  Road  Wheels  6  feet  diameter, 
Patent  Winding  Drum  with  reraoveable  ring  of  Gear,  Patent  Self-acting  Coiling  Gear,  Spuds,  Tools 
and  Tool-box  ;  complete  for  Steam  Cultivation. 

X  Lx  vx/  •••    •••    •••    •••    •••    •••    •••    ...    •••    •••    •••    •••    •••    •••    •••    J^  Ik  V I  V   \J       Jv 

800  Yards  No.  1  fowler's  special  best  hard  Steel  Rope,  fitted  with  eyes,  £92. 

Two  14-Horse  Power  Single  Cylinder  Traction  Engines,  with  Wrought  Iron  Brackets,  each  with 
Self-moving  and  Reversing  Gear,  and  with  Double  Speed  and  Steel  Gearing  on  Road  Motion;  Tank, 
Steerage,  20  inch  Road  Wheels,  Winding  Drum,  having  Patent  Self-acting  Coiling  Gear,  Spuds, 
Tools  and  Tool-box  ;  complete  for  Steam  Cultivation. 

X  1  iv/C    ..•       ...       ...       ...       ...       ...       ...       ...       ••.       ..•       ••.       ■•.       •.•       •••       9t»      J^X40v      v      \3 

800  Yards  No.  1  Fowler's  special  best  hard  Steel  Rope,  fitted  with  eyes,  £92. 

Two  8-Horse  Power  Single  Cylinder  Traction  Engines,  with  Wrought  Iron  Brackets,  each  with 
Self-moving  and  Reversing  Gear,  and  with  Double  Speed  and  Steel  Gearing  on  Road  Motion;  Tank, 
Steerage,  and  18  inch  Road  Wheels,  Winding  Drum,  Patent  Self-acting  Coiling  Gear,  Spuds,  Tools 
and  Tool-box ;  complete  for  Steam  Cultivation. 

Xl^li/C     •**  t..         ...  ...         ...  ...         •..  •••  •..  •*•  •••         •••  •••  ,.,         ,,,         J^\  LiyJ        V        V 

800  Yards  No.  I  Fowler's  special  best  hard  Steel  Rope,  fitted  with  eyes,  £76, 
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FO^A/'LER'S 

SMALL     DOUBLE     ENGINES. 

(PARMER'S    SET.) 

This  Set  is  similar  in  every  respect  to  Fowler's  Large  Double  Engine  System  ;  the  Engines  are 
each  made  of  G-Horse  Power  Nominal,  the  actual  Horse  Power  being  four  times  the  Nominal. 

The  Boilers  are  constructed  as  light  as  possible  for  a  working  pressure  o^lOO  to  120  lbs.  per 
square  inch. 

The  Winding  Drums  are  each  supplied  with  400  yards  of  Steel  Wire  Rope.  ITieir  speed  is 
somewhat  less  tiian  that  of  the  large  sets  so  as  to  gain  an  increase  of  power,  and  to  enable  the  Tackle 
to  deal  with  the  heaviest  soils. 

The  Engines  are  sufficiently  small  and  light  to  enable  them  to  pass  through  any  ordinary  field 

Ete,  and  to  travel  over  soft  ground.     They  can,  in  a  short  time,  be  converted  into  two  Agricultural 
icomotives  by  removing  the  Winding  Drum  and  Ploughing  Gear,  and  shifting  the  Fore-carriage 
and  Front  Wheels  back. 

FARMERS    SMALL    SET. 


1  rice  ...  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  A>v''v/  V/  yj 

800  Yards  No.  1  Fowler's  special  best  banl  Steel  Rope,  fitted  with  eyes,  £60 ;   if  with  Steel  Gear  on 

Hind  Axles,  extra  for  each  Engine,  £25. 

THE     DOUBLE      DRUM     SET. 

Consists  of  an  8  or  12-Horse  Power  Engine,  with  Two  Winding  Drums,  Anchor,  1600  yards  of 
Rope  (1200  yards  only  being  required  when  working  direct),  Two  Claw  Anchors,  Two  Snatch  Blocks, 
Twenty  Rope  Porters,  and  the  necessary  Implements. 

12-Horse  Power  Single  C3'linder  Traction  Engine,  with  Self-moving  and  Reversing  Gear,  and 
with  Double  Speed  and  Steel  Gearing  on  Road  Motion,  Tank,  Steerage,  Two  Winding  Drums  with 
Patent  Self-acting  Coiling  Gear,  Spuds,  Tools  and  Tool-box  ;  complete  for  Steam  (Xiltivation. 

X  A  1(AI/         •••  •••  ...  ...  •••  •••  •••  •••  ...  •••  ...  ■«.  ...  ...  *•.         JtfOOv         '/        \f 

Patent  Self-moving  Anchor,  with  6  Discs,  Lifting  Jack,  Headland  Ropes,  and 

all  Tools  Complete      £  60  0  0 

1200  yards  No.  1  Fowler's  special  best  bard  Steel  Rope,  fitted  with  eyes     ...  £114  0  0 

10  Lar^e  and  10  Small  Rope  Porters        £  25  0  0 

Extra  Parts  and  Rope  required  when  working  with  Engine  stationary £  60  0  0 

8-Hor8e  Power  Single  Cylinder  Traction  Engine,  with  Self-moving  and  Reversing  Gear 
&c.,  &c.,  as  before  described. 

JL  AJl vV        •••  •••         ••  ...  •*.  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...         JOOvv         V/         v 

Patent  Self-moving  Anchor,  with  4  Discs,  Lifting  Jacks,  Headland  Ropes, 

and  all  Tools  complete       £  49  0  0 

1200  yards  No.  2  hard  Steel  Rope,  fitted  with  eyes       £  84  0  0 

10  Large  and  10  Small  Rope  Porters       £  25  0  0 

Gxtra  Parts  and  Ropes  required  whep  working  with  Engine  stationaiy       ,,.  £  50  0  0 
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HOWARD'S 

LOCOMOTIVE  STEAM  PLOUGHING  &  THRASHING  ENGINE. 


The  Farmer's  Eugine,  ius  illustrated  above,  is  simple  in  construction,  easy  to  manage,  and  readily 
adapted  to  every  variety  of  farm  work. 

For  Steam  Ploughing  it  has  proved  very  economical    in   fuel  and  attendants,  while  it  is 
neither  too  large  nor  too  heavy  for  ordinary  farm  purposes. 


The  Windlass  is  moiintod  upon  the  Engine  ii 
minutes  when  not  required. 


such  [ 


that  it  can  be  detached  in  a  few 


S-Horse  Power  Engine,  with  Two  Winding  Drums 
l2-Hoi8e  Power  Eugine,  with  Two  Winding  Drums 


HO"WARD'S 

LOCOMOTIVES. 


ROAD 


These  Engine»i  are  the  name  as  the  Farmer's  Engine,  but  without  the  Winding  Drama,  and  are 
adapted  for  Tlirashing,  Orimling,  and  other  farm  work,  as  well  as  for  road  purposes 

The  Gear  Wheels  and  Axifs  are  all  made  of  Stoel ;  the  Road  Wheels  are  of  Wrought  Iron,  and 
aa  light  as  is  consistent  with  strength. 

As  none  of  the  Machinery  is  exposed  to  view  when  travelling,  the  Engines  are  not  bo  liable  to 
frighten  horses  on  the  road. 

Tlie  Engine  iiortion  is  entirely  separate  from  the  Boiler ;    an  arrangement  which  giTes  great 
steadiness  in  work  and  facilitates  oiling,  inspection,  and  cleaning. 

8-Horse  Power  Road  Locomotive    £480    0    0 

Jii-Horse  Power  Road  Locomotive    £680    0    0 
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STEAM    CULTIVATING    MACHINERY  ON    THE    SINGLE 
ENGINE    SYSTEM. 


The  above  illuEtration  shows  "  The  Farmer 'n  Engine  "  and  a  aeven-tiued  Steam  Cultivator  at 
work  on  the  direct  system,  in  which  the  Engine  moves  iteelf  along  the  headland  at  each  bout  aa  the 
woA  proceeds,  as  well  as  the  Anchor  on  the  opposite  headland. 

\nth  this  Apparatus,  leas  time  and  labour  are  required  to  start  work  in  the  field  than  with  any 
other  single  Eugine  arrangement,  also  a  shorter  length  of  rope  is  needed.  Only  two  men — the  driver 
and  the  ploughman — with  a  lad  for  the  rope  porters,  work  the  Apparatus,  which  is  therefore  a  very 
economical  method  of  steam  plonghing. 

Instead  of  moving  "The  Farmer's  Engine"  on  the  headland  as  above  described,  it  is  often 
worked  on  the  stationary  system.  This  plan  of  working  is  often  desirable  in  wet  seasons,  also  when 
croBB  cultivating  in  the  Spring,  or  working  hilly  or  irregaUrly  shaped  fields. 
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CLAYTON    &    SHUTTLEWORTH'S 


PATENT   SELF-MOVING   ENGINES. 


These  Engines  are  adapted  for  driving  Thrashing  Machinery  and  Steam  Ploughing  TacUe,  or 
for  hauling  heavy  loads  on  ordinary  roads.  They  are  constructed  with  due  regard  to  strength, 
handy  arrangement,  and  easy  and  effective  steerage  ;  the  Driving  Wheels  have  great  width  and  fast 
and  slow  speeds,  and  are  both  always  in  gear ;  the  wearing  and  working  parts  have  steeled  surfaces, 
and  the  Tender  has  large  storage  capacity. 


The  Boiler  is  of  the  most  approved  Locomotive  Type,  efficiently  stayed,  and  provided  with  the 
usual  fittings,  together  with  Reversing  Link  Motion,  Brake,  complete  set  of  Spanners,  Screw-hammer, 
Firing  Irons,  Bucket,  Waterproof  Cover,  Pair  of  Lamps,  and  Signal  Flag. 


Printed  instructions  are  sent  with  each  Engine  Tor  the  guidance  of  the  purchaser  and  the 
attendants^  including  official  copies  of  the  Acts  of  Parliament  relating  thereto. 


For  fillmg  the  Water  Tank  &om  way-side  ditches  or  ponds  a  Steam  Water  Lift  is  supplied, 


if  required. 


G-Horse  Power  Single  Cylinder  Traction  Engine 


S-Horse  Power 
10-Horse  Power 


ditto 
ditto 


ditto 
ditto 


lO-Horse  Power  Double  Cylinder  Traction  Engine 


12-Horse  Power 
14-Hor8e  Power 


ditto 


ditto 


ditto 
ditto 


••     •  •• 


••     •  •  • 


•  •     •  •• 


•  •     •  •  • 


I  •     •  •• 


•     •  •  • 


£340    0    0 


£400    0    0 

£460    0    0 

£505    0    0 


•  •        •••        •••        •••       JbdOv       V       U 


£655    0    0 


Steam  Water  Lift,  with  21  feet  of  Suction  Hose,  extra  £10. 


MALT    CRUSHERS. 


TURNER'S 

IMPROVED     MALT     CRUSHERS, 

^lUi  Equal  Rollers,  for  Steam  Power. 


This  enffntTing  represents  Turner's  Improved  Malt  Mill  with  Equal  Rollers.  The  RolU  are  of 
equal  aise,  9  inches  diameter,  21  inches  long.  Rolls  of  this  description  generally  wear  bailly.  owing 
to  the  defective  method  of  applying  the  pressure ;  this  is  here  obviated,  toe  pressure  being  eqaalized 
on  both  bearinga  by  means  of  a  compound  wedge,  and  rendered  elastic  by  stn>ng  spiral  springs.  'Ilie 
adjostmente,  both  of  the  pressure  and  feed,  can  be  regulated  with  great  precision.  It  cnishes  ^m 
10  to  15  qrs.  of  Malt  per  nour. 

The  special  advantages  of  this  Mill  are  that  it  requires  small  space,  and  the  Rollers  being 
entirely  covered,  no  dust  can  escape. 

Price      £3.>    0    0 

A  smaller  sized  Mill  of  same  deagn,  with  Rolls,  9  inches  diameter,  12  inches  wide. 

Price       £18  10    0 

Pulleys  extra,  according  to  size. 

MALT   CRUSHERS, 

With  Large  and  Small  Boilers,  for  Steam  Power. 

IKuii.  and  Widlb    Diam.  and  Widlh    Power  required 
ufLarnRoll.        of  Driving  Pulley.         Sleam. 

Inches.  Inches.  Horse  Power.  Price.  Pulley  ezlia. 

No.  8       ...      48i  by  6       ...     25  by  5       ...      2^     ...       £22  15    0      ...      £15    0 

No.  1       ...      46    by  4       ...     20by3|     ...       1       ...      £14  10    0      ...      £10    0 

No.  2       ...       38    hy  3t     ...     18  by  3i     ...       1       ...      £  9  12    0      .  .      £0  17     6 

Crsnk  Handles  are  supplied  with  the  Mills  Xos.  1  and  2,  so  that  they  can  be  worked  by  hand  if 

necessary. 

"EXCELSIOR"  MALT  CRUSHER, 

For  Hand  Power,  No.  7. 

This  Malt  Crasher  is  easily  worked  by  one  or  two  men,  and  will  crush  fifteen  bushels  of  ^I.ilt 
per  hour ;  it  crushes  the  Malt  without  grinding  it  into  powder,  and  loss  from  dust  is  thus  prevented. 

The  Rolls  have  smooth  surfaces  and  re<inire  no  sharjwning  or  re-cuttine ;  the  passage  of  a  stone 
or  sail  between  them  does  no  injury,  as  the  pressure  is  applied  through  spnngs. 

Price  of  Mill  on  Iron  Stand £7  12    0 

Price  of  Mill  on  Brackets       £7     0    0 
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ROBEY   &    CO.'S    MAIZE   SHELLER. 

This  Machine  is  portable,  being  mounted  on  four  strong  wood  wheels,  and  will  Shell  Maize  at 
the  rate  of  sixty  sacks  of  heads  per  hour. 

The  grain  is  separated  from  the  cobs  by  a  Cylinder  revolving  in  a  Concave  fitted  with  Teeth ; 
the  cobs  passing  out  at  one  end,  while  the  grain  is  carried  over  a  number  of  Sieves  or  Riddles  and 
exposed  to  the  action  of  a  strong  blast,  which  effectually  removes  all  impurities. 

Price  of  Maize  Sheller,  with  Riddles,  Blower,  and  Travelling  Wheels     £90    0    0 

Price  of  Shelling  Cylinder  and  Apparatus  only,  without  Sheller,  Blower,  and 

Travelling  Wheels £30    0    0 


MALT    KILN   WIRE    FLOOR. 

Wire  Floor  for  Malt  Kilns  of  strong  Woven  Wire,  price  from  1/-  per  square  foot. 


Price 


MALT   PLOUGH. 

BOBY'S     IMPROVED     MALT     PLOUGH. 

•  ••    •••    •••    •••    •••    •••    •••   «w  I   V   w 


•••    •••    •••    ••• 


MALT   SCREENS. 

BODY'S     IMPROVED     MALT     SCREENS. 

In  tliese  Screens  the  Crossbars  are  made  of  stout  hoop  iron,  with  round  holes  exactly  the  size  of 
the  wire  punched  through  them  for  the  longitudinal  wires  to  pass.  The  Screens  are  therefore 
perfectly  rigid  and  very  superior  to  the  old  kind  of  Malt  Screen,  in  which  the  wires  are  simply  bound 
to  the  Crossbars  with  thin  binding  wire  and  very  apt  to  become  loose  or  incorrectly  spaced. 

The  Wood  Frame  and  Hopper  are  made  of  hard  well-seasoned  wood,  and  the  Hopper  is  also 
provided  with  a  Sliding  Board  and  Screw  to  regulate  the  feed. 

The  Malt  falls  over  a  series  of  steps  in  the  Screen,  which  remove  the  dust  more  eflFectuaJly  than  a 
flat  surface. 

PRICE  S:  — 

No.  i\,  with  Wire  Part  3  feet  wide  and  3  feet  8  inches  long     £4  10    0 

No.  B,  with  Wire  Part  3  feet  6  inches  wide  and  4  feet  4  inches  long      £6  10    0 


MALT    SCREENS. 


263 


PENNEY    &    CO.'S 

MALT      SCREENS. 

These  Screens  are  made  of  strong  wires  wrapped  round  the  Iron  Cross  Bars,  so  that  the  Meshes 
cannot  be  displaced  or  wear  loose ;  the  thin  lacing  wires,  so  liable  to  wear  out,  are  entirely  dispensed 
with. 

SIZE    OP    WIRE    BED. 


No.  I.                      No.  2. 

No.  3.                       No.  4.                       No.  5. 

ft.    in.                        ft.    in. 

ft.    in.                        ft.    in.                        ft.    in. 

Width 

•  ••      •••      ^      0      •••      •••      0      y/      ••• 

...       0      u       ...       •••       0      0       ...       ...       tJ      u 

Depth 

•  ••       •••      0      \'      •»•       •••      0      v/      •  •  • 

...      0      D      0      u      4      U 

Price 

£2  18     0     ...     £3  10     0    .. 

.    £4    0    0     ...    £4     8     0     ...     £4  15     0 

B  O  B  Y  '  S 

PATENT    DOUBLE    MALT   SCREEN. 

This  Screen  requires  very  little  power  to  work  it ;  Steam,  Horse,  or  Hand  Power  can  be 
employed,  as  may  be  most  convenient ;  it  is  placed  so  that  the  Malt  falls  direct  on  to  the  Malt  Rolls. 

Stones,  Beans,  Nails,  and  other  foreign  substances  are  eflfectually  separated,  and  fall  clear  of  the 
Screen  into  any  receptacle  provided  for  the  purpose. 

The  best  and  stoutest  Malt  is  well  separated  from  the  thin  Malt,  while  the  dust,  which  is  very 
injurious  in  the  mash  tun,  is,  by  means  of  the  Double  Screens,  more  thoroughly  removed  than  by 
any  other  means.     The  thin  Malt  can  thus  be  ground  separately  very  fine  to  very  great  advantage. 


Double  Malt  Screen  to  do  10  quarters  per  hour 
Ditto  ditto  15  ditto 

Ditto  ditto  20  ditto 

Ditto  ditto  30  ditto 

Separator,  for  removing  Stones,  &c 

Pulley,  for  Power 


•  •  •  •  •  • 


•  •  •  •  •  • 


•  •  •  «  •  • 


••  ««•  ••• 


••  •••  •••  «•• 


•  •  •  •  • 


..extra 
..extra 


£25 
£35 
£42 
£50 
£  2 


0 
0 
0 
0 
5 


£  0  10 


0 
0 
0 
0 
0 
6 


The  Dimensions  of  Malt  Screen,  over  all,  for  10  quarters  per  hour  are  as  follows  :■ 


ft.    in.  ft.    in. 

Height     6    4  Length     7     6  Width 

For  other  sizes,  the  width  only  is  increased. 


•  •  •  •  •  • 


ft.    in. 

3     6 


The  addition  of  Separator,  for  removing  Stones,  saves  the  wear  of  the  Malt  Roll  very  materially. 
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MANGERS    AND    STABLE    FITTINGS. 


MANGERS   AND    STABLE    FITTINGS. 


Angle  Manger,  with  Ourved  Front  and  Front  Ring,  for  StaJl  or  Loose 

Japanned,  7/-.        Galvanized,  11/-.        If  with  Brass  Plug  and  Washer,  3/-  extra. 


Angle  Manger,  with  Straight  Front  and  Front  Ring,  for  Stall  or  Loose  Box. 


a.    in. 

No.  4.     2     6 
No.  5.     3     0 


...     ...     ...     ...        .     ...     ...     ...     ...     ...     ...     ... 

...     ...     ...     ...     ...     ...     ...     ...     ...     ...     ...     ... 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Japanned. 

Galvanized. 

£0 

10    6 

... 

£0  16 

0 

£0 

11     6 

... 

£0  17 

0 

Combined  Manger  and  Water  Trough,  for  Right  or  Left  Hand  Comers, 

Suitable  for  Loose  Box. 

Japanned.  Galvanized. 

No.  6.     Manger  and  Water  Trough        £14    0     ...     £2     0     0 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Straight  Manger,  with  Front  Ring,  for  Stall. 

ft.    in.  Japanned.  Galvanized. 

No.  7.    Length,  3    2      ... £0  16    0     ...     £110 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Straight  Manger  for  Right  or  Left  Hand  Comers,  with  Front  Ring, 

for  Loose  Box. 

No. 
No. 

8. 
9. 

ft. 

Length,  2 
Length,  3 

in. 

6 
0 

•*•           ...           ...           ...           ...           ...           ...           ...           ...           a*. 

...           ...           ...           ...           ..•           ...           ...           a..           ...           a.a 

Japanned. 
£0  15    0 
£0  16    0 

Galvanized. 
...     £10     0 

a..      £1      1      0 

If  with  Brass  Plug  and  Washer,  3/-  extra. 

Strong  Straight  Manger,  with  Front  Ringa 

ft.    in.  Japanned.  Galvanized. 

No.  10.    Length,  3     1     £0  15    6     .a.    £12    0 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Manger,  with  Front  Ring,  Water  Trough,  and  Wrought  Iron  Rack, 

for  Loose  Boxes. 

No.  12.     With  Japanned  Rack,  Manger,  and  Water  Trough £2  15  0 

No.  12.     With  Galvanized            ditto                ditto               £3  10  0 

No.  13.     With  Japanned  Rack  and  Manger       £2    5  0 

No.  13.    With  Ghilvanized          ditto                ,.     .,,     ,.,    £2  17  6 
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MANGERS   AND   STABLE   FITTINGS 

(OONTINUED). 
Manger,  with  Front  Ring  and  Wrought  Iron  Back,  for  Stalls. 

No.  15.    With  Japanned  Manger  and  Rack,  5ft.  Gin.  long      £2    5    0 

No.  15.    With  Galvanized  ditto  ditto  £2  1?    6 

No.  16.    Extra  strong,  6ft.  6in.  long,  Japanned,  for  Cart  Horse  Stables £3    7    6 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Manger,  with  Front  Ring,  Wrought  Iron  Rack,  and  Water  Trough,  for  Stalls. 

No.  17.    With  .Tapanned  Manger,  Rack,  and  Water  Trough    £2  12    6 

No.  17.    With  Galvanized  ditto  ditto  £3  10    0 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Oomer  Manger,  with  Iron  Frame  and  Wood  Front,  for  Stall  or  Loose  Box. 

No.  20.    21  inch  Manger  and  Iron  Frame,  Japanned        £1  14  6 

Ditto  ditto  with  Galvanized  Manger £2    5  0 

Wood  Front  fitted  to  ditto £0  11  6 

No.  21.    26  inch  Manger  and  Iron  Frame,  Japanned        £2     5  0 

Ditto  ditto  with  Galvanized  Manger      £2  15  0 

Wood  Front  fitted  to  ditto £0  13  0 

If  with  Brass  Plug  and  Washer,  3/-  extra. 


Oomer  Rack,  with  Iron  Frame  and  Wood  Front,  for  Stall  or  Loose  Box. 

No.  22.    21  inch  Rack  Bottom  and  Iron  Frame,  Japanned       £1     4  0 

Wood  Front  fitted  to  ditto    £0  11  6 

No.  23.    26  inch  Rack  Bottom  and  Iron  Frame,  Japanned       £1  11  6 

Wood  Front  fitted  to  ditto £0  13  0 


Oast  Iron  Oirculax  Hay  Rack,  for  Stall  or  Loose  Box. 

Japanned.  Galvanized. 

i?i0.  sium    ii  leeD  wiQe...     ...     ...     ...     ...     ...     ...     ...     •..     *••     ...     Jtv    «i    u     •*.     jwV/  X4i    u 


Oast  Iron  Oomer  Hay  Rack,  for  Stall  or  Loose  Box. 

ft.    in.  Japanned.  Galvanized. 

No,  27.   2    9    wide., ,    ., ,    .„    .,,    „    .„    £0    9    0    •••    £0  14    0 


MANGLES. 


BRADFORD'S 

IMPROVED  "PREMIER"  BOX  MANGLE, 

With  Improved  Driving  Gear. 


This  Mangle  ie  of  great  utility  in  targe  establisfamciits  where  convenient  room  is  available. 

The  material  and  conBtruction  are  very  superior. 

PRICES:- 

fifeet     £12  10    0  6  feet     £14  10     0 

5  feet  6  inches     £13  10    0  6  feet  6  inches      £15  10    0 

7  feet     £16  10    0 

Packing  Cases,  5  feet,  5^  feet,  and  6  feet,  14/-  extra. 
Ditto         6i  feet  and  7  feet,  16/6  extra. 


BRADFORD'S 

PATENT   PORTABLE  THREE   ROLLER   MANGLE. 

This  Mangle  is  recommended  where  there  ia  not  sufficient  room  available  for  the  Premier  Box 
Mangle  previously  described. 

The  Rollers  are  very  highly  Eeasoned  and  specially  selected.    The  clothes  are  folded  and  passed 
through  the  lower  Rollers  and  re-passed  through  Uie  upper  ones. 


Mo.  1.  27  inch  Rollers.., 
No.  2.  30  inch  „  .. 
2fo.  8.    34  inch      „     ... 


£5  6  0 
£6  6  0 
£7     7    0 


MANGLES.  2«7 


BRADFORD'S 

IMPROVED   "PREMIER"    BOX    MANGLES 

For    Large    Establishments. 


This  Mftngle  is  specially  adapted  to  the  rcquirementa  of  large  Establishments.    Although  Teiy 
an  be  worked  by  a  woman,  if  required,  even  when  loaded  to  the  utmost  extent. 


The  expedition  and  superior  quality  of  the  work  done  by  it,  as  compared  by  the  ordinary  aise, 
render  its  first  coet  a  secondary  consideration. 

L&i^  size,  8ft.  6in.  by  31t.  2in.  Bed,  fitted  for  Hand  and  Steam  Power £35    0    0 

Medium  size,  7ft.  by  3ft.  Bed,  ditto  ditto        £26  10    0 

Ordinary  size,  7ft.  by  2ft.  Sin.  Bed,  ditto  ditto        £20  10    0 


BRADFORD'S 

PATENT  HOT  CYLINDER  MANGLE  OR  CALENDER, 

Heated  by  Gas  or  Steam. 

These  Calenders  give  a  splendid  finish  to  Table  and  other  Linen  ;    in  case  of  crease  or  overlap 
the  bottom  Roller  can  be  instantaneously  lowered,  and  the  article  liberated  from  pressure. 

No.  68.  With  30  inch  Rollers     £22  10     0 

No.  69.  With  40  inch  Rollers     £25    0    0 

For  Hand  or  Power. 
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PROCTOR'S 


ARTIFICIAL     MANURES. 


Barley  Manure  for  growing  Barley  for  Malting  Purposes per  ton  £8    0  0 

Bone  Superphosphate  of  Lime,  prepared  for  use  with  the  Liquid  Manure  Drill  or  Dry 

Manure  Distributor      per  ton  £700 

Clover  Manure,  for  producing  rapid  growth       per  ton  £8    0  0 

Concentrated  Com  Manure,  rich  in  Ammonia  and  suitable  for  strong  land  ...  per  ton  £12  0  0 
Concentrated  Root  Manure,  for  Cabbage,  Kohl  Rabi,  Mangolds,  or  Potatoes — specially 

suited  for  heavy  soils    ... per  ton  £12    0  0 

Grass  Manure,  No.  1,  suitable  for  old  Pastures  and  Dairy  Farms    per  ton  £  7  10  0 

Grass  Manure,  No.  2,  suitable  for  land  recently  laid  down  in  Grass  and  old  Pasturage 

required  for  Mowing     per  ton  £  8  10  0 

Hop  Manure,  for  encouraging  the  growth  of  the  Bine  and  stimulating  production,  per  ton  £10    0  0 

Mangold  and  Eohl  Rabi  Manure per  ton  £  8    0  0 

Oat  Manure ;  may  be  applied  with  the  seed  or  used  broadcast  as  a  top  dressing,  per  ton  £  8    0  0 

Pea  and  Bean  Manure per  ton  £800 

Potato  Manure,  for  mitigation  of  Potato  Disease     per  ton  £8    0  0 

Wheat  Manure,  for  production  of  heavy  crops  of  Com  and  increased  growth  of 

lOvrow      •••     ...     •••     •«■     •••     •••     ..•     ■••     •••     .••     •••     .••     ««a     a,,    ner  uon  3Ct  o    v  v 

The  above  prices  are  subject  to  the  fluctuations  of  the  Market. 
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FARMER'S 

ARTIFICIAL   MANURES. 

Chemical  Guano,  A,  for  Roots,  Hops,  and  Winter  Wheat        per  ton  £  8  15    0 

Ditto           B,  for  Corn,  Grass,  and  Potatoes    per  ton  £11   10    0 

Ditto           C,  for  Top  Dressing,  a  substitute  for  Peruvian  Guano per  ton  £15    0    0 

Dissolved  Bones,  for  Turnips       per  ton  £700 

Ditto         pure,  for  Turnips  and  general  use    per  ton  £  8  15    0 

Superphosphate  of  Lime,  25  per  cent  Sohible  Phosphate , per  ton  £  5  10    0 

Ditto        ditto          30  per  cent            ditto              per  ton  £650 

Ditto        ditto          35  per  cent            ditto              per  ton  £700 

Ditto        ditto          38  per  cent            ditto              per  ton  £800 


WEBB'S   MANURES. 

Bones,  J  inch,  guaranteed  pure  and  in  best  condition       per  ton  £950 

Bones,  i  inch,              ditto                ditto                        per  ton  £  9  10    0 

Bones,  fine,                  ditto               ditto                        per  ton  £  9  15    0 

Bone  Superphosphate  of  Lime     I>er  ton  £700 

Superphosphate  of  Lime,  26  to  29  per  cent.  Soluble  Phosphate        per  ton  £5     5    0 

Ditto        ditto         45  per  cent.  Soluble  Phosphate per  ton  £  9  10    0 


PASS'S    MANURES. 

Ammonia  Fixed  Ichaboe  Guano,  containing  0  to  10  per  cent.  Ammonia  and  20  to  22 

per  cent.  Soluble  Guano  Phosphates per  ton     £13  10     0 

Phosphated  Ichaboe  Guano,  containing  6  to  7  per  cent.  Auimonia  and  25  to  27  per  cent. 

Soluble  Guano  Phosphates per  ton     £13    0    0 

Animal  Charcoal  Superphosphate,  containing  30  to  32  per  cent.  Soluble  Phosphates,  per  ton     £750 

Guanate,  a  preparation  of  Ichaboe  Gu«ino  and  other  fertilizers,  containing  3  per  cent. 
Ammonia,  13  to  15  per  cent.  Soluble  Pho.sphates,  18  to  20  per  cent.  Alkaline  Salts 

— specially  prepared  for  Cereal  Cri »ps per  ton     £  7   1 0    0 

The  above  prices  are  subject  to  the  fluctuations  of  the  market. 
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MANURE    DISTRIBUTORS. 


COULTAS^ 


BROADCAST    MANURE    DISTRIBUTOR, 

(CHAMBERS'    PATENT). 

This  Implement  has  a  Cylindrical  Barrel  with  small  projections  cast  on  the  surface,  which 
supply  the  proper  quantity  of  Manure  to  the  Delivery  Box. 

Steel  Scrapers  are  placed  beneath  the  Box,  the  pressure  of  which  on  the  Barrel  can  be  regulated 
according  to  the  adhesiveness  of  the  Manure. 

A  Vibrating  Stirrer  is  fitted  inside  the  Manure  Box,  which  ensures  a  regular  delivery  from  the 
Box  to  the  Barrel,  however  moist  the  contents  of  the  Box  may  be. 

The  quantity  of  Manure  distributed  is  regulated  by  a  Slide,  and  can  be  varied  from  two  bushels 
to  any  quantity  per  acre. 


Price,  7  feet  between  the  wheels 

For  every  additional  six  inches  in  width 
X  OF  o ueC/Fa^e  •■■      •••      •••      •••      .«•      ••• 

Guide  Box,  for  Sowing  in  Rows 

Frame  Shafts 


•••  •••  ••• 


•••  •••  •• 


)  •  •  •  •  •  •  •  I 


•  •  •  •  •  « 


' • m  •••  •••  ••• 


•  •  •  •  • 


•  •  •  •  •  • 


•  •  «  •  •  • 


£19  0  0 
...extra  £  1  0  0 
...extra  £500 
...extra  £  1  10  0 
...extra    £  0  10    6 


REEVES' 

PATENT    BROADCAST    MANURE    DISTRIBUTOR. 


This  is  a  very  simple  and  cheap  Distributor  for  distributing  any  quantity  of  dry  Artificial 
Manure  or  Guano,  from  four  to  eighty  bushels  per  acre,  and  is  also  very  superior  for  Top  Dressing 
witJi  Soot. 

It  distributes  the  Manure  6  feet  wide,  and  can  do  eight  acres  per  day  when  worked  by  one  Horse. 


Price  of  Distributor,  Wheels  seven  feet  wide  from  centre  to  centre £12  10  0 

To  sow  in  rows  28  inches  apart extra  £  0  15  0 

For  every  additional  six  inches extra  £  0  10  0 

For  '1  ravelling  Wheels,  with  3^  inch  tires  for  wet  lands  ...     extra  £10  0 


REEVES' 


wide. 


PATENT   MANURE    DISTRIBUTOR, 

For   Distributing   all   Kinds   of   Artificial   Manures   in    Rows. 

This  Machine  will  sow  three  rows  of  Manure  at  28  inches  apart,  or  broadcast  3  feet  8  inches 


i     1  ll^C  a..  ...  ...  ...  ...  ...  ...  ...  ...  ...  *•.  ...  ...  ...  ..  JQ  I  tk  V  V 


For  Travelling  Wlieels,  with  3.J  inch  tires  for  wet  land    extra 


£10    0 
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PENNEY'S 

ROTARY  MANURE  AND  GRAVEL  SCREEN. 

This  Screen  is  well  adapted  for  screeuing  large  quantities  of  Manure,  Ashes,  Gravel,  &c.  The 
Mesh  is  -^  inch,  so  made  that  every  alternate  rod  may  be  taken  out,  enlarging  the  Mesh  to  |  inch 
when  needed  for  coarse  work. 

A  boy  can  turn  the  Machine. 

Rotary  Screen,  4  feet  long  by  2  feet  diameter,  with  Beaters  for  Manure £12    0    0 

Ditto  ditto  ditto  for  Gravel,  without  Beaters     ...     £  8     0    0 


PENNEY'S 


MANURE  MIXER  AND  SCREEN, 


WITH  BEATERS. 


Screen,  4  feet  long  by  2  feet  diameter        £12    0    0 

Screen,  5  feet  long  by  3  feet  6  inches  diameter £22  10    0 


REEVES' 

PORTABLE    IRON    MANURE   SCREENS. 

This  Screen  is  made  of  Wrought  Iron  and  is  fitted  with  iron  support  ;  strong  and  durable. 

XriCe.a*      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •*•      •••      •*■      ***      ***      aW^     V  \J 

Very  serviceable  for  use  with  Dry  Manure  Drills  and  Distributors, 
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MEAT    CHOPPING    MACHINES. 


FOLLOWS    &    BATES' 


IMPERIAL   MEAT  AND  VEGETABLE  CHOPPERS. 

In  these  Choppers  the  Block  is  made  of  small  sections  of  well  seasoned  hard  wood,  set  endways 
of  tlie  grain,  and  revolves  under  the  Knives,  which  are  at  the  back  of  the  Machine  and  work 
alternately  crosswise. 


The  Knives  are  readily  adjusted  and  can  be  removed  and  replaced  in  about  a  minute. 


Meat  Chopping  Machine,  with  Block  13  inches  Diameter  on  Low  Stand 
Ditto  ditto  ditto  ditto  on  High  Stand 

Ditto  ditto  Block  16  inches  Diameter  on  Low  Stand 

Ditto  ditto  ditto  ditto  on  High  Stand 

Improved  Meat  Chopper,  with  Block  13  inches  Diameter  and  enclosed  Gearing 


£55 
£77 
£77 
£10  10 


0 
0 
0 
0 


Wheels,  on  High  Stand 


•••     •••     •••     •«•     •••     •••     •«•     ■••     •».     ••• 


£880 


AMERICAN    MEAT    AND   VEGETABLE    CHOPPERS, 


With  Revolving  Wood  Block  and  Ajustable  Knives. 


No.  I .  Cuts  3  lbs.  of  Meat  in  3  minutes,    8  inch  Cylinder 

No.  2.  Cuts  5  lbs.  of  Meat  in  3  minutes,  10  inch  Cylinder 

No.  3.  Cuts  8  lbs.  of  Meat  in  3  minutes,  12  inch  Cylinder 

No.  4.  Suitable  for  small  Pork  Butchers,  15  inch  Cylinder 

No.  5.  Fitted  with  Double  Crank,  20  inch  Cylinder,  cuts  from  100  to  125  lbs. 


•••  •••  •«•  ••• 


•  ••  •••  •••  ••• 


•••  •••  ••• 


•••  •••  «••  ••• 


£  1  10 
£25 
£  3  15 
£  7     0 


0 
0 
0 
0 


xiejr  iioujr* •  •      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••     j^m%j     yj     \f 


MEAT   CUTTING    MACHINES. 

The  Knives  in  these  Machines  revolve  with  the  Shaft  to  which  chey  are  attached,  and  act  as 
propellers  as  well  as  cutters. 


No.  1.  For  Household  Use    ... 

..     ...     ...     ...     . 

£1  10 

0 

No.  2.  Ditto            ditto       

..     ...     ...     ...     . 

£2     0 

0 

No.  3.  For  large  Households 

>•     ...     ...     ...     • 

£2  10 

0 

So.  4.  For  Confectioners,  &c 

£3  10 

0 

No.  5.  For  General  Purposes        

.     ...     ...     ...     . 

.      ...     £5     5 

0 

No.  6.  For  Pork  Butchers     

>•     ...     ...     ...     . 

£7     7 

0 

Fly-wheel,  extra,  No.  5,  12s.  6d. ; 

No.  6,  158.  6d. 

MEAT    SAFES. 
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PE  N  NE  Y'S 


WAGON    TOP    MEAT    SAFES, 

With  Wood  Frame,  covered  with  strong  Galvanized  Woven  Wire  of  fine  Mesh 
on  Sides,  Back,  and  Top ;   fitted  with  Shelf,  Hooks,  and  Lock. 


PRICES 

Wagon  Top  Meat  Safe,  20  inches  across  tlie  Front 
Ditto  ditto         24  inches  ditto 

27  inches  ditto 

30  inches  ditto 

33  inclies  ditto 

36  inches  ditto 


Ditto 

ditto 

Ditto 

ditto 

Ditto 

ditto 

Ditto 

ditto 

'  •  •  •••      *••      •••      ••• 


•      •  < 


•      ■  < 


•      •  •  I 


•••     •••     •••     ••• 


'  •  •     •  •  •     •  •  , 


•••      •■•      ••• 


•  •  •      •  •  • 


•  ••     ••*     •••     •••     ••• 


£1 

1 

0 

£1 

5 

0 

£1 

8 

0 

£1 

12 

0 

£1 

17 

0 

£2 

2 

0 

RIDGE   TOP    MEAT   SAFES. 

Similar  to  the  preceding,  but  with  a  Wooden  Ridge   Roof  to   throw   off  rain. 

Ridge  Top  ileat  Safes,  20  indies  across  the  Front 


•  ■  •  •  I 


Ditto 

ditto 

24  inches 

ditto 

Ditto 

ditto 

27  ii:clies 

ditto 

Ditto 

ditto 

30  inches 

ditto 

Ditto 

ditto 

33  inches 

ditto 

Ditto 

ditto 

36  inclies 

ditto 

•  -  •  •  •  ' 


•  •  •  ■  •  I 


•■•  •••  ••< 


I  •  •  •  •  • 


•  •  •  •  •  •  •  < 


•  •  •  •  •  • 


£1 

0 

0 

£1 

4 

0 

£1 

7 

0 

£1 

10 

0 

£1 

15 

0 

£2 

0 

0 

SQUARE     MEAT    SAFES. 

Similar  to  the  preceding,  but  with  Flat  Top  and  Wood  Back ;    fitted  with 

Shelf  and  Lock. 


Square  Meat  Safes,  24  inches  across  the  Front 
Ditto  27  inches  ditto 

Ditto  30  inches  ditto 

Ditto  33  inches  ditto 

Ditto  36  inches  ditto 


•  ••    •••    ••■    •••    ••• 


•  •  *    •  ■  • 


)  •    •  ■  • 


•  •  •    •  •  • 


tft       at*       'ft       •%•      ••• 


£0 

14 

0 

£0 

16 

0 

£0 

19 

0 

£1 

3 

0 

£1 

8 

0 
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MEDICINES    FOR    CATTLE,    HORSES,    &c. 


DAY     &     SONS' 

MEDICINAL      PREPARATIONS. 

Alterative  and  Diuretic  Powders,  for  Coughs,  Colds,  Sore  Throats,  Loss  of  Appetite, 

Thick  Wind,  &c per  dozen     £0    3     G 

Black  Drink  or  Conditioning  Draught,  for  Colic,  Fret,  or  Gripes  in  Horses,  and  Scour 
or  Diarrhoea  in  Cattle,  Calves,  Sheep,  and  Lambs,  also  for  Hoven  or  Blown 
waLwie •••     ,..     •••     ...     •••     ...     «••     ...per  (lozeu     j&u  i«/     u 

Ewe  Drenches  or  Fever  Drink,  for  Colds,  Chills,  or  Fevers ;  for  Ewes  Lambing  and  Milk 

Fever,  and  prevents  the  Lamb  scouring        per  dozen     £0    3     6 

Husk  or  Hoose  Draught,  for  Calves,  Cows,  Yearlings,  Sheep,  and  Lambs,  and  for  Worms 

in  Horses  and  Colts per  dozen     £10    0 

Foot  Rot  Oils,  for  Foot  Rot  in  Sheep per  dozen    £1   10    0 

White  Oils,  for  every  kind  of  external  injury  where  the  skin  is  not  broken      ...per  dozen    £110    0 

Purified    Driffield    Oils,  for    all    Green   and    Inflammatory  Wounds   in    Horses    and 


Cattle 


•  •••  •••  •• 


Dairy  Farmer's  Medicine  Chest     ... 
Flockmaster*8  Medicine  Chest 
Horsekeeper's  Medicine  Chest 
Stockbreeder's  Medicine  Chest 


I  •  •  •  •  •  •  I 


•  •  •  •  I 


•  •  • 


I  •  •  •  •  • 


'  •  •  *  •  • 


••  •••  •••  ••• 


•  •  •  I 


I  •  •  •  • 


•  •  •  I 


•  •  ■  •  • 


...per  dozen     £1  10  0 
£2  10  6 

..       ...       ...       JuO  o  U 

£2  14  0 


••  •••  ••■ 


•  •  •  •  I 


...     £4     1     9 


PETTIFER'S 

MEDICINAL      PREPARATIONS. 

Sheep-Dipping  Composition,  for  preventing  Fly,  Ticks,  and  Lice ;  in  casks,  to  dip  about 

120  Sheep  and  Lambs    £0  10 

Ditto,  in  Casks,  to  dip  about  240  Sheep  and  Lambs £1     0 

Specific  for  Cure  of  Scab  in  Sheep,  and  Mange  in  Horses  and  Dogs,  in  bottles  3/6  each  ; 
in  jars,  9/-,  18/-,  and  £1  1 6s.  each 

Herbal  Tonic  Medicine,  for  Tape-worm  and  for  Fever  and  Scour  in  Lambs    ...per  bottle    £0    6 


0 
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DAY,    SON,    &    HEWITT'S 


MEDICINAL      PREPARATIONS. 


Alaminate  of  Borax,  makes  a  healing  lotion  for  the  mouth,  for  "Foot  and  Mouth  Disease," 

when  dissolved  in  hot  water      per  bottle    £0     I     6 

Aluminate  of  Lime  Ointment,  for  Foot  Rot  and  Sore  Feet  in  Sheep  or  Cattle,  per  case     £0     5     0 
Alcoholic    Ether,  for    Colds    and   Shivering  Fits  in    Horses    and    Cattle ;    promotes 

perspiration per  bottle    £0    2     6 

Balsamic  Castor  Oil,  for  Diarrhoea  or  Scour  in  Sheep,  Calves,  and  Lambs ;  should  be 

used  before  the  Gaseous  Fluid per  bottle    £0     16 

Gaseous  Fluid,  for  Debility  and  Diarrhoea  in  Cattle,  Calves,  Sheep,  and  Lambs;    for 

Colic   or    Gripes    in    Horses ;    and   an   excellent  Tonic   for   Ewes  after  a   bad 

paiturition    per  box,  containing  one  dozen    £10     0 

Black  Physic  Balls,  an  excellent  alterative  for  Horses,  and  useful  to  dispel  worms,  per  dozen    £0     8     0 
Red  Paste  Balls,  for  improving  the  condition  of  Horses,  and  for  Coughs,  Colds,  and 

v/uixio  •••   •••   ■••   •••   ■■•   ■••   ■••   ■••   •••   •••   •••   ••■   •••  ■••  per  uozeii  Jwv   i   o 

Red  Drench,  for  Inflammatory  Disorders  in  Horses,  Cattle,  Calves.  Sheep,  Lambs,  and 

Pigs  ;  useful  for  Cows  and  Sheep  after  parturition per  dozen    £0  13    0 

Red  Condition  Powders,  invaluable  for  Horses  after  a  hard  day's  work per  dozen    £0    7     6 

Blister  Ointment,  recommended  for  Swellings  of  the  Joints  and  Tendons,  old  Strains, 

Callous  Ulcers,  Fistula,  and  Knee  or  Hock  Eruptions      per  case    £0    4    0 

Sulphuretted  Extract  Ointment,  for  Scab  or  Maggots  in  Sheep  ;   Mange  in  Horses.  Dogs, 

Cattle,  and  Pigs    per  case    £0    5    0 

Carminative  Chalk,  useful  in  cases  of  severe  Diarrhoea    per  bottle    £0    19 


276  MILLS. 

E.    PAGE    &    Co.'s 

IMPROVED   BEAN   AND   MAIZE    MILLS. 


These  Mills  are  mounted  on  strong  Wood  or  Iron  Ptaiues. 

The  Cutting  Barrels  or  Rollers  ore  made  of  very  superior  quality,  with  sharp  cutting  edges. 
They  will  kibble  Beans  or  Maize  to  various  degrees  of  fineness  by  means  of  a  regulating  set  screw, 
and  can  be  easily  worked  by  a  man  or  lad.  The  feed  can  be  readily  adjusted  to  the  amount 
of  power  available. 

PRICES:— 

No.  0,  on  Wood  Frame,  fitted  with  Regulating  Feed       £2  10    0 

No.  1,  on  strong  Wood  Frame,    ditto  ditto  £3    0    0 

No.  I,  on  Iron  Frame,  ditto  ditto  £2  17     6 

The  No.  1  Mill  will  kibble  about  10  bushels  of  Beans  per  hour. 
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TURNER'S 

BEAN   AND    MAIZE    KIBBLING    MILLS. 

Kibbler  No.  1 1  K,  small  Mill  for  Hand  Power ;   can  be  attached  to  a  stool  or  bench,  kibbles 
both  Beans,  and  Maize.    The  Kibbling  Plates  are  readily  renewed  at  a  small  cost. 

Price  of  Kibbler  No.  1 1  K,  without  Wood  Stand    £110    0 

Kibbler  No.  6  K,  for  Hand  Power,  rather  larger  than  preceding,  provided  with  Box  Pedestal, 
which  also  serves  as  a  Packing  Case. 

Price  of  Kibbler  No.  6  K,  with  Box  Pedestal      £2  10    0 

Kibbler  No.  1  K,  for  kibbling  Beans  and  Maize  by  Hand^  Horse,  or  Steam  Power.   . 

Price  of  Kibbler  No.  1  K,  on  Iron  Frame     £5    0    0 

X  UlXc V  •••  ...  ...  **•  .••  ...  ...  ...  ...  ...         •••         .*•         •••         ... "2L vLQi        JUv      &  (  O 

Kibbler  No.  8  K,  for  Horse  or  Steam  Power,  suitable  for  kibbling  large  quantities. 

Price  of  Kibbler  No.  8  K,  on  Iron  Frame     £9  10    0 

X  Ullt/V  ...  ...  ...  •..  ...  ...  ...  ...  ...  ...  ...  ...  ...         .••cJLvIcli        JC> ^         V         V 


HUNT    &    TAWELL'S 

BEAN   AND    MAIZE   MILLS. 

I 

The  Barrel  or  Cutting  Roller  of  these  Mills  is  formed  of  a  number  of  separate  triangular  Steel 
Cutters  held  in  two  end  Rings ;  all  three  edges  of  the  Cutters  can  be  used  in  succession  and  are  easily 
replaced  when  worn  out. 

PRICE  S:  — 

Bean  ilill  No.  1,  on  Iron  Column,  for  Hand  Power    £3    3  0 

Ditto           on  Iron  Bracket £3    0  0 

Triangular  Knives  (30  to  a  set)     per  dozen  £0    4  0 

Cutting  Plates,  No  1  and  2 each  £0    0  6 

Bean  Mill  No.  2,  on  Iron  Column  for  Horse  or  Steam  Power    £6    0  0 

Ditto           on  Iron  Bracket £5  10  0 

£xtra  large  Fly-wheel    extra  £0    5  0 

Triangular  Knives  (37  to  a  set)    per  dozen  £0    6  0 

Catting  Plates,  Nos.  3,  4^  and  5 each  £0    0  9 


t     T  T»      11 
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vi  pan  &  headly's 

BEAN    AND    MAIZE    MILLS. 

These  Mills  are  mounted  on  strong  Wood  Frames,  and  firmly  bolted  together.  The  Bruising 
Surface  can  be  re-cut  when  required.  The  Corn  can  be  kibbled  to  various  sizes  by  means  of  a 
Regulating  Set  Screw. 

No.  1  Mill,  for  Kibbling  Beans,  Maize,  Oats,  Barley,  &c.,  suitable  for  a  man  or  lad   ...     £3    0    0 

No.  3  Mill  will  crush  two  bushels  of  Beans  or  seven  pecks  of  Oats  per  hour,  at  50 

revolutions  per  minute ;  for  one  man ...     £5    0    0 

JbiXtra  xiandie  •••     ••     •••     •••     •••     •••     •••     •••     ••■     •••     •••     ■••     •*•     •••     •••     Xrv    o    " 

No.  4  Mill,  with  two  Handles,  will  crush  five  bushels  of  Beans,  or  three  bushels  of  Oats 
per  hour,  at  50  revolutions  per  minute;  for  two  men. 
Price,  with  two  Handles £6    0    0 

No.  5  Mill,  for  Power  only,  will  crush  22  bushels  of  Beans,  or  12  bushels  of  Oats  per 
hour,  at  100  devolutions  per  minute. 
Price,  with  Pulley  and  no  Handles       £8    0    0 

No.  5  B  Mill,  similar  to  the  above,  with  all  bearings  mounted  in  brasses,  and  the  cutting 

parL  covered     •••     •••     •••     •»•     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     j&v     v     v/ 


ALBION     IRON    WORKS    COMPANY'S 

MILLS    FOR    BEANS,   MAIZE,   ETC. 

The  Boilers  of  these  Mills  are  hooped  with  Steel,  and  have  cutting  edges  formed  on  the  face  which 
work  against  a  small  adjustable  Feed  Roller. 

Mill  No.  S  K,  on  Cast  Iron  Frame,  with  Steel-faced  Roller,  Brass  Bearings  to  Spindles, 

and  Brass  Oil  Covers      £5    0    0 

Mill  No.  S  E  A,  on  Cast  Iron  Frame,  with  Steel-faced  Roller  and  Brass  Bearings  ;  with 
Syphon  Oil  Cups.  Can  be  worked  by  a  man  and  a  lad,  or  suitable  for 
Horse  Power. 

Price,  including  two  Handles £6  17     6 

Pulley,  extra. 
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WOODS     &    COCKSEDGE'S 

BEAN    AND    MAIZE     MILLS. 

These  Mills  are  mounted  on  Iron  Frames,  suitable  for  kibbling  Beans,  Peas,  and  Maize,  and  are 
adjustable  to  grind  fine  or  coarse  samples. 

Bean  Mill  No.  A  1,  on  Iron  Frame       £7    0    0 

Ditto     No.  A  2,        ditto  £5    0    0 

Ditto     No.  A  3,        ditto £3  10    0 

Pulley,  extra,  according  to  size. 


BENT  ALL'S 

BEAN    AND    MAIZE     MILLS. 

These  small  Mills  are  intended  for  Hand  Power  only  ;  they  are  mounted  on  substantial  pillar 
frames,  and  can  be  bolted  to  the  floor  if  necessary.  The  Cutting  Barrel  consists  of  a  single  casting 
with  chilled  cutting  edges,  and  will  kibble  either  hard  or  soft  Beans,  &c. ;  the  degree  of  fineness  or 
coarseness  of  the  sample  being  regulated  by  a  Set  Screw. 

B  K  A  Bean  Kibbler,  with  one  Handle ;  will  kibble  two  bushels  of  Beans  per  hour    £2  15    0 

B  E  F  Bean  and  Maize  Kibbler,  with  one  Handle,  fitted  with  finer  cutting 
Barrel  for  Maize ;  will  kibble  three  bushels  of  Beans  or  two  bushels  of 
XKiaize  per  uour        «••     ■••     •••     •••     •••     •••     •••     •••     •••     •••     •.•     •••     Jco     %}     vf 

M  E  A  Bean  and  Maize  Kibbler,  with  one  Handle    £3  10    0 


SMITH    &    GRACE'S 

BEAN    AND    MAIZE     MILLS. 

The  Grinding  surfaces  of  these  Mills  are  so  arranged  that  they  cannot  come  in  contact  with 
each  other,  thereby  reducing  the  wear. 

No.  7.  Single  Bean  or  Maize  Mill ;  can  be  easily  worked  by  a  boy £2  15    0 

No.  7.  I>ouble  cUttQ  f ,.    •    ..•    M.    .,.    £5    0    0 


MILLS. 

BONE   MILLS. 

HALL'S     PATENT    BONE    MILL. 


This  Mill  haa  an  improved  method  of  driving  the  Rolls  by  a  combination  of  Differeatial  Gear, 
and  Friction  Sheave  and  Strap,  enabling  the  Rolls  to  be  driven  at  a  speed  sufficient  for  the  reduction 
of  the  hardest  bone  and  yet  arranged  so  as  to  slip  and  prevent  damage  in  the  event  of  any  harder 
substance  getting  between  the  Bolls. 

The  Mill  Frame  is  of  a  neat  and  strong  design. 

The  Rolls  are  composed  of  separate  Rings  of  Teeth  driven  entirely  by  friction,  and  are  adjustable 
for  coarser  or  finer  crushing.  They  will  take  in  all  kinds  of  bones  in  any  condition  and  crush  to 
V>  i",  i'.  and  dust ;  can  be  driven  by  a  S-Horse  Power  Engine,  and  will  crush  four  tons  of 
bones  per  day. 

Price  of  Bone  Mill,  with  Revolving  Screen  Apparatus      £50    0    0 


WATSON     &    HAIG'S     BONE    MILL. 

Bone  Mill  to  crush  Bones  of  every  description  ;  power  required,  3-Horse  and  upwards. 

Price      £30    0    0 

Revolving  Screen  Apparatus       extra     £  4    0    0 

(See  .Bone  Mills,  Pages  9i  and  35.)  .... 
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COMBINED   MILLS. 

Hunt  &  Taweirs   Combined    Bean   and   Maize   Kibblers 

and  Corn  Crushers, 

Suitable  fob  Kibbling  Beans  and  Peas  as  well  as  for  Bruising 

Oats,  Maize,  Malt,  &c. 

No.  15.  Combined  Universal  Mill,  with  Kibbler  and  Corn  Crusher,  with  equal  sized 
Rollers,  mounted  on  Iron  Frame,  for  Hand  or  Horse  Power  ;  will  crush  about 
24  bushels  of  Oats  or  Linseed  per  hour  with  2-Horse  Power,  ISO  revolutions 
per  minute. 

A  X  J  V/C  •«•         *••         •••         ••         «••         ...         .*•         ...         •••         ...         •■•         ..•  •*•         •••         •*•         •••         j^  L  JL      K  X         V/ 

No.  18.  Combined  Universal  Mill,  with  Kibbler  and  Corn  Crusher  for  Hand  or  Power, 
on  Iron  Frame  ;    will  crush  about  30  bushels  of  Oats  or  Linseed  per  hour. 
Power  required  2-Horse  Power,  speed  150  to  170  revolutions  per  minute, 
x^nue       •••     •••     •••      ■••     •••     •••     •••     .••     •*•     ..•     •••     .••     •••     •••     •••'•••     x>JLO     u     V/ 

No.  16.  Combined  Universal  Mill,  with  Kibbler  and  Corn  Crusher,  on  Iron  Frame,  for 
Power  only  ;  will  crush  about  35  bushels  of  Oats  or  Linseed  per  hour*  Power 
required  S-Horse  Power,  speed  150  to  170  revolutions  per  minute. 

X  X  X  v>\^  «.•         ...         .••         ..•         ..•         ...         «••         ...         ...         ■•■         .*•         ...         .«•         .••         •••         •*•        j^  A  X        \j        yj 

If  fitted  with  Crotch  Cross  and  Bolt,  or  Gripe,  for  Horse  Power,  extra,  4/-. 


Woods,  Coeksedge,  &   Co's   Combined   Bean   and   Maize 

Kibblers  and   Corn   Crushers, 

For  Crushing  Oats,  Barley,   Linseed,  Malt,  &c.,  and  for  Kibbling 

Beans,  Peas,  and  Maize. 

No.  A  1.  Universal  Mill  for  Steam  or  Water  Power,  to  crush  35  to  50  bushels  of  Oata 
and  30  to  40  bushels  of  Beans  per  hour. 

X  XXvV     •••    •••    ..•    •.•    .••    •••    •••    ••.    •••    •••    •«•    •.•    •••    •*•    *f*    >••    Jt'^V   X V    v 

No.    1.     Universal  Mill  for  Horse,  Steam,  or  Water  Power,  to  crush  20  to  25  bushels 
of  Oats,  Barley,  or  Linseed,  and  30  bushels  of  Beans  or  Maize  per  hour. 

X^  XXv<C     •••    •••    •••    •••    •••    •.•    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••   •  JCrXO .  \.Jj        yj 

No.    2.    Universal  Mill  for  Hand,  Steam,  or  Horse  Power,  to  crush  6  to  10  bushels  of 
Oats  and  12  bushels  of  Beans  per  hour. 

X  X J \'C     •••    •••    •••    •>.    •••    ...    *•    •••    ••*    ..•    ...    ■••    •••    •••    •••    •••   J^ \ A     \ A       \j 

No.    4.    Universal  Mill  for  small  Horse  Gear  or  two  strong  lads,  to  crush  4  to  6  bushels 
of  Oats  and  8  bushels  of  Beaas  per  hour. 

^  WKjK  •••    •••    •••    ••*    ■••    .••    ■>•    .••    •••    .••    •••    .••    *••    •••    •••    •••    j^     <3        4    w 

No.    3.    Universal  Mill  for  Hand  Power,  to  crush  2  bushels  of  Oats  and  2  bushels  of 
Beans  per  hour. 

X  XX IH?     •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    •••    J%>  V   t/    V 

Pulleys,  extra, , 
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COMBINED    MILLS. 

Turner's  Combined  Bean  and  Maize  Kibblers  and  Corn 

Crushers. 

These  Mills  have  two  separate  Hoppers,  both  mounted  on  one  frame,  and  are  a  combination  of 
the  Kibbling  Mill  with  the  Smooth  RoUer  Mill. 

No.  1  B  Combined  Bean  and  Maize  Kibbler  and  Corn  Crusher,  for  Horse  or  Steam 
Power;  will  crush  about  20  bushels  of  Oats,  or  12  bushels  of  Linseed,  and 
20  bushels  of  Beans  per  hour.  Steam  Power  required,  l^-Horse  Power; 
revolutions  per  minute,  120  ;  with  pair  of  Crank  Handles. 

Jt  X  X  V>3  .••.  •.•  •••  •••  .••  ...  .••  •••  ...  .••  ...  ...  ...  .••  ...  ..»  at*  X   I        X  I  V 

Driving  Pulley     extra      £  1     0    0 

No.  2  B  Combined  Bean  and  Maize  Kibbler  and  Corn  Crusher,  for  Hand,  Horse,  or 
Steam  Power;  will  crush  about  12  bushels  of  Oats,  or  8  bushels  of  Linseed, 
and  12  bushels  of  Beans  per  hour.  Power  required,  1 -Horse  ;  revolutions 
per  minute,  120  ;  with  Pair  of  Crank  Handles. 

X  A XV/t?  •••  •••  ...  •••  •••  ...  ...  •••  ...  ...  ...  ...  ...  ..a  •*.  •••  o^  I  iS  t/  \J 

Driving  Pulley     -..extra      £  0  17     6 

No.  7  B  Combined  Bean  and  Maize  Kibbler  and  Corn  Crusher,  for  Hand  Power ;  will 
crush  about  4  bushels  of  Oats,  or  3  bushels  of  Linseed,  and  4  bushels  of  Beans 
per  hour.    Can  be  worked  by  a  man ;  with  Pair  of  Crank  Handles. 

^  X  Xv/v  ...  ...  •••  ...  ..  *••  ...  ...  *••  ...  •••  ...  *••         •••         •••  *..  o^  X  \J        \J        \J 

No.  6  B  Combined  Bean  and  Maize  Kibbler  and  Corn  Crusher,  for  Hand  Power ;  will 
crush  about  2  bushels  of  Oats,  or  1^  bushels  of  Linseed,  and  2  bushels  of 
Beans  per  hour.    Can  be  worked  by  a  strong  lad. 

Price,  with  one  Crank  Handle £  6  16    6 

Extra  Crank  Handle extra     £  0    3    6 

No.  11  B  Combined  Bean  and  Maize  Kibbler  and  Corn  Crusher,  for  Hand  Power  ;  can 
be  worked  by  a  boy. 
Price,  on  Box  Pedestal,  which  serves  as  a  Packing  Case £5    0    0 

No.  11  B  Combined  Bean  and  Maize  Kibbler  and  Com  Crusher,  for  Hand  Power,  with 
Packing  Board. 

4^  flCv    •«!    ft*    #••    •«•    «••    *••    *•*    *••    f**    ***    •••    *••    *••    ••■    •••    •••    ^^   V   V 
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CORN    GRINDING    MILLS. 

TURNER'S  CORN  GRINDING  MILLS   (with   Stones). 


For  Qrinding  Barley, 
Oftta,  Beans,  Peas,  Maize, 
and  Wheat,  and  Bometimes 
used  for  grinding  Dry 
Colours,  Clay  for  fine 
Earthenware,  &c. 

Grey  Stones  may  be  used 
for  Barley,  Oats,  Beans, 
Peas,  &c. ;  but  French 
Stones  are  preferable  to 
produce  fine  wheat  flour. 


The  prices  following  are 
for  Single  Mills, from  which, 
prices  of  any  number  may 
be  obtained ;  a  Double  or 
Treble  Mill  in  one  Frame 
will  cost  two  or  three  times 
the  amount  of  a  Single 
Mill  of  the  same  Diameter. 


Prices 

Of  Single   Mills. 

DUmeler. 

French 
Stones. 

GreySxrf 
and 

French 
Runner. 

Grey 

Stones. 

wilhout 
Stones. 

Loose  Pulley, 
exlra. 

Improved  Crane  to 
lift  Runner  Stone, 

Cost  of 
Pocking. 

ft.      in. 
3      0 

3  6 

4  0 

i 

60 
70 
85 

i 

55 
65 

7B 

50 
60 
70 

44 
53 
61 

£     s. 
2       6 
2     10 
2     15 

6       0 
6      0 
6      0 

3       0 

3  15 

4  10 

Table  of  Weights,  Power  Required,  &c.,  &c.,  for  Single  Mills. 


Ditunelet. 

Weight 
Faelcetl. 

Power. 

Speed  of  Lay     1     Diameter 
Shaft.           ]    of  Pulley. 

(Ijuantliy* 
delivered  per 

ft.      in. 
3        0 

3  6 

4  0 

™9' 
39 
49 

ft.  cu. 
80 
96 

105 

3' 
3i 
4 

revs,  permin.               in. 
150                    27 
135          i        30 
120                    32 

bushels. 
3t 
4 
5 

*  of  coarse  Meal  for  Feedin{>;  purposes  about  twice  these  quantities  may  be  reckoned. 

The  following  Tools  for  use  with  Gritiding  Mills  are  recommended  to  be  supplied  : — 6  Best  Cast  Steel 
Mill  Bills,  jEI  19s.;  2  Handles  for  ditto,  5/- ;  Stone  Staff  in  case,  £1  15s. 

PORTABLE    MILLS. 

Single  Mills  may  be  mounted  on  a  fuur-whccl  carriage  for  travelling  with  a  Portable  Engine  at  the 

following  extra  chafes  :— 3ft.  Mill,  £15  ;  3ft.  6in.  Mill,  £17  10s. ;    4ft.  Mill,  £20.      When  Mills 

and  Flour  Machines  are  stippUed  on  one  run  of  Wheels,  the  Elevator  would  be  £7  extra. 


284 


MILLS. 

CORN    GRINDING    MILLS 

(CONTINUED). 


Turner's  Small-Sized  Corn  Grinding  Mills  (with  Stones). 

In  these  Mills  the  lower  Stone  revolves,  pressure  being  applied  by  a  Hand  Wheel  and  Screw. 
They  may  be  worked  by  Horse  or  Steam  Power,  will  grind  from  three  to  five  bushels  of  corn  per 
hour,  ana  are  applicable  to  a  variety  of  other  purposes.  French  Stones  are  recommended  on  account 
of  their  greater  durability. 

Prices  of  Small-Sized  Mills. 


Diameter. 

Price  with 
French  Stones. 

Loose  Pulleys, 
extra. 

Cost  of 
Packing. 

L     s. 
1      0 

1     5 
1     5 
1  15 

Improved 

Crane  for  30in. 

Mill,  £5. 

ft.     in. 

1     3 

1  8 

2  0 
2     6 

18 
26 
32 
45 

£    s.      d. 

0  17     6 

1  2     6 
1     5     0 
1  15     0 

Table  of  Weights,  Power  Required,  &c. 


Diameter. 

Weight 
Packed. 

Measurement. 

Power. 

Speed  of 
Lay  Shaft. 

Diameter 
of  Pulley. 

Quantity 
Delivered. 

ft.     in. 

cwt.  qrs. 

fl.  cu. 

HP. 

Revs,  per  min. 

in. 

1     3 

5     2 

22^ 

U 

120 

16 

&om  3  to  5 

1     8 

8     3 

22^ 

U 

280 

15 

bushels    per 

2     0 

12     0 

28 

2 

240 

18 

hour. 

2     6 

21     0 

50 

3 

180 

22 

' 

The  following  Tools  are  recommended  to  be  supplied  for  use  with  the  Grinding  Mills  : — 6  Best  Cast 
Steel  Mill  Bills,  £1  19s. ;  2  Handles  for  ditto,  5/-  ;  Stone  Staff  in  case,  £1  15s. 


Turner's  Flour  Dressing   Machines 

Are  on  the  most  approved  principle,  and  consist  of  a  Cvlinder  clothed  with  the  best  wire  cloth  of 
dififerent  meshes,  in  the  interior  of  which,  and  attached  to  the  Spindle  of  the  Machine,  revolve  a 
number  of  Brushes,  which  cause  the  meal  to  pass  through  the  wire  covering  of  the  Cylinder.  The 
whole  is  enclosed  in  a  neat  and  substantial  wood  case.  The  Machine  may  be  conveniently  driven 
by  a  Pulley  on  the  Lay  Shaft  of  Grinding  Mill. 

Sizes,  Prices,  Weights,  and  Measurements. 


Diameter 
of  Cylinder. 

Price. 

Price  of  driving 

strap  from  Lay 

Shaft  of  Mill. 

No.  of 
Sheets. 

Quantity 
will  dress 
per  hour. 

No.  of 
Qualities 

Weight  of 
Machine. 

Mte. 

Suited  for  use 

with  following 

MUl. 

in. 

8 

12 

14 

£      s. 

13     5 
20     0 
26  10 

s.      d. 

12     6 
22     6 
25     0 

4 
4 
5 

2  sacks 

3  to  4  sacks 

4  to  5  sacks 

3 
4 
4 

cwts.  qrs.  lbs. 

2  0     0 

3  2     0 

4  1     0 

ft.  cu. 
20 
35 
42 

2'  6"  and  under 

3'  and  3'  6" 

4  feet. 

Larger  sizes  may  be  had. 
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CORN    GRINDING    MILLS 

(CONTINUED.) 

VS/'ood   &  Cocksedge's  Corn    Grinding    Mills  (with   Stones), 
For    Grinding   Wheat,    Barley,    Beans,    Peas,    Maize,    Lump    Sugar, 

Chicory,  Peruvian  Bark,  Charcoal,  &c.,  &c. 
Prices  of  Com  Grinding  Mills,  including  one  Driving  Pulley  only. 


Diameter. 


ft. 
I 

2 

3 

3 

4 


in. 
8 

6 

0 

6 

0 


Derbyshire 
Peak  Stones. 


32 
45 
55 
65 


s. 


0 
0 
0 
0 


French  Bed 

Stone  and 

Derby  Runner. 


35 
49 
60 
72 


s. 


0 
0 
0 
0 


London  built 

French  Burr 

Stones. 


£ 
25 

40 

55 

65 

80 


s. 

0 
0 
0 
0 
0 


Extra,  if  fitted 
with  Fast  and 
Loose  Pulleys. 


1 
2 
2 
3 


s. 


10 

0 

10 

15 


Crane  to  lift 

Runner  Stone, 

extra. 


5 


5 


6 
7 


s. 


0 
10 
10 
10 


Table  of  Weights,  Power  Required,  &c. 


Diameter. 

Approximate 
Weight. 

Minimum 
Horse  Power. 

Approximate  Quantities 
delivered  per  hour. 

Fine  Flour. 

Coarse  Meal. 

ft.       in. 

cwt. 

bushels. 

bushels. 

1        8 

10 

2i 

2 

4 

2        6 

20 

n 

n 

7 

3       0 

36 

3 

'^\ 

9 

3       6 

44 

4 

11 

4       0 

50 

4 

4i 

14 

The  20  inch  Mill,  with  French  Burr  Stones,  the  lower  stone  the  runner,  is  very  useful  for  grinding 
hard  substances,  such  as  samples  of  Goprolite,  &c.,  as  well  as  for  grinding  Grist. 

This  Mill  is  also  fitted  with  the  upper  stoue  the  runner,  when  it  can  be  driven  by  man  power 

where  labour  is  abundant.     It  will  grind  two  bushels  of  wheat  per  hour  when  worked  by  six  men. 
37 
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MILLS. 


CORN   GRINDING   MILLS 

(CONTINUED.) 
Clayton  &  Shuttleworth's  Corn  Grinding  Mills  (with  Stones). 

These  Mills  are  well  adapted  for  export,  as  the  Frames  can  be  taken  to  pieces  and  packed  in  a 
small  space  for  shipment. 

The  Mitre  Wheels  are  geared  with  wood,  and  work  with  the  minimum  of  noise  and  friction. 


Diameter. 

Derbyshire  Grey 
Stones. 

French  Bed 

Stone  and  Grey 

Runner. 

French  Stones. 

Loose  Pulley, 
extra. 

Improved  Crane 

to  lift  Runner 

Stone. 

ft.      in. 

£          s. 

£         s. 

£         s. 

£       s. 

£        s. 

* 

2       8 

40         0 

45       0 

50        0 

2     15 

6       0 

3       0 

50         0 

55       0 

60        0 

2     15 

6      0 

3       G 

60       0 

65       0 

70       0 

2     15 

6      0 

4       0 

70       0 

78        0 

85       0 

2     15 

6      0 

With  Derbyshire  Grey  Stones,  six  bushels  of  Barley  per  hour  may  be  ground  to  fine  meal ;  if 
only  required  to  be  kibbled  a  much  greater  quantity  may  be  done.  French  Burr  Stones  are 
preferable  and  in  most  cases  best  suited  for  Agricultural  purposes,  as  they  are  much  harder  than 
Derbyshire  Stones,  and  do  not  require  dressing  so  often. 

The  quantity  of  Wheat  that  can  be  ground  with  French  Stones  will  average  about  four  bushels 
per  hour.    For  fine  flour  French  Burr  Stones  are  indispensable. 


Clayton  &  Shuttleworth's  Improved  Flour  Dressing 

Machines. 

These  Machines  have  fixed  Mahogany  Cylinders,  covered  with  wire  of  varied  meshes,  in  which 
brushes  revolve  rapidly  and  drive  the  meal  or  flour  through  the  Cylinder,  producing  diflFerent 
qualities. 


Diameter  of  Cylinder  18  inches 
Ditto  15  inches 

Ditto  12  inches 


••'     •••     ••• 


•••     •*■     •.• 


Large  Size 
Medium  Size 
Small  Size 


•••     •••     ••• 


•••     •••     ••• 


•••     •••     »•• 


£55  0  0 
£42  0  0 
£30    0    0 
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CORN    GRINDING    MILLS 

(CONTINUED). 

Ruston,    Proctor   &   Co/s    Improved   Portable   Grinding 

Mills    (with   Stones). 

All  the  working  uarts  of  the  Single  Mills  are  enclosed  in  Cylindrical  Cast  Iron  Frames  or 
Columns  ;  the  Stone  Case,  Hopjier,  and  Stand  are  of  Iron,  and  adapted  to  any  climate. 

They  will  grind  from  3  to  10  bushels  jkt  hour,  acconlin*;  to  Diameter  of  St«)nes,  condition  of 
the  Grain,  and  fineness  of  the  sample  required.  Hiey  will  pack  in  small  compass,  and  are  well 
adapted  for  export. 

In  the  Combined  Corn  Grinding  Mills  any  number  of  Pairs  of  Stones,  up  to  six,  may  be  placed 
in  a  continuous  Frame  with  Iron  Columns,  and  driven  by  one  Lay  hfliaft,  thus  disptMising  with  the 
otdinary  Overhead  Motion,  Pulleys,  and  Driving'  Bands. 

A  Lever  is  fitted  to  each  pair  of  Stones  so  that  any  jwiir  can  be  thn)wn  out  of  gear  at  ple.isure, 
without  interfering  with  the  others. 

Pricee  complete  for  One  Pair  of  Stones. 


Diameters. 

2    feet. 

2h.  Sin. 
£40 

3  feet. 

£50 

3rt.  6in. 

4  feet. 

£70 

Fitted  with  Derbyshire  Grey  Stones 

£26 

£G0 

Fitted  with  French  Bed  Stone  and 

1 

Grey  Runner  Stone £20 

no 

£55 

£G5              £78 

Ktted  with  French  Burr  Stones    ... 

£32 

£50 

£G0 

£70              £H5 

If  with  Loose  Pulleys,  extra  £*2  15s. 

If  with  Ini] 

Grindir 

jroved  Crane 

,  extra  £6. 

Richard  Garrett  &  Son's  Corn 

ig  Mills 

(with  Stones). 

Single   Mill. 

32in.  diani. 

£40 

36iii.  (liani. 

! 

£50 

42in.   (limn. 

£G0 

4Sin.  (liain.      54111.  <Iiani. 

1 

Fitted  with  Peak  Stones 

.t:7()               £  80 

Pitted  with  French  Burr  Stones    ... 

£50 

,       £G0 

£70 

.1*S5 

£105 

Without  Stones       

£36 

'       £15 

£52 

£G0 

£  70 

If  provided  with  Loose  Pulley  and  Striking  out  Gear,  extra  £3  15s.     If  with   Improved  Crane,  £G. 

The  36,  42,  48,  and  54  inch  Mills  are  mounted  on  a  strong  W(M)d  Carriage  with  Four  Wheels, 
lor  travellings  at  the  following  prices  : — 

^Q  ],Hd]i  Al 111  ••■       •••       •••       ...       ..       ...       ...       ••.       •«*       ••.       •••       •••       •••       ■■■       .ii^lcl        '      \f 

^2  IDCIl  Allll  •••       •••       •■•       ••#       ...       ...       ••■       •••       ••>       t..  •••       ••*       ■••        •Lit     1'*      *' 

48  and  54  inch  Milb   ••!    •# • «  •     X'^0    0    0 
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CRUSHING   AND    BRUISING    MILLS, 

WITH    SMOOTH  METAL  ROLLERS. 

E.  R.  &  F.   Turner's  Corn  and  Seed  Crushers. 

For  Crushing  all  Kinds  of  Grain  and   Seeds,  both  Home  and  Foreign, 

Especially  those  which  cannot  be  Treated  by  Mill  Stones. 


Cnislietl  Barley 
lias  been  found  as 
useful  as  fine  meal 

for  fatteiiing  pur- 
poses, while  the 
cost  of  the  former 
is  only  about  onc- 
teutb  of  the  latt«r 
andnoflourislost. 


PiicGB  of  MiUe,  PuUeys. 

Wearing  Parts,  and  Cost  of  Packing. 

No.  of 
Mill. 

Price. 

Driving  Pulleys, 
extra,  each. 

Springs, 

Small  Roller 

Bearings,  extra, 

per  pair. 

Scraper 
Plates, 

Cost  of 
Packing. 

1 
6 

I 

£      s.    d. 

14  10  0 
9  H  0 
5  IS  0 
7    12    0 

32      15      0 

4     .0    0 

f  0  0 

0  15    0 

s.    d. 
S     6 

3     0 

S     6 
.1     0 

s.     d. 
10     6 
8     6 

t  I 

16     6 
z     6 

G.     d. 

;  i 

!  I 

2     6 

i  i  i- 

0     S    0 
0     s    6 

Table  of  Dimensions,  Power  Required.  Oapacity,  8k. 


I    PoHcr 

LiLishels 

Diameter 

Diameter 

Cubic  Feet 

iitr  hour. 

and  Width 
of  large 

and  Width 
of  Driving 

Measiiremcnl 
for 

Mill. 

Floor  Space. 

Is. 

JL'E 

C        aj    1  — 

s 

X 

B. 

1    1    1 

w   1  B 

inches. 

inches. 

rt.  in.      ft.  in. 

rwl 

HP. 

rrvs 

45    by  4 

't^A\ 

S    7  liy  z    a 

SS 

7 

1 

i 

30      15 

38  i-yal 

4  to  by  1   10 

40 

4t 

12       9 

18    by  3 

•4 

H 

Ha 

7 

'5  17  4 

3  10  by  1     6 

31 

4 

=S  I'y  5 

^h 

" 

U    hvzj 

J    9  by  I     1 

6 

.iUae 

±y 

. 
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CRUSHING   AND    BRUISING   MILLS, 

WITH   SMOOTH    METAL    ROLLERS   (Continued). 

AA^oods,  Cocksedge  &  Co.'s  Roller  Crushing   Mills. 

These  Mills  will  crush  Oats,  Barley,  Malt,  Lentils,  Linseed,  Aniseed,  Coriander  Seed,  &c.,  &c. 

No.  A  I.  Crushing  Mill  for  Steam,  Water,  or  Horse  Power ;  will  crush  about 

35  to  40  bushels  of  Oats  per  hour       £22    0    0 


No.  1.  Crushing  Mill  for  Steam,  Water,  or  Horse  Power ;  will  crush  about  20 

bushels  of  Oats  per  hour      £15  15    0 

No.  2.  Crushing  Mill  for  Steam  or  Horse  Power,  or  for  two  Men  ;    will  crush 

about  10  bushels  of  Oats  per  hour     £10     0     0 

No.  7.  Crushing  Mill  for  Brewers'  use  ;  has  Rollers  9  inches  wide  ;    will  crush 

60  bushels  per  hour      £12  12    0 

No.  4.  Crushing  Mill  for  small  Brewers  or  Malt  Sellers.  A  man  and  lad  can  crush 

about  14  bushels  of  Malt  per  hour;  will  also  crush  Linseed  or  Oats      ...     £  7     4    0 

No.  3.  Crushing  Mill  for  Hand  Power,  easily  worked  by  a  young  man £  5  1.0    0 


Hunt   &    Taweirs    Smooth    Roller    Bruising 

Mills. 

Bushels  of  Oats  per  hour. 

Number  of  Mill. 

Price. 

One  Man. 

Two  Men. 

Two-Horse 
Gear. 

Steam. 

No.  6.  Mill  for  Hand  or  Power,  on 

Iron  Frame      

2\ 

4 

15  to   20 

18  to  24 

£  9     10 

0 

No.  7.  Mill  for  Hand  or  Power,  on 

Iron  Frame      

4 

6 

18  to   22 

20  to  30 

£13      0 

0 

No.  1.  Mill  for  Power  only,  on  Iron 

MS  TuUlC            •••          ...          .*•          •••         ••. 

•  •  • 

. .  • 

20  to  25 

25  to  35 

£17       0 

0 

No.  3.  Mill  for  Power  only,  on  Iron 

M-  rtwiLm        •••      •••      •••      •••      ••• 

•  •  • 

•  •  • 

... 

35  to  45 

£25       0 

0 

The  Rollers  in  Hunt  Sc  Tawell's  Mills  are  made  of  equal  size  ;    they  are  intende  I  to  bruise  Oats, 

Linseedj  Malt,  Barley,  or  Maia^. 
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CRUSHING    MILLS, 

WITH     FLUTED     METAL     ROLLERS. 
RICHMOND    &    CHANDLER'S    CORN    CRUSHERS. 

■ 

Theae  Mills  are  fitted  with  two  Diagonally  Machine  Fluted  and  Case-hardened  Rollers,  which 
have  both  a  cutting  and  bruising  action.  They  may  be  set  at  any  distance  apart  by  a  single  Screw 
in  front  of  the  Mill,  which  moves  the  front  Roller  in  parallel  slides,  and  adjusts  the  Rollers  to  bruise 
the  com  to  any  degree  of  fineness. 

ITie  supply  to  the  working  Rollers  can  be  readily  increased  or  diminished  by  a  Set  Screw  on  the 
back  of  the  feeder,  and  can  be  thus  regulated  to  suit  the  strength  of  a  boy.    Suitable  for  Oats 
Beans,  Peas,  Barley,  Maize,  &c. 

No.  1.  Com  Crusher,  will  kibble  a  bushel  in  ten  minutes.    Size  of  Rollers,  7  inches  by 
3^  inches. 

jtrice   •••  •••   •••   •••   ••■   •••   •••   •••   •••   •••   •••   •••   •••   •••   •••   •••  j^  %3  M^yj     ** 

No.  2.  Com  Crusher,  larger  and  stronger  than  the  preceding,  for  Hand  or  Power ; 
size  of  Rollers,  9  inches  by  4  inches.    Speed  for  power  should  not  exceed  80 
revolutions,  per  minute. 
X  nee     •••     •••     •••     •••     •••     •••     ..•     •••     •••     ..•     .••     ...     ...     •••     ...      •••       j^  I     \j     \j 

1 4  inch  Pulley    extra     £  0  14    0 

No.  3.  Com  Crusher,  mounted  on  strong  Iron  Frame,  and  fitted  with  strong  Brass 
Bushes,  Loose  Caps  and  Counter  Shaft ;    Hand  Wheel  to  regulate  the  feed ; 
well  adapted  for  Power.     May  be  driven  at  200  revolutions  per  minute. 
Size  of  Rollers,  1 1  inches  by  6^  inches, 
irrice      •••     •••     •«•     •••     •••     •••     **•     *•*     *••     ***     *■*     ***     ■**     ■■*     •*•     •••      «u  1 1     i     o 

16  inch  Pulleys,  each extra     £  0  16    0 

No.  4.  Com  Cmsher,  similar  to  No.  3,  but  larger  and  stronger.      Size  of  Rollers, 
14  inches  by  8  inches. 
X  nee     •••      ...     «••     •••      *•.      ...      •••      •••      ••.      •••     •••      ...      ...      ...  ...       j^  I  o     Vf     V/ 

18  inch  Pulleys,  each extra      £  1     0    0 

No.  5.|Com    Crusher,  specially  constracted  for  large  requirements,   Railway  and 
Omnibus  Companies  and  Carriers.    Size  of  Rollers,  24  inches  by  1 1  inches. 

jt  nee     ••.     ...     •••     ••■     *•*     **•     ***     *■■     ***     ***     ***     *■*     ***     ***     •*•     *•■  vv  ^  V/    Vr     \f 

20  inch  Pulleys,  each  •«»     •»»     f ••     •••     •# extra  £  1    3    0 
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CRUSHING    MILLS, 

WITH     FLUTED    METAL    ROLLERS. 
E.    PAGE    &    Co.'s,    CORN    CRUSHING    MILLS. 


This  Mill  is  for  kibbling  Indian  Corn,  Oats,  Beans,  Peas,  and  is  fitted  with  a  grooved  and  case- 
hardened  Roller  and  Back  Plate,  which  can  be  regulated  to  any  distance  apart  by  a  single  set  screw 
at  tbe  end  of  the  Mill  so  as  to  crush  the  grain  to  various  degrees  of  fineness.  The  feed  slide  can  also 
be  adjnsted  to  Bupply  the  com  in  greater  or  less  quantities  to  the  Roller  according  to  the  amount  of 
power  available. 

No  2  Mill  mounted  on  Wood  Frame,  fitted  with  fine  grooved  and  case-hardened 

Roller  and  Back  Plate,  and  Regulating  Peed       £3     5    0 

No.  2  A  Mill  mounted  on  Wood  Frame,  fitted  with  heavier  Fly-wheel  and  two 

Handles £4    0    0 

No.  3  Mill  mounted  on  Wood  Frame,  fitted  with  Wheel  and  Pinion,  fine 

grooved  Roller  and  Back  Plate,  and  Regulating  Feed £4    4    0 
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GRINDING   AND    GRIST   MILLS    FOR   HAND 

AND    HORSE    POWER. 

Smith  &  Grace's   Grist   Mills   for   Hand   Power. 

These   Mills  are  mouuted  on  single   Iron    Columns;    are  strong,   durable,   and  of  simple 
construction. 

The  Rollers  can  be  removed  very  readily  by  raising  the  upper  part  of  the  Mills,  which  are 
arrfinged  conveniently  for  the  purpose. 

No.  1.  Grist  Mill  for  Hand  Power,  for  grinding  Barley  or  Wheat,  bruising 

Oats,  and  kibbling  Beans,  Peas,  and  Maize,  fitted  with  two  Handles       ...     £6     0    0 
Roller  f«r  Bruising  Oats extra    £0  12     6 

No.  2.  Grist  Mill  for  Hand  Power,  for  grinding  Barley  or  Wheat,  and  for 

bruising  Oats,  fitted  with  two  Handles £7     5    0 

Roller  for  Bruisiug  Oats extra    £0  12     6 

No.  3.  Grist  Mill  for  Hand  Power,  for  grinding  Barley  or  Wheat,  and  for 

bruising  Oats,  fitted  with  two  Handles £4     0    0 

Roller  for  Bruising  Oats extra    £0  12    6 


Smith  &  Grace's  Grist  Mills  for  Horse   Power. 

No.  8.  Grist  Mill  for  Horse  Power,  for  grinding  Barley  or  Wheat,  also  for  kibbling 
Beans,  Peas,  and  Maize,  and  for  bruising  Oats,  adapted  for  one  or  two-Horse 
Power,  and  should  be  driven  at  a  speed  of  100  to  130  revolutions  per  minute. 

Price,  fitted  with  14  inch  Pulley  or  Gripe £7  15     0 

Roller  for  Bruising  Oats extra    £0  15    0 

No.  9.  Grist  Mill  for  Horse  Power,  for  grinding  Barley  or  Wheat,  or  bruising  Oats, 
adapted  for  two-Horse  Power,  and  should  be  driven  at  a  speed  of  100  to  130 
revolutions  per  minute. 

Price,  with  14  inch  Pulley  or  Gripe      £8  15     0 

Roller  for  Bruising  Oats extra    £0  15     0 
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R.    HORNSBY    &     SONS' 

MOWING     MACHINES. 

Homsby's  "Paragon"  Mowens  gained  the  Boyal  Agricultural  Society  of  England's 
First,  Second,  and  Third  Prizes  at  the  Taunton  Triala  in  1876. 


The  »bove  Engraving  illustratea  one  of  HorDsby's  Patent  "  Paragon  "  Two  Horse  Mowers,  with 
various  recent  improvementa.  The  Frame  of  the  Machine  is  strong  and  light ;  the  Cutting  or  Finger 
Bar  a  brought  more  in  line  with  the  Road  Wheel  Axle  ao  as  to  follow  the  inequalities  of  the  land 
more  readily,  and  is  hinged  bo  as  to  be  turned  up  aud  secured  by  a  spring  catch  conveniently  for 
travelling.     The  Leverage  for  raising  the  Cutting  Bar  over  the  Swathes  is  also  lighter  than  formerly. 

The  Connecting  Kod  is  held  in  the  heel  of  the  Knife  by  a  Spring  Slide  instead  of  a  bolt  and  nut. 
thus  dispensing  with  the  necessity  for  using  a  spanner.  A  spring  stop  is  used  instead  of  the  old 
joint  pin,  which  holds  the  knife  firmly,  but  allows  it  to  be  t^en  out  instantly  without  unscrewing 
any  nuts,  aud  the  Crank  Pin  is  very  accessible. 

The  Machine  is  put  in  and  out  of  gear  by  a  slight  movement  of  the  driver's  foot.  The  fiugers 
of  the  Cutting  Bar  are  provided  with  Double  Steel  Gutting  Plates,  whicli  allow  the  dirt  to  pass  away 
readily  without  liability  to  clogging.  All  Bearings  are  provided  with  efficient  oiling  appliances,  and 
all  nuts  are  locked  to  prevent  their  shaking  loose. 

New  Patent  "Paragon  0"  Two  Horse  Mower,  4ft.  Sin.  cut — right  hand  ;  with 

Two  Knives,  Box  of  Tools,  and  small  wearing  parts £19     0    0 

New  Patent  "ParMon  A"  Two  Horse  Mower,  4ft.  3in.  cut— right  hand  ;  with 
Two  Knives,  Box  of  Tools,  and  small  wearing  parta.  Fingers  2^  inches 
apart     £19    0    0 

New  Pat«nt  "Paragon  N"  Two  Horse  Mower,  4ft.  3in.  cut— left  hand ;  with 

Two  Knives,  Box  of  Toob,  and  small  wearing  parts £19    0    0 
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R,    HORN§BY    &    SONS' 

MOWING     MACHINES 

(CONTINUED). 

Homsby's  New  Royal  Patent  "  Paragon  "  One  Horse  Mower  is  made  with  the  Gutting  Bar  from 
2ft.  9in.  to  3ft.  3  inches  long,  according  to  size  of  Horses  and  nature  of  the  work. 

It  is  constructed  upon  the  same  principle  as  the  Two  Horse  Mower,  and  has  been  thoroughly 
tested  in  difficult  crops. 

New  Patent  "  Paragon  "  One  Horse  Mower,  3  feet  3  inches  cut,  and  under ; 

with  Two  Knives,  Box  of  Tools,  and  small  wearing  parts    £17  10    0 

New  Patent  "  Paragon"  One  Horse  Combined  Mower  and  Reaper,  3ft.  3in. 

cut,  and  under ;  with  Two  Knives    £20    0    0 


HO  R  NS  B  Y'S 

ROYAL  PATENT  "  PARAGON "  COMBINED  MACHINE. 

This  Machine  is  the  same  as  the  "  Paragon  "  Two  Horse  Mower,  with  the  addition  of  the  eictra 
parts  required  to  make  it  into  a  Back  Delivery  Reaper. 

The  inconvenience  of  changing  the  Pole  Plate  and  Divider  Shoe  when  attaching  the  Reaper 
parts  is  now  done  away  with.  No  additional  Pole  Plate  is  required ;  the  necessary  change  of 
position  being  effected  by  simply  sliding  the  Pole  Plate  along  the  Patent  Bar  provided  for  that 
purpose,  and  the  alteration  is  easily  and  quickly  made.  The  Divider  Shoe  for  Reaping  is  made  to 
fit  on  over  that  used  for  Mowing.  By  means  of  the  Wrought  Iron  jointed  Foot  Jjever,  the  Wood 
Grating  can  be  folded  over  on  to  the  top  of  the  Gutters  and  Finger  Bar,  and  the  Bar  can  then  be 
turned  up  for  travelling  with  as  much  facility  as  in  the  case  of  a  Mower. 

New  Patent  "  Paragon  0,"  ''  A,"  or  "  N  "  Two  Horse  Combined  Mowers  and 

Reapers,  with  Back  Delivery,  4ft.  Sin.  cut — with  Two  Knives     £22  10    0 

Pair  of  Wood  Shafts  or  Tubular  Iron  Shaft,  fitted  to  Pole,  extra  15/-. 


MOWING     MACHINES. 


SAMUELSON    &    Co.'s 

PATENT  BALANCE  DRAUGHT  MOWING  MACHINES. 


These  Mowers  are  well  balanced  and  do  not  weigh  on  the  horses  necks ;  the  Cut  is  inclined, 
which  enables  them  to  cat  very  close  to  the  ground,  and  to  deal  efTectually  with  laid  and  twisted 
grass. 

The  Travelling  Wheels  are  both  geared. 

llie  Gutter  Bar  is  fitted  with  New  Patent  Welded  Steel  and  Iron  Fingers  of  great  strength 
and  toughness,  with  Steel  Edges  and  Wrought  Iron  Centres,  which  wear  to  a  keen  edge  and  a  flat 
cutting  surface  by  friction  with  the  knife. 

All  Bearings  have  Best  Gun  Metal  Bushes  and  improved  means  of  lubrication. 

New  Patent  Two  Horse  "  Gem  "  Balance  Draught  Grass  Mower  "  G,"  with 

Two  Knives,  Tools,  and  small  wearing  parts.     Right  band  cut     £\ts  10    0 

Patent  Two  Horse  Balance  Draught  Grass  Mower  "  P,"  with  Two  Knives, 

Tools,  and  small  wearing  parts.     Lefthandcut       £18  10    0 

One  Horse  Gnus  Mow^''Y,"withTwoKnives,  Tools,  and  small  wearing  parts     £17    0    0 
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SAMUELSON    it    Co/s 

PATENT  BALANCE  DRAUGHT  COMBINED 

MOWER  AND  REAPER  "P," 

WITH   BAOK   DELIVERY. 

As  a  Mower,  this  Machine  is  identical  with  that  described  on  the  preceding  page,  and  the 
utmost  care  has  been  taken  to  make  the  change  to  a  Reaper  very  rapid  and  easy.  The  Pole  Bracket 
slides  on  the  Main  Axle,  and  is  shifted  away  from  the  crop  for  reaping,  and  there  secured  in  a  moment. 

The  Lifting  Lever  retains  such  a  position  that  the  driver  has  equal  control  over  the  Cutter  Bar 
when  reaping  as  when  mowing. 

The  Raker  s  and  Driver's  Seats  are  arranged  to  balance  the  Machine  when  reaping,  and  both 

men  are  in  the  best  possible  place  for  their  work.     The  whole  of  this  attachment  has  been  so  carefully 

« 

considered  so  as  to  render  this  Combined  Machine  as  perfect  as  possible  both  in  respect  to  efficiency 
and  convenien3e  of  handling. 

Combined  Mower  and  Reaper  '*  P,"  with  Back  Delivery,  Two  Knives,  Tools, 
and  small  wearing  parts,  and  fitted  with  New  Patent  Open  Pattern 
Welded  Steel  and  Iron  Fingers £22    0    0 


SAMUELSON     &    Co/s 

ONE    HORSE    COMBINED    MOWER   AND 

REAPER. 

The  One  Horse  Grass  Mower  "Y"  can  be  supplied  with  a  Slatted  Platform,  large  oflF-side  Shoe^ 
Com  Dividing  Iron,  &c.,  thus  converting  it  into  a  thoroughly  efficient  Reaper. 

Messrs.  Samuelson  &  Co.,  however,  recommend  the  use  of  Finger  Beams  and  Knives  3ft.  6in. 
long  for  Grass,  and  about  4  feet  long  for  Grain. 

One  Horse  Combined  Mower  and  Reaper,  with  ordinary  Finger  Beam  and 

iwo  Xxuives  •••     •••     •••     .••     ■.•       ••     ■••     •••      ,,     ,,,     ,,,     ,,,     ,,,       jblv     0     0 

One  Horse  Combined  Mower  and  Reaper,  with  additional  long  Beam   and 

two  additional  Knives £28    0    0 
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HO^W  AR  D'  S 

NEW   PATENT  "SIMPLEX"   MOWER. 


In  the  "Simplex"  Mower  the  Gearing  of  the  Driving  or  Travelling  Wheels  is  open,  and  not  liable 
to  get  clogged  with  the  cut  grasH. 

The  Cutter  Bar  is  attached  to  an  improved  sledge  so  that  the  framework  of  the  Machine  works 
perfectly  well  over  ridge  and  furrow,  and  is  at  the  same  time  under  the  complete  control  of  the 
driver  by  means  of  a  Hand  Lever  conveniently  placed  for  that  purpose. 


I'he  Machine  works  smoothly,  with  the  least  n 
Wheeb  to  relieve  the  horses  of  unequal  strain. 


e  and  rattle,  and  is  balanced  on  the  Driving 


The  Connecting  Bod  gives  a  direct  thrust  to  the  Knife. 

"Simplex"  Mower,  with  Two  Knives,  and  Tool  Box  containing  requisites  for 

use  in  the  field     £18  10    0 

Reaping  attachments  for  converting  the  Mower  into  an  efTectiv^  Manual  or 

fiock  Delivei;  Reaper extra     £3    0    0 
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HANDYSIDE    &    Co.'s 

TWO    HORSE   "ENTERPRISE"    MOWER, 

(PHILLIPS'    PATENT). 


The  Mower  illustrated  above  is  carried  on  Springs  which  materially  reduce  vibration  and  thi 
general  working  strain  on  the  Machine,  and  make  it  work  very  uileutly  and  smoothly. 

The  Main  Frame  of  the  Machine,  which  camea  the  Gearing,  balances  on  the  Axle,  to  which  th' 
Pole  is  simply  hinged  so  b8  to  rise  and  fall  freely.  The  Driver'^  Scat  is  rigidly  attached  to  the  Pol 
SO  that  the  weight  of  the  driver  balances  that  of  the  Pole,  and  relieves  the  horses'  necks  of  all  weight 

The  position  of  the  Pole  can  be  readily  varied  by  shifting  thePole  Plate  on  the  Axle  Tube, 

The  draught  is  taken  from  the  front  of  the  Main  Frame,  which  eases  the  Cutter  Bar  over  an; 
inequalities  in  the  land. 

The  Crank  is  fitted  with  a  patent  self-lubricating  arrangement,  and  the  Spindle  is  made  holloi 
forming  a  reservoir  for  oil. 

Two  Horse  "  Enterprise  "  Mower,  with  Two  Knives,  and  Tool  Box  containing 

all  Field  Requieitea     £19    0    0 

Reaping    Attachment    for   converting  the   Mower  into  a   Back  Delivery 

Reaper ...     ..extra     £  3  10    0 
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HANDYSIDE    &    Co/s 

ONE    HORSE   "ENTERPRISE"   MOWER, 

(PHILLIPS'    PATENT). 

This  One  Horse  Mower  is  similar  in  construction  to  the  Two  Horse  Machine  illustrated  on  the 
previous  page,  but  proportionately  lighter  throughout. 

The  Main  Frame  is  carried  on  India  Rubber  Springs,  which  reduce  vibration  in  work,  and 
prevent  damage  from  jolting  over  hard  roads. 

The  Crank  Disc  is  supplied  with  oil  from  a  reservoir  in  the  Spindle,  which  prevents  frequent 
stoppages  for  oiling. 

One  Horse  "  Enterprise  "  Mower,  with  Two  Knives,  and  Tool  Box  containing 

all  Field  Requisites     £17  10    0 

Reaping  Attachment  for  ditto,  with  Back  Delivery     extra     £  2  10    0 


POWELL    BROTHERS    &    WHITAKER'S 


(  ( 


TWO    HORSE        CROWN"    MOWERS. 

The  Travelling  Wheels  of  these  Mowers  are  fitted  with  Wrought  Iron  Arms,  which  are  stronger 
and  lighter  iron  than  Cast  Iron. 

The  Finger  Beam  combines  the  advantages  of  a  close  and  open  one,  the  Bars  having  slots,  and 
the  Knives  open  sections,  which  allow  foreign  substances  to  fall  through  and  give  perfect  freedom  to 
the  working  of  the  knife. 

The  principal  wearing  parts  arc  made  entirely  of  Malleable  Iron,  and  tlic  Bearings  are  fitted 
with  Oil  Cups  to  exclude  dirt. 

The  Knife  can  be  removed  without  requiring  the  use  of  a  spanner. 

Two  Horse  "  Crown  "  Mower      £18  10  0 

Ditto            ditto        Combined  Mower  and  Back  Delivery  Reaper        £22  10  0 

One  Horse  *' Crown  "  Mower      £17  10  0 

Ditto            ditto        Combined  Mower  and  Back  Delivery  Reaper       £1910  0 


300  MOWING    MACHINES. 

WALTER    A.    -WOOD'S 

IRON     FRAME     MOWER. 

This  Mower  was  brought  out  in  1873,  uii)  little  or  no  change  has  beer   made  in  it  sinoe 
introduction.    It  has  met  with  a  most  extensive  aale  in  all  parts  of  the  world. 

The  .Machine  is  strong  and  durable,  and  the  draught  light ;   the  weight  is  remored  firoai  1 
horses'  necks. 

The  Gutter  Bar  is  of  Gold  Rolled  Iron,  and  is  in  front  of  the  TraTelling  Wheels ;   die  Gwwdi 
Malleable  Iron  with  Steel  Plates. 

The  Mower  has  few  Bolts  or  Nuts. 

Price  of  Two  Horse  Iron  Frame  Mower,  with  Two  Knives  and   Extras ; 

4ft.  Sin.  cut £19    0     0 


WALTER    A.    WOOD'S 

COMBINED  IRON  FRAME  MOWER  AND  BACK  DELIVERS 
REAPER. 

This  Machine  as  a  Mower  is  identical  with  that  described  above.    The  Reaping  Attachment 
Dimple  and  cfficitnt,  and  constructed  to  turn  up  for  travelling. 

The  Hiwed  of  the  Enife  is  the  same  as  in  the  Mower ;   a  very  important  point  where 
undergrowth  is  heavy. 

Price  of  Combined  Mower  and  Rcapur,  with  Two  Knives  and  Extras    £32   10     0 


l^ 


WALTER     A.    WOOD'S 

NEW    ONE     HORSE    MOWER. 

TliiH  w  a  very  compact  Machine ;  the  Frame  is  of  Iron  ;  all  Gearing  bos  been  removed  from  ' 
Tnivclliiig  Wliiri-lH,  rediiceil  to  tliu  smallest  jHSsihlc  compiuu,  and  protected  from  dirt  and  dost  l^ 
cover.     Till!  ilraiight  in  very  light. 

PriiM-,  with  Two  Kill  vcH  ami  Extras £17   10     0 
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BURGESS   &    KEY'S   MOWERS. 


The  No.  8  Mower  has  the  Knife  in  line  with  the  Main  Axle  of  the  Driving  Wheels  and  the 
Crank  level  with  the  Knife,  an  arrangement  which  enables  the  Finger  Bar  to  travel  over  uneven 
surfaces  without  any  danger  of  the  finger  points  catching  the  ground. 

The  Machine  is  balanced  so  that  no  weight  falls  on  the  horses'  necks,  and  the  draught  is  light. 

A  new  patent  arrangement  is  used  for  putting  in  and  taking  out  the  Knife  at  the  back  instead 
of  drawing  it  through  the  Fingers. 

The  points  of  the  Fingers  can  be  raised  or  depressed  while  the  Machine  is  in  motion  by  means 
of  a  Lever  conveniently  placed  under  the  driver's  hand. 

The  Finger  Bar  is  hinged  to  allow  considerable  rise  and  fall,  so  that  the  action  of  the  Machine 
is  not  interfered  with  when  the  Driving  Wheels  run  in  a  furrow. 

All  the  Bearings  of  the  Crank  Shaft  and  Bevil  Wheel  Spindle  are  contained  in  one  small  bracket, 
and  they  are  readily  renewed  when  worn  out.  The  Bevil  Oearing  is  enclosed  in  a  cover  to  protect  it 
from  dirt.  The  Bearings  are  supplied  with  Lubricators.  The  Fingers  are  of  malleable  iron,  steel 
plated,  or  of  cast  iron,  with  chilled  cutting  edges,  open  under  the  back  of  the  Knife.  The  Seat  is 
provided  with  a  spring,  which  saves  the  driver  some  discomfort. 

Price  of  No.  8  Two  Horse  Mower,  with  Two  Elnives  and  extras,  including 

Malleable  Spanners    •••     •     £20    0    0 

Price  of  One  Horse  Mower,  with  Shafts,  Two  Knives,  and  extras,  including 

Malleable  Spanners    •    £17    5    0 

Back  Delivery  Reaper  Attachment  to  the  above    extra     £  3  10    0 
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BURGESS   &    KEY'S    MOWERS. 

The  No.  6  Mower  has  exceptionally  large  Travelling  Wheels  which  give  great  steadiness  to  t 
Machine  and  light  draught. 

For  road  transit  the  Travelling  Wheels  only  revolve,  the  whole  of  the  gearing  being  put  out 
work. 

The  Fingers  are  of  malleable  iron,  steel  plated,  or  of  cast  iron,  with  chilled  cutting  edges,   op 
under  the  back  of  the  Enife. 

The  Knife  is  withdrawn  at  the  back  of  the  Fingers  instead  of  being  passed  through  them. 

The  Driver's  Seat  is  provided  with  a  spring,  which  materially  reduces  the  jolting  and  vibratit 

Price  of  No.  6  Mower,  with  Two  Enives  and  extras £30    0     0 

Back  Delivery  Heaping  Attachment  for  ditto    £  8  10     0 


f/ 


"N  L"   MOWER   (PATENTED). 

In  this  Machine  the  working  parts  arc  all  contained  in  one  bracket,  which  carries  l^e  Oul 
Bar  in  advance  of  the  Main  Wheels,  and  \&  adjusted  to  the  height  of  cut  by  a  wheel  at  each  e 
in  the  usual  way. 

'Ilic  Crank  is  nearly  level  with  the  Enife,  which  takes  out  at  the  back  instead  of  being  dn 
through  the  Fingers. 

Thf  Driving  Wheels  only  revolve  in  travelling,  all  others  being  put  out  of  gear. 

The  draught  is  su  arranged  that  tlie  weight  is  taken  off  the  wheel  in  front  of  the  Cutter  1 
thus  giving  it  a  tendency  to  rise  over  obstacles. 

The  B<.-aringB  are  efficiently  lubricated. 

■ce  of  Patent  "  ^  L  "  .Mower,  with  Two  Knives  and  Box  of  Tools      £18     0     0 
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PICKSLEY,    SIMS,    &    Co.'s 

"BALANCE   STANDARD"    MOWERS. 

The  Framework  of  these  Mowers  is  constructed  wholly  of  Iron,  and  although  light  and  compact 
in  appearance,  possesses  great  strength  and  durability. 

The  Finger  Bar  is  attached  to  the  under  frame  by  means  of  a  double-jointed  hinge  bar,  which 
allows  it  to  follow  the  inequalities  of  the  land  with  freedom. 

The  Machine  is  thrown  out  of  gear  by  the  driver  s  foot ;  the  Hand  Lever  raises  the  Cutting  Bar 
to  pass  over  obstructions,  and  the  "  Tipping  Lever  "  is  placed  in  a  convenient  position  to  raise  or 
lower  the  points  of  the  fingers  as  required. 

The  Fingers  are  fitted  to  the  top  of  the  Bar,  thus  leaving  the  under  surface  quite  smooth  and 
free  from  projections. 

The  Driver's  Seat  is  attached  to  the  end  of  the  Pole  and  can  be  moved  backward  or  forward  as 
required,  so  that  the  Machine  may  be  perfectly  balanced  and  thereby  prevent  any  weight  pressing  on 
the  horses'  necks. 

The  adjustment  is  efl'ected  by  simply  slackening  the  bolts,  which  are  used  in  attaching  the  Pole 
to  the  Machine,  and  sliding  the  Pole  in  either  direction  to  the  required  position,  and  tightening  up 
the  bolts. 

The  Under  Frame,  carrying  the  Knife  Bar  and  part  of  the  Gearing,  can  be  shifted  laterally  on 
the  cross  arm  of  the  top  frame  to  the  extent  of  six  inches  by  the  removal  of  a  single  bolt. 

The  Knife  Bar  is  consequently  projected  six  inches  further  beyond  the  Pole,  allowing  more  room 
for  the  horses  and  space  for  the  reaping  attachments.  This  alteration  brings  another  pair  of  wheels 
into  gear  which  reduce  the  speed  of  the  knife  for  reaping,  but  an  internal  ?pur  Wheel  can  be 
attached  to  the  reaping  side  of  the  Machine,  if  required,  to  give  the  same  speed  for  reaping  as  for 
mowing. 

The  change  from  reaping  to  mowing  can  be  eflected  by  an  ordinary  labourer  in  two  or  three 
minutes. 

Two  Horse  **  Balance  Standard  "  Mower  complete,  with  Two  Knives,  Box  of 
Tools,  and  supply  of  small  wearing  parts,  to  cut  on  the  right  or  left  hand 

QxLlv  •*.  •••  .••  *••  ...  •••  .«•  ••«  .•«  ...  ...  ...  ...  ...  J^  A  O      X  \j        \' 

Two  Horse  "Balance  Standard"  Combined  Mower  and  Back  Delivery  Reaper, 
with  Two  Knives,  Box  of  Tools,  and  supply  of  small  wearing  parts,  to 
put  op  the  right  or  left  bapd  sicia      ..^     .»»     .f.     ..»     ..t     .t»     .-^     •*•     J^'^'i    Q    9 
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PICKSLEY,    SIMS,    &    Co.'s 

"NOVELTY"   TWO    HORSE    MOWERS. 

The  TraveltiDg  Wheels  of  these  Mowers  are  fitted  nith  Wrought  Iron  Spokea  and  a 
iiiterchaDgeable.  The  Crank  Cover  can  be  taken  off  and  replaced  in  a  moment,  without  moving  ti 
Crank  Wheel  or  Connecting  Rod. 

A  malleable  iron  Mowing  Shoe  is  provided,  which  ensares  perfect  cutting  at  the  end  of  ti 
Cutting  Bar,  which  has  a  double  hinge  joint,  enabling  the  Knife  to  adapt  iteeli  to  irregularities  of  t! 
ground. 

The  Fingers  are  open,  of  beit  malleable  iron,  fitted  with  ateel  plates,  and  are  attached  to  t 
top  of  the  Cutting  Bar ;  the  under  surface  being  quite  smooth  and  reducing  the  liability  to  cho 
almost  to  an  imposaibility. 

'Vhe  Draught  Pole  is  fitted  underneath  the  Gear  Frame,  and  the  drau^^t  is  concentrated  in  i 
centre  of  the  Machine. 

When  reqnired  for  reaping  the  Pole  is  moved  into  another  socket,  which  allows  rooni  for 
horses  to  work  clear  of  the  standing  crop. 

Lock  Bolts  and  Nuts  are  used  upon  these  Machines ;  neat  and  efBcient  Oil  Cupe  are  &ttadi« 
all  bearings. 

"  Novelty  "  Two  Horse  Mower,  complete  with  two  Knives,  Box  of  Tools,  and 
supply  of  small  wearing  parts,  to  cut  upon  either  the  right  or  left  hand 
nde. 

Price      £18  10     0 

"  Novelty  "  Two  Horse  Combined  Mower  and  Back  Delivery  B«aper,  complete 
with  two  Knives,  Box  of  Tools,  and  supply  of  Bmall  wearing  parts,  to  cut 
^^  upon  either  the  right  or  left  band  side. 

//^  Price     £aa    0   0 
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PICKSLEY,     SIMS,    &    Co.'s 

PATENT    "MODEL"    ONE    HORSE    MOWER. 

This  Mower  differs  somewhat  from  the  "  Standard  "  Mowers  and  Reapers  ;   but  while  possessing 
all  the  advantages  of  those  Machines,  it  contains  some  additional  improvements. 

"  Model "  One  Horse  Mower,  with  two  Knives,  Box  of  Tools,  and  small  wearing 

parts,  to  cut  either  on  right  or  left  hand  side    £17    0    0 

*'  Model"  One  Horse  Combined  Mower  and  Back  Delivery  Reaper,  with  two 
Knives,  Box  of  Tools,  and  small  wearing  parts,  to  cut  either  on  right  or 
lei V  iiaiiu oiue •••      •••      >••      •••      •••      ••*      •••      •••     •••      •••      •••      •••      •••     jt x v     \j     v 


SAMUELSON    &    Co/s 

PATENT     BALANCE     DRAUGHT    MOWER 
AND    REAPER   "THE   SCOTSMAN," 

WITH  PORE-OARRIAGE  SWIVEL  WHEEL. 

This  Mower  is  a  modification  of  Samuelson's  ''  Balance ''  Draught  Mower  and  Reaper,  and  is 
introduced  to  meet  the  requirements  of  agriculturists  in  districts  where  seeds  and  artificial  grasses 
are  extensively  cultivated ;  the  front  Swivel  Wheel  turning  while  at  work  without  injuring  the 
surface  of  the  ground. 

Price,  with  two  Knives,  Box  of  Tools,  and  small  wearing  parts,  and  fitted  with 

Patent  Open  Pattern  Welded  Steel  and  Iron  Fingers.  Width  of  cut  5  feet    £23  10    0 


Harness  for  Mowing   and   Reaping   Machines. 

The  harness  should  consist  of  a  good  set  of  double  harness  with  traces,  but  without  breechings. 
Each  set  of  harness  should  have  a  back-band,  a  light  belly-band,  a  martingale,  and  a  strong  pair 
of  pole  straps. 

The  pole  straps  should  hold  the  cross  bar  well  up  to  the  horses'  collars ;  the  belly-band  should  go 
from  trace  to  trace,  and  one  end  of  the  martingale  must  be  buckled  round  the  cross  bar  and  the  other 
tiO  the  belly-band. 

The  pole  is  thus  prevented  from  rising  in  backing  the  Machine,  which  it  will  do  if  no 
martingales  are  used. 
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BAMLETT'S 


No.  I  WOOD  FRAME  TWO  HORSE  MOWER. 

This  Machine  was  brought  out  in  1863,  and  won  the  two  principal  Prizes  at  the  Yorkshire  and 
Lancashire  Trials  in  that  year.  It  is  a  strong  and  serviceable  Machine,  capable  of  dealing  with 
heavy  crops,  and  works  well  on  uneven  land. 

Price  of  No.  1  Wood  Frame  Two  Horse  Mower,  with  Front  Swivel  Wheel, 
Two  Knives,  Tools,  and  Pole  Straps,  and  fitted  with  Bamlett's  New 
Patented  Finger,  made  of  Wrought  Iron  and  faced  with  Edge  Tool 
Steel,  both  on  the  upper  and  under  side  of  Finger  Slot,  giving  great 
strength  and  durability  and  a  clean  easy  cut.     Width  of  Cut  4ffc.  6in....      £24    0     0 


BAMLETT'S 


No.  1  WOOD  FRAME  COMBINED  TWO  HORSE  MOWER  AND 

BACK  DELIVERY  REAPER. 


This  Machine  is  the  same  as  the  Mower  described  above,  but  fitted  with  the  Reaper  Attachment, 
with  Patent  Change  Wheel  Arrangement  for  reducing  the  speed  of  the  Knife. 

The  Draught  Pole  is  jointed  to  the  Machine,  and  is  made  to  slide  on  its  joint,  to  give  more  room 
between  the  Pole  and  the  standing  com,  for  the  near  side  horse  to  walk  in. 

Price  of  No.  1  Wood  Frame  Combined  Two  Horse  Mower  and  Reaper,  with 
Double-speed  Gearing,  Two  Knives,  and  Pole  Straps,  and  fitted  with  the 

New  Patent  Fingers.    Width  of  Cut,  4  feet  6  inches    £28     0     0 

Extra  Knives       each      £  0   16     0 

Mower  and  Reaper  Knife  Sharpening  Stapd    .,.     ,,,     .,*     •••     v     f*     •••      $  0  ],0     Q 
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BAMLETT'S 

No.  2  IRON  FRAME  TWO  HORSE  MOWER. 

This  is  a  stroDg  MachiDe,  constructed  on  the  same  principle  as  the  Wood  Frame  Mower,  and 
suitable  for  any  crops.  It  has  a  Swivel  Wheel.in  front  which  facilitates  turning,  and  also  takes  the 
weight  from  the  horses'  necks. 

The  leverage  for  raising  the  Knife  Bar  is  well  arranged,  and  the  position  of  the  Knife  can  be 
altered  while  in  motion. 

The  Bearings  are  well  lubricated.  The  Patent  Fingers  are  of  wrought  iron,  faced  with  steel  on 
the  upper  and  sides  of  Slot. 

Price  of  Iron  Frame  Two  Horse  Mower,  with  two  Knives,  Tools,  and  Pole 

Straps  complete,  width  of  cut  4  feet  3  inches    £22    0    0 

Extra  Knives,  each,  16/-. 


BAM  LETT^S 


IRON  FRAME  TWO  HORSE  COMBINED  MOWER  AND  BACK 

DELIVERY  REAPER, 

This  Machine  is  similar  to  the  preceding,  but  fitted  with  Reaping  Attachment,  with  quick  and 
slow  speed  Oearing. 

Price  of  Iron  Frame  Two  Horse  Combined  Mower  and  Reaper,  with  two 
Knives,  Tools,  and  Pole  Straps,  and  Patent  wrought  iron  Fingers  faced 

with  steel.    Width  of  cut  4  feet  3  inches £26    0    0 

Extra  Knives,  each,  16/-. 


B  AMLETT^S 

No.   3    LIGHT   IRON    FRAME   MOWER. 

In  this  Machine  the  Gearing  and  Frame  are  made  lighter  than  in  the  Mowers  previously 
described.    The  Fingers  are  made  of  wrought  iron,  faced  with  steel  on  both  sides  of  the  Finger  Slot. 

Price,  with  two  Knives,  Tools,  and  Pole  Straps £20    0    0 

Bamlett's  Light  Iron  Frame  Combined  Mower  and  Back  Delivery  Reaper  fitted 

with  quick  and  slow  speed  Gearing,  two  Knives,  Tools,  and  Pole  Straps...    £24    0    0 

Bamlett's  New  No.  4  Mower,  with  two  Knives,  Pole  Straps,  Oil  Tin,  Spanners, 
&c.,  (awarded  the  Highest  Prize  for  English  Mowing  Machines  at  the 
Paris  Exhibition,  1878)       ^2lK^    ^    ^ 


3o8  MOWING    MACHINES. 

HARRISON,  McGregor,  &  co.'s 
"ALBION"   TWO    HORSE    MOWERS. 

These  Mowers  are  simplu  in  coDstrucUon,  strong  and  durable,  and  easily  handled.  They 
closely  and  evenly,  ate  not  liable  to  clog,  and  have  a  light  draught. 

The  Finger  Bars  are  fitted  with  improved  steel  lined  malleable  iron  Fingers  of  a  new  o 
pattern,  combining  a  perfect  shear  cut  with  the  greatest  possible  strength,  while  their  improved  fi 
renders  them  leas  liable  to  clog  in  old  meadow  or  other  difficult  crops. 

The  Machines  are  also  fitted  with  an  improved  arrangement  by  which  the  pointe  of  the  Finj 
can  be  instantly  raised  or  lowered  while  at  work,  so  as  to  pick  up  laid  or  tangled  crops  or  to  oat  < 
uneven  ground. 

An  improved  malleable  iron  Mowing  Shoe,  inlaid  with  a  steel  plate,  is  provided  for  the  E 
to  cut  against ;  also  a  new  form  of  Knife  and  Knife  Heel  Quide,  with  improved  Connecting  Rod 
Knife  Holder. 

Price  of  "  Albion  "  TVo  Horse  Mower,  with  Two  Knives,  Box  of  Tools,  and 

usual  extras.    Right  or  left  hand  cut       :.    ...     £19    0     0 


HARRISON,    McGregor,    &    Co/s 

"ALBION"   COMBINED  TWO  HORSE  MOWERS 
AND    REAPERS. 

In  these  Machines  all  weight  b  removed  from  the  horses'  necks,  and  there  is  no  side  draigl! 

The  Reaping  Attachment  is  very  simple  and  efficient. 

Price  of  "Albion"  Two  Horse  Combined  Mowers  and  Reapers,  with 
Back  Delivery,  with  Two  Knives,  Box  of  Toots,  and  usual  extras. 
Right  or  left  hand  cut £23  10    0 


HARRISON,    McGregor,    &    Co.'s 

"ALBION"   ONE    HORSE    MOWERS, 

These  Machines  are  made  on  the  same  general  principle  as  the  Two  Horse  Machine  bat  lif 
throughout. 

Price  of  One  Horse  Mower,  3ft.  Sin.  cut,  right  or  left  hand    £17   20    0 

Price  of  One  Horse  Combined  Mower  and  B«apcr,  3ft.  Sin.  cut,  right  or  left 

hand     £30     0    0 
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WURR  &   LEWIS'S   MOULDING    MACHINE, 

For    Circular    or    Irregular    Wood    Mouldings. 

This  Machine  will  cut  Straight  or  Circular  Mouldings  with  great  speed  and  accuracy.  The 
Spindle  is  made  to  rise  and  fall,  and  will  revolve  at  any  speed  with  great  steadiness,  and  cut 
Mouldings  cleanly  and  rapidly. 

Circular  Moulding  Machine       £18    0    0 

Countershaft,  with  two  Standards,  and  Fast  and  Loose  Pulleys    £  7  10    0 


^VURR     &    LEWIS'S 


IMPROVED  WOOD  MOULDING  AND  PLANING  MACHINE. 

The  timber  is  fed  to  this  Machine  by  four  Calender  Rollers  driven  by  direct  Tooth  Gear,  and  is 
moulded  or  planed  on  all  its  surfaces  at  one  time  by  four  revolving  blocks  having  Cutters  of  the 
shapes  and  kinds  required. 

The  two  top  rollers  rise  and  fall  in  curved  guides,  struck  from  the  centre  of  the  wheel  by  which 
they  are  driven,  so  that  the  wheels  alwajrs  work  in  gear,  and,  at  the  same  time,  allow  timber  of  any 
thickness  up  to  12  inches  by  4  inches  to  pass  through. 

Boards  are  planed  by  fixing  Plane  Cutters  in  the  top  and  bottom  blocks,  and  the  edges  are 
planed,  or  tongued  and  grooved,  by  suitable  Cutters,  fixed  to  the  side  heads  or  blocks. 

Boards  are  planed  and  moulded  at  the  rate  of  from  10  feet  to  30  feet  per  minute. 


Inches. 

Power  required. 

Price. 

No.  1  Machine,  to  plane  or  mould 

•  •• 

12  by  4 

•  ••          0   H  i  .          «•• 

£190    0    0 

No.  2  Ditto               ditto 

••• 

9  by  3 

..•         4jLk*          *•• 

£120     0     0 

No.  3  Ditto               ditto 

•  • . 

7  by  5 

•  .•       a  AX  1  .       ... 

£  95     0     0 

No.  4  Machine,  to  plane  14  inches 

on  one 

side 

•••       3  HI  •        «»« 

^^^    ^    ^ 

40 
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wunn  &  LEvs^is's 

IMPROVED    ROUNDING    MACHINE. 

For    Rounding    Broom    Handles,    Cuptain    Poles,    and    other     Suhlar 
Articles,  out  of  Square  or  Irregular  Shaped  Wood. 

The  wood,  after  being  sawn,  is  placed  between  the  Bevel  Feed  Rollers,  whioh  feed  it  throngh  the 
hollow  Mandril,  at  the  end  of  which  is  a  chuck  carrying  cutters  which  reduce  it  to  the  size  required. 

Three  Cutter  Heads  and  Gutters  are  supplied  with  the  Machine. 

Price  of  Rounding  Machine £20     0    0 


WURR     &    LE^VIS'S 

IMPROVED    general    JOINER. 

This  Machine  will  saw  wood  up  to  eleven  inches  deep,  plane  any  thickness  up  to  eeven  inches 
wide  at  one  cut,  and  eleven  inches  by  reversing ;  will  stick  Mouldings  up  to  four  inches  wide,  and 
edge  several  thicknesses  of  Boards  at  once  up  to  nine  inches  wide  ;  cut  single  or  double  Tenons,  ui 
bore  a  mortise  from  outer  end  of  Spindle. 

The  Countershaft  is  fittedjwith  Fast  'and  Loose  Pulleys,  Driving  Pulley  with  quick  and  slof 
speed,  and  Striking  Gear. 

The  Frame  is  of  cast  iron,  truly  planed ;  all  the  details  are  of  the  best  materials  ;  and  the 
workmanship  throughout  is  of  the  best  description. 

General  Joiner  complete,  including  one  26  inch  Circular  Saw,  two  18  inch 
Tenoning  Saws,  one  10  inch  Drunken  Saw,  with  Collars  for  cutting  any 
width  of  groove  ;  one  12  inch  Saw,  for  shouldering  and  cross  cutting  ; 
one  Moulding  Block  with  full  set  of  Bolts,  one  Finger  Plate,  and  three 
sets  of  Moulding  Cutters ;  one  set  of  six  Patent  Augers ;  one  long  Fence 
with  Pressure  Rollers  and  Binding  Rollers,  for  squaring  up,  &c. ;  One 
Tenoning  Cramp  ;  one  Shouldering,  Cross  Cutting,  and  Mitreing  Slide ; 
one  Angle  Cutting  Fence,  and  one  set  of  Spanners  and  handles    £70     0    0 
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•WURR     &    LEWIS'S 


PATENT  COMBINED  GENERAL  JOINER  AND  BAND 

SAWING  MACHINE, 


WITH   OOUNTERSHAPT  FOB    STEAM   POWER. 


This  Machine  is  constructed  entirely  of  iron,  with  all  the  working  surfaces  truly  planed  ;  all  the 
Bearings  have  adjustable  gun-metal  steps,  and  the  working  parts  are  well  fitted  and  finished. 

It  is  made  to  take  a  Circular  Saw  27  inches  in  diameter,  and  will  cut  boards  up  to  eleyen 
inches  deep. 

The  Band  Saw  will  cut  wood  up  to  8  inches  thick,  and  has  27  inches  clear  space  between  the 
Saw  and  the  Column. 

The  Circular  Saw  Spindle  rises  and  falls,  and  is  made  long  enough  to  take  a  Moulding  Cutter 
Block,  Grooving  Saws,  Tonguing  and  Rebating  Irons,  &c.,  &c.  Loose  Collars  are  provided  for 
spacing  Tenon  Saws,  for  Tenons  ^  inch,  i  inch,  and  f  inch  thick. 

The  Machine  will  stick  mouldings,  plane  any  thickness  up  to  7  inches  wide  at  one  cut,  and  1 1 
inches  by  reversing ;  edge  several  thicknesses  of  boards  at  one  time  up  to  9  inches  wide,  cut  single 
or  double  Tenons,  and  bore  or  mortise  from  outer  end  of  Saw  Spindle. 

A  Countershaft  is  provided,  with  Striking  G^ar  so  arranged  that  the  Circular  Saw  and  Band 
Saw  can  be  driven  separately  or  both  at  once. 

The  end  of  the  Saw  Spindle  is  bored  and  fitted  with  Set  Screw  to  carry  Auger. 
Combined  General  Joiner  and  Band  Sawing  Machine  complete,  with  tools  as 

tlODVllUW*  ••■  .vf  ft  at*  f«f  «••  f«.  f.f  vta  ff«  .ft  •**  ***  *4*»'^ 
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W^URR    &    LEAVIS'S 


IMPROVED    GENERAL    JOINER. 

For  Planing,  Moulding,  Tenoning,  Tonguing,    Grooving,    Rebating,    and 

Sawing  by  Circular,  Band,  or  Fret  Saw. 


The  advantage  of  this  Machine  consists  in  the  facilities  for  working  each  part  separately  or 
together,  being  so  constructed  that  the  workman  can  change  from  Planing  to  Moulding,  Sawing, 
Tenoning,  or  Boring,  without  having  to  remove  or  add  to  any  part  of  the  Machine  ;  or,  if  required. 
all  parts  may  be  worked  at  one  and  the  same  time,  which  would  employ  three  men. 


This  Machine  comprises  : — 


Ist. — A  rising  and  falling  Spindle  Circular  Saw  Bench,  for  plain  or  bevel  sawing,  crosR 
cutting,  grooving,  and  rebating. 


2nd. — A  Moulding  and  Planing  Machine  to  work  any  length  of  wood. 


3rd. — A  complete  Tenoning  Machine. 


4th. — An  Endless  Band   Sawing  Machine,  with  Canting  Table  and  improved  Spring 
Compensation  Tension  Apparatus. 


No. 

Depth  will  saw. 

Will  Plane  and  Mould. 

Average  Power 
required. 

Price. 

1 
2 

7  inches 
11  inches 

7  inches  by  4  inches 
1 1  inches  by  4  inches 

6  HP. 
8  IIP. 

£125    0     0 
£200    0     0 

I 


In  the  No.  2  xMachine  the  Saw  Bench  has  a  Self-acting  Feed,  and  a  Circular  Moulding  Apparatus,  and 

it  will  plane  or  mould  four  sides  at  one  operation. 
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WURR    &    LEWIS'S 

IMPROVED    TENONING    MACHINE, 

For  Joiners,  Builders,  and  Cabinet   Makers. 

In  this  Machine  the  wood  requiring  to  be  tenoned  is  fixed  against  a  fence,  and  held  down  by  a 
Hand  Lever  on  a  cast  iron  Sliding  Table  covered  over  with  wood  ;  this  Table  works  on  two  cast  iron 
Standards,  which  are  firmly  fixed  to  the  Bed  Plate  of  the  Machine. 

The  Table  is  fitted  with  Adjustable  Stops,  thus  saving  the  workman's  time  in  setting  out  stuff 
to  be  tenoned. 

There  are  two  Cutter  Heads,  with  rising  and  falling  motion,  to  suit  the  various  depths  of  tenons 
required  to  be  cut ;  each  Cutter  Head  is  adjustable  on  the  Spindle,  and  is  fitted  with  Shouldering 
Irons  so  as  to  cut  a  clean  shoulder. 

All  parts  of  the  Machine  are  firmly  fixed  to  the  Bed  Plate,  making  it  perfectly  self-contained. 

A  Scribing  Apparatus  can  be  fitted  to  this  Machine. 

A  set  of  Cutters,  Striking  Gear,  and  Spanners  are  included. 

Tenoning  Machine  to  cut  Tenons  3  inches  long     £50    0    0 

Average  Power  required,  1-Horse  Power. 


IMPROVED   TENONING    MACHINE, 

WITH    SCRIBING    APPARATUS. 

This  Machine  will  cut  single  or  double  Tenons  5  inches  long.  It  is  fitted  with  a  Vertical 
Spindle,  for  scribing,  shouldering,  and  cutting  double  tenons. 

The  Cutter  Spindles  are  made  of  steel,  and  run  in  Bearings  of  gun-metal.  The  Blocks  are  fitted 
with  a  special  form  of  Cutter,  which  is  quite  flat,  and  is  therefore  as  easily  sharpened  as  an  ordinary 
adze  iron. 

Each  Cutter  Head  is  driven  separately  from  the  Countershaft  fixed  on  the  Machine.  Shelving 
can  be  trenched  to  any  required  length.  The  bottom  Tenoning  Head  can  be  removed  without 
raising  the  Spindle. 

The  limber  to  be  worked  is  fixed  on  a  cast  iron  Sliding  Table,  and  held  down  by  a  Lever  close 
to  the  Cutter  Heads. 

The  whole  Machine  is  mounted  on  a  strong  cast  iron  Bed  Plate. 

Tenoning  Machine,  with  Scribing  Apparatus,  to  cut  Tenons  5  inches  long  ...      £70    0    0 

Average  Power  required,  2-Hor8e  Power. 
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WURR     &     LEWIS'S 


MACHINE  FOR  PLANING,  JOINTING, 
TONGUING,  GROOVING,  &  MOULDING  WOOl 

This  Machine  is  designed  expressly  for  Planing,  Jointing,  Tonguing,  Grooving,  Rebati 
Thicknessing,  and  Moulding  all  kinds  of  timber,  at  speeds  varying  from  30  to  60  feet  per  minnte. 

The  timber  is  fed  through  the  Machine  by  means  of  large  (calender  Rollers,  so  arranged  that 
top  ones  may  be  raised  or  lowered  by  means  of  a  Hand  Wheel  and  Screw  to  suit  any  thickness, 
can  be  worked  on  all  four  sides  at  once,  or  separately. 

The  Underside,  aft«r  having  the  rough  surface  adzed  off  by  Revolving  (Gutters,  is  planed  t 
smooth  surface  by  fixed  plane  irons.  The  edges  are  worked  by  Revolving  Cutters  fixed  on 
Vertical  Cutter  Blocks,  which  plane,  rebate,  tongue,  or  groove  them,  and  the  timber  is  reduced  ti 
even  thickness  by  Cutters  fixed  on  the  top  Cntter  Block. 


The  Machine  is  constructed  throughout  in  the  most  substAUtial 
details  have  all  the  most  recent  improvemeuts. 

No.  I.  For  timber  up  to  12  inches  by  4  inches,  5-Horse  Power 
No.  2.  For  timber  up  to  14  inches  by  5  inches,  ti-Horse  Power 


and  the  mechai 


£225 

£300 


WURR     &     LEWIS'S 


r\ 


IMPROVED  MORTISING  &  BORING  MACHIN 

This  Machine  will  cut  mortises  6  inches  deep,  and  take  wood  upon  the  Table  16  inches  1 
inches. 

The  Chisels  are  of  an  improved  shape,  and  are  reversed  by  a  simple  and  accurate  amngen 

The  Tool  Holder  can  be  readily  adjusted  to  varying  thicknesses  of  wood  requiring  to  be  mortued. 

Price  of  Mortising  Machine,  including  eight  Chisels  and  one  Core  Driver     ...     £14  14    g 

Boring  Arrangement  and  six  Augers £  j     10 
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WURR    &    LEWIS'S 

IMPROVED  VERTICAL  TIMBER  FRAMES, 

WITH    RAOK    PEED. 

These  Frames  are  constructed  to  convert  any  kind  of  round  or  square  timber  into  Planks, 
Boards,  Deals,  or  Panelling. 

The  tree  or  log  to  be  sawn  is  placed  on  a  case  iron  fiack  Carriage  and  held  at  each  end  by 
adjustable  Clips,  which  have  a  lateral  motion  to  enable  them  to  follow  the  curve  of  a  log.  The  iron 
Rack  Carriage  is  worked  forward  by  a  pinion,  driven  by  an  improved  silent  Feed  Motion. 

The  timber  is  supported  immediately  in  front  of,  and  behind  the  Saws,  by  two  rollers,  which  can  be 
raised  or  lowered  to  follow  the  irregularities  of  the  under  surface.  The  Saws  have  thus  a  firm 
resistance  to  cut  against,  and  the  Frame  is  saved  from  many  severe  strains  to  which  it  would 
otherwise  be  subjected. 

The  Crank  Shaft  is  very  strong,  and  the  Connectiog  Rod  is  carried  halfway  up  the  Swing  Frame 
on  each  side,  to  obtain  the  advantage  of  a  long  rod  without  deep  foundations. 

These  Frames  are  also  made  with  a  Roller  Feed,  which  is  an  advantage  when  the  logs  to  be  cut 
are  tolerably  straight  or  level  on  the  under  side,  so  that  they  bear  evenly  on  the  Rollers ;  they  can 
then  be  cut  more  expeditiously  with  the  Roller  than  with  the  Rack  Feed. 

For  situations  where  it  is  impossible  to  have  any  of  the  machinery  working  underground,  the 
Frames  are  constructed  on  Base  Plates,  fixed  on  the  Floor  Level. 


Size. 


1 

2 

3 
4 
5 


To  cut  Logs. 
Diameter. 


20  inches 
24  inches 
30  inches 
36  inches 
42  inches 


Length  of  Log. 


30  feet 
30  feet 
30  feet 
30  feet 
30  feet 


Average  Power 
required. 


5  HP. 

6  HP. 

7  HP. 

8  HP. 
10  HP. 


Price. 


£300  0  0 

£325  0  0 

£340  0  0 

£380  0  0 

£450  0  0 
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WURR    &    LEAVIS'S 


IMPROVED    PORTABLE    SINGLE    DEAL    FRAMES. 


These  strong  and  compactly  constructed  Frames  are  entirely  self  contained  and  mounted  on  a 
cast  iron  base  plate,  are  easily  fixed,  and  do  not  require  any  underground  foundations. 

They  will  cut  one  Deal  at  once,  of  any  size,  up  to  20  inches  by  6  inches,  are  fitted  with  strong 
double  Crank,  forked  Connecting  Rod,  Steel  Frame  for  Saws,  patent  Silent  Feed  Motion,  top  and 
bottom  Feed  Rollers,  both  of  which  are  driven  by  direct  Gearing  ;  this  renders  any  back  slip  of  the 
timber  impossible  while  being  cut,  and  is  much  better  than  when  the  bottom  rollers  only  are  driven. 


To  Cut.  Weight.  Power  required.  Price. 

No.  1.  One  Deal  20  inches  by  6  inches   ...    2^  Tons    ...    3-Horse  Power    ...    £110     0     0 


IMPROVED    DOUBLE    DEAL    FRAMES. 


These  Frames  are  constructed  to  cut  two  Deals  at  once.  Both  top  and  bottom  Feed  Rollers  are 
driven  by  direct  Gearing,  and  each  side  has  an  independent  Feed  Motion,  so  that  one  Deal  can  be 
fed  forward  independently  of  the  other  at  the  speed  which  best  suits  the  number  of  cuts  being  made. 
The  work  is  thus  done  much  more  expeditiously. 


No.                                To  Cut. 

1 

Weight. 

Power  required. 

Price. 

I 

2  1   2  Deals  18  inches  by  6  inches 

3  ,   2  Deals  20  inches  by  G  inches 

4  2  Deals  24  inches  by  6  inches 

1 

3  Tons 
3i  Tons 

4  Tons 

5  HP. 

6  HP. 

7  HP. 

£165     0    0 
£175     0    0 
£185     0    0 
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AVURR     &    LEWIS'S 


IMPROVED  NON-EXPANDING  HOLLOW  AUGERS. 

Inches      ...        I        tV        i        A        I        f        I        1         H        H        If        1i 
Each 6/-      6/-      6/-      7/-       7/-      7/-      8/-     8/-      10/-      10/-      12/-      12/- 


IMPROVED   UNIVERSAL   HOLLOW  AUGER. 

This  Auger  will  cut  from  f  to  IJ  inch,  and  is  very  light  and  convenient.    Any  part  can  he 
easily  replaced,  as  it  is  all  made  to  a  gauge. 

Price  of  Hollow  Auger        each    £1  10    0 

Extra  Cutters      per  pair    £0    3    0 


IMPROVED    BORING   MACHINES. 

Plain  Vertical  Boring  Machine,  with  2  Handles,  without  Augers      £1     6    0 

Ditto  ditto  with  2  Handles,  with  Augers  i,  |,  f ,  |,   1,  Ij, 

Xv,  ix',  anu  A  incn  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  Jwo  u  u 

Angular  Boring  Machine,  with  2  Handles,  without  Augers       £116    0 

Ditto  ditto  with  2  Handles,  with  Augers  J,  |,  f,  J,   1,  Ij,  IJ, 

Xx,  and  ^  men***  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  •••  juo  lkj    v/ 


IMPROVED   SPOKE   TRIMMER. 

This  tool  is  required  to  trim  the  ends  of  Carriage  Spokes,  Chair  Rounds,  &c.,  before  using  tlie 
Hollow  Auger. 

Pricp  ^    "v     '^ 

X  lAvVa**     •••     •••     •••     •4»  •••     •••     •••     4**     •••     •••     •••     •••     •••     •••     ••• 
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WURR    &    LE-WIS'S 

HORIZONTAL  SINGLE  BLADE  SAWING  MACHINES. 

These  Frames  Saw  Logs  into  Boards  or  Planks  by  ciittmg  off  one  at  a  time ;  tht 
advantageous  where  it  is  necessary  to  examine  the  log  after  each  cut,  or  to  frequently  yax 
thickuess  of  the  hoard.  They  require  little  Power.  The  Saw  works  horizontally,  is  very  thin 
shiir|n?iiu(l  tn  cut  both  ivuy:. ;  Liits  very  fjLst,  and  works  much  eliiancr  than  a  Vertical  Frame. 

The  Travelling  Table  is  only  a  few  inches  above  the  floor,  so  that  the  logs  can  easily  be  t 

on  to  it.     This  Table  is  fitted  with  dogs  for  holding  the  timber  while  being  sawn,  has  a  variabl 
and  quick  return  motion. 

The  Reciprocating  Frame  is  made  light  and  strong  to  work  at  a  high  speed. 


Siie. 

To  cut  L<^. 

Averagi:  Power 
required. 

^-      1 

1 

24  inches  square,  24  feet  long 

3  IIP. 

£220 

0 

0 

2 

30  inches  square,  24  feet  long 

3  HP. 

£240 

0 

0 

3 

36  inches  square,  24  feet  long 

4  HP. 

£270 

0 

0 

4 

42  inches  square,  24  feet  long 

6  HP. 

£300 

0 

0 

5 

4S  inches  square,  24  feet  long 

5  HP. 

£330 

0 

0 
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W^ORSS  AM'S 

SINGLE  CUTTER  OUTSIDE   MOULDING  MACHINE. 

This  Machine  is  adapted  for  Cutting  Mouldings,  or  Planing  stufiF  of  various  kinds.  It  is  very 
convenient  for  light  work,  and  can,  if  desirable,  be  supplied  with  bottom  and  side  cutters.  The 
rate  of  feed  may  be  varied  from  12  to  40  feet  per  minute. 


To  Mould  up  to. 

• 

Approximate 
Weight. 

Average 
Power. 

Diam.  of  Pulleys 
on  Countershaft. 

Speed  of  Counter- 
shaft  per    minute. 

Price. 

4  inches  by  2  inches  thick 
7  inches  by  3  inches  thick 
9  inches  by  3  inches  thick 

• 

20  CWt. 

25  cwt. 
35  cwt. 

2  HP. 

3  HP. 

4  HP. 

10   inch 
12   inch 
12   inch 

900  revs. 
900  revs. 
900  revs. 

£55 

£70 
£90 

WORSSAM'S 

FOUR   CUTTER   MOULDING   AND   PLANING 

MACHINE. 

This  Machine  is  adapted  to  Plane,  Groove,  Tongue,  Edge,  Thickness,  and  Bead  Match  Boarding 
or  Flooring,  cut  single  or  double  mouldings  of  any  pattern,  in  hard  or  soft  wood,  at  rates  varying 
from  12  to  40  feet  per  minute. 

The  under  Cutter  Block  is  situated  in  advance  of  the  upper  one,  giving  the  timber  under 
operation  a  smooth  face  to  work  on,  whilst  travelling  beneath  the  Cutters. 

The  timber  is  firmly  held  by  a  neat  Pressing  Apparatus  while  under  the  action  of  the  Cutters 
and  Rolls  ;  all  the  intermediate  Shafts  are  at  one  end  of  the  Machine,  leaving  the  front  quite  clear 
for  the  workman. 

The  Table  of  the  Machine  is  fixed,  and  the  top  Cuttermoveable ;  an  arrangement  which  allows 
the  whole  to  be  made  stronger,  and  brings  the  Hand  Wheel  which  regulates  the  depth  of  cut,  within 
convenient  reach  of  the  operator.  The  Cutter  Blocks  do  not  overhang  their  Bearings,  but  revolve 
between  them. 


To  work  stuff  up  to. 


9  inches  by  3  inches  thick 
12  inches  by  4  inches  thick 


Approximate 
Weight. 


2^  tons 
3    tons 


Average 
Power. 


4  HP. 
6  HP. 


Diameter  of 
Pulleys. 


12  inches 
14  inches 


Speed  of  Counter- 
shaft  per    minute. 


I 


1000  revs. 


900  revs. 


V 


Price. 


£160 
£200 


\ 
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WORSSAM'S 


COMBINED  PLANING  AND  MOULDING  MACHINE. 


This  Machine  is  adapted  to  Plane,  Groove,  Tongue,  Edge,  lliickness,  and  Bead  Match  Boarding 
and  Flooring,  cut  single  or  double  Mouldings,  &c.,  at  rates  var}'ing  from  12  to  40  feet  per  minute. 


It  resembles  in  most  respects  the  Moulding  Machine  described  on  the  preceding  page,  with  the 
addition  of  the  stationary  plane  irons  for  floor  boards,  which  are  contained  in  a  box  or  drawer  that 
may  easily  be  withdrawn  for  the  purpose  of  re-setting  the  irons  or  substituting  another  set. 


Suitable  Pressure  Apparatus  is  provided  to  retain  the  timber  well  on  its  seat  while  passing  over 


the  irons. 


The  Cutter  Blocks  are^ll  driven  from  the  rear  of  the  Machine,  thus  leaving  the  front  dear  for 
the  admission  of  the  material. 


Each  Machine  will  plane  boards  with  the  fixed  irons  up  to  1|  inches  thick  only. 


The  bottom  rollers  can  be  raised  or  lowered  to  suit  the  nature  of  the  work. 


To  work  stuff  up  to. 

1 

Approximate        Average 
Weight.             Power. 

1 

Diameter  of-            Speed  of 
Pulleys.             Countershaft. 

Price. 

9  inches  by  3  inches  thick 
12  inches  by  4  inches  thick 

1 

3  tons     ,     5  HP. 

4  tons           7  HP. 

12  inches          900  revs. 
14  inches  \        900  revs. 

£220 
£250 
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WORSSAM'S 


ROLLER    PLANING    MACHINE 


This  Machine  is  intended  for  Preparing  Flooring,  Match  Boarding,  &c.  It  will  Plane,  Groove, 
Tongue,  Edge,  and  Thickness,  at  one  operation,  boards  or  planks  up  to  12  inches  wide  by  4  inches 
thick. 


The  Plane  Irons  are  fixed  at  suitable  angles,  in  cast  iron  boxes,  which  may  be  withdrawn  and 
others  substituted  when  the  irons  are  dull. 


The  Top  Pressure  Apparatus  over  the  Plane  Irons  is  so  arranged  that  a  regular  pressure  is 
exerted  over  the  entire  surface. 


The  top  side  and  edges  of  the  timber  are  acted  upon  by  Cutters  secured  to  revolving  adze 


blocks. 


The  boards  are  fed  through  the  various  Cutters  by  means  of  powerful  rollers,  driven  by  Spur 
Gearing,  and  which  may  easily  be  raised  or  lowered  to  suit  the  various  thicknesses  of  stuff. 


To  Plane  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft 

Speed  of 

Countershaft  per 

minute. 

Price. 

12  inches  wide  by  4  inches  thick 
16  inches  wide  by  6  inches  thick 

6  tons 
8  tons 

6  HP. 
8  HP. 

16  inches 
16  inches 

900  revs. 
900  revs. 

£350 
£420 

Beading  Block  for  either  sizcj  extra,  £20« 
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WORSSAM'S 


PANEL    BOARD    PLANING    MACHINE. 


This  Machine  is  designed  for  Flaniog  thin  boards  such  as  door  panels,  and  will  work 
hard  or  soft  wood.  It  will  admit  timber  up  to  24  inches  wide,  and  is  well  adapted  for  Flaoi 
Tbicknessing  bard  wood  panels  for  railway  carriages,  stnfT  for  fancy  boxes,  and  other  light  w<n 

The  Cutters  are  fixed  to  a  horizontal  revolving  adse  block,  and  the  feed  motion  ia  conti 
and  consists  of  revolving  rollers  capable  of  adjustment  to  suit  the  various  thicknesses  of  stuff 
operated  upon.  The  rate  of  feed  oan  be  varied  by  means  of  Strap  Cone  Pulleys  providtid  1 
purpose. 

A  suitable  Preasute  Apparatus  serves  to  keep  tlie  material  under  operation  firmly  down 
bed  of  the  Machine. 


24  inclics  wide  by  il  inchi'K  thipk 


niamelur  of 
Pulleys  on 
CounlLTshaft. 
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^VORSSAM'S 


COMBINED   SHAPING,   CHAMFERING,   AND 

MORTISING    MACHINE. 

This  is  a  useful  Machine  for  Shaping,  Chamfering,  Boring,  and  Mortising  various  parts  of 
Carts,  Wagons,  Thrashing  Machines,  &c.,  &c.  It  is  also  useful  for  Shaping  Wheel  Felloes,  Spokes, 
and  other  work  of  a  similar  character. 

The  Cutters  are  secured  to  a  wrought  iron  block  revolving  in  horizontal  bearings,  one  end  being 
fitted  with  a  driving  pulley,  while  the  other  is  bored  to  receive  a  mortising  or  boring  tool. 

For  straight  work  a  light  cast  iron  table  with  fence  is  employed,  through  which  the  Cutters 
project,  and  when  not  required  for  use  this  table  can  be  turned  over  out  of  the  way. 

For  Chamfering  or  irregular  work  two  circular  guides,  capable  of  lateral  adjustment,  are  fitted 
above  the  Cutters,  and  the  material  to  be  operated  upon  is  passed  between  them. 

The  Mortising  and  Boring  Apparatus  is  of  the  reciprocating  kind  and  similar  in  arrangement 
to  that  of  the  Patent  General  Joiner. 


To  work  stuff  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diam.   of  Pulleys 
on  Countershaft. 

Speed  of 
Countershaft. 

Price. 

7  inches  wide 
12  inches  wide 

7  cwt. 
10  cwt. 

IHP. 
2  HP. 

4  inches 
6  inches 

600  revs. 
600  revs. 

£22    0    0 
£33    0    0 

•  •  •  •  •  • 


Intermediate  Shaft  with  Pulle3rs  and  Pedestals  .. 
Mortising  and  Boring  Apparatus  for  either  size.. 
Boring  Apparatus  for  either  size  ... 
Saw  Collars  and  Nuts  for  Circular  Saw 
Pressure  Rollers  for  thin  boards  ... 
Cutter  Block  and  Bolts  for  Moulding... 
Hard  Wood  Saw  Table... 


...     * . 


...     ...     .. 


•  .•     . . 


•..     ...     ...     ...     ■• 


...     ...     •* 


...     ...     .. 


...  ...  a. 


...  ...  .. 


...  • • • 


...  ...  .. 


...  ..a  .a 


...  ... 


...  ... 


.  •  a  •  .  . 


• . a  ... 


...  ... 


. . •  ... 


•  a  •  a  a  • 


£10  0 
£15  0 
£50 
£20 
£  4  10 
£22 


0 
0 
0 
0 
0 
0 


£  2    V«i 
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WORSSAM'S 

HORIZONTAL    BORING   MACHINE. 

This  is  a  useful  little  Boring  Machine  for  general  purposes.     It  comprises  a  Sliding  Head  Stock 
having  the  Spindle  fitted  with  a  Driving  Pulley,  and  bored  to  receive  the  Auger. 

The  Auger  is  brought  to  its  work  by  a  Foot  Lever,  which  being  counterbalanced,  acts  on  th< 
Sliding  Head  Stock  and  withdraws  the  boring  tool. 

The  material  to  be  operated  upon  is  secured  to  a  Table  capable  of  being  raised  or  lowered  to  suii 
the  requirements  of  the  work. 

The  Machine  can  be  converted  into  a  Horizontal  Boring  and  Mortising  Machine  at  extra  cos 
if  required. 


Approximate 
Weight. 

Average 
Power. 

Diam.  of  Pulleys 
on  Countershaft. 

Speed  ot 
Countershaft. 

Price. 

10  cwt. 

1  HP. 

8  inches 

750  revs. 

£30    0    0 

The  above  Machine  will  bore  holes  up  to  7  inches  deep  and  2  inches  diameter. 


AVORSSAM'S 

SMALL   TENONING   MACHINE. 

For  light  work  this  Machine  is  very  valuable.  It  will  cut  single  or  double  Tenons  up  to  5 
inches  long  and  scribe  the  shoulders  at  one  operation,  and  will  tenon  any  kind  of  wood  up  to  II 
inches  wide  by  6  inches  thick. 

Cutters  of  special  construction  serve  to  form  the  Tenons,  and  the  piece  or  pieces  to  be  operatec 
upon  are  clamped  to  a  light  iron  table  worked  by  hand  under  the  Cutters  ;  tne  Cutter  Heads  an 
capable  of  adjustment  to  suit  various  lengths  of  shoulder.  A  Vertical  Spindle,  furnished  with  \ 
Drunken  Saw,  forms  the  double  Tenons. 

For  Scribing  Shoulders  a  Disc  or  Block,  fitted  with  suitable  Cutters,  is  substituted  for  th 
Drunken  Saw  Apparatus;  the  Table  is  fitted  with  Spring  Stops  to  regulate  the  lengths  between  th 
Shoulders,  thus  obviating  the  necessity  for  guaging. 


Approximate 
Weight. 

Average 
Power. 

Diam.  of  Pulleys 
on  Countershaft. 

Speed  of 
Countershaft. 

Price,  with  Inter- 
mediate Shaft. 

25  cwt. 

2  HP. 

t 

12  inches 

450  revs. 

£75    0    0 

To  Tenon  stuff  up  to  18  inches  wide  and  6  inches  thick. 
Vertical  Spindle  for  cutting  Double  Tenons  and  Scribing  Shoulders  ...     extra    £12     0     0 
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WORSSAM'S 

COMBINED  TENONING,  MOULDING,  AND  BORING  MACHINE. 


page. 


In  this  Machine  the  Tenons  are  formed  in  a  similar  manner  to  that  described  on  the  preceding 

A  Table,  with  Clamps,  carries  the  stufiF  between  the  Revolving  Cutters. 

The  operations  of  Moulding  and  Thicknessing  are  performed  at  the  opposite  end  of  the  Machine, 
the  material  being  fed  through  the  Cutters  by  "  ^elf-acting  Feed." 

The  Boring  is  perfonned  in  the  usual  way. 


Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft . 

Speed  of 
Countershaft. 

Price. 

2  tons 

3  HP. 

12  inches 

600  revs. 

£150 

Mortising  Apparatus,  extra,  £15. 


WORSSAM'S 

COMBINED   MORTISING   AND    BORING   MACHINE. 

This  Machine  is  specially  intended  for  Mortising  Doors,  Window  Frames,  Cabinet  Work,  &c., 
and  is  capable  of  Mortising  stuff  of  the  various  sizes  stated  below.  The  Chisel  is  fitted  in  a  slide  to 
which  vertical  reciprocating  action  is  given  by  a  Connecting  Rod  leading  from  a  Sijindle  which 
carries  the  Driving  Pulleys  and  Fly  Wheel.  The  motion  of  tne  Chisel  is  arrested  by  suitable  means 
provided  for  the  purpose. 

The  Tool  Holder  is  fitted  with  a  simple  arrangement  for  reversing  the  Chisel,  and  the  Boring 
Apparatus  is  placed  in  proximity  to  the  Mortise  Chisel  and  in  the  same  line,  so  that  for  hard  wood 
all  that  is  necessary  is  to  cramp  it  to  the  Table,  bore  one  or  two  holes,  and  then  pass  it  under  the 
Mortise  Chisel. 

This  Machine  can  be  supplied  without  the  Boring  Apparatus,  which  is  seldom  required  when 
only  soft  wood  is  to  be  operated  upon. 


To  Mortise  stuff  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

10  inches 
18  inches 
22  inches 

Revolutions 
per  minute. 

• 

Price. 

11  inches  deep  by  6  inches  thick 

12  inches  deep  by  12  inches  thick 
14  inches  deep  by  14  inches  thick 

2  tons 
2|  tons 

3  tons 

IHP. 

HHP. 

2  HP, 

200 
200 
200 

£  75 
£120 
£150 

1 1  inch  size. 

12  inch  size. 

14  inch  size 

Boring  Apparatus,  extra, 

•  •  • 

••  • 

•  •  • 

•  ••      JulO      .  •• 

•  •  • 

•  ••       jlJaK)       .••       •• 

.        ...     %i^^ 
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WORSSAM'S 

HAND    MORTISING    MACHINE. 


A  lad  can  perform  sb  much  work  with  the  Etssistancc  of  this  Machine  as  six  men 
mortising  with  Hand  Chisels. 

The  Machines  are  made  in  two  sizes,  the  larger  one  being  of  ample  strength  to  work  Chi 
to  2  inches  wide. 

The  Table  to  carry  the  work  can  be  adjusted  to  suit  the  dimensions  of  the  required  mor 

Power  is  applied  to  the  Chisel  through  a  Counterbalance  Lever, 

No.  1.  Large  Machine,  with  Boring  Apparatus,  eight  Mortise  Chisels,  Auger, 

Core  Driver  and  Spanner.     Approximate  weight  5j  cwt £80     0 

No.  2.  Small  Machine,  with  Boring  Apparatus.      Approximate  weight  4  cwt.     £23     0 

No.  3.  Small  Machine,  with  eight  Mortise  Chisels,  Core  Driver  and  Spanner. 

Appro.\imate  weight  3^  cwt £20     0 


WORSS  AM  'S 


PATENT    HAND    MITREING   MACHINE. 


Tliis  is  a  useful  tool  for  Joiners,  Picture  Frame  Makers,  &c.     It  is  well  adapted   for  i 
Frame  Mouldings,  Panel  Mouldings,  &c. 

TIic  work  to  bo  operated  npon  is  placed  in  the   Machine  at  an  angle  of  45  d^^es,  ; 
Kuifi.-,  with  circular  edge,  is  actuated  perpendicularly  by  a  lever. 


Tlie  Machine  is  portable,  and  can  be  taken  anywhere . 

Large  Mitreing  Machine         

Small  Mitruing  Machine  


£6     0 
£3     0 
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WORSSAM'S 


UNIVERSAL   MOULDING,   SHAPING,   AND 

RECESSING   MACHINE. 


This  Machine  is  applicable  to  a  number  of  purposes,  amongst  which  are  Cutting  Curvilinear 
Mouldings ;  Sticking  Circular  and  Straight  Sash  Bars ;  Moulding,  Rebating,  and  Grooving  square 
or  circular  Sash  Frames  ;  forming  Mouldings  round  raised  Door  Panels ;  Moulding,  Chamfering,  or 
Edging  flat  ornamental  Balustrades  to  pattern  ;  forming  the  Housings  in  String  Boards  for  Stairs ; 
and  sinking  Recesses  of  any  design. 

The  Machine  is  furnished  with  top  and  bottom  Vertical  Cutter  Spindles,  driven  from  a  Vertical 
Intermediate  Shaft  at  the  back. 

The  upper  Spindle  is  lowered  into  the  work  by  depressing  a  Handle ;  as  soon  as  the  Handle  is 
released  the  Cutter  rises  from  the  work  through  the  agency  of  a  strong  spring  affixed  to  the  Slide. 

Suitable  Stops  are  provided  to  regulate  the  depth  for  Recessing.  When  striking  Mouldings,  a 
fixed  table  is  employed,  but  for  recessing  Curvilinear  work,  &c.,  a  table  on  Friction  Rollers  is 
substituted. 

The  lower  Cutter  Spindle  revolves  in  a  reverse  direction  to  the  upper,  and  is  useful  for  certain 
kinds  of  work. 

The  Machine  is  supplied  with  all  the  tools  necessary  to  effect  the  operations  above  described. 


Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulley  on 
Countershaft. 

Speed  of  Counter- 
shaft. 

Price. 

30  cwt. 

2  HP. 

10  inches 

600  revs. 

£110 

Bottom  Spindle,  extra,  £15. 
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WORSSAM'S 

IRREGULAR   MOULDING  AND   SHAPING   MACHINE. 

(SINGLE    SPINDLE). 

Tliis  Machine  is  employed  for  Moulding  and  Shaping  irregular  work  of  various  kinds.  The 
material  to  be  operated  upon  is  secured  to  a  Template  of  the  form  required.  The  Template  is  then 
pressed  against  a  Collar  on  the  Cutter  Spindle,  which  brings  the  work  in  contact  with  the  rapidly 
Revolving  Cutters  and  gives  the  shape  desired. 

The  Cutter  Spindle  and  Cutters  can  be  raised  or  lowered  according  to  circumstances. 


Approximate 
Weight. 

Average 
Power. 

Diam.  of  Pulleys 
on  Countershaft. 

Speed  of 
Countershaft. 

900  revs. 

Price. 

10  cwt. 

1  HP. 

10  inches 

£28    0    0 

Intermediate  Shaft,  with  Pullejrs  and  Pedestals     extra    £8    0    0 

Apparatus  for  Reversing  Spindle      extra    £9    0    0 


W^ORSSAM^S 

IRREGULAR   MOULDING  AND   SHAPING   MACHINE. 

(DOUBLE    SPINDLE). 

This  is  a  useful  Machine  for  Moulding,  Shaping,  Chamfering,  &c.  irregular  works  of  various 
kinds.  It  consists  principally  of  a  Main  Standard  provided  with  two  Vertical  Cutter  Spindles, 
driven  in  reverse  directions  by  means  of  suitable  gearing. 

The  material  to  be  operated  upon  is  secured  to  a  Template  or  Pattern  which  is  pressed  and 
manipulated  against  Collars  on  the  Spindles,  and  thus  conveys  its  outline  to  the  stuff  to  which  it  is 
affixed. 


The  reverse  action  of  the  Cutters  enables  the  stuff  to  be  always  worked  in  the  direction  of  the 


gram. 


Approximate 
Weight. 

Average 
Power. 

Diam.   of  Pulleys 
on  Countershaft. 

Speed  of 
Countershaft. 

Price. 

25  cwt. 

2  HP. 

12  inches 

700  revs. 

£50     0     0 

Intermediate  Shaft,  with  Pulleys  and  Pedestals    £15    0    0 

Large  MAobine^  with  rising  and  falling  Spindles  and  Countershaft £80    0    0 
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WORSSAM'S 


SPLINT      MACHINE, 


For  Cutting  Splints  for  Lucifer  Matches,  and  other  Purposes. 


This  Machine  consists  of  a  Frame  carrying  a  box  into  which  the  material  to  be  worked  up  is 
placed. 

The  Cutters  are  attached  to  a  Slide,  worked  by  a  Connecting  Kod  from  the  Crank  Shaft,  and 
the  material  is  kept  firmly  down  by  a  weight. 

This  Machine  will  make  about  5000  Double  Splints  per  minute. 


Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Speed  per 
minute. 

Price. 

20  cwt. 

I  HP. 

16   inches 

170  revs. 

£60    0    0 

GLUE   heating   APPARATUS. 


This  Apparatus  is  for  Heating  Glue  and  maintaining  it  at  a  proper  temperature  b}^  means  of 
steam,  thus  avoiding  the  danger  of  an  open  fire  amongst  inflammable  materials. 

It  consists  of  a  Galvanized  'Iron  Box  into  which  steam  is  conducted  by  iron  pipes.    It  is 
provided  with  Kettles  for  the  Glue,  Hot  Well,  and  a  gun  metal  Cock  to  take  ofi"  the  condensed  steam. 


Glue  Heating  Apparatus     £10    0    0 

oiiaQciarQ  •••    •••     ••#     ••#     •••     •••     •••     •••     •••     •••     •••     •••     •••    exira    Xt  ^    v    u 
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^VORSSAM'S 


PATENT    ROLLER   FEED   TIMBER    FRAME. 


This  Frame  is  adapted  for  Salving  round  or  square  Logs  of  any  description  of  timber  into  Boaida^ 
Planks,  or  Flitches. 

The  Log  is  fed  to  the  Saws  by  Rollers  actuated  by  Worssam's  Patent  Silent  Feed  Wheel,  the 
rate  of  feed  being  variable  according  to  the  nature  of  the  work  and  number  of  Saws  employed. 

I'he  Swing  Frame  to  carry  the  Saws  is  made  with  wrought  iron  sides  and  steel  heads,  and  is 
worked  from  the  Crank  by  a  Connecting  Rod  and  two  Side  Rods  oscillating  on  pins  half  way  up,  hj 
which  means  great  economy  is  effected  in  the  cost  of  excavations  and  foundations,  and  the  Machine 
works  with  more  ease  and  greater  freedom  from  vibration. 

The  Pressure  Apparatus  for  holding  the  Log  to  the  bottom  rollers  is  simple  and  effective,  and 
can  be  readily  raised  or  lowered  to  suit  the  irregularities  of  the  Log. 

Carriages,  with  wrought  iron  dogs,  capable  of  lateral  adjustment  for  following  the  curvature  of 
the  Log  and  running  on  rails  bolted  to  the  floor  at  the  back  and  front  of  the  Machine,  serve  to 
support  and  guide  the  Log  whilst  under  operation. 

The  Connecting  Rod,  Crosshead,  Crank,  and  Crankshaft  are  of  the  best  wrought  iron,  and  all 
the  Bearings  of  best  gun  metal. 

If  required,  a  Deal  Sawing  Apparatus  can  be  added  by  which  two  Deals  or  Flitches  may  be 
simultaneously  sawn. 


Frames  to  Saw  Logs. 


16  inches  by  20  feet  long 
20  inches  by  25  feet  long 
24  inches  by  30  feet  long 
30  inches  by  35  feet  long 
36  inches  by  40  feet  long 
42  inches  by  45  feet  long 


Maximum 

Number  of 

Saws. 


20 
25 
30 
40 
50 
60 


Approximate 
Weight. 

Average 
Power. 

4  tons 

4  HP. 

6  tons 

5  HP. 

8  tons 

6  HP. 

10  tons 

8  HP. 

12  tons 

10  HP. 

15  tons 

12  HP. 

Diameter 
of  Pulleys. 


ft.  in. 

2  6 

3  0 

3  6 

4  0 

4  6 

5  0 


Revolutions  of 
Crankshaft. 


160 
150 
140 
130 
120 
110 


Price. 


£235  0  0 

£265  0  0 

£320  0  0 

£370  0  0 

£420  0  0 

£500  0  0 


These  Frames  can  be  made  to  saw  longer  Logs  than  those  mentioned  above  at  an  extra  coat  of  SOr 

for  every  additional  foot. 
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^VORSS  AM'S 

PATENT   RACK   FEED   TIMBER   FRAME. 

This  Frame  is  specially  adapted  for  Sawing  unusually  crooked  and  uneven  Logs,  and  differs 
from  the  one  just  described  in  having  a  *'  Rack  Feed  "  instead  of  a  "  Roller  Feed  "  Motion. 

Each  Log  to  be  operated  upon  is  secured  to  a  travelling  Rack  Carriage  or  Drag,  running  on 
Rollers  in  Carriages  bolted  to  the  floor  at  the  back  and  front  of  the  Machine. 

The  Rack  Carriage  is  traversed  to  and  fro  by  means  of  Spur  Gearing  with  quick  return  motion, 
and  suitable  means  are  provided  to  regulate  the  feed  according  to  the  nature  of  the  Log  and  number 
of  Saws  employed. 

'the  Log  is  secured  in  position  by  Carriages  with  wrought  iron  dogs  which  clip  the  ends,  and  are 
adjustable  laterally  to  suit  the  curvature  of  the  Log. 

At  the  back  and  front  of  the  Saws  are  Rollers,  which  may  be  raised  or  lowered  while  the  Frame 
is  in  motion  to  suit  the  irregularities  of  the  underside  of  the  Log,  corresponding  upper  pressure 
rollers  being  provided  to  hold  it  well  down  to  the  bottom  rollers.  By  these  means  the  Log  is 
maintained  in  position  no  matter  how  much  it  may  be  curved. 

The  Swing  Frame,  Crosshead,  Crank,  and  Crankshaft  are  of  wrought  iron  and  steel,  and  the 
Bearings  of  best  gun  metal. 


Frames  to  saw  Logs. 

Maximum 

Number  of 

Saws. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions 
of  Crankshaft. 

Price. 

16  inches  by  20  feet  long 

20 

5  tons 

4  HP. 

ft.    in. 
2     6 

160 

£300    0    0 

20  inches  by  25  feet  long 

25 

7  tons 

5  HP. 

3     0 

150 

£360    0    0 

24  inches  by  30  feet  long 

30 

9  tons 

6  HP. 

3     6 

140 

£410    0    0 

30  inches  by  35  feet  long 

40 

11  tons 

8  HP. 

4     0 

130 

£500    0    0 

36  inches  by  40  feet  long 

50 

13  tons 

10  HP. 

4     6 

120 

£560    0    0 

42  inches  by  50  feet  long 

60 

16  tons 

12  HP. 

5    0 

110 

£650    0    0 

Extra  length  of  Rack  Oarriage,  with  the  necessary  Boilers  and  Oarriages. 


Size  of  Machine 


16" 


20" 


24' 


30"        36' 


42". 


Per  Foot 


...     ...     •••     ..«     ...     •*• 


40/-       40/-       45/-       50/-       54/-       60/-. 
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WORSS  AM'S 


PATENT   PORTABLE   TIMBER   FRAME. 

This  Frame  is  intended  for  Sawing  round  or  square  Logs,  and  has  been  specially  designed  for 
use  in  places  where  the  presence  of  water  precludes  foundations  or  where  the  Frame  is  required  to  be 
removed  from  place  to  place  to  suit  the  work  to  be  operated  upon. 

It  is  equally  as  strong  as  the  other  Frames,  but  all  the  working  parts  are  above  the  level  of  the 
floor,  and  the  Side  Standards  are  bolted  to  a  strong  cast  iron  Bed  Plate. 

The  Swing  Frame  to  carry  the  Saws  is  worked  by  means  of  two  side  rods  oscillating  fix)m  the 
top  Grosshead,  and  leading  direct  to  a  double  throw  Crankshaft  running  in  bearings  on  the  Bed 
Plate. 

The  Log  is  advanced  to  the  Saws  by  Rollers.  Carriages,  with  lateral  adjustment  and  running 
on  rails  at  the  back  and  front  of  the  Machine,  serve  to  support  and  maintain  it  in  position. 

Deal  Sawing  Apparatus  can  be  added  if  required. 


Frames  to  Saw  Logs. 

Maximum 

Number  of 

Saws. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions  of 
Crankshaft. 

Price. 

• 

14  inches  by  25  feet  long 

14 

2  tons 

3  HP. 

ft.    in. 
2    0 

200 

£170     0     0 

18  inches  by  25  feet  long 

18 

3  tons 

4  HP. 

2     6 

180 

£200     0     0 

24  inches  by  30  feet  long 

24 

5  tons 

5  HP. 

3    0 

160 

£280     0     0 

30  inches  by  35  feet  long 

30 

7  tons 

6  HP. 

3     0 

140 

£340     0     0 

14  inches  18  inches  24  inches  30  inches 

by  25  feet.  by  25  feet.  by  30  feet.  by  35  feet. 

Deal  Sawing  Apparatus   £25     £30    £40     £45 

Any  of  these  Frames  can  be  made  to  saw  larger  Logs  than  those  mentioned  above  at  an  extra  cost 

of  20/-  for  every  additional  foot. 
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WORSSAM'S 


PATENT   PORTABLE   TIMBER    FRAME, 


With  Wood  Oarriage  and  Wheels. 


This  Frame  is  similar  to  the  one  described  on  the  previous  page,  but  it  is  mounted  on  a  Woo<l 
Carriage  with  wheels,  axles,  and  adjustable  fore  carriage^  for  convenience  of  transport. 


To  prepare  this  Machine  for  work  all  that  is  needed  is  to  remove  the  carriage  and  wheels  and  to 
bolt  the  Foundation  Plate  to  strong  sleepers  bedded  into  the  ground. 

Timber  laid  at  the  back  and  front  of  the  Machine  serve  to  carry  the  rails  upon  which  the  <log 
carriages  run,  which  support  the  ends  of  the  Log. 


Frames  to  Saw  Logs. 

Maximum 

Number  of 

Saws. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

1 

Revolutions  of 
Crankshaft. 

Price. 

14  inches  by  25  feet  long 

14 

2^  tons 

3  HP. 

ft.    in. 

2    0 

200 

£200 

18  inches  by  25  feet  long 

18 

3^  tons 

4  HP. 

2     6 

180 

£235 

24  inches  by  30  feet  long 

24 

6  tons 

J  HP. 

3     0 

160 

£3-20 

30  inches  by  35  feet  long 

30 

8  tons 

6  HP. 

3     0 

140 

£380 

Any  of  these  Frames  can  be  made  to  Saw  longer  Lops  than  those  mentioned  above  at  an  extra  cost 


of  20/-  for  every  additional  foot. 
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WORSS  AM'S 


PATENT   BUILDERS*   TIMBER   FRAME. 


This  Frame  has  been  designed  for  the  use  of  Contractors,  Builders,  and  others  whose  reqairemcDte 
do  not  necessitate  the  use  of  such  powerful  Machines  as  those  previously  described. 

It  is  capable  of  Sawing  a  Log  or  two  Deals  simultaneously,  and  being  of  light  construction  can  be 
run  at  a  higher  speed  than  usual. 

The  Log  is  advanced  to  the  Saws  by  Rollers  actuated  by  suitable  gearing  and  Worasam's  Patent 
Silent  Feed  Wheel,  with  corresponding  top  pressure  rollers  serving  to  keep  the  Log  well  down  to  the 
bottom  rollers. 

Carriages,  with  wrought  iron  dogs,  capable  of  lateral  adjustment  for  following  the  curvatare  of 
the  L£)g,  and  running  on  rails  bolted  to  the  floor  at  the  back  and  front  of  the  Machine  serve  to 
support  and  guide  the  Log  whilst  under  operation. 

The  Swing  Frame  is  made  with  wrouglit  iron  sides  and  steel  heads,  and  is  worked  by  Side  Rods 
with  Crosshead  and  Connecting  Rod  leading  to  the  Crank,  all  of  best  wrought  iron. 


Frames  to  Saw  Logs. 

18  inches  by  'Jo  feet  long 
21  inches  by  30  feet  long 
30  inches  by  35  fret  long 

Maxiimim 

Number  of 

Saws. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions 
of  Crankshaft. 

1 

Price. 

18 
21 

30         ' 

1 

4  tons 

5  t^)ns 
7  tons 

4  HP. 

5  HP. 

6  HP. 

ft.    in. 

2  6 

1 

3  0 

3     6    1 

i 

200 
180 
150 

£205 
£260 
£325 

al  Sawing  Apparatus 

•••     ••.     ••* 

1 8  inche! 
by  25  fee 

S 

I. 

• • *         •. • 

24  inc 

...     £3( 

hes 
eet. 

'      ...       ••• 

30  inches 

...     £35 
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WORSSAM'S 


PATENT   DOUBLE   TIMBER   FRAME. 


This  Frame  is  specially  adapted  for  use  in  Russia,  Sweden,  and  Norway,  for  the  conversion  of 
fir  and  pine  Logs  into  Planks,  Deals,  and  Battens. 

The  Swing  Frame  for  carryiog  the  Saws  is  constructed  in  two  divisions,  the  Connecting  Rod 
oscillating  between  them  on  a  pin  about  half  way  up,  whereby  deep  excavations  and  expensive 
foundations  are  avoided. 


Two  Logs  can  be  operated  upon  simultaneously,  being  fed  to  the  Saws  by  Rollers  actuated  by 
suitable  gearing ;  corresponding  upper  pressure  rollers  serving  to  hold  the  Logs  to  the  bottom  rollers. 

Carriages,  with  dogs  or  clips,  and  running  on  rails  bolted  to  the  floor  at  the  back  and  front  of 
the  Machine  serve  to  maintain  the  Logs  in  position. 

The  Feed  Motion  to  advance  the  Logs  to  the  Saws  is  variable  from  1  foot  to  4  feet  per  minute. 


Frames  to  Saw  two  Logs. 

Maximum 

Number  of 

Saws. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions  of 
Crankshaft. 

Price. 

12  inches  by  20  feet  long 

16 

4  tons 

5  HP. 

ft.    in. 
2     6 

180 

£270     0     0 

16  inches  by  25  feet  long 

20 

6  tons 

6  HP. 

2     6 

160 

£320     0     0 

20  inches  by  30  feet  long 

26 

8  tons 

8  HP. 

3     0 

140 

£380     0     0 

24  inches  by  35  feet  long 

32 

10  tons 

10  HP. 

3     6 

120 

£450    0    0 

These  Frames  can  be  made  to  Saw  longer  Logs  than  those  mentioned  above  at  an  extra  cost  of  40/- 

per  every  additional  foot 
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WORSSAM'S 


PATENT  DUPLEX  ROLLER  FEED  TIMBER   FRAME, 


This  Frame  is  specially  adapted  for  countries  where  frozen  Logs  are  met  with.  It  resemUei  ii 
most  respects  that  described  at  page  330,  differing  only  in  having  the  Top  Pressure  roUets  actuated 
by  gearing  as  well  as  the  bottom  ones,  whereby  additional  power  is  obtained  for  adyancing  the  Lqg 
to  the  Saws. 


The  Top  Pressure  Rollers  are  so  arranged  that  they  are  capable  of  being  raised  or  lowered  to 
suit  the  curvature  or  irregularity  of  the  Log  under  operation. 


All  the  parts  are  of  the  kst  materials  and  workmanship,  and  of  ample  streDgth  throughout. 


Frames  to  Saw  Logs. 

Maximum 

Numl)er  of 

Saws. 

Approximate 
Weight. 

Average 
l*ower. 

Diameter 
of  Pulleys. 

Revolutions  of 
Crankshaft. 

Price. 

'JO  inches  by  25  feet  long 
24  inches  by  30  feet  long 
30  inches  by  35  feet  long 

25 
30 
40 

6  tons 

8  tons 

10  tons 

5  HP. 

6  HP. 
8  HP. 

ft.    in. 
3     0 

3  6 

• 

4  0 

150 
140 
130 

JE255    0   0 
JE820    0   0 
£400    0   0 

Any  of  these  Frames  can  be  made  to  saw  longer  Logs  than  those  mentioned  above  at  an  extra  cost 

of  20/-  for  every  additional  foot. 
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PATENT  PORTABLE  DUPLEX  ROLLER  FEED  TIMBER  FRAME, 


The  principle  of  this  Frame  is  similar  to  that  of  the  one  just  described^  the  main  difference 
•   being  that  it  is  adapted  to  places  where  excavations  and  foundations  are  inadmissible,  or  where  it  is 
desired  to  move  the  Frame  from  place* to  place  to  suit  the  work  to  be  performed. 


The  Working  Parts  are  above  the  floor  line,  and  the  Side  Standards  are  bolted  to  a  strong 


foundation  plate. 


Frames  to  saw  Logs. 

Maximum 

Number  of 

Saws. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions 
of  Crankshaft. 

Price. 

18  inches  by  25  feet  long 

18 

3  tons 

4HI». 

ft.     in. 
2     6 

180 

£255     0     0 

24  inches  by  30  feet  long 

24 

5  tons 

5  HP. 

3     0 

160 

£320     0     0 

30  inches  by  35  feet  long 

30 

7  tons 

6  IIP. 

1 

3     0 

140 

£400     0    0 

Any  of  these  Frames  can  be  made  to  saw  longer  Logs  than  those  mentioned  above  at  an  extra  cost 


of  20/-  for  every  additional  foot. 
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WORSSAM'S 


PATENT  COMBINED  TIMBER  FRAME  AND  ENGINE. 


The  combination  of  Timber  Frame  and  Engine  is  very  advantageous  where  it  is  impossible 
either  from  insufficient  Engine  Power  or  other  causes,  to  drive  direct  from  the  Main  Shaft. 


This  Frame  is  similar  to  the  one  described  on  page  330,  but  in  place  of  Driving  Riggers  the 
Connecting  Rod  of  the  Engine  leads  direct  on  a  Crank  at  the  opposite  end  of  the  Frame  Shaft. 


The  Engine  may  be  provided  with  steam  from  the  Mill  boiler,  or  from  an  auxiliaiy  vertical  or 


horizontal  boiler  placed  in  close  proximity. 


Frames  to  Saw  Logs. 

Maximum 

Numljer  of 

Saws. 

Approximate 
Weight. 

Revolutions 
of  Crankshaft. 

Price. 

16  inches  by  20  feet  long 

20 

5  tons 

160 

£300 

0     0 

20  inches  by  25  feet  long 

25 

7  tons 

150 

£370 

0     0 

24  inches  by  30  feet  long 

30 

9  tons 

140 

£420 

0     0 

30  inches  by  35  feet  long 

40 

12  tons 

130 

£500 

0     0 

36  inches  by  40  feet  long 

50 

15  tons 

120 

£570 

0     0 
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WORS  SAM'S 


HORIZONTAL    SAW    FRAME. 


This  Frame  is  specially  applicable  for  the  conversion  of  bard  and  costly  woods  into  panels  and 
other  thin  stuff. 

It  may  be  employed  in  places  where  foundations  are  inadmissible^  or  where  little  power  is 
obtainable. 

The  Machine  carries  only  one  saw  which  reciprocates  in  a  horizontal  frame,  taking  motion  by  a 
Connecting  Rod  from  a  Crank  and  Crankshaft. 

The  stuff  to  be  operated  upon  is  secured  to  a  travelling  table  to  which  motion  is  given  by 
suitable  gearing. 

The  Swing  Frame  for  carrying  the  Saw  is  of  light  construction,  and  works  in  a  saddle  which  can 
be  raised  or  lowered  according  to  the  required  thickness  of  each  board. 

The  Saw  is  sharpened  and  set  to  cut  both  ways  ;  it  works  at  a  high  speed  and  gets  through  a 
great  quantity  of  work. 


Frames  to  Saw  Logs. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions  of 
Crankshaft. 

Price. 

24  inches  by  25  feet  long 

6  tons 

2  HP. 

ft.     in. 
2      0 

220 

£250 

30  inches  by  25  feet  long 

7  tons 

3  HP. 

2     0 

200 

£270 

36  inches  by  25  feet  long 

8  tons 

4  HP. 

2     6 

180 

£310 

42  inches  by  25  feet  long 

9  tons 

5  HP. 

2     6 

160 

£350 

24  inch 

30  inch 

36  inch 

42  inch 

Machine. 

Machine. 

Machine. 

Machine. 

Extra  length  of  Table,  per  foot 


...     £2 


.••      j^O 


£4 


' .  •         •  •  • 


£5. 


340  MOULDING  &  GENERAL  WOOD  WORKING  MACHINERY. 


WORSSAM'S 


PATENT   DOUBLE   DEAL   FRAME. 


This  Frame  is  adapted  for  Sawing  two  Deals  or  Flitches  simultaneously. 


The  Swing  Frame  for  carrying  the  Saws  is  constructed  in  two  equal  diyisionSy  each  being 
devoted  to  a  separate  Deal  or  Flitch.  It  works  in  suitable  guides,  and  ia  balanoed  bj  t 
counter- weight  on  the  Fly-wheel.  The  Connecting  Rod  that  works  the  Frame  passeB  up  the  oentie 
and  oscillates  on  a  pin  about  half  way  up,  thereby  avoiding  excavations  and  costly  foondatioo, 
required  where  the  Connecting  Rod  is  engaged  with  the  pin  at  the  bottom  of  the  Frame. 


The  Feed  Motion  for  advancing  the  Deals  to  the  Saws  can  be  of  either  the   "  Back  **  or  the 
"  Roller  "  type.    The  "  Rack  "  is  generally  preferred  as  being  the  more  certain  in  action. 


Carriages  bolted  to  the  floor  at  the  back  and  front  of  the  Frame  serve  to  support  the  JkA 
while  being  sawn. 


All  the  parts  of  the  Frame  requiring  great  strength  are  of  best  wrought  iron  and  steel. 


Frames  to  Saw  two  Deals. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

ft.    in. 
2     6 

2  6 
S    6 

3  0 

Revolutions 
of  Crankshaft. 

Price. 

12  inches  by  4  inches  thick 
14  inches  by  4  inches  thick 
18  inches  by  6  inches  thick 
24  inches  by  6  inches  thick 

3  tons 
3i  tons 

4  tons 

5  tons 

3  HP. 

4  HP. 

5  HP. 

6  HP. 

250 
220 
190 
160 

£160 
£180 
£200 
£280 

The  Prices  of  the  above  Frames  include  sufficient  length  of  Chain  or  Rack  to  Saw  Deals  34  hetkmg- 
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PATENT   EQUILIBRIUM    DEAL    FRAME. 


This  Frame  dffFers  from  the  ordinary  Double  Deal  Frame  described  on  the  previous  page  in 
having  two  distinct  Swing  Frames  instead  of  one,  each  reciprocated  by  a  separate  Connecting  Rod 
leading  from  a  double  throw  Crankshaft.  A  high  rate  of  speed  is  obtainable  by  this  an*angenient, 
as  the  Frames  counterbalance  each  other  at  any  part  of  the  stroke. 

The  Feed  Motion  can  either  be  of  the  "Roller"  or  "Rack"  tjrpe.  The  latter  is  usually 
preferred,  being  more  certain  in  action  and  less  troublesome  in  many  respects. 

Two  Racks  pass  through  the  centre  of  the  Machine  between  the  two  Swing  Frames  which  are 
acted  upon  independently  by  two  separate  Feed  Wheels,  which  are  both  on  one  side  of  the  Machine, 
and  can  be  easily  controlled  by  one  man. 


No  deep  excavations  or  expensive  foundations  are  required  for  this  Frame. 


Frames  to  Saw  two  Deals. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions 
of  Crankshaft. 

Price. 

12  inches  by  4  inches  thick 
14  inches  by  4  inches  thick 
18  inches  by  6  inches  thick 
24  inches  by  6  inches  thick 

3  tons 

4  tons 

5  t«ns 

6  tons 

4  HP. 

5  HP. 

6  HP. 
8  HP. 

ft.    in. 
2     6 

2     6 

2  6 

3  0 

300 
280 
250 
210 

£220 
£270 
£300 
£330 

The   Prices  of  the  above  Frames  include  sufficient  length  of  Chain    or  Rack  to  Saw 


44 


Deals   24  feet  long. 
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PATENT   PORTABLE    DOUBLE   DEAL  FRAME. 


This  Frame  is  adapted  to  the  purposes  of  Builders,  Coutractors,  and  others,  and  resembles  in 
most  respects  that  described  on  page  340,  but  the  working  parts  are  placed  above  the  floor  to 
allow  the  Frame  to  be  used  in  places  where  excavations  and  foundations  are  impossible. 


It  will  Saw  two  Deals  simultaneously,  which  are  fed  to  the  Saws  by  a  Rack  passing  through  a 
loop  in  the  Connecting  Rod,  which  oscillates  on  a  pin  on  the  top  Crosshead. 


Lateral  Pressure  Apparatus  is  provided  to  keep  the  Deals  to  the  Fence  while  being  sawn. 
Carriages,  bolted  to  the  floor  at  the  back  and  front  of  the  Machine,  carry  rollers  which  support  both 

• 

the  Deals  and  the  Rack. 


The  Crankshaft  runs  in  Bearings  on  a  strong  Foundation  Plate. 


The  Swing  Frame,  Connecting  Rod,  Crank  and  Crankshaft  arc  of  the  best  wrought  iron  and 
steel,  and  all  the  other  parts  are  of  ample  strength. 


Frames  to  Saw  two  Deals. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions 
of  Crankshaft. 

Price. 

12  inches  by  4  inches  thick 
1 4  inches  by  4  inches  thick 

2^  tons 
3    tons 

3  HP. 

4  HP. 

ft.    in. 
2     0 

2     0 

200 
180 

£150 
£165 

"  »  Prices  of  the  above  Frames  include  sufficient  length  of  Chain  or  Rack  to  Saw  Deals  24  feet  long. 
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PATENT   SINGLE    DEAL   FRAME. 


This  Frame  is  constructed  to  Saw  only  one  Deal  or  Flitch  at  a  time,  and  is  designed  to  meet 
the  requirements  of  Builders,  Contractors,  and  others  who  have  not  sufficient  sawing  to  employ  a 
Double  Frame. 


It  occupies  little  space,  requires  only  light  foundations,  and  is  self-contained.  The  Deal  is  fed 
to  the  Saws  by  "  Rack  and  Spur  Gearing,"  which  is  generally  preferred  to  "  Roller  Feed  "  Motion,, 
as  being  more  reliable  in  action. 

The  Deal  is  kept  well  up  to  the  Fence  by  lateral  Pressure  Apparatus  ;  and  Roller  Carriages  and 
Rollers  are  provided  for  carrying  the  deal  at  the  back  and  front  of  the  Machine. 

The  Swing  Frame,  Crankshaft,  and  Crank,  and  other  parts  requiring  great  strength  are  of  the 
best  wrought  iron  and  steel. 


Frames  to  Saw  Deals. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions  of 
Crankshaft. 

Price. 

12  inches  by  4  inches  thick 
14  inches  by  4  inches  thick 
18  inches  by  6  inches  thick 
24  inches  by  6  inches  thick 

1^  tons 

2  tons 
2i  tons 

3  tons 

2  HP. 

3  HP. 

4  HP. 

5  HP. 

ft.    in. 
1      3 

1     6 

1  9 

2  0 

250 
240 
200 
170 

£100 
£115 
£130 
£160 

The  Prices  of  the  atoTe  Frames  include  hufficient  length  of  Chain  or  Back  to  eaw  Deals  24  feet  long. 
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RACK      BENCH. 

This  Machine  is  specially  designed  to  suit  the  purposes  of  Contractors,  Builden,  Railway 
Carriage  and  Wagcn  Builders,  and  Shi])  Builders,  for  Sawing  round  or  square  Logs  into  Flitches  or 
Scantlings  that  can  afterwards  be  re-sawn  into  thinner  stuff  by  a  Saw  Frame. 

The  Log  to  be  sawn  is  placed  on  a  strong  wrought  iron  Table,  running  on  rollers,  in  Carriages 
bolted  to  the  floor  at  the  back  and  front  of  the  Machine,  suitable  Gearing  serving  to  advance  the 
Table  to  the  Saws  at  rates  varying  from  12  to  40  feet  per  minute,  the  return  motion  being  about 
80  feet  per  minute. 

B oil trs  of  suitable  din.cnsions  are  ranged  at  the  back  of  the  Machine  to  receive  the  timber 
previous  to  and  after  being  sawn.  The  timber  has  simply  to  be  rolled  (not  lifted)  on  to  the  Table, 
which  is  almost  on  a  level  with  the  floor.  The  weight  of  the  timber  is  sufficient  to  keep  the  Log  in 
position  without  fixing. 

Motion  has  liitherto  been  imparted  to  the  Table  by  means  of  a  Pinion  Gearing  into  a  Rack  and 
working  in  a  Vertical  Plane  ;  but  sometimes  the  Rack  rode  on  the  Pinion,  raised  the  Table,  and 
spoilt  the  work.  To  obviate  this,  the  Rack  and  Pinion  have  been  constructed  to  work  in  a 
Horizontal  Plane,  the  side  of  the  Back  instead  of  the  back  being  bolted  to  the  underside  of  the 
Table,  by  which  means  the  Table  works  more  steadily  and  smoothly  than  before. 


Maximum  Diam. 
of  Saw. 


48  inches 

52  inches 

62  inches 

72  inches 


To  Saw. 


Dimension.s  of      Approximate 
Travelling  Table.       Weight. 


inches  deep 

19 
21 
26 
31 


30  feet  long  '     4  tons 


30  feet  long 
30  feet  long 
30  feet  long 


5  tons 


7  tons 


Average 
Power. 

Diam.  of 

Pulleys. 

i 
1 

6  HP. 

ft.    in. 
1     8 

8  HP. 

1     8 

10  HP. 

2     0    1 

14  HP. 

2     6 

Revolutions  of 
Saw  Spindle. 


800 
700 
600 
450 


Price. 


£170 
£180 
£200 
£240 


48         52 

inches,     inches. 

Extralengthof  Table,  with  necessary  Rollers  and  Carriages...  £2  ...  £2  ... 


6a 

inchet. 

£2  10b. 


7« 
,.  £8 


MOULDING  &  GENERAL  WOOD  WORKING  MACHINERY.  345 


WORSSAM'S 


ROLLER    FEED    SAW    BENCH 


This  Bench  is  intended  for  Sawing  Deals  and  Battens  in  which  only  one  or  two  cuts  are 
required,  and  is  a  useful  adjunct  to  a  Planing  Machine. 


For  Sawing  several  cuts  the  requisite  number  of  Saws  are  mounted  on  the  Saw  Spindle,  with 
distance  collars  placed  between  them,  corresponding  to  the  thickness  of  the  Boards  to  be  cut. 


A  Feed  Roller  or  Rollers  are  employed  to  feed  the  stuff  to  the  Saw  or  Saws. 


The  Main  Standard  of  the  Machine  is  cast  in  one  piece  to  ensure  strength,  and  the  Saw  Spindle 
revolves  in  Bearings  bolted  to  the  underside. 


The  rate  of  feed  is  capable  of  variation  according  to  the  nature  and  dimensions  of  the  timber. 


The  Machine  being  driven  at  a  high  rate  of  speed,  and  the  Feed  Motion  continuous,  enables  a 
great  amount  of  work  to  be  performed. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

Dimensions  of  Table. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions  of 
Saw  Spindle. 

Price. 

inches. 

30 
36 

inches  deep. 
11 

14 

ft.    in.        ft.    in. 

5    0  by  2     9 
5    6  by  3    0 

16  cwt. 
18cwt. 

4  HP. 

5  HP. 

inches. 
12 

14 

1200 
1000 

£50 
£60 
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SELF-ACTING   SAW   BENCH, 

With   Oarriages   and  Bails. 

This  Bench,  as  illustrated  on  opposite  page,  is  used  for  cutting  Logs,  Planks,  Deals,  Battens, 
&c.,  and  is  provided  with  an  improved  Self-acting  Rope  Peed  Motion  for  advancing  the  timber  to 
the  Saw. 

The  Peed  Rope  works  round  a  Drum  of  large  diameter,  which  considerably  reduces  the  strain 
and  twist  to  which  the  Rope  is  subjected  when  working  over  a  Drum  of  small  diameter.  The  Drum 
is  provided  with  suitable  Striking  Gear,  by  which  it  can  be  stopped  without  affecting  the  speed  of 
the  Saw  Spindle. 

The  rate  of  feed  can  be  varied  by  Cone  Pulleys  from  15  feet  to  60  feet  per  minute,  according  to 
the  dimensions  and  nature  of  the  material. 

An  Adjustable  Pence,  fitted  with  Pressure  Apparatus  for  Deals,  is  supplied  with  each  Bench. 
The  Main  Standard  is  cast  in  one  piece,  to  the  underside  of  which  the  blocks  for  the  Saw  Spindle 
Brasses  are  bolted. 

The  Saw  Spindle  is  fitted  with  Past  and  Loose  Pulleys,  and  runs  in  long  gun  metal  Bearings. 

Carriages  running  on  rails  bolted  to  the  floor  at  the  back  and  front  of  the  Machine  serve  to 
support  the  ends  of  long  liOgs. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

Dimensions  of  Table. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions  of 
Saw  Spindle. 

Price. 

36  inches 

inches  deep. 
14 

ft.    in.         ft.     in. 

5    6  by  3    0 

1^  tons 

6  HP. 

inches. 
14 

1000 

£55 

42  inches 

17 

6    0  by  3    0 

2     tons 

7  HP. 

14 

900 

£65 

48  inches 

20 

7     0  by  3     6 

2|  tons 

8  HP. 

16 

800 

£75 

54  inches 

22 

7     6  by  3    6 

3    tons 

10  HP. 

16 

700 

£85 

Carriages  and  Rails  for  any  of  the  above  sizes,  extra,  £18. 
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RISING   AND    FALLING   SPINDLE   BENCH. 


This  Machine  will  Saw,  Oroove,  RAate,  Tongue,  Mould,  and  Bore,  and  has  been  ezpresdy 
designed  for  the  use  of  Builders,  Joiners,  Pattern,  Box,  Frame,  and  Pianoforte  Maken,  and  for  use 
on  Private  Estates. 

The  main  Standard  is  cast  in  one  piece,  the  top  being  truly  planed  and  fitted  with  a  Feooe 
adjustable  to  suit  different  widths  of  timber. 

A  Bracket  bolted  to  the  underside  of  the  main  Standard  carries  a  slide  in  which  the  Saw  Spindle 
revolves ;  a  handle  conveniently  placed  at  one  end  of  the  Bench  serving  to  raise  or  lower  it. 

For  Tenoning,  a  suitable  Fence  with  Tenoning  Clamp  is  fitted  to  the  ordinary  Fence;  the 
shouldering  of  the  Tenon  being  subsequently  effected  by  means  of  a  plate  working  in  a  V  grooye  in 
the  table. 

For  cutting  Mouldings,  Cutters  are  substituted  for  the  Saw. 

For  Grooving  and  Rebating,  a  Drunken  Saw  is  employed. 

For  Boring,  an  Auger  is  inserted  in  the  opposite  end  of  the  Saw  Spindle,  which  is  bored  up ; 
independent  rising  and  falling  table  carrying  the  timber  to  be  operated  upon. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

Dimensions  of  Table. 

Approximate 
Weight. 

Average 
Power. 

Diameter 
of  Pulleys. 

Revolutions  of 
Saw  Spindle. 

Price. 

20  inches 
24  inches 
30  inches 
36  inches 

7  inches 

9  inches 

jll  inches 

14  inches 

ft.    in.        ft.     in. 

3  6  by  2    0 

4  6  by  2     6 

5  0  by  2    9 
5    6  by  3    0 

8  cwt. 
12  cwt. 
15  cwt. 
18  cwt. 

2  HP. 

3  HP. 

4  HP, 

5  HP. 

inches. 
6 

12 

12 

14 

1700 
1500 
1200 
1000 

£30 
£35 
£45 
£55 

■••  *••  ••• 


Tenoning  Apparatus,  with  False  Fence  and  Clamp,  extra 

Cross  Cutting  Plate,  for  shouldering  Tenons,  Squaring  off  and  Mitreing 

Cutter  Block  for  Moulding,  Tonguing,  Beading,  &c. 

Boring  Apparatus... 

Drunken  Saw  Apparatus  for  Grooving  and  Rebating 

Planing  Disc  and  Set  of  Cutters  ... 

Intermediate  Shaft,  with  Driving  Rigger,  Fast  and  Loose  Pulleys,  and  Pedestal 


...     ...     ...     •••     ••• 


...     ...     ...     ...     ...     ...     ...     ...     ...     •••     •••     ••■ 


.*•     .••     •.• 


...     ...     ...     ...     ...     ...     ...     ...     •.• 


£12  0  0 
£200 
£200 
£  6  10  0 
£800 
£700 
£12   10    0 


If  the  Bench  is  required  for  Moulding,  the   Saw  Spindle  should  be  fitted  with  a  double  moti«ii 

Cone  Pulley  to  increase  the  number  of  revohitions. 
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WORSSAM'S 

ORDINARY    GENERAL   JOINER. 

This  General  Joiner  is  a  very  useful  Machine,  although  more  limited  in  application  than  the 
Patent  General  Joiner  hereafter  described,  on  account  of  the  alterations  which  are  necessary  to  suit 
each  operation.  This  is  particularly  the  case  with  regard  to  Mouldings,  as  they  cannot  be  struck 
simultaneously  with  the  processes  of  Sawing  or  Tenoning  and  Mortising,  but  must  be  worked  on  the 
Saw  Table  above  instead  of  below,  a  Cutter  Block  being  substituted  for  the  Saw. 

No  means  are  provided  for  shouldering  Tenons,  but  the  material,  after  being  passed  across  the 
Double  Saws,  has  to  be  removed  from  the  Clamp  and  placed  horizontally  on  a  sliding  plate.  This  is 
then  traversed  beyond  a  Saw  on  the  main  Spindle,  withdrawn,  and  the  operation  repeated,  cutting 
away  the  cheeks  and  completing  the  Tenon. 

The  operations .  of  Sawing,  Grooving,  Tonguing,  Rebating,  Chamfering,  Boring,  &c.,  are 
performed  in  the  usual  manner. 

Each  Machine  is  provided  with  a  Boring  Apparatus,  False  Fence,  Tenoning  Slide,  Cross-cutting 
Plate,  six  turned  hard  wood  Collars,  filling  in  Plate,  and  set  of  Spanners. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of  Pulleys 
on  Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

26  inches 
30  inches 

inches  deep. 
9 

11 

23  cwt. 
25  cwt. 

6  HP. 

7  HP. 

12  inches 
12  inches 

600 
600 

£80 
£90 

Each  Machine  can  also  be  supplied  with  the  following  tools  and  appliances  : — 
Drunken  Saw  Apparatus  for  Grooving  from  J  inch  to  1 J  inch  wide,  with  one 


.  •  •     •  I 


•••     •••     •*•     •*• 


...     . .  I 


hard  wood  filling  in  Plate    ... 

Planing  Disc  and  Set  of  Cutters 

Intermediate  Shaft,  with  Double  Motion  Rigger,  Fast  and  Loose  Pulleys,  and 


Pedestals 


•  •a  .••  •••  •••  •••  *••  •■• 


jjonng  xVpparauUs •*.     ..•     •.•     •••     •••     •••     •••     •••     •••     •••     •' 

Mortising  and  Boring  Apparatus 


...         .  I 


.         ...         .  I 


..a  •••  •••  •••  •••  ...  ...  ...  .1 


45 


£300 
£700 

£12  10  0 
£500 
£15     0     0 
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^VORSSAM'S 

PATENT   GENERAL  JOINER. 

Worssam's  Patent  General  Joiner,  as  illustrated  on  opposite  page,  is  specially  designed  to  meet 
the  requirements  of  Joiners,  Builders,  Contractors,  Cabinet  Makers,  and  Pianoforte  Manufacturers. 

It  is  capable  of  performing  almost  all  the  varieties  of  work  usually  done  by  manual  labour  in 
the  joiners*  shop,  such  as  Sawing,  both  with  the  grain  and  across  it ;  Mitreing,  Chamfering,  Wedge 
Catting,  Tenoning  (single  or  double),  Planing,  Moulding  (straight  or  curved).  Beading,  Rebating, 
Grooving,  Tonguing,  Squaring  up.  Mortising,  Boring  Curved  and  Irregular  work. 

All  the  movements  are  independent  of  each  other  so  that  they  may  be  worked  separately  or  in 
conjunction,  so  that  the  workman  can  pass  from  one  operation  to  another  without  altering  the 
disposition  of  his  appliances. 

Thus  he  can  in  a  moment  pass  from  Tenoning  to  Moulding,  from  Moulding  to  Sawing,  Mortising, 
&c.,  &c.,  or  he  may,  with  the  aid  of  two  lads,  perform  all  the  diverse  actions  simultaneously. 

By  means  of  the  Patent  General  Joiner, — (1)  Tenons  are  completed  at  one  operation — 
(2)  Mouldings  are  struck  at  an  independendent  Table  and  by  a  Self-acting  Feed — (3)  Stuff  up  to 
9  inches  by  3  inches  is  also  planed  at  an  independent  Table — (4)  Mortises  are  chased — (5)  Irregular 
work  and  curved  Mouldings  are  formed  to  almost  any  pattern. 

The  Tenoning  Spindles  may  be  furnished  with  Saws,  or  Cutter  Blocks  and  Cutters,  as  in  an 
ordinary  Tenoning  Machine ;  they  receive  motion  from  the  Main  Saw  Spindle,  and  no  separate 
intermediate  is  required.  The  Tenoning  Clamp  is  fitted  with  a  convenient  arrangement,  by  means 
of  which  the  stuff  can  be  readily  "  gnaged  "  and  quickly  secured  or  released. 

To  save  space  in  the  workshop?,  the  stuff  to  be  tenoned  is  held  in  a  vertical  instead  of  a 
horizontal  position. 

The  Planing  and  Moulding  Apparatus  is  entirely  self-feeding,  and  will  plane  or  cut  Mouldings 
up  to  9  inches  by  3  inches  at  the  rate  of  about  25  feet  per  minute ;  the  Feed  can,  however,  be 
graduated  to  any  rate  to  suit  the  nature  of  the  material  under  operation. 
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W^ORSS  AM'S 

PATENT    GENERAL    JOINER 

(OONTINUED). 

The  Mortising  Apparatus  is  fed  up  to  the  Gutter  at  each  stroke  of  a  Hand  Lever,  and  the  table 

is  fitted  with  stops  for  regulating  the  depth  and  length  of  the  Mortises. 

The  ''  Fence"  is  used  for  a  variety  of  purposes,  and  is  arranged  so  that  it  can  be  a4]n8tedto 
almost  any  angle ;  it  is  worked  parallel  to  the  Saw  by  scjuare  thread  screws,  working  in  gnn-mefil 
nuts,  and  can  be  removed  in  a  few  seconds  for  cross-cutting  purposes. 

Six  separate  Machines  are  superseded  by  tlie  use  of  the  Patent  (General  Joiner,  vis. : — Saw 
Bench,  Tenoning  Machine,  Moulding  Machine,  Mortising  Machine,  Boring  Machine,  and  Curvilinear 
Machine,  the  casts  of  which  are  much  more  than  that  of  the  General  Joiner;  so  that  a  conadenUe 
saving  is  efl'ected  by  using  the  *Moiner"  in  wages,  wear  and  tear,  rent,  power,  ahaftiog,  belts,  and 

cost  of  fixing. 

Each  Machine  is  provided  with  rising  and  falling  Saw  Table,  fitted  with  Fence  a^justaUe  bj 
S(iuare  threaded  nuts  and  bevel  wheels ;  False  Fence  ;  Tenoning  Clamp,  with  stops  to  goage  tbe 
distance  between  the  shoulders  ;  six  turned  hard  wood  Collars  to  suit  different  thickneases  of  Tenons; 
Cross-cutting  Plate  for  Stiuaring,  Mitreing.  &c. ;  filling  in  Plate;  extra  Feed  Roller  ;  and  Spanned 


Maximum     | 
Diameter  of 
Saw. 

To  Saw.          To  Plane. 

1 
1 

1 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulley  on 
Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

inches. 

26 
30 

inches  deep. 

9 
11 

inches  wide. 

9 
11 

35  cwt. 
40cwt. 

5  HP. 

6  HP. 

inches. 
12 

12 

600 
600 

£130 
£140 

EXTRAS,  IP  REQUIRED. 

Patent  Vertical  Spindle  Tenoning  Apparatus,  with  Two  4  inch  Circular  Saws 
for  cutting  Shoulders  ;  Counter  Shaft,  Pulleys,  and  one  Cutter  Block  for 

v/lll  V  lilllCdi     n  Uriv      •>*         •■•         .*•         •••         •••         •••         •••         ••.         •■•         •••         .■■  ••• 

Drunken  Saw  Apparatus  for  Grooving  from  J  to  Ij  inch  wide,  with  one  hard 


wood  tillin^r  in  Plate 


.«     ..«     •••     ••• 


*••     ••.     ••*     •»< 


•••     ••• 


Mortising  and  Boring  Ai)i)aratus,  with  Rising  and  Falling  Table,  Hand  Lever 
and  Screw  Cramp,  and  Stops  to  regulate  the  length  and  depth  of  Mortise 

Intermediate  Shaft,  with  Double  Motion  Rigger  for  varying  the  speed  of  Saw 
Spindle,  Fast  and  Loose  Riggers,  Out  and  Cone  Pulley,  and  Pedestals  •.. 

Side  Cutters  for  either  of  the  above  Machines,  with  one  set  of  Plane  Irons  to 
each  Block  and  Pulley  on  Countershaft  to  drive  same 


• . *     . •• 


£18     0    0 


£300 


£18     0    0 


£15    0    0 


£80    0   0 
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WORSSAM'S 


JOINERS'    SAW    BENCH 


The  Joiners'  Saw  Bench  is  intended  for  those  who  have  not  sufficient  work  to  employ  a  Patent 
or  an  Ordinary  General  Joiner.  It  resembles  those  Machines  in  yarioos  respects,  but  as  each  new 
operation  requires  a  change  of  appliances,  it  is  more  limited  in  productive  power,  but  is  nevertheless 
a  most  useful  and  profitable  Machine. 

It  is  capable  of  Sawing,  Tenoning,  Gross-cutting,  Squaring  off.  Planing  (by  means  of  a  Disc), 
Moulding,  Edging,  Grooving,  Rebating,  Tonguing,  and  Boring  or  Mortising.  The  Main  Standard  is 
cast  in  one  piece  to  ensure  strength,  and  the  top  is  planed  and  fitted  with  Fence  capable  of 
adjustment,  parallel  to  the  Saw,  by  means  of  square  threaded  screws  and  bevel  gearing.  The  Saw 
Spindle  works  in  gun  metal  Bearings,  which  can  be  raised  or  lowered  by  means  of  a  Crank  Handle 
within  easy  reach  of  the  operator. 

For  Cutting  Tenons  two  Saws  are  used  through  which  the  stuff  is  passed  after  being  screwed  to 
the  Clamp.  The  shouldering  is  subsequently  effected  by  means  of  a  plate  sliding  in  a  V  groove  in 
the  Table.  Mouldings  up  to  about  three  inches  wide  are  effected  by  Cutters  fixed  to  the  Block, 
substituted  for  the  Saw.  The  operation  of  Planing  is  effected  by  a  Disc  fitted  with  Cutters,  which 
also  takes  the  place  of  the  Saw.  The  operations  of  Grooving,  Rebating,  and  Tonguing  are  effected 
by  a  Drunken  Saw  and  Cutters.  For  Boring  or  Mortising  the  tools  are  screwed  into  the  outer  end 
of  the  Saw  Spindle,  the  stuff  to  be  operated  upon  being  secured  to  an  independent  Table. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of  Pulleys 
on  Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

26  inches 
32  inches 

inches  deep. 
9 

11 

15  cwt. 
20  cwt. 

3  HP. 

4  HP. 

12  inches 
14  inches 

600 
600 

£50 
£70 

Each  Machine  is  provided  with  Rising  and  Falling  Spindle  and  Carriage,  filling  in  Plate,  False 
Fence  and  Tenoning  Clamp,  Squaring-off  Plate,  Driving  Pulleys  and  Spanners,  and  can  also  be 
supplied  with  the  following  appUiances  when  required  : — 


...  ... 


.••  .•  ...  ... 


..•  •••  ••.  ... 


•••  ■••  ...  •.•  ...  ... 


•■•  •.•  ...  ... 


. .  •  .  •  • 


...  ... 


•••  •••  •••  •••  •••  ... 


Planing  Disc  and  set  of  Cutters  ...     . 

Drunken  Saw  Apparatus  for  Grooving 

Boring  Apparatus ... 

Mortising  and  Boring  Apparatus 

Planing  Disc  and  set  of  Cutters  ... 

Intermediate  Shaft,  with  Fast  and  Loose  Pulleys,   Driving  Rigger,   and 

Standards  with  gun  metal  Bearings    ... 
Cross-cutting  Plate 
Cutter  Blocks  and  Bolts  for  Moulding 


...     ..•     ...    «..     ...     ... 


■.«     ...     •..     ... 


...     ... 


•  •  •     . .  • 


...  a..  ...  ...  ...  ..•  ...  ...  ...  ■••  *.•  ••• 

•*•  •••  •••  *.•  ..•  •.•  ••.  ••. 


£  7 

0 

0 

S.  3 

0 

0 

£  6 

10 

0 

£18 

0 

0 

£  7 

0 

0 

£12 

10 

0 

£2 

0 

0 

£  2 

0 

0 
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SAW    SHARPENING    MACHINE. 
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^A^ORSS  AM'S 


SAW    SHARPENING    MACHINE. 


I^his  Machine  effects  a  large  saviDg  in  Saw  Mills  in  time,  labour,  and  files ;  one  man  with  the 
Machine  doing  nearly  as  much  work  as  six  with  the  file  by  hand. 

A  Disc  of  consolidated  Emery  revolves  on  a  Spindle  carried  by  a  counter-balanced  arm,  which 
can  be  set  to  various  angles  to  suit  the  form  of  tooth  required,  and  for  Gulletting,  topping, 
Bevelling,  &c. 

For  sharpening  Mill  Saws  a  long  Vice  with  a  compound  table  is  fixed  to  the  fore  part  of  the 
Machine,  the  position  of  which  can  be  varied  so  as  to  bring  each  tooth  of  the  Saw  within  easy  reach 
of  the  cutter. 

When  Circular  Saws  are  sharpened  the  Mill  Saw  Vice  is  removed  and  replaced  by  one  as  shown 
in  the  engraving. 


Size. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

Discs  12  inches  Diameter,  with 
Vice  for  Frame  Saws 

8  cwt. 

iHP. 

8  inches 

450 

£25 

Vice  for  Circular  Saws,  extra,  £3. 
The  average  duration  of  an  Emery  Disc  in  constant  action  is  about  two  months. 


r  -. 


Prices  of  Emery  Discs,  12  inches  Diameter. 

•••    S     •••    XT     •••    s     ••     9     •••    Y    •••    8     •••    i"    Thickness. 


5/6  ...  6/6  ...  7/6  ...  8/9  ...  10/-  ...  12/6  ...  15/-  ...  18/-  ...  21/-  Bach. 
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TVORSS  AM'S 


TOOL   GRINDING   APPARATUS. 


This  Apparatus  is  for  sharpeniug  Plane,  Adze  Irons,  &c.,  and  consists  of  a  Sandstone  on  s 
wrought  iron  Spindle,  revolving  in  Bearings  on  a  Trough  of  suitable  strength. 


A  cast  iron  Disc,  24  inches  diameter,  carrying  Water-of-Ayr  Stone  segments,  is  usually  kejed 
on  at  one  end  of  the  Spindle,  and  revolves  in  a  separate  Trough. 


The  two  Troughs  are  fitted  with  slides,  capable  of  adjustment  to  suit  the  angles  of  the  iroiu; 
which  are  held  against  the  stones. 


The  Stones  are  generally  supplied  4  feet  diameter  and  8  inches  thick.  For  joiner'B  puipoea 
a  smaller  apparatus  with  Stone  3  feet  diameter  and  6  inches  thick  is  sufficient,  and  the  Water-of-Ajr 
Stone  Disc  is  20  inches  diameter. 


Size. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions 
per  minute. 

Price. 

Stone,  3  feet  diameter  by  6  inches 

UIX&VIV     ...            «•■            *••            •■■            .••            .*• 

15  cwl. 

IHP. 

18  inches 

70 

£13     0    0 

Water-of-Ayr  Stone  for  ditto,  20 
inches  diameter,   with    Trough 
and  Slides,  extra      

3cwt. 

£800 

Stone,  4  feet  diameter  by  8  inches 

thirk 

VlAlVlK     «••             •■•              •••             •••             *••             .«• 

19  cwt. 

1  HP. 

20  inches 

70 

£18    0   0 

Water-of-Ayr  Stone  for  ditto.  24 
inches  diameter        

6  cwt. 

— 

£900/ 
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WORSSAM'S 


MOULDING-IRON    GRINDER 


This  Moulding-Iron  Grinder  is  for  Grinding  Irons  into  various  shapes. 

The  Spindle,  revolving  in  a  suitable  Trough,  is  hung  with  grit  stones  of  various  thicknesses 
and  shapes  to  suit  the  patterns  of  Irons  required  to  be  ground. 

An  important  improvement  in  this  Machine  is  the  overhanging  Spindle,  which  enables  one 
stone  to  be  substituted  for  another  without  taking  out  the  Spindle. 

Each  stone  is  supplied  with  water  from  a  gun  metal  tap  connected  with  a  cistern. 


Size. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions           p  . 
per  minute.   :        '^"^^- 

t 

4  Stones  12  inches  diameter 
6  Stones  12  inches  diameter 

6  cwt. 

7  cwt. 

iHP. 
iHP. 

8  inches 
8  inches 

i 
200         £14     0    0 

200         £16     0    0 

FRAME,    OR   MILL   SAW   VICE. 


This  Apparatus  is  made  wholly  of  iron,  and  is  intended  to  be  bolted  to  a  bench  for  use  when 
sharpening  Frame  Saws. 

The  jaws  work  on  centres  so  that  the  Saw  may  be  placed  at  any  angle. 


fl.    in. 


Length 2    6 


•*■     «■■     ••• 


ft.    in. 

4    6 


xnce      ••• Xt^    ^)    u  •••     •••     •*•  Jbv    V    V 

46 


Approximate 
Weight.  • 

1  cwt. 
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WORSSAM'S 

SLEEPER     SAW     BENCH. 

This  Bench  u  intended  for  sawing  Logs  into  Sleepers  for  Railways  and  Tramways. 

The  Ixigs  are  drawn  to  the  Saw  by  an  endless  chain  working  over  Tambleis,  actuated  by  suitable 
Spur  Gearing  and  carrying  Ifx^ae  dogs  which  abut  against  the  ends  of  the  Logs.  Aa  each  Log  is 
sawn  the  d<jg  i.s  removed  and  placed  at  the  end  of  another  Log,  whereby  a  continaoas  feed  motioa  is 
obtained  and  no  time  lost. 

An  Adjustable  Fence  is  provided  so  that  the  Bench  may  be  used  for  ordinary  sawing  puxposes 
if  rer^uired. 

The  production  of  this  Machine  is  estimated  at  200  Sleepers  per  hour. 


Maximum 


.*iaximum  'Approximate     Average      Diameter  of  Revolutions  of 

Diam-.tcrof        To  Saw.      ,     S^^-^jght.  Power.  Pulleys.        Saw  Spindle. 


:^aw. 


inches  deep. 

48  inches  18 


2^  tons 


6  HP. 


20  inches  >        800 


^VORSSAM'S 

DOUBLE    EDGING     BENCH. 

Tin's  Machine  is  constructed  to  edge  Boards  to  uniform  widths  by  means  of  two  Saws  working  in 
c«Hijunction  and  adjustable  to  various  widths  from  4^  inches  to  14  inches  by  means  of  a  suitable 
handle. 

The  Boards  arc  advanced  to  tlic  Saws  by  an  endless  chain,  the  rate  of  feed  being  capaUe  oi 
variation  from  40  feet  to  80  feet  \h:t  minute. 

Two  or  thri'C  Boards  placed  together  can  be  edged  at  the  same  time. 


M.'ixirnuin 


,  .        .        f        T    e  Ai»pri>xiinate  ■      Avcraxrc 

lii.iiiictcr  of  if}  Saw.  Vv  w.i,*  i> 

^  W  eight.  Power. 


Saw. 


2G  inches 


inches  deep. 

9 


2  tons 


5  HP. 


Diameter  of 

Pulleys  on 

Countershaft. 


14  inches 


Revolutions  of 
Countershaft. 


500 


Price. 


£140 


One  of  theM*  MacliiiK'H  will  edge  as  many  Boards  as  can  be  produced  by  two  of  the  Fbt6Dt 

ible  Timber  Frames  dcsrrilH^d  on  page  33;}. 


i 
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WORSSAM'S 

PLAIN     SAW     BENCH. 

In  this  Bench  the  main  Standard  is  cast  in  one  piece  to  ensure  rigidity  and  strength,  and  the 
blocks  which  carry  the  Saw  Spindle  Brasses  instead  of  oeing  cast  on  are  Dolted  to  the  underside,  so 
that  lliey  can  be  easily  removed  for  refitting  the  Brasses  when  required. 

The  top  of  the  main  Standard  is  truly  planed,  and  the  Fence  is  adjusted  by  a  square  thread 
screw  and  hand  wheel. 

The  Saw  Spindle  is  of  steel,  running  in  lon^  gun  metal  bearings,  and  is  provided  with  Fast  and 
Looee  Pulleys.    The  Loose  Pulleys  are  bushed  with  the  best  gun-metal 


Blaximum  Diaxn. 
of  Saw. 

To  Saw. 

Dimensions  of 
Table. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of 
Pulleys. 

Revolutions  of 
Saw  Spindle. 

.  Price. 

20   inches 

inches  deep 
7 

ft. 
2 

in.       ft. 
6  by  2 

in. 
0 

9  cwt. 

2  HP. 

inches. 
6 

1700 

£20 

24   inches 

9 

4 

6  by  2 

6 

13cwt. 

3  HP. 

12 

1500 

£24 

30   inches 

11 

5 

0by2 

9 

14  cwt. 

4  HP. 

12 

1200 

£30 

36  inches 

14 

5 

6  by  3 

0 

16  cwt. 

5  HP. 

14 

1000 

£36 

42   inches 

17 

6 

0by3 

0 

22  cwt. 

7  HP. 

14 

800 

£42 

48   inches 

20 

7 

0by3 

6 

26  cwt. 

8  HP. 

16 

700 

£48 

PRICES   OF   OmOULAR   SAWS. 


Diameter. 


inches. 
4 

4i 

5 

6 

7 

8 

9 
10 
12 
14 
16 
18 


Bliam 

Wire 

Guage. 


Price. 


17 

17  T 
16 
15 


£    s.  d. 

0     4  6 

0     5  0 

0     6  0 

0     7  0 

0     8  0 

0     9  6 

0  11  0 

0  13  0 

0  16  0 

1  0  0 
14  0 
1  10  0 


Diameter. 


inches. 
20 

22 

24 

26 

28 

30 

32 

34 

36 

38 

40 

42 


B*ham 

Wire 

Guage. 


14 

14  T 
13 
13 
12 
12 
12 

12  T 
11 
11 

11  T 
10  F 


Price. 


C   s.  d. 

1  16  0 

2  2  0 
2     8  0 

2  16  0 

3  6  0 

3  16  0 

4  8  0 

5  4  0 

6  0  0 

7  5  0 

8  0  0 

9  0  0 


Diameter. 


inches. 
44 

48 

52 

56 

60 

62 

66 

72 

74 

76 

78 

80 


B*ham 

Wire 

Guage. 


10 
9 
8 
7 
6 
6 

6F 
5 
5 
5 
5 
5F 


Price. 


£     s.  d. 

10  15  0 

13  10  0 

21     0  0 

28  10  0 

34     0  0 

38     0  0 

49     0  0 

70     0  0 

80     0  0 

91     0  0 

105     0  0 

111     0  0 


Saws  stouter  than  the  above  Guages  are  charged  extra. 
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WORSSAM'S 

BOX    MAKERS'   AND   JOINERS'   CROSS-CUT   BENCH. 

Tliifl  Machine  is  adapted  for  Cabinet  Makers'  and  Box  Makers'  purposes  for  Gross-catting  Deals 
and  ScaiitlingH  ;  also  for  Squaring  up  Panels,  Box  Sides,  and  work  of  a  similar  character. 

The  Main  Standard  is  in  one  piece,  the  Saw  Spindle  running  in  Bearings  bolted  to  the  underside 
which  can  be  easily  removed  for  refitting  the  Brasses  as  required. 

The  stuff  to  be  Gross-cut  is  placed  on  a  light  planed  wrought  iron  Table,  capable  of  being 
worked  to  and  fro  on  small  rollers  inserted  into  the  Main  Standard,  a  suitable  Stop  and  Ouage  being 
provided  to  regulate  the  length  of  stuff  to  be  sawn. 


Maximum  Diam. 
of  Saw. 


To  Saw  up  to. 


20  inches 


18  inches  wide 

by  6  inches 

thick 


Approximate 
Weight. 


lOcwt. 


Average 
Power. 


1  HP. 


Diam.  of  Pulleys 
on  Countershaft. 


10  inches 


Revolutions  of 
Countershaft. 


300 


Price. 


£30 


WORSSAM'S 

SWING   ARM    CROSS-CUT   BENCH. 

In  this  Bench  the  Saw  Spindle  works  in  a  Carriage  oscillating  on  a  Shaft  running  in  hangen 
bolted  to  the  bottom  of  the  Main  Standard. 

The  Saw  is  brought  to  the  work  by  means  of  a  Pedal  and  Lever,  counterbalanced  so  as  to 
withdraw  itself  from  the  work  after  each  cut  of  the  Saw. 

A  ^U)\)  and  Guage  are  provided  to  regulate  the  length  of  the  stuff  to  be  sawn. 


Maxiinuin  I)ian\. 
of  Saw. 


'!•    c Ai)pro\iniaio 

It»  Saw  ii]>  ti).     I      ','..  .  ,  . 
'  '       Well!  lit. 


Average       Diam.  of  Pulleys 
power.        '  on  Countershaft. 


'20   inches 


1 18  inches  wide! 
'i    l»y  G  inches    ' 


18  cwt. 


I 


thick 


1  HP. 


12   inches 


Revolutions  of 
Countershaft.  ■ 


300 


If  with  Self-acting  Swing  Arm,  extra,  £25. 


MOULDING  &  GENERAL  WOOD  WORKING  MACHINERY.  361 


^VORSSAM'S 

PENDULUM   CROSS-CUT   SAW. 

This  Machine  is  suspended  from  above,  and  is  intended  for  general  cross-cutting  purposes.  It 
may  be  fixed  at  the  end  of  a  Rack  Saw  Bench  or  be  suspended  above  a  Wood  Table  provided  with 
the  usual  Fence  and  Ouage. 

The  Saw  Spindle  revolves  at  the  lower  end  of  an  arm  oscillating  on  a  Spindle  carried  by  hangers 
secured  overhead.  This  Spindle  is  fitted  with  a  Pulley  to  drive  the  Saw  Spindle,  also  with  Fast  and 
Loose  Pulleys  which  are  driven  from  the  rigger  on  the  Main  Shaft. 

The  Arm  is  counterbalanced  so  as  to  withdraw  the  Saw  after  each  cut. 


Maximum 

Diameter  of 

Saw. 


20  inches 
24  inches 
30  inches 
36  inches 
42  inches 


To  Saw. 


inches  deep. 
5 

7 

9 
11 
13 


Approximate 
Weight. 

Average 
Power. 

5  cwt. 

1    HP. 

6  cwt. 

1    HP. 

7  cwt. 

U  HP. 

10  cwt. 

U  HP. 

15  cwt. 

2,  HP. 

Diameter  of 

Pulleys  on 

Countershaft. 


inches. 
9 

12 

12 

14 

14 


Revolutions  of 
Countershaft. 


350 
350 
350 
250 
230 


Price. 


£25 
£30 

£40 

£50 
£60 


WORSSAM'S 

CROSS-CUT  SAWING  MACHINE   FOR  HEAVY  TIMBER. 

This  Machine  is  designed  for  Cross-cutting  Heavy  Timber  without  necessitating  its  being  lifted 
on  to  the  Saw  Table. 

The  Saw  Spindle  is  carried  by  a  balanced  vibrating  Arm,  to  which  an  oscillating  motion  is  given 
by  a  Hand  Wheel. 


Maximum 

Diameter  of 

Saw, 

To  Saw. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of  Pulleys 
on  Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

36  inches 
42  inches 
48  inches 

inches  deep. 
12 

15 

18 

1  ton 
1^  tons 

2  tons 

2  HP. 

3  HP. 

4  HP. 

12  inches 
14  inches 
16  inches 

300 
250 

\ 

£100 
£130 
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■WORSSAM'S 

PLAIN     BAND    SAW    MACHINE. 


Thia  Machine  ib  used  for  Sawing  Curvilinear  Work  of  ulnioet  any  character,  and  is  opeaiDf 
useful  to  £uiiilerg,  OontractorH,  Cabinet  Makers,  Railway  Carriage  Builders,  &c.,  for  Sawing  oit 
twisted  Hand-rails,  Bu^er  Heads,  Break  Blocks,  Chair  Backij,  Console  Tables ;  also  to  Wheetwri^ 
for  Felloes  and  Naves  of  Wheels,  and  to  Coopew  for  Staves). 

An  endless  serrated  steel  band  passes  over  two  Pulleys  while  the  material  is  manipoUtcd  ii 
-— B  directioDB  on  the  table,  which  is  adjustable  to  differeut  aiiclea  for  Sawing  Bevelled  Wod. 
lu-  (j._  : ,^  J  e —  i.__,i_i;_._  v :^  .  ii 1,  — ijci  Suitably  Situated,  and  aKiii;lt 


The  Saw  is  prevented  from  buckliug  by  passing  through  guii 
igement  keeps  the  Saw  tight  and  at  tlie  same  time  allows  for  ' 


arrangement  keeps  t 


contraction  and  expansion. 


SiicofSaw 

Pulleys. 

inches  d«.-p.  , 

12             15  cwt. 
16        1     23  cwt. 
18             30  cwt. 
20             35  cwt. 

Average 

Powtt. 

Uinincter  of 
Pulleys. 

pet  minute. 

Price. 

27  inches 
30  inches 
36  inches 
43  inches 

1  HP. 

2  HP. 

3  HP. 

4  HP. 

12  inches 
14  inches 
16  inches 
16  inches 

550 
500 
425 
350 

£45 
£60 
£70 
£80 

Self* Acting  Apparatus  for  Be-Sawiug  Deals 


For  4a  in.  HmUk 
...    £40    0   0 
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AVORSSAM'S 

BAND   SAW   MACHINE   FOR   DEALS. 

This  Machine  is  somewhat  similar  in  construction  to  the  Plain  Band  Saw  Machine  described  on 
the  preceding  page,  differing  from  it  principally  in  being  fitted  with  an  effective  arrangement  for 
re-sawing  Deals  or  Flitches. 

This  arrangement  consists  of  Feed  Rollers,  carried  by  Brackets  bolted  to  the  Table  of  the 
Machine,  which  serve  to  advance  the  Deal  to  the  Saw  at  rates  of  feed  variable  according  to  the 
dimensions  of  the  work. 

The  Roller  Apparatus  can  easily  be  removed  when  not  required  for  Sawing  Deals.    ^ 

The  Pulleys  for  carrjdng  the  Saw  are  covered  with  layers  of  leather,  and  the  usual  Tension 
Apparatus,  Guides,  &c.,  are  provided,  as  is  also  a  Countershaft  for  giving  motion  to  the  Feed 
Rollers. 


Size  of  Saw 
Pulleys. 

To  Saw  Deals. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions 
per  minute. 

Price. 

42  inchs 

12  inches  deep 

2itons 

4  HP. 

16  inches 

350 

£150 

W^ORSS  AM'S 

BAND     SAW     MACHINE, 

With   Self-acting   Canting  Table. 

The  Table  of  this  Machine  has  a  self-acting  movement  to  Saw  Hand  Raik,  Shipwrights',  and 
similar  work  with  varying  angles. 

The  degrees  are  marked  on  an  index  conveniently  placed  for  setting  the  Table  at  the  different 
angles,  and  the  Self-acting  Apparatus  can  be  regulated  according  to  the  nature  and  dimensions  of 
the  work. 

The  other  details  are  similar  in  most  respects  to  those  of  the  Plain  Band  Saw  Machine. 


Size  of  Saw 
PuUeys. 

To  Saw. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions 
per  minute. 

Price. 

30  inches 
36  inches 
42  inches 

inches  deep. 
16 

18 

20 

30  cwt. 
35  cwt. 
45  cwt. 

2  HP. 

3  HP. 

4  HP. 

14  inches 
16  inches 
16  inches 

500 
425 
350 

£  90 
£105 
£120 
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WORSSAM'S 


BAND   SAW   MACHINE    FOR   LOGS. 


The  first  cost  of  this  Machine  for  Sawing  large  Logs  is  less  than  that  of  any  Circular  Saw 
Machine  of  corresponding  capacity — it  requires  less  power  and  is  less  wasteful  of  material. 


The  Saws  are  manufactured  to  such  perfection  that  they  are  not  liable  to  breakage,  and  even  if 
a  Saw  does  break  it  can  be  speedily  rejoined  without  difficulty. 


The  Saw  works  like  a  band  round  two  Pulleys  of  large  diameter,  each  covered  with  leather  or 
wood,  the  upper  Spindle  being  fitted  with  a  counterbalance  arrangement  which  allows  for  the 
contraction  and  expansion  of  the  Saw  while  working,  and  very  much  diminishes  the  chance  of 
fracture. 


It  is  found  in  practice  that  Saws  of  about  three  inches  in  width  are  better  in  most  respects  than 
those  of  greater  width. 


The  Log  to  be  operated  upon  is  placed  on  a  Travelling  Table  to  which  motion  is  conveyed  by 
suitable  Gearing,  the  rate  of  feed  being  capable  of  variation  from  4  to  25  feet  per  minute,  the  back 
motion  being  about  80  feet  per  minute. 


An  Adjustable  Fence  is  provided  for  use  when  Planks  or  Flitches  are  to  be  re-sawn. 


Size  of  Saw 
Pulleys. 

To  Saw. 

i 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

1 

Revolutions          t>^^« 
.       1       Jrnce. 
pel  mmute.    ! 

1 
■  1 

60  inches 

feet  deep 

4 

7   tons 

7  HP. 

30  inches 

250 

• 

£300 
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WORSSAM'S 

BAND   SAW   SHARPENING    FRAME. 

This  Apparatus  is  intended  for  Sharpening  and  Setting  Band  Saws,  and  consists  of  a  light 
Framework  carrying  Saw  Pulleys  covered  with  leather  and  revolving  on  pins,  one  of  which  is  fixed 
to  a  slide  capable  of  adjustment  to  suit  different  lengths  of  Saws. 

'Vhe  Saw  is  strained  over  the  Pulleys  and  passes  between  the  jaws  of  a  vice  bolted  to  one  side  of 
the  Frame,  which  holds  it  securely  while  it  is  being  filed  and  set. 

The  Frames  are  made  to  suit  various  lengths  as  under  : — 

For  Band  Saws  from  11  feet  to  15  feet  long 

14  feet  to  18  feet  long 
17  feet  to  21  feet  long 
20  feet  to  24  feet  long 
24  feet  to  28  feet  long 


}f 


}f 


f» 


fi 


f> 


}} 


. .     •  •  • 


. .     . .  • 


■  •     •  •  • 


•  •     •  • 


.  •     •  • 


•  •     •  • 


£  9 

0 

0 

£10 

0 

0 

£11 

0 

0 

fl2 

0 

0 

£14 

0 

0 

WORSSAM'S 

BAND   SAW   BRAZING   APPARATUS. 

This  Apparatus  consists  of  a  Portable  Forge  with  Circular  Bellows  underneath  worked  by  a  treadle, 
the  table  having  receptacles  for  water,  charcoal,  &c. 

The  Blast  Pipe  is  so  arranged  as  to  concentrate  the  blast  on  the  parts  to  be  joined,  without 
overheating  and  softening  the  adjacent  parts.  Each  Apparatus  includes  Hand  Vices,  Cutting  Pliers, 
Borax,  Brazing  Wire,  &c. 


Price 


••■     ■••     .*•     ••• 


•  ••      •.•      •••      •••      ••■      •••     •••     •••     ■■•      •••      ■••     aiW  V     V     v 


DIRECTIONS   FOR    BRAZING   BAND    SAWS. 

File  the  two  ends,  taper  and  lap  them  together  by  means  of  light  iron  wire,  then  over  all  bind 

brass  wire.    Secure  the  Saw  by  means  of  the  Hand  Vices  to  the  wrought  iron  appliance,  then  moisten 

the  wire  with  water  and  cover  with  borax  ;  place  the  Saw  over  the  charcoal  fire  and  work  the  Bellows 

till  the  brass  wire  melts,  then  remove  the  Saw,  and  when  cold  file  away  the  residuum  and  reduce  the 

joint  to  a  level  with  the  body  of  the  blade.     Finish  off  with  emery  cloth  or  powder. 
47 
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WORSSAM'S 

FRET     SAW     MACHINE 


This  Machine  i?  u.sed  for  Sawing  Curves,  Fretwork,  &c.,  and  k  asefbl  to  Cabinet^   Famitare, 
and  Pianoforte'  Makers. 

It  is  self-contained,  and  the  Saw  can  easily  be  removed  or  changed  to  suit  different  kinds  of 
work  and  internal  curves. 

All  the  Workiu;:,'  Parts  are  counterbalanced,  and  the  length  of  stroke  is  capable  of  variation 
accunling  to  circuiu-jtances. 

The  Saw  Tension  Ai»i)aratus  is  of  simi>le  design,  and  the  top  and  bottom  Vertical  Spindles  are 
fitted  with  efiective  clijis  to  hold  the  Saw. 

The  Table  is  adjustable  to  angles  for  bevel  cutting,  ami  sl<  all  the  working  parts  are   of  light 
construction,  the  Machine  can  be  worked  at  a  high  rate  of  si)eed. 


.*^:zc. 


Weight.  Power. 


I 
Diameter  of     Rc\'olutions 

Pulleys.       of  Crankshaft. 


Price. 


T"  S;iw  up  to    6  inche>  deep  12  cwt.  1     HP. 


8  inches 


To  Saw  up  to  12  inches  deep  18  cwt.  1^  HP.        12  inches 


1000 


800 


£42    0    0 
£50    0    0 


WORSSAM'S 


FRET     SAW     MACHINE, 


With   Overhead   Guide. 

Thi>  Mjuliiiie  resembles  the  preceding  in  principle,  mainly  difteriug  from  it  in  having  the 
Tcn>ion  Apparatus  su>pended  overhead,  whereby  a  clear  ami  wide  range  is  obtained. 

This  i>  an  advantage  fur  some  classes  of  work  and  re  luces  the  cost  of  the  Machine. 

All  the  Wi>rking  Parts  are  crmnterbalanced,  and  the  Table  is  adjustable  to  angles  for  Saving 

I V Veiled  Wt.»rk. 


Si/c. 
Ti»  Saw  U]!  tn  <;  ill.  diip 

1 
.-\pproxima;c 
Weight. 

7     rwt. 

Avcr^i^c 

Pi'wcr, 

Difimeter  of 
Pulleys. 

Revolutions 
i-'f  Crankshaft. 

1  iir. 

>^  iin-Ju-^ 

1000 

JE85 
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WORSSAM'S 


IMPROVED   TRYING-UP    MACHINE. 


This  Machine  is  intended  for  Planing  and  Trying-up  Scantlings  of  hard  and  soft  wood.  The 
Cutters  are  secured  to  a  wrought  iron  adze  block,  revolving  with  great  velocity,  and  they  may  be  of 
any  form  for  Moulding,  Beading,  Rebating,  &c. 

The  material  to  be  worked  is  cramped  on  a  cast  iron  Table,  fitted  with  Screw  Cramps  three  feet 
apart.  The  forward  Self-acting  Feed  Motion  is  speeded  at  about  15  feet  per  minute,  and  the  return 
at  about  30  feet  per  minute. 

The  Cutter  Block  Carriage  is  provided  with  two  pressure  Rollers  to  keep  down  the  stuff  when 
the  Cramps  are  not  required,  and  is  raised  or  lowered  by  a  handle  in  connection  with  two  side 


screws. 


The  Scantlings  leave  the  Machine  with  a  true  and  smooth  surface  roady  for  glueing  up  no 
matter  how  warped  or  twisted  they  may  be. 

A  simple  Roller  Feed  Apparatus  for  floor  boards  can  be  added  to  this  Machine  if  required. 


Size. 

Length  of 
Table. 

Approximate 
Weight. 

Average 
Power. 

. 

2  HP. 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

To  Plane  12  in.  wide 

12  feet 

2    tons 

inches. 
12 

600 

£128 

To  Plane  14  in.  wide 

12  feet 

2^  tons 

2  HP. 

14 

600 

£138 

To  Plane  16  in.  wide 

15  feet 

3$  tons 

3  HP. 

16 

600 

£155 

To  Plane  18  in.  wide 

15  feet 

4    tons 

4  HP. 

16 

600 

£205 

To  Plane  24  in.  wide 

15  feet 

5    tons 

5  HP. 

16 

600 

£262 

Longer  Tables  are  made  for  these  Machines  at  the  following  prices  : — 

12  in.  Machine.         14  in.  Machine.         16  in.  Machine.         18  in.  Machine.        24  in.  Machine. 

Per  Foot    £4    0    0     ...     £4    0    0     ...     £6    0    0     ...     £6    0    0     ,,.     £8    0    0 
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AVORSSAM'S 


SURFACING   AND   TRYING-UP   MACHINE. 


This  Surfacing  and  Trying-up  Machine  is  an  extension  of  the  Trying-up  Machine  described  on 
the  previous  page,  differing  only  in  the  mode  of  cutting  and  the  arrangement  of  the  tools. 

It  is  well  adapted  for  Planing  large  Surfac^^s  such  as  tops  for  Tables^  Dressers^  Countexa^ 
Pianofortes,  &c. ;  also  for  Panels  and  Doors. 

The  Cutters  are  so  arranged  that  the  material  ca,n  be  worked  lengthwise  or  acroas  ihe  grain,  and 
tliey  can  be  easily  adjusted  for  cutting  hard  or  soft  wood. 

The  material  is  secured  on  a  cast  iron  Table,  fitted  at  intervals  with  Screw  Cramps  and  Dogs, 
the  Table  being  actuated  by  a  Self-acting  Feed  Motion  at  variable  rates  by  means  of  Clearing  and 
Cone  Pulleys. 

The  Cutters  revolve  in  a  Horizontal  Plane,  and  Pressure  Apparatus  is  provided  at  the  back  and 
front  of  the  Cutters  to  keep  the  material  well  down  on  the  Table. 

The  Carriage  for  the  Cutters  is  raised  or  lowered  by  a  Crank  Handle,  placed  within  easy  reach 
of  the  workman,  and  acting  upon  square  threaded  screws  and  bevel  gearing. 


The  Machine  is  adapted  for  large  or  small  work. 


Size. 

Length  of 
Table. 

Approximate 
Weight. 

7  tons 

8  tons 

Average      iDiam.  of  Pulleys 
Power.         on  C.'ountershaft. 

3  HP.          16   inches 

3  HP.     '     20  inches 

1 
1 

1 

Revolutions  of        ^^ 
Countershaft.          ™^- 

1 

To  Plane  3'  0"  wide 
To  Plane  3'  6"  wide 

15  feet 
20  feet 

550 
500 

£340 
£430 
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AVORSSAM'S 


PATENT   COMBINED    PLANING,  MOULDING, 

AND   TRYING-UP   MACHINE. 


By  this  Combined  Machine,  Floor  Boards,  &c.,  can  be  Planed,  Edged,  and  Grooved ;  Mouldings 
cut  to  different  fonns,  and  Scantlings  trued-up,  combining  verj'  effectively  the  operations  of  Planing, 
Moulding,  and  Trying-up. 


A  Carriage  containing  a  pair  of  Feed  Rollers  and  two  vertical  Spindles  for  side  cutters  is  added 

to  the  ordinary  Tryiug-up  Machine,  and  works  on  a  slide  in  a  plane  parallel  to  the  main  adze  block 
and  at  right  angles  to  the  gantry  of  the  Machine. 


The  Carriage  is  not  used  for  Trying-up  stuff,  but  remains  on  its  slide  far  enough  back  from  the 

Machine  to  clear  the  Travelling  Table  ;  but  when  Floor  Boards,  &c.,  are  to  be  planed,  or  Mouldings 
cut,  the  Travelling  Table  remains  stationary,  the  Carriage  is  drawn  forward  in  front  of  the  main 

adze  block,  and  the  stuff  is  fed  through  the  Rollers  and  Cutters  as  usual. 


The  rate  of  feed  can  be  regulated  to  suit  the  material  under  operation. 


Size. 

Length  of 
Table. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
PuUeys. 

Revolutions  of 
Countershaft. 

Price. 

To  Plane  14  inches  wide 
To  Plane  18  inches  wide 

12  feet 
15  feet 

4  tons 
6  tons 

2  HP. 
4  HP. 

14  inches 
16  inches 

600 
600 

£250 
£350 
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^VORSS  AM'S 


COMBINED  JOINERS'  BENCH  AND  MOULDING  MACHINE. 


This  M  achinc  is  very  useful  for  Sawing,  Grooving,  Rebating,  Moulding,  Planing,  &c. 

The  Main  Standard  is  in  one  casting,  fitted  with  a  Fence  adjustable  by  Screw  and  Hand  Wheel. 

The  Saw  Spindle  can  be  raised  or  lowered  for  Grooving,  Rebating,  &c.,  by  means  of  a  handle 
placed  within  easy  reach  of  the  workman. 

The  Planing  and  Moulding  Apparatus  are  at  the  opposite  side  of  the  Machine,  comprising  the 
Cutter  Block  and  a  Table  which  may  be  raised  or  lowered. 

The  material  is  advanced  to  the  Cutters  by  a  Self-acting  Feed  Roller  actuated  by  snitaUe 
Gearing,  the  rate  of  feed  being  capable  of  variation  according  to  the  dimensions  and  nature  of  the 
stuff. 


Top  and  Side  Pressure  Apparatus  is  provided  to  hold  the  material  in  its  place  while  under  iint 
action  of  the  Cutters. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

To  Plane. 

Approximate 
Weight. 

Average 
Power. 

Diam.  of  Pulleys 
on  Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

24  inches 

inches  deep. 
9 

in.           in. 

7    by    3 

15  cwt. 

3  HP. 

12   inches 

600 

£80 

30  inches 

11 

7    by    3 

19  cwt. 

4  HP. 

12   inches 

600 

£90 

36  inches 

14 

9   by    3 

23  cwt. 

5  HP. 

14   inches 

600 

£100 

Intoruicdiate  Shaft,  with  Pulleys  and  Pedestals,  extra,  jC9. 
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AVORSSAM'S 


COMBINED  JOINERS'  BENCH  AND  TENONING  MACHINE. 


This  Machine  is  similar  in  most  respects  to  the  one  described  on  the  preceding  page,  mainly 
differing  from  it  in  having  a  Tenoning  Machine  in  lieu  of  the  Moulding  and  Planing  Apparatus  on 
the  opposite  side. 


The  Saw  Spindle  revolves  in  gun  metal  Bearings,  and  can  be  raised  or  lowered  for  Grooving 
and  Rebating. 


An  Adjustable  Fence  is  provided  to  suit  different  widths  of  work  to  be  sawn. 


The  Tenoning  Apparatus  consists  of  Cutter  Blocks  keyed  on  to  Spindles  and  capable  of  being 
closed  or  expanded  according  to  the  required  thickness  of  the  Tenons. 


The  material  is  carried  by  a  Table  sliding  on  a  light  iron  framing. 


The  Machine  is  suitable  for  Sawing.  Grooving,  Rebating,  Tenoning,  &c. 


Maximum 

Diameter  of 

Saw. 

To  Saw. 

To  Tenon  up 
to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of  Pulleys 
on  Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

24  inches 

inches  deep. 
9 

Wide.   Thick, 
in.         in. 

12  by  3 

15  cwt. 

3  HP. 

12  inches 

600 

£70 

30  inches 

11 

12  by  3 

19  cwt. 

4  HP. 

12  inches 

600 

£80 

36  inches 

14 

12  by  3 

23  cwt. 

6  HP. 

14  inches 

600 

£90 

Intermediate  Shaft,  with  Pulleya  widi^^^'^XaJe&^^^^.T^^ 
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WORSSAM'S 


FOUR-CUTTER  OUTSIDE  MOULDING  MACHINE. 


In  this  Machine  the  Cutter  Blocks  are  placed  outside  the  cast  iron  Standard  which  renderethem 
more  accessible  than  when  working  between  Bearings. 


All  four  sides  of  the  wood  are  worked  at  one  operation. 


The  upper  block  revolves  in  Bearings  on  the  Standard,  whilst  the  bottom  and  two  side  blocb 
are  carried  by  a  Table  capable  of  being  raised  or  lowered  by  a  Screw  and  Hand  Wheel  to  suit 
different  thicknesses  of  work. 

The  bottom  Cutter  being  in  advance  gives  the  stuff  a  true  face  to  work  upon  whilst  pasBiDg 
between  the  top  and  side  Cutters. 

The  Feed  Motion  consists  of  a  pair  of  Rollers,  actuated  by  suitable  Gearing,  the  rate  of  feed 
being  capable  of  variation  to  suit  the  nature  and  dimensions  of  the  work.  Suitable  means  tie 
provided  by  which  the  Feed  Motion  may  be  arrested  without  stopping  the  Machine. 

Countershaft,  Driving  Pulleys,  and  Fast  and  Loose  Riggers  are  supplied  with  each  Machine. 


Size  to  Mould  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

4  inches  wide  by  2  inches  thick 
7  inches  wide  by  3  inches  thick 
9  inches  wide  by  3  inches  thick 

20  cwt. 
25  cwt. 
35  cwt. 

2  HP. 

3  HP. 

4  HP. 

10  inches 
12  inches 
12  inches 

900 
900 
900 

£  95 
£125 
£160 
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WORSSAM'S 

MORTISING      MACHINE. 

With  Bicdng  and  Falling  Table. 

This  Machine  consists  of  a  Vertical  Standard  carrying  a  Table  capable  of  being  raised  or  lowered 
by  a  Treadle,  which  gradually  raises  the  work  to  the  Chisel.  The  stuflF  is  thus  penetrated  by  degrees 
to  the  requisite  depth,  and  the  vibration  of  the  Machine  is  consequently  much  less  than  when  the 
Chisel  enters  the  full  depth  at  one  stroke. 

The  Machine  is  capable  of  Mortising  holes  in  stuff  up  to  II  inches  deep  by  three  inches  thick. 

The  Chisel  is  reciprocated  by  means  of  a  Connecting  Rod  leading  from  a  Disc  revolving  at  the 
bottom  of  the  Standard,  and  is  reversed  by  a  simple  and  effective  arrangement. 

Boring  Apparatus  can  be  supplied  if  required. 


To  Mortise  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions 
per  minute. 

Price. 

11  in.  deep  by  3  in.  thick 

15  cwt. 

IHP. 

10  inches 

300 

£60 

Boring  Apparatus,  extra,  £10. 


WO  RSS  AM'S 

HORIZONTAL  MORTISING  AND  BORING  MACHINE. 

In  this  Machine  tlie  Table  is  worked  to  the  Mortising  Tool  at  each  stroke  of  a  Hand  Lever,  and 
is  fitted  with  stops  to  regulate  the  length  and  depth  of  the  Mortises. 

For  Boring,  an   Auger  is  usually  substituted  for  the  twisted  Mortise  Tool,  but  this  is  not 
absolutely  necessary,  as  the  latter  may  be  used  for  either  operation. 

The  wood  to  be  Bored  is  cramped  upon  a  Planed  Table  carried  by  a  bracket  bolted  to  the  main 
Standard  of  the  Machine,  wliich  can  be  raised  or  lowered  as  may  be  necessary. 


To  Bore  or  Mortise  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

9  in.  wide  by  9  in.  thick 

15  cwt. 

IHP. 

12  inches 

600 

£40 

Countershaft,  with  Pulleys  and  Pedestals,  £10 


48 
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^VO  RSS  AM'S 


MORTISING      MACHINE, 


With  Rising  and  Falling   Slide. 


This  Mortising  Machine  will  Mortise  stuff  up  to  11  inches  deep  by  3  inches  thick. 


The  Chisel  Spindle,  with  Connecting  Rod,  Fly-wheel,  and  Driving  Pulleys,  is  carried  by  a  slide 
at  the  upper  end  of  a  strong  hollow  cast  iron  Standard.  The  Slide  is  connected  by  a  Rod  to  a  Foot 
Lever,  and  can  be  lowered  to  enable  the  Chisel  to  enter  gradually  into  the  stuff,  working  deeper  and 
deeper  at  each  stroke  to  the  desired  depth. 


As  soon  as  the  foot  is  removed  from  the  Treadle,  which  is  counterbalanced,  the  Slide  will  liae 
and  free  the  Chisel  from  the  work. 


The  Table  to  receive  the  woodwork  is  fitted  with  a  Slide  and  Hand  Wheel,  and  suitable  meus 
are  provided  to  prevent  the  work  from  rising  with  the  Chisel.  A  simple  arrangement  is  employed 
for  reversing  the  Chisel,  placed  within  easy  reach  of  the  workman. 

When  hard  wood  is  to  be  mortised,  the  work  is  considerably  facilitated  by  boring  two  or  ibee 
holes  before  using  the  Chisel. 


To  ^^o^lise  Stuff  up  to. 

11  in.  deep  by  3  in.  thick 

Approximate 
Wei-hi. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions 
per  minute. 

Price. 

20  cwt. 

I  HP. 

10  inches 

200 

JE70 

Boring  Apparatus,  extra,  £15. 


J 
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WORSS  AM'S 

WALL     BORING     MACHINE. 

Where  space  is  limited  this  is  a  convenient  form  of  Boring  Machine,  being  easily  attached  to  the 
Mill  wall  by  a  few  bolts. 

The  Boring  Table  is  fitted  with  Rollers  which  facilitate  the  movement  and  adjustment  of  the 
timber  under  operation. 

The  Boring  Spindle  is  driven  by  Bevel  Gearing  and  Fast  and  Loose  Pulleys,  and  is  raised  or 
lowered  by  a  handle  working  a  Pulley  leading  by  a  band  to  an  Overhead  Pulley,  which  actuates  a 
suitable  B,ack  and  Pinion. 

The  Boring  Spindle  is  counterbalanced  by  a  weight  passing  down  in  front  of  or  at  the  back  of 
the  wall. 


To  Bore  holes  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 
Pulleys. 

Revolutions   !         p  . 
per  minute.           ^'^^^* 

12  inches  deep  by  3  inches  diameter 
16  inches  deep  by  3  inches  diameter 

12  CWt. 

16  cwt. 

I    HP. 
1    HP.   . 

12  inches 

■ 

12  inches 

600         £75     0     0 
600         £90     0     0 

^VORSSAM'S 

COLUMN    BORING   MACHINE. 

This  Machine  is  adapted  for  Boring  heavy  timber. 

The  timber  is  placed  on  a  Carriage  with  wheels  running  on  rails,  and  may  be  brought  to  any 
longitudinal  position  under  the  Auger. 

The  Boring  Spindle  revolves  in  a  Slide,  carried  by  a  strong  cast  iron  hollow  Standard,  and  is 
capable  of  lateral  movement  by  means  of  a  Screw  and  Hand  Wheel. 

Motion  is  given  to  the  Spindle  through  Bevel  Gearing,  and  it  is  raised  and  lowered  by  a 
Counterbalanced  Lever. 


To  Bore  holes  up  to. 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft. 

1 

Revolutions  of        p  . 
Countershaft.  |       *^"^^- 

12  inches  deep  by  3  inches  diameter 
16  inches  deep  by  3  inches  diameter 

20  cwt. 
25  cwt. 

1  HP. 
IHP. 

18  inches 
18  inches 

600        £80    0    0 
600       i  £95     0     0 
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WOOD      LATH  E. 

This  Lathe  is  well  adapted  for  general  use,  and  is  suitable  for  Turning  Wood  or  Iron. 

The  overhead  Shaft  is  provided  with  Fast  and  Loose  Pulleys  and  Three  Motion  Gone,  ud  the 
necessary  Chucks  and  Hand  Rests  are  supplied  with  the  Machine. 


Size. 

Length  of 
hed. 

Approximate 
Weight. 

Average 
Power. 

1 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countenhaft. 

Price 

4  inches  centre 

6  inches  centre 

8  inches  centre 

10  inches  centre 

12  inches  centre 

6  feet 

8  feet 

8  feet 

10  feet 

12  feet 

12  cwt. 
14  cwt. 
18  cwt. 
22  cwt. 
25  cwt. 

i  HP. 
i  HP. 
i  HP. 
i  HP. 
1  HP. 

6  inches 

8  inches 

10  inches 

10  inches 

12  inches 

800 
750 
700 
700 
600 

£25 
£80 
£35 
£40 
£50 

EXTRA  LENGTH  OP  BED  FOR  WOOD  LATHE. 

For    4  inch  Latlic  at  per  foot        £1     5    0 


For    6  inch      „ 


>> 


•  ••     ...     ••*     •.•     •••     .••     >••    •••    ••■    •••    aW^  X%M         \M 


For  8  inch 


» 


I) 


...   •••   ..•   ...   ...   ••    •••   •••   •••   •••   dwA  XO   V 


For  10  inch      „ 


ft 


...  •••  •••  ■..  ...  •••  ••.  .••  •••  •••  aW^  V         \f 


For  12  inch      ,. 


}t 


I..       •••       ...       .••       ...       ..•       ...       .••       •••       •••       3b^       O      V 


Tliese  Lathes  can  be  supplied  with  overhanging  Face-plate,  Floor  Standard,  and  Best  for  tuning 


work  of  large  diameter  at  an  additional  cost  of  about  15  per  cent. 
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WORSSAM'S 


SELF-ACTING    WOOD    LATHE. 

This  Lathe  has  a  Self-acting  Slide  Rest,  Overhead  Motion,  fitted  with  Cone  Pulley  and  Past  and 
Loose  Pulleys.    The  Tool  Holder  can  be  adjusted  in  various  positions. 


Suitable  Chucks  and  Hand  Rests  are  provided  with  the  Machine. 


Size. 

Length  of 
Bed. 

Approximate 
Weight. 

Average 
Power. 

i  HP. 
i  HP. 
k  HP. 
iHP. 
1  HP. 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

4  inches  centre 

6  inches  centre 

8  inches  centre 

10  inches  centre 

12  inches  centre 

6  feet 

8  feet 

8  feet 

10  feet 

12  feet 

12  cwt. 
14  cwt. 
18  cwt. 
22  cwt. 
25  cwt. 

6  inches 

8  inches 

10  inches 

10  inches 

12  inches 

800 
750 
700 
700 
600 

£  50 
£  60 
£  80 
£  95 
£110 

Extra  Length  of  Bed  for  Self-a.cting  Wood  Lathe 


For    4  inch  Lathe  at  per  foot 


For    6  inch      „ 


For    8  inch 


For  10  inch 


>i 


)} 


For  12  inch      „ 


>> 


if 


a 


if 


t  •  •  •  • 


•  •  •  • 


>  •  •  •  • 


•  • 


■  •  •  •  • 


•  •  •  •  • 


•  •  • 


•  •  •  •  • 


..£17     6 


£1   15     0 


£2     2     6 


£2  10    0 


£3    0    0 


If  required,  any  of  the  above  can  be  supplied  with  longer  Bed,  Face-pla.^^i'  ^'vv^^2^^^»^^vs^^vi^^^^K 
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WORSSAM'S 

ROUNDING      MACHINE. 

This  Machine  is  designed  for  Turning  Round  Parallel  Rods  of  hard  or  soft  Wood«  such  as  Curtain 
Poles,  Broom  Handles,  &c. 

It  consists  of  a  cast  iron  Bed  on  Standards,  carrying  a  Head  Stock  in  which  reyolyes  a  Hollow 
Mandril,  fitted  with  Cutters  at  each  end,  which  are  driven  by  a  Countershaft  below  the  Machine  Bed. 

The  material  is  fed  through  the  Mandril  by  a  pair  of  Rollers  in  front  of  the  Cutters,  driyen  by 
Self-acting  Gear,  while  a  second  pair  hold  it  in  position  after  it  has  passed  the  Cutter. 

The  Rods,  &c.,  are  rough-turned  and  finished  at  one  operation. 


The  speed  of  the  Feed  Rollers  can  be  regulated  by  suitable  means  according  to  the  natoie  of  the 


work. 


Size, 

Approximate 
Weight. 

Average 
Power. 

Diameter  of 

Pulleys  on 

Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

To  round  up  to  2  inches  diameter 
To  round  up  to  3  inches  diameter 

12  cwt. 
15  cwt. 

IHP. 
2  HP. 

10  inches 
12  inches 

600 
500 

£65     0    0 
£75     0    0 

SAW   SPINDLES   AND    FRAMES. 

These  Saw  Spindles  and  Frames  can  be  attached  to  the  underside  of  an  ordinary  Wood*framed 
Saw  Bench.  The  Frames  are  fitted  with  best  hard  gun  metal  Bearings  which  carry  the  Spindles^ 
and  are  also  provided  with  Driving  Pulleys,  Loose  Collar,  and  Tightening  Nuts. 


For  Saws  up  to  16  inches  diameter 

20  inches 
24  inches 
30  inches 
36  inches 
42  inches 
48  inches 


I  •  •  •  •  I 


•  •  •  •  •  I 


•  •  •  •  • 


I  ft  •  • ' 


•  •  •  •  •  • 


•  •  •  •  •  • 


£  5 
£  6 
£  7 
£  8 
£  9 
£11 

£ia 


0 
0 
0 
0 
0 
0 
0 


0 
0 
0 
0 
0 
0 
0 
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WORSSAM'S 


SPOKE-SHAPING     MACHINE. 


This  Machine  is  specially  designed  for  Shaping  Wheel  Spokes,  but  it  may  be  used  with  equal 
advantage  for  forming  Hammer  Shafts,  Pick  and  Axe  Handles,  Gun  Stocks,  &c. 

The  various  forms  are  cut  to  the  exact  shape  of  an  iron  Pattern  or  Template  by  means  of  suitable 
Cutters  revolving  in  a  Vibrating  Arm  in  front  of  the  Machine,  connected  with  a  corresponding  Arm 
carrying  a  Friction  Roller  between  the  work  and  the  Template,  so  that  the  wood  is  cut  to  the  same 
shape  as  the  Pattern  exactly. 

The  Cutters  work  in  the  direction  of  the  grain  of  the  wood,  and  are  driven  by  an  Overhead  Drum, 
which  allows  the  belt  to  travel  the  full  length  of  the  work. 

The  iron  Pattern  and  the  piece  to  be  shaped  are  held  between  centres  and  made  to  rotate  at  the 
same  speed,  and  in  the  same  direction,  by  suitable  Spur  Glaring. 

The  Vibrating  Arms  can  be  traversed  in  either  direction  by  means  of  a  square  threaded  Screw 
and  Bevel  Gearing,  and  the  ^fraversing  Motion  can  be  thrown  in  and  out  of  gear  without  stopping 
the  Machine  and  without  the  aid  of  the  operator. 

Very  little  sand  papering  or  buffing  is  required  to  complete  the  goods ;  the  action  of  the  Machine 
being  very  perfect. 


Approximate 
Weight. 

Average 
Power. 

Diam.  of  Pulleys 
on  Countershaft. 

Revolutions  of 
Countershaft. 

Price. 

20  cwt. 

2  HP. 

8  inches 

750 

£85 
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SPEEDS    OF    WOOD    WORKING    MACHINERY. 

Fwt  pCf  BIBHlte. 

Xcclll  Ol  DalKX  C/ftWS  •••       •■•       •••       •••       •••       •••       ••■       •••       •••       •••       •••       •••       •••       4avUU 

Cutting  edges  of  Moulding  and  Planing  Irons    6,000 

xeexn  oi  v^iFcuiai  oaws  •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •■•     ■••     «««     9>000 

Emery  Discs  at  periphery      4,000 


REYNOLD'S 

VENETIAN    BLIND    LATH    PUNCHING   MACHINE. 

This  Machine  is  very  useful  for  Venetian  Blind  Makers.  It  is  provided  with  side  and  end 
guides  so  that  the  holes  punched  come  under  each  other  with  perfect  accuracy.  The  holes  are 
perfectly  formed  and  quite  clean  on  both  sides. 

xnce^  comuiei/e        •••     •••     •••     ■•       •••     •••     •••     •••     •••     •••     •••     •••     •••     Jw^   aO     v 


REYNOLD'S 


COMBINED  CIRCULAR  AND  BAND  SAWING  MACHINE. 

This  Macliine  is  useful  to  Joiners,  Pattern  Makers,  Wheelwrights,  Cabinet  Makers,  &c.,  and  will 
cut  timber  up  to  five  inches  thick. 

The  Band  and  Circular  Saws  are  fixed  on  opposite  sides  of  the  Table  so  as  not  to  interfere  witli 
each  other  in  working. 

The  Band  Saw  passes  over  the  Fly-wheel  as  well  as  the  two  Pulleys,  thereby  securing  greater 
uniformity  in  tension  and  less  liabilty  to  break. 

The  Circular  Saw  can  be  easily  raised  or  lowered  for  Rebating,  Grooving,  &c. 

Price,  complete,  with  Saws £24     0    0 

1^       Fast  and  Loose  Pulleys  for  Steam  Power    extra    £  1     0    0 

Boring  Apparatus extra    £  8    0    0 
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R  E  YNO  LD'S 

IMPERIAL  PATENT  HAND  POWER  BAND  SAW  MACHINE. 

This  Machine  is  fitted  with  a  Patent  Tension  Motion  to  allow  of  expansion  or  contraction  of  Saw 
whilst  working. 

The  Table  is  made  adjustable  to  cut  work  on  the  Bevel  when  required,  and  it  is  also  fitted  with 
an  Angle  Bracket  to  be  nsed^hen  Tenoning. 

Price,  with  Angle  Bracket  for  Tenoning  and  one  f  inch  Saw £12  12    0 

If  made  to  work  by  Steam  Power,  with  a  pair  of  9  inch  Pullejrs  placed  behind 

f  ly^wuccx       •••     •••     •••     •••     •••     •••     •••     art     •••     •••     •••        extra    jo  1.1.1/ 

Will  admit  work  11  inches  deep.        Approximate  Weight  5  cwt. 


REYNOLD'S 

CONTRACTORS   CIRCULAR   SAW    BENCH. 

This  Bench  is  well  adapted  for  the  requirements  of  Builders  and  Contractors,  being  light  and 
serviceable. 

The  Fence  is  adjustable  and  made  to  cant  to  any  angle  for  feather  edging.    It  can  also  be 
turned  off  the  Table  for  cross  cutting. 

Rollers  are  provided  at  each  end  of  the  Table  to  facilitate  moving  the  wood  on  and  off. 


No. 

Dimensions  of 
Tables. 

Diam.  of 
Saw. 

Depth  it 
will  cut. 

Revolutions  of 
Saw  per  min. 

Approxi- 
mate 
Weight. 

Pulleys. 

Price,  with  Saw. 

Diam. 

Width. 

With  Fixed 
Spindle. 

With  Rising 

and  Falling 

Spindle. 

1 
2 
3 

ft.  in.       ft.  in. 

3  6  by  1   6 

4  0  by  2  0 

5  0  by  2  6 

inches. 
18 

24 

30 

inches. 
7 

9 

11 

1500 

1100 

900 

5    cwt. 
7    cwt. 
8J  cwt. 

in. 

6 

9 

10 

in. 
3i 

4 

4 

£12  10  0 
£19    0  0 
£22  10  0 

£20   0   0 
£29   0   0 
£35   0   0 

These  Benches  are  slotted  to  take  a  Saw  6  inches  larger  in  diameter  tK».w  S^^  ^^j^ss^^^^^^ 
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R  E  Y  NOLD'S 

IMPERIAL  CIRCULAR  SAW  BENCH  FOR  HAND  POWER. 

Approximate  Weight  6  Owt. 

Price  complete,  with  9  inch  aud  14  inch  Circular  Saws  and  Rising  and  Falling 

OUlUUm    •••        •••        •••        •••        •••        •*•        •••        •••        •  •  •        •••        •••        t««        •••        •••  Jb  A  4    &  V       \f 

Fast  aad  Loose  Pulleys  for  Steam  Power extra  £  1     0    0 


RE  Y  NO  LD'S 

"COMBINATION"  PATENT  HAND  POWER  CIRCULAR 

AND  BAND  SAWING  MACHINE, 

Approximate  Weight  8  Owt. 

Price  complete,  with  9  inch  and  14  inch  Circular  Saws,  one  f  inch  Band  Saw, 

and  Kising  and  Falling  Spindle £22     0    0 

If  adapted  for  Steam  Power,  so  that  both  Saws  can  be  used  at  once,  with  Past 

and  Loose  Pulleys extra    £  2     0     0 

Boring  Apparatus extra    £  2     0    0 


c< 


REYNOLD'S 

MONARCH"  HAND  MORTISING  MACHINE. 

Price,  with  7  Chisels  and  2  Core  Drivers    £12      0    0 

Tenoning  Tool       extra    £  2     0    0 

Boring  Apparatus,  with  f ,  ^,  and  J  inch  Countersinks,  J  Centre  Bit,  and  i  and 

}  ^iii^cro.**      •••      •■•      *,.      *««      ,,,      (,,      ,.,      ,,,      ,,,      ,,,      ,,,      ,,,      ,,,      j^    ^    JlO     0 

Approximate  Weight  3  Cwt. 
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*> 
J 


R  E  Y  NO  LD'S 


DOUBLE  ACTION  MORTISING,  CORE  DRIVING,  AND  BORING 

MACHINE,  "THE    LONDON." 


In  this  Machine  great  strength  and  lightness  are  obtained  by  an  ingenious  arrangement  of  the 
Levers,  whereby  the  power  is  developed  at  the  base  of  the  Machine  instead  of  on  the  Standard. 


Only  one  fixing  of  the  wood  is  necessary  for  both  Mortising  and  Core  Driving,  orJbr  Boring  the 
holes  at  the  end  of  the  Mortises  in  hard  wood ;  an  arrangement  which  saves  time  in  working  and 
requires  much  less  room  for  stacking  the  timber  than  the  old  plan,  in  which  it  was  necessary  to  fix 
and  Mortise  the  wood  and  then  place  it  on  one  side  for  Core  Driving  ;  and  afterwards  to  re-fix  and 
drive  out  the  core,  thus  necessitating  twice  handling  and  fixing,  besides  requiring  considerable  space 
to  stack  the  wood  half  finished. 


This  is  effected  by  means  of  two  Plungers  side  by  side,  one  for  the  Mortising  Chisel  and  the 
other  for  the  Core  Driver  and  the  Boring  Apparatus,  both  of  which  last  mentioned  tools  fit  into  the 
same  socket. 


The  Boring  Bit  is  worked  by  a  cranked  Handle  and  a  pair  of  Mitre  Wheels  on  the  side  of  the 
Machine  ;  when  the  Plunger  is  used  for  Core  Driving  the  Bit  Is  removed  and  a  suitable  tool  inserted. 

Price,  with  8  Chisels,  2  Core  Drivers,  5  Augers,  and  2  Drills ...     J51818    0 

Approximate  Weight  4  Cwt. 
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REYNOLD'S 


"ECLIPSE"    NEW   PATENT   MORTISING 


MACHINE. 


The  Hand  Lever  of  this  Machine  is  connected  to  the  Carriage  of  the  Chisel  Spindle  by  an 
Articulated  Elbow  or  Toggle  movement,  the  action  of 'which  not  only  produces  the  requisite  vertical 
motion  of  the  Chisel,  but  gives  it  an  increased  power  as  it  penetrates  deeper  and  deeper  into  the 
material. 

The  uniform  depth  of  Mortises  not  required  to  pass  through  the  wood  is  regulated  in  a  vay 
simple  and  efficient  manner  by  making  that  part  adjustable,  which  carries  the  Chisel  Spindle  of  the 
fulcrum  of  the  Lever. 

The  Lever  is  always  brought  down  to  the  lowest  point,  but  the  desired  uniformity  of  depth  of 
the  Mortise  is  obtained  with  great  certainty  by  this  method  and  with  less  trouble  than  in  other 
Machines  made  for  this  purpose. 

Price,  complete,  with  8  Chisels  and  2  Core  Drivers £16  16    0 

Approximate  Weight  4  cwt. 


NETTING   FOR   FRUIT  TREES. 

Per  100  Yards  I  yard  wide £0     6  0 

)}  it      *  jarcio  wicie  ■••     •••     ... ., ,     ,,,     ,,,     «»•     £0  IS  0 

I)  t)      ^  yarcis  wiue  ..•     •••     •••     .••     •••     .•«     *,.     ..•     •..     «•.     •«*     Jvl     o  0 
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FOLLOWS    &    BATES' 

IMPROVED     PAINT     MILLS. 


These  MUIb  are  of  great  value  for  grinding  and  mixing  Paint.    They  save  both  time  and 
material. 

PRICES:- 

No.  0  For  Hand  Power  only         £2   15  0 

No.  I  For  Hand,  with  Fly-wheel jE4    4  0 

No.  1  For  Power,  with  Fast  and  Ixiose  Pulleys £5    5  0 

No.  1  For  Hand  and  Power,  with  Fast  and  Loose  Pulleys  and  Ry-wheel      ...  £5  16  0 

No.  2  For  Hand,  with  Fly-wheel £6    0  0 

No.  2  For  Power,  with  Fast  and  Loose  Pulleys £6  15  0 

No.  2  For  Power,  without  Pulleys      £5    5  0 

No.  1  is  the  most  suitable  size  for  working  either  by  Hand  or  Steam  Power. 

WEIGHTS  AND  OAPAOITIES  OP  PAINT  MILLS. 

Approximate  Diamelet  of  Weight  of 

Wcighl.  Grinding  Capacitj'  of  Fly-wheels, 

qr.  lbs.  Surface.  Hopper.  qr,  lbs. 

No.  0       1     0 5  J  inches  i  gallon  — 

No.  1       2    6       7    inches  1  gallon  1  10 

No.  2       3  18       10    inches  2  gallon  1  24 


RANSOME'S     PAINT     MILLS. 

No.  A.  A  very  handy  little  Mill  for  general  purposes  where  small  quantities 

arc  required £  1  0 

No.  B.  For  Hand  Power,  will  grind  about  5  cwt.  in  10  hours £  7  0 

No.  B.  For  Steam  Power    £  7  16 

No.  C.  For  Hand  Power     £  2  2 

No.  B.  For  Hand  and  Power,  will  grind  ahout  5  cwt.  in  12  houts  by  Steam 

Power,  a  very  gtrong  Mill    £10  15 
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CARSON'S   ANTI-CORROSION    PAINTS 

Are  specially  prepared  for  protecting  all  kinds  of  out-door  work,  and  are  equally  suitable  for  every 
description  of  Iron,  Wood,  Stone,  Brick,  Compo,  Conservatories,  Greenhouses,  Frames,  &c. 

They  are  sent  out  in  powder  and  require  neither  grinding  nor  tinting,  and  will  keep  for  any 
length  of  time  in  all  climates. 

Walls  of  soft  Bricks  or  porous  Stones  may  be  made  impervious  to  damp  by  a  careful  application 
of  Anti-Corrosion  Paint  in  fine  weather  when  all  the  damp  has  been  dried  out. 

These  Paints  are  also  suitable  for  Park  Fencing,  Gates,  Farm  and  other  Buildings,  Carts  and 
Wagons,  Iron  Hurdles,  Roofing,  Farm  Implements,  &c. 


DIRECTIONS     FOR     USE. 

Mixing,  for  Outdoor  Work. 

The  Anti-Corr08ion  Paint  is  a  Powder,  and  all  the  preparation  needed  before  using  it  is  to 
mix  the  Dry  Colour  with  the  necessary  quantities  of  Oil,  &c.,  as  follows  : — 

White,  Stone  Colours,  Lead  Colours,  Purple  Brown,  or  Blue,  require  to  each 
Cwt.  of  Dry  Colour,  6  gallons  Raw  Linseed  Oil,  1  gallon  Boiled  Linseed  Oil,  1  gallon  Turpentine; 
total,  8  gallons.    Or  7  lbs.  of  Powder  to  \  gallon  of  Mixture. 

Buff,  Chocolate,  or  Oak  Colour,  require  to  each  Cwt.  of  Dry  Colour,  74  gallons  Riw 
Linseed  Oil,  Ij  gallons  Boiled  Linseed  Oil,  Ij  gallons  Turpentine  ;  total,  10  gallons.  Or  5}  lbs. 
of  Powder  to  |  gallon  of  Mixture. 

Bright  Medium,  Deep  or  Invisible  Oreen,  or  Reds,  require  to  each  Cwt.  of  Biy 
Colour,  5  gallons  Raw  Linseed  Oil,  3  gallons  Boiled  Linseed  Oil ;  total,  8  gallons.  Or  7  lie.  of 
Powder  to  half  gallon  of  Mixture. 

Bronze  Oreen,  or  Black,  require  to  each  Cwt.  of  Dry  Colour,  6  gallons  Raw  Linseed  Oil, 
4  gallons  Boiled  Linseed  Oil ;  total,  10  gallons.    Or  5|  lbs.  of  Powder  to  i  gallon  of  Mixture. 

The  Powder  contains  all  necessary  driers. 

It  is  important  to  keep  the  Paint  well  stirred  durinp  use,  to  prevent  settlement ;  but  should  aoj 
sediment  take  place,  it  must  not  be  thinned  with  Oil  and  used  in  the  ordinary  manner,  but  had  better 
be  mixed  with  another  potful  of  Paint.  Paint  Pots,  fitted  with  a  mixer,  are  expressly  constraeted 
for  mixing  the  Paint  and  keeping  it  properly  stirred.  In  preparing  the  Anti-Corrosion  for  use,  the 
Oil  Mixture  should  be  first  poured  into  the  paint-pot,  the  necessary  Powder  then  added,  and  the 
whole  stirred  together  until  incorporated.  The  Paint  should  be  mixed  at  least  24  hoon 
before  it  is  used,  as  it  will  then  go  farther  and  dry  quicker. 

Price  of  Paint  Pots,  with  Mixer,  3/-  each. 


(1 
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CARSON'S   ANTI-CORROSION    PAINTS, 

DIREOTIONS    FOR    USE    (CONTINUED). 


Preparation    of    VS/'ork. 

All  rust,  distemper,  decayed  and  loose  paint,  should  be  removed  before  painting.  Where  it  is 
necessary  entirely  to  remove  old  paint,  the  new  preparation.  Detergent,  is  strongly  recommended. 
Work  wetted  by  rain  must  be  allowed  to  dry  before  the  paint  is  applied,  or  it  is  apt  to  blister. 
Paint  should  never  be  used  on  work  to  which  Black  Varnish  or  Tar  has  been  applied. 

Priming. 

When  painting  New  Work,  Cement,  Stucco,  or  where  there  is  much  absorption,  it  is  advisable 
either  to  use  the  first  coat  very  thin  or  apply  a  coating  of  the  Priming  Colour,  supplied  at  28s. 
per  cwt.,  mixed  with  Boiled  Oil,  in  the  proportion  of  12  gallons  of  Oil  to  1  cwt.  of  Priming. 

When  painting  Green,  Blue,  or  Black,  it  is  strongly  recommended  to  use  Ligllt  Lead 
Colour  for  the  first,  and  where  necessary,  for  second  coat  tdso. 

The  Light  Lead  must  always  be  used  as  Priming  for  Green  on  new  Ironwork. 

Application. 

The  work  being  properly  cleaned  and  rfrv,  each  coat  of  Paint  should  be  laid  on  equally  and 
evenly,  and  well  spread  with  the  brush,  small  brushfuls  being  taken  at  a  time.  No  succeeding  coat 
must  be  applied  till  the  previous  one  is  sufficiently  hard  ;  neither  should  a  light  colour  be  used  over 
a  dark  one. 

Number    of    Coats    Required. 

For  new  Ironwork  and  work  of  every  description  which  has  been  before  painted,  two  coats  are 
sufficient ;  new  Woodwork  requires  three  coats  ;  and  porous  substances,  such  as  Brick,  Stucco,  Soft 
Stone,  &c.,  four  coats. 

Surface    Covered. 

One  cwt.  of  the  Paint  iu  powder  mixed  with  its  proper  proportion  of  Oil  Mixture  covers,  once 
over,  on  : — 


Porous  Stone  or  Brick about  250  Square  Yards. 

Compo,  Cement,  and  Stone 

VT  IJv/iXfYlJA  Ik  •••  •••  •.•  •••  •••  •••  •••  ••• 

XxUJLl  *T  (JA  &  •••  •••  •••  •••  •••  •••  •••  ••• 


300  to  400 

400  to  500     „ 


600  to  700     „ 

Detergent,    for    Removing    Old    Paint. 

This  Composition,  by  a  harmless  chemical  action,  renders  Paint  easy  of  removal  without  injury 
to  the  material  forming  the  ground. 

Diluted  with  water  it  is  also  the  best  material  for  cleaning  Old  Paint  or  anything  very  dirty 
and  greasy. 

After  the  application  of  the  Extract,  the  Paint  can  be  removed  in  about  twenty  minutes. 

Price  6s.   per  GaJlon,   Jar  included. 

BRUSHES.— For  the  better  application  of  the  Detergent,  two  special  Brushes  (one  to  apply 
the  Extract,  the  other  to  remove  the  old  paint)  are  supplied  at  2s.  6d.  the  pair. 

NoTB. — This  preparation  must  be  stored  in  a  warm  place  during  cold  weather,  or  it  will 
crystallize. 
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PRICES   OF   CARSON'S   ANTI-CORROSION    PAINTS, 

For    Exterior    Use. 


•••  •••  •«•  ••■  •••  •••  •••  •••  •••  •••  ••■  ••• 


•■•  •••  ■■■  •■■  ••■  ■•■  •••  •••  •••  ••• 


•••  •••  •■•  •••  •••  ■••  •••  •  •  i 


Bath  Stone 
Brown  Stone  ... 
Grey  Stone     ... 

jjiifiiu  OvOne    ...      ■..      ...      ...      •••      ...      *••      ■••      •*.      ...      ...      ... 

Light  Portland  Stone    

Portland  Stone 

Black 

Blue 

Bright  Green  ... 

Bright  Red     ... 

Bronze  Green  ... 

Chocolate 

Dark  Red 

Deep  Green    ... 

Lead  Colour  ... 

Light  Lead  Colour 

Medium  Green 
Oak  Colour 

VY 11 1  \Ai         ...        ...         ...         ...         ...        ...        ...         ...        ...        ...        ...        ..•        ... 

The  durability  of  Paint  depends  very  much  on  the  use  of  pure  Oils  in  its  preparation.  Canon's 
Oil  Mixture  is  composed  of  Linseed  Oil  from  Baltic  Ports  and  pure  American  Tarpentine,  and 
contains  everything  necessary  for  the  proper  preparation  of  the  paint,  no  driers  or  other  additions 
being  required.     Price,  per  gallon,  3s.  3d. 

For  proportions  to  be  used  see  page  386. 
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per  cwt. 

£1 

IS 

0 

If 

£1 

18 

0 

II 

£1 

18 

0 

» 

£1 

18 

0 

» 

£1 

18 

0 

» 

£1 

18 

0 

i« 

£1 

1 

0 

£S 

8 

0 

If 

£2 

8 

0 

£1 

6 

0 

II 

£1 

8 

0 

£1 

1 

0 

£1 

6 

0 

£2 

8 

0 

£1 

6 

0 

£1 

8 

0 

£8 

8 

0 

£1 

6 

0 

£1 

18 

0 

PAINT     BRUSHES. 

For  Surface  Work.                                        Each. 

For  Picking  Out, 

a.      a. 

Large  Round  Bnishes    3    6 

Sash  Tools,  Large 

II          VyVfvl                 yj                   ...         ...         ...         ...         O        O 

„          Medium       

Small  Brushes,  Round  or  Oval      2     6     '             „          Small    

Dusting  Brushes     3    6 

Varnish  Brushes,  White 

•  a* 


•  ■• 


•  •• 


I.  i 

1  i 

0  » 

0  « 

3  e 
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CARSON'S      TINTS, 

For    Interior    Use. 

These  Paints  are  prepared  from  pigments  of  the  finest  quality  without  admixture  of  Barium  or 
Bar3rta,  Magnesia,  or  any  cheap  or  inferior  ingredients. 

They  arc  ahnost  free  from  unpleasant  smell,  and  require  no  preparation  beyond  the  simple 
Mixture  with  the  Oils  in  the  proportions  hereafter  mentioned. 

Possessing  CTcat  body  and  covering  power,  their  extreme  fineness,  smoothness,  and  beauty  of 
surface  render  these  tints  well  adapted  tor  the  Finest  Interior  Decoration. 

Any  person  with  a  little  practice  can  produce  good  results  by  following  the  directions  for  use. 

Directions    for    Use. 

These  Colours  are  nrepared  in  a  dry  powder,  and  to  render  them  ready  for  use  it  is  merely 
necessary  to  add  the  Oil  Mixture  as  below. 

One  cwt.  of  Powder  requires  8  gallons  of  Oil  Mixture,  or  7  lbs.  to  i  gallon. 

Mixture. 

Mix  the  Powder  and  Oil  in  the  above  proportions,  but  not  at  first  using  the  whole  of  the 
Mixture.  Allow  the  Paint  to  stand  for  twenty-four  hours,  and  then  add  the  remaining  Oil,  and  stir 
thoroughly — it  is  then  fit  for  use. 

Cleaning. 

Before  painting  it  is  necessary  to  see  that  the  work  is  quite  clean  and  free  from  grease  ;    all 

girts  that  have  been  handled  must  be  washed  with  soda  and  water,  or  with  a  weak  solution  of 
etergent  (see  page  387),  which  is  invaluable  for  paint-cleaning. 

Number   of   Coats. 

When  painting  old  work  in  two  coats,  use  for  the  first  coat  No.  2  Mixture;  for  the  second. 
No  1  Mixture. 

When  three  coats — First,  No.  2 ;  second.  No.  2  ;  third,  No.  1. 

For  new  work  in  four  coats — First,  No.  1 ;  second,  No.  1 ;  third,  No.  2  ;  fourth,  No.  1. 

The  above  will  produce  a  bright  and  glossy  surface ;  if,  however,  a  dull  or  flatted  finish  is 
desired,  it  is  produced  by  proceeding  as  above,  and  then  adding  an  extia  coat  of  No.  2  Mixture.  A 
"dead  flat"  is  produced  by  the  use  of  a  Mixture  of  6  of  Turps  to  2  of  Oil.  Some  previous 
experience  and  sxill  are  necessary  for  correct  flatting.  Use  priming  for  first  coat  of  new  work  when 
not  less  than  four,  in  all,  are  to  be  given. 

Remarks. 

Any  colour  may  be  reduced  in  tint  by  the  addition  of  No.  1  White,  but  it  is  not  advisable  to 
mix  any  of  the  others,  as  the  delicacy  of  shade  may  be  destroyed. 

No.  10  Li^ht  Sage  is  well  suited  for  ^ving  a  more  cheerful  air  to  a  dark  room,  as  it  reflects 
the  rays  of  light.  This  colour  is  too  delicate  for  flitting,  No.  8  Green  Tint  should  be  used  as  a 
substitute. 

No.  9  French  Qrey  is  only  suitable  for  a  room  where  there  is  much  light,  as  it  is  an  absorbent 
of  light. 

No.  5  Buff  Tint  for  panels,  with  No.  6  Salmon  Tint  for  the  stiles,  forms  a  beautiful  contrast. 
Nos.  2  Stone  Colour  and  5  BufT,  or  3  Light  Drab,  and  4  Drab,  can  be  used  in  the  same  way,  as  may 
also  the  darker  shades. 

Oil    Mixtures. 

No.  1 ;  6  gallons  Pale  Boiled  Oil,  to  2  gallons  Turpentine.  No.  2  ;  SJ  gallons  Pale  Boiled  Oil, 
to  4^  gallons  Turpentine. 

Prices  of  Tints  for  Interior  Use. 


No.    7.  Blue  Tint 

No.    5.  BuffTint  forSUbles 

No.  21.  Chinese  Red      

No.  25.  Dark  Lavender 

No.  23.  Deep  Purple      

No.    4.  Drab,  &  Light  Drab  No.  3, 

i^  yJ»    L  Z.  JP  ainr  n  •••        •••        ••«        •••        ••• 

No.    9.  French  Grey      

No.    8.  Green  Tint        

50 


per  cwt.  £1  18  o 

„        £1  16  o 

„        £3  12  o 

£1  16  o 
£300 

£1  16  o 

£1  16  o 

£1  18  o 

£1  18  o 


it 
it 


>> 


f> 


No.  II.  Grey  Tint 

No.  22.  Implement  Blue 

No.  10.  Light  Sage 

No.  24.  Oak  Brown 
No.  13.  Olive  Green 
No.    6.  Salmon  Tint 
No.    2.  Stone  Colour     .. 
No.  26.  Quaker  Green   .. 
No.    I.  White 


'  cwt. 

£1 

18 

0 

£3 

0 

0 

£1 

18 

0 

£1 

16 

0 

£1 

18 

0 

£1 

18 

0 

£1 

16 

0 

£1 

16 

0 

£1 

18 

0 

PERAMBULATORS. 


R  O  L  L  I  N  '  S 

AMERICAN    PERAMBULATORS. 

These  Perambulators  have  two  wheels  in  front  and  two  behind.    The  two  front  wheels  pieveDt 
the  Carriage  from  tipping  sidewaya  when  the  hind  wheels  are  raised  from  the  groond. 

The  Wheels  are  of  large  diameter,  and  the  Perambulators  are  light,  strong,  and  elegant  in 
appearance.    The  Hoods  can  be  readily  adjusted  as  desired. 


No.    3.  Single  Perambulator,  lined  with  American  Cloth  ... 

No.    3.  Ditto        ditto  Cloth  lined 

No.  12.  Single  Perambulator,  Cloth  lined    

No.  55.  Ditto  ditto  ditto 

No.  60.  Double  Perambulator,  American  Cloth  lined.., 

No.  61.  Ditto        ditto  Cloth  lined   ...     . 


£3  15 
£6  0 
£5  15 
£6  10 


BRISTOL     PERAMBULATORS. 


No.    1.  Single 

Perambulator 

..     £  1  10    0 

No.    2.  Ditto 

ditto 

..£220 

No.    3.  Ditto 

ditto 

..     £  2  la     6 

No.    4.  Ditto 

ditto 

lined  with  Carriage  Cloth       

..     £  8  IS    6 

No.    5.  Ditto 

ditto 

Circular  Back,  lined  with  Carriage  Cloth 

..     £  a  10    0 

No.    6.  Single 

Folding  Perambulator       

..£140 

No.    7.  Double  Perambulator 

..£300 

No.    8.  Ditto 

ditto 

..     £  2  15    0 

No.    9.  Ditto 

ditto 

..£330 

No.  10.  Ditto 

ditto 

with  India  Rubb,T  Tire  Wheels    

..£660 

No.  11.  hight 

iivalid  Chair 

..     £10  10    0 

PIG    TROUGHS. 


PAGE'S 

PATENT   GALVANIZED    CORRUGATED    PIG    TROUGHS. 


These  TrougbB  combine  all  the  reqairemeots  for  good  serviceable  Troughs,  being  .strong,  light, 
durable,  and  water  tight. 

The  bodies  of  the  Troagha  are  of  corrugated  sheet  iron,  galvanized  to  prevent  rust,  and  not 
liable  to  breakage,  and  they  are  provided  with  wrought  iron  Division  Bare  which  also  act  as  stays 
very  efficiently. 

'ITie  Corrugations  effectually  prevent  any  waute  of  food. 

P  R  I  0  E  S  :— 


3  feel 

4  feel 

5  feel 

6  feet 

7  feel 

8  feet 
10  fed 


long,  14  inches  wide,  with  wrought  Division  Bars  12  inches  apart 

long,  14  inches  wide,  „  „  „ 

long,  14  inches  wide,  „  „  „ 

long,  14  inches  wide,  „  „  „ 

long,  14  inches  wide,  „  „  „ 

long,  14  inches  wide,  „  u  > 

long,  14  inches  wide,  „  „  „ 


es  apart 

..     JEO  10    6 

„ 

.      £0  14    0 

..     £0  16    0 

..     £0  18    0 

..£10    0 

..£12    0 

..£14    0 
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PIG    TROUGHS. 


DOUBLE    NORFOLK   PIG   TROUGHS. 

STRONG  PATTERN. 

These  cast  iron  Troughs  allow  a  number  of  Pigs  to  feed  at  the  same  time  in  a  small  spaoe 
without  interfering  with  each  other  or  wasting  the  food. 


No.  1.  2  feet  4  inches  long,    9 

No.  2.  3  feet  0  inches  long,  10 

No.  4.  3  feet  6  inches  long,  12 

No.  5.  2  feet  6  inches  long,  18 

No.  6.  4  feet  0  inches  long,  15 

No.  7.  4  feet  0  inches  long,  15 

No.  8.  4  feet  0  inches  long,  15 


inches  wide,  for  12  Pigs 
inches  wide,  for  14  Pigs 
inches  wide,  for  14  Pigs 
inches  wide,  for  8  Pigs 
inches  wide,  for  10  Pigs 
inches  wide,  for  12  Pigs 
inches  wide,  for  14  Pigs 


•••  •••  •••  •••  ••• 


••   »..  •••  •••  ••• 


•••  ••..  •••  •••  ••• 


•••  •••  •••  •••  ••• 


•••  •••  •••  •••   •• 


•••  •••  •••  •••  ••• 


•••  •••  ••■  •••  ••• 


£0    8 

8 

£0  10 

6 

£0  U 

8 

£0  12 

0 

£0  17 

6 

£0  17 

6 

£0  17 

6 

DOUBLE   NORFOLK   PIG   TROUGHS. 


LIGHT   PATTERN. 

No.  102.  3  feet  0  inches  long,  10  inches  wide,  for  14  Pigs 
No.  104.  3  feet  6  inches  long,  12  inches  wide,  for  14  Pigs 
No.  106.  4  feet  0  inches  long,  15  inches  wide,  for  10  Pigs 


•••  *••  •••  ••< 


•••  •••  •••  ••• 


•  ••       ••<       •••       ••! 


£0  8  8 
£0  12  0 
£0  14  6 


SINGLE   NORFOLK   PIG   TROUGHS. 

STRONG  PATTERN. 

These  Troughs  are  suitable  for  setting  against  a  wall,  but  are  in  other  respects  similar  to  the 
Double  Norfolk  Troughs. 


No.  11. 
No.  12. 
No.  13. 
No.  16. 
No.  16A. 
No.  16B. 
No.  17. 
No.  18. 
No.  19. 
No.  20. 


3  feet  0 
2  feet  6 

4  feet  0 

2  feet  6 

3  feet  0 

4  feet  6 
4  feet  0 

4  feet  0 

5  feet  0 

6  feet  0 


inches  long, 
inches  long, 
inches  long, 
inches  long, 
inches  long, 
inches  long, 
inches  long, 
inches  long, 
inches  long, 
inches  long, 


6  inches  wide, 
8  inches  wide, 
8  inches  wide, 
11  inches  wide, 
11  inches  wide, 
11  inches  wide, 
11  inches  wide, 
1 1  inches  wide, 
11  inches  wide, 
U  inches  wide, 


for  7  Pigs 

for  4  Pigs 

for  7  Pigs 

for  2  or  3  Pigs  ... 

for  3  Pigs 

for  4  Pigs 

for  4  Pigs 

for  5  Pigs 

for  5  or  6  Pigs  ... 
for  7  Pigs 


•••     •••     ••• 


•••     •••     ••• 


•••     «••     ••• 


•••     •••     ••• 


•••     •••     ••• 


••■     ...     ••• 


...     •••     ••• 


•..     ...     ••• 


...     .*•     ••• 


...         tt«         ta* 


£0    8 

8 

£0    9 

8 

£0  18 

0 

£0  14 

9 

£0  16 

6 

£0  18 

0 

£0  19 

9 

£0  19 

9 

£1    4 

6 

£1    9 

0 

PIG    TROUGHS. 


393 


SINGLE   NORFOLK   PIG   TROUGHS, 


LIGHT   PATTERN. 


These  Troughs  are  similar  to  those  described  on  the  previous  page  but  lighter. 


No.  115.  2  feet  0  inches  long,  1 
No.  116.  2  feet  6  inches  long,  1 
No.  116  A.  3  feet  0  inches  long,  1 
No.  11 6B.  3  feet  6  inches  long,  1 
No.  117.  4  feet  0  inches  long,  1 
No.  119.  5  feet  0  inches  long,  1 
No.  120.    6  feet  0  inches  long,  1 


inches  wide,  for  2  Pigs 
inches  wide,  for  2  Pigs 
inches  wide,  for  3  Pigs 
inches  wide,  for  3  Pigs 
inches  wide,  for  4  Pigs 
inches  wide,  for  5  Pigs 
inches  wide,  for  7  Pigs 


•••  •••  •••  ••• 


•••  •••  •••  ••• 


•••  •••  •••  ••• 


>  •  •  •  •   •  •  • 


I..  •..  •••  *.• 


...  ...  ...  .. 


•.•  ••.  •••  ••• 


£0    8 

8 

£0    9 

0 

£0  11 

0 

£0  13 

0 

£0  14 

3 

£0  18 

0 

£1     1 

0 

PIG      TROUG  H  S, 

With  Circular  Bottoms,  Rounded  Ends,  and  Internal  Ldp. 


No.  330.  2  feet  0  inches  long. 
No.  331.  2  feet  6  inches  long. 
No.  332.  3  feet  0  inches  long, 
No.  333.  4  feet  0  inches  long, 
No.  334.  5  feet  0  inches  long, 
No.  335.  6  feet  0  inches  long, 
No.  332A.  3  feet  0  inches  long, 
No.  333A.  4  feet  0  inches  long, 
No.  334A.  5  feet  0  inches  long. 
No.  335A.  6  feet  0  inches  long. 
No.  3326.  3  feet  0  inches  long. 
No.  3336.  4  feet  0  inches  long, 
No.  3346.  5  feet  0  inches  long, 
No.  3356.  6  feet  0  inches  long. 
No.  3366.  7  feet  0  inches  long. 
No.  3376.  8  feet  0  inches  long, 


8  inches  wide 

8  inches  wide 

8  inches  wide 

8  inches  wide 

8  inches  wide 

8  inches  wide 

10  inches  wide 

10  inches  wide 

10  inches  wide 

10  inches  wide 

12  inches  wide 

12  inches  wide 

12  inches  wide 

12  inches  wide 

1 2  inches  wide 

12  inches  wide 


.     •  •  •     •  I 


. .     ... 


.  •  •     • 


•  •     •  •  •     •  * 


•  *     .  •  I 


•  ••     •••     ••.     xO    4    0 


••     •••     .*•     ... 


£0    5    0 


.     •  •  •     •  •  • 


•  ••       •••       ••.       Jb  V       0       6 


.      ...      .«•      ...      •••      c     Jb  V     7     0 


...      • • •      • 


> .         •  •  •         •  •  •         Jb  V        O        6 


•  ••        *••        .••        •••       Jbv    10      0 


••        •••        •••        ••■       JyVl       b       6 


•         •••         •••         •••         JyU        O        6 


•••     •••      •••     •••     £0  10     6 


...  •  I 


..  .*•  ••• 


•••      •••      •••     JLU  12     6 

•  ••         •••         •••         JyU        O        6 


••  •••  •••  • 


•  •  .  •  I 


I  •  •  •  ■  •  •  • 


••  •••  .•• 


1%  %%%  •%•  %%« 


£0  10     6 

•  ••       •••       •••       Jbv    12      o 

•  ••      •••      •••     JLU  1  o     0 

^Si>a    '»» 

^  *»-  ^ 


394 


PIG    TROUGHS. 


PIG      TROUGHS, 


With   Circular  Bottoms    and   Square  Ends. 


No.  30.  2  feet  0  inches  long,  10  inches  wide 
No.  31.2  feet  6  inches  long,  10  inches  wide 
No.  32.  3  feet  0  inches  long,  10  inches  wide 
No.  34.  4  feet  0  inches  long,  10  inches  wide 
No.  35.  5  feet  0  inches  long,  10  inches  wide 
No.  36.  6  feet  0  inches  long,  10  inches  wide 
No.  38.  3  feet  0  inches  long,  12  inches  wide 
No.  39.  4  feet  0  inches  long,  12  inches  wide 
No.  40.  5  feet  0  inches  long,  12  inches  wide 
No.  41.  6  feet  0  inches  long,  12  inches  wide 


B.  d. 

«••      •••      •••      •••      •••      •••      •••      •••         4  V 

5Q 

•  •■       •••       •••        ■••       •••       •••       •••       •••          V  V 

9  0 

*••   •••   ..•   *••   •■•   •••   •••   •••   •/  ^/ 

..•    ...    ••■    ..•    ■•■    •«•    •••    •••    A&  \M 

...    ...    ■..    ...    ■■•    ■••    •••    ••■    X  V  V 

...   ...   ■*•   •■•   *■■   .■•   •••   •••    ^y  V 

...   •••   ..    •*■   •■•   •••   ■••   •••   XX  \/ 

...      .•*      .*>      •■•     •••      t  »m             •••     •••      XO  «F 

«..    ..•    ••■    ••■    ■■•    •••    •••    •••    X V  if 


WINDSOR     PIG     TROUGHS. 

These  Troughs  are  built  into  the  wall  of  the  stye,  and  the  pigs  can  be  fed  on  either  side  by 
moving  the  shutter  which  is  suspended  from  the  upper  part  of  the  frame. 

These  Troughs  have  been  in  uae  at  the  Model  Farm,  Windsor,  for  many  years. 


3  feet  long,  18  inches  wide  ... 

4  feet  long,  18  inches  wide  ... 

5  feet  long,  18  inches  wide  ... 

6  feet  long,  18  inches  wide 


•  •  •  •  •  • 


3  feet  long,  18  inches  wide  ... 

4  feet  long,  18  inches  wide  ... 

5  feet  long,  18  inches  wide  ... 

6  feet  long,  18  inches  wide  ... 


i.  ••.  ...  ...  ...  ...  ...  ...  ...  J^A  mm  O 

.  ...  ...  ...  ...  ...  «..  ...  ...  J^mt  X  A  O 

>.  ...  ...  ...  ...  ...  ...  ...  ...  aW  V  ^3  V 

i.  *...  ...  ...  ...  ...  ...  ...  •••  Jm  V  \.  ^3  V 


With  extra  Bar. 
3ft.  3in.  high. 

'  .       Xj  £t       «/       v/       ... 


With  two  extra  Bars. 
3ft.  9in.  high. 

...     £2  13     0 


. . .     •  •  • 


...        J&O       O       Vf       ... 


£3  10    0 


With  two  extra  Bars. 

4ft.  3  in.  high. 

£2  15    6 


...     £2  16     6     £3    0    0     £3     2     6 


...     ... 


£3  12    6 


4..     £3  15    0     £4    0    0     £4    2    6 


PIG    TROUGHS. 
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CIRCULAR     PIG     TROUGHS, 

WITH   HOPPER. 


BB  No.  27.  2  feet  diameter     

No.  28.  2  feet  6  inches  diameter 
No.  29.  3  feet  diameter 


Price  £0  11  0 
£0  16  6 
£1  10    0 


CROSSKILUS    IMPROVED    PIG   TROUGHS, 

With  Upright  Ends  and  Moveable  Shutter,  to  Peed  on  either  Side  of  Wall. 


2  feet  3  inches  long 

3  feet  6  inches  long 

5  feet  0  inches  long 

6  feet  0  inches  long 


£2  15 
£3  15 
£5  0 
£6     5 


0 
0 
0 
0 


3  feet  0  inches  long 

4  feet  6  inches  long 

5  feet  6  inches  long 

6  feet  6  inches  long 


£3     0 

0 

£4  10 

0 

£5,15 

0 

£6  15 

0 

ALBION    DOUBLE    NORFOLK   PIG    TROUGHS, 


For  Young  Pigs. 

No.  2.  2  feet  6  inches  long  by  12  inches  wide,  for  10  pigs 

No.  3.  3  feet  0  inches  long  by  12  inches  wide,  for  12  pigs 

No.  4.  3  feet  6  inches  long  by  12  inches  wide,  for  14  pigs 

No.  S.  4  feet  0  inches  long  by  12  inches  wide,  for  16  pigs 


s.    d. 
7     6 
9     6 

12  0 

13  6 


No. 

3. 

No. 

4. 

No. 

5. 

No. 

6. 

No. 

7. 

No. 

8. 

No. 

9. 

No. 

10. 

No. 

11. 

No. 

12. 

No. 

13. 

No. 

14. 

ALBION    PIG    TROUGHS 

With  Circular  Bottoms  and  Wrought  Iron  Gross  Bars. 

2  feet  0  inches  long  by    8  inches  wide 

2  feet  6  inches  long  by    8  inches  wide...     

3  feet  0  inches  long  by    8  inches  wide 

4  feet  0  inches  long  by    8  inches  wide 

5  feet  0  inches  long  by    8  inches  wide 

6  feet  0  inches  long  by    8  inches  wide 

2  feet  0  inches  long  by  10  inches  wide 

2  feet  6  inches  long  by  10  inches  wide 

3  feet  0  inches  long  by  10  inches  wide 

4  feet  0  inches  long  by  10  inches  wide 

5  feet  0  inches  long  by  10  inches  wide 

6  feet  0  inches  long  by  10  inches  wide 


s.    d. 
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14 

0 

ALBION    CIRCULAR   IRON    PIG   TROUGHS, 

With  Loose  Revolving  Top. 


No.  30.  2  feet  diameter,  with  6  divisions    

No.  31.2  feet  5  inches  diameter,  with  8  divisions     ... 
No.  32.  2  feet  9  inches  diameter,  with  11  divisions  ... 


£0  12  0 
£0  18  6 
£1     1    0 


396  PLOUGHS. 


HOWARD'S    "CHAMPION"   PLOUGHS, 

With   Screw   Depth  Besulators. 


The  aboTQ  eDgraving  illustratee  one  of  Howard's  "  Champion  "  Ploughs,  with  Patent  Screw 
Regulator  to  the  wheel  fastenings,  which  permit  of  the  alteration  of  the  depth  of  the  Ploughing 
without  stopping  the  horses.  As  the  old  plwi  of  binding  screws  is  retained,  the  plonghnaan  can 
avail  himself  of  either  method. 

The  Patent  Screw  Regulators  can  be  supplied  with  any  of  Howard's  Ploughs. 
The  following  are  various  sizes  of  Howard's  Ploughs :  — 
D.  Dwarf  Plough,  suitable  for  a  small  horse  or  pony.     Adapted  for  stirring  loose 
soil  or  for  shallow  ploughing  where  the  draught  is  light. 

Price       JES  10    « 

Steel  Breast  3/6  extra.     Steel  Side  Cap  2/-  extra.     Weight  1^  cwt. 
DD.  A  very  light  bat  strong  plough,  suitable  for  one  horse,  for  Cottage  Farmers' 
and  Gardeners'  use. 

Price,  with  one  Wheel £3    0    0 

Price,  with  two  Wheels        £3  10    0 

Skim  Coulter  5/-  extra.      Steel  Breast  5/-  extra.      Steel  Side  Cap  3/-  extra.      Weight  1^    cwt. 

If  with  Draught  Pole,  for  Oxen  10/-  extra. 
£B.  l-Horse  Plough,  adapted  for  shallow  ploughing. 

Price,  with  one  Wheel £3     8    6 

Price,  with  two  Wheeb        £3  13    6 

Skim  Coulter  5/-  extra.     Steel  Breast  5/-  extra.     Steel  Side  Cap  2/-  extra.     Weight  1}  owt. 
Patent  Screw  Regulators  to  any  of  the  above  Ploughs  5/-  extra. 


PLOUGHS. 
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HOWARD'S   "CHAMPION"    PLOUGHS 

(OONTINUED). 

SB.  A  light  Pair-horse  Plough.    Price,  with  two  Wheels £4    7    6 

Skim  Coulter  5/-  extra.    Steel  Breast  5/-  extra.    Steel  Side  Cap  2/-  extra.    Weight  2  cwt. 


LB.   A  light  Pair-horse  Plough,  fitted  with  Lever  Neck  for  altering  the  pitch  of  the 

Share.    Price,  with  two  Wheels    £4  15    0 

Skim  Coulter  5/-  extra.    Steel  Breast  5/-  extra.    Steel  Side  Cap  2/-  extra.    Weight  2j  cwt. 


B.  A  Pair-horse  General  Purpose  Plough,  fitted  with  Lever  Neck.   Price,  with  two  Wheels    £5    2    6 
Skim  Coulter  5/-  extra.    Steel  Breast  5/-  extra.    Steel  Side  Cap  2/-  extra.    Weight  2J  cwt. 


BB.  A  strong  General  Purpose  Plough,  fitted  with  Lever  Neck.    Price,  with  two  Wheels    £5    7    6 
Skim  Coulter  5/-  extra.    Steel  Breast  5/-  extra.    Steel  Side  Cap  2/-  extra.    Weight  2f  cwt. 


BW.  A  Pair-horse  Plough,  with  wooden  Handles  and  Beam,  the  latter  plated  edgewise 

with  iron,  giving  great  strength  to  the  Beam  without  material  increase  in 
weight. 


BW,  without  Wheels    £3    2  6 

BW,  with  one  Wheel    £3  10  0 

BW,  with  two  Wheels   £4    0  0 

Weight  of  BW  2  cwt. 


BBW,  without  Wheels £3    7  6 

BBW,  with  one  Wheel £3  15  0 

BBW,  with  two  Wheels £4    5  0 

Weight  of  BBW  2j  cwt. ' 


CB.  Colonial  Ploughs,  made  entirely  of  wrought  iron,  malleable  iron,  and  steel,  to 

pack  in  small  compass.     The  general  design  ib  the  same  as  the  B  and  BB 

Ploughs,  but  with  fewer  parts. 

CB,  with  wrought  Frame,  two  Wheels,  and  steel  Breast,  weight  2j  cwt £5  15    0 

CBB,  with  wrought  Frame,  two  Wheels,  and  steel  Breast,  weight  2^  cwt £6    0    0 

Patent  Screw  Regulators  5/-  extra. 
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IP  LOUGHS. 


HO'WARD'S 


THREE     FURROW     PLOUGH. 


The  introduction  of  Steam  Ploughs  has  led  Parmeis,  especially  of  light  land,  to  desiie  that  Uieir 
Ploughs,  drann  by  animals,  should  take  a  greater  width.  The  above  Triple  Plough  h&B  been  brought 
out  to  meet  this  req^uirement.  By  its  use  greater  economy,  as  well  as  expedition  in  ploughisg,  u 
effected  than  with  the  Double  Furrow  Plough,  into  which  it  may  at  once  be  cosveited  by  the 
reinovat  of  the  hinder  body,  and  tliis  is  sometimes  desirable  on  ground  where  the  draught  is  heavy. 
The  depth  of  work  can  be  regulated  by  the  Lever  as  the  Plough  proceeds,  and  at  the  enda  the  Plough 
is  lifted  by  the  same  Lever  clear  olT  the  ground. 


Price,  with  Steel  Breasts,  and  Steel  Side  Ca]i3 £12  15     0 

Price,  with  Steel  Breasts,  and  Steel  SideGai)s,  but  without  Coulters      £13     0    0 

Weight  5i  cwt. 


PLOUGHS. 


HOWARD'S 

TURNOVER   OR   BRABANT   PLOUGHS. 


This  form  of  Plough  is  in  general  use  in  many  parts  of  France  and  Belgium,  'llie  Breasts 
Shares,  and  Coulters  are  in  duplicate  and  securely  attached  to  the  Plough  Beam,  thus  rendering  the 
implemeut  more  durable  than  the  ordinary  Tumwrest  Plough. 

These  Ploughs  are  easily  turned  at  the  land's  end,  and  are  well  adapted  for  Irrigation  Farms 
and  localities  where  ploughing  is  required  all  one  way. 

Price,  with  steel  Breasts  as  illustrated £9    0    0 

Weight  3i  cwt. 


H  O^A^  AR  D'S 

SOUTH    RUSSIAN    PLOUGHS. 

The.se  Plonglis  are  intended  for  deep  rough  work,  and  specially  designed  for  South  Russia. 
They  are  very  strongly  made  throughout  of  wrought  iron  and  steel,  and  are  calculated  to  stand  a 
great  amount  of  rough  usage. 

AE  Plough,  with  ateel  Breast,  weight  3  cwt.        £6     2     G 

WR  Plough,  with  steel  Breast,  weight  8i  cwt £7    7    0 


PLOUGHS. 


HOWARD'S   "UNIVERSAL"   PLOUGH. 


The  "  UDiveraal "  Plough  shown  above  is  somewh&t  novel  in  appeanince,  and  poesessefi  seven! 
advantages,  especially  for  deep  work.  The  draught  is  remarkably  light,  and  the  peculiar  fotm  of  the 
Breast  leaves  a  broken  surface  similar  to  digging. 

The  arrangement  of  the  Wheel  Carriage  is  also  new,  and  combines  the  advantage  of  Wheds 
screwed  to  the  Beam  with  the  good  points  of  the  Gallows  Carnage. 


J,  with  wrought  Share  and  Skim  Coulter,  weight  2J  cwt £6     0    0 

JJ,  with  wrought  Share  and  Skim  Coulter,  weight  2j  cwt £6  10    0 


PLOUGHS. 


HOWARD'S 

NEW   PLOUGH   FOR   DEEP  WORK. 


This  Plough  has  the  Breast  and  Share  of  the  same  type  as  in  the  "UoiverBal"  Plough  previously 
described. 

The  Wheeb  are  attached  to  the  Beam  by  a  single  cross-bar,  and  can  be  readily  adapted  to 
Tarions  widths  and  depths. 

This  Plough  is  particularly  suitable  for  Market  Qardeners  and  others  deMiing  a  deep  pulverized 
furrow  slice. 

J,  No.  5,  with  Skim  Coulter,  weight  2  cwt.      £4  15    0 

J,  No.  5,  with  Skim  Coulter  and  wrought  Share,  weight  2  cwt £5    0    0 

JJ,  No.  5,  with  Skim  Coulter,  weight  aj  cwt £5    0    0 

JJ,  No.  5,  with  Skim  Coulter  and  wrought  Share,  weight  2^  cwt £5    5    0 


PLOUGHS, 


HOWARD'S    KENT    PLOUGHS. 


Tliia  Plough  is  constructeil  to  turn  tlie  furrows  MiiiplLtely  over,  ur  upside  down,  in  the  same 
way  ag  by  the  old  Kt'iitisb  ']'uriiwrfst  Ploujfh. 

The  draught  is  coDsiderably  less  tlian  in  the  old  forin  of  Plough,  and  in  many  cases  two  hones 
may  be  dispensed  with. 

Price  complete,  as  above        £7     5     0 

Steel  Breast  5/-  extra.     Steel  Side  Cap  3/G  extra.     Weight  3J  cwt. 


HOWARD'S 

COMBINED  SUBSOIL  AND  PULVERISING  PLOUGHS. 


The  above  are  in  every  respect  like  the  "  Cbampimi  "  Ploiiglis,  but  fitted  with  I 
and  Subsoil  Tines,  which  break  or  pulver!^  the  soil  1^  a  depth  of  6  to  9  inches  below  the  furrow. 

Market  Gardeners  find  these  Ploughs  very  efficient  iini)len3enls  for  deep  tillage,  and  aa  they  are 
turned  into  an  ordinary  Ploxigh  by  simply  changing  the  Bieasts  and  removing  the  Tines  they  are 
much  in  demand. 

B,  weight  2i  cwt £5  17     6 

BB,  weight  21  cwt £6     5     0 

Price  of  separate  set  of  Subsoilers  for  any  of  HowanVs  Ploughs  17/6. 


Ploughs. 


HO^WAR  D'  S 

SINGLE    SUBSOIL    PLOUGH. 


A  Ktrong  simple  implement,  and  similar  to  the  BB  Plough  previously  deacribed,  but  fitted  with 
a  Subsoil  Frame  instead  of  an  ordinary  Plough  body. 

The  draught  is  light,  and  the  Plough  is  easily  turned  at  the  land's  end. 

Price        £4    «    0 

Weight  2  cwt. 


HOWARD'S 

DOUBLE     SUBSOIL    PLOUGH. 

Thia  is  a  very  strong  and  efficient  implement  for  breaking  up  the  close  hard  soil  below  the 
furrow,  often  rendered  impervious  by  the  trampling  of  horses. 

It  moves  the  whole  of  the  ground  with  as  little  draught  as  many  single  tined  implements,  and  is 
very  useful  for  breaking  up  headlands  after  the  Steam  Ploughing  Engine. 

Price £7    0    0 

Weight  2i  cwt. 


-I04 


PLOUGHS. 


HOWARiyS    POTATO    PLOUGH. 


A  ZAlr   X  'r.f:nrs.  -virh  ";*.i*  irj^s-i^  P'.ijijrr.  ^ac  n-i-^  "iir-:  .r  I'.iir  i*;r^  -r  ?}cac«}«» 


r'-f^r-i  *r-:  ni^jni  Tiv;  fev-rr  'r:L-rfl  -jr  ^irawM  lati  vith.  Icsa  xs  ^iaii  cv  iaa>i  if^zgnnc^ 


For  ^ncir.z  13;  P:rAry,^.  it  -ri'.'.  '-.•;  r':»iii.i  \  '-.Krrjtr  1:^^11:0:1^^:  than  tiie  irifnary"  Riitiimir  P 
M  h  thrown  the  -iafth  mijT*  ii^.tij  '^ti  the  PitaCii-ei. 


B7  r>ni.-^T:r.::  thfi  RaL^n  \rA  p^itrir^  on  the  orlinarj  BreoBts  and  Share  h  ^  as 
into  a  Ridging  PloagL 


PnV'^,  Tfir/n  on*  Mili^l  and 
front  KaLier  only 

Price,  with  two  WTieeU  and 
front  RaL^r  0T1I7 

Price,  with  one  Wheel  and 
ja'it  of  RaL'sers      

Price,  with  two  ^^leeU  and 
pair  of  Rai-^r-!,  an  iilri.^ 
trate^i     ...     •«•     «.•     .«, 


Weight  ... 


D. 

£    5.    -i 

3    .5    0 


■••         ««•         •••         •«• 


4     5     0       4  10    0 
Ucwt.  licwt. 


4  12     6 
Ijcwt. 


4  17     6 
2cwt. 


DD.  SB.  B. 

£    3.    i      £    3.    d.      £    3.    d.       £    ^ 

3     7     6       3  10    0       3  15    0        4     7 


3  10    0       3  12    6       3  15    0       4    0    0        4  M     « 


4     00       45    0       476       4  12    6        5S« 


5  13     « 


PLOUGHS. 


HOWARD'S     RIDGING     PLOUGHS. 


These  Ploughs  are  intended  for  moulding  up  or  fonning  ridges  for  Turnipe,  Beet-root,  or 
Potatoes.  The  Breasts  are  of  improred  design  and  fitted  to  the  Plough  in  sucli  a  mauuer  that  they 
con  be  readily  expaaded  or  contracted  independeDtly  of  each  other. 


By  simply  removing  the  Breasts  and  attaching  the  Hoes  shovn  in  the  annexed 
engraving  these  implements  can  be  used  as  Horse  Hoes. 

The  size  marked  B  is  recommended  as  the  most  generally  useful  implement. 


Price,  without  Wheels  . 
Price,  with  one  Wheel  . 
Price,  with  two  Wheels  . 


D  D  DD  DD  SB  SB 

lion  Breasts.   Steel  Breasts.   Iron  Breasts.   Steel  Bieasls.  Iron  Breasls.  Steel  Breasls. 

£2  15    0    £3    0    0    £3    2     6    £3  10    0  £3     7     6    £3  17     6 

£3    0    0    £3    5    0    £3    7    6    £8  15    0  £3  12    6    £4    2     6 

£3    5    0    £3  10    0    £3  12     6    £4    0    0  £3  17     6     £4    7     6 
Weight  li  ewt.              Weight  l\  cwt.  Weight  If  cwt. 


Price,  without  Wheels 
Price,  with  one  Wheel 
Price,  with  two  Wheels 


B                  B  BB              BB 

Iron  Br«asls.    Steel  Breasts.  Iron  Breasts.  Steel  Breasts, 

£3  12     6     £4     2     6  £4     5     0     £4  15     0 

£3  17     6    £4    7     6  £4  10    0    £5    0    0 

£4    2     6     £4  12     6  £5    0    0    £5  10    0 

Weight  2  cwt.  Weight  2|  cwt. 


Marker  as  above,  to  regulate  width  of  ridges,  8/6  extra.     Set  of  Hoes  as  above,  U/- extra. 
Front  Potato  Raisers  20/-.  each.    Hind  Potato  Kaiseis,  20/-  each 
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PLOUGHS. 


HOWARD'S 

CONVERTIBLE  DOUBLE  FURROW  PLOUGH. 


This  implement  is  alight,  strong,  and  efficient  Double  Plough,  convertible  in  a  few  minutes  into 
aa  equally  efficient  Single  Plough. 

When  the  second  Plough  13  removed  there  are  no  loose  parts  to  lie  about  and  get  lost. 

The  Beams  are  of  steel,  tapered  from  end  to  end,  both  iu  width  aii<l  thickness,  thereby  giving 
lightness  and  rigidity. 

The  depth  of  ploughing  can  be  alt«red  by  the  Patent  Screw  Regulators,  as  shown,  without 
stopping  the  horses. 

Price,  with  malleable  Frames  and  steel  Breasts £9   15     0 

Weight  3j  cwt. 


H  O  W  AR  D'S 

WOOD  AND  IRON   CONVERTIBLE    PLOUGH. 

This  Plough  has  the  same  advantages  as  the  one  above  described,  and  can  be  used  either  as  a 
Single  or  Double  Furrow  Plough. 

The  Handle's  arc  of  wood,  and  the  Beam  is  a  combination  of  wood  and  iron  ;  the  wood  having 
a  plate  of  iron  on  tike  top  throughout  its  length,  giving  great  strength  to  the  Beam  without  materially 
increo-sing  the  weight. 

Price,  with  steel  Breasts,  weight  3J  cwt £9     0    (I 


PLOUGHS. 


HOWARD'S 

DOUBLE    FURROW   PLOUGHS. 


In  these  Ploughs  the  Beams  are  firralj'  braced  together  so  that  there  is  no  springing  or  tremor, 
and  consequently  no  loss  of  power  on  hard  ground. 

The  lifting  of  the  Plough  out  of  vork  at  land's  end  ia  done  entirely  by  the  horses,  the 
ploughman  having  merely  to  release  a  Lever  connected  with  a  Bowl  Wheel,  which  raises  the  shares 
out  of  the  ground  while  the  horses  are  moving  forward,  and  the  Plough  is  turned  very  easily. 

The  Patent  Expanding  Beam,  for  altering  the  width  of  furrow,  is  held  firmly  at  both  ends,  thus 
securing  rigidity  and  durability. 

The  Patent  Steerage  is  so  arranged  that  one  Lever  locks  or  steers  both  the  land  and  furrow 
wheels,  and  the  Plough  is  easily  steered  even  on  steep  hill  sides. 

FB  Plough,  with  Leverage,  but  without  Steerage  or  Expanding  Beam,  average 

weight  2icwt £7    0    0 

FB  Plough,  without  Leverage,  Steerage,  or  Expanding  Beam,  average  weight 

2i  cwt £6    5     0 

FB  Plough,  w  ith  Leverage  and  Expanding  Beam,  but  without  Steerage,  average 

weight  2icwt £  7   10     0 

FB  Plough,  with  Leverage,  Steerage,  and  Expanding  Beam,  average  weight 

2jcwt £9    0    0 

OB  Strong  General  Purpose  Plough,  with  Leverage  and  Expanding  Beam  only 

average  weight  3j  cwt £  8  10    0 

OB  Strong  General  Purpose  Plough,  with  Leverage,  Steerage,  and  Expanding 

Beam,  average  weight  32  cwt £10    0    0 

OBU  Strong  General  Purpose  Plough,  with  Leverage,  Steerage,  Expanding 

Bean,  and  wrought  iron  Bodies,  average  weight  3|  cwt. ...     i £11     0    0 

Pair  of  Skim  Coulters,  10/-  extra.        Pair  of  Steel  feteftets,  10/-  extra. 


4o8 


PLOUGHS. 


HOWARD'S 


COMBINED    DOUBLE    PLOUGH    AND    SUBSOILER. 


T))iB  implement  is  intended  for  use  either  as  a  Double  Plough,  turning  over  tno  farrows  at  s 
time,  or  to  ])lougli  a  single  furrow  and  subsoil  another.  As  the  Subfioiler  precedes  the  Plough  body 
the  treading  of  the  furrow  by  the  horses  after  siibsoiling  is  avoided,  and  the  pan  of  the  last  fdnoii  is 
broken  iiii  just  before  the  new  furrow  is  turned  over  it. 


Trice  as  al.ove,  average  weight  4i  cwt £12   10     0 

I'rife,  with  two  Plough  Bodies  and  Subsoil  Tine,  as  above,  average  weight 

5jcwt £14     0     0 

Steel  Breastfi,  10/-  extra.        Malleable  Frames,  15/-  extra. 


PLOUGHS.  409 


H  OAVARD'S 


DYNAMOMETER,   OR   DRAUGHT   GUAGE. 


This  is  a  simple  instrument  for  testing  the  draught  of  Ploughs  or  other  implements ;  one  end  is 
hooked  to  the  implement,  the  other  to  the  whippletree ;  as  the  horses  draw,  the  spring  is  collapsed, 
and  the  draught  is  indicated  on  the  dial. 

A  pair  of  ordinary  farm  horses,  walking  at  the  rate  of  2  J  miles  an  hour,  will  work  an  implement, 
the  resistance  of  which  is  about  3  cwt. 

Price,  with  strong  oak  case,  complete £3     5    0 

A  special  Self-Recording  Dynamometer  has  been  designed  by  J.  &  F.  Howard  for  the  purpose  of 
ascertaining  the  draught  of  Ploughs,  Mowers,  Reapers,  and  other  Implements  or  Machines.  The 
Self-Registering  Apparatus  gives  the  exact  draught,  and  also  indicates  the  oscillations  which  have 
taken  place.  This  instrument  is  of  special  value  to  Agricultural  Societies  requiring  to  ascertain  with 
great  accuracy  the  draught  of  various  Implements  or  Machines. 

jrnce      •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     Xt0\)    \}    V 


PLOUGH      SLEDGES. 

Plough  Sledges  will  be  found  very  useful  for  removing  Ploughs  from  one  part  of  the  farm  to 
another. 

The  wear  of  Plough  Slades  or  Soles,  by  sliding  on  the  roads,  is  avoided,  as  well  as  the  liability 
to  strain. 

The  breakages  which  often  take  place  in  loading  or  unloading  are  also  obviated. 

Price  of  Plough  Sledge,  with  Wheels    £0  12    6 

Price  of  Plough  Sledge,  without  Wheels £0    b    6 


410  PLOUGHS. 


HORNS  B  Y'S 

SINGLE  AND   DOUBLE   FURROW  PLOUGHS, 

With  Wood  Handles  and  Ciombmed  Wood  and  Iron  Beam. 


SW    SINGLE    FURROW    PLOUGH. 

The  wood  Beam  of  these  Ploughs  is  stiffened  hy  iron  plates  bolted  on  each  aide,  forming  a  perfect 
truss,  with  the  maximum  of  strength  and  rigidity  and  the  minimum  of  weight. 

SW  Single  Furrow  Swing  Plough  (without  Wlieels),  with  cast  Breast     £3  15     0 

SW  Single  Furrow  Plough,  witn  two  Wheels  and  east  Breast £4     7     6 

Steel  Breast,  5/-  extra.        Skim  Coulter,  5/-  extra. 


SD-W  DOUBLE   FURROW  PLOUGH,  WITH   LIFT. 

lu  the  Double  Furrow  Ploughs  the  adjusttueiits  for  regulating  tlic  width  of  furrow  are  simple  auil 
effective,  ensuring  the  rigidity  of  the  Plough  bodies  during  work  and  also  rapid  and  oaay  alteration. 

A  carryiug  Wheel  is  fitted  to  the  hind  body,  which  facilitati.'S  turning  ut  the  headlands. 

The  Plough  can  be  used  either  as  a  Double  Furrow,  or  as  a  Single  Purrrtw  by  removing  the  firant 
body. 

Prices  of  Homsby'a  Combined  Wood  and  Iron  Ploughs. 

New  PalKnt  SOW  Converliblo  SiiiK'e  and  Doiihlo  Fiiimw  I'loiicli,  with  Lhitc  Wheels  and  rast  iron  Itrcasts  £850 
New  Falcnl  kl)W  Convertible  Sinclu  and  Ilouhle  [■lim-w  TlouRh,  wilh  'I'hrec  Whtols  and  cast  iron  Brei'^ls, 

suilerl  r»r  High  Cut  or  Lancashire  work  and  th«  K  serits  of  Shares       £S     i    o 

A  new  lifihl  Double  Fuirow  I'lou^h,  with  wwhI   Handles  and  coinhineii  wood  and  iron  Eenms,  SLW,  veiy 

light  in  draught,  iuitalile  for  hcalli  land,  with  ca-sl  irim  [ireaMs      £800 

Extra,  Skim  Coulters,  each £050 

Extra,  for  Stei-I  insteati  of  cast  iron  Hrea!ils,  each  Ilre.ist ,-     ...  £050 

'  tlxtra,  iriiiled  wilh  I'atcnl  Liftini;  Apparntus  for  use  on  the  Double  Furrow  I'lovigh,  when  fitted  with  long 

i}/(.'ut5      £a    o    O 


IPLOUGHS. 


411 


HORNSBY'S 


PATENT    DOUBLE    FURROW   PLOUGHS. 

In  these  Ploughs  the  points  of  contact  of  the  BreastB  and  Shares  are  struck  from  one  radius 
which  allows  of  the  ready  adjustment  of  the  Breast  to  any  width  of  furrow,  and  secures  at  the  same 
time  a  perfect  contact  of  Breast  and  Share  in  any  position. 

The  Plough  Wheels  have  patent  removable  Bosses  and  Axles  of  chilled  iron,  and  the  Rims 
present  rounded  surfaces  both  to  the  bottom  and  side  of  furrow,  which  run  very  clean  in  work. 

The  Plough  can  be  turned  in  its  own  length  by  a  Lever  which  lowers  an  Arm  or  Skid  behind 
the  front  Plough  Body  and  causes  the  Plough  to  revolve  as  on  a  centre,  turning  round  on  the 
Land  Wheel. 

Straightness  and  uniformity  of  the  furrows  are  ensured  by  means  of  a  Patent  Parallel 
Straightening  Bridle,  which  enables  the  ploughman  to  steer  very  accurately. 

The  width  of  furrow  can  be  adjusted  to  a  width  of  from  7  to  12  inches  by  sliding  the  hind 
Plough  Body  backwards  or  forwards  along  the  frame,  which  is  of  triangular  shape. 

The  depth  of  furrow  can  be  regulated  from  2  to  9  inches  while  the  Plough  is  at  work. 


ivi ciiirik    •«'      «••      •••      t.»       ••        •••      •••      ••■      *t* 

NB. 

NN. 

N. 

NL. 

Price,  including  steel  Breasts    

Patent  Parallel  Straightening  Bridle       

Two  Skim  Coulters    

Two  Drag  Chains       

Two  Skeith  Coulters  instead  of  Skim  Coulters 

Average  weight 

Adapted  for  working  to  a  depth  of 

£8    0    0 

£9    0    0 
£0  10    0 
£0  10    0 
£0    4   .0 
£1     1     0 

cwt.    qr. 

3      2 

inches. 

6  to    7 

£10    0    0 

No  ex.  charge. 

£  0  10    0 
£040 
£110 

cwt.    qrs. 

3      3 

inches. 
7   to  9 

£11     0    0 

No  ex.  charge. 

£  0  10    0 
£040 
£110 

Cwt.    qrs. 
4      1 
inches. 

10  or  more 

£0  10    0 
£0    4    0 
£1     1     0 

cwt.    qr. 

3      1 

inches. 

6 

4" 


PLOUGHS. 


HOR  NSB  Y'S 

IRON   SINGLE   FURROW   PLOUGHS. 


WROUGHT 


This  Plough  b  useful  for  either  light  or  heavy  land.  The  Frame  is  of  wroaght  iron  and  hai 
Patent  Lever  Neck  Movement  for  altenng  the  pitch  of  the  Share  ;  well  adapted  for  Prize  Plongliii 
when  fitted  with  long  Breast.    Suitable  for  two  to  four  horses  to  plough  from  9  to  12  inches  deep. 

Price,  with  steel  Breast £5  10     0 

Skim  Coulter,  5/-  extra.        Drag  Chain,  2/-  extra. 


These  Ploughs  are  made  with  wroufjiht  iron  Frames  and  Lever  Neck  (except  the  RL,  P,  H,  an 
FF).  They  are  adapted  for  forming  high  crested,  rectangular,  or  broken  furrows  acoording  to  ti 
description  of  Share  and  Breaat  employed. 


Instinctive  Maik    .. 

RL 

ForR 

FF 

FGor 
RA 

LH  or 
RB 

H  or 
RC 

HH 

RD 

HHH 

or  WP 

Strength  otSiw...  j 

Pony 
Plough. 

One 

Light 
Horse. 

Two 
Light 
Horses. 

Two 

Horses. 

2  to  4 
Horses. 

a  to  6 
Horses 
for  heavy 
Work. 

ito6 

HOIKI 

for  heavy 
WoA. 

JH 

Depth    intended    to 
Plough 

3  to  6  in. 

3to6in. 

3  to  7  in. 

3  10  7  in. 

3  to  8  in. 

3  to  9  in. 

4loioin. 

4  tot  tin. 

8  to  16  in. 

Price  as  a  Swing     . . 

„     with  I  Wheel.. 

„     with  I  Wheels 
Fitted    with    Steei 

ItrcasI,  exira 
Skim  Coulter,  extra 
DragChiin,  eWra  ... 

£    s.   d. 

300 

040 
0    5    0 

£    s.    d. 

i°t 

3  10    0 

0    4    6 
0    s    0 

£    s.    d. 

r.re 

4    s    0 

0    s    0 
0    s    0 

£    s.    d. 

t    °    6 
4  10    0 

0    s    0 
0    s    0 

£    s.    d. 
4    7    6 

0    5    0 

0    5    0 

4  17    6 

5  5    6 

0    s    0 
0    5    0 

£    s.    d. 

Ill 

5  [o    0 

0    S    0 

£    s.    d. 
S  la    6 

VI    t 

060 
0    J    0 
0    a    0 

£    M.    A 

lit 

RS  Plough,  for  deep  flat  work  on  strong  ground,  same  price  as  RD.  RO  Plough,  with  eztr 
deep  Breast  fur  Fen  Land,  same  price  as  RD. 

Bridle  Ploughs  (without  Draught  Rod),  with  two  Wheels  and  steel  Breast,  are  always  sent  -nl— 
ordered  otherwise. 


PLOUGHS. 


RANSOMES,   SIMS,   &    HEAD'S    PLOUGHS. 


Two  Wheels. 

One  Wheel.         Swing. 

£4  10    0 

£4    0    0    £4     0 

£4  17     6 

£4     7     6     £4     ? 

£5    S    0 

£4  1.5    0    £4  16 

In  these  Ploughs  tKe  Beam  is  made  to  embrace  the  Frame,  and  the  Handles  or  Stilts  are  bracc<1 
diagonally  to  secure  strength  and  rigidity. 

The  Wheels  have  a  long  Axle,  with  a  Collar  forged  on  and  turned  perfectly  true ;  the  Nave  is 
also  bored  out  true  and  has  one  end  closed,  and  the  other  covered  with  a  plate  and  leather  collar  to 
exclude  dirt ;  upon  the  same  principle  aa  carriage  wheels  with  Patent  Axlea.  No  draught  chain  is 
used.    Different  Breasts  can  be  used  to  suit  any  soil  or  kind  of  work. 

Average  Weight.  Twc 
RND,  for  light  land,  working  4  to  6  inches 

deep,  with  2  horses 2    cwt. 

BNDH,  for  mixed  soil,  working  1  to  6  inches 

deep,  with  2  horses 2}  cwt. 

RNE,  for  general  purposes  on  light  mixed  soils, 

working  5  to  8  inches  deep,  with  3  or  3 

horses       '2^  cwt. 

RNP,  for  general  parposes  on  mixed  and  heavy 

soils,  working  6  to  9  inches  deep,  with  2 

to4horBeB 2j  cwt.     £5  10    0    £5    0    0    £6    0    0 

RNG,  for  deep   ploughing   on   heavy  land, 

working  6  to  12  inches  deep,  with  4  or  6 

horsee        4i  cwt.  £10  10    0  £10    0    0     

ESTBAS. 

Skim  Coullet.         Sleel  Breast.  Drag  Chain  i  C.ill. 

S.        (1.  5.       d.  S.       (!. 

For  RND,  RNDH,  RNE,  and  RNP  Ploughs       5    0      ...      5    0      ...      2    0 

For  RNQ  Plough     6    0      ...     15    0      ...      2    0 

All  these  Ploughs,  except  the  RNG,  may  be  fitted  with  bodies  for  Subsoiling,  Ridging,  or 
Potato  Raising. 

Sub&oiling  Body,  price  17/G.     Ridging  or  Potato  Raising  Bodies,  37/6  each. 

Hese  Ploughs  are  oonstmcted  for  two  horses  to  work  abreast,  unless  specially  ordered  otherwise. 

Friction  Wheel  instead  of  Slade,  5/-  extra  for  each  Plough,  except  the  RNG. 


RANSOMES,   SIMS,    &    HEAD'S    PLOUGHS. 

IMPROVED    WOOD    BEAM    PLOUGH, 
W.RN.E. 


Tliis  riuiigli  h  W'h  strung  and  siniplii  in  its  conhtriictiun,  and  is  fitted  with  wooden  Beam  and 
Handles  instead  of  iron  ;  adapted  fur  light  and  medium  soils  and  easily  worked  by  two  horses. 


Tlie  Coulter  and  Wheel  Irons  are  atteched  iii  a  simple  and  efficient 

adjiistincnt. 


r,  pcrmittdug  of  eaay 


The  Plough  can  bo  used  with  either  one  or  two  Wlieels,  or  as  a  Swing  Plough,  ia  the  latter  t 

the  Beam  is  made  shorter. 


WRNE  Plough,  with  two  Wheels.. 
WRNE  Plouyb,  with  one  Wheel  .. 
WRNE  Plough,  without  Wheels  .. 


£4  2  0 
£8  14  0 
£3    4    0 


Skim  Coulter,  5/-  extra.     Steel  Breast,  5/-  extra.     Drag  Chain  and  Ball,  2/-  extra. 

The  Breasts  and  Shares  for  this  Plough  are  marked  RNF, 

Long  Breasts  for  match  plougliing  or  short  Breasts  for  general  purpose  ploughing  can  be  fitted  u 
desired. 

Ploughs  fitted  with  Digger  Breasts  are  the  same  price  as  those  fitted  with  ordinary  Breasto. 

Patent  Rotary  Harrow  and  Attachments extra    £1  16     o 

patent  Jiotating  Fork        extra    £1  16     o 


PLOUGHS. 


RANSOMES,    SIMS,    &    HEAD'S 

MOULDING   OR    RIDGING    PLOUGHS. 


These  Ploiigha  are  intended  for  ridging  or  moulding  up  Potatoes,  Turnips,  Beet-root,  or  other 
Plants,  and  for  opening  Water  Furrows. 

By  removing  the  Breasts  the  Plough  may  be  used  for  subsoiling,  or  ordinary  bodies  for  regular 
ploughing  may  be  attached. 


MOULDING    OR    RIDGING    PLOUGHS. 


BHRL  . 
RUR  ., 
RNRL  . 
RNR  . 


WWht. 
.1.  ,,..  II,.. 
110. 


Cast  Breasts. 
Two  Wheels.  One  Wheel. 
:e3  7  6  jE3  2  6  . 
£3  17  6  £3  12  6  , 
£4  7  6  £4  2  6  . 
£4  17     6     £4     7     6  . 


Sleel  lireasls. 
Two  Wheels.  One  Wheel. 
.  £3  12  6  £3  7  6 
,  £4  5  0  £4  0  0 
.  £4  17  6  £4  12  6 
,  £5    7     6     £4  17     6  , 


..  10/- 
..  10/- 


.  12/.. 

.  12/- 

.  15/- 

.  15/- 


The  above  Plough.^  can  alao  be  fitted  with  Shares  and  Prongs  for  raising  Potatoes,  at  the  rate  of 
from  three  to  four  acres  per  day. 

POTATO    RAISING    PLOUGHS. 

BHRL,  two  Wheels        f3     2  6 

RHR,  two  Wheels £3  12  6 

RNRL,  two  Wheels       £12  6 

RNR,  two  Wheels £4  12  6 

Hind  Prongs,  10/-  extra.    Potato  Share,  Prongs  and  Cutter,  RHRL  and  RHR  15/-, 
RNRL  and  RNR,  18/-. 


SKELTON'S 

PATENT    TURNWREST    PLOUGH. 

This  Plough  turns  the  furrows  all  one  way  and  is  useful  for  hill-side  ploughing,  sewage  farms,  or 
for  preparing  land  for  Mowing  and  Reaping  Machines. 

Weight.  Two  Wheels.  One  Wheel.    ■  Swing. 

SPT 2fcwt £8    0    0     £7    0    0     £6  10    0 

SPTH      3    cwt £9    0    0     £8    0    0     £7  10    0 

Skim  Coulter,  10/-'     Steel  instead  of  Cast  Breasts,  10/-  per  pair. 


4i6  PLOUGHS. 


RANSOMES,    SIMS    &    HEAD'S 

DOUBLE     FURROW     PLOUGH. 


These  Double  Furrow  Ploughs  arc  made  in  two  sues,  RNDDS  adapted  for  geoeial  porpoeeo,  aod 
RNCD  adapted  for  light  and  mixed  soils. 

The  Plough  is  lifted  out  of  work  at  the  laud's  end  by  a  Lerer  on  the  left  side  of  the  Ploogh 
Handles,  acting  upon  two  lifting  wheels  in  the  centre  of  the  Beam,  which  raise  the  Plough  abore  the 
ground  and  upon  which  it  can  be  turned  very  easily  in  either  direction. 

The  depth  of  ploughing  can  be  regulated  by  means  of  an  adjustable  clip,  which  can  be  set  in 
any  poeitiou  on  the  circular  arc. 

The  width  of  furrows  can  also  be  adjusted  to  plough  ^m  seven  to  twelve  inches  wide. 

Wdght.  Price. 

RNDD6,  with  Adjustable  Beams  and  Patent  Double  Lifting  Wheels...4i  cwt.    £10  10     0 

RNCD,  ditto  ditto  ditto  4    cwt.    £  9    S     0 

Skim  Coulters,  10/-  per  pair.        Steel  Breasta,  10/-  per  pair. 
The  above  Ploughs  can  be  supplied  with  a  Patent  Subsoiler  instead  of  the  front  bodf  at  the 
same  price. 

The  Suhaoiler  works  at  the  bottom  of  the  furrow  in  the  place  of  the  frost  body,  the  hiod  Pkm^ 
turning  a  complete  furrow  over  the  suhsoiled  portion,  which  is  therefore  never  trodden  hy  the  honea. 
RLCD,  with  Adjustable  Beams  and  Patent  Bowl  Wheel,  for  light  land,  to 
plough  7(  to  1 0  inches  wide,  and  from  3  to  8  inches  deep,  weight  about 

3  cwt X8    0    0 

Skim  Coulters,  10/-  per  pair.        Steel  Breaste,  10/-  per  pair. 


PLOUGHfe.  4*7 


RANSOMES,    SIMS,    &    HEAD'S 

PATENT   DOUBLE    FURROW   PLOUGHS, 

"Vnth  Wood  Beam  and  Handlee,  W.O.Ii.D  and  W.O.B.D. 


These  Patent  Wood  Beam  Double  Furrow  Ploughs  are  of  light  and  simple  construction  ;  can  be 
altered  to  take  yarious  widths  of  furrow  and  are  easily  turned  at  the  headland. 

The  Main  Beam  (to  which  the  hind  body  is  attached)  and  the  Handles  are  of  wood  ;  the  Bar 
which  carries  the  iront  body  and  coulters  is  of  iron,  and  can  be  regulated  in  width  by  sliding  it  either 
inwards  or  outwards  on  a  strong  bracket  secured  to  the  Main  Beam. 

The  I<and  Wheel  is  of  a  hemispherical  or  bowl  shape,  which  admits  of  the  Plough  being  thrown 
on  to  its  side  for  turning  at  the  headlands,  as  shown  in  the  engraving  below. 


Wright,  Price. 

WOLD,  with  Adjustable  Beams  and  Patent  Bowl  Wheel  ...2  cwt.  2  qre.  U  lbs.     £7    0    0 

WOED,  ditto  ditto  ditto  3  cwt.  2  qra.  20  lbs.    £8  10    0 

Skim  Coulters,  10/-  per  pair.        Steel  Breasts,  10/-  per  pair. 

A  pair  of  good  horses  will  work  the  WOLD  Plough  on  light  soils. 

Shares  for  WOLD  Ploughs  aie  marked  RL,  and  for  the  WOED  are  marked  RNF. 


•  M.%J  A    ±^\^  \J\JXL*J, 


RANSOMES,    SIMS,    &    HEAD'S 

PATENT   THREE   FURROW   PLOUGH. 

This  Plough  will  take  three  furrows,  each  nine  inches  wide,  on  light  land,  and  will  work  to  a 
depth  of  six  inches  with  three  or  four  horses. 

Lifting  Apparatus  is  supplied  upon  the  same  principle  as  that  used  with  the  Double  Furrow 
Ploughs  described  on  page  416. 

Weight. 

RLM,  Treble  Furrow  Plough,  with  steel  Breasts 5  cwt.    £12    0    0 

Coulters,  15/-  extra. 


RANSOMES' 

PATENT  FOUR  FURROW  SEED  COVERER  AND  PARER. 

This  Plough  is  intended  for  paring  stubble  fields  or  for  covering  seed,  which  has  been  sown 
broadcast,  with  soil,  l^he  small  Shares  and  Breasts  are  set  six  inches  a^mrt,  covering  a  width  of  two 
feet  in  all,  and  are  suitable  for  working  from  2  to  4  inches  deep. 

Patent  Double  Lifting  Wheels  are  fitted  to  the  implement,  with  Lever  for  adjusting  the  depth 
and  lifting  the  Plough  out  of  the  ground  for  turning. 

SEED,  4  Seed  Cover,  with  4  Cast  Breasts,  for  2  or  3  horses      £6  15    0 

Weight  2  cwt.  3  qrs. 


RANSOMES'     SCOTCH     PLOUGHS. 

These  Ploughs  are  of  wrought  iron,  fitted  with  wrought  Frames  and  Shares,  and  cast  iron  Side 
Cap.  They  are  light  enough  for  two  horses  and  strong  enough  for  six  ;  suitable  for  ploughing  from 
6  to  9  inches  deep. 

Average  Weight.  Two  Wheels.  One  Wheel.  Swing. 

sew       2    cwt £7    0    0     £6  10    0     £6     5     0 

TO 2jcwt £7  10    0     £7     0    0     £6  15     0 

Steel  Breast,  5/-  extra, 


PLOUGHS.  419 


E.    PAGE    &    Co.'s 

PATENT     WROUGHT     IRON     "ECLIPSE' 
SINGLE    FURROW    PLOUGH, 


The  above  engraving  illusfcratea  one  of  the  "  Eclipse  "  Ploughs,  fitted  with  long  Match  Breaat, 
for  turning  regular  and  unbroken  furrows. 

It  is  suitable  for  ploughing  on  heavy  or  light  land,  and  can  be  worked  by  a  stout  pair  of  horses 
while  it  is  strong  enough  for  four. 

The  Beam  and  Handles  are  of  wrought  iron  and  the  Breast  of  Steel.    The  Frame  is  of  cast  iron, 
fitted  with  wrought  Lever  Neck  for  altering  the  pitch  of  the  Shue. 

The  Coulter  Fastening  haa  a  very  simple  adjustment  by  which  the  Coulter  can  be  set  at  any 
angle  ou  any  portion  of  the  Plough  Beam. 

HLW,  Price,  with  two  Wheels  and  steel  Breast £5    5    0 

Skim  Coulter,  5/-  extra.    Drag  Chain  and  Ball,  1/6  extra.    Average  Weight,  2}  cwt. 

Subsoil,  Ridging,  or  Potato  Raising  Bodies  can  be  fitted  to  the  above,  in  lieu  of  the  ordinary 
body,  by  which  means  the  Plough  is  perfectly  applicable  to  the  fecial  purpose  indicated. 

Subsoil  Body,  17/6.    Ridging  Body,  37/6.     Potato  Raising  Body,  37/6. 


PLOUQHS. 


E.   PAGE    &    Co.'s 

PATENT  SINGLE   FURROW   PLOUGHS. 


The  following  Plouglia  are  similar  id  general  design  and  appearance,  but  differ  in  ate  uA 
weight : — 

HL,  with  two  Wheels  and  steel  Breast,  suitable  for  two  to  four  horses     £5    0    0 

Skim  Coulter,  5/-  extra.        Brag  Chain  and  Ball,  1/6  extra. 
Average  Weight,  2^  cwt. 


MP,  with  two  Wheels  and  steel  Breast,  for  two,  three,  or  four  horses      

Skim  Coulter,  5/-  extra.        Drag  Chain  and  Ball,  1/6  extra. 
Average  Weight,  3^  cwt. 


£4  15    0 


WB,  with  two  Wheels  and  steel  Breast,  for  two  or  three  horses        

Skim  Coulter  5/-  extra.        Drag  Chain  and  Ball,  1/6  extra. 
Average  Weight,  2  cwt.  0  qra.  14  lbs. 


A2,  with  two  Wheels  and  steel  Breast,  for  a  pair  of  horses        

Skim  Coulter,  5/-  extra.        Drag  Chain  and  Ball,  1/6  extra. 
Average  Weight,  3  cwt. 


A2l,  with  two  Wheels  and  Steel  Breast,  for  a  pair  of  light  horses     

Skim  Coulter,  5/-  extra.        Drag  Chain  and  Ball,  1/6  extra. 
Average  Weight,  if  cwt. 


Ridging  Bodies  for  the  above  Ploughs 
Potato  RaiuQg  Bodies       ditto 


extra    £1  17    6 
extra    £1  17    8 


•PLOUGHS. 


E.    PAGE    &    Co.'s 

SINGLE     FURROW     PLOUGHS 

(CONTINUED). 

A2B  Plough,  with  one  Wheel  aDd  cast  Breaet     £3     0    0 

A2B  Plough,  with  two  Wheels  and  Cast  Breast £3     7     6 

Suitable  for  one  horse  on  light  soil. 
Skim  Coulter,  6/-  extra.    Steel  Breast,  5/-  extra.    Average  Weight,  1 1  owt.* 


A3  Plough,  with  one  Wheel  and  cast  Breast       £2  10    0 

A3  Plough,  with  two  Wheels  and  Cast  Breast     £2  17     6 

Suitable  for  a  small  horse  on  light  land.      Steel  Breast,  5/-  extra.      Average  Weight,  1 J  cwt. 


A4  Plough,  with  one  Wheel  and  steel  Breast      £2  10    0 

A4  Plough,  with  two  Wheels  and  steel  Breast     £2  17     6 

Suitable  for  a  small  horse.     Average  Weight,  1  cwt.  0  qrs.  14  lbs. 


L  Plough,  with  one  Wheel  and  steel  Breast £2    5    0 

Suitable  for  a  pony,  for  use  in  market  gardens.     Average  Weight,  1  cwt. 


E.    PAGE    &    Co.'s 

DOUBLE     FURROW     PLOUGHS. 


These  Double  Ploughs  are  made  as  light  as  possible,  and  combine  the  greatest  strength  with 
lightness  of  draught  for  horses  and  easy  management.  The  Beams  can  be  adjusted  for  any  width  of 
furrow.  ' 

Double  Furrow  Plough,  marked  S,  with  expanding  Beam  and  tteel  Breasts, 

average  weight  3^  owt £7  10    U 

Skim  Coulters,  exba,  10/-  per  pair.     Hind  Wheel,  7/G  extra. 


4" 
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E.    PAGE    &    Co.'s 
AMERICAN      PLOUGHS. 


Tlii»  I'luugh  in  liijjlily  riu  >uiiij(;ij<1ui1  for  iisu  iii  tlii;  jm-p^iratiou  of  new  lands  for  ladian  Cora, 
Wliuat,  &c.     The  annual  iiroiiuution  and  aalo  liavu  oxcet'ilud  b/  far  that  of  any  other  make. 

Eigle  No.  75,  pricu- £2  10     0 


AMERICAN    TURNWREST   PLOUGH. 


This  Plough  is  a  Tumwrest  Plough  for  hillside  or  otlier  ploughing.  The  Mould-boud  can  be 
cosily  and  instantancouHly  clinnged  from  one  side  of  the  beam  to  the  other.  It  is  stroogl; 
recommended  for  usu  iu  Brazil,  Spain,  the  West  Indies,  and  the  Oilonies. 

No.  83,  price £3     5     0 

Steel  Breast,  S/-  extra. 
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DAVEY,    SLEEP,    &    Co.'s 

TURNWREST  DOUBLE  FURROW  PLOUGHS. 

The  "  Climax,"  Turnwrest  Double  Furrow  Plough. 

B.R. 


Tliia  Turnwrcst  Double  Furrow  Plough  is  iiiaile  of  wrought  iron  ami  ateel,  with  the  exception  of 
the  Wheels,  which  are  of  caijt  iion.  It  is  adapt4.'il  fur  either  hillside  or  level  land ;  the  Beam,  Handles, 
and  Bodies  take  to  pieces,  and  can  be  packed  in  small  compass  for  export. 

The  adjustment  of  the  Share  is  effected  by  an  eccentric  bolt  connecting  the  Body  and  Beam. 
No.  1,  with  Expanding  Beams,  Adjustable  Bodies,  and  Patent  Eccentric  Share  Leverage 

Price      £15    0    0 

No.  2,  General  Purpose  Plough,  with  Expanding  Beam 

Price      £U    0    0 

Skim  Coulters,  5/-  extra  each.    Skcith  Coulters,  15/-  extra  each.    Average  Weight,  4)  cwt. 

DIREOTIONS  FOB  WORKING. 
On  reaching  the  headlanda,  and  immediately  before  the  horses  are  stopped,  the  Plough  must  be 
thrown  on  its  side  on  the  Turn-table  or  Disc.  The  hind  Wheel  and  Handles  which  are  held  rigid  by 
a  catch  should  be  unhooked,  the  Handles  reversed,  and  again  hooked  with  the  catch.  Doing  this 
will  require  scarcely  a  minute  of  time,  and  the  ploughman  can  now  give  all  his  attention  to  turning 
the  horses,  the  Plough  (bearing  on  the  Disc)  turning  round  after  the  horses.  As  the  draught  chain 
tightens,  the  Plough  rises  to  its  vertical  or  working  position,  the  ploughman  merely  putting  one  hand 
to  steady  it.  The  front  or  furrow  wheel,  being  self-acting,  will  always  fall  into  its  proper  place.  By 
expanding  or  contracting  the  Beams,  any  required  width  of  furrow  can  be  obtained,  and  the  two  land 
wheels  accurately  regulate  the  depth.  The  above  remarks  are  equally  applicable  for  working  the 
Single  Furrow  "  Climax  "  on  next  page. 
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DAVEY*    SLEEP,    &    Co.'s 

SINGLE    FURROW  TURNWREST   PLOUGH, 

The   "Climax"    B.R. 


This  SiDgla  Furrow  ISimvrest  Plough  is  similar  to  the  one  described  oa  the  previona  { 
aud  well  adapted  for  hillside  ploughing.  The  Shares,  Coultera,  tind  Breasts  are  rigidly  attai 
to  the  Beam,  and  not  liable  to  be  misplaced  in  transit  or  use. 

Price  of  "Climax"  Single  Furrow  Tumwrest Plough fg  12     6 

Skim  Coulters,  5/-  extra  each.    Skeith  Coulters,  15/-  extn  each. 

By  using  Tumwrest  Ploughs  the  field  can  be  ploughed  from  one  side  to  the  other  witl 
requiring  any  setting  out  or  "  feering,"  and  the  furrows  are  all  laid  one  way,  leaTing  the  laod  < 
level  and  without  ridges. 

They  are  well  adapted  for  use  on  Irrigation  Farms,  and  facilitate  the  working  of  Mowing 
Heaping  Machines. 

All  kinds  of  plowghin)^  can  hv  done  with  the  Tumwrest  Plough  with  more  despatch  than  i 
the  Singh  I'lough,  as  there  is  uo  loss  of  time  in  travelling  empty  over  the  headlands. 
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BAKER'S 
STEEL    DOUBLE    FURROW   PLOUGH. 


This  Double  Furrow  Plough  has  a  single  Beam  of  steel,  and  the  Bodiee,  Handles,  BresBta 
Conlters,  Wheel  Standardfi,  and  Stays  are  also  of  steel ;  the  result  being  extreme  lightness  and 
strength,  the  weight  heing  only  2^  cwt. 

The  width  of  furrow  is  easily  adjusted,  and  the  fastenings  are  simple  and  regulated  with  facility. 


PRICES:— 

Double  Furrow  Plough  (A12  Steel),  "  The  Surprise  " , 

Ditto  (A12),  wrought  iron  Bodies  and  steel  Breasts 

Ditto  (Al3  Steel),  "The  Surprise,"  fitted  with  extra  long  steel 

EXTRA   IP    FITTED— 
With  Skim  Coult«r8      

„    Disc  ditto     

„    Colonial  Disc  ditto      

„     Steel  Digging  Breasts 

,,     Wheels,  having  renewable  Naves       

Shares,  ordinary  sizes     

Faring  Shares,  ateel  Blades 

Wrought  Shares,  ordinary  ^zes    

Cast  st«cl  Shares,       ditto  

Drag  Chain  and  Weight       

Skim  Coulter  Shares      


£9  10  0 

£8  10  0 

ts £9  15  0 

per  pair    £0  12  6 

£0  15  0 

£15  0 

£10  0 

£0    5  0 

£0    9  0 

£0    5  0 

£0    9  6 


perdoz. 
...  each 
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HOWARD'S 


FOUR   FURROW   STEAM   PLOUGH. 
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FOWLER'S 

PATENT    BALANCE   STEAM    PLOUGHS. 


Ttiese  Flouglis  have  &  rigid  iroD  Frame,  so  anwiged  that  the  shape  of  the  Uould-boards  or 
Breasts  can  bu  varied  to  suit  any  requirementB, 

The  widths  of  the  furrows  can  be  readily  altered  by  means  of  wedges,  which  throw  the  Plought 
at  diS'erunt  angles  to  the  Frame. 


I,  while  the  Ploughs  are  firmly  and 


This  arraiigunient  does  away  entirely  with  bolts  and  e 
securely  held  in  the  desired  position. 

By  using  Digging  Breaste  instead  of  the  ordinary  Mould-boards,  the  land  may  be  tilled  in  a 
manner  ({uitc  oijual  to  spade  husbandry. 

Tliu  Sltares  and  Mould-boards  being  attached  to  the  out&ide  of  the  Beam,  all  danger  of  choking 
in  very  foul  land  is  obviated. 

Oiilinary  English 
ur    Kt-nl    Ploughs, 

3-Kurrinv  (light) 
3-Furrow      ... 
4-Furrow      ... 
5-Furrow     ... 
6-Fum)w 
8- Furrow     ... 

DcKi'  Ken  I  I'lough. 
3 -Furrow  ... 
4-FTirrow  ... 
S-Furrow     .. 


Ordinary 
{wilh  Improv 
4 -Furrow 
5- Furrow 
6-Purrow       ..v 


Cast  Iron 

MdlMble  Iron 

Skifes. 

or  Steel   Skifes 



...     £  65     0     0 

jE  65    0    0     ... 

...     £  75    0    0 

£  79    0    0     ... 

...     £  92     0    0 

£  87     0    0     ... 

...     £102    0    0 

£  95    0    0     ... 

...     £114    0    0 

£119    0    0     ... 

...     £l«    0    0 



...     £  92    0    0 



...     £110    0    0 



...     £126    0     0 

German  Plough 
'  Mould-boaids). 
.     ...     £  92 
.     ...     £103 
.     ...     £117 


Deep  Gentwu  Ploogl). 

2-Purrow       £  77  0  0 

3-Furrow       £102  0  0 

4-Furrow       £122  0  0 

5-Pam»w       £1S5  0  0 
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PORTABLE   RAILWAYS  AND   ROLLING  StOGR.         4^9 

DECAUVILLE'S     PATENTS. 

In  the  Decauville  System  of  Portable  Railways  the  rails  are  in  one  piece  with  the  sleepers  and 
flitch  plates,  so  that  the  line  can  be  put  down  anywhere,  or  be  removed  and  relaid  very  rapidly  and 

with  very  Httle  labour. 

The  rails  are  made  in  lengths  of  4,  8,  or  16  feet,  and  rivetted  to  flat  iron  sleepers  from  3  to  4  feet 
apart ;  the  Gauges  generally  adopted  being  16  or  20  inches,  which  are  the  most  rigid  and  the  most 
portable,  one  man  being  able  to  carry  a  16  feet  length  of  the  double  rails  (weight  about  1  cwt.)  by 
placing  himself  between  them  and  grasping  one  in  each  hand. 

Both  the  rails  and  sleepers  are  made  to  take  their  proper  bearing  on  the  ground  for  their  whole 
length,  so  that  the  line  does  not  sink,  even  in  wet  ground. 

The  Rails  are  jointed  without  either  pins  or  bolts,  the  lengths  behig  simply  laid  end  to  end  aud 
secured  by  a  Fish  Plate  rivetted  to  one  end  of  each  Rail  and  pushed  under  the  head  of  the  other, 
which  forms  a  joint  so  rigid  that  the  entire  line  can  be  lifted  bodily  without  destroying  its  continuity. 

Four  men  can  take  up  400  yards  of  this  portable  railway  and  relay  it  30  yards  further  on  in  an 

hour  and  a  quarter. 

LINE   No.  1. 

Portable.  With  Wing  Rails  or  Tramway  Rails, 

lo  lb.  Steel  Rails.  i6  in.       20  in.        24  in.        16  in.        20  in.        24  in. 

9.    d.       s.     d.       s.    d.        s,     d.       8.     d.        s.     d. 

Straight  Line per  yard  run      36      39      40      69      73       79 

Curved  Line,  radius  15,  20,  25,  and  30 
feet      per  yard  run      5    3      5    6      5    9    10    0    10    6     11     0 

Portable  Level  Grossing,  for  Vehicles, 
strengthened  with  oak,  in  sections 
4  feet  long per  yard  run     10    0    11    0     12     0 

Crossing  for  two  Lines each    £2    0    £2    6    £2  12    £3   16    £4    8    £5    0 

Ditto,  for  three  Lmes each    £3  10    £4    2    £4  14    £5     4    £6    0    £G  12 

Switches  for  Crossings.  s.    d.        s.    d.       s.    d. 

No.  1,  short  length  of  Rail,  to  be  moved 
by  the  foot 5    0      5    3      5    6    —  —    —  —    —  — 

No.  2,  fixed  cast  iron  Points  for  hand 
shunting        15    0     16    0     18    0 —  — 

No.  3,    fixed    cast    iron    Casing,    with 

moveable  Points,  for  shunting  by  horses 

or  mules       22    6    23    6    24    6 
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DECAUVILLE'S     PATENTS 

(OONTINUED.) 
LINE     No.    1. 

Portable, 
lo  11).  Steel  Rails.  Gauge,  i6  in.  20  in.  34  in. 

jf     s.     d.      jf     s.    d.      ;f     s.     d. 

Portable  Inclined  Plane  for  throwing  off  brauch  lines...  0  14    0  0  15  0  0  16     0 

Portable  Turntable each  380  440  600 

Turntable,  with  concave  cast  iron  Casing    „  580  5  16  0 

Ditto,  large  size      „ 11     4  0  13     0    0 

Shifting  Plate  for  Cow  Sheds        „  1     8    0  1  16  0  2     4     0 

Pass-everywhere,  for  the  Junction  of  two  Male  or 

Female  Ends  of  Rails        „  0    2     6  0    2  9  0     3     0 

Portable  Weighing  Machine  for  1  ton,  fitted  with 

removable  Rails „  10    0    0  10    0  0  10     0     0 

Sheet    iron    Casing    for    setting    the  Weighing 

Machine  in  the  ground „  3     8    0  3    8  0  3     8     0 


LINE    No.   2, 


14  lb.  Steel  Rails. 


Straight  Lin  3 per  yard  run 

Curved  Lines,  radius  20,  25,  and  30  feet  „ 

Portable   Level   Crossing,  strengthened  with    oak   (in 

lengths  of  4  feet) per  yard  run 

Crossing  for  Two  Lines,  radius  20,  25,  and  30  feet,  each 

Ditto      Three  Lines ,, 

Moveable    Points    (No.   3)   for    above   Crossings,   for 

shunting  by  horses      each 

Ditto,  for  shunting  by  locjmotivcs        each 

Portable  Incline<l  Plane,  for  throwing  off  branch  lines    , , 
Pass-everywhere,  for  the  junction  of  two  Male  or  Female 

Ends  of  Rails       each 

Portable  Turntable  ... 


•  ••    •••    •••    •••    •••    •••    ••• 


Portable. 

16  in 

I. 

20  in 

• 

24  in. 

» 

£    s. 

d. 

£ 

s. 

d. 

£    s. 

d. 

0    4 

9 

0 

5 

0 

0     5 

3 

0    6 

6 

0 

6 

9 

0     7 

0 

0  11 

3 

0 

12 

3 

0  13 

3 

2     2 

0 

2 

10 

0 

2  18 

0 

3  18 

0 

4 

6 

0 

4  14 

0 

1     5 

0 

1 

7 

0 

1     9 

0 

— 

2 

10 

0 

2  16 

6 

0  14 

0 

0 

15 

0 

0  16 

6 

0    4 

0 

0 

4 

6 

0    5 

0 

3  12 

0 

4 

8 

0 

5    4 

0 

Fixed  Turntable,  with  Iron  Casing 
Weighing  Machine,  fitted  with  Rails 


>  Prices  on  apphcation. 

...     ...     ...     ...I 


The  Portable  Inclined  Plane  is  about  six  feet  long  and  is  used  for  running  wagons  up  it 
off  the  main  line  on  to  a  branch  by  means  of  two  tapering  Rails  placed  on  the  main  line.  A  branch 
line  can  thus  be  laid  and  connected  with  the  main  line  at  any  point  without  disturbing  the  latter  in 
the  least. 

The  Shifting  Plate  is  intended  for  Mines,  Paper  Mills,  Cow-sheds,  and  other  places  where 
>^the  railway  is  always  damp  and  Ihirntables  would  be  objectionable.    It  has  no  raised  projections  and 
rery  sasy  to  clean. 
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DECAUVILLE'S     PATENTS 

(CONTINUED). 

^VAGONS.      CLASS    I. 

Type  No.  1,  light  CeUrier  Wagons,  for  use  with  Hand  Baskets. 

These  Wagons  are  constructed  of  iron  alone,  or  of  iron  and  wood  combined,  the  weight  being 
sufficient  to  cause  them  to  run  steadily  on  the  line.  The  Wheels  are  of  chilled  cast  iron  running 
loose  on  fixed  axles,  to  which  two  lengths  of  H  iron  are  rivetted  to  form  the  frame.  The  Platform  is 
fonned  of  two  pieces  of  plate  ^  inch  thick,  connected  at  each  end  by  a  piece  of  angle  iron.  The 
bottom  of  the  Wagon  is  left  open  to  allow  the  dirt  to  escape  freely  from  the  materials  in  transit, 
such  as  Beet  or  other  roots,  so  that  the  Hand  Basket  may  ride  securely  on  the  Wagon. 

16  in.  Gauge.  20  in.  Gauge. 

No.  1,  Light  Carrier  Wagon,  to  carry  4i  cwt.,  2  feet  long    ...     £112    0     ...     £114    0 
No.  2,  Light  Platform  Wagon,  to  carry  4  J  cwt.,  3  feet  3  inches 

long,  for  use  with  Comer  Uprights  and  Crossbars,  and  with 

Hand  Baskets £2    0    0     ...     £2    4    0 

The  Hand  Baskets  are  made  of  light  flat  and  round  bars  and  weigh  about  40  lbs.  each  with 
the  handles.    They  will  hold  from  two  to  three  cwt.  of  Beet-roots. 

Fittiiigs  for  use  with  Wagons  No.  1  &  No.  2. 

i6  in.  Gauge.  20  in.  Gauge. 

To  carry  Roots,  &c.,  open-worked  Hand  Basket  of  wood  and 

iron,  fitted  with  Handles      £0  15    0    ...    £0  15    0 

To  carry  Lime,  Earth,  &c.,  sheet-iron  Hand  Basket  fitted  with 
xianQies  ...     •••     ... ...      ..     •••    •..     ...     ...    xi    v    u    ..•    Jbi    v    u 

Drag  Chain,  5  yards  long £0  11    0     ...    £0  11    0 

For  use  with  Wagons  No.  2. 

Comer  Uprights  and  Crossbar,  with  holes  for  fitting  on  sides    £1    4    0    ..    £1     4    0 

Brakes  for  any  of  the  above  Wagons,  £1  8s.  extra. 

With  these  W^agons  and  Hand  Baskets  four  men  with  a  lad  and  one  horse  can  clear  oflf  40  tons 
of  Beet-root  per  day  of  ten  hours  in  fields  350  yards  long, 
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DECAUVILLE'S     PATENTS 

OONTINUED. 

W^AGONS.      CLASS    11. 
Type  No.  3,  General  Oarrier  Wagons,  to  carry  12  cwt. 

In  these  Wagons  the  axles  are  of  steel  mounted  on  Wheels,  two  of  which  are  fixed  and  the  aOna 
two  loose,  for  turning  curves  readily. 

The  bearings  are  of  brass. 

i6  in.  Gauge.  ao  in.  Gai^e. 

No.  3,  General  Carrier  Wagons,  2  feet  long    £2  12    0    £3     0    0 

Fittings  for  use  with  Wagons  No.  3. 

1 6  in.  Gauge.   20  in.  Gauge.  24  in.  Gauge. 

Fixed  open-worked  Iron  Basket,  to  carry  Manure,  Com, 

Straw,  &c £1  16    0    £1  18    6     £2     2     0 

Single  Tipping  Box  of  iron,  with  Patent  Self-acting 

Door,  containing  7  cubic  feet £3    0    0    £3    0    0    £3     0     0 

Swivelling  Fork  and  Fittings,  1  ft.  8  in.  diameter,  to 

carry  trees  of  any  length £0  16    0    £1    0    0     £1     4     0 

Type  No.  4. — General  Platform  Wagons,  fitted  with 
channel  iron  Sides  and  brass  Bearings,  and  sheet 
iron  or  wooden  Platform,  4  feet  long,  2  feet  8  inches 
broad £3  10    0    £4    0    0     £5     0    0 

Fittings  for  use  with  Wagons  No.  4. 

Fixed  open-worked   Iron  Basket,  to  carry  Manure, 

Com,  Straw,  &c.,  4  ft.  6  in.  long,  3  ft.  6  in.  wide, 

and  4  ft.  4  in.  high    £2    2    0    £2    4    0    £2     6     0 

Double  Equilibrium  Tipping  Boxes  and  fittings,  for 

carrying  Earth,  Lime,  &c.  ...  containing  8  cub.  ft.  £3  10  0  £3  10  0  £3  10  0 
Ditto        ditto        ditto  „        12      „         £3  16    0    £3  16    0    £8   16    0 

Ditto        ditto        ditto  „        16      „         £4    2    0    £4    2    0     £4     2     0 

Ditto        ditto        ditto  „        20      „         £4  10    0    £4  10    0    £4   10     0 

Swivelling  Fork  and  fittings,  2  ft.  6  in.  diameter,  for 

carrying  trees  of  any  length     £1    8    0    £1  12    0    £1   16     0 

Comer  Upright  and  Crossbars,  with  holes  for  fitting  on 

sides    • £1     4    0    £1     4    0     £1     4     0 

Brakes  for  any  of  the  above  Wagons,  £1  83.  extra. 
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DECAUVILLE'S     PATENTS 

(OONtlNUBD). 
WAGONS.      CLASS    II. 

16  in.  Gauge.  20  in.  Gauge.  24  in.  Gauge. 

Type  No.  5, — General  Platfonn  Wagon  (similar  to 

No.  4),  5  feet  long,  3  ft.  3  in.  wide £4    8    0    £4  15    0    £5  15    0 

Fittings  for  use  with  Wagon  No.  5. 
Corner  Uprights  and  Crossbars,  with  holes  for  fitting 

on  sides      £1    4    0    £1    4    0    £1    4    0 

Moveable  Sides  in  wood       £1  12    0    £1  12    0    £1  12    0 

Sheet-iron  Ends     £0  16    0    £0  16    0    £0  16    0 

Type  No.  6. — General  Carrier  Wagon,  fitted  with 
improved  Grease  Boxes,  and  brass  Bearings  and 
Central  Buffer ;  3  ft.  3  in.  long £3    8    0    £3  16    0    £4  16    0 

Fittings  for  use  with  Wagons  No.  6. 

To  carry  Sugar  Cane,  &c.,  &c.' 
Basket  of  open  iron  work,  4  ft.  6  in.  long,  3  ft.  6  in. 

wide,  and  4  ft.  4  in.  high £2    2    0    £2    4    0    £2    6    0 

Platform  for  use  with  two  Carriers,  one  end  of  which  is 

pivoted  on  each  Carrier,  forming  a  Bogie  Wagon, 

10  ft.  long,  3  ft.  6  in.  wide      £7     6    0    £7  16    0    £8  12    0 

Single  Tipping  Box  of  iron,  with  Patent  Self-acting 

Door,  and  fittings     containing  7  cub.  ft.     £3    0    0    £3    0    0    £3    0    0 

Ditto  ditto  ditto  „        11      „         £3  12    0    £3  12    0    £3  12    0 

Double  Equilibrium  Tipping  Box 

and  fittings       „        8      „         £3  10    0    £3  10    0    £3  10    0 

Ditto  ditto  ditto  „        12      „         £3  16    0    £3  16    0    £3  16    0 

Swivelling  Fork,  for  carrying  Trees  ...diam.  1  ft.  8  in.    £0  16    0    £1     0    0    £1    4    0 
Ditto  ditto  „      2  ft.  6  in.    £1    8    0    £1  12    0    £1  16    0 

Comer  Uprights  and  Crossbars,  with  holes  for  fitting 

dides    •     •     £1     4    0    £1     4    0    £1     4    0 

Bn^kes  for  any  of  the  above  Wagons,  £i  89.  extr^. 
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DECAUVILLE'S     PATENTS 

(CONTINUED). 

Estimate  for  Clearing  Fields,  &c.,  of  Root  Crops. 

LINE   No.    1. 
16  in.  Gauge.    10  lb.  STEEL  Rails. 


it 
II 
» 


80  15-fk.  Lengths 400  yds.          at  3/6  per  yard 

4  8-ft.        „          10  yds.  2  ft.  „  3/6 

4  4- ft.        ff         5  yds.  1  ft.  „  3/6 

6  8-ft.  Lengths  of  Curved  Line,  3  right  &  3  left  16  yds.          „  5/3 

4  4ft.       „             „           „         2     „     «&  2  „       5  yds.  1  ft.  „  5/3 

2  Two-way  Crossings  for  two  Lines    „  40if- each 

2  Switches  for  ditto,  No.  1 „  5/- 

6  Pass-Everywheres      „  2/6 

2  Inclined  Planes  for  throwing  off  Branch  Lines      „  14/- 

24  Light  Carrier  Wagons,  Type  No.  1 i,  32/- 

35  Hand-Barrows  for  carrying  Turnips,  &c i,  15/- 
4  Drag  CTiains,  5  yards  long       „  11/- 

X     X  vMJX  JJ\J2k        «•*         ...         *••         •••         •••         *••         •«.         ••*         ••«         •••        ,1  Xil^  — 


£70 
£  1 


0 
17 


0 
4 


ft 
}f 
it 
1) 
it 
II 
II 


£ 
£ 
£ 
£ 
£ 
£ 
£ 


0 
4 
I 
4 
0 
0 
I 


18     8 
4     0 


8 
0 


0 
0 


£38 
£26 
£  2 
£  0 


10     0 

15     0 

8     0 

8     0 


5 

4 
15 


0 
0 
0 


£152   13     0 


Note. — For  Wagon  No.  1  may  be  substituted  Wagon  No.  2,  if  Platform  Wagons  for  lidrt 
materials,  such  as  Peat,  &c.,  are  required ;  or  Wagons  No.  3,  4,  and  6,  if  stronger  Wagons  and  otEa 
fittings  are  required. 


Kstimate   for   ordinary   Farm  ^A/'0^k• 

LINE 

No.    1. 

16  in.  Gauge. 

10  lb.  STEEL  Rails. 

176  l5-ft.  Lengt.hR 

...     ...     ... 

... 

880  yds.         at   3/6 

peryard 

£154 

0 

0 

O   O-It).                 ff                     ••• 

...     ...     ... 

... 

21  yds.  1  ft.  „     3/6 

II 

£ 

3 

14 

8 

8  4-ft.         „            .. 

...     ...     ... 

... 

10  yds.  2  ft.  „    3/6 

II 

£ 

1 

17 

4 

2  IVo-way  Crossings 
1  Ri^ht  Hand    do. 
1  Left  Hand      do. 

...     ...     ... 

... 

„  40/-  each    < 

£ 

4 

0 

0 

...     ...     ... 

... 

1,  40/- 

£ 

2 

0 

0 

...     •.•     ... 

... 

„  40/- 

£ 

2 

0 

0 

2  Switches  No.  2      ... 

...     ..•     ... 

... 

II  15/- 

£ 

1 

10 

0 

Z                    ff                         o           ... 

...     ...     ... 

... 

22/6 

£ 

2 

5 

0 

8  8-ft  Curves    

...     ...     ... 

... 

21  yds.  1  ft.  „     5/3 

£ 

6 

12 

0 

%  4— Xl/           I,              ...        ... 

...     ...     ... 

... 

5  yds.  1  ft.  „     5/3 

£ 

1 

8 

0 

2  Inclined  Planes     ... 

...     ...     ... 

... 

II    A4/' 

£ 

1 

8 

0 

30  Wagons  No.  3 

...     .*•     ... 

... 

II  52/- 

£  78 

0 

0 

15  Manure  Baskets    ... 

...     ...     ... 

... 

...     ...     ...     „  00/- 

£  27 

0 

0 

6  Single  Tipping  Boxes,  7  cub.  feet... 

... 

...    „  60/- 

£  18 

0 

0 

2  Swivelling  Forks   ... 

...     ...     ... 

... 

,,  16/- 

£ 

1 

12 

0 

1  Tool  Box       

...     ...     ... 

... 

II  15/- 

£ 

0 

15 

0 

£305 

2 

0 

Note. — P'or  Wagon  No.  3  may  be  substituted  Wagons  No.  4  or  No.  6,  if  Platform  Waffons  and 
larger  Tipping  Boxes  and  Swivelling  Forks  are  recjuired, 
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■ 

DECAUVILLE'S     PATENTS 

(OONTINUBD). 

Estimate  for  Sugar  Estates. 

1st  Main  Line— A  line  from  the  Field  to  the  ''  Batey." 

LINE  No.   2. 
20  in.  Gauge.    14  lb.  STEEL  Rails. 

Price.       Approximate  Weight. 
£       s.      d.       tons  cwt.  qrs.  lbs. 

880  12-ft.  Lengths  ...  3,520  yards  (2  miles)  at    5/- per  yard    880    0    0      51     9     1     4 

15  6-ft.        „         ...        30     „  „     5/- 

10  4-ft.        „         ...        13      „     Ifoot        „     5/- 

20  6-ft.  Curves,    10 
right-hand  and  10  )     40      „  „     6/9 


>i 


)) 


ngn 
left^ 


7  10 

0 

0  9 

2  1 

3  6 

8 

0  4 

0  22 

13  10 

0 

0  12 

0  16 

hand 


...     ... 


6  4-ft.    Curves,    3) 

right-hand  and  3  >      8      „  „    6/9       „  2  14    0        0    2     1  18 

lert-hand     j 

4  4it.  Lengths  Level 

Crossings     5      „     1  foot        „  12/3       „  354        0200 

10  Crossings  for  two  lines,  5  right-hand  and 

5  left-handed    „  50/-  each  .. 

10  Switches  No.  3       „  27/-    „ 

18  Pass-Everywheres    „     4/6    „ 

6  Inclined  Planes,  for  throwing  off  Branch 

aJAUCc)  . . •         ...         ...         ...         ...         ...         ...         ...     I,     J  i//**        |.  *•• 


25  0 

0 

0 

11 

2  22 

13  10 

0 

0 

6 

0  18 

4  1 

0 

0 

1 

2  0 

4  10 

0 

0 

2 

2  0 

E957  7 

0 

54 

1 

1  17 

Lines  like  the  above  have  the  following  advantages  :— 

1st.  They  can  be  laid  without  skilled  labour. 

2nd.  They  can  be  removed  when  required  from  one  part  of  the  estate  to  another,  and  thus  a 
much  less  quantity  is  required. 

3rd.  Sleepers  are  dispensed  with  altogether,  except  in  very  soft  places. 

4th.  All  difficulties  from  variation  of  Gkiuge  are  done  away  with. 

5th.  When  all  expenses  are  taken  into  consideration^  the  first  cost  is  less  than  that  of  an 
ordinary  fixed  line. 

6th.  The  wear  and  tear  is  reduced  to  a  minimum . 
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DECAUVILLE'S     PATENTS 

(OONTINUED). 

Estimate  for   Sugar  Estates. 

2nd  Light  Line  for  Olearing  the  Fields,  to  join  the  Main  Line. 

LINE  No.  1. 
20  in.  Gauge.    10  lb.  STEEL  Rails. 

Price.      Approximate  Weight 
£     s.     d.     tons  cwt.  qn.  Ibi. 

4     6     2     0 


80  15-ffc.  Lengths 400  yds.         at  3/9  per  yard 

4  8-ft.         „      10  yds.  2  ft.  „  3/9 

4  4-ft.         „       5  yds.  I  ft.  „  3/9 

8  8-ft.  Curves, 4  right  and  4  left.  21  yds.  1  ft.  „  5/6 

4  4-ft.  Curves,  2  right  and  2  left.     5  yds.  1ft.  „  5/6 


» 


}> 


I) 


...     ...     ...     ... 


...     ...     ... 


I .     ... 


...     ...     ...     ...     ... 


...     ...     ...     ...     ... 


...     ...     •••     ••• 


„  46/-  each 

„  23/6    „ 

„  2/9 

,,  15/- 

„  76/- 


2  Two-way  Crossings  ... 

2  Switches  No.  3... 

12  Pass-Everywheres 

2  Inclined  Planes 

70  No.  6  Carrier  Wagons 

70  Sugar  Cane  baskets  of  open  iron-work  to 

fit  on  to  the  above  Carriers,  4  ft.  6  in. 

long,  3  ft.  6  in.  wide,  and  4  ft.  4  in.  high     „  44/- 

6  Platfprms  for  use  with  two  of  above 

Carrier,  forming  a  Bogie  Wagon  10  ft. 

long,  3  ft.  6  in.  wide 

12  Double  Tipping  Boxes,  contents  12  cub.  ft.    „  76/- 

12  Sets  of  Corner  Uprights  and  Crossbars, 

with  holes  for  fitting  sides     

12  Swivelling   Forks    for    carrying    Trees, 


I) 


if 


99 


„156/-   „ 


99 


..  24/- 


II 


Amount  brought  forward 


•  •  •  •  I 


75    0  0 

2    0  0  0  2 

10  0  0  1 

5  17  4  0  4 

19  4  0  1 

4  12  0  0  2 

2    7  0  0  1 

1  13  0  0  1 

1  10  0  0  0 


1  ft.  8  in.  diameter... 

„  20/- 

11 

... 

12 

0 

0 

12  Brakes 

•  •  •     ... 

„  28/- 

}> 

... 

16 

16 

0 

6  Drag  Chains 

• ..     ... 

„  11/- 

II 

... 

3 

6 

0 

1  Tool  Box  ... 

• . ■     ... 

0 

15 

0 

Duplicate     ... 

...     ••■ 

10 

0 

0 

I 
1 

2 
1 
I 


8 
0 
0 
0 
0 


8  0 
0  0 
3    0 


266    0    0     15  16     0    0 


154    0    0       4     7     2    0 


46  16    0 

1   10     0    0 

45  12    0 

14     0    0 

14    8    0      0     7     0    0 


0     9     0    0 


0     1     0    0 


665    1    8    28  16     0    8 
957    T    0     64     11  17 


Grand  Total      £1,622    8    8    83  16     1  85 
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AMERICAN     POST     HOLE     DIGGER 

AND  TREE   PLANTER. 

This  useful  Digger  is  a  kind  of  double  Spade,  and  is  fitted  with  two  jointed  Blades  9  inclies  lonu;, 
working  opposite  to  each  other  The  movement  of  the  two  Blades  is  regulated  by  a  Hand  Lever 
attached  to  the  Handle. 


The  Digger  is  thrust  into  the  ground  with  the  Blades  open  in  a  parallel  position,  they  are  then 
closed  by  the  Hand  Lever  so  as  to  grasp  the  sand  or  dirt  to  bring  it  to  the  surface. 

It  will  dig  to  a  depth  of  four  feet ;  the  length  of  the  whole  tool  being  five  feet. 

jl  nee  •••  •••  ■••  •••  •••  •••  •••  •••  •••  •••   •••  •••  «••  •••  •••  •••  j^  X     \j     \j 


POTATO      DIGGERS. 

ASPINWALL'S    PATENT    POTATO    DIGGERS. 

These  Machines  will  dig  from  five  hundred  to  a  thousand  bushels  of  Potatoes  per  day  with  two 
horses  travelling  at  the  rate  of  60  yards  per  minute.  They  will  work  in  wet  or  dry  land  an  I  amongst 
green  or  dry  tops. 

The  working  parts  of  the  Diggers  consist  of  a  Divider  for  separating  the  tops,  a  Plough  to  lift 
the  ridge,  and  a  Revolving  Screw,  composed  of  flat  sections,  which  separates  the  Potatoes  from  the 
soil. 

Irnce       •.•     •••     •••     ••*     ...     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     x»*  '     u     u 
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POTATO    MASHER   AND    PLANTERS. 


IMPROVED   ALBION    POTATO   MASHERS 


This  Mocliiiiu  in  very  useful  for  mashiog  boiled  Potatoes  and  Boote  for  pig  feeding,  &c. 

No.  1  Masliur,  aa  illustrated £3     7 

No.  *2  Maslicr,  upun  the  same  principlo  as  the  No.  1  Machine,  but  vithont  legs, 

for  placing  on  a  tub  or  pau    £1   t7 


ASPINWALL'S 

PATENT     POTATO     PLANTERS. 

Thcijc  Ma<.t1iiu<w  arc  adnpttd  for  planting  Potatoes  on  the  flat  or  ridge  by  means  of  a  n 
ncedU-  points,  which  catch  the  Potatoes  one  by  one  and  deposit  them  dngly  at  any  df^ind  di 

Thi'y  will  jJant  five  acres  per  day. 

f'rice      XIB     A 


POTATO    PLANTERS. 


MURRAY    &     FERGUSON'S 

PATENT    POTATO    PLANTERS. 


These  Plsntq^  are  made  in  three  Bizes,  to  plant  one,  two,  and  three  rows  at  a  time. 

The  one  and  two-rov  Machines  are  usually  made  to  plant  one  distance  apart,  viz.,  1*2  inches, 
but  they  can  be  f  ttei}  to  plant  tj^fge  4^tanc^  apart  at  the  prices  mentioned. 

The  three-row  Machine  is  made  to  drop  the  seed  at  10,  13,  or  14  inches  a^iart,  as  required. 
PRICES:- 

No.  1.  One-roif  Machine,  V)  sW^  "''^  ^i*^^'''^ '^1"'^     ^  "^    ^    ^ 

If  fitted  to  plant  thne  distances  f^tart,  extra,  £2. 

No.  2.  Two-row  Machine,  to  plant  one  distance  apart     £14    0    0 

If  fitted  to  plant  three  dirtances  apart,  extra,  £3. 

No.  3.  Three-row  Machine,  to  plant  three  dbtances  apart      £21     0    0 

Any  of  these  Machines  can  ]te  fitted  up  to  plant  at  any  other  dtatance  apart  that  may  be  defiirml 


POTATO   SEPARATORS. 


GRIFFI  N'S 
PATENT     POTATO     SEPARATORS. 


(No.  3  from  a  Fhotc^^ph.) 

These  Machines  separate  the  Potatoes  into  three  sizes — small,  seed,  and  marketable ;  and  riddle 
away  the  soil,  at  one  operation,  and  can  be  easily  worked  by  a  boy. 

The  small  size  will  do  6  to  8  tubs— 120  to  160  stones  per  boor ;   the  lai^  size,  8  to  IS  tnla- 
160  to  210  stones  per  boar. 

The  great  advantage  in  these  Machinee  a  the  Combined  Action  of  the  Riddles  and  BoUen, 
which  prevents  the  Potatoes  sticking  foet  or  blocking  up  the  Biddies. 

The  loose  Riddle  placed  under  the  Machine  in  the  engraving  ifl  merely  to  show  the  kind  of 
Riddle  nsed. 

P  B  I  O  E  S  :— 

No.  1.  Small  Machine £  8  10    0         i 

No.  2.  Lai^e       „       £11     5    0 

^0.  3.     „  „       without  Soil  Screen       £10  10    0        I 

Extra  Riddles  for  any  particular  size  as  required.  I 
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BRADFORD'S 


PATENT     POTATO    WASHERS. 


These  Potato  Washers  are  made  with  a  Revolving  Vertical  Bnish  which  washes  the  Potatoes 
thoroughly  clean  without  causing  any  injury  to  their  surfaces. 


No.  1 .  Large  size,  will  wash  a  sack  of  old  potatoes  quite  clean  and  empty  them  into 


a  hamper  by  a  self-acting  motion  in  three  minutes.     If  the  potatoes  are 


left  in  the  Machine  for  five  or  six  minutes  longer  they  are  sufficiently 


peeled,  leaving  only  the  eyes  to  be  picked.     Fitted  with  Reversing  Gear 


for  Steam  Power. 


jtrice       •••     •••     •••     •••     •••     ••*     •••     •••     ■*•     ••*     •*•       **     **•     ••*     ••■     •••     jo^v  X9     v 


No.  2.  Medium  size  for  Hospitals,  Workhouses,  &c.,  for  Hand  Power. 


X nee       •••     •••     •••     •••     •••     •••     •••     *•*     •*■     ■**     **■     •**     ***     ***     ■**     ■••     jwx\/  jLv     \f 


No.  3.  Small  size  for  Schools,  Hotels,  and  large  Private  Establishments. 


{^riCv  •#•        •»•        ftt        ••#        ''t        •**        tff        »9f        'ft        ♦•»        ''f        •«•        'ft        *ff        'If        *f        Jyv       V       ' 
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HILL    &    SMITH'S 

PORTABLE     GALVANIZED     FENCE 

For    Poultry   Yards. 

The  wire  woik  of  this  Fence  is  galvanized  and  made  in  4  feet  lengths,  ready  to  fix  to  Double- 
Pronged  Standards  with  Bolts  and  Nuts. 

Intermediate  Standards  of  round  iron,  with  pronged  feet,  are  supplied,  which  matcriaUy  stiffen 
the  Fence. 

Price,  6  feet  high per  yard     jEO     6     6 

X  1  lL>v^,    I    IvC-l/  Ill^ll    •>.         •••         •••         ...         •••         •••         •••         ...         •*.         ...         •..  ,,  Jw^ '  I  U 

in'^ludin^^  iron  Standards  and  the  neci'.s.sjiry  Bolt^  and  Nut>>  for  securing  the  panels. 

Doors,  extra,  4/-  each. 


POULTRY     INCUBATORS. 

VOITELLIER'S      ARTIFICIAL      INCUBATORS. 

These  Incubators  require  very  little  attention.  The  temperature  is  maintained  at  100  degiee 
Fahrenheit  by  pouring  boiling  water  into  the  Incubators  every  morning  and  evening,  the  cold  water 
being  previously  drawn  off. 

The  eggs  reciuire  tuniing  twice  a  day,  and  the  Incubat4)r  should  be  left  o\yei\  for  half  an  hour  on 
each  occasion. 

No.  1.  Incubator  for  50  Eggs       £2     0    0 

Xl  Kjm      ^  a  , ,  JL  V  \>*  ,,  ...  ...  ..I  ...  ...  ...  ...  •*.  ...  •••  Jb^B  Cf  (J 

Xi  Vf  •    O.  ,,  JL  ifi  V         ,,  ...  ...  ..  ...  ...  •.•  •••  .••  ■••  •••  JChb      16         O 

Xi  Vr*   TK.  ,,  Xvv         ,,  ...  ...  ...  ...  *••  ...  •..  ••.  •••  •••  abti  %j         (J 

Thermometers  for  Incubators,  each,  8/-. 

VOITELLIER'S    ARTIFICIAL    MOTHERS. 

i^  1/.    X    DUUullcv     ...         ...        ...         ••■         ...         ...         a..         ...         ...         ...         ...         .■•         *••         •••         jCf ^         A       If 

Xl  Vr.     M  ,,  ...  ...  ...  ...  •**  ...  ...  ...  ...  •.•  *••  ■••  ■••  •••  jCfiB  \3  U 

X 1  u.o         ,,  ...       •>.       ...       ...       ...       ...       ...       ...       ...       ...       ...       ...       *••       •••       jCfiB       cj      \3 

X^  w.    4  ,,  ...  ...  ...  ...  ...  ...  ...  ...  ...  ..  «••  ■■•  •••  •••  Jb  j#  \m         U 

Ovoscopes  for  looking  into  eggs,  each,  4/  .      Delivered  at  Mantes.      Packing  extra. 
This  system  is  in  successful  oiK?ration  at  the  Jardin  d'AccIimatation,  Paris. 
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CHRISTY'S 

POULTRY      INCUBATORS. 

Packing, 
j^    s.    d.  £^     s.     d. 

Hydro-Iiicubator  for  90  eggs    4  10    0        0     7     6 

O uftllQ  lOiT  QluuO    •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••       •••  U      o      u              "^^  "^^ 

Commercial  Hydro-Incubator  for  250  eggs,  fitted  with  one  large  Cistern  and 

uwo  x/raw6rs        •••      •••      •«•      •«•      •••      •••      •••      •••      •••      •••      •••      •••  t/iv/     \j         v/xo     \j 

Hydro-Incubator  for  500  eggs,  fitted  with  two  Cisterns  and  four  Drawers  ...  15150        100 

Stands  for  large  Hydro-Incubator    10    0 

Thermometers  for  low  and  high  range     each      0    2    6 

Tell-tale  Egg  Tester 0     10        0    0    4 

Open-air  Rearers,  consisting  of  a  Hydro-Rearing  Mother,  a  large    Park, 

Olass  Frames  and  Zinc  Dome,  to  insure  a  dry  run  in  all  weathers.     May 

be  used  in  a  Field  or  Shrubbery.    Suitable  for  Poultry,  Pheasants,  &c.  4  17     6        0    7     6 
Hydro-Rearing  Mother  for  75  chicks,  fitted  with  4  Sliding  Ventilated  Zinc 

Doors,  with  Park,  Feeding-troughs  and  Pedestal    210    0        0    6    6 

A  large  Park,  4  Glass  Frames,  a  Zinc  Dome  and  all  necessary  to  convert  a 

Hydro-Rearing  Mother  into  a  Open-air  Rearer      212    6        0    3    6 

Adjustable  Wire  Fencing  (for  use  with  Open-air  Mothers),  with  pins,  per 

panel  of  24  in.  by  22  in 0     18 

Artificial  Syphon  Mother 9  17    8 

The  "  Engraisseuse,"  an  improved  Fattening  Pen  for  Poultry,  &c.,  with   6 

compartments     3  18    0        0     16 

The  "  Engraisseuse,'' an  improved  Fattening  Pen  for  4  birds        216    0        0     1     6 

Zinc  Feeding  Troughs  for  young  chickens       per  dozen  0    8    0        0     10 

Pedestals  or  Billots    :..      0    0    9 

Extra  Earth  Trays,  for  use  inside  the  egg  drawers each  0    1 

T C 1 J     e. 1^     /_J ^1 A^A\                                                                                               rw«.«^  V\              ^ 
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AMERICAN  PATENT  PORTABLE  HAND  POWER  PRESSES, 

For  Hay,  Straw,  Rags,  Wool,  &c. 

These  Presses  are  very  convenient  and  economical  for  pressing  Hay,  Cotton,  ffides.  Hair,  Hemp, 
Com,  Straw,  Husks,  Moss,  Wool,  &c.,  by  Hand  Power,  into  neat,  compact  bales,  for  maiket  or 
transport. 

No.  I.  For  general  farm  use        jgSO     0    0 

No.  2.  For  heavier  work      £80     0    0 


"BOOMER"   HAY   PRESSES. 

The  power  is  obtained  in  these  Presses  by  a  combination  of  four  Arms  or  Levers  woiUog  oi 
Toggle  Joints.  A  right  and  left  hand  screw  passes  through  the  Joints  and  causes  fh%m  to  appioich 
to,  or  diverge  from,  each  other,  according  to  the  direction  of  the  rotation  of  the  screw. 

No.  1.  Hand  Press,  to  take  in  three  Trusses  of  Hay,  weighing  56  lbs.  each, 
each  40  in.  by  30  in.  by  18  in. ;  size  of  pressed  Truss  when  finished,  40  in. 
by  30  in.  by  15  in.    Readily  worked  by  two  men. 
irnce     •••     •••     •••     •••     •••      •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••      j^  7o    0   v 

No.  2.  Steam  or  Horse  Power  Press,  for  pressing  Hay  in  Trusses.    Same  dimenmoixs 
as  No.  1. 

X  fice  •••   •••   •••   •••   •••   •••   •••  •••  •••   •••   ■••   •••   •••  •••  •••   •••   JblbSCo  V  V 

No.  3.  Hand  Press,  with  Box,  for  baling  Loose  Hay  ;  size  of  Bale,  3  ft.  6in.  by  2  fL 
by  1  ft.  6  in. ;  size  of  box,  3  ft.  6  in.  by  2  ft.  by  5  ft.  The  Box  is  provided 
with  travelling  wheels  to  run  in  and  out  of  the  Press,  and  is  supplied  with 
two  false  bottoms,  so  that  it  can  be  removed  from  the  Press  and  be  refilled 
while  the  Bale  in  the  Press  is  being  strapped, 
irrice     ...     •••     •••     •••     •••     •••     •••     •••     •*•     •*•     ***     ***     ***     •*•     ***     •*•     JvJt w    v  ' 
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PICKERING'S 

PATENT   DIFFERENTIAL    PULLEY    BLOCKS. 

These  Blocks  will  sustain  the  load  without  slipping.  The  lifting  chain  is  supplied  with  a  hook 
at  each  end  so  that  no  lowering  is  required  for  a  fresh  load  :  the  working  parts  run  on  steel,  and 
being  internal  they  are  free  from  dust  and  dirt.  The  two  chains  work  independently  of  each  other, 
thus  reducing  the  friction  while  increasing  the  speed. 

One  man  can  lift  from  15  to  20  cwt.  without  standing  under  the  load. 


Lifting  Power. 

Prices  of  Blocks. 

Chains  per  foot  of  Lift,  with  Hooks 
and  Endless  Hand  Chain. 

5  cwt. 

£  1  10    0 

Is.  9d. 

10  cwt. 

£  1  17    0 

2s.  Od. 

15  cwt 

£  2    2    0 

2s.  6d. 

20  cwt. 

£  2  10    0 

3s.  Od. 

30  cwt. 

£  3    0    0 

3s.  4d 

2  tons. 

£  3  10    0 

3s.  4d. 

3  tons. 

£  5    0    0 

4s.  6d. 

4  tons. 

£  6    0    0 

4s.  6d. 

6  tons. 

£10    0    0 

6s.  Od. 

10  tons. 

£20    0    0 

10s.  Od.                     1 

TANGYE'S    ^A/■ESTON'S 

PATENT    DIFFERENTIAL    PULLEY    BLOCKS. 

These  Blocks  will  also  keep  the  load  suspended  at  any  required  point. 


• 

Chain  Pulleys. 

Pulley,  with  Ratchet,  by  which  one  man  can  lift 
the  weight  specified. 

Tested  to. 

Prices  of  Blocks 
per  set. 

Bright  Chain 
per  foot. 

Tested  to. 

Prices  of  Blocks 
per  set. 

Bright  Chain 
per  foot. 

s.      d. 

s.       d. 

s.       d. 

s.       d. 

5  cwt. 

12     6 

0     6 

1     ton. 

50     0 

0       9 

10  cwt. 

20     0 

0     6 

Ij  tons. 

60    0 

0    10 

12  cwt. 

20     0 

0     7 

2     tons. 

70     0 

0    11 

20  cwt. 

30     0 

0     9 

3    tons. 

100    0 

1      1 

30  cwt. 

2  tons. 

3  tons. 

4  tons. 

40     0 

50     0 

100    0 

120     0 

0    10 

0  11 

1  1 
1      3 

Lengt 
times  he 

1                         1 
h  of  chain  required,  about  three 
dght  of  Lift. 

Pulley  with  Spocket  Wheel. 

T«*ct#>r1     fn 

Blocks 

Bright  Chain 

Best  prepared 

When   work( 

ed  from  below 

by  pulling 

L  CSICU     lU. 

per  set. 

per  foot. 

Rope  per  foot, 
d. 

s.      d. 

s.      d. 

2  tons. 

75      0 

0     11 

5 

3  tons. 

110      0 

1       1 

6 

the  chain,   a 

bout  four  time 

s  the  length 

4  tons. 

135      0 

1       3 

6 

0 

>f  lift  is  requirec 

1. 

Length  of  chain  required,  about  three 
times  height  of  Lift. 

67 
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PULLEYS. 


M  A  C  K  I  E  '  S 


PATENT  WROUGHT  IRON  SPRING  DRUMS  OR  PULLEYS. 

These  Pulleys  are  light,  strong,  and  durable.  The  Arms  and  Periphery  are  constructed  of 
wrought  iron  or  steel.  The  Boss  and  the  Band  are  split  or  divided,  80  that  the  Pulley  can  be 
slipped  on  to  the  shafting  and  fixed  in  a  few  minutes. 

PRICES:— 


Breadth 

ON  Face  in  Inches. 

Inch 

EP. 

DiAM.   3 

4 

5 

6 

7 

8 

9 

10 

11 

12-Ih. 

S.  (1. 

S.  (1. 

s.  d. 

s.  d. 

s.  d. 

s.  d. 

s.  d. 

s.  d. 

s.  d. 

s.  d. 

10 

13  0 

14  G 

15  G 

17  0 

19  0 

20  6 

23  0 

25  6 

29  0 

32  0 

12 

14  0 

1;>  G 

IG  G 

18  0 

20  0 

22  0 

24  0 

2G  6 

30  0 

33  0 

14 

IT)  0 

IG  G 

17  G 

19  0 

21  0 

22  6 

25  0 

27  6 

31  0 

34  0 

ir> 

17  0 

IS  0 

19  0 

20  G 

22  G 

24  0 

2G  6 

29  0 

32  6 

35  6 

IS 

IS  0 

20  0 

22  0 

24  0 

25  G 

27  6 

29  G 

80  6 

34  0 

36  6 

20 

19  0 

22  0 

24  G 

2G  G 

28  G 

30  0 

31  G 

33  0 

35  0 

38  0 

aM  aM 

22  (; 

24  0 

27  0 

29  i\ 

31  G 

33  0 

35  0 

37  0 

39  0 

41  0 

24 

2;>  0 

27  G 

29  G 

32  0 

34  0 

3G  0 

38  0 

40  0 

42  0 

44  0 

2<; 

2S  0 

30  0 

32  G 

35  0 

37  0 

39  0 

41  G 

43  G 

45  6 

48  0 

2S 

31  T) 

34  0 

3r>  G 

37  G 

40  0 

42  G 

44  G 

47  6 

49  G 

51  6 

30 

33  0 

3r)  (; 

.38  0 

40  0 

42  G 

44  G 

4G  G 

49  0 

51  6 

55  0 

:j2 

3r)  () 

37  (; 

40  0 

42  G 

45  0 

47  G 

50  0 

52  G 

55  0 

57  6 

34 

37  () 

40  0 

42  G 

45  0 

47  G 

50  0 

52  G 

55  0 

57  6 

«0  0 

:u\ 

40  0 

42  r, 

4."i  0 

47  G 

50  0 

.i2  6 

55  0 

57  G 

GO  0 

r>3  0 

;is 

4.")  0 

4S  0 

51  0 

52  (; 

.55  0 

57  G 

GO  0 

G3  0 

G7  0 

70  0 

40 

47  0 

r>o  0 

53  0 

5G  0 

59  0 

G2  0 

G5  0 

G9  0 

72  0 

75  0 

42 

4!)  0 

52  r, 

5!)  0 

59  G 

G2  G 

G5  G 

G8  G 

72  G 

75  6 

80  0 

44 

r)9  0 , 

G3  0 

GG  0 

G9  0 

72  0 

75,  0 

79  0 

83  0 

86  0 

U\ 

1)0  0 

G3  0 

GG  0 

G9  0 

72  0 

75  0 

78  0 

82  0 

86  0 

90  0 

4S 

iV>   (> 

Gr>  G 

GS  G 

71  0 

74  0 

77  0 

80  0 

84  0 

88  0 

92  0 

;V) 

IJ7  G 

70  G 

73  G 

7G  0 

79  0 

82  0 

85  0 

89  0 

93  0 

97  0 

r>2 

72  r» 

7;')  G 

78  G 

81  0 

84  0 

87  0 

90  0 

94  0 

98  0 

102  0 

rn 

77  0 

SO  G  ' 

83  G 

8G  0 

89  0 

92  0 

95  0 

99  0 

103  0 

107  0 

S2  <> 

S')  G 

88  G 

91  0 

94  0 

97  0 

100  0 

104  0 

108  0 

112  0 

r>s 

S7  <) 

90  G 

93  G 

9G  0 

99  0 

102  0 

105  0 

109  0 

113  0 

117  0 

(;o 

1)2  (> 

9r>  G 

98  G 

101  0 

104  0 

107  0 

110  0 

114  0 

118  0 

122  0 

r»2 

98  (; 

101  G 

104  G 

107  0 

110  0 

113  0 

IIG  0 

120  0 

124  0 

128  0 

(;4 

104  r, 

107  G 

110  G 

113  0 

IIG  0 

119  0 

122  0 

12G  0 

130  0 

134  0 

i\{\ 

110  G 

113  6 

IIG  G 

119  0 

122  0 

125  0 

128  0 

132  0 

136  0 

140  0 

r,8 

IIG  G 

119  G 

122  G 

125  0 

128  0 

131  0 

134  0 

138  0 

142  0 

146  0 

70 

122  G 

12;>  G 

128  G 

131  0 

134  0 

137  0 

140  0 

144  0 

148  0 

152  0 

72 

128  G 

131  G 

1.34  G 

137  0 

140  0 

143  0 

14G  0 

150  0 

154  0 

158  0 

74 

134  G 

137  G 

140  G 

143  0 

14G  0 

149  0 

l.VJ  0 

15G  0 

IGO  0 

164  0 

7(; 

140  G 

143  G 

14G  G 

149  0 

152  0 

155  0 

158  0 

1G2  0 

IGG  0 

170  0 

7S 

14S  0 

ir>i  0 

154  0 

15G  G 

159  G 

1G2  G 

1G5  G 

1G9  6 

173  6 

177  6 

SO 

l;VS  0 

IGl  0 

1G4  0 

1G7  G 

1G9  G 

172  G 

175  G 

179  6 

183  6 

187  6 

S2 

i(;s  0 

,  171  0 

174  0 

177  0 

179  6 

182  G 

185  G 

189  6 

193  6 

197  6 

«4 

17S  0 

ISl  0 

■ 

184  0 

187  0 

189  G 

192  G 

195  G 

199  6 

203  6 

207  6 

In  ordering,  state  if  the  Pulleys  are  to  be  Hat  or  rounded  on  face. 


PUMPS. 
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ABYSSINIAN   OR   PITCHER   PUMPS. 


These  Pumps  are  suitable  for  shallow  wells  or  cisterns,  and  will  lift  a  greater  quantity  of  water 
with  a  given  power  than  any  other  form  of  pump. 

They  are  fitted  with  improved  Conical  Valves  and  Reversible  Handles,  Anti-freezing,  and  well 
adapted  for  domestic  and  out-door  purposes.  ^^ 


No.  1.  2j  inch  bore  forf  or  1  inch  pipe 

No.  2.  3  inch4)ore  for  1  or  Ij  inch  pipe 

No.  3.  34  inch  bore  for  Ij  or  1|  inch  pipe        

No.  4.  4  inch  bore  for  1^  or  If  inch  pipe 


each    £0  18    0 


>  •     . .  •     •  •  • 


)  •     •  •  •     •  I 


••■     •••     •••     ••• 


a 


)> 


i> 


£1  1  0 
£14  0 
£17    0 


DOUGLAS      PUMPS. 

These  Pumps  are  designed  to  lift  water  any  height  not  exceeding  33  feet ;  the  handles  can  be 
shifted  round  to  any  convenient  point. 

The  Pumps  are  provided  with  Screw  Couplings,  Brass  Tubes,  and  proper  connections  for  wrought 
iron  or  lead  pipe,  and  are  arranged  so  that  the  lower  valve  or  box  is  readily  accessible  without 
detaching  the  pipes  or  disturbing  the  platform.    They  are  also  anti-freezing. 


No.  0.  2  inch  bore  for  |  inch  pipe 

No.  1.  2i  inch  bore  for  J  or  1  inch  pipe 

No.  2.  24  inch  bore  for  1  or  Ij  inch  pipe 

No.  3.  2f  inch  bore  for  li  or  1|  inch  pipe 

No.  4.  3  inch  bore  for  U  or  If  inch  pipe 

No.  5.  3i  inch  bore  for  If  or  2  inch  pipe 

No,  6.  34  inch  bore  for  2  or  2^  inch  pipe 


Gallons  per  minute 

Price. 

•  •  • 

■••        .■•           D        ••• 

£0  14     0 

8     ... 

£0  16     0 

«  •  • 

12     ...     . 

• 

£0  18     0 

15     ...     . 

£10     0 

•  •  • 

...     ...     MM     ... 

£12     0 

•  •  • 

26      .  >. 

£16     0 

■  •  t 

30     ... 

£1  12     0 

448  REAPING     MACHINES. 


HORNSB  Y'S 

"SPRING    BALANCE"    SELF-RAKER. 

(Not  Oontrollable). 

This  Machine  is  carried  hy  &  Spring  which  prtivente  strainiDg  and  jolting  and  peimita  It  to  be 
made  lighter  than  would  be  possible  otherwise  without  risk  of  br^kage. 


The  Connecting  Rod  is  jointed  to  the  Knife  Bar  at  some  distance  from  the  end,  theteby  redacing 
friction  and  increasing  steadiness  in  working.  Every  Arm  is  fitted  with  Rake  Heads  which  nn  be 
arranged  to  act  as  Hiikea  or  Diimmies  very  readily  by  changing  the  centres  upon  whiflh  they  murk. 

The  weight  of  the  Machine  is  about  9J  cwt.  Width  of  cut  5ft.  8in.  The  Road  Wheel  is  tt 
cast  iron. 

Price  of  Patent  Two-horse  "  Spring  Balance  "  Self-Raker,  with  four  Rakes  for 
SiiL'nf  or  Swathe  Delivery,  with  Interchangeable  Rake  (<entrcs  and  two 
Knives    £89     0    0 

If  with  six  Rakes  for  Sheaf  or  Swathe  Delivery  as  desired       £81     0    0 

Extra,  if  fitted  with  Shaft  to  Pole      £l     0    0 
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HORNSBY'S 

"  MATCHLESS  "    SELF-RAKER, 

With  Wrought  Iron  Road  Wheel  and  new  Interchangeable  Rake  Oentres, 

(not  Controllable.) 

The  construction  of  this  Machine  is  similar  to  that  of  the  "  Spring  Balance/'  but  the  Boad 
Wheel  is  of  wrought  iron  of  larger  diameter  than  the  usual  cast  iron  one. 

The  Divider  Plate  is  bolted  on  the  top  of  the  Finger  Bar  instead  of  the  bottom,  enabling  the 
Machine  to  cut  lower  without  driving  the  soil  before  it. 

The  oflF  wheel  is  fitted  with  a  Patent  Double-jointed  Swivel,  which  turns  freely  without  cutting 
up  the  crops.    It  can  be  raised  or  lowered  easily  and  quickly. 

The  in  and  out  Gear  arrangement  is  actuated  by  the  driver's  foot  without  stopping  his  horses  or 
letting  go  his  reins. 

The  Lever  for  raising  or  lowering  the  Machine  is  placed  close  to  the  driver's  seat,  so  that  the 
height  of  cut  can  be  altered  wliile  the  Machine  is  in  motion. 

The  Tilting  Lever  is  also  near  the  driver,  so  that  he  can  use  it  easily  and  quickly. 

The  Platform  is  made  to  turn  up  by  removing  a  single  bolt,  the  extra  Axle  always  remaining 
in  position  under  the  Platform  to  receive  the  Carrying  Wheel  when  required. 

Price  of  Patent  Two-Horse  "  Matchless "  Self- Raker,  with  four  Bakes  for 
Sheaf  or  Swathe  Delivery,  with  wrought  iron  Boad  Wheel,  improved 
Interchangeable  Rake  Centres  and  two  Knives.     Width  of  cut  5  feet    ...     £30    0    0 

xl  WILIJ  olA  XvmIWcv)  ...        ...        ...        ...        ...        ..  ...        ...        ...        .••        .«•        «*•        •••       J^OiS       \j       \j 

Extra,  if  fitted  with  Shaft  to  Pole      £10    0 
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HORNSBY'S 

NEW  PATENT  "SPRING  BALANCE"  SELF-RAKER, 

With  Wrought  Iron  Road  Wheel  and  Five  Controllable  Bakes. 

This  Reaping  Machine  has  a  wrought  iron  Boad  Wheel  of  increased  diameter  instead  of  cast 
iron.  The  Geared  Bing  is  made  separate  from  the  Boad  Wheel,  so  that  the  Bing  can  be  taken  off 
when  broken  or  worn  out  by  loosening  three  bolts. 

Moveable  Loose  Bushes  are  fitted  to  the  Boad  Wheel  and  the  Divider  Wheel  so  that  they  can 
be  taken  out  and  new  ones  put  in  at  a  small  cost  when  required. 

Every  3rd^  4th,  or  5th  Bake  can  be  made  to  deliver  the  sheaves  by  moving  a  small  handle,  and 
the  same  mode  of  rotation  will  be  continued  mechanically  as  long  as  desired,  but  the  driver  can  cause 
any  one  or  any  number  of  Bakes  to  pass  over  the  sheaf  on  the  Platform  or  rake  it  off  at  will. 

New  Patent  Two-horse  "  Spring  Balance  "  Self-Baker,  with  five  Controllable 

Bakes  and  two  Knives.     Width  of  cut  5ft £32  0  0 

Extra,  if  fitted  with  Shaft  to  Pole      £  I  0  0 

Turn-up  Platform  Arrangement extra  £  0  10  0 


HORNSBY'S 

PATENT   "GOVERNOR"   SELF-RAKER. 

This  Machine  is  very  strong,  and  is  capable  of  dealing  with  the  heaviest  crops.    . 

Patent  "  Governor "  Self-Baker,  with  2  Knives,  2  Bakes,  and  2  dummies. 

Width  of  cut  5ft.  Sin £34  10     0 

Extra,  if  fitted  with  Drivers  Seat  and  Shaft  to  Pole £   1   16    0 

Extra,  if  fitted  with  two  extra  Bakes  for  Swathing £0  15     0 

Extra,  if  fitted  with  Biting  Irons -£090 


HORNSBY'S 

PATENT   "PROGRESS"   SELF-RAKER. 


Patent  "  Progress  "  Self-Baker,  with  two  Knives.     Width  of  cut  5ft. 

If  fitted  with  six  Arms  instead  of  four       

Extra,  if  fitted  with  Driver's  Seat  and  Shaft  to  Pole        

Extra,  if  fitted  with  two  extra  Bakes  for  Swathing    

Extra,  if  fitted  with  Biting  Irons        


£32  0  0 
£34  0  0 
£  1  15  0 
£  0  15  0 
£090 
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SAMUELSON'S 

NEW  PATENT  "  OMNIUM  "  SELF-RAKING  REAPER. 


This  Machine  is  very  compact,  and  will  pass  through  an  ordinary  gateway  by  simply  unshipping 
the  driver's  seat.  The  weight  of  the  Platform,  &c.,  is  balanced  by  the  driver,  ao  that  the  Reaper 
will  move  in  any  direction  with  equal  freedom,  and  no  shaft  ia  required  for  either  of  the  horses. 

The  Finger  Beam  is  placed  in  line  with  the  main  axle,  so  that  the  cat  ia  more  perfect  over 
undulating  surfaces ;  the  Divider  Wheel  has  a  swivel  arrangement  to  facilitate  turning  on  soft  land. 

The  points  of  the  Fingers  can  be  readily  raised  or  lowered  while  at  work,  and  the  height  of  cut 
b  easily  and  quickly  altered  by  a  Hand  Wheel  placed  towards  the  front  of  the  Machine. 

The  Platform  is  efficiently  stayed  and  is  particularly  steady  and  free  from  vibration. 

A  "  Head  Lifter  "  is  supplied  free  of  charge,  which  effectually  prevents  the  cutting  off  of  the  earn 
in  laid  crops. 

Price  of  Patent  Two  Horse  "  Oomium  "  Reaper,  with  four  Rakes  and  two 

Knives £27  10    0 

If  fitted  with  Apparatus  for  Controlling  the  Rakes extra    £  1  10     0 
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REAPING    MACHINES. 


PHILLIP'S     PATENT 

"COUNTERBALANCE"  SELF-RAKER   REAPING   MACHINE. 


The  above  Machine  is  of  simple  construct!  jn  aod  onvcaicnt  arran^rameDt  combined  witk 
adequate  strength  and  light  draught  Ihe  ceatri.  of  the  Rake  Viis  is  placed  over  the  Road  VHomI, 
proauc  ng  an  excellet  t  gathering  aution  of  thi.  Rikes  which  an.  rigidly  coupled  in  pairs  bo  that  die 
weight  of  one  counterbilancLs  the  othtr  thLieby  r  1  icmg  tht  amount  of  draught  very  malenally 

The  Driving  (iear  is  arranged  so  that  the  Crank  Spindle  i4  hormontal  and  gives  a  direct  thnut 
to  the  Knife.  The  Crank  is  fitted  with  a  Pateut  f^elf- Lubricating  Arraagcmeiit  which  lendoi 
frequent  stoppages  for  oiling  unnecessary. 

The  Road  Wheel  ia  carried  on  a  hollow  axis  which  will  keep  this  jwirt  of  the  Uachioe  labricatel 

for  several  daya  after  being  once  filled  with  oil. 

The  Machine  is  easily  worked  by  a  pair  of  horses,  cats  5  feet  3  inches  wide,  aod  vQl  paas  teadilj 
through  as  8  feet  gateway. 


"Counterbalance"  Self-Raking  Reaper,  fitted  with  Shaft  and  Pale  and  two 
Knives 


£Si    a  0 


REAPING    MACHINES. 


HOWARD'S 

NEW    PATENT   "SIMPLEX"    REAPER. 


All  the  Qearing  aod  parts  of  this  Machine,  subject  to  much  strain,  are  made  of  nrouglit  irou 
imd  steel. 

The  Boad  Wheel  is  constructed  with  opeaings  through  its  rim,  into  which  the  piniou  wheel 
gears,  instead  of  the  ordinary  cogs ;  clogging  is  thus  prevented,  wliile  a  wheel  of  great  strength  is 
obtained  with  a  reduced  weight. 

The  Rakes  are  controlled  by  a  simple  loot  lever,  by  which  the  size  and  nioinciit  of  lUschai^e  of 
the  aheaf  can  be  regulated  at  itleasure. 

The  Platform  can  be  turned  up  for  convenience  of  transit  as  illustrated. 

Price  with  two  Knives,  Seat,  and  Tool  Box  containing  requisites  for  use  in 

the  field.     Weight  10}  cwt £29    0    0 

If  desired,  the  road  wheel  can  be  hooped  'with  wrought  iron  &t  a  charge  uf ...      £  0  15    0 


REAPING     MACHINES. 


MoCORMICK'S 

REAPER   AND    SELF-BINDER. 


This  machine  gained  the  Gold  Medal  at  the  Bristol  TriHla  of  tlie  Royal  Agricultural  Society 
of  England,  in  1878. 

The  Automatic  Binder  attuched  to  the  ReapiT  is  of  simple  coustructioo,  aud  cad  be  readily 
worked  by  an  ordinaiy  intelltgeut  farm  labourer. 

The  \fachiue-boiiDd  Sheaves  are  tighter  aud  of  more  uniform  size  than  those  bouad  by  haad. 

A  driver  aud  a  pair  of  good  horses  can  cut  aud  bind  from  12  to  18  acres  per  day. 

'file  Biadlog  Wire  is  of  best  annealed  steel,  specially  prepared  fur  thcdc  Machines,  and  U  supplied 
in  cases  of  10  apoola,  containing  20  lbs,  each,  at  6d.  per  lb. 

Price  of  McCormick  Kcapcr  aud  Self  Binder jE65     o     0 

Sbuati  for  cutting  the  wire,  each       0     7     6 
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^V  O  O  D'  S 


NEW  ONE-HORSE  SELF-RAKING  REAPING  MACHINE, 

For  Farmers  occup)ring  small  holdings  this  machine  is  very  suitable. 

The  Rakes  are  controllable,  and  the  Reaper  is  fiilly  within  the  power  of  one  horse. 

Price  of  New  Patent  one-horse  Self-Raker,  with  Four  Controllable  Rakes,  and 

two  Knives — width  of  cut  3  feet  6  inches £24    0    0 

Price  of  New  Patent  one-horse  Self-Raker,  with  Five  Controllable  Rakes  and 

two  Knives — width  of  cut  3  feet  6  inches £25    0    0 


HORNSBY'S 


NEW  PATENT  ONE-HORSE  SPRING  BALANCE 
SELF-RAKER    REAPING    MACHINE. 

This  Reaper  has  the  same  arrangement  of  Spring  and  other  special  features  as  Hornsby  s  two- 
horse  machine. 

The  driv3r  can  raise  or  lower  the  Cutting  Apparatus  or  alter  the  inclination  of  the  finger-points 
while  the  machine  is  at  work. 

The  Rakes  are  controllable,  enabling  the  driver  without  stopping  the  machine  to  make  the 
following  variations,  viz  : — 

Every  Rake  to  deliver,  making  a  swathe. 

Every  Third,  Fourth,  or  Sixth  Rake  to  deliver  a  sheaf. 

Every  Rake  to  pass  over  the  sheaf 

Hornsby 's  New  Patent  one-horse  Spring  Balance  Self-Reaper,  with   Four 

controllable  Rakes  and  two  Knives,  width  of  cut  3  feet  6  inches      £24  10     0 

'' Tuiti  up "  Platfonq ^xtra    £0  10    0 
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WOOD'S 


SELF-BINDING    REAPING    MACHINE. 


The  Engraving  on   the  preceding  page  illustrates  one  of  the  most  successful  Self-binding 
Reaping  Machines,  using  wire  for  the  binding  material. 


With  straw  not  exceeding  five  feet  in   length,    the   machine    can    deal   very    satisfactorily, 
cutting  and  binding  much  cleaner  and  better  than   is  possible   by   hand   with  the  sickle. 


A  special  feature  of  the  "  Wood  "  Binder  is  the  delivery  of  the  sheaf.  The  grain,  after  being 
firmly  compressed,  is  bound  and  delivered  clear  of  the  machine,  a  decided  advantage  in  matted, 
twisted,  and  heavy  crops  ;  and  the  verdict  of  operators  of  Machines  is — "  That  in  the  ripest  crops 
no  loss  of  grain  results  from  the  manner  of  discharging  the  sheaf." 


Recent  and  effective  trials  in  Australia  have  confirmed  this  assertion.  The  exceedingly  dry 
state  of  the  crops  during  a  hot  harvest-time  have  given  exceptional  opportunity  for  testing  this  point, 
and  sufliciently  refute  the  theory  of  those  who  have  failed  to  establish  statements  to  the  contrary. 


No  practical  difficulty  is  caused  by  using   wire  for  binding  the  sheaves,  if  the  special  shears, 
provided  for  cutting  the  wire  bands,  are  used. 


The  average  cost  of  the   Wire  used  for  binding,  is  Is.  6d.  per  acre.     Saving  about  2s.  6d 
per  acre  over  hand  tying,  besides  the  cost  of  raking,  estimated  at  Is.  6d.  per  acre.' 


Price  with  two  Knives  and  extras £65    0    0 
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RICK  CLOTHS  AND  WAGON  COVERS. 


RICK   CLOTHS. 


To  cover  20  loads 

To  cover  25  loads 

To  cover  30  loads 

To  cover  35  loads 

To  cover  40  loads 

To  cover  50  loads 

To  cover  60  loads 

To  cover  70  loads 


•  •  •  •  •  • 


« ■  •  •  •  • 


•  •  •  •  •  • 


■    •   B  ■   •   • 


ft. 

ft. 

25 

by  20 

30 

by  24 

30 

by  30 

33 

by  30 

30 

by  36 

36 

by  36 

36 

by  42 

42 

by  42 

£  s. 

d. 

£ 

s. 

d. 

6  0 

0 

to 

6 

15 

0 

8  15 

0 

to 

9 

15 

0 

10  15 

0 

to 

12 

0 

0 

11  15 

0 

to 

13 

5 

0 

12  15 

0 

to 

14 

5 

0 

15  5 

0 

to 

17 

2 

0 

17  15 

0 

to 

19 

16 

0 

20  10 

0 

to 

23 

2 

0 

IMPROVED    DRESSED   CLOTHS. 


To  cover    2  loads  Hay 

To  cover    1  load   Hay...     

To  cover    3  loads  Grain 


•  •  •  •  •  ■ 


To  cover    2  loads  Grain 

To  cover  20  pockets  Hops  ... 

To  cover  30  pockets  Hops  ... 

To  cover  40  pockets  Hops  ... 

To  cover  50  pockets  Hojxs  ... 


ft. 

ft. 

21 

by 

12 

21 

by 

10 

16 

by 

9 

15 

by 

8 

21 

by 

15 

24 

by 

18 

24 

by 

24 

£ 

s. 

d. 

4 

4 

0 

3 

10 

0 

2 

10 

0 

2 

0 

0 

5 

5 

0 

7     4     0 

9   12     0 

12     0    0 


BEST    CANVAS    CLOTHS. 


To  cover  2  loads  Hay  . 
To  cover  1  load  Hay  . 
To  cover  2  loads  Grain 


•••  •••  ■•* 


To  cover  3  loads  Grain 


•  •  •  •  •  a 


ft. 

ft. 

21 

by 

12 

21 

by 

10 

15 

by 

8 

16 

by 

9 

•    ■•  •••  «•! 


>••  •••  ••»  ■•• 


•     •    ■  •    «    • 


9   •  •   •   < 


•   ••  •••  Stl 


THRESHING   CLOTHS. 


ft.    ft.  £  s.  <\.  ft.    ft. 

18  by  12  1  10  0  18  by  18  , 


£ 

s. 

d. 

3 

3 

0 

2 

12 

0 

1 

10 

0 

1 

16 

0 

£     s.  d. 
2  5  0 


24  by  18  3  0  0  24  by  24  4  q  n 


RICK    COVERS. 
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L  I  GH  T'S 


PATENT  GALVANIZED  IRON  RICK  COVERS. 

The  advantage  claimed  for  this  Patent  Covering  is,  that  for  a  comparatively  small  outlay  a 
Permanent  Rick  Covering  is  obtained,  which  does  not  cost  more  than  the  amount  expended  in 
thatching  in  three  or  four  seasons. 


The  pieces  are  made  in  sections,  easily  moved  and  placed  on  the  Rick  in  a  few  minutes 


8  yards  long  by  5    yards  wide 
6  yards  long  by  5    yards  wide 

5  yards  long  by  5    yards  wide 
4  yards  long  by  5    yards  wide 

10  yards  long  by  6    yards  wide 
8  yards  long  by  6    yards  wide 

6  yards  long  by  6  yards  wide 
12  yards  long  by  7^  yards  wide 
10  yards  long  by  Tj  yards  wide 

8  yards  long  by  7i  yards  wide 
6  yards  long  by  7^  yards  wide 


«  •  •  •  *  • 


•  ■  ■  •  •  • 


•   ••  •••  9   •   •  ••• 


•    «•  •••  •••  ••• 


•   ••  •••  •••  ••• 


•   ••  •••  •••  ••• 


•   •  •   •  • 


■    •  •   V  • 


■    •  •   •   • 


•   •  •  •   •   • 


•   •  •  ■   •   I 


•   •  •  •   •  • 


•   •   •  •   •   • 


•  V  •  •   I 


•   •  •   •  • 


•   •  •   •  • 


•   •  •  •  •  • 


fl    «   •  •  •  • 


•  •  •   •  • 


•   •  •  ••  • 


t  •  •  •  • 


•  •  •   •  • 


s.     d. 
4     0 


£ 
11 

8  8  0 
7  0  0 
5  12  0 

15  10  0 

12     8  0 

9  6  0 
21  12  0 
18  0  0 
14  8  0 
10  16  0 


Prices  and  Sizes  of  W.  BRENTON'S  Patent  Corrugated  Iron  Rick  Covers. 


£    s.  d. 

12  feet  long  by  11    feet  wide  at  Eaves  3  15  0  Covering  about 

16  feet  long  by  11    feet  wide  at  Eaves  4  17  6                ditto 

20  feet  long  by  1 1    feet  wide  at  Eaves  6  13  0                ditto 

24  feet  long  by  1 1    feet  wide  at  Eaves  7  10  0                ditto 

16  feet  long  by  12^  feet  wide  at  Eaves  5     5  0  Covering  about 

20  feet  long  by  12i  feet  wide  at  Eaves  7     2  6                ditto 

24  feet  long  by  12^  feet  wide  at  Eaves  8  11  6                 ditto 

30  feet  long  by  12  J  feet  wide  at  Eaves  116  0                ditto 

36  feet  long  by  12  J  feet  wide  at  Eaves  13     5  0                ditto 

18  feet  long  by  14    feet  wide  at  Eaves  7     4  0  Covering  about 

24  feet  long  by  14    feet  wide  at  Eaves  9  10  0                ditto 

30  feet  long  by  14    feet  wide  at  Eaves  12     7  6                 ditto 

36  feet  long  by  14    feet  wide  at  Eaves  14     2  6                 ditto 

20  feet  long  by  16    feet  wide  at  Eaves  8  15  0  Covering  about 

24  feet  long  by  16    feet  wide  at  Eaves  11     0  0                ditto 

30  feet  long  by  16    feet  wide  at  Eaves  13  10  0                ditto 

36  feet  long  by  16    feet  wide  at  Eaves  16  12  6                 ditto 

42  feet  long  by  16    feet  wide  at  Eaves  20    2  6                ditto 

24  feet  long  by  20    feet  wide  at  Eaves  11  15  8  Covering  about 

30  feet  long  by  20    feet  wide  at  Eaves  16     5  0                ditto 

36  feet  long  by  20    feet  wide  at  Eaves  20  10  0                ditto 

42  feet  long  by  20    feet  wide  at  Eavtjs  24  12  6                ditto 


13  ft.  over  Top 

ditto 

ditto 

ditto 
15^  ft.  over  Top 

ditto 

ditto 

ditto 

ditto 
17  ft.  over  'Pop 

ditto 

ditto 

ditto 
19  ft.  over  Top 

ditto 

ditto 

ditto 

ditto 
23  ft.  over  Top 

ditto 

ditto 

ditto 


of  Stack . 

ditto 

ditto 

ditto 
of  Stack. 

ditto 

ditto 

ditto 

ditto 
of  Stack. 

ditto 

ditto 

ditto 
of  Stack, 
ditto 

ditto 

ditto 

ditto 
of  Stack. 

ditto 

ditto 

ditto 


460 


RICK     STANDS. 


PEAR  SO  N'S 

VERMIN-PROOF    IRON    CORN    RICK   STANDS. 

These  Rick  Stands  afford  a  perfect  protection  froin  the  Ravages  of  Vermin,  insure  Ventilation 
through  the  Stack,  and  preserve  the  grain  from  damp. 

The  supporting  Pillars  are  of  cast  iron,  with  a  mushroom  shaped  Cap  which  effectually  exdudes 
Vermin  ;  tlie  top  Frame-work  is  entirely  of  wrought  iron,  with  the  ends  dovetailed  into  the  Pillars, 
imparting  great  solidity  and  strength  to  the  Stands. 

Prices  of  Circular  Stands  Complete,  with  all  Malleable  Iron  Framing. 


£ 

s. 

d. 

9  feet  diameter  on  7  pillars,  per  set 

2 

8 

0 

10  feet  diameter  on  7  pillars,  per  set 

2 

16 

0 

1 1  feet  diameter  on  8  pillars,  per  set 

3 

8 

0 

12  feet  diameter  on  8  pillars,  per  set 

3 

16 

0 

13  feet  diameter  on  8  pillars,  per  set 

4 

8 

0 

13  feet  diameter  on  9  pillars,  per  set 

4 

14 

0 

14  feet  diameter  on  8  jnllars,  per  set 

4 

16 

0 

14  feet  diameter  on  9  pillars,  per  set 

5 

4 

0 

1 5  feet  diameter  on    9 

15  feet  diameter  on  10 

16  feet  diameter  on  10 


£  8.  d' 

pillars,  per  set     5  8  0 

pillars,  per  set     5  16  0 

pillars,  per  set     6  8  0 

pillars,  per  set     7  12  0 


17  feet  diameter  on  12 

18  feet  diameter  on  21  pillars,  per  set  10    0    0 
20  feet  diameter  on  21 
22  feet  diameter  on  23 


pillars,  per  set  11     4 
pillars,  per  set  12    0 


0 
0 


Prices  of  Circular  Stands,  without  Inside  Circulating  Bars. 

Rough  Timber  from  2  to  2^  inches  diameter  may  be  substituted  for  the  Iron  Inside  CirculatiDg 
Bars,  when  the  prices  will  be  as  follows ; — 

£    8.   d. 

14  feet  diameter  on    9  pillars,  per  set     4     0    0 

15  feet  diameter  on  10  pillars,  per  sot  4  16  0 

16  feet  diameter  on  10  pillars,  per  set  5  0  0 

17  feet  diameter  on  12  pillars,  per  set  6  0  0 

18  feet  diameter  on  21  pillars,  per  set  8  0  0 
20  feet  diameter  on  21  pillars,  per  set  8  8  0 

The  12  feet  and  13  feet  diameter  Stands  on  8  Pillars  for  Oats,  and  the  15  feet  and  16  feet 
diuiuctcr  Stands  on  10  Pillars  for  wheat ,  are  the  sizes  most  generally  used. 


9  feet  diameter  on  7  pillars,  per  set 

10  f(^et  diameter  on  7  pillars,  per  set 

1 1  feet  diameter  on  8  pillars,  per  set 

12  feet  diameter  on  8  pillars,  per  set     3 

13  feet  diameter  on  8  pillars,  per  set 

14  feet  diameter  on  8  pillars,  per  set    3  12     0 


£ 

s. 

d. 

2 

5 

0 

2 

8 

0 

3 

0 

0 

3 

4 

0 

3 

8 

0 

J 


RICK  STANDS. 
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PEAR  SO  N'S 


VERMIN  PROOF  OBLONG   IRON  CORN  RICK  STANDS. 


All  the  Bars  in  the  Frame-work  dovetail  into  the  Pillars,  and  the  Stands  can  be  nicade  any 
desired  length,  detachable  if  necessary  into  various  lengths. 


Price  of  Oblong  Stands  with  all  Malleable  Iron  Framing. 

£  «8.  d. 

10  feet  long  by    8  feet  wide,  on    9  pillars  per  set  4    0  0 

12  feet  bng  by  10  feet  wide,  on    9  pillars  per  set  4  16  0 

18  feet  long  by  12  feet  wide,  on  12  pillars  per  set  6  11  6 

24  feet  long  by  10  feet  wide,  on  15  pillars  per  set  8  11  0 

18  feet  long  by  12  feet  wide,  on  12  pillars  per  set  7  15  0 

24  feet  long  by  12  feet  wide,  on  15  pillars  per  set  10    4  6 

30  feet  long  by  12  feet  wide,  on  18  pillars  per  set  12     1  0 

18  feet  long  by  15  feet  wide,  on  16  pillars  per  set  9    6  6 

24  feet  long  by  15  feet  wide,  on  20  pillars  per  set  13     1  0 

30  feet  long  by  15  feet  wide,  on  24  pillars  per  set  15    3  0 

36  feet  long  by  15  feet  wide,  on  28  pillars  per  set  17     9  0 

42  feet  long  by  15  feet  wide,  on  32  pillars  per  set  20  12  0 

24  feet  long  by  20  feet  wide,  on  25  pillars  per  set  15  15  0 


30  feet  long  by  20  feet  wide,  on  30  pillars 

36  feet  long  by  20  feet  wide,  on  35  pillars 

42  feet  long  by  20  feet  wide,  on  40  pillars 
59 


•••     •••     •••     •••    per  set)     1  •/     o    u 

per  set     22  17     0 

per  set    26    5    0 


4^2 
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PEARSON'S 


VERMIN  PROOF  OBLONG  IRON  CORN  RICK  STANDS 

(OONTINUED). 
Prices  of  Oblong  Stands  without  inside  Gross  Bars. 

If  intermediate  Cross  Bars  of  Timber  are  employed,  instead  of  Iron  ones,  the  prices  areas  follows  :— 


10  feet  long  by  8  feet  wide,  on  9  pillars 
12  feet  long  by  10  feet  wide,  on  9  pillars 
18  feet  long  by  10  feet  wide,  on  12  pillars 
24  feet  long  by  10  feet  wide,  on  15  pillars 
18  feet  long  by  15  feet  wide,  on  16  pillars 
24  feet  long  by  15  feet  wide,  on  20  pillars 
30  feet  long  by  15  feet  wide,  on  24  pillars 
36  feet  long  by  15  feet  wide,  on  28  pillars 


•  •  •     •  • 


•  •  •     •  • 


•  •  *     •  • 


•  •  •     •  • 


•  •  •     •  • 


£  8.  d. 

..  per  set  2  15  0 

..  per  set  3  7  0 

..  per  set  4  6  6 

..  per  set  5  19  6 

..  per  set  6  10  0 

..  per  set  9  16 

..  per  set  10  8  0 

..  per  set  11  5  0 


An  oblong  stand  42  feet  long  by  15  feet  wide,  covering  630  square  feet— can  be  put  togetberbf 
two  men,  in  about  an  hour. 


ROOFING   AND   OTHER   FELTS. 


Roofing  Felt  in  Rolls 

Inodorous  Felt  in  Rolls 


•••     •••     ...     •••     ...     •• 


Sheet  of  16  oz.  Hair  Felt,  34  inches  by  20  inches 

Sheet  of  24  oz.  Hair  Felt,  34  inches  by  20  inches  .. 

Sheet  of  32  oz.  Hair  Felt,  34  inches  by  20  inches  . . 

Sheet  of  40  oz.  Hair  Felt,  34  inches  by  20  inches  .. 

Sheet  of  48  oz.  Hair  Felt,  34  inches  by  20  inches  .. 
Roll  of  No.  1  Long  Hair  Felt,  20  yartls    ... 


...     *  • 


8. 

d. 

.       ...       ■•«       ... 

1 

per  square  foot. 

•      •••      *.•       ••• 

1 

per  square  foot 

•       *..       •••       ... 

7 

per  square  foot 

•       •••       •••       ••• 

9 

per  square  foot 

•       •••       •••       ••• 

11 

per  square  foot 

1 

1 

per  square  foot 

1 

3 

per  square  foot 

1 

0 

per  yard. 
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E    PAGE    &    CO.'S 

ROOT    PULPERS. 


llie  advantagee  to  be  derived  Ironi  mising  pulp  with  the  food  for  stock  are  well  kaown ;  the 
ftDimals  feeding  better  and  fattening  sooner  when  the  roota  are  minced  before  mastication. 

These  Pnlpers  are  fitted  with  strong  cast  iron  Discs,  with  heavy  Rims  which  act  as  fly  wheels. 
The  knives  are  of  cast  steel  which  can  be  regulated  to  pulp  finer  or  coarser  by  simply  loosening 
a  nut. 

No.  1  P.     For  Steam,  Horse,  or  Hand  Power,  Disc  2  feet  9  inches  diameter, 

fitted  with  six  knives,  each  having  13  teeth        £4  12  6 

No.  2  H.     For  Hand  Power,  fitted  with  six  knives  each  with  12  teeth     £4    0  0 

No.  3.  For  Hand  Power,  fitted  with  four  knives £3    5  0 

No.  4.  For  Hand  Power,  fitted  with  four  knives £2  15  0 

Pulleys  extra  according  to  size. 
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HORNSBY'S 

ROOT    PULPERS. 

In  these  Pulpers  there  are  twelve  rows  of  teeth,  thirteen  in  each  row ;  each  tooth  being  aepantdy 
held  by  a  wedge.  An  oscillating  cleaning  bar,  fitted  with  small  projections,  works  between  the  teeth  to 
keep  them  clean  and  also  prevent  the  last  piece  escaping  uncut. 

LT.     Root  Pulper,  small  size       £3  10    0 

MT.    Root  Pulper,  medium  size >     £4  10    0 

PT.     Root  Pulper,  large  size £6  10    0 

Pulleys  extra  according  to  size. 


HUNT    &    TA WELL'S 

ROOT    PULPERS 


((  UK 


Tiny  "  Root  Pulper,  Disc  21  inches  diameter £2     0    0 

*' Gem '' Root  Pulper      £2  10    0 

XiXbrcv  XJISCS  •••        •••        •••        •••        •••        ••*        •••        •••        4«*        •••        •••        •••        •••CaCU       Jmw    Id      0 

No.  0.     Root  Pulper,  Disc  25  inches  diameter.    4  knives £2  15    0 

Cover  5/-  extra. 
No.  1.     Root  Pulper,  Disc  29  inches  diameter.    4  knives jgS    0    0 

Cover  5/-  extra. 
No.  2.     Root  Pulpcr,  Disc  29  inches  diameter.    6  knives £8     5    0 

Cover  5/-  extra. 
No.  3.     Root  Pulpcr,  Disc  36  inches  diameter.     6  knives £4     5    0 

Cover  8/-  extra. 
No.  4.     Root  Pulper,  Disc  36  inches  diameter.    8  knives £4  |q    0 

Cover  8/-  extra. 
Pulleys  extra  according  to  sizQ. 


J 
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BENTALL'S 

BARREL     ROOT     PULPERS. 

In  these  Machines  the  Knives  are  set  round  the  Barrel  in  helical  form ;  they  are  effectually 
prevented  from  choking  by  means  of  a  worm,  which  rotates  in  front  of  the  Barrel. 

They  pulp  Cabbages  very  efficiently. 


Mark. 

Inches 

RPD 

10     . 

RPL 

10     . 

RPE 

14     . 

RPM 

14     . 

RPC 

10     . 

RPK 

10     . 

RPB 

14     . 

RPI 

14     . 

RPA 

20     . 

Sire  of  Barrel.  Bushels        Tons  Tons 

Length  Diam.        No.  of      per  hour     per  hour      per  hour 

Inches     Handles.    Hand  Pr.    Horse  Pr.    Steam  Pr. 


I 


«7         • . .         X         . 


«7  •••  tt  • 


12 


12 


••     1^     .*•     « 


•  •     1 M     ...     A 


*•      Xm      ..*      ^      ...      ^^~ 


xviH     ...     20     ...     12     ...     2     ...     — 


..       7     .. 

..       7     .. 

.              *^"^              .  . 

..     12     .. 

•                                         •  . 

..     12     .. 

•              "^"^              .  .  < 

..     10     .. 

.                                                .  .  4 

..     10      . 

.                 ""^                 .  . 

..     16     .. 

I.                     Jt                      .. 

..     16     . 

1.                      **                     .  . 

. .             •  1 

>•        0        .. 

> . .     ^'~"     . 

. .           0           . . 

Legs.  Price. 

Wood    £3  10    0 


—     ...     —     ...     Wrot.  Iron    £3  10    0 


Wood     £4  10    0 


—     ...     —     ...     Wrot.  Iron     £4  10    0 


...  •  •  V- 


Wood    £4  15    0 


—     ..      —     ...     Wrot.  Iron     £4  15    0 


. .  •     •  •  • 


Wood    £5    5    0 


—     ...     Wrot.  Iron    £5    5    0 


• • .     ... 


Wood    £7    0    0 


4      ...     Wrot.  Iron     £7     0    0 


B  E  N  T  A  LL'S 


DISC     ROOT     PULPERS. 


Diam.  of  Disc. 

No.  of 

No.  of 

Bushels  per  hour 

Mark. 

Inches. 

Knives. 

Handles. 

by  Hand  Power. 

Price. 

TPD 

.•      ...        «o        .•• 

•  •  •                     ^k                     m  m 

.      ...         1 

.••      ...        o      ...      .. 

£2  15 

0 

TPN      . 

.  •           ...              Ov              .  •  • 

•  •  m                ^                 •  • 

.           ...                X. 

...          ...          Xa         .«•          .•• 

£3    0 

0 

X  L\J  «••        ■•«  0\)  •••        .••  b  •••        •••  iB  •••       •••        lb       •«•        .••  Jwv       0       U 
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NICHOLSON'S 


PERFORATED   DISC   ROOT   PULPERS. 


The  Knives  of  these  Machines  are  of  the  usual  comb  pattern,  but  the  Discs  are  perforated  so 
that  each  point  of  the  Enife  passes  through  a  distinct  hole,  ensuring  both  clean  and  rapid  cutting. 

Mark. 

2N,  with  96  Cutters  and  brass  Bushes,  suitable  for  two  men  or  i>ower     £5    0  0 

IN,  with  6  Knives,  78  Cutters,  and  whole  iron  Dlsc  Guard       £8  12  6 

ON,  with  4  Knives,  52  Cutters,  and  whole  Disc  Iron  Guard      £3     7  6 

Ditto  ditto  with  half  Disc  Iron  Guard £3     5  0 

N,  with  4  Knives  and  quarter  Disc  Iron  Guard £3     0  0 


SMALL  OCCUPATION   DISC   ROOT  PULPERS. 


ITie  Discs  of  these  Pulpers  are  fitted  outside  the  Frame. 


No.  1  Root  Pulper,  with  17  inch  Disc £1  12  0 

No.  2  ditto  21  inch    „ •••     £2     2  0 

No.  3  ditto  26  inch    „    £2   10  0 

No.  4  ditto  30  inch    „    £3     o  0 

Disc  Guards  can  be  had  for  the  No.  1  at  5/-  extra  ;  No.  2,  6/-  ;  No.  3,  7/6  ;  No.  4,  10/- 
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CROSSKILL'S 
ARCHIMEDEAN    ROOT   WASHERS. 


The  Cylindrical  Cage  cont^na  an  Archimedean  Screw  which  propels  the  Roots  out  of  the 
Cylinder  without  the  necessity  of  lifting  it  out  of  the  water  when  turned  in  one  direction,  but  retains 
them  and  subjects  them  to  a  thorough  cleansing  while  the  handle  is  turned  in  the  opposite  direction. 

Archimedean  Root  Washer,  small  size £6    0    0 

Ditto  ditto  middle  sixe       £g  10    0 

Ditto  ditto  large  si« £8    0    0 


RICHMOND    &    CHANDLER'S 

ROOT   WASHERS. 

In  these  Machines  a  Cylindrical  Cage  supported  in  bearings,  works  in  a  water  troogfa,  to  the  sides 
of  which  a  carved  rack  is  attached  which  affords  a  ready  means  of  raising  and  discharging  the  Roots 
when  sufficiently  washed. 

No.  1  Root  Washer         £4  15    0 

No.  2  Root  Wa^er        £5     5    0 

Another  form  of  Root  Waslier  has  the  Cylindrical  Cage  divided  into  two  equal  parts,  one  of 
which  may  be  detached  and  used  to  collect  the  materials.    The  Gage  revolves  in  a  trough  in  a 
manner  similar  to  that  previously  described,  but  has  to  be  lifted  out  by  the  operator. 
Na  0  Root  Washer,  suitable  for  Hotels  and  largu  Establishments 

P"« £3    0    0 
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SACKS. 


SACKS. 


4  bushel  Com  Sacks  in  bundles,  best  quality 


5  bushel 


ditto 


ditto 


•••     •••     •••      ■•     • 


5  bushel  Flour  Sacks  in  bundles 

8  bushel  Uffal  Sacks  in  bundles 


..    each    £0     1     5 


>f 


if 


i» 


£0     18 


£0     I     6 


£0     13 


These  prices  are  subject  to  i^cial  quotations,  as  the  value  of  sacking  is  continually  varying 


SACK     BARROWS. 


Ffirmers*  Sack  Barrow,  wood 


Ditto 


ditto 


strong  wood 


•••     •••     •••     •••     ••• 


Millers*  Sack  Barrow,  with  Cross  Handle     


Ditto 


ditto 


ditto 


Grocers'  Barrow,  with  wood  Frame 


Ditto 


ditto 


ditto 


with  ir  Wheels    .. 


•••     ••»     •••     •••     •< 


wiDh  or  Wheels  ... 


Combined  Sack  Holder  and  Barrow 


• .  •     . .  < 


No.  1  Wrought  Iron  Sack  Barrow,    8"  Wheels,  2  Crossbars 


No.  2        Ditto 


ditto 


S        >»       ^         }> 


No.  3 

Ditto 

ditto 

No.  4 

Ditto 

ditto 

No.  5 

Ditto 

ditto 

No.  6 

Ditto 

ditto 

10" 


,.       3 


10"  „  4 
12"  „  4 
15"       „       4 


}} 


I) 


ti 


It 


If  with   (rrooved  Wheels  and   India   Rubber  Tires,   No.   1,   16/6  ; 


...  £0  11  6 

...  £0  18  6 

...  £14  0 

...  £16  6 

—  £17  6 

—  £1   10  0 
•..  £1   10  0 

..  £0  10  6 

•••  £0  12  0 

—  £0   14  0 

-  £0  16  0 

-  £110 

—  £18  0 
No.  2,    18/.  ;     No.    3,  20/fi: 


No.  4,  23/-  ;    No.  5,  30/-  ;    No.  G,  41/G. 
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LEWIS    &    SON'S 

NEW    PATENT    CHAMPION    SWING    LOADER. 


This  Machioe  is  an  efficient  Sack  Lifter,  Loader,  TJnloader,  and  Sbooter.  It  ia  provided  with  a 
New  Patent  Swing  ArTangement  for  loading,  by  means  of  which  any  kind  of  Bags,  Bales,  Barrel^),  or 
Sacks  can  be  placed  fairly  in  the  cart  or  wagon  by  a  youth  by  simply  winding  up  the  Machine. 
Three  cwt.  can  be  raised  at  one  time. 

New  Champion  Lifter,  Swing  Loader,  and  Unloader £4    5  0 

If  fitted  with  Arrangements  for  Shooting     extra  £0  10  6 

Front  Sack  Holder extra  £0    7  6 

No.  7  Combined  Sack  Lifter,  Shooter,  Loader,  and  Unloader,  fitted  with  Gearing 

for  easy  lift,  but  witliout  Swing  Arrangement     £4    0  0 

Front  Sack  Holder extra  £0    7  6 
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LE-WIS    &    SON'S 

IMPROVED    SACK    LIFTERS. 


With  this  Eluvatur  ouc  mau 
can  fill,  lift,  and  carry  s.  sack  of 
corn  with  ease,  thereby  saving 
the  labour  of  two  iucd. 


By  muans  of  a  Self-acliiv 
Ratchet  and  Catch,  the  1«d 
will  stand  at  aoy  height  widioit 
tttu  least  danger  of  falling. 


in  thia  very  useful  luiploiiieiit  some  great  tmpniveinenta  have  recently  been  made  hy  a 
swivels  instead  of  links  to  each  end  of  the  clioiu  anil  au  eye  at  the  top,  which  gives  free  action  to  tbt 
chain  and  entirely  prevents  twiiiting  and  breaking. 


PRICES:— 

No.  I,  without  (jearing 

No.  2,  with  (jearing  for  easy  lift 

Sack  rioldiT  for  either  Machine,  extra,  7/6. 
No.  3,  Sack  Liftir,  linader,  anil  llnloader,  fitted  with  Oearing  and  easy  lift 

If  titUd  witii  fnHLt  Sack  Holder,  extra,  7/6. 


£3  10    0 
£3  17    6 


SACK    LIFTERS.    LOADERS,   AND    SHOOTERS. 
P  ER  K  I  N'S 

PATENT   A   FRAME   SACK    LIFTER. 


[Sack  Liptkb  only.]  [Combined  Machine  as  a  Lifter.! 

The  A  Frame  secures  great  atability  with  lightoess  and  simplicity. 

Sack  Lifter  off/y,  new  pattern,  quick  speed £2  10 

Combined  Sack  Lifter  and  Loader,  Dcw  pitttcrn,  <]^uick  speed     £3    5 

Ditto  ditto  origiual  Machine £4    4 


[CoHBlNEU  Machine  a3  a  Loader.] 


Combined  Sack  Lifter,  Loader,  and  Shooter,  new  pattern,  <^uick  speed    £3  17 

Ditto  ditto  ditto  original  Machine £4  17 


4/2  SCARIFIERS,    SCUFFLERS,   AND   CULTIVATORS. 


PAGE'S 

IMPROVED  FOUR-WHEEL  WROUGHT  IRON 
LEVER    SCARIFIERS. 


-«!!Si«ti^S-. 


Thefw  Implemeuts  are  made  of  wrought  iron,  6tted  with  wrought  iron  Tinea,  so  axnnged  tiiat 
tliey  can  be  moved  nearer  together  or  farther  apart,  or  aet  deeper  or  shallower  as  required,  aod  in 
wi'll  adapted  for  cleaning  Wheat,  Bean  and  Pea  Stubbles,  for  Clover  Ley,  and  for  stirring  tilHi. 

The  Tinea  are  readily  lifted  out  of  the  ground  at  the  land's  end  by  simply  preflsing  on  the 
Handles  wliich  act  as  levers  upon  the  inner  Frame,  to  which  the  Tines  are  attached  by  mmu  of 
■  wrought  iron  Clips, 

The  Implements  arc  light  but  strong,  and  very  steady  in  work. 

No.    5,  with    5  wrought  iron  IHues,  width  of  cut,  3  feet £5     5     0 

No.    7,  with    7  wrought  iron  Tinea,  width  of  cut,  i  feet "•     £6     6     0 

No.    !),  with    9  wrought  irou  Tines,  width  of  cut,  5  feet £7     7     0 

No.  11,  with  11  wrouglit  iron  'innes,  width  of  cut,  6  feet £8     8     0 

L  Ca.st  imu  Points  for  the  above,  1^  inches  wide,  6/-  per  dozen.      Cast  Iron  Broad  Shares,  9  inch 
wide,  10/-  per  doaeu.     Wrought  iron  Broad  Feet,  with  Stems,  3/S  each. 


SCARIFIERS,    SCUFFLERS,    AND    CULTIVATORS. 
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COLEMAN    &    MORTON'S 
NEW     PATENT     CULTIVATORS. 


These  Cultivators  are  mounted  nn  three  or  four'^Wheels ;  when  a  pair  of  wheels  are  used  in 
froDt  one  of  them  is  pinned  to  a  steel  Axle,  while  the  other  runs  loose,  thus  preventing  wear  in  the 
Wheel  Boases.     All  Cultivators  are  fitted  with  four  wheels,  unless  otherwise  ordered. 

The  Lever  in  the  centre  reflates  the  depth,  and  also  takes  the  Prongs  out  of  work  at  the  land's 
end  hefore  taming. 

The  Prongs  have  two  sets  of  three  bolt  holes ;  the  top  holes  for  very  deep  work,  the  middle  holes 
for  general  work,  and  the  bottom  for  paring  in  very  dry,  hard  land. 

Oast  Iron  Framee  and  ProngB. 

No.  1,  with  7  Prongs,  width  of  cut,  i  feet  10  inches        £  9  10  0 

No.  2,  with  5  Prongs,  width  of  cut,  3  feet  6  inches £  7  10  0 

No.  3,  with  7  Prongs  and  Side  Levers,  width  of  cut,  4  feet  10  inches    £11  0  0 

No.  4,  with  5  Prongs  and  Side  Levers,  width  of  cut,  3  feet  6  inches      £  8  5  0 

No.  5a,  with  5  wrought  Prongs  and  cast  iron  Frame,  width  of  cut,  3  feet 

6  inches £  6  15  0 
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COLEMAN    &    MORTON'S 

NEW    PATENT     CULTIVATORS 

(CONTINUED). 
Prices  of  Cultivators  with  Wrought  Iron  Frames  and  Pronga 


No.  15,    with 

No,  5B,  with 

No.  5,    with 

No.  6,    with 

No.  7,    with 

No.  8B,  with 

No.  8C,  with 

No.  8,    with 


•  •  •  •  •  • 


5  Prongs,  light... 
5  Prongs,  light... 
5  Prongs,  medium   ... 
5  Prongs,  very  strong 
5  Prongs  and  Side  Levers 
7  Prongs,  for  light  land  ... 
9  Prongs,  for  light  land  ... 
7  Prongs,  very  strong 
7  Prongs  and  Side  Levers 


...     ...     ...     ...     ...     ...     .■• 


Width  of  Cut. 
ft.    in. 

2     8     . 


•••  •••  •••  ••• 


•  «•  •••  •••  ■••  •••  ••• 


•  ••    •••    •••    ••• 


•  •  •    •  *  • 


3 
3 
3 
3 


6 
6 
6 
6 


•  •  •    •  • « 


•  •  •    •  •  • 


5  0 
0 


•••    •••    •••    ••• 


5 


5 


No.  9,  with 

No.  12,    with  9  Prongs  and  Side  Levers,  adapted  for  an  8-farrow  stetch 


0 
0 


£  6  10  0 
£700 
£800 
£  8  15  0 
£10  0  0 
£10  10  0 
£11  10  0 
£11  10  0 
£14  0  0 
£17     0    0 


Prices  of  Cultivators  with  Wrought  Iron  Frames  and  Prongs  to  cut 

behind  the  Wheels. 


No.  7A,  with  5  Prongs  and  Side  Levers 

No.  9A.,  with  7  Prongs  and  Side  Levers 


•  ••  •••  •■•  •••  •*• 


3     6 
5    0 


£11     0    0 
£15  10     0 


CULTIVATOR    SHARES. 


Shares,  No. 

No. 

No. 

No. 

No. 

No. 
Spud  Points,  No. 


» 


>» 


ft 


ft 


it 


ff  •  •  •  •  • 


•  •  •  •  •  • 


*  *  •  •  •  • 


•  •  •  •  •  • 


•  •  •  ■  •  • 


•  •  •  •  • 


Shares, 
Points, 
Shares, 


>} 


)t 


i> 


No. 
No. 
No. 
No. 
No. 
No. 


Width. 

1,  10  inches,  for  hard,  dry  land  ... 

2,  10  inches,  for  wet  and  foul  land 
2A,    8  inches,  ditto 

3,  12  inches,  for  hard,  dry  land  ... 
1,  12  inches,  for  wet,  foul  land 

5,  6  inches,  ditto 

6,  2 J  inches,  for  breaking  up  and  cleaning 

7,  15  inches  for  hard,  dry  land 

8,  —  for  breaking  up  and  cleaning     

9,  6  inches  for  hard,  dry  land 

10,  6  inches  double-breasted  or  winged  Shares  .. 

11,  7  inches  ditto  ditto 

12,  10  inches  ditto  ditto 


Steel  Shares,  6  inches  wide,  2/9  each  ;    10  inches  wide,  3/G  each.     Cast  iron  Prongs,  4/6  each. 


Wrought  iron  Prongs,  2"  by  1",  6/-  each  ;  2J"  by  1",  7/-  each ;  2J 


per  dozen 


s.    d. 

8  6 

9  0 
8-  0 

10     6 


10 
6 
6 


6 
6 
0 


14    0 
5     6 


7 
9 


6 
0 


10    0 
14    0 


by  r,  8/-  each. 


I 


SEED    SEPARATORS. 
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COLEMAN    &    MORTON'S 

PATENT    ADJUSTABLE    ROTARY    SEED 
SEPARATOR  AND  CORN  SCREEN. 


Thifl  Screen  has  great  range  of  adjustability,  and  is  adapted  to  all  seeds  from  Wheat  to  Turnip 
or  CloTOT. 

The  Angular  Wires  being  made  in  short  lengths  and  not  continuous,  one  or  more  can  be  token 
oat  and  replaced  without  trouble. 

The  screening  parta  are  made  of  steel,  and  are  as  rigid  as  if  they  were  not  at  ail  adjustable. 

Price  of  Adjustable  Rotary  Screen  and  Seed  Separator    £13  13  0 

Ditto  ditto  with  Stone  Separator    £14  14  0 

Ditto  ditto  if  fitted  with  Blower      £20    0  0 

Quantity  screened  per  hour,  from  GO  to  80  bushels. 

Screens  for  Coffee  arc  constructed  on  the  same  principle. 
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CLARKE'S    PATENT    SCYTHES. 


The  Handle  or  Sneath  of  these  Scythes  is  made  of  tubular  iron ;  the  Blade  is  capable  of 
adjustment  to  the  greatest  nicety  to  suit  the  height  of  the  Mower  and  the  nature  of  the  crop,  and  is 
fixed  into  the  Handle  by  means  of  a  slot  and  wedge,  which  makes  a  most  rigid  joint. 


The  Scythes  are  light  and  handy,  well  adapted  for  Lawn  mowing ;   they  are  also  safficiently 
strong  to  cut  heavy  crops  of  Grass,  Clover,  Barley,  &c. 


Being  fitted  by  machinery,  the  trouble  of  hanging  and  re-hanging  Blades  is  dispensed  with. 


P  R  I  0  E  S  :— 


No.  1  Lawn  Scythe,  with  Patent  Adjustable  Handle  or  Sneath,  with  36  inch 


Patent  Cast  Steel  Blade,  Spanner  and  Wedges  complete    £0  10    6 


No.  2  Meadow  Grass  Scythe,  with  Patent  Adjustable  Handle  or  Sneath,  with 


40  to  42  inch  best  Grown  Blade,  Spanner  and  Wedges  complete      £0  10    6 


j!iXuia  Diaues    ••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     •••     j&v    4    u 


Cradles  for  gathering  Com     £0    8    0 
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WE  I  R'S 

SEWING     MACHINES. 

"  THE    GLOBE," 
For  Dressmaking  and  Household  Work. 


Can  be  worked  on  any  table  with  or  without  fixing. 

Price,  with  Tucking  Guide,  Clamp,  net  of  four  Needlea,  Screw-driver,  Oil  Can, 

and  Book  of  Directions  for  Use     jE2    2    0 


"THE  ARGUS,"  New  Shuttle  Loek-Stitch  Machine. 

Suitable  for  Family  and  Dressmakers'  Use. 

This  Machine  will  Hem,  Fell,  Seam,  Bind,  Tuck,  Quilt,  Gather,  Braid,  Cord,  Mid  Embroide<'. 

It  ia  fitted  with  a  I'atent  Loose  Wheel,  by  means  of  which  the  Bobbins  can  be  wound  without 
setting  the  other  parts  of  the  Machine  in  motion. 

Price,  with  accessories  complete     ...     £-2  15    0 

Treadle,  extra £10    0 


'THE  COMET."  Lock-Stiteh  (Shuttle)  Machine. 


Make^  a  Iiot-k-stitch  alike  on  both  sides. 

Price,  with  accessories  complete     £8    3    0 

Treadle,  extra £10    0 


TWISTED    LOOP-STITCH    SEWING    MACHINE. 

rnpKte     £2  If.     0 
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SEWING     MACHINES. 

Weir's    BBs.    Sevvring    Machine    for    Families. 


Hems,  Fells,  Seams,  Binds,  Braids,  Quilts,  Gathers,  Tucks,  and  Embroiders.  It  is  fitted  with 
t'^piral  Gears,  which  work  very  smoothly  and  silently,  and  has  an  intermedial  Tension  which  is  very 
easily  regulated. 

Price,  with  accessories,  including  narrow  Hem-folder,  Work  Guide,  damp,  set 

of  four  Needles,  Screw-driver,  Oil  Tin,  and  Illustrated  Book  of  Directions    £2  15    0 
Polished  Mahogany  Cabinet  for  ditto £0    8    0 


The  "  Little  Howe  "  Lock-Stitch  Hand  Shuttle  Machine 

Will  make  every  kind  of  Wearing  Apparel.     It  is  equal  to  the  best  Treadle  Machine  in  Siie, 
power,  and  finish,  and  will  do  the  same  aescription  and  quality  of  work. 

Price,  complete  with  Silver-plated  Double   Hemmer,  Guide  and  Screw,  Six 
Needles,  Three  Reels,  Screw-driver,  Oil  Can,  Instruction  Book,  and  Portable 

MjijAy  Wllill  xlcUlUie     ■■•        •••        •••        .*•        ...        ...        **•        •••        ••*        •••        ••.        •••        J&4       4       V 

Stand,  with  Treadle,  extra     £1  10    0 


The  "  Swiftsure  "  Hand  Lock-Stitch  Shuttle  Machine 

Will  Hem,  Fell,  Gather,  Braid,  Bind,  Quilt,  Tuck,  and  Sew  from  the  finest  Linen  to  the  stoatesl 
Cloth. 

Price,  complete,  including  Silver-plated  Double  Hemmer,  Guide  and  Screw,  six 

Needles,  three  Reels,  complete  set  of  Tools,  and  Portable  Box  with  Handle    £4    4    0 
Stand,  with  Treadle,  extra     £1  10    0 


Improved  "Speedwell"  Single   Thread   Machine, 

"  Willcox  &  Gibbs  "  Principle. 

Price,  with  two  Hemmers,  Quilter,  Needle  Wrench,  Guide  with  Thumb  Screw, . 

six  Needles,  Screw-driver,  Oil  Can,  Instruction  Book,  and  Box £3    3    0 

On  Stand  as  a  Treadle  Machine  complete    £4  10    0 


Shuttle  "  Express  "  Hand  Sewing   Machine. 

Price,  with  extras,  very  complete £3     3    0 

This  Machine  does  not  work  while  the  Bobbin  is  being  wound,  reducing  wear  and  tear  very 
considerably. 
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HOWE   TREADLE   SEWING   MACHINES. 

Mark  A,  for  Dressmaking,  Domestic,  and  Light  Manufacturing  Purposes     ...  £  6    6  0 
„     B,  with  Wheel  Feed  and  vibrating  Presser,  for  light  Boot  Work  of  all 

descriptions,  including  Flowering       £  7    0  0 

„     B,  with  "  Drop  "  or  ''  Four  Motion  "  Feed,  for  light  Tailoring  Purposes  £  7    0  0 

„     C,  with  Wheel  Feed,  for  heavy  Boot  Work  of  all  descriptions      £  7  10  0 

„     C,  with  "  Drop  "  or  *'  Four  Motion  "  Feed,  for  heavy  Tailoring  Purposes  £  8    0  0 

The  "  Elastic "  or  Universal  Feed  Machine        No.  1  £  9    0  0 

Ditto            ditto            ditto                      No.  2  £10  10  0 


HOWE     SEWING     MACHINES. 

*' Wheeler  &  Wilson"  Principle. 

These  Machines  are  full-sized,  complete,  with  Table,  Stand,  and  following  extras,  viz.  : — 
Quilting  and  Tucking  Guides,  Steel  Hemmer,  Braiding  Crystal,  Slide  for  Cloth  Plate,  12  Needles, 
three  Bobbins,  Needle  and  large  Wrenches,  Screw-driver,  Oil  Tin  and  Oil  Can,  Emery  Stone,  and 
Thread  Hook. 

Ornamental  Bronze  Machine  complete £5     5    0 

Silver-plated  Silent  Feed  Machine  complete        £7  10    0 

Polished  Quarter-Case  Cabinet  Machines. 

Ornamental  Bronze  Silent  Feed,  complete    £6     6    0 

Silver-plated  Silent  Feed  Machine,  complete       ..     £8  10    0 

Polished  Half-Case  Cabinet  Machines. 

Ornamental  Bronze  Silent  Feed  Machine,  complete £6  15    0 

Silver-plated  Silent  Feed  Machine,  complete       £9    0    0 
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SHEEP     DIPPING    APPARATUS. 


D  E  N  I  NG'S 


NEW  AND   IMPROVED  SHEEP  DIPPING  APPARATUS. 


With  this  Macliine  tivo  uun  or  one  man  and  a  boy  can  dip  from  one  thousand  to  two  thonauid 
Sheep  i>er  day  of  12  hours. 


Sixteen  Sheep  can  be  'Iraining  at  one  time,  and  none  of  the  liquor  is  wasted,  bat  all  retuniB 
to  the  tank. 


The  Sheep  are  kept  standing  in  a  free  position  during  the  wliole  of  the  operatiou,  and  ue 
dipped  by  means  of  a  ("age  worked  by  a  simple  luver  arrangement. 


The  Apparatus  is  mounted  on  Wlieels  and  fitted  witli  Shafts  so  as  to  be  easily  removed  fcom 
place  to  place. 


Price   of  coiiiplttc   Apparatu: 

Draining  Cart,  Wlieels  and  Shaftij 
Ditto  on  Four  Wheels,  with  Locking  Gear. 

Tank  only      

Cage  only       


ig    itf  Lilt,     Dipping    Cage,    Tank, 

£30  0  0 

£35  0  0 

£  5  0  0 

£  5  0  0 


SHEEP    RACKS. 
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CORBETT'S 

COMBINED   SHEEP    RACK   AND   TROUGH. 

These  ^beep  Backs  are  mounted  od  Four  Strong  Iron  Disc  Wheels,  with  a  spread  of  nearly 
three  feet,  which  prevents  the  Racks  being  blown  over  in  windy  weather. 

The  Iron  Bars  forming  the  Back  are  made  to  run  in  straight  lines  diagonally  from  top  to 
bottom,  and  are  sufiiciently  close  to  prevent  the  sheep  drawing  out  the  hay  faster  than  they  can 
consume  it. 

The  Trough  is  two  feet  wide,  made  with  slanting  sides,  so  that  the  com  falls  to  the  centre,  and 
prevents  any  accumulation  of  decayed  food  in  the  angles. 

m 

The  Upright  Bars  are  made  of  round  iron  which  materially  strengthen  the  Back  and  prevent 
loss  of  wool  by  rubbing. 

The  Back  is  covered  with  a  strong  Wood  Roof,  guttered  to  carry  oflF  the  rain,  and  is  fitted  with 
a  door  the  full  length  of  the  top  to  admit  the  food. 

The  Boof  overhangs  sufficiently  to  keep  the  food  perfectly  dry. 


Al  Combined  Rack  and  Trough  for  24  Sheep    .. 
A2  do.  do.  20 

A3  do.  do.  18 

A4  do.  do.  14 


iy 


)} 


.•        ...        ...        ... 


...        ... 


...  £4     0  0 

...  £3  15  0 

...  £3  10  0 

...  £3     5  0 


ALBION    COMBINED    SHEEP    RACK   AND   TROUGH. 

In  these  Racks  the  Bars  are  curved  to  prevent  the  hay  being  drawn  out  by  the  sheep  faster 
than  they  can  consume  it. 


The  Wheels  are  placed  under  the  Trough  out  of  the  way  of  the  sheep  and  well  protected  from 


dirt. 


No.  1  Combined  Back  and  Trough  for  14  Sheep 
No.  2  do.  do.  18      „ 

No.  3  do.  do.  24      ,. 


•  •  •  •  < 


•••  •••  •••  ••• 


•••  •••  ••• 


...     £3     7     6 
...     £3   12     6 
...     ...     £4     0     0 


SHEEP    TROUGHS. 


PAGE'S 

PATENT  GALVANIZED  CORRUGATED  SHEEP 
TROUGHS. 


'Ilicae  Troughs  combine  all  the  rcquircmcnta  for  a  good  serviceable  article,  being  strong,  light, 
and  durable.    Tliey  arc  conBtnict^-d  princiimlly  of  Comigak'd  Sheet  Iron,  gaWitDized  to  prerent 

rust ;  and  wrought  Cross  Burs,  Rails,  and  Handle. 

Tlie  Comigationfl  not  only  Ktnntjtben  the  Trouglis  very  materially,  bnt  also  efTectually  prevcot 
any  wast«  of  food. 

Trough,  6  feet  long,  14  inclicawide,  with  two  Cross  Bars £Q  15  q 

Trough,  8  ieet  long,  14  inches  wide,  with  two  Cross  Bars £1  q  q 

Trough,  Id  feet  long,  14  inehi's  wide    fl  4  0 

Top  Eail  and  HandleM  H/G  extra.        If  mounted  on  Wheels,  5/-  extra. 


SHEPHERDS^     HUTS.  4S3 


F  I  S  O  N  '  S 

ROYAL  AGRICULTURAL  SOCIETY  OF   ENGLAND'S   FIRST 

PRIZE  MOVEABLE  HUTS. 


SIZES    OP    HUTS. 

No.  1.  Body  7ft.  by  4ft.  6in.,  height  6ft.  eiu Price    £9     0     0 

Dimensions  : — Sills  4iin.  by  Sin. ;  Frame  2jin.  by  2in. ;   Axle  Beds  5in.  by  4in. ; 

Wheels  18in.  diameter.     Single  Boarded,  Ventilator,  without  Fore- 
Carriage,  drawn  by  Trace  Chains. 

Extras: — Cupboard  and  Washbowl    £  0  15    0 

Stove,  Pipes,  &c £15    0 

It  nee  complete       ••.     •*•     •••     ..•     •*•     •••     •••     •••     ...     ••.     ...     •••     •••     •••     x^^-i-     vi    \j 


No.  2.  Body  8ft.  by  5ft.,  height  6ft.  9in Price  £12    0  0 

Dimensions : — Similar  to   No.    1.       Single  Boarded,   Ventilator,  without  Fore- 
Carriage,  drawn  by  Trace  Chains. 

Extras  : — Cupboard  and  Washbowl    £  0  15  0 

OuOve,  xripes,  olc...     ■••     •••     *••     •••     ••.     ...     ■••     ••.     -..       ••     •••  •&  x     u  \j 

irnce  compieue       ••*     *••     ...     ...     ...     •••     •■•     •*.     •*•     •.«     •••     ...     •••     •••  Jw^^     ^  ^ 


No.  3.  Body  9ft.  by  6ft.,  height  7ft Price  £15  0  0 

Dimensions  : — Sills  4jin.  by  4in. ;  Frame  4in.  by  3in. ;   Axle  Beds  5in.  by  5in. ; 

Wheels  2ft.  diameter.     Double  Boarded,  Ventilator,  Window  and 
Shutter,  without  Fore-Carriage,  drawn  by  Trace  Chains. 

Extras : — Carriage,  complete      £  4  0  0 

0IAJYC|    JL  IL)\?9,     OuO.  .  •  •         t.a         •«•         *••           ••         ••.         •••         ...         •••         •••         •••         •■.  Jw     X  ij  \t 

Moveable  Bed,  Lamb  Pen,  &c £  1  5  0 

Cupboard  and  Washbowl £  0  15  0 

lXLc*UvX\390                  *•.             •••             ••«             ••.             ••.            •••             ••.             ••■             •••             ...             •■•             •••             •••  0W      \f  V  \r 


X  X M/C  \/vUlLllCu\y  •••         •••         ■••         •••         ..■         ...         *••         ••*         •••         ...         •••         ...         ••»  ...         j^uA     X^c        \J 


No.  4.  Body  lOft.  by  6ft.  6in.,  height  7ft.  4in Price    £22     0    0 

Dimensions  of  Frame  : — Axle  and  Wheels  similar  to  No.  3  ;    fitted  with  Fore 

Carriage,  Double  Boarded  Ventilator,  Window  and  Shutter,  and 
Moveable  Table,  drawn  by  Shafts  or  Coupling,  to  order. 

Extras: — Stove,  Pipes,  &c 

Cupboard  and  Washbowl  ... 
Moveable  Bed  and  Lamb  Pen 
Mattress 


•••     ••.     .••     •••     ••.     ••.     ..I 


...     ...     •••     •••     ••.     •••     .»• 


i«.     ...     ••.     ...     ...     ... 


Price  complete 


...     *..     •*•     •••     -••     ..t      ..     *••     ...     ...     ...     ..•     ... 


...  ••*  ...  •••  ...  ...  ...  •••  ...  .*•  ...  .a.  ..a  ••• 


£  I 

5 

0 

£  0 

15 

0 

£  1 

5 

0 

£  0 

9 

0 

£25 

14 

0 

No.  5.  Special — a  Superior  Sleeping  Van,   dimensions  similar  to   the  No.  4   Hut. 

Mounted  on  Springs,  fitted  with  Cooking  Apparatus,  and  every  convenience 
necessary  for  ordinary  use ;  especially  adapted  for  Export. 

•T  nCC     LvMlipicliC  .a.  ,,,  ,,,  .,,  ...  a. a  ...  mm*  a*.  aaa  ...  a.a  ...  ...  Jt/U  I  \j  V 
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LONDON   AND   COUNTRY   SHOVELS. 

(Best  WarrantecL) 

Width.  Length. 

No.  000.     8    inches  by  10^  inches per  dozen  £17  0 

No.    00.     Scinches  by  11    inches „  £18  0 

No.      0.     9    inches  by  11 J  inches „  £19  0 

No.      I.     9 J  inches  by  12    inches „  £1  10  0 

No.      2.  10    inches  by  12^  inches „  £1  12  0 

No.      3.  lOj  inches  by  13    inches „  £1  14  0 

No.      4.  11    inches  by  135  inches „  £1  16  0 

No.      5.  1 1  $  inches  by  1 4    inches „  £1  18  0 

No.      6.  12    inches  by  14^  inches „  £2     10 

No.      7.  12^  inches  by  15    inches „  £2     4  0 

No.      8.  13    inches  by  15^  inches „  £2    7  0 

No.      9.  13f  inches  by  16    inches „  £2  10  0 

Treaded  2/-  extm.    Long  Straps  2/-  extra.     Side  Straps  2/-  extra.  Rivetted  Eyes  2/-  extra. 

Extra  strong  2/-  extra. 


NORFOLK   SPADE   SHOVELS. 

Width.  Length. 

No.  1.     9    inches  by  12    inches       per  dozen    £1   16    0 

No.  2.     9 J  inches  by  12|  inches        „  £1   18     0 

No.  3.  10   inches  by  13    inches       „  £2     0    0 


SUTTON     SHOVELS. 


Width.  Length. 


No.  0.  9| 

No.  1.  10 

No.  2.  10| 

No.  3.  11 


nchesby  12    inches  per  dozen  £1    12  0 

nches  by  12J  inches  „  £1   14  0 

nchesby  13    inches  „  £1   16  0 

nches  by  134  inches  „  £1  18  0 


STAFFORDSHIRE   TAPERED   SHOVELS. 

Width.  Length. 

Top.  Bottom. 

No.  0,     9i  inches  by  8    inches  by  1 1 J  inches ...  per  dozen  £19     0 

No.  1.   10    inches  by  8^  inches  by  12    inches „  £1  10     0 

No.  2.   1  O.J  inches  by  9    inches  by  12^  inches „  £1    12     0 

No.  3.   11     inches  by  9 J  inches  by  13    inches „  £1  J4     0 

No.  1.   11|  indies  by  10  inches  by  13|  indies „  £1    16     0 


SHOVELS    AND     SPADES. 
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CAMBRIDGE   SHOVELS. 


Width  Length. 

No.  000.  8i  inches  by  10^  inches 
No.  00.  8i  inches  by  1 1  inches 
No.     0.  9    inches  by  1 1|  inches 


.••     .••     ...     .*• 


•.•     •••     ... 


•  •  •     • .  • 


•  •     .  •  • 


••     *■•     •.•     ...     •• 


per  dozen  £17  0 
£18  0 
£19    0 


it 


NORFOLK     SHOVELS. 


Width.  Length. 

No.  0.  9  inches  by  12  inches 
No.  I.  9f  inches  by  12i  inches 
No.  2.  10    inches  by  13    inches 


•  •  •  •  •  • 


•  ••        •••        •••        •  •  9  •••        •••        ••• 


•  ••        •••        •••        •••        •••        •••        ••• 


...     per  dozen     £1   16    0 

J^l   18     0 
£2     0     0 


CHESHIRE     SHOVELS. 


No.  1. 
No.  2. 
No.  3. 
No.  4. 
No.  5. 
No.  6. 
No.  7. 
No.  8. 
No.  9. 


Width, 
9^  inches 

10  inches 
10^  inches 

1 1  inches 
11^  inches 

12  inches 
12|  inches 

13  inches 
13^  inches 


Length. 

by  12  inches 
by  12^  inches 
by  13  inches 
by  13^  inches 
by  14  inches 
by  14^  inches 
by  15  inches 
by  15^  inches 
by  16    inches 


•••    •••    ••• 


•  a  •      •  •  • 


•••     •••      ••• 


•••     •••      ••• 


«  •  •      •  •  • 


•  •  •     •  •  t 


•••     •••     ••• 


lozen 

Langet 

I     £2     5 

0 

Socke* 
£2     3 

» 
0 

» 

£2     6 

0 

£2    4 

0 

>i 

£2     8 

0 

£2     6 

0 

}> 

£2  10 

0 

£2    8 

0 

£2  12 

0 

£2  10 

0 

yy 

£2  15 

0 

£2  13 

0 

a 

£2  17 

0 

£2  15 

0 

}> 

£3    0 

0 

£2  17 

0 

>» 

£3    2 

0 

£3    0 

0 

CORN     SHOVELS. 

Width. 
Top.  Bottom.  Length. 

10^  inches  by  13  inches  by  15|  inches  per  dozen  £2  2  0 


CHESHIRE    LANGET   CORN    SHOVELS. 


Width. 
Top.  Bottom.  Length. 

10^  inches  by  13  inches  by  15 J  inches 


<••  •••  •••  ••< 


...     per  d()Z  'U     £2  12     0 


IMPROVED    CORN    SHOVELS. 

Width. 
Top.  Bottom.  Length. 

9  inches  by  12  inches  by  15  inches    per  dozen     £2     2     0 

62 
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SHOVELS    AND    SPADES. 


CAST  STEEL  LONDON  AND  COUNTRY  SHOVELS. 


Width.  Length. 

No.  0.  9    inches  by  11^  inches 

No.  1.  9^  inches  by  12    inches 

No.  2.  10    inches  by  12^  inches 

No.  3.  10 J  inches  by  13    inches 

No.  4.  11    inches  by  13 J  inches 


•••    •••    ••■     •■•    per  dOKCii    J&x  lm    u 


•••     •■.     •••     •••     •••     ■■•     ■■• 


•••     •••     •••     ••■     ■•.     •••     ■•• 


•  ••         •••         •••         ••! 


!••         ■••         ■•• 


•  ••         •••         •••         •••         ••■         •••         ••• 


>l 


)> 


)» 


II 


£1  18  0 

£1  16  0 

£1  19  0 

£2    2  0 


Long  Strapped,  per  dozen,  2/-  extra.    Side  Strapped,  per  dozen,  2/-  extra.    Bivetted  Syea,  per 

dozen,  2/-  extra.    Treaded,  per  dozen,  2/-  extra. 


CAST  STEEL  STAFFORDSHIRE  TAPERED  SHOVELS. 


Top. 

No.  0.  9i 

No.  1.  10 

No.  2.  lOj 

No.  3.  1 1 

No.  4.  Hi 


Hottom. 


Length. 


nches  by  8    inches  by  1 15 


inches... 


nches  by  8  J  inches  by  12    inches 


nches  by  9    inches  by  12i 
nches  by  9^  inches  by  13 


•  •  •     • 


inches... 
inches... 


perdosen    £1  12    0 


I . .     • .  •     •  I 


•••     •••     ..• 


I .     •  • .     •  •  ■ 


nches  by  10  inches  by  13^  inches 


II 


» 


II 


II 


£1  13  0 

£1  16  0 

£1  19  0 

£3    8  0 


CAST   STEEL   SUTTON   SHOVELS. 


Width.  Length. 

No.  0.  9^  inches  by  12    inches 

No.  1.  10    inches  by  12^  inches 

No.  2.  10^  inches  by  13    inches 

No.  3.  II    inches  by  13^  inches 

N<v  I.  11.^  inches  by  14    inches 


per  dozen    £1  15    0 


•  ••    •••    •••    •••    •••    •••    ••■ 


•••         «••         ••• 


•••         •■•         ••• 


•  •  •         •  < 


•  •  •         •  1 


•  •  •         •  • 


••«         •••         •%■         ••• 


II 


II 


)> 


II 


£1  16  0 

£1  19  0 

£•£    3  0 

£3    5  0 
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CAST   STEEL   SPADES    (WARRANTED). 

London  and  Country  Cast  Steel  Spades. 

No.  0.  7  inches  wide  by  lOj  inches  long per  dozen     £1  12  0 

No.  1.  7^  inches  wide  by  11^  inches  long       „  £1  13  0 

No.  2,  7t  inches  wide  by  12  inches  long „  £1  16  0 

No.  3.  8i  inches  wide  by  12^  inches  long       „  £1  19  0 

No.  4.  8i  inches  wide  by  13J  inches  long       „  £2    2  0 

No.  5.  9  inches  wide  by  14  inches  long „  £2     9  0 

Long  Straps,  per  dozen,  2/-  extra.    Rivetted  Eyes,  per  dozen,  2/-  extra.    Sirle  Straps,  per  dozen,  2/-, 

extra.    Ribbed,  per  dozen,  2/-  extra. 


CAST   STEEL   CHESHIRE   SPADES. 


No.  00.  6}  inches  wide  by  10^  inches  long 
No.    0.  7  inches  wide  by  10}  inches  long 
No.    1.  7^  inches  wide  by  11|  inches  long 
No.    2.  7}  inches  wide  by  12  inches  long 
No.    3.  8i  inches  wide  by  12|  inches  long 
No.    4.  Sf  inches  wide  by  13i  inches  long 


...     ... 


• • a  ... 


...  ... 


•  .  •  •  • 


•  •  •  *  .  • 


...  ... 


per  dozen 

Socket. 

£2     1 

0 

"^  .    Langet. 

£2     3     0 

£2     3 

0 

£2     5     0 

£2     5 

0 

£2     7     0 

£2     8 

0 

£2  10    0 

£2  11 

0 

£2  13     0 

£2  14 

0 

£2  16     0 

ORME'S    PATENT   THICK   TOP    SPADES. 

No.  0.  7  inches  wide  by  lOf  inches  long per  dozen  £1   16  0 

No.  1.  7|  inches  wide  by  11^  inches  long        „  £1  17  0 

No.  2.  8  inches  wide  by  12  inches  long    „  £2    0  0 

No.  8.  8i  inches  wide  by  12j  inches  long       „  £2    3  0 

No.  4.  9  inches  wide  by  13  inches  long ,>  &^ 

Rivetted  Eyes,  per  dozen^  ^\-  ^^s^x^» 
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SHOVELS    AND     SPADES. 


BEST  WARRANTED  SCOTCH  STRAIGHT  SPADES. 


No.  1.  7i  inches  wide  by  11 J  inches  long 
No.  2.  7|  inches  wide  by  12  inches  long 
No.  3.  8  J  inches  wide  by  12^  inches  long 
No.  4.  8|  inches  wide  by  13  inches  long 
No.  5.  9    inches  wide  by  13|  inches  long 


•  •     •  < 


..     per  dozen    £1  16  0 

£1  is  0 

£2    0  0 

£2    2  0 

£2    4  0 


•  •  •     •  •  • 


I  •     •  •  • 


••     •••     ••• 


» 


}> 


» 


••     ■••     •••     ••■ 


}> 


BEST  WARRANTED  STAFFORDSHIRE  TAPERED  SPADES 


Width. 
Top.  Bottom.  Length. 

No.  0.  9|  inches  by  8  inches  by  11^  inches 
No.  I.  10  inches  by  8|  inches  by  12  inches 
No.  2.  10^  inches  by  9  inches  by  12j  inches 
No.  3.  11  inches  by  9^  inches  by  13  inches 
No.  4.  11^  inches  by  10  inches  by  13|^  inches 
No.  5.  12  inches  by  10|  inches  by  14  inches 
No.  6.  12  J  inches  by  11    inches  by  14^  inches 


•••  •*•  •••  ••• 


•••  •••  •••  ••• 


•••  •••  •••  ••• 


!••         •••         •••         ••• 


•  ••         ■••         •••         ••• 


.••         ...  •••         ••• 


>••         ••»         ■•• 


dozen 

£1    9 

0 

£1  10 

0 

£1  12 

0 

£1  14 

0 

£1  16 

0 

£1  18 

0 

£2    0 

0 

BEST   WARRANTED   WILTSHIRE   SPADES. 


Width, 
Top.  Bottom.  Length. 

No.  000.  6i  inches  by  6|  inches  by  9i  inches 
No.  00.  6|  inches  by  7  inches  by  lOj^  inches 
No.  0.  6t  inches  by  7j  inches  by  10^  inches 
No.      1.  7    inches  by  7^  inches  by  11    inches 


•••     •••     .•• 


•••     •••     •••     ••• 


•••     •••     •••     ••• 


•••     •••     •••     «•• 


..    per  dozen    £17  0 

£18  0 

£19  0 

£1  10  0 


}> 


99 


99 


NORFOLK   SPADES   (BRIGHT). 


No.  1.  8  inches  wide  by  12  inches  long 
No.  2.  8J  inches  wide  by  12^  inches  long 
No.  3.  9    inches  wide  by  13    inches  long 


...     .at     ...     ...     .• 


•••     ...     ...     ...     ... 


•••     •••     •••     •••     ••• 


per  dozen  £1  18  0 
£2  0  0 
£2    2    0 


}} 
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BEST  WARRANTED  LONDON  AND  COUNTRY  SPADES, 

No.  000.  6i  inches  wide  by    8f  inches  long    ..      per  dozen  £1     7    0 

No.    00.  6}  inches  wide  by  10^  inches  long    „  £18    0 

No.      0.  7    inches  wide  by  lOj  inches  long    „  £19    0 

No.      1.  7^  inches  wide  by  11|  inches  long    ,,  £1  10    0 

No.      2.  7}  inches  wide  by  12    incheslong    ,,  £1  12    0 

No.      3.  8i  inches  wide  by  12|  inches  long    „  £1  14    0 

No.      4.  8}  inches  wide  by  13^  inches  long    „  £1  16    0 

No.      5.  9    inches  wide  by  14    incheslong    „  £1  18    0 

No.      6.  9i  inches  wide  by  14|  incheslong    „  £2     10 

Long  Strap,  per  dozen,  2/-  extra.     Strap  Treaded,  per  dozen,  2/-  eiitra.  Ribbed,  per  dozen,  2/-  extra 

Rivetted  Eyes,  per  dozen,  2/-  extra.    Extra  Strong,  per  dozen,  2/-  extra.  Bright,  per  dozen,  4/-  extra. 

Half  Bright,  per  dozen,  2/-  extra. 


BEST  WARRANTED   GLOUCESTER   SPADES. 

No.  0.  7    inches  wide  by  10^  inches  long  per  dozen  £1  11  0 

No.  1.  7^  inches  wide  by  1 1    incheslong  „  £1  12  0 

No.  2.  8    inches  wide  by  Hi  inches  long  „  £1  14  0 

No.  3.  8^  inches  wide  by  12    inches  long  „  £1  16  0 


CHESHIRE     SPADES. 

Socket.  Langet 

No.  00.  6f  inches  wide  by  lOj  inches  long     per  dozen    £1180  £2  00 

No.    0.  7    inches  wide  by  lOf  inches  long     „          £2    0    0  £2  2    0 

No.    1.  7^  inches  wide  by  11^  incheslong     ,,          £2    2    0  £2  4    0 

No.    2.  7t  inches  wide  by  12    inches  long     „          £2    4    0  £2  6    0 

No.    3.  8J  inches  wide  by  12^  inches  long     „          £2    6    0  £2  8     ^ 
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DRAINING    TOOLS. 

4  Rivets  in  Straps. 

Top,  Bottom.  Length.  Best  Warranted.        Cast  Steel 

6  inches  by  4|  inches  by  16  inches per  dozen    £2    4    0        £2  10    0 

6  inches  by  4i  inches  by  18  inches „         £2    6    0        £2  12    0 

6  inches  by  4    inches  by  20  inches „  £2    8    0        £2  14    0 

Steel  Tops,  per  dozen,  2/-  extra. 


DRAINING    TOOLS. 

3  Rivets  in  Straps. 

Top.  Bottom.  Length.  Best  Warranted.        Cast  Steel. 

6  inches  by  3i  inches  by  17  inches per  dozen    £2    2    0        £2    8    0 

6  inches  by  3|  inches  by  18  inches „  £2    4    0        £2  10    0 

6  inches  by  3^  inches  by  19  inches ,,  £2    6    0        £2  12    0 

Extra  Rivets,  per  dozen,  2/-  extra.    Steel  Tops,  per  dozen,  2/-  extra.    Rivetted  Eyes,  per  dosen 

2/-  extra. 


CLAY     SPADES. 

Top.  Bottom.  Length.  Best  Warranted.  Cast  Steel. 

No.  00.  4}  inches  by  5k  inches  by  12    inches per  dozen    £1  10    0  £113    0 

No.    0.  5i  inches  by  6    inches  by  121  inches „         £1  11    0  £1   14    0 

No.    1.  5}  inches  by  6i  inches  by  13    inches „  £1  12    0  £1   15     0 

No.    2.  6i  inches  by  7    inches  by  13i  inches „         £1  14    0  £1  18    0 


GRAFTING     TOOLS. 

Long  Strap,  3  Rivets. 

Top.  Bottom.  Length.  Best  Warranted.  Cast  Sted. 

No.  1.  5|  inches  by  6  J  inches  by  12  inches    per  dozen    £1  14    0  £1   17     0 

No.  2.  6    inchesbyGi  inches  by  13  inches    „  £1  16    0  £2     0    0 

No.  3.  6i  inches  by  6f  iuches  by  14  inches    „         £1  18    0  £2     8    0 


SMITHS'     BELLOWS. 
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BEST   WARRANTED   EXTRA  LEATHERED  AND   DOUBLE 

NAILED    LONG   BELLOWS, 

Ordinary  Shape. 

Width  in  inches  ...     16     ...     18     ...     20     ...     22     ...     24    ...  26     ...    28     ...     80 

Price  per  pair      ...    28/-  ...   32/-   ...  38/-   ...    46/-  ...   54/-   ...  65/-   ...   76/-  ...    92/- 

Width  in  inches    32       ...      34      ...      36       .«.      38  ...      40      ...      42 

Price  per  pair        110/-     ...    137/-    ...     176/-    ...    220/-     ...     276/-    ...     300/- 


PATENT   DOUBLE   BUST    CIRCUUR    BELLOWS, 

Mounted  in  Iron  Frame,  complete. 

Width  in  inches     18       ...       20       ...       22       ...       24       ...       26       ...       28 

Price  per  pair        115/-    ...    132/-     ...    154/-     ...    176/-    ...    198/-     ...    230/- 

Width  in  inches    30      ...       32       ...      34       ...      36      ...      38       ...      40 

Price  per  pair        268/-    ...    300/-     ...    357/-     .,.    400/-     ...    455/-     ...    520/- 

Thcse  Bellows  stand  in  half  the  space  of  the  ordinary  long  Bellows,  and  every  stroke  of  the 
handle  or  lever  produces  twice  as  much  air  and  force  of  blast. 

The  iron  or  steel  is  thus  fused  in  two-thirds  of  the  usual  time,  and  a  considerable  saving 
effected  in  fuel. 


SINGLE    BLAST   CIRCULAR   BELLOWS, 

Mounted  in  Iron  or  Wood  Frames. 


Width  in  inches     16 

... 

18 

I  .. 

20 

...            JLa 

... 

24 

... 

26 

Price  per  pair        42/- 

... 

50/- 

... 

60/- 

...     70/- 

... 

82/- 

... 

100/- 

Iron  or  Wood  Frames   ...     34/- 

... 

35/- 

... 

36/- 

...     37/- 

... 

38/- 

... 

89/- 

Width  in  inches 28     ...     30     ...     32     ...     34     ...     36     ...     38     ...     40 

Price  per  pair       122/-  ...  140/-  ...   164/-  ...  194/-  ...  226/-  ...  270/-  ...  310/- 

Iron  ur  Wood  Frames 40/-  ...    41/-  ...    42/-  ...    43/-  ...    44/-  ...    45/-...    46/- 
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SMITHS*    FORGES. 


SMITH'S    FORGES   (PORTABLE). 


These  Forges  occupy  little  space,  and  avoid  the  expense  of  building  and  fitting  up  stationary 


Hearths. 


Circular  Hearths. 


Circular  Bellows. 


22  inches  diameter,  fitted  with  Hoods,  18  inches  diameter      £  6  10    0 


24  inches 


}* 


*> 


*i 


20  inches 


i> 


•••        •••        •••        •••       JQ    4        O       \M 


2&  inches 


}i 


» 


i> 


22  inches 


if 


•  ••  •••  •••  •••  3kt      O  Tt  V 


28  inches 


i> 


>i 


II 


24  inches 


II 


•  ••  •••  •••  •••         Jw     V         O         V 


30  inches 


II 


II 


11 


26  inches 


11 


•  •(       *••       •••       •••       XfJiXJ      O      \9 


Size  of  Hearth. 


Circular  Bellows. 


2ift.    2in.  long  by  1ft.  lOin.  wide,  fitted  with  Hoods,  22  inches  diameter       ...    £  9    5    0 


2ft.  Sin.  „  2ft.  Gin. 
2ft.  9in.  „  2ft.  Sin. 
2ft.  lOin.      „       2ft.    Gin. 


>> 


II 


II 


II 


II 


11 


24  inches 


26  inches 


28  inches 


II 


II 


II 


...     £10    6    0 


...     £11     7    0 


...    £12  15    0 


PORTABLE       FORGES 


Fitted  with  Ordinary  Long  Shaped  Bellows. 


Portable  Forge  01,  with  18  inch,  Long  Shaped  Bellows    ... 


Do.  do.  02,  „  20  inch 
Do.  do.  03,  „  22  inch 
Do.        do.        04,     „    24  inch 


Do. 


do.         05,     ,,     2G  inch 


I) 


II 


If 


a 


if 


II 


*l 


)> 


. .  ...  . . 

. .  ...  a . 

• .  ...  . . 

■  .  ...  . . 

. .  ...  . . 


..     £4  10  0 

..£5    0  0 

..£6    5  0 

..     £7  10  0 

..     £9  10  0 


STEAM     BOILERS. 
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H  I  N  D  L  E  Y  '  S 


VERTICAL     STEAM     BOILERS, 


With  all  Mountings  complete. 


These  Boilers  are  made  iu  the  best  manner,  of  best  StaflFordshire  Plates,  with  Vertical  Tubes, 
which  give  a  much  larger  Heating  Surface  than  Cross  Tubes,  and  also  produce  dryer  steam. 

The  Vertical  Tubes  can  be  easily  replaced,  when  required,  in  a  few  hours. 

Cross  Tubes  last  longer  than  Vertical  Tubes,  but  they  are  more  difficult  and  more  expensive  to 
renew. 


Vertical  Tube  Boilers  are  economical  in  fuel  and  will  outlast  several  sets   of  new  Tubes,  still 
remaining  serviceable. 


Horse -Power. 

Price. 

Height. 

Diameter. 

Weight. 

1 

£20 

3  feet    6  inches 

1  foot  4  inches 

4    cwt. 

H 

£24 

4  feet    3  inches 

1  foot  7  inches 

6    cwt. 

2 

£28 

4  feet    8  inches 

I  foot  9  inches 

7  J  cwt. 

3 

£34 

5  feet    8  inches 

2  feet  1  inch 

101  cwt. 

4 

£40 

6  feet    2  inches 

2  feet  5  inches 

15j  cwt. 

5 

£47 

6  feet  10  inches 

2  feet  9  inches 

18i  cwt. 

6 

£55 

7  feet    6  inches 

2  feet  9  inches 

19i  cwt. 

8 

£66 

7  feet  1 1  inches 

3  feet  0  inches 

28    cwt. 

10 

£77 

8  feet    9  inches 

3  feet  3  inches 

36  i  cwt. 

12 

£90 

9  feet    3  inches 

3  feet  6  inches 

46    cwt. 

15 

£105 

10  feet  10  inches 

4  feet  0  inches 

57    cwt. 

63 


STEAM     BOILERS. 


SHANK'S 

CORNISH     STEAM     BOILERS 

(SINGLE     FLUE). 


In  the  constniction  of  these  Boilers  the  most  modem  Plant  and  Macbinerv  are  employed, 
without  which  cheapne»s  of  production  and  excellence  of  workmanship  are  impossible.  The  Plates 
are  all  of  Best  Yorkshire  or  equal  quality  ;  the  Fire  Box  for  two-thirds  of  the  circumference  is  of 
Lowmoor  Iron,  while  all  the  Plates  are  rivetted  hy  Hydraulic  Machinery,  every  Rivet  beiug  subjected 
to  a  strain  of  25  tons,  the  result  beiug  that  the  joints  arc  almost  as  tight  as  if  the  Plate  had  been 
solid. 


The  Boilers  are  all  tested  by  Hydraulic  pressure  to  120  lbs.  per  square  iucl: 
Works. 


before  leaving  the 


For  Shipment,  the  Boilers  can  be  made  in  Halves  or  i 
rivetting  on  arrival  at  their  destination. 


ith  the  Plates  fitted  and  ready  for 


SIZES    AND    PRICES. 


4  HP. 

6  HP. 

8  HP. 

lo  HP. 

la  HP. 

i6  HP. 

20  HP. 

Length  of  Boiler 

Diameter  of  Boiler       

Diameter  of  Flue 

Approximate  Weight  without 

Mountings     

Approximate  weight   with 

Mountings     

Price  without  Mountings  ... 
Mountings,  extra 

R.  in. 
10  0 
3  2 
1     8 

on.  cw  . 

1      9 
£40 
£13 

ft.     in. 

U  6 
3  9 
2     0 

on   c w  . 

1   19 

£54     5 
£15  15 

ft.    in. 

14  G 
4  0 
2     1 

ions  cwi 
2     6 

2  15 
£70  10 
£17  10 

ft.    in. 
16     0 
4     4 

2  2 
tons  cwt 

3  3 

3  10 
£86 
£19 

ft.    in. 
17    0 
4    8 

2  4 

tons  cwt 

3  10 

3  17 

£95 
£20 

ft.     in. 

19  0 
5  3 
2     7 

tons  cwt 
4    2 

i    16 
£120 
£21 

ft.      iD. 

23    0 
5     4 
2     9 

tons  cwt. 

5  10 

6  6 
£155 
£35 

The  20-Horse  Power  Boiler  is  Double- Rivetted  on  the  Longitudinal  Seams. 

The  Manhole  and  all  Mudhole  Doors  are  provided  without  extra  charge. 

The  Mountings  consist  of  Furnace  Front  and  Door,  Fire  Bars,  Bearers,  Deafl  Plate  and  Damper, 
id  Weight,  Fusible  Plug,  one  Safety  Valve  with  Lever  and  Weight,  one  Pressure 


Damper  Frame  am 
Gauge,  one  set  of  ^ 
Cbeoc  Valve,  and  one  Steara^top  Valve. 


Gauge,  one  set  of  Water  Gau^e  Mounting,  two  Gun  Metal  Try-Cocks,  one  Blow-off  Cock,  one  Peed 
""lecK  V  ' 


N.B. — These  Boilers  can  bo  fitted  with  "  Galloway's  "  Patent  Conical  Cross  Tubes  at  £3  per 
Tube  extra. 


STEAM     BOILERS. 


LANCASHIRE    STEAM     BOILERS 

(DOUBLE    FLUB). 


SIZES    AND    PRICES. 


as  HP. 

30  HP. 

35  HP. 

Length  of  Boiler 

25  feet  0  inches 

28  feet  0  inches 

30  feet  0  inches 

Diameter  of  Boiler      

6  feet  0  inches 

6  feet  6  inches 

7  feet  0  inches 

Diameter  of  Flues       

1  foot  9  inches 

2  feet  3  inches 

2  feet  6  inches 

Approximate    Weight    without 

Mountings    

8  tons  5  cwt. 

9  tons  12  cwt. 

12  tons  5  cwt. 

Approximate  Weight  with  Mountings 

9  tons  2  cwt. 

10  tons  10  cwt. 

14  tonsO  cwt. 

Price  without  Mountings   

£220 

£250 

£330 

Mountings,  extra 

£30 

£35 

£45 

The  Boilers  are  Donble-Rivetted  on  the  Longitudinal  Seams. 

The  Manhole  and  all  Mudhole  Doors  are  provided  without  extra  charge. 

The  Mountings  consist  of  Furnace  Front  and  Door,  Fire  Bars,  Bearers,  Dead  Plate  and  Damper, 
Damper  Frame  and  Weight,  Fuerble  Plug,  one  Safety  Valve  with  Lever  and  Weight,  one  Pressure 
Gauge,  two  .sets  of  Water  Gauge  Mounting,  two  Gun  Metal  Try-Cocks,  one  Blow-off  Cock,  one  Feed 
Check  Valve,  and  one  Steam  Stop  Valve. 

The  Plates  are  all  of  Best  Yorkshire  or  equal  quality ;  while  the  Fire  Box  for  two-thirds  the 
circumference  is  composed  of  Lowmoor  Iron,  and  the  whole  are  Rivetted  throughout  by  Hydraulic 
Machinery',  every  Rivet  being  subjected  to  a  strain  of  25  tons,  the  result  being  that  the  smallest 
possible  inequality  is  completely  filled  up,  and  the  joint  made  almost  aa  tight  as  if  the  Plate  had 
tKen  solid. 

The  Boilers  are  all  tested  by  Hydraulic  pressure  to  120  lbs.  per  square  inch  before  leaving  the 
Works. 

For  Shipment  the  Boilers  can  be  made  in  Halves  or  with  the  Plates  fitted  and  ready  for 
rivetting  on  arrival  at  their  destination. 

N.B. — These  Boilers  can  be  fitted  with  "  Galloway's  "  Patent  Conical  Oroas  Tubes  at  £3  per 
Tube  extra, 
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STEAM     CULTIVATING    MACHINERY. 


ANCHORS. 

Howard's    Petent    Self-Moving    Anchor. 


This  Anchor  is  mounted  on  &  pair  of  high  Wheels  with  a  Cranked  Axle  in  the  Centre,  so  tliat 
it  can  be  raised  for  removal  in  a  few  minutes. 

By  a  Self-acting  Arrangement,  operated  by  the  Draught  Rope,  the  Anchor  is  moved  forward 
along  the  headland  to  a  length  corresponding  to  the  various  widths  of  the  implements  used. 

It  works  automatically  when  properly  adjusted,  and  only  requires  occasional  attention  in 
steering  when  the  fields  or  headlands  are  of  irregular  shape. 

Price,  with  100  yards  of  Steel  Wire  Rope  for  Headland £50    0    0 


Barford  &  Perkin's  Patent  Self-Acting  &  Self-Lifting  Anchor. 

Price,  with  4  Discs  and  Savage's  Patent  Lever  Arrangement,  suitable  for  from 

8  to  12-FIoTse  Power     £80    0    0 


Fowlep's    Patent   Self-Moving    Anchors. 

Price,  with  G  Discs,  Lifting  Jack,  Headland  Ropes,  and  all  Tools  complete, 

suitable  for  12-Horse  Engine      £60    0    0 

Price,  with  4  Discs,  Lifting  Jacks,  Headland  Ropes,  and  all  Tools  complete, 

suitable  for  8-Horso  Engine £49    Q    0 


STEAM    CULTIVATING    MACHINERY. 


FOWLER'S 

PATENT   TURNING   CULTIVATOR. 


lliifi  imiflemeiit  is  adapted  to  be  worked  by  all  systems  of  Steam  Cultivating  Machinery.  It 
consists  of  a  strong  Iron  Frame,  carrying,  according  to  circumstances,  from  5  to  13  Tines,  and 
resting  on  three  Road  Wheels,  the  Front  Wheel  being  the  Steering  Wheel.  The  Azle  of  the  two 
Hind  Wheels  is  Cranked,  so  that,  by  ita  being  tnmed,  the  Frame  is  lowered  or  raised,  and  by  these 
means  the  depth  of  the  Tines  adjusted.  The  long  end  of  the  Draft  Bar,  or  "  Patent  Turning  Lever," 
is  provided  with  two  Anns  to  which  the  two  ends  of  the  ropes  are  attached.  The  Arms  are  set  at 
an  angle,  for  keeping  the  tail  rope  clear  of  the  implement.  The  Lever  itself  is  held  by  a  vertical 
stud  fixed  to  the  Frame,  considerably  behind  the  Steering  Wheel.  I'his  position  of  the  draft-stud 
(tiie  subject  of  a  special  and  important  patent)  gives  the  necessary  liberty  and  power  to  l^e  Steering 
Wheel,  and  enables  it  to  lead  the  implement  Jit  almost  any  angle  out  of  the  line  of  the  pulling  rope. 
On  the  short  end  of  the  Turning  Lever  is  a  chnin  communicating  with  a  quadrant  on  the  Orank 
Axle,  and  as  the  Lever  is  pulled  round,  the  chain,  acting  on  the  quadrant,  turns  the  Axle,  lifts  the 
Frame,  and  raises  the  Tines  out  of  the  ground.  The  plan  of  operation  is  as  follows  : — As  soon  as 
the  Cultivator  is  brought  up  to  the  headland,  the  reverse  pull  brings  the  Lever  round  and  lifts  the 
Tines  out  of  the  ground,  and  they  are  held  up  by  a  Catch  ;  when  lifted  the  required  height  the 
Lever  strikes  against  a  stop  and  the  implement  turns  into  new  ground ;  the  man  (who  never  leaven 
his  seat)  releases  the  Catch,  the  Tines  drop  into  the  ground,  and  the  implement  ia  drawn  aaross  the 
field. 
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F  OWL  ER'S 

PATENT   TURNING    CULTIVATOR 

(CONTINUED). 

The  principal  advantages  of  this  excellent  implement  are  as  follows  : — Its  size  is  only  limited 
by  the  power  of  the  engines,  which  thus  may  be  used  to  their  utmost  capability.  It  smashes  up  the 
soil,  working  steadily,  and  always  preserving  a  perfectly  uniform  depth.  Even  the  largest  implements 
of  this  description  require  only  one  man  in  attendance.  In  turning  round,  no  additional  work 
whatever  is  required,  and  scarcely  any  time  is  lost,  whilst  the  implement,  however  wide,  at  once 
moves  into  new  land,  leaving  small  and  regular  headlands.  On  average  soil  30  to  50  acres  per  day 
may  be  efficiently  cultivated.  Ridging  Bodies  attached  to  the  Frame  of  this  Cultivator  make  an 
effective  and  easily-handled  Ridging  implement.  The  Ridging  Bodies  are  attached  without  taking 
away  the  Tines,  and  both  operations  are  done  at  the  same  time. 

This  implement  is  well  suited  for  the  last  operation  in  autumn,  as  it  effectively  exposes  the  soil 
to  the  action  of  the  atmosphere. 


Prices 


No.  of  Tines. 


o     ...      •••      *••      *••      •••      ••*      •*.      ••• 


...      ...      •••      ...      •• 


I  •      ... 


7     ... 

7  (extra  strong)   

«/    ...     ••»     ...     ...     ...     •••     ...     •*• 

9  and  11  (2  Tines  carried  by  brackets) 
13    ... 


...     ...     ... 


>.     ...     ...     I*. 


..     ...     ... 


• .     « < 


.#     ...     ... 


...     ... 


I .     ... 


Wrought  Iron  Tines. 

£60  0  0 

£69  0  0 

£79  0  0 

£79  0  0 

£85  0  0 

£95  0  0 


Steel  Tines. 

£  62  0  0 

£  73  0  0 

£  89  0  0 

£  85  0  0 

£  90  0  0 

£102  0  0 


Approximate  Weights  and  Measiirement  for  Packing  for  long  Sea  Voyages. 


Number  of  Tines. 

Dimensions  and  Weight  of  the  Largest  Case. 

Total  Approximate  Weight 
and  Measurement. 

Length, 
ft.    in. 

Width, 
ft.    in. 

Height, 
ft.    in. 

Weight, 
cwt. 

cwt. 

Cubic  Feet. 

9  and  11  Tines 

16     2 

7     4 

2     0 

25 

51 

329 

7  and    9  Tines 

13  10 

6     6 

2     0 

20 

45 

272 

9  Tine  strong    

15     6 

7     0 

2     0 

23 

46 

297 

7  Tine  strong    

13  10 

6     4 

2     0 

21 

43 

267 
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HOWARD'S 

PATENT  SELF-LIFTING   AND    SELF-TURNING    CULTIVATOR. 


This  is  a  powerful  implement  for  breaking  up  or  smashing  Btrong  l&Dd  to  a  great  depth. 

The  Ropes  are  attached  to  the  Cultivator  so  that  when  it  arrives  at  the  land's  end,  and  the 
direction  of  draught  reversed,  the  implement  is  lifted  out  of  work  aud  turned  round  for  the  next 
bout  by  a  self-acting  operation  without  the  man  getting  off  his  seat. 


widths. 


The  Tines  are  arranged  so  as  to  cut  out  the  wheel  tracks,  and  the  Shares  are  of 

No.  of  Steel  Tines. 

S.  Self-lifting  and  Self-turning  Steam  Cultivator     £45  0  0 

5.  Extra  strong           do.           do.           do £55  0  0 

7.  Self-lifting  and  Self-turning  Steam  Cultivator     £55  y  0 

7.  Extra  strong            do.            do.            do £$5  0  0 

9.  Self-lifting  and  Self-turning  Steam  Cultivator      £65  0  0 

9.  Extra  strong            do.            do.            do £75  0  0 

11.  Self-lifting  and  Self-tuming  Steam  Cultivator     £75  u  0 


50O  STEAM    CULTIVATING    MACHINERY. 


FOWLER'S    PATENT   DISCER. 

Thin  Implement  is  intended  to  cultivate  newly  reclaimed  soil  without  tearing  up  the  solid 
furrow  and  bringing  the  turfy  matter  to  the  top.  It  does  this  most  effectively,  merely  puIverisiDg 
the  top  to  a  depth  of  three  or  four  inches,  and  it  leaves  the  turf  at  the  bottom  to  rot,  and  considerably 
reduces  the  expense  of  pulverisation  for  a  crop. 

In  moss  and  grass  land  this  implement  is  very  valuable,  and  it  may  be  used  with  advantage  in 
ordinary  cultivation. 

JL  X  4  \j^  •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••      •••     J^  f  Vr     Vr     \^ 


FOWLER'S    DITCHING    MACHINE. 

This  Implement  is  specially  constructed  for  opening  wide  drainage  or  irrigation  ditches.  For 
the  special  requirements  of  Sugar  and  Cotton  Cultivation  it  will  be  found  very  useful.  Near  the 
front  end  the  Frame  is  provided  with  a  Rope  Sheave,  round  which  the  rope  from  one  of  the  Ploughing 
Engines  passes,  its  other  end  being  fixed  to  the  Hind  Wheel  of  the  same  Engine.  The  strain  exerted 
by  the  Engine  on  the  Implement  is  thus  doubled. 

The  Implement  is  raised  or  lowered  by  turning  a  Cranked  Axle  on  the  Hind  Wheels.  The 
ditch  is  cut  by  two  Coulters  and  a  Share,  after  which  a  third  Central  Coulter  splits  the  mass  of  earth 
to  be  removed  into  two  halves.  Two  long  straight  mould-boards  conduct  the  earth  upwards  and 
deposit  it  on  both  sides  of  the  finished  ditch. 

Ditches  of  1^  to  2  feet  in  depth  can  be  made  at  the  rate  of  a  mile  an  hour. 

t  ncc  •••  •■•  •••  •••   •••  •••   »••  •••  •••   •••  •••  *••  •••  •••  •••  ^^**v  V  V 


STEAM    CULTIVATING    MACHINERY. 


FOWLER'S    PATENT   DRAINING    PLOUGH. 

This  ImplemeDt  is  adapted  to  be  worked  by  the  ordinary  Ploughing  Endne.  It  may  be  used 
SB  a  Mole  Plough  or  to  put  m  pipes,  and  can  be  safely  worked  to  a  depth  of  three  feet  six  iuchea  in 
clay  soils.  I'his  Plou^  gained  the  Royal  Agricultural  Society's  Medal  at  Exeter  ia  IttSO.  at 
Gloucester  in  1853,  and  at  Lincoln  in  1854,  where  it  was  first  worked  by  Steam  Power,  The  work 
done  by  it  is  still  giving  entire  satisfaction. 

Price      £50    0    0 


BARFORD     &     PERKIN'S 

STEEL    DRIVING   CHAINS   AND    PULLEYS. 

Suitable  for  driring  heavy  machinery  and  for  connecting  Windlass  with  Bngiuc  in  Steaui 
Itivation. 
Price  per  Set £21  10    0 


BARFORD     &     PERKIN'S 

PATENT   DRIVING    CORD   ARRANGEMENT, 

iy  means  of  which  one  man  can  drive  both  Engine  and  Windlass  together.     Simple  and  thoroughly 
mcient. 


FOWLER'S   STEAM    ROLLER. 


This  Implement  is  made  in  two  halves,  taking  a  total  width  of  15  feet,  and  may  be  fitt«d  with 
any  description  of  Rollers.  In  moving  Irom  field  to  field  the  two  halves  are  pulled  one  behind  the 
other  without  difficulty. 

Steerage  Frame,  Chains  and  Poles Price    £37     0    0 

Kings  and  Axles  for  ditto       percwt    £  0  12    0 


STEAM    CULTIVATING    MACHINERY. 


FOWLER'S 

EXTRA   STRONG    GRUBBER   OR   KNIFER. 


This  Implement  is  extremely  valnabte  apon  stiff  clay  land.  By  working  it  two  feet  deep  the 
subsoil  can  be  stirred  and  aerated  witbout  at  all  interfering  with  the  surface.  The  benefits  which 
result  from  this  operation  are  of  the  utmost  importance.  By  its  use  the  land  is  quite  altered  in  its 
nature,  and  the  advantage  to  the  crops  has  been  of  a  very  marked  description.  The  drainage  is  also 
greatly  assisted,  and  we  wish  to  call  the  special  attention  of  occupiers  of  clay  land  to  this  implement. 
It  is  made  with  one,  two,  or  three  Tines. 

It  is  also  adapted  for  removing  stones  or  tree  roots,  and  can  be  worked  three  feet  deep. 

This  is  an  excellent  implement  for  stirring  up  the  subsoil  of  old  grass  land,  and  to  all  owners  of 
clay  land  it  is  a  decided  advantage. 

2  Tine  extra  strong  Grubber  or  Enifer       £70    0     0 

3  Tine        do.  do.  do.  £85     0     0 


FOWLER'S 

PATENT   SUBSOIL    PLOUGH. 

This  Implement  is  constructed  and  worked  on  the  principle  of  a  Balance  Plough.  Besides  the 
ordinary  ploughs  attached  to  it,  it  is  fitted  with  Tines,  one  Tine  following  each  plough  and  breaking 
up  the  subsoil  to  any  required  depth  without  throwing  it  on  the  top  of  the  land.  In  some  land  it  is 
simply  ruinous  to  bring  up  the  subsoil  at  once  to  the  surface ;  but  by  admitting  the  atmosphere  to 
it,  it  may  gradually  be  prepared  for  this  operation. 

Price     £110    0    0 


STEAM     ENGINES. 


H  I  ND  LE  Y'S 

VERTICAL     STEAM     ENGINE, 

With  Feed  Pump,  High  Speed  EJquilibrium  Governor,  Turned  Ply-Wheel,   and 
Pulley  complete. 


This  Engine  is  self-con- 
tained, and  is  sent  oat 
complete  and  ready  for  use  ; 
it  occupies  the  smallest  pos- 
sible space  and  works  without 
vibratioji. 


All  the  parts  are  strong 
a&d  well  proportioned; 
special  attention  has  been 
given  to  eamte  simplicity 
and  easy  management. 


Nominal  Horse  Power.     ... 

Price,    wilh    Fcc<l    Pump    and 

Link  Reveriing  Gear 

Pneking  in  ctosc  Case,  extra 

Diameter  of  Cylinder ins. 

Length  of  -Stroke in*. 

Diameter  of  Fly- Wheel  ins. 

Revolutions  per  Minute  

Weight  for  Shipment cwt. 

Measuietnent  for  Shipment.. .cub.  ft. 

Space  occupied  It  Work  < 


, 

>i 

3 

4 

5 

6 

8 

10 

la 

IS 

t?. 

£18 

/:« 

OS 

As 

As 

r.v 

/:6o 

r.yo 

/-.So 

'i[: 

60/. 

80/- 

ao/. 

'^/.- 

IIO/- 

110/- 

ISO/- 

\f 

iKo/- 

la/- 

S-!/- 

If 

•>* 

61 

7i 

9 

ts 

si 

7* 

9 

"1 

a 

19 

30 

34 

19 

4S 

S4 

78 

n 

<)( 

M 

=s 

>3 

11 

40 

5° 

t6 

19 

30 

34 

39 

45 

54 

66 

31 

32 

'S 

3" 

34 

39 

4a 

42 

43 

54 

66 

These  Endnes  use  the  steam  expansively  ;  but  variable  Expansion  Gear  can  be  added  to  the  8, 
10,  12  and  1 5  Horae-power  Engines. 

The  Governor  is  very  sensitive,  and  can  be  adjusted  to  control  the  Engine  at  any  nned  vithin 
reasonable  limits.  The  number  of  revolutions  per  minute  given  above  will  be  the  best  for  ordinary 
work. 

AU  the  parts  are  made  to  template,  and  can  be  supplied  promptly  if  required. 

The  Crank  Plate  is  provided  with  two  holes,  and  tlip  Crank  Pin  can  be  placed  in  either  one  or 
the  other,  according  to  the  direction  in  which  it  is  most  convenient  to  run  the  Engine. 

For  Factories  and  places  where  the  machinery  it  not  all  close  together,  it  will  often  be  found 
better  to  employ  several  smaller  Engines  than  one  large  one,  the  latter  requiring  the  addition  of 
costly  shafting  and  gearing  to  connect  to  the  various  machines. 

A  valuable  feature  in  these  Engines  is,  that  the  Gun  Metal  Bearings,  which  are  of  unusual 
length,  and  fitted  with  screw  adjustments,  are  also  so  prepared  that  new  ones  can  be  easily  put  in 
when  required,  by  any  labourer  of  ordinary  intelligence,^™) /«tB^  being  rehired-  The  Fly- Wheel 
is  turned,  and  a  Pulley  is  also  stipplied. 
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H  I  NDLEY'S 

VERTICAL   STEAM    ENGINE   AND    BOILER 

On  Three  TravelllDg  Wheels  with  Handle. 


These  Vertical  Engines  and  Boilers  are  oxtenuvely  used  for  Chaff  Cutting,  Pulping,  Gnuhing, 
Grinding,  I'umping,  Hobtiug,  Printing  Presses,  Lathes,  Circular  Saws,  Breweries,  Milla,  Paotories, 
&c.     They  are  uimple,  strong,  and  compact ;  easily  managed,  and  occupy  very  little  space. 

The  Engine  and  Boiler  are  each  separately  bolted  to  the  Water  Tank  Foundation,  tlie  only 
cunncctiona  being  the  atoam  and  water  pipes. 


STEAM     ENGINES. 


H  I  NDLEY'S 

VERTICAL   STEAM    ENGINE   AND    BOILER 

On  Three  Travelling  Wheels  with  Handle, 
(OONTINTTED). 


Nominal  Hoise  Power 

Price 

Extra  for  second  Loek-up  Safety  Valvi 

„        Hand  Pump 

„        Link  Reversing  Gear 

„  Set  of  Sparc  Gun  Metal 
Bearings  and  Pump  Valves 

,,        Tarpaulin 

„        Packing  in  close  Case 

Diameter  of  Cylinder   ins. 

Length  of  Stroke ins. 

Diameter  of  Fly-Whtel  ins. 

Revolutions  per  Minute 

HeigLt  of  Boiler ins. 

Diameter  of  Boiler  ins, 

Number  of  Vertical  Tubes 

Weight  for  Shipment owt. 

Measurement  for  Shipment... cubic  ft'ut 


H 


£145 
70/. 
100/- 
150/- 


Tlie  Governor  is  of  an  efficient,  simple  construction,  giving  extreme  regularity  of  speed.  The 
Bearings  arc  long,  adjustable,  and  readily  accessible  ;  indeed,  the  entire  Engine  and  Boiler  are  so 
simple  that  in  many  cases  boys  are  working  them. 


The  Boilers  have  Vertical  Tubes,  which  give  the  largest  heating  surface,  and  are  preferable  to 
other  forms  of  Vertical  Boilers,  for  the  reasons  stated  on  page  495.  The  fuel  consumed  is  extremely 
moderate,  and  it  is  often  found  that  refuse  material,  such  as  sawdust  and  wood,  with  a  little  coal  or 
coke,  produces  sufficient  steam.  The  Piston  and  Slide  Rod,  Pins,  etc.,  are  all  steel.  All  parts  are 
finished  to  template ;  and  the  workmanship  and  materials  generally  are  of  the  best  description. 
The  Feed  Pump  being  continuous  in  its  action,  the  water  cau  be  maintained  in  the  Boiler  at  a, 
proper  level  by  regnladng  the  ti^  occaeionally. 
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H  I  NDLE  Y'S 


VERTICAL   STEAM   ENGINE   AND   BOILER, 

On  Water  Tank  Foundation,  requiring  no  Fixing. 

This  Engine  is  similar  to  that  described  on  the  previous  page,  but  without  Travelling  Wheels 
and  Handle. 

The  Boilers  are  all  tested  to  150  lbs.  pressure. 


Nominal  Horse  Power 

Price 

Extra   for  second   Lock-up    Safety 

Valve    

,,         Hand  Pump  

,,         Link  Reversing  Gear   ... 

„        Set  of  spare  Gun  Metal 

Bearings    and    Pump 

Valves    

,,        Packing  in  close  Case  ... 

Diameter  of  Cylinder ins. 

Length  of  Stroke ins. 

Diameter  of  Fly- Wheel ins. 

Revolutions  per  Minute 

Height  of  Boiler ins. 

Diameter  of  Boiler ins. 

Numl)er  of  Vertical  Tubes 

Weight  for  Shipment cwt. 

Measurement  for  Shipment... cub.  ft. 

Tins. 

Space  occupied  at  Work < 

(ins. 


^39 

40/- 
60/- 
60/- 


20/- 
20/- 

3 

4t 
16 

300 

42 
16 

7 

8i 
25 
33 

X 

25 


li 

2 

3 

£47 

^55 

£70 

40/- 

50/- 

50/- 

60/- 

60/- 

80/- 

60/- 

80/- 

80/- 

30/; 

40/- 

45/- 

25/- 

33/- 

40/- 

3\ 

4 

5 

Si 

6 

7i 

19 

21 

26 

270 

240 

210 

49 

56 

68 

19 

21 

25 

7 

12 

12 

12 

15 

22 

39 

50 

71 

40 

43 

50 

X 

X 

X 

28 

31 

37 

£88 

60/- 
80/- 
loo/- 


so/- 

%■ 

8 

30 
180 

74 

29 
18 

30 
90 

55 

X 

41 


£100 

60/- 
80/- 
120/- 


53/- 
60/- 

6i 

9 

34 
160 

82 

33 
18 

36 

"3 

63 

X 

45i 


£"5 

60/- 
80/- 
130/- 


55/- 
70/- 

7i 
10 

39 
150 

91 

33 
18 

40 

130 
66 

X 

47 


8 


^135 

70/- 
100/- 
150/- 


60/- 

•  •  • 

8 

114 
45 
135 
95 
36 
24 

56 
160 

82 

X 

50 


10 


£157 


65 
195 
94 

X 

58 


12 


£180 


70/. 

70/- 

100/- 

120/- 

150/- 

180/- 

70/- 

80/- 

•  •  • 

9 

10 

13 

15 

54 

66 

125 

"5 

99 

III 

39 

42 

30 

34 

15 


102 

X 

66 


£239 

70/- 

130/- 
200/- 


90/. 

•  •  « 

12 

17 

78 
no 

130 

48 

37 


108 

X 

76 


These  Engines  are  well  proportioned,  the  Gun  Metal  Bearings  are  long,  and  all  the  working 
parts  are  particularly  accessible  and  easy  to  adjust  as  they  wear.  The  Governor  is  of  improved 
construction,  insuring  a  very  uniform  speed  under  varying  work.  They  work  with  extreme 
steadiness. 

The  Boilers — which  are  made  with  Vertical  Tubes  and  have  a  large  heating  surface — are  the 
same  as  are  more  fully  described  on  page  495,  to  which  please  refer. 

Economy  in  fuel  is  provided  for  by  the  Water  Tank  Foundation  being  also  an  efficient  water 
heater. 


Special  fittings  are  provided  to  comply  with  Foreign  Governmeptal  rej^lations, 
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H  I  NDLE  Y'S 

VERTICAL   STEAM    ENGINE   AND    BOILER 

On  Four  TraTelling  Wheels  with  Shafts. 


Nominal  Horse  Power 

Price 

Kxtra  for  second  Lock-up  Safety  Valve 

„        Hand  Pump 

,,        Link  Reversing  Gear  .... 

„        Set    of  spare    Gun     Metal 
Bearings  and  Pump  Valves 

„        Tarpaulin 

„        PacKiog  in  close  Case  .... 

Diameter  of  Cylinder  

LcDgth  of  Stroke ins. 

Diametei  of  Fly-Wheel  ins. 

Revolutions  per  Minute 

Height  of  Boiler  ins. 

Diameter  of  Boiler  ins. 

Number  of  Vertical  Tubes 

Weigbt  for  Shipment cwt. 

Measurement  for  Shipment.. .cubic  feet 


£112 

50/- 
80/- 
120/- 

53/- 
30/- 
50/- 
6i 


£128 

60/- 


£150 

60/- 
100/- 

150/- 

60/- 
50/- 

60/- 
S 

"i 


The  BoilerB  are  large  and  afford  a  great  amount  of  heating  surface  ;  the  Wheels  are  strongly 
bonded  and  have  wrought  iron  spokes.  The  Feed  Pump  is  so  formed  that  with  ordinary  care  it 
cannot  fail  tu  work  ;  the  Governor  maintains  the  Engine  at  a  uniform  speed.  The  heavier  portions 
of  both  Boiler  and  Eitgine  being  placed  low  down,  these  Engines  travel  safely  od  ordinary  roads.  A 
Pulley  b  provided  in  addition  to  the  Fly-Wheel,  suitable  for  driving  a  Chaff-cutter  or  any  simihir 
machine. 
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INSTRUCTIONS  FOR  STARTING  &  WORKING 

HINDLETS   STEAM    ENGINES. 

TO    PREPARE    FOR    WORK— 

I — Fill  the  Boiler  : — Unscrew  the  brass  plug  and  pour  in  water  till  it  shows  2  inches  high  in  the 
glafis  water  gauge. 

2 — The  water  gauge  should  be  used  with  all  three  handles  pointing  downwards.  When  in  that 
position  the  bottom  cock  is  closed,  and  the  two  connecting  it  with  the  boiler  are  open. 

3 — Open  the  bottom  cock  of  the  water  gaiige  and,  if  water  does  not  flow  out,  unscrew  the  plugs 
opposite  the  other  two  cocks,  and  pass  a  piece  of  wire  through  each  into  the  boiler  to  ensure  the 
passage  being  clear,  put  in  the  plugs  and  shut  the  bottom  cock. 

4 — Open  the  bottom  gauge  cock  and,  if  water  does  not  flow  out,  remove  the  screw  plug  in  front  and 
clean  with  a  piece  of  wire. 

5 — Fill  the  water  tank  foundation  ;  pour  in  water  at  the  lip. 

6 — Turn  up  the  smoke  dome,  and  clean  all  the  tubes  with  the  brush  provided  for  the  purpose. 
This  should  be  done  daily. 

7 — ^Lift  the  safety  valve  lever,  and  with  the  other  hand  lift  the  brass  valve  and  turn  it  round  to 
ascertain  that  its  action  is  not  impeded.  If  it  sticks,  take  out  the  lever  carefully,  wipe  tlie  valve 
and  seat  and  replace. 

LIGHT    THE    FIRE— 

8 — Light  with  a  little  wood  and  cover  with  coals,  avoid  soft  and  smoky,  and  bum,  if  possible^  ■  only 
hard  qualities  of  coal :  there  will  be  less  soot  to  fill  the  tubes,  and  less  clinker  to  remove  from 
the  bars. 

Keep  the  fire  thin,  not  more   than  2   or  3  inches  thick  at  most ;   a  greater  depth    impedes 
rather  than  assists  the  making  of  steam. 

9 — While  steam  is  getting  up,  turn  the  fly-wheel  carefully  to  see  that  none  of  the  bearings  ar€ 
screwed  too  tight,  and  that  the  pump  is  not  frozen.  In  frosty  weather  pour  some  gallons  of  hot 
water  over  the  pump  and  its  pipes  before  starting. 

10 — Oil  all  the  bearings,  namely,  2  main  shaft  bearings,  2  ends  of  connecting  rod,  2  sides  of  guide 
block,  2  ends  of  eccentric  rod,  all  the  governor  joints,  and  put  tallow  in  cylinder  lubricator. 

11 — Slide  back  the  safety  valve  weight  to  the  shortest  notch,  and  when  the  steam  begins  to  escape 
move  it  to  a  longer  distance  to  maintain  a  higher  pressure  as  required. 
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INSTRUCTIONS  FOR  STARTING  &  WORKING 

(CONTINUED). 

START    THE    ENGINE— 

12 — Open  both  pet  cocks  of  cylinder  and  turn  on  a  very  little  steam.  Assist  the  Engine  to  start  by 
moving  the  fly-wheel. 

Start  very  slowly,  and  gradually  turn  on  more  steam,  till  the  desired  speed  is  attained.    Do  not 
close  the  cylinder  cocks  till  the  steam  comes  Jrom  them  dry, 

13 — As  soon  as  the  Engine  is  started  see  that  the  pump  is  working.  If  not  working,  open  the  back 
water  cock  (below  the  check  valve)  and  if  then  it  commences,  the  click  6f  the  valves  will  be 
heard.  If  this  is  not  heard,  open  the  pet  cock  of  the  pump  and  place  the  finger  lightly  againfet 
the  nose  and  it  should  eject  water  in  a  few  strokes.  Close  the  pet  cock  ancl  the  pump  is  at 
work.  If  it  refuses  to  do  so,  either  one  or  both  of  the  valves  is  stuck  into  its  seat,  or  it  is  kept 
open  by  something  thrown  into  the  water.  The  pump  valves  must  be  taken  out  and  cleaned  ; 
unscrew  the  two  screws  over  them,  take  out  the  valves,  wipe  them  and  their  seats  and  replace. 
The  packing  of  the  pump  valves  must  be  kept  sound,  or  the  pump  will  not  work. 

14 — The  pump  being  at  work,  close  the  back  water  cock  and  the  boiler  will  be  fed  ;  by  a  careful 
regulation  of  this  cock,  experience  will  enable  a  person  to  feed  the  boiler  regularly. 

DURING    WORK- 
IS — The  boilers  are  all  tested  to  150  lbs.,  but  the  pressure  recommended  is  55  to  60  lbs.     It  is  not 
desirable  to  go  beyond,  but  with  careful  management  70  lbs.  may  be  used. 

16 — If  at  any  time  the  water  cannot  be  seen  in  the  gauge  glass,  take  out  the  fire  immediately,  open 
the  safety  valve  and  blow  off  the  steam  ;  then  remove  the  brass  plug  and  pour  water  into  the 
boiler  till  it  shows  2  inches  in  the  water  gauge  as  at  first ;  take  out  the  pump  valves  and  the 
check  valve,  and  wipe  clean  and  replace  them. 

17 — Never  unscrew  the  check  valve  while  steam  is  up.  This  will  seldom  be  needed,  but  should  only 
be  done  when  the  boiler  is  cold. 

18 — Occasionally  while  working,  open  the  gauge  cocks  to  ascertain  the  height  of  water  in  the  boiler. 
Water  should  issue  from  the  lower  one,  and  steam  from  the  upper.  This  is  necessary  because 
if  the  glass  water  gauge  gets  choked  with  dirt  the  water  may  snow  there  when  there  is  not  a 
proper  quantity  in  the  boiler. 

19 — Occasionally  close  the  lower  cock  of  the  water  gauge  and  open  the  bottom  one  ;  water  only 
should  then  blow  out.  Now  close  the  upper  cock  and  open  the  lower  one  and  water  should 
issue ;  close  the  bottom  cock. 

20 — Keep  the  ashpit  clear  of  ashes,  examine  all  nuts  and  bolts  and  bearings,  safety  valve,  &c.,  and 
frequently  oil  all  bearings  ;  the  cylinder  should  be  greased  about  every  half-hour.  If  a  bearing 
gets  hot,  stop  and  ease  the  screws  and  wait  till  cool. 

21 — If  steam  comes  from  the  water  tank,  the  check  valve  leaks  ;  look  well  to  the  heiiiht  of  water  in 
gauge  glass,  and  if  it  sinks  rapidly  close  the  back  water  cv.ck  and  take  out  the  fire  and  blow  off 
steam  ;  take  out  check  valve,  clean  and  replace  it. 

22 — The  governor  can  be  regulated  as  follows : — If  the  Engine  is  running  too  slowly  when  the 
starting  valve  b  fully  open,  turn  the  thumb  screw  or  small  brass  wheel  gradually  to  the  left,  if 
too  fast  turn  it  to  the  right  until  the  desired  speed  is  obtained.  This  speed  should  then  be 
maintained  under  varying  work  with  tolerable  accuracy,  and  if  it  is  not  so  it  is  because  the 
governor  wants  either  to  be  repacked  (see  28)  or  to  be  cleaned  and  oiled. 

23—  See  that  the  band  driving  the  governor  is  sufficiently  tight. 
65 
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INSTRUCTIONS  FOR  STARTING  &  WORKING 

(OONTINUED). 

AFTER    WORKING— 

24 — Never  throw  water  into  the  fire  to  extinguish  it,  or  wet  coal  to  damp  down  the  fire  at  meal  time. 

25 — Whenever  the  Engine  is  stopped,  or  in  finishing  work,  open  both  cylinder  cocks.    Iieave  the 
back  water  cock  open  and  open  the  pet  cock  of  the  pump. 

GENERAL— 

26-  Use  only  clean  water,  and  soft,  rather  than  hard.  There  is  a  fine  strainer  at  the  lip  of  the  water 
tank  which  should  be  renewed  if  it  accidentally  gets  broken. 

27  —Use  the  best  olive  or  lard  oil  for  the  bearings,  and  tallow  for  the  cylinder,  and  when  the  Engine 
is  out  of  use  let  the  bright  parts  be  well  greased. 

28 — There  are  five  glands  that  must  be  kept  packed  carefully  with  hemp  or  patent  j)acking,  namely — 
Governor,  Piston  Rod,  Slide  Rod,  Pump,  and  Starting  Valve.  When  screwing  down  fails  to 
keep  these  steam  tight,  remove  the  old  packing,  soak  some  new  hemp  in  tallow  and  wind  it 
loosely  round  the  spindle  and  press  it  into  the  box  with  a  piece  of  wood.  Some  care  is 
needed  in  this  operation  to  ensure  the  joint  being  steam  tight  without  the  gland  being 
screwed  down  so  tight  as  to  prevent  the  spindle  working  freely.  Special  care  should  be 
taken  with  the  governor  packing  to  let  the  spindle  be  ftee.  Patent  packing  requires  no 
grease. 

29 — To  put  a  new  glass  in  water  gauge,  close  both  cocks  connecting  with  boiler,  remove  the 
guard,  unscrew  the  top  cap,  the  bottom  cock,  and  the  2  cleaning  screws.  Now  clean  away 
the  broken  glass  by  means  of  a  small  iron  wire  hook.  Put  a  rubber  ring  on  the  new  glass 
and  pass  it  upwards  till  the  ring  is  at  the  top  of  the  bottom  stufiing  box.  Put  on  the  top 
ring  and  with  a  piece  of  thin  wood  press  it  down  into  its  place.  Replace  both  cleaning 
screws  and  top  cap  and  bottom  cock,  open  both  cocks  to  the  boiler  ana  the  steam  will  force 
the  rings  finnly  into  their  places  and  make  tight  joints.  The  glass  should  be  just  long 
enough  to  reach  between  the  2  cleaning  screws. 

30— To  reverse  the  direction  in  which  the  engine  runs,  remove  the  crank  pin  to  the  other  hole 
in  the  disc ;  this  is  done  by  disconnecting  the  connecting  rod  from  the  pin  and  then  unscrewing 
the  large  nut  behind  the  disc ;  be  careful  to  get  this  large  nut  tight  before  starting  and  examine 
occasionally,  for  should  it  get  loose  it  will  do  much  damage. 

31 — If  the  Engine  makes  a  knocking  at  the  top  and  bottom  of  the  stroke,  some  one  or  more  of  the 
bearings  require  tightening.  Bearings  are  always  wearing  a  little,  and  the  ultimate  durability 
of  the  Engine  depends  very  much  on  keeping  these  well  oiled  and  on  their  being  screwed  up-  as 
often  as  required.  Where  there  are  set  screws,  first  unscrew  the  lock-nut  half  a  turn  or  as  much 
as  needed,  and  then  screw  in  the  set  screw  and  tighten  the  lock  nut.  Take  care  the  bearings 
are  not  too  tight.     They  should  work  freely  without  noise. 

32 — The  proper  speed  for  these  Engines  is  as  follows  for  each  size,  but  within  moderate  limits  it  may 
be  varied  to  suit  different  work — 

lU  234568  10  Horse  Power. 

300         270         240        210        180        160        150        135  125  rev.  per  min. 

33 — New  brasses  and  any  parts  can  be  had  at  once  on  application  to  the  maker,  giving 
and  name  and  size  of  Engine,  and  date  when  purchased. 
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SHANK'S 

VERTICAL   STEAM    ENGINES   AND    BOILERS. 


These  Engines  are  of  new  design  and  accurate  construction  ;   the  working  parts  are  few  and 

simple,  and  are  enclosed  in  a  strong  cast  iron  Frame  all  in  one  casting  which  secures  perfect  rigidity 
in  work  and  protection  to  the  parta.     The  Governor  is  very  sensitive  and  correct  in  action. 

The  Base- Plate  contains  the  Feed  Water  (which  becomes  heated)  and  the  Boiler  Feerl  Pump  can 
be  connected  to  pump  from  that  oi  any  other  convenient  source. 

The  Fly- Wheel  or  Pulley  can  be  placed  at  either  side  of  the  Crank  Shaft. 

The  Boilers  have  Croas  Conical  Tubes  in  the  Fire  Box,  and  are  tested  to  200  Ibe.  per  square  inch 
before  leaving  the  works. 


a  HP. 

3  HP. 

4  HP. 

5  HP. 

6  HP. 

8  HP. 

10   HP. 

13    HP. 

4}  inches 

160 
Sft.    Sjn. 
id.    4in. 

/TO 

35/- 

3ft.'"dr 

ISO 
6n.    Sin- 
aft.    6in. 

6|  inches 
3fi-    3in- 

«.'Ki.. 

aft.    gin- 

«/- 

71  inches 
12  inches 
3ft.    7in. 

130 
7ft-    51". 
3ft.   oin. 

8i  inches 
U inches 
4ft.    ma. 

130 
7ft.  iim. 
3ft.    3in. 

9l  inches 
14  inches 
4ft.^^in. 

Sft.  1 1  in. 

3ft.    9in. 

3 

7Sl- 

loi  inches 
14    inches 
5ft-    3in. 

3 

Ill  inches 
16    inches 

6ft.    oin. 

lift.  I  tin. 

4rt.    3in. 

4 

£^ 

100/- 

Diameter  of  Fly- Wheel  

No.  of  Revoluiions  per  min. 
Heighl  of  Boiler  to  Crown 

Diameter  of  Boiler 

Number  of  Cross  Tubes 

Price  of  Engine  and  Boiler 

Patent  Automatic  Expansion  Gear  can  be  fitted  to  the  8,  10,  and  12  HP.,  Price,  £15  extra. 
By  this  arrangement  there  is  a  saving  in  fuel  of  about  20  per  cent.,  the  steam  being  supplied  in 
accordance  with  the  actuai  requirements  of  the  work  to  be  performed. 
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SHANK'S 

PATENT    HORIZONTAL   STEAM    ENGINE, 
"THE    CALEDONIAN." 


In  tliis  Engine  tlie  Cylinder  is  unusually  large  per  Nominal  Horse  Power,  and  the  Pbton  has  * 
long  stroke,  which  rufluci-s  the  "tar 

Die  Connecting  Koil  also  has  ample  leni^th  and  the  Crank  is  forged  solid,  planed,  and  mad« 
bright  throughout. 

'I'he  Framing,  Bod-Platc,  Motion  Bars,  and  Beanngs  of  Crank  Shaft  are  all  cast  in  one  pieoe, 
ensuring  rigidity  and  strength. 

'I  he  PTy-Wheel  can  be  placed  at  either  end  of  the  Crank  Shaft,  and  the  working  parts  of  the 
I'ump  are  of  best  gun  metal. 

'J'he  price  of  Kiigine  includes  Governor,  Feed  Pump,  Steam  Stop  Valve,  and  all  other  parts 
iicces-sary  to  make  the  Engine  complete,  no  extras,  whatever  being  required. 

DimenslODB  and  Prices  of  "The  Oaledonian"  Steam  Engines. 


Hone  Power 

4 

6 

8 

10 

12 

16 

20 

Diameter  of  Cylinder        

6}  in. 

8}  in. 

H  in. 

104  in. 

11}  in. 

12t  in. 

14i  in. 

Length  of  Stroke       

10  in. 

12  in. 

14  in. 

14  in. 

16  in. 

20  in. 

26  in. 

Diameter  of  Fly- Wheel     

3ft.   Sin 

4ft.    Oin. 

4ft.   9in. 

5ft.   3in. 

Eft.  Oin. 

6ft.  2in 

7ft.   3in. 

Width  of  Face  of  ditto     

51  in. 

7i  in. 

Sin. 

8t  in. 

Oin. 

H  in. 

lOJ  in. 

Number  of  Revolutions  per  min 

150 

130 

120 

120 

110 

80 

70 

Diameter  of  Crank  Shaft 

2i  in. 

3Jin. 

■38  in. 

3iili- 

3J  in. 

4i  in. 

41  in. 

Price  of  Engine  with  Governor 

FeedPump,  &c 

£35 

£45 

£60 

£70 

£8e 

£120 

£150 

Price  of  Engine   with   Cornish 

Boiler   and    Fittings,     but 

without  Exhaust  and  Con- 

necting Pipes     

£88 

£115 

£148 

£175 

£208 

£261 

£330 

Price  of   Engine  with  Vertica 
Cross  Tuje  Boiler*  Fittings 

Mounted  on  Cast  Iron  Base 

forming  a  Water  Tank,  with 

Stc'am  and  Water  Pipe  Con- 

nections complete      

£90 

£110 

£150 

£175 

£200 

— 

— 

Automatic   Variable    Expansion 

Cear,  extra 





£15 

£15 

£15 

£15 

£18 

Packing,  extra 

£1  15 

£2     5 

£2  15 

£3    5 

£3  15 

£4    « 

£5 
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T  ANG  YE'S 

PATENT   VERTICAL   STEAM    ENGINE, 

With  Tangye's  Patent  Governor, 

These  Engines  are  simple,  compact,  strong,  and  easily  fixed,  while  the  workmanship  is  excellent. 


Nominal  Horse  Power 


Engine,  with  Tangye's  Patent  Governor 

Feed  Pump,  extra    ... 

Foundation  Bolts  and  Plates,  extra 
Metal    Foundation,    Template,   and  Oil 

Catcher,  extra 

Diameter  of  Steam  Cylinder  ... 

Revolutions  per  Minute 

Diameter  of  Fly- Wheel   

Width  of  Face,  turned  Bright... 

Diameter  of  Steam  Pipe 

„    Exhaust  Pipe 


17 


£20 
£2 

10/- 

5/- 
4  in. 

240 

25  in. 

di   in. 

1  in. 

Ij  in. 


£27 

£2 

10/- 

6/. 

5  in. 

240 

30  in. 

4  in. 

U  in. 
1^  in. 


£34 

£2  10 

20/- 

8/- 
6i  in. 

190 
35  in. 

5  in. 
li   in. 

2  in. 


£45 
£3 

25/- 

10/. 

8  in. 

180 
40  in. 

6  in. 

2  in. 
2i  in. 


10 


£70 
£4 

40/- 

15/. 
10  in. 

150 
50  in. 

8  in. 
2^  in. 

3  in. 


14 


£105 
£5 

50/. 

20/- 
12  in. 

130 
60  in. 
10  in. 

3  in. 
34  in. 


TANGYE'S 


PATENT   VERTICAL   STEAM    ENGINE, 

With  Vertical  Boiler  and  Tangye's  Patent  Governor. 


Nominal  Horse  Power 

2 

3 

4 

6 

10 

14 

Engine  and  Boiler  complete,  with  Feed 

X  ULU U               ...         ...         .«.         ...         ..•         ... 

Diameter  of  Steam  Cylinder 

£52 
4  in. 

£69 
5  in. 

£89  10 
6^  in. 

£111 

8  in. 

£169 
10  in. 

£220 
12  in. 

The  other  dimensions  are  the  same  as  in  the  preceding  Table. 


TANGYE'S   VERTICAL   STEAM    ENGINE, 

With  Vertical  Boiler,  Mounted  on  Pour  Wheels,  with  Peed  Water  Tank,  and 

Tangye's  Patent  Governor. 


Nominal  Horse  Power 

2 

3 

4 

Engine  and  Boiler  complete  on  Wheels... 
Diameter  of  Steam  Cylinder 

£57  10 
4  inches 

£75 

5  inches 

£95 
6^  inches 

The  other  dimensions  are  the  same  as  in  the  preceding  Table. 
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TANGYE'S    HORIZONTAL      SOHO"    ENGINE 

With  Vertical  Boiler. 

The  Engine  is  strong  and  simple  and  of  veiy  compact  design. 


Nominal  Horse  Power   

3 

4 

6 

10 

14 

Engine  and  Boiler  complete,  with 
Feed  Pump     

£67 

£87    10 

£109 

£174 

£215 

Diameter  of  Steam  Cylinder 

5  inches 

6^  inches 

8  inches 

10  inches 

12  inches 

Revolutions  per  Minute 

240 

190 

180 

150 

130 

Approximate  Total  Weight 

29  cwt. 

41  cwt. 

52  cwt. 

106  cwt. 

125  cwt. 

Diameter  of  Fly- Wheel 

30  inches 

35  inches 

40  inches 

50  inches 

60  inches 

Width  of  Face,  turned    

4  inches 

5  inches 

6  inches 

8  inches 

10  inches 

TANGYE^S    HORIZONTAL   "SOHO"   ENGINE, 

With   "Colonial"  Tubular  BoUer, 

The  Boiler  has  a  large  heating  surface,  and  is  adapted  for  any  kind  of  fuel ;    semi-portable  and 
compact,  saving  freight  in  shipment. 


Nominal  Horse  Power  of  Engine    ... 


f} 


9» 


II 


Boiler     ... 


Engine  and^  Boiler  complete,  with  Feed  Pump 
Boiler  only,  with  Steam  and  Furnace  Fittings 


Diameter  of  Cylinder  of  Engine  ... 


Revolutions  per  Minute 
Diameter  of  Fly-Wheel 


...     .  I 


...     •  I 


Width  on  Face,  turned  for  Belting 

Length  and  width  of  Boiler 

Heating  Surface  of  Boiler    


inches 


I .     . . 


£69 
£40 

5  inches 


240 


30  inches 
4  inches 

54  by  24 
50  feet 


4 
6 


£85 

£45 

6^  inches 

190 

35  inches 

5  inches 

66  by  27 

70  feet 


These  Engines  are  fitted  with  extra  large  Boilers  for  rough  fuel. 


6 

8 


£109 

£60 

8  inches 

180 

40  inches 

6  inches 

90  by  30 

116  feet 


_ 
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T  ANG  YE'S 


HORIZONTAL   "SOHO"   ENGINE. 


These  Engines  are  simple,  compact,  durable,  and  veiy  strong. 


Nominal  Horse  Power  


Engine,  with  Tangye's  Patent 


Governor 


•••     ••      •••     •••     ••• 


Feed  Pump,  extra 

Foundation  Bolts  and  Plates,  extra 

Engine,  with    Governor,  Cornish 
Boiler,  and  Fittings,  but  without 
Feed  Pump  and  Steam  Pipes    ... 

Metal  Foundation,  Template,  and 
Oil  Catcher 

Diameter  of  Steam  Cylinder,  inches 

Revolutions  per  Minute 

Diameter  of  Fly-wheel  ...      inches 

Width  of  Face  turned  bright  for 
Belting        inches 


Length  of  Fly- Wheel  Shaft  on  each 
side  beyond  bearings  ...      inches 

Diameter  of  Steam  Pipe. . .      inches 


» 


Exhaust  Pipes    inches 


„         Suction   and  Deliveiy 
of  Feed  Pump    inches 

G  round  Space  occupied . . .      inches 


£25 


£2 


15/. 


6/- 


240 


30 


5 


i 

60  by  30 


£32  10 


£2  10 


20/- 


£90 


9/- 
6i 
190 
35 


6i 
2 


I 

69  by  36 


£42 


£3 


25/- 


jEiie 


12/. 

8 

180 
40 


8 
2 
24 


10 


£66 


£4 


40/- 


£173 


20/- 
10 
150 
50 


8 


10 

n 

3 


14 


£95 

£5 

50/- 


£230 


25/- 

12 

130 

60 


10 


12 

3 

3* 


1  i  1 

8a  \s^  ^S.Xv^NNs^^^X^^'^ 
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GARRETT'S 

PORTABLE     STEAM     ENGINES. 


These  Engines  are  light  but  stroag,  and  are  constniRted  of  excellent  materials. 

The  Fire  Box  is  of  Machine-flanged  Lowmoor  Iron  with  OorrugAted  Crown  Plate,  dispeosiDg 
with  the  necessity  for  Grown  Stays,  and  increasing  the  effective  Heating  Surface,  while  the  weight  is 
materially  lessened. 

By  the  use  of  the  Peed  Water  Heater  a  large  proportion  of  the  exhaust  steam  is  rctnmed  to  the 
water  with  economical  results  both  iu  fuel  and  water.     The  Cylinders  are  not  st«am  jacketed 


SINGLE 

OTLINDBR 

Horse  Power    

£150 

£165 

£180 

8  Horse  Power 

10      „ 

13      

£S10 

£240 

£285 

DOUBtE 

OTLINDEE. 

BHorec  Power 

0      „         „      

2      „        .,      

£235 

£260 

£300 

14  Horse  Power 

16      , 

20      

£3S5 

£375 

£445 
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GARRETT'S 

HORIZONTAL    FIXED   STEAM    ENGINE. 


This  Eogine  ia  perfectly  self-contained  and  complete  upon  its  own  Bed  Plate.     The  material  aud 
workmanship  are  such  as  to  ensure  durability  and  efficiency. 


4  Horse  Power  Engine 
6 


20 

Feed  Water  Heater,  4  to  10  Horse  Power  .. 
Ditto      ditto        12  to  20  Horse  Power 

Variable  ExpauBion  Geav ,  £V  5a.  v«  "tt-w^^^-^  '^'**'^  - 


Wiihout  BoUct 

and  Piping. 
£  GO     0     0     ... 

Wilh  Boiler 
complete. 
..     £120    0    0 

£  80 

0 

0     ... 

..     £160 

0    0 

£100 

0 

0     ... 

..     £200 

0    0 

£120 

0 

0     ... 

..     £240 

0    0 

£140 

0 

0     ... 

..     £280 

0    0 

£160 

0 

0     ... 

..     £320 

0    0 

£180 

0 

0     ... 

..     £360 

0    0 

£220 

0 

0     ... 

..     £440 
...     £10 

0    0 

.     ...     ^■^■^ 
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CLAYTON    &    SHUTTLE\A'^ORTH'S 

PORTABLE     STEAM     ENGINES. 


These  Engines  are  simple,  durable,  and  of  excellent  design,  and  the  matenak  and  workmanshi 
arc  of  tbe  best  quality. 

The  Boilers  are  of  the  moat  approved  Locomotive  type,  and  have  large  capacity  and  hestii 
surface,  and  the  Engines  will  develope  more  than  double  their  nominal  power  while  running  at 
moderate  speed. 

The  Steam  Cylinder  is  jacketed  and  covered  with  felt,  wood,  and  sheet  iron  ;  the  Crank  Shi 
Brackets  are  of  wrought  iron,  arranged  so  as  to  allow  the  free  expansion  or  contractioa  of  the  Boil 
and  to  prevent  the  heat  from  it  being  communicated  to  tbe  Crank  Shaft  Bearings. 

The  Fire  Box  ia  of  Lowmoor  Iron  and  fitted  with  a  Fusible  Safety  Plug.  The  Boilers  i 
constructed  for  a  steam  pressure  of  60  lbs.  or  4  atmospheres,  per  wjuare  inch,  and  are  tested  w 
water  to  double  this  pressure. 

A  Steam  BUst  Pipe  and  Tap  are  fitted  to  the  Engine  Chimney  so  that  the  steam  may  be  raia 
in  about  half  the  usual  time. 

The  Travelling  Axles  are  casc-hirdencd,  and  the  Wheel  Naves  are  cast  with  a  chilled  bua 
The  oil  is  prevented  from  escaping  by  the  Wheel  Cap  baing  sorcwjd  up  tight  aguast  a  leatbi 
washer  iu  a  manner  similar  to  the  patent  axles  used  for  c^rriagi;.'* - 

The  Travelliag  Wheels  are  either  of  vim  I  or  wro;ight  iron. 
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CLAYTON     &    SHUTTLE\A^ORTH'S 

PORTABLE     STEAM     ENGINES 

(CONTINUED). 

The  Boiler  Fittings  consist  of  one  Stop  Valve,  one  Signal  Whistle,  one  Dial  Steam  Pressure 
(laugc,  two  Safety  Valves,  one  with  Lever  and  Spring  Balance  Pressure  Gauge,  and  one  in  locked 
case,  each  having  ample  area  for  the  safety  of  the  Boiler ;  one  Glass  Tube  Water  Gauge,  two  Gauge 
Cocks,  one  Steam  Blast  Pipe  and  Tap,  one  or  two  Blow-oflf  Cocks,  Mud-holes  and  Man-hole,  a  close 
fitting  Ashpan,  with  adjustable  door  for  regulating  the  draught,  and  a  Folding  Ghinmey. 

Each  Engine  is  also  supplied,  free  of  extra  charge,  with  a  Waterproof  Cover,  Shovel  and  Firing 
Tools,  Funnel,  Tube  Brush,  Suction  Hose,  Water  Heating  Pipe,  Wheel  Slide  and  Chain,  Lock  Chain 
and  Check  Chain,  Oil  Cans,  a  complete  set  of  case-hardened  Wrenches,  Screw  Hammer,  spare  Gauge 
Glasses,  and  Fusible  Safety  Plugs. 

The  Engines  can,  if  desired,  be  fitted  with  Expansion  Valves  for  Hand  Adjustment  or  with  the 
Patent  Self-acting  Expansion  Gear,  the  extra  cost  of  which  is  soon  recouped  by  the  saving  in  fuel 
and  repairs. 

Single  Oylinder  Portable  Steam  Engines. 


Nominal 
Horse  Power. 

Price. 

Expansion 

Valve  for 

Hand 

Adjustment. 

Patent  Self-acting 
Expansion. 

Hand  Pump 
or  Injector. 

Small  Packing 

Cases  for  the 

Continent. 

Full  Packing  for  long 

Sea  Voyages  (see  next 

page.) 

H 

£105 

£3 

£  7  10 

£8 

.  10/- 

£3 

3 

£125 

£3 

£  7  10 

£8 

10/- 

£3 

4 

£150 

£4 

£10    0 

£8 

10/- 

£4 

5 

£165 

£5 

£12  10 

£8 

10/- 

£5 

6 

£180 

£6 

£15    0 

£8 

10/. 

£6 

7 

£195 

£7 

£17  10 

£8 

12/6 

£7 

8 

£210 

£8 

£20    0 

£8 

12/6 

£8 

10 

£240 

£10 

£25    0 

£8 

12/6 

£10 

12 

£280 

£12 

£30    0 

£8 

12/6 

£12 
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CLAYTON    &    SHUTTLE\A'ORTH'S 

PORTABLE     STEAM     ENGINE, 

Packed  in  Travelling  Oase  for  Export. 


For  loug  Sea  Voyages  tlie  Engine  is  packe<l  in  a  strong  c.isu,  ami  tin;  Wheels,  UDder-caniaf 
Pole,  Chimney,  and  Fly- Wheel  are  sent  as  separate  loose  iiackages. 

The  above  illustration  represents  a  Portable  Engine  thus  packed,  as  it  appears  after  having  be 
landeil  at  the  port  of  discharge,  and  mounted  ou  its  Wheels  ready  fir  inland  transport  to  fin 
destination.  The  Waterproof  Cover,  Whippletrees,  &c.,  are  got  out  by  removing  the  boards  mark 
with   crosses.     To  attach  the  Hind  Axles,  the  boards  marked  Q  are  taken  off.    This  syBtem 

[lacking  obviates  the  necL'ssity  of  having  to  unpack  the  Engine  and  put  it  together  immediately  • 
andiug. 

Approximate  Particulars  of  Full  Packing  for  long  Sea  Voyages. 


Kngine  wLlh 

large  Kirt  Box 

for  wood  or 

coal  fuel. 

Engine  and  hoUei. 

Total  Approximate  Weight  ux! 
Measurenienl. 

LcTlRth. 

Wkllh. 

IleiEht. 

Weight. 

2^  HP. 

7ft.  6in. 

3ft.     Sin. 

4ft.    4in. 

33  cwt. 

44  cwt 

211  cabic  ft. 

3        „ 

8ft.  Tin. 

3ft.     Sin. 

4ft.     4in. 

36  cwt. 

49  cwt 

240    „      „ 

* 

8ft.  Sin. 

3ft.     5in. 

4ft.     8in. 

43  cwt. 

61  cwt 

268    „      „ 

f, 

Oft.  lOin. 

3ft.     Sin. 

Sft.     lin. 

54  cwt. 

72  cwt 

828    „      ., 

6       „ 

10ft.  4in. 

Sft.     9in. 

Sft.     6in. 

57  cwt. 

82  cwt 

3S0    „      „ 

7       „ 

10ft.  9in. 

4ft.     Oin. 

5ft.     9in. 

67  cwt. 

94  cwt 

420    „      ., 

8       „ 

lift.  Oin. 

4ft.     2in. 

6ft.     lin. 

73  cwt. 

101  cwt 

464    „      „ 

10       „ 

lift.  3in. 

4ft.     Sin. 

6ft.     Sin. 

83  cwt. 

117  cwt 

526    „      „ 

12       „ 

12ft.  2in. 

4ft.    6in. 

6ft.     Sin. 

92  cwt. 

1S2  cwt 

570     „       „ 

14       ,. 

13ft.  Oin. 

4ft.  lOin. 

7ft.    Oin. 

lOS  cvft. 

149  cwt 

700     „       ,. 

IS       „ 

13ft.  Sin. 

4ft.  lOin. 

7ft.     Sin. 

114  cwt. 

156  cwt 

735      „       .. 

\ 

•20       „ 

Uft.  5ia. 

5ft.     Sin. 

7ft.    Sin. 

143  cwt. 

205  cwt 

890      „       „ 
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HORNSBY'S   PORTABLE   STEAM    ENGINES. 

The  Boilers  of  these  Engines  are  made  of  "  Best "  and  "  Best  Best "  Plates,  and  proved  by 
hydraulic  pressure  to  120  lbs  per  square  inch. 

The  Fire  Boxes  are  of  I.owmoor  Iron,  constructed  to  bum  either  Coal,  Wood,  Straw,  or  any 
other  kind  of  fuel. 

One  of  the  special  features  of  these  Engines  is  that  the  Cylinder  and  Pipes  connected  therewith 
are  placed  inside  the  Boiler  or  Steam  Chamber,  by  which  means  they  are  eflfectually  protected  from 
weather  and  frost,  and  all  condensation  is  avoided. 


pressure  or 


A  Fly- Wheel  or  Pulley  can  be  put  on  either  or  both  ends  of  Crankshaft. 

The  Engine  may  be  worked  from  full  to  half-power  without  reducing  the  steam 
altering  the  Governors. 

The  motion  of  the  Engine  can  be  reversed  by  taking  out  a  single  bolt  and  moving  the  eccentric 
sheave  half  round. 

Every  Engine  will  work  up  to  double  its  nominal  Horse  Power.  The  wrought  iron  Travelling 
Wheels  are  provided  with  loose  Bushes,  which  can  be  taken  out  when  worn  and  replaced  without 
interfering  with  other  parts  of  the  Wheels.  New  Tyres  can  be  put  on  in  the  same  way  when 
required. 


SINGLE   CYLINDER   PORTABLE    ENGINES, 

With  Waterproof  Cover  and  Pire-Irons  all  complete. 


2 J  Horse  Power  ... 


3 
4 
5 
6 


»f 


tf 


fi 


a 


f9 


if 


»> 


9> 


. .       • .. 


. .       ... 


.  •       ... 


I .       ... 


.  •       •  •  • 


£105 
£125 
£150 
£165 
£180 


7  Horse  Power  ...      £195 

^                       ))                              ff                      ...  ...                 ...                 •••  JtfMXVf 

V                  ff                        ff                  ...  ...             ...             ...  JCr^AV 

Lvf          «i              t.           ...  ...        ••.        ...  JC»m4\/ 


>» 


>» 


Link  Motion  Reversing  Gear,  2J  to  3  Horse  Power £800 


Do. 


do. 


do 


4  to  10 


>f 


ff 


...     ...    ,.  *•     ...     ... 


Extra  for  Hand  Pump^  in  addition  to  the  usual  Pump, 

For  Engines  of  10  Horse  Power  and  under 

For  Engines  of  more  than  10  Horse  Power 


...     ...     ...     ... 


I .  •     •  • . 


£10 

0    0 

£5 

0    0 

£6 

0    0 

522 


STEAM     ENGINES. 


RANSOMES,    SIMS,     &    HEAD'S 

PORTABLE     STEAM     ENGINES. 

The  Nominal  Power  of  these  Engines  is  calculated  at  35  lbs.  per  square  inch,  and  they  may  be 
worked  with  safety  at  80  lbs. 

l^he  Boilers  are  tested  by  hydraulic  pressure  to  160  lbs.  per  square  inch,  and  are  covered  with 
wood  lagging  and  sheet  iron  to  prevent  radiation  of  heat. 

A  Lock-up  Safety  Valve  is  always  supplied  in  addition  to  the  ordinary  Safety  Valve. 

I'he  8-Horse  Engine  will  do  full  duty  with  an  average  consumption  of  about  J  cwt.  of  good 
coal  per  hour. 

The  Feed  Water  is  heated  by  a  jet  of  exhaust  steam,  which  can  thus  be  introduced  into  the 
Boiler  at  a  high  temperature,  by  means  of  a  Continuous  Action  Pump. 

A  Fly- Wheel  or  Pulley  can  be  attached  to  either  end  of  the  Crank  Shaft. 

Sizes  of  Portable  Engines,  with  Iron  or  Wood  Road  Wheels,  including  Steam 
Gauge,  Waterproof  Cover,  Tube  Brush,  Fire  Prickers,  Bake,  Shovel,  Spanners, 
Oil  Can,  Water  Funnel,  Spare  Gauge  Glass,   Skid  and  Chain,  Ordinary  ajid 

Lock-up  Safety  Valves. 


Horse  Power. 

Number  of  . 
Cylinders. 

Diameter  of 
Cylinder. 

Length  of 
Stroke. 

Diameter  of 
Fly-Wheel. 

Number  of 
Revolutions 
per  minute. 

Weight  of 
Engine. 

Price. 

4 

1 

Inches. 
6i 

Inches. 
11 

4ft.  3in. 

140 

60  cwt. 

£150 

6 

1 

8i 

12 

4ft.  6in. 

140 

71  cwt. 

£180 

8 

1 

9| 

12 

4ft.  Sin. 

140 

86  cwt. 

£210 

10 

1 

10 

13 

5ft.  Oin. 

140 

101  cwt. 

£240 

10 

2 

7f 

12 

5ft.  Oin. 

140 

109  cwt. 

£265 

12 

2 

8i 

12 

6ft.  Oin. 

140 

120  cwt. 

£305 

14 

2 

9 

12 

5ft.  Oin. 

140 

130  cwt. 

£340 

16 

2 

n 

12 

6ft.  2iu. 

140 

149  cwt. 

£376 

20 

2 

10 

13 

6ft.  2in. 

140 

1 87  cwt. 

£450 

^^These  Engines  can  be  fitted  with  extra  large  Fire  Boxes  specially  adapted  for  burning  Wood  and 

Refuse,  at  an  extra  charge  per  Horse  Power,  according  to  size. 
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RANSOMES,    SIMS,     &     HEAD'S 

SEMI-PORTABLE   STEAM    ENGINES. 

These  Engines  are  of  similar  construction  to  the  Portable  Engines  previously  described,  and  are 
convenient  ^here  space  is  limited. 


Horse  Power 

Single  Cylinders. 

Double  Cylinders. 

4 

6 

8 

10 

10 

12 

14 

16 

20 

Prices    

£140 

£170 

£195 

£225 

£250 

£285 

£320 

£355 

£425 

Extra  large  Fire  Boxes  for  burning  Peat,  Sawdust,  Roots,  &c.,  per  Horse 

I  \J  W  \i\  •••  .••  •••  •••  •••  ■<•  •••  •••  •••  •••  *••  •••  .••t^ALlcv 

Expansion  Valves  per  Horse  Power    extra 

Patent  Automatic  Expansion  Gear,  including  Expansion  Valves,  per  Horse 

£  UWC/f        •••         •••         «••         •••         •••         •••         *••         •••         ■••         •••         •••         •••         •  •  •  trf Jv l/X (Ji 

Link  Motion  Reversing  Gear  for  Single  Cylinder  Engines       

Do.  do.  do.  10  and  l2-Horse  Double  Cylinder  Engines... 

Do.  do.  do.  14  to  20  „  ,.  ,, 


£  1 

10 

0 

£  1 

10 

0 

£  3 

10 

0 

£15 

0 

0 

£20 

0 

0 

£25 

0 

0 

G  ARR  E  TT'S 


SEMI-PORTABLE   STEAM    ENGINES. 


4  Horse  Power  Single  Cylinder ... 

£140 

10  Horse  Power  Double  Cylinder    £250 

^              it                    it                    a         ••• 

£155 

12        „                ,.                „         £285 

"               ti                    it                    it 

£170 

14        „                ..                „         £320 

"               ti                    It                    ft         ••• 

£195 

16        „                „                „         £355 

10             ,,                   ,,                   ,, 

£225 

20        „                „                „         £425 

CLAYTON     &    SHUTTLEWORTH'S 

SEMI-PORTABLE   STEAM    ENGINES. 


2^  Horse  Power  Single  Cylinder 

£100 

8  Horse  Power  Double  Cylinder 

£220 

3 

£120 

10 

£250 

4 

£140 

12 

£285 

5 

£155 

14        „                „                „ 

£3*iA 

6 
7 

£170 
£180 

16 
20 

g^- 

<^ 


SS4  STEAM    ENGINES    (STRAW    BURNING). 

RANSOMES,    SIMS,     &     HEAD'S 

PATENT   PORTABLE   STRAW   BURNING   ENGINE 

(HEAD    &    SOHEMIOTH'S    PATENT). 

Id  these  ficgiDee  a  Self-acting  Apparatus,  with  Trough  and  Rollers,  somewhat  like  a  Chi 
Cutter,  is  attached  to  tlie  Fire  Door,  and  the  Straw,  Reeds,  Sugar  Cane,  Cotton  and  Af&ize  Stall 
or  any  similar  materials  are  drawn  into  the  fire  and  equally  distributed  by  the  Rollers. 

Oue  Ton  of  Straw  will  produce  about  the  same  amount  of  heat  as  4  cwt  of  coal. 


Single  Cylinders. 

Double  Cylinders. 

i 

6 

8 

10 

10 

12 

14 

16 

£199 

£220 

£250 

£285 

£310 

£350 

£390 

£425 

£01( 

GARRETT'S 

PATENT   STRAW   BURNING   PORTABLE   ENGINE. 

The  Hopper  for  Straw  Burning  is  bolted  to  the  Fire  Box  below  the  Furnace  Door,  the  Stn 
being  introduced  by  means  of  a  fork,  and  thoroughly  dried  before  ignition. 

The  Grate  upon  which  the  combustion  takes  place  is  completely  surrounded  by  water  space 
that  the  Fire  Box  is  not  more  liable  to  boming  than  with  an  ordinary  coal  consuming  Boiler. 
8  Hoisc  Power  Single  Cylinder  Engine £335    0    0 

10        do.  do.  do £360    0    0 


STEAM     ROAD    ROLLERS. 


AVELING    &    PORTER'S 

STEAM      ROAD      ROLLER. 


This  Machine  is  a  special  adaptation  of  AvsLnta  &  Poetrk's  ordinary  Road  LocomotiTe  to  the 
pnrpoee  of  road  rolling,  and  in  its  design  and  construction  every  improvement  suggested  by  long 
ezperieaee  has  been  adopted. 

The  Engine  is  carried  upon  four  Boilers  of  eqnal  widths,  as  shown  in  the  engraving,  the  two  hind 
ones  acting  as  Drivers,  and  the  two  in  front  as  Steering-KoUen.  These  latter  cover  the  space  between 
the  two  Driving-Rollers,  and  are  made  slightly  conical  in  order  that  on  the  ground  line  they  may 
run  close  together  while  leaving  room  above  their  Axle  for  the  Vertical  Shaft  which  connects  them  to 
the  Engine,  and  which  serves  to  support  the  forward  part  of  the  Boiler ;  at  the  same  time  play  is 
given  to  the  Vertical-Shaft  for  the  Rollers  to  accommodate  themselves  to  the  curved  surface  of  the 
road.  The  Machine  can  be  turned  round  in  little  more  than  its  own  length,  thus  enabling  it  to  roll 
steep  hills  without  injury  to  Fire  Box,  while  retaining  the  manifold  practical  advantages  of  th« 
Horizontal  over  the  Vertical  Boiler  for  locomotive  purposes ;  amongst  which  may  be  enumerated 
absence  of  priming,  economy  in  fuel,  wear  and  tear,  and  much  lower  centre  of  gravity.  It  may  be  also 
noted  as  important  features  of  these  RoUers  that  they  are  adapted  for  driving  Stuncbreakers  or  other 
fixed  machinery  moBt  economically,  when  not  required  forrollmg.  They  are  managed  by  one  person. 
67 
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STEAM     ROAD     ROLLERS. 


AVELING    &     PORTER'S 

STEAM      ROAD      ROLLER 

(CONTINUED). 

With  each  Roller  the  following  extras  are  supplied  free  of  charge :  Feed  Oil  Can,  Box  Spanner  and 
set  of  Spanners,  Screw-Hammer,  2  Gauge  Glasses  and  Washers,  set  of  Firing  Irons,  and  Tube  Brush 
and  Rod. 

The  usual  process  of  road  repairs  with  the  Steam  Roller  is,  after  loosening  the  surface  with  the 
spiked  rollers,  to  have  it  levelled  in  the  customary  way,  and  a  layer  of  from  2  to  6  inches  thickness 
of  metalling  laid  upon  a  length  of  about  35  yards.  The  Roller  is  passed  two  or  three  times  over 
every  portion  of  this  length,  working  its  way  gradually  across  from  one  side  of  the  road  to  the  other, 
until  the  flat  surfaces  of  all  the  stones  are  brought  uppermost.  A  covering  of  one  inch  of  sharp 
clean  sand  is  then  spread  over  the  entire  surface  and  well  watered  from  a  cart  or  hose,  after  which 
the  rolling  is  continued  until  the  stones  are  thoroughly  bedded,  and,  as  it  were,  concreted  into  their 
places  ;  the  suri)lus  sand  is  then  swept  off,  and  the  road  is  left  in  a  finished,  durable  state.  The 
proportion  of  sand  and  water  used,  varies  in  different  places,  different  opinions  being  at  present  held 
as  to  the  most  desirable  proportion  for  the  purpose  ;  but  the  value  of  sharp  sand  in  preference  to  all 
other  kinds  of  binding  material  is  everywhere  recognised,  as  is  also  the  advantage  of  laying  on  do 
more  of  this  material  than  suffices  to  fill  up  properly  the  interstices  between  the  stones. 


Total  Rolling  Width 

Do.  Weight 

Diameter  of  Driving  Rollers 

Price,  with  Patent  Wrought  Iron  Brackets 


4^  feet 
6  tons 
5  feet 
£320 


6  feet 
10  tons 
4i  feet 
£400 


7  feet 
15  tons 
5  feet 
£500 


7^  feet 

20  tons 

H  feet 

£600 


A  set  of  Spikes  fitted  to  the  outside  Rollers,  and  adapted  for  lifting  old  roads  before  re-metalling, 

£5  extra. 

For  general  purposes  the  10  ton  and  15  ton  Rollers  are  most  convenient,  but  where  the  traffic 
is  very  heavy  the  20  ton  Roller  does  excellent  work. 

It  is  estimated  that  from  1000  to  2000  square  yards  can  be  rolled  per  day  at  a  cost  of  from 
one-third  to  one-eighth  of  a  penny  per  yard  in  England  under  good  management . 

For  new  roads,  the  following  practice  is  recommended  : — "  The  roadway  is  excavated,  graded, 
and  properly  formed  to  a  depth  of  fourteen  inches  below  the  gutters  with  a  cross  section  conforming 
to  the  cross  section  of  the  road  when  finished  ;  it  is  then  thoroughly  and  repeatedly  rolled  with  the 
Steam  Roller,  all  depressions  being  carefully  filled  and  rolled  before  the  stone  is  put  on.    On  the  bed 
thus  formed  and  consolidated,  a  layer  of  stones  eight  inches  thick  is  set  by  hand  and  rammed  or 
settled  to  place  by  sledge  hammers,  all  irregularities  of  surface  being  broken  off  and  the  interstices 
wedged  with  pieces  of  stone.    The  intermediate  layer  of  broken  stone,  of  a  size  not  exceeding  three 
inches  in  diameter,  is  then  evenly  spread  to  a  depth  of  four  inches  and  thoroughly  rolled,  and  this  is 
followed  by  rolling  in  half  an  inch  of  sand.    The  surface  layer  of  stone,  broken  to  a  size  not  laiger 
than  two  and  a  half  inches  diameter,  is  then  put  on  to  a  depth  of  four  inches,  thoroughly  rolled,  and 
followed  as  before  by  sand,  also  rolled.     Finally,  a  bin  ling  of  clear  sharp  sand  is  then  applied,  well 
watered,  and  most  thoroughly  rolled  with  the  Steam  Roller  until  the  surface  becomes  firm,  oompAct, 
and  smooth,  the  superfluous  binding  material  being  swept  off  and  removed." 
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CLAYTON    &    SHUTTLEWORTH'S 

PORTABLE    SINGLE    BLAST   THRASHING    MACHINE, 

Without  Finishing  Screen. 

The  timber  used  in  the  construction  of  these  Machines,  which  are  made  of  two  sizes,  is  of  the 
best  quality  and  thoroughly  seasoned. 

The  Patent  Trussed  Frames  are  made  of  best  English  Oak,  which  combine  rigidity  and  lightness 
with  great  lateral  strength  and  elasticity ;  the  Travelling  Wheels  of  wood  or  wrought  iron  as  preferred. 

The  Drum  is  of  wrought  iron  with  best  tough  ash  beaters,  to  which  Patent  Rolled  Steel 
Ribbed  Beater  Plates  are  attached,  and  is  protected  by  a  Patent  Safety  Drum  Guard,  as  required 
by  the  Act. 

The  Drum  Spindles  arc  of  steel  with  long  bearings,  and  the  Concaves  are  entirely  of  wrought 
iron. 

The  Riddles  and  Vibrating  Boards  are  hung  on  Colson's  Patent  Spring  Hangers  which  work 
without  friction  and  require  no  lubrication. 

The  Straw  Shakers  are  worked  by  a  Single  Crank  Shaft ;  Double  Crank  Shakers  are  supplied, 
if  desired,  without  extra  charge. 

The  Com  is  thoroughly  thrashed,  passed  through  a  Dressing  Apparatus  and  lifted  to  the  top  of 
the  Machine  by  the  Elevator;  it  then  passes  from  the  Elevator  or  Awner  into  sacks,  which  are  placed 
on  an  Elevated  Table,  so  that  a  man  can  take  them  on  his  back  without  assistance. 

These  Machines  do  not  produce  the  Com  thoroughly  cleaned,  but  by  passing  it  once  through  a 
Winnowing  Machine  it  will  be  well  mixed  and  fit  for  market. 

PRICES:— 


Width  of  Drum. 

Small  Size. 

Large  Size. 

Power  Required. 

3  feet  0  inches 

£  85 

— 

2^  Horse  Power 

3  feet  6  inches 

£  95 

3    Horse  Power 

4  feet  0  inches 

£105 

£115 

4     Horse  Power 

4  feet  6  inches 

£115 

£125 

1 

5  &  6  Horse  Power 
(respectively) 

5  feet  0  inches 

£125 

£135      1 

1 

7     Horse  Power 

5  feet  6  inches 

1 
£145     ; 

8     Horse  Power 

1 
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STEAM    THRASHING    MACHINES. 


CLAYTON    &    SHUTTLEWORTH'S 

PORTABLE    DOUBLE    BLAST    THRASHING   MACHINE, 

Without  FiniBhing  Screen. 

Ill  thi-sc  Machines  the  Corn  passes  from  the  Elevator  or  Awner,  as  described  on  prerions  pag 
into  a  Second  Dressing  Apparatus,  consisting  of  a  series  of  Riddles  which  separate  the  ligl 
nnd  I'cfiise  com  from  the  best  quality,  and  deliver  them  into  separate  sacks.  A  small  Fan  is  a] 
provided  for  blowing  away  the  Chaff,  Beards,  &g.,  rubbed  off  in  the  Awnet. 

This  class  of  Machine  is  capable  of  thrashing  and  thoroughly  cleaning  Uu^  quantities  of  gnu 
By  removing  the  Riddles  from  the  Second  Dressing  Apparatus  and  stopping  the  smaU  Fao,  tl 
Machine  can  be  used  as  a  "  Single  Blast," 

PRICES:— 


Wiclih  of  nrum. 

Small  Siw. 

Urge  Siie. 

Power  Required. 

3  feet  0  inches 

£  95 

_ 

3  Horse  Power 

3  feet  6  inches 

£105 

- 

4  Horse  Power 

4  feet  0  inches 

£115 

£130 

5  Horse  Power 

4  feet  6  inches 

£125 

- 

6  Horse  Powot 

4  feet  6  inches 

- 

£140 

7  Hone  Power 

5  feet  0  inches 

£135 

£150 

8  floise  Power 

5  feet  6  inches 

- 

£160 

10  Horee  Power 

Wilder's  Patent  Safety  Self-acting  Feeding  Apparatus  can  be  attached  to  most  Thzwhil 
Machines,  ensuring  greater  regularity  of  feed  and  aniformity  of  speed  besides  BBTing  both  Um 
and  grain. 


For  Clayton  &  Shuttleworth's  4ft.,  4ft.  6in.,  and  5ft.  Machines  ■...     . 

.     ...     £20    0    0 

Packing  for  Export       

.     ...     £  S  10    0 

For  Clayton  &  Shuttleworth's  5ft.  6in.  Machine       

.     ...     £SS    0    0 

Parking  for  Export       

.   ...   £  a  u  • 

STEAM    THRASHING    MACHINES. 


CLAYTON    &     SHUTTLE'WORTH'S 

PORTABLE    FINISHING   THRASHING   MACHINE, 

With  Patent  Actjostable  Screen. 


The  Com  in  the  Finishii^  Machine,  as  illustrated  above,  passes  from  the  Second  Dressing 
Apparatus  pTevionsly  described  into  a  Patent  Adjustable  Rotary  Screen  which  sorte  it  into  three 
qualities  of  grain,  drrasing  and  finishing  the  com  perfectly  for  market  in  one  operation. 

These  Machines  can  be  used  as  "  Single  "  or  "  Double  Blasts  "  at  pleasure. 


P  E  I  0  E  S  ;- 

Widlh  of  Dram. 

Small  Sue. 

Urge  SiM. 

Power  required. 

3  feet  0>che8 

il05 

- 

3  Horse  Power 

3  feet  6  inches 

£115 

- 

4. Horse  Power 

4  feetjO  inches 

£126 

£140 

5  Honse  Power 

i  feet  6  inches 

£135 

- 

6  Horse  Power 

4  feet  6  inches 

- 

£150 

7  or    8  Horse  Power 

5  feet  0  inches 

- 

£160 

8  or  10  Horse  Power 

5  feet  6  inches 

- 

£170 

10  or  12  Horee  Power 

The  price  quoted  for  each  Machine  includes  Waterproof  Cover,  small  Leather  Driving  Bands, 
Chocks  and  Wedges,  Wrenches,  Oil  Can,  Ladder,  and  Shms  or  Pole. 

When  Engines  and  Machines  are  sold  together,  the  Driving  Band  is  supplied  "  gratis  " — but 
when  either  are  ordered  separately,  the  Band  is  charged  extra. 

The  prices  of  attaching  special  apparatus  for  Thrashing  and  Dressing  Bice,  Rape,  Spelt,  &c., 
may  be  obtained  on  application. 


STEAM    THRASHING    MACHINES. 


CLAYTON     &    SHUTTLEWORTH'S 

THRASHING      MACHINE, 

With  Improved  Ohaff  Oleanlnff,  Elevating,  and  Sacking  Apparatoe. 


For  districts  where  chaff  is  used  as  fodder  for  cattle,  the  Thrashing  ItfachiDe  should  be  fitted 
with  the  Improved  Apparatue  for  GleaniDg,  Elevatiog,  and  Sacking  the  GhafT. 

It  coDOfits  of  a  8y8t«m  of  Riddles  and  Screena,  for  removing  both  the  heavy  and  light  dust,  and 
of  an  Elevating  Fan,  which  convey  the  Chaff  into  the  Sacking  Hopper. 

The  Chaff  passes  twice  before  the  Blast  and  over  three  Biddies  or  Screens,  on  its  way  to  the 
sacks,  and  is  thus  thoroughly  cleansed  from  all  extraneous  substances. 

The  tiiorough  separation  of  the  seeds  of  weeds  from  the  Chaff  is  of  great  benefit,  as  they  are  thus 
prevented  from  being  returned  to  the  land  in  the  manure. 

Improved  Chaff  Cleaner,  Elevator  and  Sacking  Apparatus  fitted  to  any  size  or  claas  of  .Clayton 
nttleworth's  Machine,  £5  extra. 


STEAM     THRASHING     MACHINES. 


CLAYTON     &    SHUTTLEWORTH'S 

FINISHING   THRASHING   MACHINE, 

Fitted  with  Straw  BruisiDg  Apparatus. 


In  the  MacliiDC  here  illustrated,  the  Straw  on  leaving  the  Shaker  passes  between  a  series  of 
concaves  and  rapidly  revolving  Drums,  armed  with  Cutting  Blades  and  Bruising  Teeth,  which  reduce 
it  to  a  fit  state  for  cattle  food. 

This  Apparatus  has  been  designed  to  render  the  Combined  Thrashing  Machine  available  for 
use  in  countries  where  Straw  is  almost  the  only  winter  food  for  cattle. 


Width  of  Dram. 

Power  required. 

Price. 

Large  size  Machine     ... 

...     5ft.  Oin.     .. 

...     12  Horse  Power     ... 

...     £100  extra. 

»                .. 

...     4ft.  Gin.     ... 

...     10 

...    £  90  extra. 

Small  size  Machine     ... 

...     4ft.  Oin.     ... 

...      8 

...     £  80  extra. 

»                >. 

...     3ft.  6in.     ... 

...       6 

...     £  70  extra. 

The  Straw  Bruising  Apparatus 
Width  4ft.  6in. 


s  also  made  separately  and  mounted  on  a  Four-wheeled  Carriage. 
£100    0    0 


Separate  Riddle  for  sifting  the  Bruised  Straw  as  it  falls  from  the  Apparatus 

3  feet  6  inches       

Packing  for  Export      

4  feet  0  inches       

Packing  for  Export       

4  feet  6  inches  or  5  feet       ...     . 
Packing  for  Export      


:— 

..     £18 

0 

..     £  1 

7 

..     £18 

10 

..     £  1 

9 

..     £19 

0 

..    £  1 

10 

STEAM    THRASHING    MACHINES. 


GARRETT'S 

PATENT  COMBINED  TREBLE  BLAST  THRASHING  AND 
CORN  DRESSING  MACHINE, 

CLASS  A. 

For    Finishing    the    Grain  for  Market  at  One  Operation. 


Iq  this  Machine  only  one  Fan  and  Blower  is  employed  from  which  the  necessary  blasts  of  air  are 
conducted  through  separate  channels  and  brought  into  contact;  with  the  chaff  and  com  at  different 
points.  The  pressure  of  these  blasts  caui  be  modi&ed  by  simple  valree  to  suit  the  grain  ludef 
operation.   * 

A  number  of  Spindles,  Bearings,  Pulleya,  and  Belts,  are  thus  dispensed  with,  reducing  wear  and 
tear,  weight,  and  the  power  required  for  woi^ng. 


Width  of  Drum. 

Power  Required, 

Class  A. 
Price  includtng  Patent  Self-Acting  Dnim  GnanL 

5  feet  0  inches 

10  Horse  Power 

£160    0    0    (Heavy) 

4  feet  6  inches 

8  Horse  Power 

£150    0    0    (Heavy) 

4  feet  0  inches 

6  Horse  Power. 

£140    0    0    (Heavy) 

4  feet  0  inches 

5  Horse  Power 

£125    0    0    (Light) 

8  feet  6  inches 

5  Horee'Power 

£130    0    0    (Heavy) 

3  feet  6  inches 

1  Horse  Power 

£115    0    0    (Light) 

The  difference  between  1  Icavy  and  Light  Machines  consists  chiefly  in  diameter  of  Dnun,  mfitc 
of  Screening  and  Blowing  Sieves,  length  of  Shaker  Boxes,  and  total  meaeuremeiA  and;  m^  <i 
Machine. 


BTEAM     THRASHING     MACHINES. 


G  AR  R  E  TT'S 

PATENT  COMBINED  DOUBLE  BLAST  THRASHING  Al 

CORN  DRESSING  MACHINE, 

CLASS    B. 

This  Machine  is  similar  in  construction  to  the  one  described  on  the  preceding  page  ;    the 
difference  of  importance  being  in  the  Dressing  Apparatus. 

The  Com  is  dressed  twice,  which  is  found  sufficient  for  all  practical  purposes  in  many  distri 


Width  of  Drum. 

Power  Required. 

Class    B. 

With  Adjustable  Chobber  or  Cylindrical  Aveller 

and  Patent  Self-acting  Drum  Guard. 

5  feet  0  inches 

10  Horse  Power 

£145    0    0     (Heavy) 

4  feet  6  inches 

8  Horse  Power 

£135    0    0     (Heavy) 

4  feet  0  inches 

5  Horse  Power 

£115    0    0     (Light) 

3  feet  6  inches 

- 

4  Horse  Power 

£105    0    0     (Light) 

Revolving  Screen  £7  lOs.  extra. 


GARRETT'S 


PATENT  SINGLE  BUST  ROUGH  DRESSING   MACHINI 


OLASS   0. 


Width  of  Drum. 


5  feet  0  inches 
4  feet  6  inches 
4  feet  0  inches 
3  feet  6  inches 


Power  Required. 


10  Horse  Power 
8  Horse  Power 
5  Horse  Power 
4  Horse  Power 


With  Elevator  and  Aveller  complete,  and  Patent 
Self-acting  Drum  Guard. 


£135  0  0  (Heavy) 

£125  0  0  (Heavy) 

£105  0  0  (Light) 

£  95  0  0  (Light) 


Grimaldi's  Patent  Straw  Chopper  attached  to  any  of  Garrett's  M^v\\v^si^---^>»^>y^^  xw^* 
4  feet  0  inches,  £65 ;  4  feet  6  incnes,  £75  ;  5  feet  0  inches,  £85. 


These  Straw  Choppers  can  be  made  Portable  aTA\\A"C;\^\Avi^    »X.  1\^  ^^^«^J^^ 


xxs^^^^ 


ftft 
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STEAM     THRASHING    MACHINES. 


RANSOMES,    SIMS,     &     HEAD'S 

FINISHING   THRASHING    MACHINES, 

With  Reciprocating  (Box)  Shakers. 

These  Machines  will  produce  a  perfectly  uniform  sample  of  grain  and  make  all  the  separations 
usual  in  Combined  Finishing  Thrashing  Machines. 


Mark. 

1 

At' j.u    r  i\           i  Horse  Power 
Width  of  Drum.       |,       ■     , 

'     Keqiiircd. 

1 

Average  Nett 
Weight. 

Average  Bushels 

Thrashed  in  lo 

Hours. 

Price. 

A3 
A  1 
A9 

5  ft.  0  in.     1     8  to  10 

1 

4  ft.  6  in.     ,     G  to    8 
4  ft.  0  in.          4  to    6 

78  cwt. 
74  cwt. 
68  cwt. 

700 
600 
450 

£160    0    0 
£150    0    0 
£140    0     0 

The  Prices  inchide  Waterproof  Cover,  Ladder,  Skid,  and  Chain.    Chaff  Bagging  Apparatus, 
£5  extra. 

Wilder's  Patent  Self-Acting  Feeding  Apparatus  5  ft,  £23 ;  4  ft.  6  in.,  £22  ;  4  fb.,  £21  extra. 


RANSOMES,    SIMS,     &     HEAD'S 

SINGLE    BLAST   THRASHING    MACHINES. 

These  Machines  do  not  produce  .a  finished  sample  for  miarket,  but  they  will  thrash  a  laige 
quantity  of  grain  in  a  short  time  with  moderate  power;  the  corn  simply  requires  to  be  passed  once 
through  a  Dressing  Machine  to  make  it  fit  for  market. 


Mark. 

1 

Width  of  Drum. 

5  ft.  0  in. 
i     4  ft.  6  in. 

;     4  ft.  0  in. 

1 

1 

Horse  Power  1 
Required . 

Average  Nett 
Weight. 

Average  Bushels 

Thrashed  in  lO 

Hours. 

• 

Price. 

C3 
Cl 

C9 

8 

6 
4 

68  cwt. 
63  cwt. 
58  cwt. 

i          800 
650 
420 

£135     0     0 
£125     0     0 
£105    0     0 

("haff  Bagging  Apparatus,  £5  extra. 


STEAM    THRASHING    MACHINES. 
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RUSTON,    PROCTOR,     &    Co.'s 

FINISHING   THRASHING    MACHINES. 

ITie  Frames  of  these  Machines  are  constmcted  of  the  best  English  Oak,  strongly  braced,  and 
trussed  with  iron. 

The  Straw,  Pulse,  and  Chaff  are  delivered  separately  at  one  end  of  the  Machine,  while  the  Corn 
is  delivered  at  the  other. 


Drum,  5 
Drum,  5 
Drum,  4 
Drum,  4 
Drum,  4 
Drum,  3 
Dnim,  3 


feet  6  inches  wide,  for  1 2 
feet  0  inches  wide,  for  10 
feet  6  inches  wide,  for  8 
feet  6  inches  wide,  for  6 
feet  0  inches  wide,  for  5 
feet  6  inches  wide,  for  4 
feet  0  inches  wide,  for    3 


Horse  Engine 
Horse  Engine 
Horse  Engine 
Horse  Engine 
Horse  Engine 
Horse  Engine 
Horse  Engine 


•  •«•  •••  •• 

•  ••■  •••  •• 

•  ••  •••  •• 

•  •••  •••  •• 

•••  •••  •• 

•  •••  ••■  •• 

•  •••  •••  •• 


£170  0  0 

£160  0  0 

£150  0  0 

£135  0  0 

£125  0  0 

£115  0  0 

£105  0  0 


RUSTON,     PROCTOR,     &    Co.'s 

DOUBLE  AND   SINGLE    BLAST   THRASHING 

MACHINES. 


Double  Blast. 

Single  Blast. 

Drum,  5  fe«t  6  inches  wide,  for  12  Horse  Engine 

£160 

£145 

Drum,  5  feet  0  inches  wide,  for  10  Horse  Engine 

£150 

£135 

Drum,  4  feet  6  inches  wide,  for   8  Horse  Engine 

£140 

£125 

Drum,  4  feet  6  inches  wide,  for    6  Horse  Engine 

£125 

£115 

Drum,  4  feet  0  inches  wide,  for    5  Horse  Engine 

£115 

£105 

Drum,  3  feet  6  inches  wide,  for   4  Horse  Engine 

£105 

£  95 

Drum,  3  feet  0  inches  wide,  for   3  Horse  Engine 

£100 

£  85 

If  fitted  with  Centrifugal  Chaff  Elevator,  £5  extra. 

Each  Machine  is  mouDted  on  strong  wood  or  wrought  iron  Travelling  Wheels,  with  Patent 
Axles,  Arms  turned  and  case-hardened,  Locking  Gear,  with  either  Pole  or  Shafts  for  draught,  and 
supplied  with  a  set  of  large  and  small  Blast  Riddles,  two  Mahogany  Caving  Riddles,  fixed  Blast 
Riddles,  Oil  Tin,  Screw  Hammer,  complete  set  of  best  Leather  Straps,  Waterproof  Cover,  Short 
Ladder,  set  of  Spanners  apd  set  of  Cbain  Chocks,  and  Wedges  for  Travelling  Wheels, 
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STEAM     THRASHING     MACHINES. 


P.    &    H.     P.     GIBBONS' 

THRASHING   AND   FINISHING    DRESSING 
MACHINE, 

For  Preparing  Corn  fob  Market  in  one  Operation. 


Best  seasoned  Euglish  Oak  is  used  for  the  Fraraca  (if  these  Machines,  braced  together  with 
wrought  iron  ;  Dnims,  with  wrought  iron  Heads  and  round  wood  Beaters,  faced  with  iron,  to  which 
the  Patent  Grooved  Boaters  are  attached  ;  wrought  iron  Concave ;  Straw  Shakers  worked  by  Single 
Oratik  ;  Spring  tlnnL'ers  and  Cup  Elevator ;  Adjustable  Barley  Awuer  and  Patent  Acyustaue 
Revolving  Screen ;  Wood  Travelling  Wheels. 

Prices  include  Water^iroof  Cover,  small  Leather  Driving  Bands,  Oil  Can,  Ladder,  and  Dnught 
Pole  or  Shafts. 

The  working  parts,  including  tlic  Elevators,  arc  fixed  inside  the  Frame,  and  are  thus  protected 
from  the  weather  and  accidents. 


Class, 

Width  of  Drum. 

Dittm 

of  Drum. 

Horse  Power 
Required. 

Price. 

A 

5  feet  6  inches 

23 

inches 

10  or  V2 

:E170 

A 

5  feet  n  inches 

HS 

inches 

8  or  10 

£160 

A 

4  feet  6  inches 

«3 

inches 

7  or    8 

£150 

A 

4  feet  0  inches 

33 

inches 

6  or    7 

£140 

B 

4  feet  6  inches 

20 

inches 

5  or    6 

£135 

B 

4  feet  0  inches 

20 

inches 

4  or    5 

£125 

The  following  Duplicate  Wearing  Parts  are  recommended  tobe  sent  with  Machines  for  Export : — 


2  Pairs  Drum  Sliaft  Brasses, 
4  Pairs  Shaker  Shaft  Bra.sse.s, 
2  Pairs  Awner  Shaft  Brnssea. 
1  Set  of  Blower  Shaft  Brasses, 


1  Set  of  Driving  Straps, 

1  Set  of  Riddle  Crank  Brasses, 

1  Set  of  Patent  Drum  Beaters. 


STEAM    THRASHING    MACHINES. 


GIBBONS' 

FINISHING   THRASHING    MACHINE, 

With  Improved  Ohaff  Oleaning,  Elevating,   and  Sacking  Apparatus. 


The  above  IllaBtration  shows  Gibbons'  Thrashing  Machine  with  Improved  Apparatus  attached 
for  Gleaning,  Elevating,  and  Sacking  the  Ghaff. 

All  the  dust  and  other  noxious  substances  are  completely  removed  iTom  the  GhafT,  which  is  then 
elevated  by  a  Centrifugal  Fan  to  the  Chaff  Box,  and  deposited  in  sacks. 


Class. 

Width  or  Dram. 

Horse  Power. 

Finishers. 

Double  Blast. 

A 

5  feet  6  inches 

10  or  12 

£175 

£165 

A 

5  feet  0  inches 

8  or  10 

£165 

£155 

A 

4  feet  6  inches 

7  or    8 

£155 

£145 

A 

i  feet  0  inches 

6  or    7 

£145 

£130 

B 

1  feet  6  inches 

5or    6 

£140 

£125 

B 

i  feet  0  inches 

4  or    5 

£130 

\              ^-ViS. 

538 


STEAM     THRASHING     MACHINES. 


G  I  BBO  NS' 

THRASHING   AND    FINISHING    DRESSING 
MACHINE, 

Pitted  with  Wilder's  Patent  Self-Feeding  Apparatus. 


This  IlluBtration  shows  a  Finishing  Thrashing  Machine  fitted  with  Wilder's  Patent  Self-Feeding 
Apparatus.    The  Patentee  claims  the  following  advantages : — 

lit, — It  entirely  prevents  the  accideotal  loss  of  human  life. 

2nd. — The  Peed  can  be  adjusted  as  desired  :  it  is  perfectly  regular,  and  a  greater  amount  of 
work  can  therefore  be  done  in  a  given  time. 

3rd. — The  regularity  of  the  Feeding  ensures  perfectly  clean  Tlirashing,  effecting  a  oonaiderable 
saving  in  grain. 

4th. — Waste  is  prevented,  aa  the  grain  cannot  fly  out. 

5th. — A  considerable  saving  in  labour  is  effected,  and  any  ordinary  labourer  ib  able  to  feed  the 
Macliine  more  regularly  than  it  can  be  done  by  hand. 

6th. — Very  little  additional  i>ower  is  required  to  work  the  Apparatus,  and  it  canaot  eanly  get 
out  of  order. 

7th. — It  can  be  instftntnneously  stopped,  or  set  in  motion,  by  means  of  a  handle  within  easy 
reach  of  the  band-cutter. 

The  Price  of  the  Apparatus  varies  from  £20  to  £30,  according  to  the  size  of  the  Machine,  and 
other  circumstances. 

It  can  be  fitted  to  any  new  Machine  at  the  time  of  manufacturp,  or  attached  to  any  old  gne  (€ 
suitable  make. 


STEAM    THRASHING    MACHINES. 


GIBBONS' 

COMBINED    DOUBLE    BLAST    THRASHING    AND 
DRESSING    MACHINE, 


The  above  Machine  is  well  adapted  for  doing  a  large  quantity  of  work. 

The  Straw,  Pulee,  and  Chaff  are  all  delivered  separately  at  one  end  of  the  Uachine,  while  the 
Com  is  delivered  at  tjhe  otiier,  and  sacked  in  a  cleanly  manner  by  the  man  witjtout  risk  of  danger 
&om  running  stnpa. 

The  construction  of  the  Machine  is  similar  to  that  of  the  E^aiahing  Machine — minos  the  Patent 
Separating  Screen—  and  the  processes  actually  performed  are  quite  as  effectual. 


Class. 

Width  of  Drum. 

Hotse  Power. 

Price. 

A 

5  feet  6  inches 

10  or  12 

jeiGO     0     0 

A 

5  feet  0  inches 

8  or  10 

£150     0     0 

A 

4  feet  6  inches 

7  or     8 

£140    0    0 

A 

i  feet  0  inches 

6  or    7 

£125    0    0 

B 

4  feet  6  inches 

5  or    6 

£120    0    0 

B 

i  feet  0  inches 

4  or    5 

£115    0    0 

'I1ie   Duplicate  Parts  recommended  to  be  sent  with  Macliiuus  fur  Export,  are  the  same  t 
mentioned  on  page  536. 


540    STEAM    THRASHING    MACHINE    DRUM    GUARDS- 


INNES'    SAFETY   DRUM   GUARD 

(HUNT'S    PATENT). 

This  Guard  is  provided  with  a  Hood  and  Shutter ;  a  sensitive  Spring  and  Lever  arrangement 
causes  the  Shutter  to  slide  horizontally  over  the  Drum  mouth,  as  soon  as  any  extraneous  pressure  or 
weight  is  put  upon  the  Feed  Board  or  other  parts. 

The  following  points  are  claimed  for  this  Guard  : — 

1st. — It  in  no  way  interferes  with  the  Feeding  of  the  Machine. 

2nd. — It  acts  instantaneously. 

3rd.— It  is  self-acting  in  all  parts. 

4th. — It  guards  the  Drum  Mouth  completely  round,  thus  by  it  the  ends  of  Drum  Mouth  where 
the  most  danger  is,  are  as  efficiently  guarded  as  the  back  and  Feed  Board  side  of  Beaters,  but  still  in 
such  a  manner  as  not  to  interfere  with. the  feeding  in  the  least. 

5th. — It  is  nearer  the  Beaters  than  any  other,  and  therefore  much  more  likely  to  save  life  and 
limb  in  case  of  accident. 

It  can  be  fixed  to  any  make  of  Drum,  and  the  cost  of  fixing  will  compare  favourably  with  any 
other. 

Price  £3,  exclusive  of  fixing. 


FI  so  N'S 

PATENT   SAFETY   DRUM   GUARD. 

In  this  Drum  Guard,  the  Feed  Board  is  balanced  by  an  adjustable  weight,  and  connected  by 
chains  to  a  Guard  Roll,  so  arranged  that  when  any  unusual  weight  comes  upon  the  upper  or  front 
part  of  the  Feed  Board,  the  rear  part  of  the  Feed  Board  is  raised  and  the  Guard  BoU  at  the 
same  time  lowered  to  meet  it,  entirely  closing  the  Drum  Mouth. 

The  Guard  Pulleys  over  which  tne  chains  pass  revolve  on  Studs  fixed  in  Slots  in  the  Brackets, 
so  that  the  Feed  Board  can  be  set  at  difiierent  inclinations. 

Price  £3,  exclusive  of  fixing. 


P  AMPLI  N'S 

PATENT   SAFETY   DRUM   GUARD. 

This  Guard  consists  of  a  Hood  and  Self-acting  Flap,  hinged  at  the  bottom,  constructed  so  that 
when  any  one  falls  on  the  Hood  or  Feed  Board,  the  Flap  instantly  closes. 

Price  £5,  exclusive  of  fixing. 


M  AYN  ARD'S 

PATENT   SAFETY   DRUM   GUARD. 

This  Guard  is  Self-acting,  effectually  and  instantaneously  closing  the  Mouth  of  thf  Dram  as 
soon  as  the  Feeding  is  intermitted. 

Price  £1  lOs.,  exclusive  of  fixing. 
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HUNT    &    TA^VELL'S 

THRASHING     MACHINES, 

For    Hand    and    Horse    Power. 

GLASS    A. 

The  Dram  of  these  Machines  is  on  the  principle  known  as  the  ''  Peg  Drum  "  and  consists  of  an 
iron  Cylinder  fitted  with  wrought  iron  Spikes ;  the  Concave  has.  similar  projecting  Spikes. 

By  these  means  the  Com  is  thoroughly  thrashed  and  falls  down  with  the  Straw. 

A  I.  For  Hand  Power,  18  inch  Drum £10  0  0 

Heavy  Fly- Wheel extra  £  1  12  6 

A2.  With  Spur  Wheel  and  Pinion  to  be  driven  direct  from  the  Horse  Gear...  £  9  10  0 

A3.  With  Pulley,  to  be  driven  with  Intermediate  Motion  and  Strap     £  8  0  0 

Stpa^v  Shakers  for  Al,  A2,  and  A3   Machines. 

5  feet  long £2  10    0  8  feet  long £4     5     0 

A5.  Same  as  A2,  with  Spur  Wheel  and  Pinion,  but  with  27  inch  Drum       ...  £1115  0 

A6.  Same  as  A3,  with  Pulley,  27  inch  Drum    £10    5  0 

Bevil  Intermediate  Motion £  3    0  0 

A7.  Similar  to  A6,  but  with  Bevil  Wheels  attached  to  the  Machine,  thus 

dispensing  with  the  separate  Intermediate  Motion    £15    0  0 

Straw  Shakers  for  A8,  A6,  and  A7  Machines. 

5  feet  long £3    5    0  8  feet  long ...    £5    0    0 


GLASS    0. 

HORSE    POWER   THRASHING    MACHINES. 

The  Drums  of  these  Machines  are  fitted  with  6oucher*s  Patent  Beaters.    The  Concaves  are  of 
wrought  iron. 

PRICES:- 

Fitted  with  Spur  Wheel  and  Pinion  for  driving  direct  from  the  Horse  Clear. 

Cl.  With  24  inch  Drum  ...     £20    0    0  C3.  With  36  inch  Drum  ...     £25    0    0 

C2.  With  30  inch  Drum  ...     £22  10    0  C4.  With  42  inch  Drum  ...     £27  10    0 

Fitted  with  Pulley  instead  of  Spur  Wheel  nnd  Pinion. 

Cl.  With  24  inch  Drum  ...     £18  10    0  C3.  With  36  inch  Dwjb.  ...    "i^^  ^^^  ^      ^ 

C2.  With  30  inch  Drum  ...     £21     0    0  C4.  With  42  Vw^^xsjcc^  ..^     ^^^ 

If  mounted  on  2-wheel  Carriage,  with  caR\.  \towNSrV\fe^^>  «xN:ww  ^^  ^ 


rtrk 
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THRASHING     MACHINES. 


MURRAY'S 

"TINY"   THRASHING   MACHINES, 

For  Hand,  Pony,  or  Horse  Power, 

The  Small  Machines,  No.  1,  are  made  entirely  of  Iron  and  are  well  adapted  for  hot  climatea. 
The^  are  simple,  compact,  efficient,  and  durable,  and  very  suitable  for  new  countries  where  transport 
is  difficult  and  costly . 

The  Sheaves  have  to  be  put  into  the  Machine  com  end  first. 


Number  of  Machine. 

No.  1. 

Hand  or 

Pony 

Spur  Gear. 

No.  1. 

No.  2. 

No.  2. 

No.  3. 

No.  3. 

Power. 

Hand  and 

Pony 
Spur  Gear. 

Hand  or 

Horse 

Spur  Gear. 

Pulley,  Belt,  & 

Intermediate 

Mt>tion. 

Pulley  for  2 

Horse  Power 

and  Revolving 

Shakers. 

Spur  Gear  for 

2  Horse  Power 

and  Revolving 

Shakers. 

Approximate  Bushels  per  hour 

10 

10 

14 

16 

24 

24 

Price  of  Machines 

Price  of  Horse  Gear     

Intennediate  Motion,  Pulleys 

and  Belts 

Shakers,  when  required 

£  6  10 
£70 

£  8    8 
£70 

£30 

£  8     8 
£10  10 

£  3   10 

£  7   10 
£  9     0 

£  3  10 
£  3  10 

£18  18 
£12    0 

£  5    0 

Always  made 
Revolving 

£19  19 
£14  14 

with 
Shakers. 

Price  complete      

£13  10 

£18     8 

£22     8 

£23  10 

£35  18 

£34  13 

E.xtra  Pole  to  Pony  or  Horse  Gear,  20/-  to  25/-  extra. 

Spur  Gears  are  only  suitable  when  the  Horse  Gear  can  be  placed  nearly  on  the  same  level  as  the 
Thrashing  Machine ;  wuen  a  Pulley,  Belt,  and  Intermediate  Motion  are  used,  the  Horse  Gear  can  be 
fixed  in  any  position. 

Crank  Shakers  when  required  must  be  ordered  with  the  Machines  ;  they  cannot  be  attached  to 
the  Ordinary  Machines. 

Approximate  Weights  and  Measurements,  Packed  for  Exportation. 


Approximate  Measurement. 

Gross  Weight. 

Nett 

Weight. 

Cubic  Feet. 

Cwt.  qrs. 

lbs. 

Cwt. 

qrs.  lbs. 

X .  i/.x,           ...          ...          ...          ...          ... 

...        23      .. 

. . .      < 

...     3     3 

0 

...     ... 

...     2 

3    0 

No.  2,  Spur  Gear 

...       27      .. 

•          * 

I  .      • 

..4    2 

0 

...     • • . 

...     3 

1  20 

No.  2,  with  Pulley 

...      26     .. 

■ . . 

4     1 

0 

...     • •• 

...     3 

0    0 

No.  2,  with  Shaker        

...       39     .. 

• 

> . .      « 

...     5     2 

12 

...     ... 

...     4 

0    0 

X^ V.  O,          ...         ...         ...         ...         ... 

...     100     .. 

Cul 

. . .      < 
bicFe 

...     7     3 

et. 

0 

•••  '  ••• 

Cwt. 

...     5 

qrs.  lbs. 

3    0 

Pony  Gear, 

23 

•  •  •            •  •  « 

...     4 

3  20 

Intermediate  Motion ... 

4 

•  •  •            •  •  • 

...     1 

0    0 

1  Horse  Gear      

39 

•  •  •            •  •  • 

...     8 

1    0 

Intermediate  Motion... 

7 

...     1 

1    0 

2  Horse  Gear     

54 

•  •  •            •  •  • 

...  10 

0    0 

Packing  in  Shell  Cases,  from  6d.  to  9d.  per  cubic  foot  according  to  strength. 
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SMITH'S 

PATENT   STREET   SWEEPING   MACHINES. 

These  Machines  are  very  effective  for  Street  Sweeping,  one  horse  and  man  being  able  to  sweep 
about  15,000  square  yards  of  surface  per  hour. 

They  are  of  simple  construction,  the  wear  and  tear  being  confined  almost  entirely  to  the  '*  bass" 
of  the  Brush,  and  they  are  equally  efficient  on  pavement  or  macadam. 

JL  nee,  a  V  une  w  orKs      ••■     •••     •••     •••     •••     •••     •••     •••     •••     •«.     •••     •••.  Jt  v  u    u    u 

Brushes,  £2  15s.  per  set ;    Chains,  £1  3s.  each  ;   Chain  Pullejrs  10/-  per  pair. 


Directions    for    Use. 


1. — See  that  the  Shafts  are  put  at  such  a  height  that  the  Frame  of  the  Machine  will  be 
perfectly  level. 

2. — In  sweeping,  start  down  the  centre  of  the  road  and  return  on  the  left  side  of  the  part  swept, 
taking  the  delivered  mud  or  dust  on  the  way. 

3. — Always  turn  to  the  left,  and  raise  the  brush  in  going  round. 

4. — ^To  increase  or  decrease  the  pressure  of  the  Brush  on  the  ground,  slide  the  balance  weight 
backwards  or  forwards. 

5. — When  not  required  to  sweep,  in  moving  along  the  road,  throw  the  Brush  out  of  Gear  by 
raising  the  Catches  on  the  outside  Wheels. 

6. — Keep  the  Bearings  well  oiled  and  the  Chain  and  Bevil  Wheels  well  greased. 


SMITH'S 


PATENT    LAWN    SWEEPING    MACHINE. 

This  Machine  can  be  worked  by  Hand  Power  or  a  Pony.     It  sweeps  three  feet  wide,  and  can 
clear  7,000  square  yards  of  surface  per  hour. 

It  is  admirably  adapted  for  Park  Drives,  Lawns,  &c. 

A  X  l\/i2,    c*v    vilC/     Tr  vll  IviS  •••         ■••  •••  •••  •••  •••  •••  •••  ••  •••  ••*  •••         Xt  t  Ik         KJ        KJ 

If  fitted  with  Shafts  for  a  Pony,  £1  extra. 
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TREE     GUARDS. 

The^e  Tree  Guards  are  strong,  light,  and  elegant  in  appearance.    They  are  easily  fixed,  being 
made  in  two  parts,  connecting  by  bolts  and  nuts. 

Price  at  Works. 

No.  1.  Wrought  Iron   Tree  Guard,  5  feet  high,  2^  feet  diameter,    curved 

outwards  at  the  top,  with  Horizontal  Bars      £0  15    0 

No.  2.  Wrought  Iron  Tree  Guard,   6  feet  high,  2^  feet  diameter,  curved 

outwards  at  the  top,  with  Spiral  Bars  instead  of  Horizontal £0  18    0 

No.  3.  Wrought  Iron  Tree  Guard,  6  feet  high,  2  feet  diameter  m  centre, 

curved  outwards  at  top  and  bottom £110 

No.  4.  Wrought  Iron  Tree  Guard,  5  feet  high,  2^  feet  diameter,  Perpendicular 

Bars,  curved  outwards  at  the  top     £14    0 

No.  5.  Wrought  Iron  Tree  Guard,  5  feet  high,  2^  feet  diameter  at  bottom. 

Conical  Shape,  with  Vertical  Bars,  curved  outwrdas  at  the  top     £10    0 

The  following  Tree  Guards  are  made  like  ordinary  Iron  Hurdles : — 

No.  6.  Strong  Wrought  Iron  Tree  Guard,  4  feet  high,  5  feet  diameter £12     0 

No.  6.  Strong  Wrought  Iron  Tree  Guard,  4  feet  high,  4  feet  diameter £0  19     6 

No.  7.  Strong  Wrought  Iron  Tree  Guard,  4^  feet  high,  4  feet  diameter £16     0 

No.  7.  Strong  Wrought  Iron  Tree  Guard,  5  feet  high,  5  feet  diameter £1     9    0 

The  No.  7.  Tree  Guards  are  the  most  useful  against  cattle,  being  curved  outwards  at  the  top. 


Light  Wrought  Iron  Tree  Ouards  for  Streets  and  Roads  in  To-wne. 

No.  6A.  Light  Wrought  Iron   Tree  Guard,  6  feet  high  12  inches  diameter, 

xvu ii iiu  Jjaro       (••      •••      •••      •••      •••      •••      •••      •••      •••      •••      ■••      •••      dwvl    1a     v 

No.  7A.  Light  Wrought  Iron  Tree  Guard,  6  feet  high,  12  inches  diameter, 

V iut  i^ars  •••     •••     •••     .*•     •••     •«,     a«*     •••     •»•     ■••     •••     •••     •••     «qAI  i.«i    q 
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BURNE  Y'S 

WROUGHT   IRON   CATTLE   TROUGHS. 

Cattle  Trough,  with  Undamageable  Registered  Safe  Edge,  200  gallons    £4  10  0  . 

Do.                   do.                   do.                   do.         150       ,,        £3  10  0 

Do.                   do.                   do.                   do.         125       „        £3    0  0 

Do.                   do.                   do.                   do.         100       „        £2  10  0 

Wrought  Iron  Cattle  Trough,  with  Registered  Safe  Edge,  3  feet  long,  16  inches 

deep,  xo  incnes  wicie      ...     •••     .••     •••     •••     •••     •••     •••     •••     •••     #••  Jbi  i^b  o 

oervice  J30x     '••     *.•     .*•     ..•     *••     •••     •••     •••     •••     ••#     •••     •••     ttaexura  Jbu  1^  6 

Wrought  Iron  Trough,  Registered  Edge,  4ffc.  long,  16in.  deep,  18in.  wide £1  19  0 

5ft.  long,  16in.  deep,  18in.  wide £2    6  6 

6ffc.long,  IGin.  deep,  18in.  wide £2  13  0 

7ft.  long,  1  Gin.  deep,  ISin.  wide £3    0  0 

8ft.  long,  16in.  deep,  18in.  wide £3    6  6 

9ft.  long,  IGin.  deep,  1 8in.  wide £3  13  6 

3ft.  long,  13in.  deep,  18in.  wide £17  6 

4ft.  long,  IBin.  deep,  18in.  wide £1  14  6 

5ft.  long,  13in.  deep,  18in.  wide £2     10 

6ft.  long,  13in.  deep,  18in.  wide £2    8  6 

7ft.  long,  13in.  deep,  18in.  wide £2  15  6 

8ft.  long,  lain,  deep,  18in.  wide £3     16 

9fb.  long,  13in.  deep,  18in.  wide £3    8  0 

5ft.  long,  16in.deep,  24in.  wide £2  12  6 

6ft. lodg,  16in. deep, 24in. wide...     ...  £3    5  0 


Do. 

do. 

do. 

Do. 

do.  • 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Do. 

do. 

do. 

Circular  Drinking  Pans  for  Oattle,  with  Safe  Edge. 

^tj\i  v^miuus      ...      ...      ...      ...      ...      ...      ...      ...      ...      ...      ...      ...      ...      ...  jCf        V      \J 

JL i %}  vjimiUjus      ...      ...      ...      ...      ...      ...      ...      ...      ...      •■.      ...      ...      ...      ...  Jw4      V      0 

ivv  vraiions     tff     ...     .f.     «ff     ...     .f«     .f.     •«.     (ft     «.f     .f.     «ff     a.f     ••»  9c#^ ^^^   ^^ 
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TURNIP    CUTTERS. 


SAMUELSON'S 

IMPROVED  GARDNER'S   PATENT  TURNIP  CUTTEfi 

To  CUT  THE  Last  Piece,  and  with  Improved  Dibt  Separator. 


Single    Action    Cutters — 

With  30  KDivee,  each  cutting  |  of  an  inch  wide,  and  4  an  inch  thick,  or  if 

specially  ordered  f  thick — for  Sheep     £4   10 

Ditto    Ditto,    if  with  Wheels  and  Hantiles  to  move  about  easily extra    £0  10 

With  11  Knives,  each  cutting  pieces  1^  inches  wide  and  g  of  an  inch  thick — 

for  Cattle £4  10 


Single  Action  6-Knife  Slicer  for  Cattle,  with  Slicing  Kni 
an  inch  thick 


B  only,  cutting  |  of 


£4   10 
£4  10 


Single  Action  1-Enife  Slicer  for  Cattle 

Double    Action    Cutter — 

Cutting  for  Sheep  and  Cattle.     Has  30  Knives  for  cutting  finger  pieces,  each  1  \ 

of  an  inch  wide  and  f  thick — for  Sheep      (.fK  in 

And  Slicing  Knives  for  cutting  Slices  f  of  an  inch  thick,  the  whole  width  of(*       "     " 
the  Turn  ip — for  Cattle ) 

Any  of  the  foregoing  may  be  had  mounted  on  Wheels,  and  with  Handles  so  that  a  boy 
move  them  unaasist^  in  the  field,  10/-  extra. 

The  merits  of  the  Patent  Gardner  Turnip  Cutter  have  been  so  long  recognized  that  any  dets 
description  of  the  Machine  is  unnecessary. 


MOODY'S 

PATENT     ROOT     GRATER. 

This  Machine  cute  the  Roots  by  means  of  Gouge-shaped  Steel  Knives  into  ribands,  suitable  er 
for  mixing  with  cut  hay  or  straw,  or  for  giving  to  Sheep  without  mixing.  The  cut  stuff  falls 
the  interior  of  the  barrel,  and  is  discharged  at  the  end  by  rolling  down  the  incline  of  the  ba] 
The  Gouge  Knives  are  made  in  two  sizes, — one  for  cutting  coarse  ribands  for  sheep  1  inch  wid« 
about  f  mch  thick  ;  the  other  finer  ribands  for  lambs  J  inch  wide  by  J  inch  thick. 

No.  1.  Coarse,  for  Sheep       £4  10     0 

No.  2.  Finer,  for  Lambs £4  10     0 

If  with  Wheels  and  Handles,  extra,  10/-, 

The  appearance  of  this  Machine  is  similar  to  that  of  Oardner's  Turnip  Cutter. 


TURNIP    THINNERS. 


SMITH'S 

IMPROVED   PATENT   ONE-ROW   TURNIP 
THINNER. 


'I  his  Implement  is  made  principal)]'  of  iron,  and  consistB  of  a  Rectangular  Prune,  carrying  a 
Revolving  Cutter  driven  from  the  Travelling  Wheekby  means  of  Gearing. 

The  Spokes  of  the  Cutter  Wheel  are  armed  with  Knives,  set  at  an  angle  of  about  45°  to  the  line 
of  draught. 

The  Thinner  will  work  on  Ridge  or  Flat,  aud  will  set  out  Mangold  Wurtiel  in  banches  twelve 
inches  apart,  leaving  them  sixteen  inches  when  singled ;  and  Turnips  nine  inches  apart,  leaving  them, 
twelve  incbes  when  dngled. 

Price  of  Patent  One-Row  Turnip  Thinner - 


«i»'»S» 
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TURNIP    THINNERS. 


SMITH'S 

PATENT  TWO-ROW   TURNIP   THINNER. 


B7  means  of  this  Implement,  two  rows  of  Tamips-  or  Uangold  Wnrtzel  oaa  be  buaohed  at  onoe 
leaving  them  from  twelve  to  fourteen  inches  apart,  either  on  the  Kidge  or  Flat 

'Fbe  Cutter  Wheels  are  26  inches  diameter  and  carry  eight  Knives  each. 

Where  die  crop  b  thin  or  irregular,  the  handles  can  be  raised,  and  the  Cutters  carried  dear  (tf 
the  pUnta.  The  depth  of  cutting  is  regulated  by  a  small  Guide  Wheel,  and  the  Travelling  Wheels 
are  easily  adjusted  to  the  width  of  tiie  rows. 


Price  of  Patent  Two-Row  Turnip  Thinner 


£8  10    0 


VELOCIPEDES 


HILLMAN    &     HERBERT'S 

'PREMIER"     DHF.     BICYCLE 

(DOUBLE    HOLLOW    FORK). 


In  this  Machine  the  Front  Pork  is  constructed  uf  four  lengths  of  cold  drawn  Steel  Tube,  (two 
on  each  side  of  the  wheel,)  secured  at  the  bottom  in  lug.'t,  to  which  the  bearings  are  pin  jointed. 
The  upper  part  is  connected  by  two  Brifiges  or  pktes,  which  form  (with  that  part  of  tlic  tubes 
between  them,)  what  is  generally  known  as  the  Head  of  the  Machine  ;  these  Bridges  also  carry  the 
pivots  upon  which  the  Backbone  is  hinged,  aud  the  top  one  also  forms  the  Handle  Bracket.  Tlie 
Handle  Bar  is  of  best  steel.  The  Wheels  are  made  with  from  60  to  80  spokes,  Parallel  Bearing.s, 
Adjustable  Cranks,  \J  St«el  Felloes,  and  pure  ?ar&  Tires.  All  Bearings  are  Flint  Bard. 
P  E  I  O  E  S  :- 
Painted  in  3  Colors,  with  best  Buffalo  Horn  Handles,  Det^achable  Cranks,  (Roadster  or  Racer). 


Front  Wheel. 

Fr..nl  Wheel. 

42  inches 

£14  10     0 

52  inches      £1S  10 

44  inches 

£14  10    0 

54  inches      £16     0 

46  inches 

£14  10     0 

56  inches      £16  10 

48  inches 

£14   10     0 

58  inches      £17    0 

50  inches 

£15     0    0 

EXT 

60  inches      £17   10 

RAS. 

Ball  Bearings 

o  Front  Wheel 

^10      0 

Half  Bilglil  includLne  Fork,  Head 
and    Neck,    Brake    anil    Foot 

Back 

Brake,  Lever 

Spoon      

Rests,  Cranks,  Spring,  Handle 

Fool  Resis 

Bar  and  Back  Fork  Ends      ...     £o  i 

All  lirifiht  wi 

hGikicd  Felloes 

;:.  /1 10  o 

Nickel     Plating    all    over    except 

All  Btighi  Felloes 

,.,    iToio    o 

Felloes      /6 

Ivory  Handles £\ 

1,172  miles  has  been  covered  i 
belt  previous  record  by  111  miles. 
70 


days  by  G.  Waller  on  one  of  these  MacViisMtC^»3j»«it,''s*K. 
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VELOCIPEDES. 


HILLMAN    &     HERBERT'S 

"PREMIER"     BICYCLES. 

The  Patent  "  Premier"  No.  1. 

The  speciality  of  this  Machine  is  the  Front  Fork,  which  is  braced  up  on  the  suspension  principle, 
by  a  neat  arrangement  of  steel  rods  in  front.  The  junction  of  the  rods  forms  a  holder  for  tne  Front 
KoUer  Break,  which  is  both  effective  and  safe. 

The  Steering  Arrangement  is  upon  the  centre  principle,  and  can  be  adjusted  with  the  greatest 
ease  and  precision.    The  Head  whicn  carries  the  Pivots,  is  a  solid  forging  with  the  Fork. 

The  Neck  runs  up  into  a  solid  part  of  the  Head,  thereby  relieving  the  top  or  adjustable  centre 
of  all  strain. 

The  patent  Back  Wheel  Pin,  with  adjustable  cones,  will  be  found  of  great  advantage,  as  the 
wheel  cannot  by  anv  possibility  lock  or  get  out ;  both  ends  of  the  Back  Fork  are  solid,  i.  e.,  not  slotted, 
neither  has  the  Fork  to  be  sprung  out  to  admit  or  take  out  the  wheel,  as  in  the  case  of  all  other  back 
wheel  cone  arrangements. 

Prices  of  the  Patent  "  Premier,"  No.  1. 

Painted  in  Three  Colors,  Road  or  Racing. 


Diameter  of  Front  Wheel 

Diameter  of  Front  Wheel. 

42  inches 

...     £14    0 

0 

52  inches 

...     £15     0 

0 

44  inches 

...     £14    0 

0 

54  inches 

...     £15  10 

0 

46  inches 

...     £14    0 

0 

56^  incnes 

...     £16    0 

0 

48  inches 

...     £14    0 

0 

58  inches 

...     £16  10 

0 

50  inches 

...     £14  10 

0 

60  inches 

...     £17    0 

0 

Complete  with  Saddle,  Brake,  Pocket  Oil  Can,  Spanner,  and  Foot  Rests,  with  Bright  Cranks, 
Spring,  Stay  Rods,  Hubbs,  Spokes,  Handle  Bar,  and  Bracket.  Half  Bright  20/-  extra ;  All  Bright 
30/-  extra.    The  new  Ball  Bearings  to  Front  Wheel,  20/- ;  Back  Wheel,  20/- 


The  "  Premier  "  No.  2. 
Prices  Painted  in  Three  Colors. 


Diameter  of  Front  Wheel. 

Diameter  of  Front  Wheel. 

44  inches 
46  inches 
48  inches 
50  inches 
52  inches 

...     £10    0 
...     £10  10 
...     £11     0 
...     £11  10 
...     £12     0 

0 
0 
0 
0 
0 

54  inches      

56  inches      

58  inches      

60  inches      

...     £12  10 
...     £13     0 
...     £13  10 
...     £14     0 

0 
0 
0 
0 

Complete  with  Saddle,  Pocket  Oil  Can,  Spanner,  Bright  Cranks,  Spring,  Hubbs,  Spokes,  Handle 
Bar,  and  Bracket.  Extras — Hubbs,  Cranks,  and  Bearings  same  as  rJo.  1,  10/6,  Ball  Bearings  to 
Front  Wheel,  30/- ;  to  Hind  Wheel,  25/- ;  Brake,  10/- ;  Foot  Rests,  5/- 

No.  2  has  the  same  Head  and  Neck  as  No.  1,  but  the  bearings  of  the  front  wheel  are  adjustable 

cones ;  the  stay  rods  and  brake  are  omitted  ;  felloes  of  V  steel  with  bevelled  edges,  and  pure  rubber 

tires;  but  the  whole  Machine  is  strong,  and  calculated  to  stand  any  amount  of  rou^h  woiic.    The 

workmanship  and  material  are  of  the  highest  quality.     Its  extreme  simplicity  enables  it  to  be  offered 

*  a  less  price  than  the  No.  1.    It  has  the  same  Back  Wheel  Pin,  Spring,  Pedals,  Lubricators,  &c. 
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HILLMAN    &     HERBERT'S 

"PREMIER"      BICYCLES 

The  "Ppemier"   No.  3. 
Prices,  Painted  in  Three  Oolors,  for  Road  or  Racing. 


"ront  Wheel. 

* 

Front  Wheel. 

• 

42  inches      ...     . 
44  inches      ...     . 
46  inches      ...     . 
48  inches      ...     . 
50  inches      ...     . 

£12  10 

£12  10 

£12  10 

£13     0 

£13  10 

0 
0 
0 
0 
0 

52  inches      ...     . 
54  inches 
56  inches      ...     . 
58  inches      ...     . 
60  inches 

£14     0 

.      ...     £14  10 

£15     0 

..      ..     £15  10 
£16     0 

0 
0 
0 
0 
0 

The  guiding  arrangement  of  the  above  Machine  is  in  principle  similar  to  the  two  preceding,  but 
differs  somewhat  in  construction,  the  head  being  cylindrical,  with  an  aperture  in  front  of  sufficient 
size  to  admit  the  neck,  and  allow  the  front  wheel  being  turned  in  guiding.  The  spring  is  the 
ordinary  bow,  but  the  patent  "Premier"  can  be  fitted  if  desired,  without  further  charge.  The 
bearings  of  the  front  wheels  are  cones,  and  the  brake  acts  upon  the  front  or  hind  wheel,  as  may  be 
preferred.     Other  parts  of  this  Machine  not  referred  to,  are  same  as  No.  1. 

Front  Wheel  Ball  Bearings,  30/- ;    Back  Wheel  Ball  ditto,  25/-. 

The  Wheels  of  all  these  Machines  are  upon  the  Spider  principle,  with  Nipples  and  Hexagonal 
Lock  Nuts,  Spokes  of  a  special  quality  of  mild  steel,  and  crescent  or  V  section  Felloes  of  Bessemer 
steel.    The  Tires  and  Pedal  Rubbers  are  of  pure  Pard  rubber. 


BOYS'       BICYCLES. 

These  are  of  the  same  pattern  as  the.  No.  2,  and  of  the  best  material  and  workmanship,  and  are 
made  with  36,  38,  and  40  inch  wheels  only. 


Length  of  leg,  inside 
measurement  to  sole  of  foot. 


25  inches     ... 


•••  .••  •••  ••• 


Front  Wheel. 

36  inches     ... 


...     •..     ...     ... 


Price. 
...     £7     0    0 


jS\}  incnes     ...     ...     «•*     .•■     ...     ...      oo  incnes     ...     ...     ...     •*.     ...     •••     jc**     vi    vi 

^1  incnes     ...     ...     ...     ...     ...     ...      4u  incnes     ...     ...     ...     ••«     »»«     •»*    **v    ^*    ^^^ 

Complete  with   Saddle,    Spanner,   Oil  Tin,   and   L^viXsTiRS^-^- 


1  «   rv   < 


T«     1   ^" 


«  \ 


VELOCIPEDES. 


HILLMAN    &     HERBERT'S 

"PREMIER"     TRICYCLE. 


Tlie  "  Premier  "  Tricycle  has  two  large  wheels,  usually  from  46  to  50  incliea  diameter  (one  of 
ffhicb  is  the  driver)  aud  one  small  guiding  wheel,  22  inches  diameter.  The  large  wheels  are 
inuunted  upon  a  Double  Throw  Crank  Axle,  running  in  Anti-Friction  Roller  Bearings,  bolted  to 
a  horizontal  rectangular  frame,  which  forms  the  main  frame  work  of  the  Machine. 

To  it  are  fixed  three  C  Springs  which  support  the  Seat,  while  two  rods  extend  downwardi 
ti>ward!:>  the  ground  and  carry  a  har  upon  which  the  Pedal  Levers  are  pivoted. 

The  Guiding  Wheel  runs  upon  an  adjustable  Double  Coned  Pin  in  an  upright  Fork,  about  four 
fi '^'t  in  advance  of  the  before  mentioned  Axle,  and  in  a  line  midway  between  the  large  wheels  of  tk 
Fiirk  ;  tliu  Guiding  Handle  is  pivoted  in  such  a  manner,  as  to  permit  of  its  being  reversed  or  tnnw^ 
over  to  druw  the  machine  along  when  mounting  a  steep  hill.  j 
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HILLMAN    &     HERBERT'S 

"PREMIER"     TRICYCLE 

(OONTINUED). 

The  connection  between  the  main  body  of  the  Machine  and  the  Guiding  Wheel,  is  of  stout  tube, 
curved  entirely  out  of  the  way  of  the  feet  and  legs,  thereby  adapting  it  to  the  requirements  of  ladies 
as  well  as  gentlemen. 

The  Pedals  are  cushioned  with  india  rubber,  and  the  Levers  are  pivoted  upon  a  steel  bar, 
suspended  as  before  described,  from  the  main  frame,  directly  under  the  Axle,  and  as  near  the  ground 
as  perfect  immunity  from  contact  with  projections  thereon  will  permit. 

The  connection  between  Pedal  Lever  and  Crank,  is  adjustable  to  suit  different  lengths  of  leg. 
The  Felloes  of  the  Wheels  are  U  shaped  steel,  and  the  Tires  of  ParJi  Rubber. 

A  Step  is  conveniently  placed  on  the  right  side  for  mounting,  and  dismounting,  and  a  powerful 
Lever  Brake  with  Roller,  is  arranged  to  act  on  the  Driving  Wheel  in  descending  hills. 

A  large  quantity  of  luggage  can  be  carried  at  the  back  of  Seat. 

Prices  of  the  Patent  "  Premier "  Tricycle. 

Diameter  of  To  Seat  One  Person. 

Large  Wheels. 

vktc  JlUl/UCo  ••«  •.  ...  **t  ...  *..  ...  •••  ...  ...  •■•  ...  «.«  •.•  j^  X  O  v/  Vf 

40  UlvUviSi  ...  •••  ...  ...  ...  ...  ...  .•*  ...  ...  «••  ••.  ..«  ..»  Jw A V  Xvf  Vf 

40  XUi/LiCal  ...  ...  ...  ...  *••  •..  .«.  •..  «(«  (a,  «a,  ,,,  «,,  ,,,  JC0 X.  4  \}  V7 

v\J  lili/LicB  ...  a.  ...  ...  ...  ...  ...  ...  •••  ...  ...  ...  •..  ...  jj I  4  X\J  {J 

To  Seat  Two  Persons. 

^^    llii/Llco  ...         ...        ...        ...         ...         ...         ...        •••         ...         ..  ,,,        ...        ,.,         ,.  if^K)    Ivf       \J 

*W       lllUllt^  ...  ..a  ...  ...  ...  ...  ...  •«.  •«,  ,,,  ,,,  ,,,  ,,,  ,,,  Jti^J.  \}  \) 

40    lliC'ilix}  ...        .1.        •••  ..        ...        ...        ...  (.        ,,,        ,,,        ,,  ,,,        ,,,        ,,,       jt«l     L\j       \) 

v\J     lllOllt^  ...  ...  ■■•  ...  .*•  •••  (■.  «««  ...  ...  ,,,  ,,,  ,,,  ,,,         J^ji^         \J         \J 

Painted  in  3  Colors.    Spanner  and  Oiler  are  supplied  with  each  Machix^'^^ 


WAGONS. 


BALL'S      WAGONS. 


Light  Wagon,  with  narrow  Wheels,  2j  inches  by  J  inch  Tire £35  0  0 

General  Purpose  Wagon,  extra  strong,  with  Wheels  3  inches  by  }  inch  Tire  ..  £37  0  0 
General  Purpose  Wagon,  extra  strong,  with  Wheels  4  inches  by  |  inch  Round 

Sole  Tire        £39  0  0 

General  Purpose  Wagon,  with  Wheels  4^  inches  by  f  inch  Round  Sole  Tire...  £41  0  0 

Double  Shafts       extra  £  2  0  0 

Deep  Boards  all  round,  very  strong ...    „  £  2  0  0 

Hind  Ladder,  Lock  and  Drag  Chain „  £  1  0  0 

Improved  Break „  £  3  10  0 

These  Wagons  are  of  good  constniction,  and  the  materials  and  workmanship  of  best  quality. 


CROSSKILLS'      WAGONS. 


Light  Wagon  to  carry  3  tons.  Tire  2j  inches  wide    

Strong  Wagon  to  carry  4  to  5  tons.  Tire  3  inches  wide    

Strong  Wagon  to  cany  G  tons  or  upwards,  Tires  3  inches  wide 
Patent  Axles  and  Oil  Boxes, 
Improved  Double  Break 
Drag  Chain  and  Shoe  ... 

Double  Shafts       

High  Side  and  Knd  Boards 
Harvest  Ladders 


.     ...     £36    0 

0 

.     ...     UO    0 

0 

.     ...     £43    0 

0 

extra    £  2  10 

0 

„        £40 

0 

„        £  1  10 

0 

.,        £  8     0 

0 

„        £80 

0 

„        £  1  10 

0 

WAGONS. 
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BRISTOL     FARM     WAGON. 

This  Wagon  is  strong  and  light  in  draught  and  will  turn  in  its  own  space.    Framing  of  Oak, 
Sides  and  Bottom  of  Elm,  fitted  complete  with  Front  and  Back  Hay  Ladders. 


No.  0.  Wagon  to  carry  1^  tons,  2^  inch  Wheels 
No.  1.  Wagon  to  carry  2  tons,  2  J  inch  Wheels 
No.  2.  Wagon  to  carry  2^  tons,  3  inch  Wheels 
No.  3.  Wagon  to  carry  3  tons,  3J  inch  Wheels 
No.  4.  Wagon  to  carry  4  tons,  4^  inch  Wheeb 
No.  5.  Wagon  to  carry  4    tons,  6    inch  Wheels 


•  t  «••  •••  •  •  9  ••< 


I  •  •  I 


..     £29  10    0 
..     £33  10    0 


*.         •*.         •.•         ...         •.»         t*.        Jwd  f        Vf        Vf 

•  •       •••       •.•       •«•       •••       .••      J&4  X    1.  U      V 


I .       ... 


••  •.•  •*•  •■•  aO^  V  U  \J 
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MILLERS'      W  AGO  N  . 

Fitted  with  Springs  and  Patent  Axles,  specially  adapted  for  Millers'  work  and  for  general  sack 
hauling. 


No.  1.  Body  8  feet  by  3  feet  6  inches,  to  carry  1  ton  ... 
No.  2.  Body  9  feet  by  3  feet  8  inches,  to  carry  1^  tons... 
No.  3.  Body  10  feet  by  4  feet  0  inches,  to  carry  2}  tons ... 
No.  4.  Body  11  feet  by  4  feet  4  inches,  to  carry  4    tons ... 


• • •     ... 


...     •  *  • 


...     *  *• 


. «     ... 


£38  10  0 

£38    0  0 

£42    0  0 

£47     0  0 


Tilt  with  Curtains  at  Front  and  Back,  either  Portable  or  ftxed. 


x^ 0 .    1 .    OlXitS       ...        ...        ...        *.. 

xM  0 .  Mw  oii&e    ...   '*••     ...     ... 

No.  3.  oize    • 

No.  4.  Size    

Double  Shafts  or  Pole 

Driver  8  Seat 


Brake  for  application  to  both  hind  wheels  .. 


>  * .     ...     .  I 


••«     ...     *. 


I  •  *     .  I 


• .     ...     . * 


•  •      ...     . . 


>  •  .  a 


' • •  ...  .  I 


£500 

£600 

£700 

£800 

£200 

£200 


•• •     * .. 


^^5:^    ^ 
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WATER    CARTS. 


BAKER'S    IRON   WATER   CARTS. 


lliis  Cart  has  an  iron  Body  of  Cylindrical  Shape,  and  the  Axle  is  placed  ander  the  ceatie  or 
through  the  body,  as  preferred. 

Two  Stays  can  be  attached  behind  to  prevent  the  Cart  tipping  up  vhen  the  horse  ia  remoTed, 

No.  6.  Containing  180  Qallons,  i  inch  wrought  iron  Wheels,  vith  Cranked 

Axle  when  required      £18     0  0 

No.  7.  Containing  laO  Gallona,  4  inch  wrought  iron  Wheels £17  10  0 

Pump     ...  £  2  15  0 

India  Rubber  Suction  Hose,  per"  foot £0    2  6 


BAKER'S     WATER     CART, 

For    Traction    Engines    and    Liquid    Manure    Drills. 

Mounted  on  strong  cast  iron  Brackets  to  raise  the  Body  of  the  Cart  high  enough  to  dischuge 
into  the  tanks  of  Engines  and  Drills. 

No.  11.  Containing  190  Gallons,  3    inch  Wood  Wheeb,  mounted  on  Brackets    £18     6  0 

£18  12  6 

£19     2  6 

£19  12  6 

»  ,.  »  £20     2  6 

£17     2  $ 

£17  12  6 

£18     2  fi 


No.  12. 

180 

,       H  inch 

No.  13. 

180 

,       4    iDch 

No.  U. 

180 

,       4iinoh 

No.  15. 

180 

5    inch 

No.  16. 

150 

,       3    inch 

No.  17. 

150 

,       3^  inch 

No.  18, 

150 

,       i    inch 

Pump  with  Brass  Tail  Piece.. 


Suction  Hose,  per  foot  2/6  to  8/6 


WATER    CARTS. 


COLEMAN   &    MORTON'S   WATER   CART. 


This  G&it  hae  a  circular  wrought  iron  Body  with  cast  i 
Wheels.    The  Pump  has  gun  metal  Valves  and  Seatiugs. 

PoDy  Cart,  to  hold  80  OallonB     

Portable  Pump  for  ditto,  2^  inch  bore        

Cart,  to  hold  100  Gallons     

„       ISO      , 

Portable  Pump  for  ditto,  3  inch  bore 

Cart,  to  hold  150  Gallons     

„       190      „  

Portable  Pump  for  ditto,  4  inch  bore 

India  Rubber  Suction  Hose,  per  foot 

Iron  Spreader  for  Water      


Ends,  mounted  on  wroi%ht  iron 


£11  10 
£  2  S 
£13  0 
£14  0 
£  2  15 
£15  0 
£16  0 
£  3  15 
2/6  to  3 
£  -i     0 


COLEMAN     &    MORTON'S 

STREET     WATER     CART. 

ThU  Cart  is  of  similar  construction  to  the  above,  holding  200  gallons. 

Pitted  with  wrought  iron  Spreader,  Driver's  Seat,  and  strong  Wood  Wheels,  price  £23    0    0 

Pump     extra  £  3  15    0 

India  Rubber  Hose,  per  foot        ^."^    %   '^ 


558  WATER    CARTS. 


REEVES' 

IRON      WATER      CART 

(RICHARD'S    PATENT)    CENTRAL    DELIVERY. 

In  this  Cart  the  water  is  delivered  from  the  centre  of  the  Barrel  instead  of  the  bottom  ;  the 
Body  being  caused  to  rotate,  when  the  cart  is  being  emptied,  so  as  to  bring  the  wat-er  from  the 
bottom  to  the  centre. 

This  arrangement  lowers  the  centre  of  gravity  by  a  distance  equal  to  half  the  diameter  of  the 
Barrel,  thus  reducing  the  strain  on  the  horse  and  the  risk  of  capsizing. 

To  contain  175  Gallons,  3^  inch  Wheels    £19     0  0 

To  contain  240  Gallons,  4    inch  Wheels    £23    0  0 

Pump  and  16  feet  of  Suction  Hose     £  4  15  0 

Extra  for  Wheels  with  4^  inch  Tires £  1     0  0 


REEVES' 

IRON     WATER     CARTS 

(BOTTOM    DELIVERY.) 

The  Bodies  are  wrought  iron  cylinders,  mounted  on  the  wood  Shafts  and  carried  by  strong  iron 
brackets  attached  to  the  Axle. 

To  contain  130  Gallons,  3    inch  Wlieels,  Delivery  3  feet  high        £15  0  0 

To  contain  175  Gallons,  3i  inch  Wheels,  Delivery  3  feet  high        £17  0  0 

To  contain  240  Gallons,  4    inch  Wheels,  Delivery  3  feet  high        £20  0  0 

Pump  and  16  feet  of  Suction  Horse    £  4  15  0 


REEVES' 

IRON     WATER     CARTS 

(FOR     STEAM    CULTIVATION.) 

These  Carts  are  provided  with  extra  strong  Wheels  and  Back  Stays. 

To  contain  130  Gallons,  3    inch  Wheels,  Delivery  4  feet  2  inches  high £16  0  0 

To  contain  175  Gallons,  3^  inch  Wheels,  Delivery  4  feet  2  inches  high £17  0  0 

To  contain  240  Gallons,  4    inch  Wheels,  Delivery  4  feet  2  inches  high  ...     ...  £22  0  0 

Pump  and  16  feet  of  Suction  Hose     £  4  15  0 


WATER     FILTERS.  559 


LIPSCOMBE'S     FILTERS 

Remove  Lead,  Lime,  and  Sewage  from  Water,  and  are  self-cleaning.     They  will  purify  River,  Pond, 
Rain,  or  Spring  Water  in  the  most  perfect  manner. 

Stoneware  Filter  for  one  person  or  a  Dressing- Room  ..      8/6  and    12/- 

„     for  Office  or  Nursery 12/-  and    16/- 

„     for  a  Family 16/-,  20/-,  25/-,  30/-,  35/-,  50/-,  80/-  and  100/- 

„     Cased  for  board  Ship  or  Camp 9/6  to    80/- 

Filters  packed  in  Strong  Hamper,  extra  1/- 


\  !' 


)» 


>i 
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LIPSCOMBE'S   CISTERN    FILTERS. 

These  Filters  are  placed  inside  the  ordinary  House  Cistern,  so  that  the  impure  water  passes 
upwards  through  the  Filtering  Media,  consisting  generally  of  Porous  Stones  and  Powdered  Charcoal, 
into  the  Pure  Water  Reservior,  from  which  it  may  be  drawn  off  cold  by  the  Pure  Water  Tap,  or 
supplied  direct  to  the  Boiler. 

The  Filter  can  readily  be  cleaned  by  withdrawing  a  plug  from  the  upi>er  part,  so  as  to  allow 
the  water  to  nish  through  backwards,  thoroughly  expelling  all  impurities  in  its  course. 

One  Filter  to  purify  250  Gallons  per  day £  6  0  0 

Two  Filters,  connected  together,  to  purify  500  Gallons  per  day       £11  0  0 

Three  Filters,  connected  together,  to  purify  750  Gallons  per  day   £16  0  0 

Four  Filters,  connected  together,  to  purify  1000  Gallons  per  day ...  £21  0  0 

One  Filter  is  generally  sufficient  to  supply  an  ordinary  household  with  drinking  water  and  hot 
water  from  the  boiler. 

Other  sizes  for  brewers  and  manufacturing  purposes  may  be  obtained  at  proportionate  prices. 
A  Cistern  Filter  can  be  fixed  in  about  three  hours. 


56o     WASHING,    WRINGING,    &    MANGLING    MACHINES. 


BRADFORD'S 

NEW    PATENT   "VOWEL"   Al    WASHING,    WRINGING, 
AND    MANGLING    MACHINES. 

"Vowel"  Al. 


Top  PresBure. 


Back  Pressure. 


These  combined  Washing,  Wringing,  and  Mangling  Machines  are  most  useful  for  &milies, 
laaking  next  to  the  Sewing  Machine  im  domestic  utility.  Thej  are  strong,  durable,  occupying 
comparatively  small  space,  and  the  workbg  parts  are  very  simple. 

They  require  very  little  labour,  and  have  no  internal  machinery  that » 

''  Vowel "  Al  Washing,  Wringing,  and  Mangling  Machine,  with  Top  Pressure 

or  Back  Pressure 

"  Vowel "  AE,  Family  Machine,  27  inch  Rollers 

"  Vowel "  E  do.  do.  do 

"  Vowel "  0,  large  Family  Machine    

"  Vowel "  02,  with  30  inch  Rollers  (for  St«am  Power) 
"  Vowel "  W3,  with  34  inch  Rollers  (for  Steam  Power) 


iiyure  the  finest  febrics 

Msnre 

...     £  6  10 

0 

...     f  7  15 

0 

...     f  S    8 

0 

...     £13  18 

0 

...     £16  16 

0 

...     £S1    0 

« 
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BRADFORD'S   IMPROVED   WRINGERS. 


These  Wringers  have  best  Vulcanized  India  Rubber  Rollers  and  Patent  Pressure  Link,  which 
relieves  the  Rollers  of  any  undue  strain. 

*'  Acorn  "  A,  small  size,  for  Wringing  and  Starching  Underclothing  and  Finery 

"  Acorn  "  C,  most  useful  and  durable  ;  will  wring  all  Household  Articles 

*' Acorn  "  C2,  ditto,  extra  large     

P2,  with  India  Rubber  Rollers  15  inches  long,  and  Reversing  Drip-board,  very 

suitable  for  large  Families,  Hotels,  &c 

62,  with  India  Rubber  Rollers  18  inches  long     

H2,  with  India  Rubber  Rollers  21  inches  long,  fitted  for  Hand  or  Steam  Power, 
with  Fast  and  Loose  Pulleys  and  Strap  Guide  complete,  reconmiended  for 
large  public  laundries,  where  Steam  Power  is  euiployerl     £10  10    0 


£1 

5 

0 

£1 

18 

0 

£2 

12 

0 

£3 

10 

0 

£4 

10 

0 

BRADFOR  D'S 

WRINGING   AND    MANGLING    MACHINES. 

No.  84,  with  Adjustable  Compound  Lever  and  Spring,  24  inch  Rollers    £3     5     0 

No.  85,  ditto,  ditto,  with  27  inch  Rollers  and  .strun^^  Brass  Caps      £3  15     0 


BRADFORD'S 


IMPROVED    PATENT  WRINGING   AND    MANGLING 

MACHINES, 

With  Lever  and  Weight  Pressure. 


•••         •••        ••• 


No.  0.  24  inch  Rollers 

No.  1.  27  inch  Rollers,  with  strong  Brass  Caps  ... 
No.  2.  30  inch  Rollers,  do.  do. 

No,  3,  34  inch  Boilers,         do.  do. 


•  ••   •••   •••   •••   •••   Jwv  \y      o 

•  ••  •••  •••  •  •  m  ••  J^tJ         LI  O 

•**  •*•  •»•  •••  -mm  aiW  -'^        Jl    f  O 


•  •  •        ff  < 


•  •  •         m 


i 


56= 


WEIGH     BRIDGES. 


FAIRBANK'S   WEIGHING    MACHINES 


Are  simple  in  con 
strnction,  very  sensi- 
tive and  accurate 
strong  and  durable, 


and  admit  of  various 


"C^- 

Length  of  Levers. 

Length  of 

Size  of  Platform. 

1      Length,  18  feet  to  24  feet      1 
(  Breadth,  9ft.  Gin.  to  lift.  Gin.  j 

Price. 

10 

16  feet 

6  feet  4  inches 

£65 

0     0 

10 

15  feet 

4  feet  6  inches 

1  Can  be  built  from  15  feet  to  f 

£62 

0     0 

8 

15  feet 

4  feet  6  inches 

1 
>  22  feet  long,  and  7  feet  3  inches  i 

£56 

0     0 

6 

15  feet 

4  feet  6  inches 

J        to  8  feet  9  inches  wide.        [ 

£52 

0    0 

10 

12  feet 

4  feet  6  Indies 

£56 

0     0 

8 

12  feet 

4  feet  6  inches 

Can  be  built  from   10  feet  to 

'■    £52 

0     0 

6 

12  feet 

4  feet  6  inches 

IG  feet  long,  and  7  feet  9  inches 

£47 

0     0 

5 

12  feet 

4  feet  6  inches 

to  9  feet  2  inches  wirtc. 

£42 

0     0 

4 

12  feet 

4  feet  6  inches 

£37 

0     0 

3 

11  feet 

4  feet  6  inches 

(      length,  10  feet  to  16  feet      | 
(       Breadth,  7ft.  4in.  to  9ft.       ) 

£33 

0     0 

2 

10  feet 

4  feet  0  inches 

(      Length,  10  feet  to  14  feet      1 
)  Breadth,  6ft.  lOin.  to7ft.  llin.  / 

£27 

0     0 

10 

6  feet  8  inches 

2  feet  3  inches 

£50 

0     0 

6 

6  feet  8  inches 

2  feet  3  inches 

Can   be  huilt  from  6  feet  to 

£38 

0     0 

4 

6  feet  S  inches 

2  feet  3  inches 

9  feet  long,  and  4  feet  4  inches 

£32 

0    0 

3 

6  feet  8  inches 

2  feet  3  inches 

to  5  feet  wide. 

£29 

0    0 

2 

6  feet  8  inches 

2  feet  3  inches 

£25 

0    0  1 

The  above  prices  are  e.tchisive  of  tht 
purchaser. 


cost  of  timber  and  foundation,  which  is  to  be  paid  hy  tht 


WEIGHTS    AND    MEASURES. 


5^3 


COMPARATIVE      WEIGHTS. 


One  English  Ton 


>  •  •  •  • 
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=  1016.0475  French  Kilogrammes. 

=  62.0257  Russian  Poods. 

=  20.3211  German  Centners. 

=  18.9519  Austrian  Centners. 

=  23.8874  Swedish  Centners. 

—  20.3211   Norwegian  and  Danish  Centners. 
=  22.4        United  States  Quintals. 

=  22.8089  Egyptian  Kant^ars. 

=  22.0815  Spanish  Quintaes. 

=  1016.0475  Dutch  Ponds. 

=  1016.0475  Belgian  Livres. 

=  69.1654  Brazilian  Arrobas. 

=  27.2209  Bengalese  Maunda. 

=  16.5155  Batavian  Peculs, 

—  3628.  Japanese  Kius. 


COMPARATIVE    LINEAL    MEASURES. 


One  English  Foot    . 


I  •  •  •  I 


.30479  French  Metres. 


ft 


tt 


tt 


It 


ft 


11 


11 


tt 


If 


tt 


ft 


ft 


11 


ft 
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Russian  Fuss. 


.9711     Prussian  Fus.s. 
.30479  German  Stabs. 
.9642    Austrian  Fuss. 
1.0658    Swedish  Pots. 
.30479  Belgian  Aunes. 
.30479  Dutch  Els. 


564  WHEELBARROWS. 


WHEELBARROWS. 

Garden  or  General  Purpose  Wheelbarrows, 
With   Hard  Wood   Frames   and  DeaJ   Linizigs,    Pamted,   Oomplete. 

No.  1.  With  Cast  Iron  Wheel       £17     6 

No.  2.  With  Hooped  Wood  Wheel      £l  10    0 

No.  3.  With  Wrought  Iron  Wheel       .^ £1  12     6 

Small   Wheelbarro>A^s   for  Youths. 

No.  4.  With  Deal  Frame  aud  Lining,  Ash  Legs  and  Cast  Wheel     ..  £0  17     6 

No.  5.  With  Deal  Frame  and  Lining,  Ash  Legs  and  Hooped  Wood  Wheel    ...  £12     6 

No.  6.  With  Hard  Wood  Frame  and  Legs,  Lined  with  Deal  and  Cast  Wheel...  £10    0 
No.  7.  With  Hard  Wood  Frame  and  Legs,  Lined  with  Deal,  and  Hooped  Wood 

TV  UUvX    ...  ...  ..  ...  *•■  •••  ...  •*•  ...  •••  ...  ...  •••  JCr  M,         V         V 

Coal   Barro>vs. 

With  Hard  Wood  Frame  and  Lined  with  best  Red  Deal,  painted  two  coats 

red ;  with  Wrought  Iron  or  Hooped  Wood  Wheel  20  inches  diameter     ...  £1   12     0 

Contractor's  Wheelbarrows. 

With  Ash  Frame,  Lined  with  Elm,  well  stayed  and  bolted,  and  Cast  Iron 

fY  neei       ...     .*.      ..     ...     ...     ...     ...     ...     ...     ...     ■*■     .**     *•*     *■*  Xf*-    "    v 

Stable   Barrows. 

With  Hooped  Wood  Wheel,  22  inches  diameter     £2  10    0 

High  Loose  aud  Side  Boards extra  £0    7     6 

Wrought  Iron  \Vheelbarrows. 

No.  1.  Wrought  Iron  Wheelbarrow,  with  Wrought  Iron  Wheel       £1  12    6 

No.  1.        Ditto  ditto  ditto  Galvanized,  extra  £0  12    6 

No.  2.        Ditto  ditto  ditto  not  Galvanized...  £2    2    6 

No.  2.        Ditto  ditto  ditto  Galvanized,  extra  £0  15    0 

Wide  Wheel  for  Garden  Walks     extra  £0    5    0 


WHIN,    GORSE,     OR    FURZE     MASTICATOR. 
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MACKENZIE'S   GORSE    MASTICATOR. 


Gorse  or  Furze  is 
ao  economical  and 
DUtritious  green  food 
for  horses  aod  cattle 
and  an  efficient  sub- 
stitute for  hay.  It 
is  an  excellent  milk 
producer  when  mixed 
with  other  food. 

The  Furae  is  cut 
up  into  short  lengths 
by  B«volving  Knives, 
and  is  then  paxsed 
between    a  pair     of 


Masticating  Rolls 
which  "effectually 
reduce  it  to  a  soft 
and  pulpy  condition, 
destroying  all  the 
prickles. 

'fhe  following  com- 
parative qualities  of 
various  foods  are  ex- 
tracted from  Tables 
compiled  by  Mr. 
Lawes  and  Professor 
Voelcker. 


Articles  of  Food. 


Purae  or  Gorse.. 
Carrots  ... 
Clover  Hay 
Cabbage  ... 
Eohl-Babi 
Kangolds 
Sweeds  ... 
Turnips  (Common) . 


Flesh  Formers. 


8  31  pet  cent. 
0.60  per  cent, 
4.27  per  cent. 
1.63  per  cent. 
2.75  per  cent. 
1.54  per  cent. 
1.94  per  cent. 
1.80  per  cent. 


No.  1.  For  Hand  or  Horse  Power 

No.  2.  For  One  Horse  Power       

No.  3.  For  Two  or  Three  Horse  Power 
No.  4.  For  Four  Horse  Power     


10. 


9.38  per  cent, 
per  cent. 
9.14  per  cent. 
5.06  per  cent. 
6.62  per  cent. 
8.60  per  cent. 
5.93  per  cent. 
4.43  per  cent. 


The  Price  includes  one  Pulley  with  each  Machine. 


£10  10  0 

£12  12  n 

£15  15  0 

£20     0  0 


By  the  addition  of  a  suitable  Hopper  as  shewn  in  the  engraving  the  Masticator  will  «.l«(^  « 
Beans,  Maize,  Peas,  &c.,  with  ease  and  rapidity.     Price  20/-  extra. 
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WHIPPLETREES. 


E.      PAGE     &     Co.'s 


IMPROVED     PAIR-HORSE    WOOD    WHIPPLETREES. 


The  above  Eagraviug  illustrates  a  set  of  Pair-horse  Whippletrees  with  Wood  Stretchers,  the 
hiuder  one  being  fitted  with  a  Hake,  so  that  the  set  can  be  used  with  two  or  three  horses  abreast, 
and  the  draught  can  be  regulated  according  to  the  strength  of  the  horses  when  working  in  pairs. 
None  but  well-seasoned  wood  is  used  in  their  construction,  and  for  their  lightness,  strength,  and 


simplicity  they  are  highly  recommended. 


A  A^A  V%?  •••      •••      •••      •••      •••      •••      ■••      •••      •••      •••      •••      •• 


•  •  •  •  •  < 


..     £0  11     6 


E.     PAGE     &.    Co.'s 


IMPROVED    THREE-HORSE    EQUALIZING 

Z        •  •  •  *  \  •  .  ^ 

WHIPPLETREES. 


•  4 


These  have  Wood  Stretchers,  and  ari^  suited  for  three- horses  drawing  abreast.     The  jointed 
Bar,  on  which  the  three  small  Whippletrees  are  fixe<l,  secures  an  equal  draught  for  each  horse. 

•  »  •     ••      • 

Price,  for  three  Horses £16    0 


WHIPPLETKEES. 
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E.      PAGE     &     Co. 's 

IMPROVED     WROUGHT     IRON      PAIR-HORSE 

TUBULAR    WHIPPLETREES. 


These  Whippletrees  are  constructed  on  the  same  principle  as  the  foregoing,  but  have  tubular 
wrought  iron  Stretchers  instead  of  wood.  For  strength  and  durability  they  are  confidently  recom- 
iuende<l. 


Price 


■  m  •   •  I 


I  •  •   •  • 


•  •  ' 


I  •  •   ■  • 


»••       ••       •«•       •••       j^yj    1  I       yj 


E.      PAGE      &      Co.'s 

IMPROVED     THREE-HORSE      TUBULAR 

WHIPPLETREES. 


These  are  on  the  same  principle  as  the  other  three-horse  Whippletrees,  but  being  fitted  with 
iron  iSfn»tchers  instead  of  wood,  they  are  much  mor^  durable  and  of  greater  strength. 

Price,  for  three  horses     ,.. •  ...  •  •..     ...     £2    0    0 
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WINE    BINS. 


SINGLE   WROUGHT   IRON   WINE    BINS, 


TO    FASTEN    TO    A    WALL. 


To  hold. 

In  a  Row. 

Width. 

Height. 

Depth. 

Price,  Painted. 

Price,  Qalvanized. 

3  dozen 

4 

1ft.  7in. 

3ft.  5in. 

1ft.  Oin. 

£0    7 

6 

£0  10    6 

6  dozen 

6 

* 

2ft.  2in. 

4ft.  2in. 

1ft.  Oin. 

£0  16 

0 

£0  19    0 

9  dozen 

6 

2ft.  2iu. 

6ft.  3in. 

1ft.  Oin. 

£1    2 

6 

£1  10    0 

12  dozen 

12 

1 

4ft.  5in. 

4ft.  2in. 

1ft.  Oin. 

£1    4 

0 

£1  12    0 

15  dozen 

12 

4ft.  5in. 

5ft.  3in. 

1ft.  Oin. 

£1  10 

0 

£2    0    0 

18  dozen 

12 

4ft.  5in. 

6ft.  3in. 

1ft.  Oin. 

£116 

0 

£2    8    0 

If  with  Doors,  Padlock,  &c.,  covered  Sides  and  Top,  2/9  per  dozen  bottles  extra  to  above  prices. 


DOUBLE   WROUGHT    IRON   WINE    BINS, 

To  stand  alone  or  to  fiaaten  to  a  wall. 


To  hold. 

6  dozen 

In  a  Row. 

Width. 

Height. 

Depth. 

Price,  Painted. 

Price,  Galvanized. 

4 

1ft.  7in. 

3ft.  5in. 

1ft.  6iin. 

£0  15 

_  ... 
0 

£1     0 

0 

12  dozen 

6 

2ft.  2in. 

4ft.  2in. 

1ft.  6iin. 

£1    4 

0 

£1  10 

0 

18  dozen 

6 

2ft.  2in. 

6ft.  3in. 

1ft.  6iin. 

£1  16 

0 

£2    7 

6 

18  dozen 

12 

4ft.  5in. 

dft.  Hin. 

1ft.  6^iu. 

£1  16 

0 

£2    7 

6 

24  dozen 

12 

4ft.  5in. 

4ft.  2in. 

1ft.  6iin. 

£2    2 

0 

£2  13 

0 

30  dozen 

12 

4ft.  5in. 

5ft.  3in. 

1ft;.  6iin. 

£2  10 

0 

£3    5 

0 

If  with  Doors,  covered  Sides  and  Tops,  2/9  per  dozen  bottles  extra  to  above  prices. 


Odd  sizes,  Painted       2/6  per  doaen  bottles. 

Odd  sizes,  Galvanized ; 3/6  per  dowo  bottles. 
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WIRE     FENCING. 

strained    Wire    Sheep    Fence. 

3  feet  6  inches  high,  with  five  Wires,  the  two  upper  ones  \  inch  diameter,  and  the  remainder 
yV  iiich  diameter ;  wrought  iron  Standards  8  feet  apart,  I4  by  -^  inch,  with  alternate  double-pronged 
and  anchor  feet.    Straining  Pillars  100  yards  apart. 

Price,  with  five  lines  of  solid  Annealed  Wire    per  yard    £0    11 

Ditto        ditto  Galvanized  Strand  Wire      „  £0    1    4 

3d.  per  yard  extra  for  fixing  ;  the  owner  finding  two  assistant  labourers. 


Strained  ^A/'ire  Fence  for  Oxen  and  Horses. 

4  feet  high,  with  six  lines  of  Wire,  the  top  one  being  about  ^  inch  diameter,  and  the  other  five 
being  J  inch  diameter.  Standards  of  U  by  f  inch  iron,  8  feet  apart.  Straining  Pillars  100  yaids 
apart. 

Price,  with  six  lines  of  solid  Annealed  Wire     perjrard    £0     13 

Ditto        ditto  Galvanized  Strand  Wire       „  £0    1     7 

3^d.  per  jrard  extra  for  fixing  ;  the  owner  finding  two  assistant  labourers. 


Strained  Wire  Fence  for  Oxen  and  Horses. 

4  feet  6  inches  high,  with  seven  lines  of  wire;    Standards  of  1^  by  |  inch  iron,  8  feet  apart. 
Straining  Pillars  100  yards  apart. 

Price,  with  seven  lines  of  solid  Annealed  Wire per  yard    £0  16 

Ditto        ditto  Galvanized  Strand  Wire    „  £0  2    0 

4d.  per  yard  extra  for  fixing ;  the  owner  finding  two  assistant  labourers. 

Side  Stays,  for  enrves  or  uneven  ground,  extra each    £0  3    0 
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WIRE     FENCING. 

Strained  Wire  Deer  Fence,  Game  Proof  and  Unclimbable. 

Six  feet  high,  with  ten  lines  of  Horizontal  Wires,  the  two  upper  ones  i  inch  diameter,  and  the 
lower  ones  yV  ^^^^  diameter. 

The  Vertical  Wires  t^V  inch  diameter  are  laoed  1^  inches  apart  on  the  Horizontal  Wires. 

*  »  .  .    . 

Standards  1^  inches  by  |  inch,  9  feet  apart,  with  anchor  formed  and  double-pronged  feet 
alternately,  18  inches  below  ground  ;  Octagonal  cast  iron  Straing  Pillars  100  yards  apart. 

X  &  Av/v/     •••  •••  •••  •••     -•••  •••  •••  •••  •••  •••  ••«  •••  •••  ••  L^w  L    y  CvX  \X        tfw  V         f  o 

Fixing  1/3  per  yard  extra ;  the  owner  providing  two  assistant  labourers. 


Strained  Wire  Deer  Fence. 


Six  feet  high,  with  twelve  lines  of  Wire,  the  six  upper  ones  J  inch  diameter,  and  the  six  lower 
ones  y\  inch  diameter. 

Standards  1^  by  §  inch,  6  feet  high  are  placed  9  feet  apart,  with  Intermediate  Standards  l\  by 
f  inch  diameter,  2  feet  3  inches  high  to  take  five  Wires  ;  the  Deer  are  thus  prevented  from  creeping 
through  the  fence. 

Octagonal  Straining  Pillars  of  cast  iron  with  Ornamental  Cap  are  placed  100 .yards  apart. 
jl  Li\/^i       •■       ••>      •••      .»•       ••      ...     ■>•      •••     ■..     ■««       ••      •«'.     ...     per  yarci     ju^     ^     *f 
Fixing  6d.  per  yard  extra  ;  the  owner  providing  two  assistant  labourers. 


Strained  Wire   Ox   Fence,  Game   Proof. 

With  Vertical  Wires  1 J  inches  apart,  /t.  inch  diameter  pointed  at  the  top,  and  laced  to  the 
Horizontal  Wires  to  a  height  of  2  feet  6  inches.     . 

Price       peryard    £0     3     6 

Fixing  1/-  jK»r  yard  extra  ;  the  owner  .providing  the  Stone  Blocks  and  two  labqurers. 
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WIRE       FENCING. 

Strained    Wire    Fence    for    Sheep. 

3  feet  6  inches  high,  with  five  lines  of  Galvanized  Strand  Wire,  the  top  one  }  inch  diameter, 
the  others  ^  inch  diameter.  Self-fixing  Standards,  9  feet  apart,  of  |  section,  with  rounded  edges. 
Self-fixing  Straining  Pillars  100  yards  apart. 

X  nee       •••      •••      •••       ••      •••      ••       •••      ■••      ***      •*•      ***      ■**      ■**     pvi  ycbivX     Jw^     *■     -l 

Fixing,  3d.  per  yard  extra  ;  the  owner  providing  two  assistant  labourers. 


Strained  Wire  Fence  for  Oxen   and  Horses. 

4  feet  high,  with  six  lines  of  Galvanized  Strand  Wire,  the  top  one  fV  ii^ch  diameter,  and  the 
others  J  inch  diameter.  Standards,  9  feet  apart,  of  |  section  with  rounded  edges,  and  Self-fixing 
Straining  Pillars  100  yards  apart. 

X  iioe        ...      .<■      ...      ...      ••        .«•      ...      .••      ...      ••.      •••      •••      •••      uc*  Vcirvi     Xfyf      X      4 

Fixing,  4d.  per  yard  extra ;  the  owner  providing  two  assistant  labourers. 


Extra    strong    Strained    Wire    Fence    for    Heavy    Cattle. 

4  feet  6  inches  high,  with  seven  lines  of  Galvanized  Strand  Wire,  the  top  one  fV  inches  diameter, 
and  the  others  \  inch  diameter.  Standards,  9  feet  apart,  of  |  section,  with  rounded  edges,  and 
Self-fixing  Straining  Pillars  100  yards  apart. 

L  A  1V\?  •••  •••  •••  »••  •  9^  •••  •••  •••  •••  •••  •••  •••  •••  LJI^l    jf  thh  \jL         J^yJ         J^  « 

Fixing,  4|d.  per  yard  extra  ;    the  owner  providing  two  assistant  labourers. 


Strained  Wire  Fence  for  top  of  Stone  Walls  or  sunk  Fences. 

2  feet  G  inches  high,  with  four  lines  of  Wire,  top  yV  inch  diameter,  others  ;y\  inch  diameter. 
Standards  i}  by  j  inch,  9  feet  apart.  Straining  Pillars  1  j  inches  s([uare,  100  yards  apart. 

X 1  idc       ...      ...     ...     ...     ...     ...     ...     ...     ...      ...      ...     ...     ...     per  yarci     Jw^     ^     o 

2  feet  high,  with  three  lines  of  Wire  ;    and  Standards  1   by  i  inch,   9  feet  apart.     Straining 
Pillars  Ij  inches  square,  100  yards  apart. 

1  rice       ..       ...     ...     ...     ...     ...       ,,     ,.,     ..,     ..,     ...     ...     ,,,     per  yard     j^\)     U     4 
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Agitators  for  Milk ..     77 

Agricultural  Locomotive  Engines 245,  246 

247,  248,  249,  250 

Air  Blowers 10 

Alarm  Guns 130 

American  Horse  Rakes 173,  178 

Anchors,  Self-moving 496 

Anvils 6 

Apparatus  for  Boiling  and  Steaming  Food..       8 

AppleParers  6 

Aquajects    184 

Archways  for  Gardens    180 

Artificial  Manures 268,  269 

Aspirators   5 

Augers,  Hollow  317 

Axles  for  Carts 44,    45 

Bakers*  Kneading  Machines 213 

Bands,  Driving  104,  210 

Bands,  Driving,  Hints  to  Users 152 

Band  Sawing  Machines 311,  362,  380,  381 

Band  Saw  Sharpening  Frame    365 

UA«.l/^«r     XT «-.  ••»  ..^  <^1 1  r\  w.  ^ 


Page. 

Bean  Hooks    9 

Bean  Mills  276,277,278,  279 

Bellows    491 

Belts,  Driving 104,  210 

Belts,  Driving,  Hints  to  Users  152 

Bicycles    549,550,  551 

BiU  Hooks  9 

Blowers    10 

Blowing  Fans 10 

Blowing  Machines  for  Com 29,     30 

Boiler  Compositions   32 

Boilers  for  Hot  Water  Apparatus  194,  195,  196 

BoilersSteam 493,  494,  495 

Boiling  &  Steaming  Apparatus  for  Food    8,  111 

Bolts  and  Nuts  9 

Bone  Mills  34,35,  280 

Boring  Machines 317,  324,  373,  375 

Brabant  Ploughs 399 

Brazing  Apparatus 365 

Brewers  Hose 189 

Brewer's  Spring  Float    ---- 
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Brick  PrcHHCH 18,  20 

Buckets,  Galvanized  33 

Bull  Rings  36 

Bushel  English,  Equivalents 36 

Butter  La^lles 77 

Butter  Prints 77 

Butter  Thermometers    78 

Butter  Trundles 77 

Butter  Working  Machine  77 


Cake  Mills 


37,     38 


Canisters 47 

Canvas  Cloths :...  458 

Canvas  Hose  189 

Capillary  Refrigerator  for  Milk 78 


Carts 


39,  40,  41,     42 


Cart  Axles  44,  45 

Cart  Jacks  232 

Cartwheels    44,  45,  46 

Cartridge  Bags   131 

('asli  Boxes 47 

(jvttle  ('art... 42 

CattleCribs 47 

Cattle  Fencing    198,  201 

('attlo  Foods   110 

Cattle  Medicines    274 

(Jattlo  Troughs   545 

Caving  Elevator 58 

(Centrifugal  Pumps 48 

Chaff  Baggers 534 
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Chaff  Cutters 50,  51,  52,  53,  54,  55,     56 

57,  58,  59,     60 

Chairs  for  Gardens 181 

Chain  Harrows    135,136,137,  138 

Chain  Pumps 61,  62,    63 

Chalk  Washing  Mills 16 

Cheese  Ladder 77 

Cheese  Presses    64 

Cheese  Thermometers    78 

Cheese  Tubs   77 

Cheese  Vats    78 

Chums    65,    QQ 

Cider  Mills 67,    68 

Cider  Presses 67,    68 

Circular  Saws 359 

Cistern  Filters 559 

Clay  CrushingMill 19 

Clay  Grinding  Mills  19 


Clay  Pugging  Mills    12,     1 
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Clay  Rolling  Mill   19 

Clay  Spades    ;...  490 

Clay  Washing  Mills  16 

Clod  Crushers 69,  70 

Clover  Drawers  73 

Clover  Dressing  Machine  71 

Clover  Seed  Separator   71 

Conservatory,  Lean  to  179 

Continuous  Iron  Fencing 201 

Com  Bins    74 
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Corn  Dressing  Machines    29,  30,  31 

Com  Drills 81,  82,' 84,  85,  87,  88 

89,  91,  92,  94 

Com  Grinding  Mills  119,  120,  121,  283 

284,  285,  286,  287 

Com  Screens  475 

Com  Shellers 209,  262 

Corrugated  Iron  Roofing   74 

Cormgated  Iron  Sheets 74 

Cotton  Presses    444 

Crank  Axle  Cart 40,  43 

Cream  Bottles 77 

Cream  Bowls  77 

Cream  Scalding  Apparatus   77 

Cmshing  Mills  for  Corn    288,  290,  29 1 

Cmshing  Mills  for  Clay 19 

Cmshing  Rollers 11 

Cucumber  Frames 180 

Cultivators 472,  473,  497 

Curd  Mills 75,  76 

Dairy  Bmshes 77 

Dairy  Scales  77 

Dairy  Utensils    77 

Deal  Frames    316,  340 

Deer  Hurdles,  Game  Proof 200 

Digging  Machines 79,  80 


Dog-Cart  Aprons 
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Dough  Kneading  Machines  213 

Drag  Harrows 134,  140,  141,  142,  143 

Double-Furrow  Ploughs 406,  407,  408,  410 

411,416,  417,  421,  425 
Drain  Pipe  Machines...  11,  13,  14,  21,  24,     25 

Draining  Plough     ...  501 

Draining  Tools   490 

Draught  Guage  409 

Dressing  Machines  for  Com 29 

Drills  for  Com    81,  82,  83,  86,     87 

Drills  for  Gardens 183 

Drills  for  Liquid  Manure  100,  101 

Drills  for  Manure  95 

Drills  for  Rye  Grass  103 

Drills  for  Seed   83,  84,  85,  86,  87,  89,     91 

Driving  Bands  or  Belts 104 

Driving  Bands  or  Belts,  Hints  to  Users   ...  152 

Driving  Cord  501 

Drum  Guards 540 

Drying  Sheds  for  Bricks,  Tiles,  &c 28 

Duck  Guns 129 

Dynamometer 409 

Edge  Runners 17 

Elevating  Fork  for  Horse  Power  169 

Elevators 105,  vo.^.  v<^'v 


Espaliers 
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Fat  Cutting  Machines   109 


Felts 


462 


Fencing,  Iron 201 

Fencing,  Wire 569,570,  571 

Field  Gates,  Wrought  Iron   202,  203 

Field  Rollers 216,  217,  218,  219 

Field  StUes 205 

Filters  for  Cisterns 559 

Filters,  Stoneware 559 

Fire  Buckets  190 

Flour  Dressing  Machines  284 

Flour  Mills 109 

Flour  Wagons 555 

Flower  Vases 180 

Food  Boiling  and  Steaming  Apparatus    ...      8 

Foods  for  Cattle 110 

Fwges,  Portable 492 

Fork  for  Horse  Power    169 


Forks 


112 


Fountains  for  Gardens  185 

Fret  Saw  Machines    366 

Fumigators 180 


Furze  Masticators 
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Game  Netting    .^. 113 

Game  Proof  Hurdles 200 

Garden  Barrows 180 

Garden  Chairs 181,  182 

Garden  Drills 183 


Garden  Fountains 


Paqe. 

..  185 


Garden  Hose    189 

Garden  Rollers  185 

Garden  Syringes 185 

Garden  Tables    186 

GasEngines   115,  116 

Gas  Stoves 114 

Gates 202,  203 

General  joiners  310,312,  349 

Gig  Aprons 212 


Glass 


117 


harden  Engines 


183,  184 


Glazing    117 

Glue  Heating  Apparatus  329 

Gorse  Masticator    565 

Grain  Cleaners  and  Separators 5 

Grass  Harrows    136,  138 

Grease 118 

Greenhouses    ... 179 

Grinding  Mills  for  Clay 19 

Grindstones 118 

Grist  Mills  119,  120,  121,  292 

Grubbers  and  Horse  Hoes 168 

Grubber,  Steam 502 

Gun  Cases  131 


Guns 


122 


Hand  Gates    205 

Harness  for  Mowing  and  Reaping  Machines  305 

Harrows 132,  133,  139.  140,  141 

Harrows  for  Steam  Power 144,  145 
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Harvest  Carts 39,  41,  42,    43 

Hatching  Machines    442 

Hay  Band  Knives 9 

Haymaking  Machines...  146,  147, 148, 149,  150 

Hay  Presses 444 

Hay  Hacks 265 

Haystackers 105 

Hedge  Cutting  Machine    151 

Hedge  Mittens  186 

Hoisting  and  Winding  Engine 154 

Hoists 231 

Horizontal  Steam  Engines... 512,  514,  515,  517 

Horse  Gears    155,  156,  157,  158,  159 
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Horse  Hoes 162,  163,  164,  165,  166,  168 

Horse  Loin  Covers  212 

Horse  Pitchfork 169 

Horse  Rakes  170,  171,  172,  173,  174,  175 
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Hose 
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Hose  Reels  191,  192,  193 

Hot  Water  Fittings   197 

Hot  Water  Pipes    194 


Hummellers  for  Barley 


Hurdles,  Wrought  Iron 198 

Huts,  Moveable 483 

Hydraulic  Apparatus 191 


Ice  Boxes 
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Ice  Machines 208 

Indian  Corn  Shellers 209,  262 

India  Rubber  Driving  Bands 104,  210 

India  Rubber  Hose    189 

India  Rubber  Sheets 212 

Instructions  for   Working    Small    Steam 

Engines   508 

Irregular  Moulding  Machines  328 

Joiners  Bench    370 

Kneading  Machines   213 

Land  Rollers  215,218,  219 

Lathes  for  Wood 379 

Lath  Punching  Machines 386 

Lawn  Mowers 220,  221,  222,  223,  224,  225 

226,  227,  228,  229,  230 

Lawn  Sweeping  Machines 543 

Leather  Belting 104 

Leather  Hose 190 

Lever  Horse  Hoes 162 

Lifting  Jacks  232,233,234,  235 

Lightning  Conductors    235 

Linseed  Cake  Mills 37,    38 

Liquid  Manure  Carts 236,  237,  238,  239 

Liquid  Manure  Distributor   239 
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Log  Frames 315 


Lorry 
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Maize  Mills 276,277,278,  279 

Maize  Shellers    209,  262 

Malt  Crushers 261 

Malt  Kiln  Wire  Floor   262 

Malt  Plough  262 

Malt  Screens 262,  263 

Mangers 264,  265 

Mangles 266,  267 

Mangling  Machines   561 

Mangold  Wurtzel  Drills 98,  99,  101,  102 

Manures,  Artificial 268,  269 

Manure  Distributors 97,  270 

Manure  Drills    95,     99 


Manure  Forks 112  Netting,  Game   113 
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Mills  for  Crushing  and  Grinding  Clay 19 

Mills  for  Grinding  Com 119,  120,  121 

Mitreing  Machine 326 

Mortar  Mills 16,     17 

Mortising  Machines  ...  314,  325,  373,  382,  384 
Moulding  Machines  for  Wood  ...  309,  319,  '372 

Moulding  Ploughs 166,  167,  405,  415 

Moveable  Huts  483 

Mowing  Machines 293,  294,  295,  296,  297 

298,  299,  300,  301,  302,  303,  304 

305,  306,  307,  308 

Mule  Gears 156 

Netting  for  Fruit  Trees .' 384 


Manure  Screens 271 

Market  Carts 43 

Measures,  Equivalent 36,  563 

Meat  Chopping  Machines 272 

Meat  Safes 273 


Nuts  for  Bolts 


Pails,  Galvanized 33 

Paint  Mills 385 

Paints 386,  387 

Panel  Board  Planing  Machine 322 


Medicines  for  Cattle  274     '     Parers  for  Apples   6 


Melon  Frames    180 

Mildew  Annihilators 180 

Milk  Agitator 77 


Pea  Guards 187 

Pea  Trainers  186 

Perambulators    390 


Milk  Cooler 77  Pig  Troughs    391 


Milk  Dishes    77 

MilkPail^ 77 


Pipe  Making  Machinery 11,  13,     14 
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Pistols 130 

Pitchfork  for  Horse  Power 169 

Planing  Machines  for  Wood 309,  319,  320 


Plant  Protectors. 


321,  369 
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Ploughing  Engine  ...  245,  255 

Ploughs 396,  397.  398,  399,  400,  401,  402 

403,  404,  405,  406,  407,  408,  409 

410,  411,  412,  413,  414,  415,  416 

417,  418,  419,  420,  421,  422,  423 

424,  425,  426,  427,  428 

Plough  Sledges  409 

Pony  Gears 156 

Portable  Steam  Engines    516,  518,  520 

521,  523 

Portable  Steam  Engine  Wheels    46 

Portable  Railways 429,  430,  431,  432 

433,  434,  435,  436 

Post  Hole  Digger   437 

Potato  Digger 437 

Potato  Raiser 166,  167,  404,  415 

Potato  Mashers  438 

Potato  Planters 439 

Potat^i  Separators  440 

Potato  Washers 441 

Poultry  Fence     442 

Poultry  Incubators    442 

Presses  for  Bricks   18,     20 


Presses  for  Cheese 
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Presses  for  Hay,  &c 444 

Press  Wheel  Rollers  69 

Pug  Mills    12,  15 

Pulleys 161,  446 

Pulley  Blocks 445 

Pulpers    463 

Pumps 241,  447 

Pumps,  Centrifugal 48,  49 

Pumps,  Chain 61,  62,  63 

Pumps,  Liquid  Manure 240,  241 

Punt  Guns 129 


Putty 
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Quarry  Presses   18 

Rabbit  Netting  113 

Rabbit  Rifles 128 

Railways  Portable 429 

Rams  Hydraulic 206,  207 

Reaping  Machines448,  449,  450,  451,  452,  453 

Refrigerators  209 

Refrigerators  for  Milk    78 

Revolvers    130 

Rick  Cloths 458 

Rick  Covers,  Iron  459 

Rick  Stands    460 

Ridge  Drill 95 
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Rifles 
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Road. Locomotive  Engines... 245,  246,  247,  248 
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Road  Locomotive  Wagons 243,  244 

Road  Rollers  525 

Road  Rollers,  Steam 501 


Roller  Brick  Machine. 
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Rollers,  Garden 185 

Rollers,  Land 215,  216 

Roller,  Steam 501 

Roofing,  Corrugated  Iron 74 


Roofing  Felts 
Root  Graters 
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RootPulpers  463,  464,  465,  466 

Root  Washers 467 

Rounding  Machines  310,  378 

RyeGrafisDriU  103 

Sack  Barrows 468 

Sack  Lifters    469 


Sacks 
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Saw  Benches   344,  345,  346,  347,  348,  353 

358,  359,  360,  361,  380,  381 

Saw  Sharpening  Machine  355 

Saw  Spindles  and  Frames 378 

Saw  Vice 357 

Sawing  Machines,  Horizontal    318,  339 

Scarifiers 472,  473 

Screw  Jacks    232,233,  234 

Screw  Jacks,  Traversing    232 


Screens  for  Barley 
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Screens  for  Corn r,  475 


Screening  and  Corn  Dressing  Machines  30,     31 

Scufflers 472,  473 

Scythes,  Patent   476 

Seats  for  Gardens  181,182,  183 

Seed  Drawers 72,     73 

Seed  Dressing  Machines    71 

Seed  Drills 82,  83,  84,  89,  90,  91,     99 

Seed  Separators 71 

Self-Binding  Reapers 454,  457 

Self-Feeding  Thrashing  Apparatus  ...  528,  538 

Self-Moving  Engines 250,  260 

Semi-Portable  Steam  Engines  523 

Separators  for  Grain,  &c 5,7,  475 

Sewing  Machines    477,  478,  479 

Shaping  Machines  for  Wood 323 

Sheep  Dipping  Apparatus 480 

Sheep  Fences 201,  571 

Sheep-Fold  Hurdles 199 

Sheep  Hurdles    199 

Sheep  Racks  481 

Sheep  Troughs   482 

Sheds  for  Dridng  Bricks,  Tiles,  &c 28 

Shepherds  Huts 483 

Shovels    484 


Slates,  Glass 
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Sledges  for  Ploughs    409 

Small  Seed  Drill 103 

Smiths*  Anvils    6 
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Stoves,  Gas. 
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Straw  Band  Knives 


Straw  Bruising  Apparatus 531 

Straw  Burning  Engines 524 

Straw  Choppers 533 

Subsoil  Plough  403,  502 

Surfacing  Machines  for  Wood  368 

Sweeping  Machines    543 

Syringes,  Garden 185 

Tables  for  Gardens 186 

Tenoning  Machines    313,  324 

Thermometers  for  Butter  and  Cheese  78 

Thrashing  Cloths    458 

Thrashing  Machines...  527,  528,  529,  530,  531 

532,  533,  534,  535,  536 
537,  538,  539,  541,  542 

Tile  Drying  Sheds 28 

Tiles,  Glass 117 

Tile  Making  Machinery  11,  13,  14,  21,  26,     27 
Timber  Frames  ...315,  330,  331,  332,  333,  334 

335,  336,  337,  338 

Tool  Grinding  Apparatus 356 

Traction  Engines    245,  246,  247,  248,  249 
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Traction  Wagons 243.  244 

Tree  Guards   544 

Tree  Planter  437 

Tricycles 552,  553 

Trefoil  Seed  Drawers ' 
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Triple  Furrow  Ploughs  398 

Trying-Up  Machines 367 

Turnip  Cutters  546 

Turnip  Drills 92,  93,  98,  101,  102 

Turnip  Hoes    163,  164,  165,  166,  167,  168 

Turnip  Thinners 547,  548 

Turnwrest  Ploughs .....415,  422,  423,  424 

Unclimbable  Hurdles 200 

Universal  Moulding  Machines  327 

Universal  Plough     .... 400 

Vases  for  Flowers   180 

Vertical  Edge  Runners 17 

Vertical  Steam  Boilers  493 

Vertical  Steam  Engines 503,  504,  505 

506,  507,  513 

Wagon  Axles 46 

Wagon  Covers 458 

Wagon  Wheels  46 

Wagons,  Farm    554 

Wagons,  Road  Locomotive 243 

Wash  Mills 16 

Washers  for  Roots 467 

Washing  Macliines 560 

Water  Ballast  Rollers 216 

Water  Barrows 188 

Water  Carts    556,557,  558 

Water  Filters 559 
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Weights  and  Measures,  Comparative  563 

Wheelbarrows 180,  564 

Wheel  Harrows 143 
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Wheels  for  Portable  Engines..  46 

Wheels  for  Wagons    46 

Whin  Masticator    ..    565 

Whippletrees 566,  567 

Wicket  Gates 205 

Winding  and  Hoisting  Engine 154 

Wine  Bins  568 

Wire  Fencing 569,  570,  571 

Winnowing  Machines    29 

Wood  Lathes 376 

Wood  Moulding  Machines    309 

Wood  Planing  Machines   309 

Wood  Rounding  Machine 310 

Wood  Working  Machines 309 

Wool  Presses  444 

Wringing  Machines   561 

Yokes  and  Chains  78 

Yokes,  Straps,  and  Hooks 78 
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